1990 ford econoline van fuse box diagram

Ad vertisements. Here you will find fuse box diagrams of Ford E-Series , , , Econoline , get
information about the location of the fuse panels inside the car, and learn about the assignment
of each fuse fuse layout and relay. Cigar lighter power outlet fuse in the Ford Econoline is the
fuse 10 in the Instrument panel fuse box. You can access the fuse panel through the steering
column lower opening. Remove the cover using the quick-release fasteners. It is located near
the battery, below. How to check the fuses? How to replace a blown fuse? Why do car fuses
blow? Types of automotive fuses. Table of Contents. Passenger Compartment Fuse Box.
Engine Compartment Fuse Box. Learn more: How to check the fuses? We use cookies to ensure
that we give you the best experience on our website. If you continue to use this site we will
assume that you are happy with it. Ok Privacy policy. Flash-to-pass; Instrument illumination;
License lamps; Head and park lamps. Accessory tap; Anti-theft module; Illuminated entry;
Remote keyless entry module; Speed control; Trailer battery charge relay. This pictorial diagram
shows us a physical connection that is much easier to understand in an electrical circuit or
system. An electrical diagram can indicate all the interconnections, indicating their relative
positions. The use of this Array can be positively recognized in a production project or in
solving electrical problems. This can prevent a lot of damage that even derail electrical plans.
The layout facilitates communication between electrical engineers designing electrical circuits
and implementing them. The pictures are also helpful in making repairs. It shows whether the
installation has been appropriately designed and implemented while confirming the safety
regulators. A usually gives information about the relative position and arrangement of devices
and terminals on the devices, to help in building or servicing the device. This is unlike a
schematic diagram, where the arrangement of the components interconnections on the diagram
usually does not correspond to the components physical locations in the finished device. A
pictorial would show more detail of the physical appearance, whereas a wiring diagram uses a
more symbolic notation to emphasize interconnections over physical appearance. They only
provide general information and cannot be used to repair or examine a circuit. The functions of
different equipment used within the circuit get presented with the help of a schematic diagram
whose symbols generally include vertical and horizontal lines. However, these lines are known
to show the flow of the system rather than its wires. A represents the original and physical
layout of electrical interconnections. Wiring on the picture with different symbols shows the
exact location of equipment in the whole circuit. Its components are shown by the pictorial to be
easily identifiable. They are often photos attached with highly-detailed drawings or labels of the
physical components. A person with a strong knowledge of electrical wiring diagrams can only
understand a pictorial. Fuses and relay Ford E-Series Fuses box diagram. FRDatabase Design
Tool. ITDiagram Database - Silvi-trimmings. FR: Diagram Database. The power distribution box
is located in the engine compartment. The instrument panel relay module is located behind the
radio in the center of the instrument panel. The engine compartment relay module is located in
one of two places depending on which type of engine your vehicle is equipped with:. Passenger
Compartment Fuse Box. Multi-function switch, Turn signals. Transmission range TR sensor ''03
, Backup lamps, Auxiliary battery relay, Trailer tow relay '' Daytime running lamps DRL ''03 ,
High beam indicator. Right headlamp low beam , Daytime running lamps DRL '' PCM power
relay, Engine compartment fuse 4. Auxiliary battery relay, Engine compartment fuses 5 ''08 , 14
''03 , Blower motor relay blower motor. Auxiliary blower motor relay, remote keyless entry
module '' Trailer tow battery charge relay. Ignition switch, Fuse panel ''05 , Delayed accessory
delay '' Horn, daytime running lamp module '' Auxiliary battery diode. Trailer backup lamps.
Trailer running lamps. Trailer battery charge ''01 - Trailer running lamps. Blower motor relay.
Introduced for the model year as the replacement for the Ford F-series panel van , the model
line is currently in its fourth generation. Produced in multiple design variations for both retail
and commercial sale, the E-Series was developed as a van for either cargo or passenger use,
and as a cutaway van chassis and stripped chassis a chassis without bodywork. Since the
model year, only the latter two designs are offered, as Ford replaced E-Series vans with the
Ford Transit. From to , the E-Series van was the best-selling full-size van in the United States.
The model line entered its 60th year of production for , second only to the Ford F-Series in
production since within Ford Motor Company in terms of longevity. Prior to its closure, Lorain
Assembly Lorain, Ohio assembled the model line from to Ford released the first-generation Ford
Econoline on September 21, for the model year. Three models were available, a cargo van, a
passenger van also sold under the Station Bus and Club Wagon names , and a forward-control
pickup truck. Competing directly against the rear-engine Chevrolet Corvair van and Volkswagen
Transporter , the Ford Econoline established multiple design precedents adopted by successive
American vans, including the Chevrolet Van and Dodge A While also a forward-control vehicle,
Ford introduced a mid-engine configuration. The first-generation Ford Econoline was based on
the Ford Falcon compact car range. For , the six became standard, with a cubic-inch six

introduced as an option. A three-speed manual was standard, with a Dagenham four-speed
manual introduced for and discontinued in ; the cubic-inch engine was offered with a 3-speed
automatic in , and the larger two engines were both offered with a 3-speed automatic as an
option thereafter. In contrast to the Falcon, the Econoline was fitted with a solid front axle and a
solid rear axle suspension with leaf springs for all four wheels. In its body design, the Ford
Econoline adapted several elements of the Volkswagen Type 2 while making major departures
with other design features to accommodate its mid-engine layout. In line with Volkswagen, the
Econoline positioned the front seats above the front axle, making it a cabover -style
configuration similar to the Jeep Forward Control. The grille placed below the headlights was a
design feature borrowed loosely from the Ford Thames E a predecessor of the Ford Transit. The
mid-engine placement enlarged the cargo area, as the engine compartment was located forward
of the flat load floor. Through its production, the first-generation Ford Econoline was offered in
several variants. Alongside the standard 6-door cargo van, an 8-door version adding 2 doors on
the driver side was added for For , a panel van was introduced, deleting side loading doors
altogether. For , a "Super Van" extended-length body was introduced, extending the body 18
inches behind the rear axle. Econoline cargo vans except panel vans were offered with or
without side windows in several configurations. Alongside the Ford Falcon, the Ford Econoline
was expanded into a product line including several vehicles. In Canada, the Econoline was
marketed through both the sales networks of both Ford and Lincoln-Mercury as a Mercury , to
increase its presence outside of urban areas. Introduced alongside the cargo van in , Ford
introduced two passenger variants of the Econoline branded as part of the Falcon range.
Introduced as a bodystyle for , the Ford Econoline pickup truck derived its body from the cargo
van. Similar in configuration to the Chevrolet Corvair pickup , the Econoline pickup bed saw no
engine intrusion related to the engine compartment. While far shorter than the similar-GVWR F,
the Econoline pickup was designed with a 7-foot long pickup bed sized between the two
F-Series offerings. Two versions of the cab were offered, a standard "3-window" cab and an
optional "5-window", which added wraparound windows to the cab corners. The introduction of
the cubic-inch engine for necessitated a larger engine compartment, intruding slightly into the
cargo bed to provide clearance for the transmission bellhousing. The same year, a "Spring
Special" package was offered as a trim option. At the time of its launch, Ford projected the
Econoline pickup truck to outsell the van, but buyers reversed the trend, with the van outselling
the pickup truck nine-to-one. When branding its truck offerings under the Mercury brand, Ford
of Canada maximized its presence in rural area serviced by either Ford or Lincoln-Mercury but
not both. As with the Mercury M-series trucks, the Mercury Econoline was largely identical to its
Ford namesake differing primarily in badging ; the model was marketed in Canada as a cargo
and passenger van and a pickup truck. After , production of the model line was sourced from
the United States. Production numbers of Mercury Econolines were low; for example, a total of
1, Mercury Econoline pickup trucks were built in As the result of a lengthy United Auto Workers
strike in , the launch of the second-generation Econoline van was delayed almost four months
until January Instead of calling it a or Shedding its Falcon roots, the second-generation
Econoline became a heavier-duty vehicle, sharing many of its underpinnings with the F-series
full-size pickups. While the unibody construction of the previous-generation van was carried
over, a major change was made in the overall layout in the body and chassis of the Econoline.
To build a heavier-duty chassis, the mid-engine forward-control layout was abandoned in favor
of a front-engine layout with the axle placed forward; this also allowed the use of the " Twin
I-Beam " front suspension used in the F-series trucks. With the change of chassis and axle
configurations, the Econoline gained a conventional hood for engine access though most
engine access remained from the interior. To aid in engine compartment ventilation, the model
was given a conventional grille, styled similar to the F series. For , the grille was redesigned to
match the updated F series. For , a sliding rear door became an option; introduced on a cutaway
van chassis was the Hi-Cube van, a cab-chassis version of the Econoline with a box-van body.
The introduction of the cab-chassis variant would become popular in the recreational-vehicle
industry a Class C RV , a segment still dominated by the E series in the s. Inside of the
Econoline, the shift of the engine location moved the engine housing from between the seats to
in front of the driver and front passenger, under the windshield. While the Econoline cargo van
remained, it was joined by an Econoline passenger van replacing the Falcon van. Based on an
all-new chassis , Ford became the first American manufacturer to adapt body-on-frame
construction to a full-size van. The new-generation Econoline would become common not only
in its own right, but as the basis for other vehicles. With a full frame, the Econoline became
popular as a cutaway van chassis ; the design served as a basis for many ambulances, and
various types of trucks and buses. The shared drivetrain with the F-Series marked the
beginning of aftermarket four-wheel drive conversions. During the s, the Econoline became

popular as a basis for van conversions. Using the sparsely-equipped Econoline cargo van as a
basis, a luxurious interior was fitted, along with extensive customization of the exterior. To
increase the versatility of the full-size van line, the Econoline was developed using
body-on-frame construction for the first time. In addition to increasing the strength of the
chassis, the configuration allowed more commonality with the F-series trucks. As before, the
Twin I-Beam front suspension was used. In its new configuration, the engine was moved further
forward and lowered relative to the body. After the model year, the inch wheelbase Club Wagon
passenger van was discontinued, and the inch wheelbase Econoline Cargo Van was
discontinued after the model year, leaving the inch wheelbase as the sole option. In , to increase
the fuel economy of the Econoline without a major loss in engine output, Ford introduced the
option of a 6. The diesel V8 engines were available only in Econoline s or Club Wagons sold on
the same chassis. The cutaway version was available with the larger 5. Due to the popularity of
automatic transmissions in full-size vans, Ford discontinued all manual transmissions after the
model year. The column-shifted 3-speed departed after , leaving the floor-shifted 4-speed
overdrive manual as standard. The four-speed was replaced by a Mazda-sourced 5-speed M5OD
for Unlike its predecessors, Ford designed the Econoline with a "two-box" layout. Similar to the
Ford Transit of the time, the configuration moved the engine as far forward as possible and
lower in the chassis than in its predecessor; although the hood was nearly twice as long, the
hoodline was much lower. A higher degree of parts commonality with the F series made itself
known in the bodystyling: the vent windows, taillights, bumpers, and wheels were common
items between the two vehicles. In , a minor facelift updated the grille design; round headlights
were replaced by rectangular units. Although the Ford Aerostar minivan would introduce styling
far different from the Econoline, the basic styling of the full-size van would heavily influence the
Ford Ranger and its SUV offspring, the Ford Bronco II. Inside, the redesign of the chassis
expanded interior room, though the rear of the engine still remained between the front seats; an
engine cover still provided access for servicing. Sharing many controls with the F series, the
new design also improved interior ergonomics. In three body sizes, the Econoline was
produced in a cargo van and passenger van, with the latter produced in three trim levels; base,
Custom and Chateau. In addition, the Club Wagon was produced solely as a passenger van.
While the third-generation chassis was largely carried over, the body and interior underwent a
complete redesign. As with the smaller Ford Aerostar , the fourth-generation model line was
offered two body lengths on a common wheelbase. For , to adopt a nomenclature closer in line
to that of Ford full-size trucks, the Econoline was renamed the E-Series. From onward, the
E-Series has remained in production solely for commercial markets in cutaway-cab and stripped
chassis configurations. Sharing many components with F-Series trucks, the E-Series retained
the "Twin I-Beam" front suspension used by rear-wheel drive Ford trucks in North America from
the s to the early s. The rear suspension was a live rear axle with rear leaf springs. For the
model year, the chassis underwent its largest revisions of the fourth generation. In an effort to
improve handling and safety, larger brakes were added, improved steering, rollover stability
control , and a higher GVWR. On or series vans, a 7. During , the IDI diesel was replaced by a 7.
For , the E-Series underwent a revision of its engine lineup, retaining only the 7. Sharing its
gasoline engines with the tenth-generation F-Series , a 4. The 5. For , the 7. While gaining an
intercooler over its predecessor, due to the lack of airflow in the engine compartment compared
to Super Duty trucks , Ford had to detune the E-Series version of the 6. For , the 4. The 6.
Diesels were no longer offered after the model year. For , the E-Series gained flexible-fuel
capability with 4. In May , the final 4. For , the 6. During its production, the fourth-generation
E-series underwent minor revisions in and , with a major revision in ; for , the model line
underwent an additional update. The cargo van was sold as a two-passenger vehicle, with the
passenger van sold in various configurations, including 5, 8, 9, 12, and 15 passengers. During
its production, the fourth-generation model line underwent several name changes. As with the
previous generation, the Econoline was sold as both a cargo van and as a passenger van
Econoline Wagon with the Ford Club Wagon sold only as a passenger van. Toward the end of
the s, Ford began to phase out the use of the Econoline and Club Wagon nameplates. For , the
Club Wagon nameplate was discontinued in favor of Econoline Wagon. For , the Chateau was
dropped, replaced by the E Traveler; due to low sales, it was dropped after a single model year.
For , to commemorate the 50th year of production, Ford offered a 50th Anniversary Edition of
the E-Series. Offered on XLT Wagons, the option package was distinguished by blue metallic
paint, embroidered seatbacks, and exterior badging. For the model year, the body of the
Econoline underwent a complete redesign. In contrast to its GM and Dodge competitors, the
two-box body configuration made a return. To optimize the aerodynamics of the van body, the
hood was angled slightly downward and the windshield was raked back though far less than the
Aerostar. If specified, all side and rear window glass was flush-mounted to the body, along with

wraparound taillamp lenses; flush-mounted composite headlamps were an option standard on
all Club Wagons. When redesigning the interior of the E-series, the driver compartment
underwent extensive modernization. While space between the front seats was again dominated
by the front-mounted engine, a redesign of the engine cover freed up additional passenger
room. Sharing controls and components with the F-Series and Aerostar, the model line became
the first full-size van equipped with a standard driver-side airbag except for series models,
exempted by their GVWR. The instrument panel received more legible instruments but no
tachometer ; a 6-digit LCD odometer replaced the previous 5-digit analog unit. For , CFC-free Ra
air-conditioning refrigerant was adopted beginning with September production. For , the
E-series underwent a revision of both its exterior and interior, largely to bring its appearance in
line with other Ford trucks. The previous egg-crate grille was replaced by an eight-hole
oval-shaped cutout matching the Explorer and F The interior underwent a complete redesign,
adopting an all-new dashboard. Following the adoption of dual airbags for all versions , the
"brick"-style steering wheel was replaced by one with a center-mounted horn. To improve the
convenience of interior controls, rotary switches for climate controls were introduced, along
with a double-DIN radio. The instrument panel was redesigned, reintroducing an analog
odometer. The front seats underwent a redesign, relocating the seatbelt mounting to the
B-pillars. For , the E-series underwent an exterior update, adopting the grille introduced by the E
Super Duty see below. The new grille shifted the Ford Blue Oval emblem from the hood to the
center of the grille for the first time since ; based on trim, the grille was either dark gray or
chrome. The front turn signal lenses were changed from clear to amber their first change since
Coinciding with the exterior revision, the interior saw several updates. While the dashboard
remained essentially unchanged, the engine cover was redesigned including redesigned cup
holders ; the design now included a center-mounted glovebox absent from the E-Series since
For , the instrument cluster was updated with a digital odometer; heavy-duty vans now offered a
tachometer as an option. Sharing a number of chassis components with the F Super Duty, the E
was distinguished by a grille styled in line with Super Duty pickup trucks with a three horizontal
slots between two vertical openings. To accommodate the wider, heavier-duty front axle, the
van body was fitted with a larger front bumper and plastic fender flares shared with the F truck.
Several wheelbases were offered, ranging between Following the model year, Ford ended
production of the E Super Duty the E currently remains in production. For the model year, the
fourth-generation E-series underwent its most extensive revision since its introduction. While
the chassis itself saw few fundamental changes, the bodyshell saw a major update to the
exterior and interior. Largely concentrated forward of the windshield, the redesign included new
fenders, a new hood, and a much larger grille. To increase parts commonality, the grille and
headlights were shared with the revision of the Super Duty trucks. For , the dashboard
underwent its own redesign sharing only the steering column with the previous version. Further
increasing parts commonality with the Super Duty, the instrument panel was redesigned
standardizing a tachometer ; the glovebox was shifted from the engine cover to ahead of the
passenger seat. Sharing additional components with the Super Duty, the model line gained the
Ford Sync system and in-dash navigation as options. For the first time in a full-size van, the
E-series was offered with a rear-view backup camera as an option. For the model year, Ford
discontinued sales of the E-Series passenger and cargo vans, replacing them with the
fourth-generation Ford Transit. While the E-Series had remained the best-selling vehicle in the
full-size van segment since , [24] [25] the model line had seen little change since on a chassis
introduced for the model year. From onward, the E-Series has remained in production entirely
for commercial sale, with all examples produced as incomplete vehicles. The model line is
currently offered in two configurations: cutaway-cab open-cab, to be fitted with second-party
rear body and stripped-chassis no body, to be fitted with complete second-party body. Sold
outside of North America since , the Transit was introduced to the United States and Canada,
offering increased fuel economy and additional body configurations over the E-Series.
Following the discontinuation of E-Series passenger vans, the powertrain underwent a revision,
with the 6. Initially planned to continue production until the end of the s, [16] Ford extended the
life of the E-Series into its sixth decade, unveiling a revised model line. Replacing both the 6.
The largest overhead-valve V8 since the 7. For the first time since , the E-Series is fitted with a
new tilt-telescope steering column [29] [30] and the first redesign of the instrument cluster since
; both components are derived from the F and Super Duty trucks. From Wikipedia, the free
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Table of Contents. It is dedication to learning what you want, determination to develop the right
concept, and execution of that concept with care, precision, and attention to detail. Page 5 This
guide describes equipment and gives specifications for equipment that was in effect when this
guide was approved for printing. Ford may discontinue models or change specifications or
design without any notice and without incurring obligation. Page 7 If you lose your Warranty
Information Booklet, you can get a new one free of charge. Contact any Ford or Lincoln-Mercury
dealer, or refer to the addresses and phone numbers on the first page of this owner guide. You
should include this number any time you write to Ford Motor Company about your vehicle. The
Vehicle Identification Number is attached to Page 10 Your Ford dealer has information about the
availability of many items of equipment which may be ordered for your Page 11 Use only the
type of engine oil that Ford recommends. See Engine oil recommendations in the Index. Page 12
Ford, however, believes that continual improvement in customer satisfaction is a high priority.
For this reason, Ford has authorized its dealers to repair, at no charge to the owner, the
surfaces of new vehicles damaged by Page Safety Restraints Safety Restraints Important Safety
Belt Information The use of safety belts helps to restrain you and your passengers in case of a
collision. In most states and in Canada the law requires their use. Safety belts provide best
restraint when: the seatback is upright the occupant is sitting upright not slouched the lap belt
is snug and low on the hips Persons not riding in a seat with a fastened seat belt are much more
likely to suffer serious injury in a collision. Cargo should always be secured to prevent it from
shifting and causing damage to the vehicle or harm to passengers. Grasp the shoulder portion
of the belt and pull downward until all of the belt is extracted, and when allowed to retract, a
clicking sound will be heard. Page 18 After you get into your vehicle, close the door and lock it.
Then adjust the seat to the position that suits you best. Due to folding rear seats, sometimes the
buckles and tongues toward the center of the vehicle may be hidden by the rear edge of the seat
cushion. Page 20 Proper stowage of shoulder safety belt Page 21 Location of the stowage hook
caution label on safety belt Page 22 Location of the detachable anchor warning label on safety
belt In order to remove the rear seat, the safety belt must be disengaged from the seat. To
disengage the safety belt from the seat, insert a key or small screwdriver into the slot provided
on the detachable anchor. Page 23 Whenever a rear seat has been removed, the tongue end of
the detachable anchor must be correctly stowed. See the following illustrations. Rear seat
shoulder safety belt â€” stowage with seat removed Page 24 Rear seat shoulder safety belt â€”
stowage with seat removed RWARNING When reinstalling a rear seat in your vehicle it must be
placed in its original position. Improper installation of the seat will prevent correct use of the
safety belts and could increase the risk of injury. Page 25 After installing the rear seat, make
sure the safety belt is not twisted before you insert it into the detachable anchor. A twisted
safety belt may cause the retractor to not work properly. Page 26 Adjust the belt so that it fits
snugly and as low as possible around the hips: If you need to lengthen the belt, unfasten it and
repeat the procedure above. If you need to shorten the belt, pull on the loose end of the
webbing. Page 27 2. While the belt retracts, guide the tongue to its stowed position. If you do
not guide the tongue, it may strike you or part of the vehicle. How to Untwist or Unjam a Safety
Belt Retractor If you should jam the lap belt retractor by allowing the belt to retract when it is
twisted, you can free the webbing with this procedure: 1. NOTE: The restraint system shown in
the following figures may be different than the restraint system in your vehicle. However, use
these figures and this procedure to correct a twisted safety shoulder belt at any outboard
seating Page 29 1. See Figure 2. Rotate and fold the belt webbing over itself as required to
remove the twist. Page 30 4. When completed, the safety belt should look like Figure 3. Safety
Belt Extension Assembly For some people, the safety belt may be too short even when it is fully

extended. You can add about eight inches 20 cm to the belt length with a safety belt extension
assembly part number C Page Safety Belt Maintenance slide bar if so equipped , child safety
seat tether bracket assemblies if so equipped , and attaching hardware, should be inspected
after any collision. Ford recommends that all safety belt assemblies used in vehicles involved in
a collision be replaced. However, if the collision Page 33 There are four very important reasons
to use safety belts even with an air bag system. Use your safety belts to: help keep you in the
proper seating position away from the air bag when it inflates reduce the risk of harm in
rollover, side or rear impact collisions, because an air bag is not designed to inflate in such
situations reduce the risk of harm in frontal collisions One part is the air bag system with the
driver air bag and inflator located in the center of the steering wheel. The second part is the
electrical system, which has impact sensors, and a diagnostic module, and backup power
supply. Tone generator The air bag readiness light indicates the air bag system condition. Page
36 The air bag system is designed to stay out of sight until it is activated. Page 37 The surface
of the air bags and the vehicle interior may be dusted with a powdery residue. The powder is
cornstarch or talcum powder, which is used to lubricate the air bag as it inflates, and sodium
compounds such as sodium carbonates e. If the air bag is not replaced, the unrepaired area will
increase the risk of injury in a collision. Page 39 Disposal of supplemental air bag equipped
vehicles For disposal of air bags or air bag equipped vehicles, see your local Ford or
Lincoln-Mercury dealer, or refer to the procedures in the Ford Service Manual. Information on
how to order a service manual is available at an authorized Ford or Lincoln-Mercury dealer. If
small children ride in your vehicle â€” this generally includes children who are four years old or
younger and who weigh 40 pounds 18 kg or less â€” Page 43 Safety Belts for Children Children
who are too large for child safety seats should always wear safety belts. See instructions with
your child seat, or contact its manufacturer, to determine maximum size of child that will safely
fit in the seat. Ford recommends the use of a child safety seat having a top tether strap. Install
the child safety seat in a seating position which is capable of providing a tether anchorage.
Page 45 Ford recommends placing forward-facing safety seats in the second row and using
safety seats with top tether straps for added protection. An unsecured safety seat could also
injure other passengers. If you choose to install a forward-facing child safety seat or infant
carrier in the front seating positions, move vehicle seat as far back as possible. Page 48 3. Be
sure that the belt webbing is not twisted. Insert the belt tongue into the buckle for that seating
position until you hear and feel the latch engage. Figure 3. Make sure tongue is latched securely
to buckle by pulling on tongue. Page 50 Buckling the belt 5. Grasp the shoulder portion of the
belt and pull downward until all of the belt is extracted and a click is heard. At this time, the
retractor is in the automatic locking mode child seat restraint mode. Figure 4. NOTE: The
dual-locking mode retractor must be in the automatic locking mode to properly restrain a child.
Page 51 Setting the retractor to automatic locking mode 6. Allow the belt to retract. Pull up on
the shoulder webbing. A clicking sound will be heard as the belt retracts. This indicates the
retractor is in the automatic locking mode. Push down on the child seat while you pull up on the
belt to remove any slack in the belt. Page 53 7. Before placing the child in the child seat, forcibly
tilt the seat from side to side, and tug it forward to make sure that the seat is securely held in
place, Figure 7. Checking that the seat is secure Page 54 8. Double check that the retractor is in
the automatic locking mode. Try to pull more belt out of the retractor. If you cannot, the belt is in
the automatic locking mode, Figure 8. Checking the retractor 9. Check to make sure that the
child seat is properly secured prior to each use. Lengthen the lap belt. To lengthen the belt, hold
the tongue so that its bottom is perpendicular to the direction of webbing while sliding the
tongue up the webbing. Page 56 You can install a tether strap anchor bracket to the back of the
seat by using a tether anchor kit D74 , available at no charge from any Ford dealer. Read and
follow the instructions provided with the kit carefully for installation of the child tether strap
anchor. The tether anchor may not perform properly if the wrong mounting location is used.
Page 59 If the key is stuck in the LOCK position, move the steering wheel left or right until the
key turns freely. They could accidentally injure themselves or others through inadvertent
operation of the vehicle. Further, on hot, sunny days, temperatures in a closed vehicle could
quickly become high enough to cause severe and possibly fatal injuries to people as well as
animals. Page Warning Lights And Gauges If you do not let the engine relearn its idle, the idle
quality of your vehicle may be adversely affected until the idle is relearned. Your vehicle will
eventually relearn its idle while you drive it, but it takes much longer than if you use the
previous procedure. Page 62 Starting Your Engine To start your engine: 1. Follow the steps
under Preparing to Start Your Vehicle at the beginning of this section. Turn the ignition key to
the ON position. DO NOT depress the accelerator pedal when starting your engine. If the engine
does not start within five 5 seconds on the first try, turn the key to the OFF position. Page 64 If
you need to shift out of P Park by using the alternate procedure described above, it is possible

that a fuse has blown and that your brakelamps may also not be functional. Please refer to the
chapter titled Servicing Your Econoline in this Owner Guide for instructions on checking and
replacing fuses. Page 65 make your vehicle move slightly faster than its normal idle speed. It
should, however, slow down after a short time. If it does not, have the idle speed checked. If the
engine idle speed does not slow down automatically, do not allow your vehicle to idle for more
than 10 minutes. Page 66 For best results, plug the heater in at least three hours before you
start your vehicle. Using the heater for longer than three hours will not damage the engine, so
you can plug it in at night to start your vehicle the following morning. Have all the passengers
get out of the vehicle and call the local fire department or a towing service. Page 68 6. Check all
vehicle warning lights before driving your vehicle. Reset button for fuel pump shut-off switch
Guarding Against Exhaust Fumes Carbon monoxide, although colorless and odorless, is
present in exhaust fumes. Take precautions to avoid its dangerous effects. Page 69 Have the
exhaust and body ventilation systems checked whenever: your vehicle is raised for service the
sound of the exhaust system changes your vehicle has been damaged in a collision Improve
your ventilation by keeping all air inlet vents clear of snow, leaves, and other debris. If the
engine is idling while you are stopped in an open area for long periods of time, open the
windows at least one inch 2. Page Warning Lights And Gauges Warning Lights and Gauges The
instrument panel dashboard on your vehicle is divided into several different sections. The
illustrations on the following pages show the major parts of the instrument panel that are
described in this chapter. Some items shown may not be on all vehicles. Page 72 The
Mechanical Cluster The following warning lights and gauges are on the mechanical cluster. All
of the warning lights and gauges alert you to possible problems with your vehicle. Some of the
lights listed are optional. The following sections detail what each of these indicators means. The
ABS brake warning light should glow momentarily. The following conditions will take place: If
the safety belt is not buckled when the key is turned to the ON position, the light comes on for 1
to 2 minutes and the chime sounds for 4 to 8 seconds. Additions such as burglar alarms,
cellular phones, and CB radios must be carefully installed. Do not install these devices by
tapping into or running wires close to powertrain control system wires or components. Page 76
An example of a condition which corrects itself occurs when an engine running out of fuel
begins to misfire. In this case, the Check Engine Warning Light may turn on and will then set a
Diagnostic Trouble Code indicating that the engine was misfiring while the last of the fuel was
being consumed. Page 77 Charging System Light This light, shown as a battery symbol on your
cluster, indicates that your battery is not being charged and that you need to have the electrical
system checked. As soon as you lock the doors, the light glows steadily. Within 30 seconds of
closing all the doors, the light goes out. Page 80 Engine oil pressure gauge High Beam Light
This light comes on when the headlamps are turned on high beam or when you flash the lights.
Page 81 Fuel gauge Engine Coolant Temperature Gauge This gauge tells you the temperature of
the engine coolant, not the coolant level. If the coolant is not at its proper level or mixture, the
gauge indicator will not be accurate. The pointer moves from the C cold mark into the Normal
band as the engine coolant warms up. Page 82 NOTE: The conversion constant can only be
changed six times once the vehicle leaves the factory. Your Ford dealership service personnel
can change the conversion constant. The purpose of this device is to maintain peak vehicle
speed below a specified limit. Vehicle speed limits may vary based on engine displacement. If
your vehicle has a factory installed auxiliary system, the front control will be equipped with a
rear fan control switch. Page 87 air will be directed. The top lever is the Temperature lever. The
setting or position of the top lever determines the temperature of the air that flows into the
vehicle. Front heater only Front and rear heater only To turn your Heater system on, move the
lower lever to any position except OFF. Page 88 Fan Speed Adjustment The H knob upper left
on the control is the fan speed knob which controls the volume of air flow. Rotate the H knob to
the right to increase fan speed and increase the amount of air entering the vehicle. Page 89
Operating Tips The following tips will help you to get the most satisfaction from your heater
system. This will help to prevent windshield fogging. After a few minutes of operation, you may
select another air flow position. To prevent humidity buildup inside your vehicle, always drive
with the heater system turned on. Page 90 Operational Air Conditioner and Heater The control
for your Air Conditioning and Heater system is located at the center of the instrument panel and
will operate only when the ignition key is turned to the RUN position. This will turn the fan ON
and allow air flow into the vehicle. Move the top lever into the RED area for the air temperature
required to defrost. Fan speed for front and rear systems can be set as desired by adjusting
these switches. Page The Interior And Exterior Lights Rear mounted auxiliary fan switch The
Interior and Exterior Lights Turning On the Exterior Lights To turn on your headlamps, parking
lamps, marker lamps, and tail lamps, use the headlamp switch to the left of the steering column.
Pull the headlamp control knob toward you to the first position. Page 96 Headlamp switch

Cleaning the Exterior Lamps Do not use dry paper towel, chemical solvents or abrasive cleaners
to clean the lamps, as these may cause scratches or crack the lamps. This is a normal
condition. Turn on your headlamps at dusk. Rear cargo lamp with rear headliner Cargo lamp
without rear headliner Page 99 High-mount Brakelamp The highmount brakelamp is located
outside the vehicle, directly over the rear doors. Do not use paper towel or an abrasive cleaner
to clean the lens as these may cause scratches. Page Steering Column Controls Steering
Column Controls The controls on the steering column and wheel are designed to give you easy
access to the controls while you are driving. Have this condition corrected as soon as possible,
but make sure that you use the accepted hand signals in the meantime. Page Windshield Wipers
And Washer Headlamp high beam switch and turn signal lever Flashing the Lights To flash the
headlamps, pull the lever toward you for a moment and then release it. The headlamps will flash
whether the headlamp knob is in the on or off position. Page Variable Interval Wipers In addition
to two speed wipers, your vehicle is equipped with wipers that you can set to operate at varying
intervals. For example, you can set the interval so they wipe less often when it drizzles or more
often in heavier rain. Interval wiper on turn signal lever To set the interval wipers, rotate the
knob at the end of the turn signal lever toward or away Always warm up the windshield with the
defroster before you use the washer fluid. If you cannot see through the windshield clearly, it
can increase the risk of being involved in a collision. Page Hazard flasher Horn To sound the
horn, press either horn pad. Tip the steering wheel to the desired position. The switches to
operate the speed control are on the steering wheel. This is normal. NOTE: If your speed
increases above your set speed while driving in j Overdrive on a downhill grade, you may want
to depress the transmission control switch located on the shift lever to turn off Page Features
To maintain a preset speed under the above conditions, with electronically controlled
transmissions â€” press the Transmission Control Switch. You can press the Transmission
Control Switch on or off at any speed. For the best fuel economy during normal driving
conditions, press the Transmission Control Switch to turn off the light. To reset the speed
control to a higher speed, you can follow any of these procedures: Accelerate to the desired
speed using the accelerator pedal, then press the SET ACCEL Page Driving uphill or on a steep
grade When the speed control is on, your vehicle may significantly drop speed when driving
uphill, especially with a heavy load. Page Resuming a Set Speed If you press the brake pedal,
the speed control is cancelled. Page Features Your vehicle has a variety of features designed
for your comfort, convenience and safety. Read this chapter to find out about standard and
optional features. Page Side double door handles Sliding Door Unlock the door first. Then
unlatch the sliding door by pulling the inside handle to the rear, or by pulling the outside handle
outward. Now slide the door back until the catch at the bottom of the door engages. Page Dual
Rear Cargo Door To open the right rear door from the inside, first unlock the door with the lock
plunger. Now reach into the depression in the door and pull the release handle inward. Open the
right rear door from the outside by pulling on the door handle. Power Door Locks If equipped
The power door lock switches are located in the front doors. To lock all doors push the switch
marked L. To unlock all doors push the switch marked U. Page The remote entry features only
operate with the ignition in the OFF position. Page included that should last for several years of
normal use. If you notice a significant decrease in operating range, the batteries should be
replaced. Replacement batteries can be purchased at most pharmacies, watch stores or at your
Ford or Lincoln-Mercury dealer. Page NOTE: The operating range of the remote entry system
can also be affected by weather conditions such as very cold temperatures or structures around
the vehicle buildings, other vehicles, radio and TV towers, etc. Typical operating range will allow
you to be up to 33 feet 10 meters away from your vehicle. This is necessary to prevent further
unauthorized use of the lost transmitter. Page Anti-theft system If equipped When armed, this
system helps protect your vehicle against break-ins or theft. When an unauthorized entry
occurs, the system triggers and will: flash the headlamps, parking lamps, and alarm indicator
lamp honk the horn disable the starting circuit to prevent the vehicle from being started Arming
the system 1. If not, the alarm indicator light will remain on. Remember, your anti-theft system is
armed only after the alarm indicator light remains on steadily for approximately 30 seconds
after the last door is closed, and then goes out. The anti-theft system is designed to work with
the factory installed remote entry system. Page Windows Side, cargo door and rear door
window controls If equipped To open, press down on the window latches. Then depress the
levers on each side of the latch and pull the latch upward. Move the latch out and depress into
the open position. To close, depress the levers on each side of the latch. Page Using the Power
Windows If equipped Each door has a power control that opens and closes the window on that
door. RWARNING To reduce the risk of serious injury in a collision, always drive and ride with
your seatback upright and the lap belt snug and low across the hips. Stow the tongue end of the
detachable anchor as shown. Page 3. Remove the seat from the vehicle. To install the rear

bucket seat: 1. Lift the seat assembly into the vehicle and position the seat to the floor mount.
Engage the four seat pins into their respective floor mount holes and push the seat toward the
left hand side of the vehicle to fully engage. Page Location of the detachable anchor warning
label on safety belt Page Rear seat shoulder safety belt â€” stowage with seat removed Page
Location of the stowage hook caution label on safety belt Page Rear seat shoulder safety belt
â€” stowage with seat removed 2. Page To install the seat assembly: 1. Place the seat assembly
in the vehicle. Page Quick seat release â€” bench seat Page To remove striker: 1. Remove
striker attaching bolts and washers. Remove striker. D6AZA or an equivalent to the floor pan
side of the washers. Ensure proper sealing by installing the bolts and washers into the
mounting holes without the striker. While in the rear of the vehicle, behind the seat, rotate the
release lever on the right side of the seat while pulling the seat back extension panel rearward
and up until flat. Page Using the Power Seats If equipped If your vehicle has the power seat
option, you can adjust it in several directions. The controls are on the outboard side of the seat.
Page Using the Power Lumbar Support and Side Bolsters If your vehicle is equipped with this
option, you can inflate a lumbar support pad in the seat back. To deflate push the - side of the
switch. Page Underseat stowage drawer If equipped If your Econoline is equipped with the
optional front passenger seat drawer, it can be opened by moving the latch lever upward and
pulling the drawer toward the center of the vehicle. The drawer can be removed by pulling it to
the full open position and lifting the tab on the top surface, inside the drawer. Page Mirrors With
the door closed and the seat adjusted for comfort and proper vehicle control, move the mirrors
for best view by tilting up or down, left or right. Do not adjust the mirrors while the vehicle is in
motion. NOTE: Models equipped without rear door windows are not equipped with a rearview
mirror. Page Outside Mirrors Manual Control Adjust outside mirrors with the door closed and
the seat adjusted for comfort and proper vehicle control. Move the mirrors for best view by
tilting up or down, left or right. On vehicles equipped with fold-away mirrors, the mirrors should
be folded rearward into the body position before entering automatic car wash systems. Use
special truck wash facilities for vehicles with this type of mirror. For the Econoline van without
rear door windows and all Econolines equipped with the swing-out recreational mirrors, the
right-hand side mirror is a flat glass mirror. Select the right or left mirror by moving the selector
switch to R or L. Page Console Your vehicle may have a full console. The full console has the
features shown in the illustration below. The features on the console 1. To install the table,
locate the tabs into the slots on the engine cover and push. This outlet should be used in place
of the cigarette lighter for optional electrical accessories. NOTE: Do not use the cigarette lighter
in place of the power point. Also, some of the knobs Page How to tune radio stations There are
four ways for you to tune in a particular station. Press the bottom b half of the button to select
the next listenable station down the frequency band. Page 1. Select a band, then select a
frequency. Press one of the memory preset buttons and hold the button until the sound returns.
That station is now held in memory on that button. Follow the two steps above for each station
memory preset button you want to set. Adjusting speaker balance Balance control allows you to
adjust the sound distribution between the right and left speakers. The Player operates when the
power is on and a disc is inserted label side up. The digital display on your CD player will either
show the track selection number or the elapsed time. While either button is pressed, the disc
goes forward or backward at two different speeds depending on how long the button is held
down. Page Special features of your CD player Compression The compression feature will bring
soft and loud passages closer together for a more consistent listening level. Press the button
again to turn off. Never touch the playing surface. Page CD format. Because of this, a new disc
that is free of dust and scratches could be defective and may not play on your Ford Compact
Disc Player. Page If play does not begin after the CD button is pushed: The radio is not on. The
unit is in the stop mode. Moisture may have condensed on the lenses within the unit. If this
occurs, remove the disc and wait approximately an hour until the moisture evaporates. Press it
again to turn it off. Auto Memory Load sets all memory buttons in AM, FM1 and FM2
sequentially by seeking out the first five strong stations for the respective band and storing
them in memory buttons Page After all stations have been filled, the radio will begin playing the
station stored on memory button 1. Page Adjusting speaker fader Fade control allows you to
adjust the sound distribution between the front and rear speakers. The radio will automatically
begin playing until fast forward is manually stopped. At the end of the tape, the direction
automatically reverses and plays the other side of the tape. Push the k button to activate. When
on, the k symbol above the button will be lit. Page In order to keep your cassette tape player
performing the way it was meant to, read and follow these simple precautions: Using a Ford
Cassette Cleaning Cartridge to clean the tape player head after hours of play will help maintain
the best playback sound and proper tape operation. Page Rear Seat Radio Controls Protect
cassettes from exposure to direct sunlight, high humidity and extreme heat or cold. If they are

exposed to extreme conditions, allow them to reach a moderate temperature before playing. If a
tape is loose inside the cassette, tighten it before playing by putting your finger or a pencil into
one of the holes and turning the hub until the tape is tight. A headphones symbol j will appear in
the display when the rear seat controls are on. Push again to turn all speakers on. Page How to
tune radio stations Stereo Radio There are three ways for you to tune in to a particular station.
Page Follow the easy steps below to set these buttons to the desired frequencies: 1. Page
Speaker features and operation Adjusting speaker balance Balance control allows you to adjust
the sound distribution between the right and left speakers. Page Using the Dolby B noise
reduction feature Push the k button to activate. Push again to deactivate. Press again to turn it
off. Rotate the control clockwise to increase the volume. NOTE: If your radio has a clock feature,
turn the radio on by rotating the control clockwise. Page Setting the Station Memory Preset
buttons Your radio is equipped with 6 station memory preset buttons. These buttons can be
used to select up to 6 preset AM stations. Follow the easy steps below to set these buttons to
the desired frequencies: 1. Page How to set the clock 1. Turn the radio on. Page Automatic gain
control circuitry for both AM and FM bands has been incorporated into this system to reduce
strong signal capture and overload. Page Ask your dealer for a copy of this limited warranty.
Service At Ford Electronics, we stand behind our audio systems with a comprehensive service
and repair program. If anything should go wrong with your Ford audio system, return to your
dealer for service. Page Automatic Transmission Driving Your Econoline Procedures for driving
your vehicle will vary depending on which type of transmission your vehicle has. If you do not
hold the brake pedal down, your vehicle may move unexpectedly and injure someone. Once you
place the gearshift securely into position, gradually release the brake pedal and use the
accelerator as necessary. Page 4. Apply the brake pedal and shift to N Neutral. If the vehicle is
shifted to P Park , you must repeat the previous steps. Start the vehicle. If you need to shift out
of P Park by using the alternate procedure described above, it is possible that a fuse has blown
and that your brakelamps may also not be functional. Page When to use 1 Low Use 1 Low to
drive up steep grades and to provide maximum engine braking on hilly roads. Upshifts from 1
Low can be made by manually shifting to 2 Second or D Drive. Selection of 1 Low gear provides
only First gear operation at start-up. Page Forced Downshifts To gain added acceleration in D
Drive when passing another vehicle push the accelerator to the floor. Page Indicator Light TCIL ,
which is located on the gearshift lever, may flash steadily if a malfunction has been detected. If
this condition persists, damage to the transmission could occur. This feature prevents you from
shifting from P Park unless you have the brake pedal depressed. The ignition must be in the ON
position. If you cannot shift from P Park with the brake pedal depressed: 1. Page Driving When
to use j Overdrive This is the normal driving position. As the vehicle picks up speed, automatic
upshifts to second, third and fourth gears will occur when j Overdrive is chosen on the selector
and the transmission control switch has not been pressed. Page To return the transmission to
the normal j Overdrive operation, press the transmission control switch again. This position
locks the transmission and prevents the rear wheels from turning. To securely latch the
gearshift in the P Park position, pull it toward you, push it completely counterclockwise against
the stop, and then push it toward the instrument panel. Power steering uses energy from the
engine to help steer your vehicle. If the amount of effort needed to steer your vehicle changes at
a constant vehicle speed, have the power steering system checked. If the power steering
system breaks down or if the engine is turned off , you can steer the vehicle manually but it
takes more effort. Page Rear Drum Brakes The rear drum brakes are self-adjusting. This system
prevents at least one and often both rear wheels from completely locking up when the brakes
are applied in a panic stop, for example. Page The 4WABS operates with a computer that is able
to optimize vehicle control during braking on varying tire and road conditions by modulating the
brake pressure at each of the front wheels and the rear axle. Page Anti-lock system. Should the
Anti-lock system activate unexpectedly or the Anti-lock Warning Light illuminate after
installation of such a unit, have the installation of the unit checked. Stop the vehicle by firmly
applying the brakes. Page Stopping Distances Stopping distances vary with different loads and
driving conditions. Use caution when encountering new conditions and acquaint yourself with
vehicle performance. Take full advantage of engine braking power when slowing down.
Applying the Brakes Apply the brake pedal gradually. Page Parking Brake To release the
parking brake, press the service pedal with your right foot and hold it while you push the
parking brake pedal down firmly with your left foot. Parking brake Commercial stripped chassis
only To release the parking brake for Commerical Stripped Chassis vehicles, press the service
brake pedal with your right foot and pull the parking brake release lever. Turn off the ignition
whenever you leave your vehicle. If this does not work, try rocking the vehicle. Page Driving in
Bad Weather Slippery roads Drive cautiously on wet or snowy roads: Do not quickly move the
steering wheel unless necessary. Drive slower than you normally would. Give your vehicle more

distance to stop. High water Never attempt to cross water that is fast flowing or of unknown
depth. Do not drive through flooded areas unless you are sure that the water is below the
bottom of the wheel hubs. Page Rocking the vehicle If your vehicle gets stuck for example, in
mud or snow , you may rock it out of the spot. Shift in a steady rhythm between forward and
reverse gears. Allow the transmission to fully engage, then press lightly on the accelerator. Do
not rock the vehicle for more than a few minutes. Page Service your vehicle more frequently if
you tow a trailer. See Servicing your vehicle if you tow in this chapter. Do not tow a trailer until
your vehicle has been driven at least miles km. Page Each additional item of equipment affects
how much cargo a vehicle can carry. If a vehicle is overloaded, performance will suffer and
service concerns may arise. The following is a typical example of a Safety Compliance
Certification Label and an explanation of how this information should be used: Safety
Compliance Certification Label It is important to remember that GVW is not a limit or a
specification. Page The rating is based on the carrying capacity of the lowest rated axle and
suspension component as well as other factors. Overloading a vehicle punishes components
and can lead to shortened service life or outright failure. Page Maximum Trailer Weight Rating
The maximum trailer weight rating is the maximum weight of a trailer the vehicle is permitted to
tow. Page Weigh your vehicle as you customarily operate the vehicle without cargo. Subtract
the total weight of passengers, driver and optional equipment added by the factory, dealer or
aftermarket supplier to determine how much cargo weight you can carry. Sample label If you
suspect that your payload is excessive, have your vehicle weighed at a highway weigh station
or appropriate commercial facility. Front Axle Reserve Capacity in Pounds kgs : On the sample
label, this value is given as 83 pounds 38 kgs. Does this mean that you are limited to adding
only 83 pounds 38 kgs of accessories to the front end capacity? Not exactly. Page pound 68 kgs
passengers to all seating positions, and add evenly distributed cargo in the box without
exceeding the GAWR F. This can be accomplished, if necessary, by carrying fewer passengers,
less cargo or positioning cargo more toward the rear, which has the effect of reducing the load
on the Page Automatic Transmissions Page If you are not certain that you are using the right
equipment in the proper manner, see your Ford or Lincoln-Mercury dealer. Hitches For towing
trailers up to 2, lb kg , use a Safety Chains Always use safety chains between your vehicle and
trailer. Page Trailer lamps Make sure your trailer lamps conform to Federal and local
regulations. Page Servicing your vehicle if you tow If you tow a trailer for a long distance, your
vehicle will need to be serviced more frequently than usual. Refer to the Maintenance Schedule
and Record booklet for additional information. Trailer towing tips Before starting on a trip,
practice turning, stopping and backing in an area away from heavy traffic. Page When stopped
in traffic for long periods of time in hot weather, place the gearshift selector lever in P Park to
increase the engine idle speed. This aids in engine cooling and air conditioner efficiency. If the
engine overheats, move the Function Selector Lever to VENT to stop the compressor and
increase the engine speed for a short time. Page To start, after being parked on a grade: Apply
the foot service brakes and hold Start the engine Shift transmission into gear and release the
parking brake Release the foot service brakes and move the vehicle uphill to free the wheel
chocks Apply the brake pedal and hold while another person retrieves the chocks. If this
happens, you may be able to jump-start from a booster battery to start your vehicle. If someone
swallows the acid, have him or her drink lots of milk or water first, then Milk of Magnesia, a
beaten egg, or vegetable oil. Park the booster vehicle close to the hood of the disabled vehicle.
Make sure the vehicles do not touch each other. Set the parking brake on both vehicles and stay
clear of the engine cooling fan and other moving parts. A spark may cause an explosion of the
gases that surround the battery. Attaching jumper cables Jump-Starting 1. Make sure that the
jumper cables are not in the way of moving engine parts, then start the booster vehicle. Page
Changing A Tire Removing jumper cables 1. Always remove the jumper cables in the reverse
order. Remove the negative end of the jumper cable from the metallic surface on the engine or
frame of the disabled vehicle. Remove the negative cable from the booster battery. Extended
use of other than matching size spare tires on a Traction-Lok axle could result in a permanent
reduction in effectiveness. This loss of effectiveness does not affect normal driving and should
not be noticeable to the driver. Page The spare tire location and assembly To stow spare tire: 1.
Install the retainer through wheel center with valve stem facing up. Rotate the handle clockwise
to secure tire. Check for proper seating against underbody supports and retighten if necessary.
Therefore, the vehicle will not be prevented from moving when a rear wheel is lifted, even if the
vehicle is in Park and the parking brake is applied. Be sure to block both directions of the wheel
that is diagonally opposite to the wheel that is being lifted. Loosen the wheel nuts by pulling up
on the handle of the lug nut wrench about one-half turn counterclockwise. Do not remove the
wheel lug nuts until you raise the tire off the ground. Removing and Replacing the Tire 1. Page
b. Turn the jack handle clockwise until the wheel is completely off the ground. Remove the lug

nuts with the lug nut wrench. Replace the flat tire with the spare tire. If your vehicle has dual
rear wheels, there are locating pins on the hubs and wheels with corresponding holes. Page
Single rear wheel nut Dual rear wheel nut 5. Lower the vehicle by turning the jack handle
counterclockwise. Remove the jack and fully tighten the lug nuts in the order shown in the
following illustration. Lug nut tightening sequence Page RWARNING Use of wheels or lug nuts
other than original equipment could cause damage to the wheel or mounting system and allow
the wheels to come off while the vehicle is in motion. Replace any wheel covers, ornaments, or
hub caps that your vehicle has. The shut-off switch is a device that stops the fuel pump when
your vehicle has been involved in a substantial jolt. However, slingbelt towing is acceptable. On
vehicles equipped with an air dam, the towbar will deform the rubber air dam. Page Customer
Assistance Customer Assistance Roadside Assistance Ford Motor Company has set up a hour,
seven-day-a-week hotline with trained operators that put you in touch with the help you need if
you experience a problem with your vehicle. This complimentary service is provided to you
throughout your warranty period of 3 years or 36, miles 60, km , whichever comes first. This
chapter tells you how to get service or maintenance for your vehicle. Page If you are away from
home when your vehicle needs to be serviced, or if you need more help than the dealer gave
you, contact the Ford Customer Assistance Center to find an authorized dealership that may be
able to help. The Board does not review issues involving Page How Does the Board Work? The
Board has four members: three consumer representatives a Ford or Lincoln-Mercury dealer
Consumer candidates for Board membership are recruited and trained by an independent
consulting firm. Dealers are chosen because of their business leadership qualities. Page The
decisions of the Board are binding on the dealer and Ford, but customers may have other
options available to them under state or federal law. The decisions of the Board, however, may
be Page Board address. At the same time, your dealer and Ford Motor Company representative
are asked to submit statements. To review your case properly, the Board needs Page Use of
leaded fuel in your vehicle without a proper conversion may damage the effectiveness of your
emissions control system and may cause engine knocking or serious engine damage. Ford
Motor Company is not responsible for any damage that is caused by use of improper fuel. Page
If you are in other foreign countries, contact the nearest Ford dealership. If the dealership
cannot help you, they can direct you to the appropriate Ford affiliate office. If you buy your
vehicle in North America and then relocate outside of the U. That is why Ford brand accessories
are warranted for up to 3 years or 36, miles 60, km , whichever comes first. See your dealer for
complete warranty information and accessory availability. NOTE: Because we have no control
over the installation, design, or manufacture of such systems, Ford cannot assume
responsibility for any adverse effects or damage that may result if you use this equipment.
When we can, we design parts that do not need to be serviced. We want to make servicing your
vehicle as easy as possible. To help you Page vehicle. In addition to the conditions listed in the
Owner Maintenance Checklist, be alert for any unusual noise, vibration, or other indication that
your vehicle may need service. If you do notice something unusual, see that your vehicle is
serviced promptly. Page Working with the engine off: 1. Set the parking brake fully and make
sure that the gearshift is securely latched in P Park. Remove the key from the ignition after you
turn the engine off. Block the wheels. This will prevent your vehicle from moving unexpectedly.
Page Hood release handle Hood and support To close the hood, raise it so that the support rod
comes away from the slotted hole in the hood. Place the support rod in its retaining clip and
close the hood with enough force to make it latch. NOTE: Read the 7. Page Filling The Fuel Tank
Cleaning the Engine A clean engine is more efficient because a buildup of grease and dirt acts
as an insulator, keeping the engine warmer than usual. Extreme care must be used if a power
washer is used to clean the engine. The high pressure fluid could penetrate sealed parts and
assemblies causing damage or malfunctions. Page Opening the Fuel Filler Door To open the
fuel filler door of your vehicle, just insert your finger in the divot and pull the door open all the
way. Page Octane recommendations Your engine is designed to use regular unleaded fuel with
an octane rating of In most cases, it is not necessary to use a fuel with an octane rating higher
than At service stations, the octane rating is displayed on a label on the pumps. Page Fuel
quality If you are experiencing starting, rough idle or hesitation problems when the engine is
cold, it may be caused by fuel with low volatility. Try a different brand of fuel. If the condition
persists, see your dealer or a qualified service technician. Using a high-quality fuel makes your
vehicle more responsive and maintains its good fuel economy and emissions by Page
Reformulated gasoline is also required in certain areas of the U. These fuels are designed to
further reduce the emissions from your vehicle. Generally, you should not experience
difficulties operating your vehicle on reformulated gasoline or on fuels containing oxygenates.
We encourage you to use these fuels. Page Gasoline and gasoline-methanol blends may
contain small amounts of carcinogens, such as benzene. Long-term exposure to unleaded

gasoline vapors has caused cancer in laboratory animals. Further, excessive inhalation of fuel
vapors can cause headache, dizziness, nausea, loss of coordination, and other symptoms
which could interfere with your ability to safely operate your vehicle. The pressure in an
overfilled tank may cause leakage and lead to fuel spray and fire. To fill the fuel tank properly:
NOTE: Extinguish all lit cigarettes, other smoking materials, and any open flames before fueling
your vehicle. Page Running Out of Fuel If your vehicle runs out of fuel, try to stop on level
ground away from traffic. Add at least two gallons 8 liters of fuel to start your vehicle again. If
your vehicle is not on level ground, you may need as much as five gallons 20 liters of fuel to
start it. Page Comparisons With EPA Fuel Economy Estimates EPA fuel economy figures are
obtained from laboratory tests under simulated road conditions and may not reflect the actual
conditions you experience or your style of driving. The EPA fuel economy estimate is not a
guarantee that you will achieve the fuel economy shown. Page For vehicles with 4. Page Engine
oil dipstick 6. Carefully, pull the dipstick out again. Page If you are using your Ford vehicle in a
manner which allows it to remain stationary while the engine is running for long periods door to
Page Engine Coolant If your vehicle is over GVWR and the above conditions do not apply,
change the engine oil and oil filter every 6 months or 5, miles 8, km , whichever comes first.
Page If the engine coolant has not been checked for a long period of time the engine coolant
reservoir may eventually empty. If the engine coolant reservoir empties, check the engine
coolant level in the radiator. Read the following warnings before removing the radiator cap. If it
is necessary to fill the radiator, refer to the Engine Coolant Refill Procedure in this chapter for
instructions. Page Ford Premium Cooling System Fluid is an optimized formula that will protect
all metals and rubber elastomers used in Ford engines for four years or 50, miles 80, km. It is
not necessary and not recommended to use supplemental coolant additives in your gasoline
powered vehicle. Do not use alcohol or methanol antifreeze and do not use engine coolant
mixed with alcohol or methanol antifreeze. If you do not use the proper coolant, the aluminum
radiator on your vehicle will corrode. Turn off the engine and let it cool. Fully depressurize the
engine cooling system by covering the radiator cap with a thick cloth and turning it slowly
counterclockwise to the first stop. Start and idle the engine until the thermostat opens and the
radiator upper hose becomes warm. Shut off the engine and allow the engine to cool. Cover the
radiator cap with a thick cloth and cautiously remove it. Step back while the pressure releases.
The reservoir for the windshield washer fluid is located in the engine compartment. Page
Devices such as bug shields are not recommended to be added to your new Ford product.
Wiper Blades Check the windshield wiper blades at least twice a year. Also check them
whenever they seem less effective than usual. Page Drive at safe speeds. If you do not take
these precautions, your tires may fail or go flat. Ford Motor Company recommends obeying
posted speed limits. Use an accurate tire pressure gauge. Check the tire pressure when tires are
cold, that is, after the vehicle has been parked for at least one hour or has been driven less than
3 miles 5 km. RWARNING Installing wheels without good metal-to-metal contact at the wheel
mounting surface can cause the wheel lug nuts to loosen and could allow the wheel Page For E
over GVWR [ kg] , and E vehicles, rotate the tires at 5, miles 8, km , then at 15, miles 24, km , and
then every 15, miles 24, km thereafter. If your light truck has dual rear wheels, you can rotate the
front tires side to side without disturbing the rear tires. Page After each rotation, adjust
individual tire pressure as specified on the Safety Compliance Certification Label. Tighten wheel
lug nuts to the required torque specification and retighten again after miles km. If your vehicle
has aluminum wheels, you may demount the full size, non-temporary spare tire if so equipped
and remount on an aluminum wheel to rotate the spare tire into Page Replacing the Tires
Replace any tires that show wear bands. Page Make sure that all replacement tires are of the
same size, type, load-carrying capacity, and tread design e. Page Tire identification chart In
addition, mount radial tires only on wheels approved for radial tires. Wheel and Tire Matching
See an authorized tire dealer for proper servicing procedures. Page Drive slowly. If you can hear
the chains rub or bang against your vehicle, stop the vehicle and tighten the chains. If you
continue to hear the chains rub or bang against your vehicle, remove the chains to prevent
damage to your vehicle. Page If the battery needs water quite often, have the charging system
checked for a possible malfunction. Help Us Protect Our Environment Ford Motor Company
strongly recommends that used lead-acid batteries be returned to an authorized recycling
facility for disposal. Battery recycling symbol Auxiliary Battery Optional â€” However, if
possible you should refill the battery with distilled water. If the battery needs water quite often,
have the charging system checked for a possible malfunction. Page Automatic Transmission
Fluid Automatic Transmission Fluid Under normal driving conditions automatic transmission
fluid should be changed every 30, miles 48, km or 21, miles 34, km if under severe duty
conditions. However, if the transmission is not working properly, for instance, the transmission
may slip or shift slowly, or you may notice some sign of fluid leakage, the fluid level should be

checked. Page When checking fluid at normal operating temperature, the fluid level should be
within the crosshatched area on the dipstick. Adding Automatic Transmission Fluid The fluid
type is stamped on the dipstick. Page Automatic transmission dipstick location Automatic
transmission dipstick location Page Brake Fluid If the fluid is low, carefully clean and remove
the filler cap from the reservoir. Page NOTE: If brake fluid is spilled on painted surfaces, it must
be flushed and wiped away immediately. Brake fluid may dissolve the paint finish on your
vehicle. To check the level of your power steering fluid: 1. Start the engine and let it run until the
power steering fluid reaches normal operating temperature. Page Power steering dipstick Power
steering reservoir 5. Do not overfill. When you are finished, put the dipstick back in and make
sure that it fits snugly. Page E-Super Duty vehicles: 4. Check the fluid level in the power
steering fluid reservoir. If the power steering fluid is low, do not drive your vehicle for a long
period of time before adding fluid. This can damage the power steering pump. Page Power
Distribution Box -light green, 40 amp - orange, 50 amp - red, 60 amp -blue. Ford recommends
that high current fuses be replaced by a qualified technician. Page Power distribution box Page
Non-fuse panel circuit protection Checking and Replacing Fuses If you need to check a fuse,
follow these steps: 1. You can access the fuse panel through the steering column lower
opening. Remove the cover using the quick release fasteners. On the fuse panel cover, find the
number of the fuse you want to check. Replace the fuse with one that has the right amperage
rating see previous chart. Using a fuse with a higher amperage rating can cause severe wire
damage and could start a fire. When the lamp burns out, simply replace the bulb, rather than the
whole lamp. Grasp the bulb only by its plastic base and do not touch the glass. Page Removing
the headlamp bulb 1. Make sure that the headlamp switch on the instrument panel is in the OFF
position. Lift the hood and fix in up position using prop rod. Bend back slightly and lift up on
the two metal tabs while holding the lamp to vehicle. Page Installing the headlamp bulb 1. You
may need to turn the bulb left or right to line up the grooves in the plastic base with the tabs in
the socket. After removing the two screws that secure the lens, remove the cargo lamp lens.
Page Bulb Specifications Page Emission Control System Rear lighting wire functions Emission
Control System Your vehicle is equipped with a catalytic converter which enables your vehicle
to comply with applicable exhaust emission requirements. Page In general, maintenance,
replacement, or service of the emissions control devices or systems in your new Ford Motor
Company vehicle or engine may be performed at your expense by any automotive repair
establishment or individual using automotive parts equivalent to those which your vehicle or
engine was originally equipped. Page If other than Ford or Motorcraft or Ford authorized
remanufactured parts are used for maintenance, replacement, or for the service of components
affecting emissions control, the owner should be assured that such parts are warranted by their
manufacturer to be equivalent to genuine Ford Motor Company parts in performance and
durability. Page NOTE: All current model year vehicles are certified to the same year emissions
standards except certain vehicles equipped with engines built prior to January 1 of the model
year which may be certified to prior year emissions standards. In either case, the maintenance
schedules contained in the back of this Owner Guide must be used to maintain your engine.
When installing replacement parts, use caution not to violate the tampering act as described
above. Idle the vehicle in Drive Neutral for manual transmissions for 40 seconds. Page
Motorcraft Parts Page Vehicle Storage Vehicle Storage Maintenance Tips If you plan on storing
your vehicle for an extended period of time 60 days or more , refer to the following maintenance
recommendations to ensure your vehicle stays in good operating condition. General Store all
vehicles in a dry, ventilated place. Protect from sunlight, if possible. Page Ford Gas Stabilizer
should be added whenever actual or expected storage periods exceed 60 days. Follow the
instructions on the label. The vehicle should then be operated at idle speed to circulate the
additive throughout the fuel system. Page Battery Check and recharge as necessary. Keep
connections clean and covered with a light coat of grease. Brakes Make sure brakes and
parking brake are fully released. Tires Maintain recommended air pressures. Miscellaneous
Make sure all linkages, cables, levers and clevis pins under vehicle are covered with grease to
prevent rust. Page Warning label locations Additives , engin e oil. Page Electronic Sound
Systems Anti-theft system arming the system.. Page Brake fluid brake warning light Page
Capacities for refilling fluids.. Carbon monoxide in exhaust.. Page Crankcase emission filter..
Cruise control see Speed control.. Customer Assistance Center, Ford U. Customer Assistance
Centre, Ford of Canada.. Page Dashboard see Instrument panel.. Dipstick automatic
transmission fluid.. Page Electronic stereo radio see Electronic sound system.. Emergencies,
roadside assistance Page Exhaust fumes Fan, engine fan, avoiding injury.. Page Fuel
calculating fuel economy.. Page Gauges, Mechanical battery
volkswagen dashboard icons
eagle light switch diagram

honda odyssey tail light replacement

voltage gauge.. Page Heating continued standard heater system.. Page Jump-starting your
vehicle attaching cables Keys key in ignition chime.. Page Lights, warning and indicator
continued high beam New vehicle break-in Octane rating Page Roadside Emergencies Radio
see Electronic sound systems. Rear anti-lock brakes.. Rear axle lubricant specification.. Page
Safety restraints continued dual locking mode retractors.. Page Shoulder and lap belts see
Safety restraints.. Snow tires and chains. Page Storing your vehicle Supplemental air bag
readiness light.. Page Transmission continued fluid, checking and adding automatic.
Transmission control switch.. Page Warranties continued radio Warranty Informatio n Bookle t..
Washer fluid rear window reservoir.. This manual is also suitable for: Club wagon e Club wagon
e e Econoline e Econoline e Econoline e Print page 1 Print document pages. Cancel Delete. Sign
In OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.

