1998 honda civic speaker size

One of the most time consuming tasks with installing a car stereo, car radio, car speakers, car
amplifier, car navigation or any mobile electronics is identifying the correct wires for a Honda
Accord. The Modified Life staff has put their heads together to create an invaluable resource
containing car stereo wiring diagram, car wiring diagram and radio wiring diagram. Use of the
wiring information is at your own risk. Always verify all wires, wire colors and diagrams before
applying any information found here to your vehicle. Carrie, double check ALL your fuses using
a Automotive Fuse Tester because certain vehicles may have a wire tied into another circuit not
labeled as car radio. You may have additional fuse boxes by the driver side of the dash,
passenger side of the dash, driver kick panel, passenger kick panel, under the steering column
or under the hood. Hope this helps. Good luck with your Honda Accord radio troubleshooting.
After jumpstarting incorrectly my 98 Honda Accord, the radio no longer works. Checked fuses
and they all seem to be working. Still, no luck. Any suggestions? That way your amplifier is on
whenever your Honda Accord is on and off whenever your Honda Accord is off. Just make sure
to run an in-line fuse holder with a 1-amp fuse on the amplifier turn on wire. Good luck with your
Honda Accord amplifier install. I was wondering which I would use for a remote wire. I was
thinking on using the 12v Radio switch would this work? All wires are spread out. In my car,
there are 18 wires coming out plus some extra for amp I guess. Could someone help me by
giving a diagram to install my radio, please? Thank you. My 98 Honda Accord just had its other
non-factory stereo box ripped out of the car, so I just replaced it with a new one. But now the
radio gets terrible reception. I made sure the Antenna cable is plugged in and it got great
reception with the previous stereo box. Dan, you would need an adapter to wire an Apple Ipod
to your factory stereo. Here is the adapter you need:. Good luck with your Ipod adapter install.
DJChad, most door panel removals can be done with a Phillips screwdriver and by simply
pulling the door panel off by hand. Just look for screws at the edge of the door panel, near the
door handle and inside the door pull. Once you remove all the screws, you should be able to
pull the door panel off with ease. Good luck. Caleb, after you remove the three screws the the
radio frame just pops out. You have to pry the radio frame from the dash. There should be two
clips at the top of the frame. I am installing a ipod ready cable into the back of my double din
pioneer receiver. How am I supposed to remove the dash? I have removed the three screws
holding the dash to the car. Now i just need to remove the top part of the dash from the clips of
what not. What do I do? I wanted to know what the dimensions were before I purchased another
CD Player. Could you tell me please? Your email address will not be published. Skip to content.
Leave a Comment Cancel Reply Your email address will not be published. Follow Us. Copyright
by ModifiedLife. Asked by Wiki User. Are there any tricks or possible problems in replacing a
front bumper on a Honda Civic? How do you change the starter on a Honda Civic ex? No it will
not. It can fit, but you will need head lights, fenders, hood, grill, and front bumper from a Civic.
Transmission doesnt matter. Yes, but you will need head lights, fenders, grill, hood, and front
bumper. Yes, but you will need head lights, fenders, grill, hood, front bumper and rear bumper.
Any glass from a model Honda civic should fit the model. The only difference in the two are the
designs of the back tail light and interior dashboard. But they will fit. The hood, front two
fenders, headlights, and front bumper will not fit if you are only trying to mismatch one part. For
instance putting a front bumper on a civic. You will have to switch the entire front end. Basically
converting the front of the car. If the is a Civic then yes it will fit. You have to remove the rear
seat and rear side pannels first, then you can pull off the rear deck. The wiper motor for a Honda
Civic is located on the firewall, underneath the vent cover, below the wipers. It depends on the
model. Honda civ1,6,2,5,3,4? The front end will fit but you have to replace every part such as the
hood, fenders, grill, front bumper and head lights. The rear bumpers are interchangeable
between the hatch backs. The recommended octane for a Honda Civic is 85 percent or higher.
This means that a person can use regular unleaded gasoline for this vehicle. Outer tie rod
ended are part of the steering system on a Honda Civic. They are located in the underside of the
front-end of the vehicle. Ask Question. Honda Civic. See Answer. Top Answer. Wiki User
Answered Related Questions. How do I change my Honda Civic's front bumper? How do you
change the starter on a Honda Civic? Can a or Honda civic Si front bumper fit in a Honda civic
automatic? How much does a 98 Honda Civic cx weight? What is the horsepower of a Honda
Civic dx? How do you install front grill in a Honda civic ? Will a fender from a Honda Civic fit on
a Honda Civic hatchback? Honda Civic front bumper and bck bumper lep? Will a Honda Civic
front clip fit on a Honda Civic? How do you change the transmission oil in a Honda Civic DX? Is
it possible to convert a Honda Civic exterior to a Honda Civic exterior? Will a 98 Honda Civic
manual tranny fit a 98 Honda hatchback? How do remove rear speaker for a Honda civic ?
Where is the wiper motor Honda Civic dx? What engine does a Honda Civic have? Where can
you find a owners manuel for a civic lx? Will body parts from a Honda Civic fit on a Honda Civic
hatchback? What is the recommended octane on a Honda Civic ? Where is the outer tie rod end

on a 94 civic? What is the oil capacity on a Honda Civic ex? Trending Questions Who would you
swap lives with for a day? Asked By Fletcher Altenwerth. Is silence a sound? Asked By Ciara
Parker. Has a human ever been mailed via the United States Postal Service? Asked By
Annamarie Trantow. What letter in the Alphabet is always waiting in order? Asked By Wiki User.
How many times does 14 go into ? How many feet in 7 years? How many 3s in ? Hottest
Questions How did chickenpox get its name? When did organ music become associated with
baseball? Asked By Curt Eichmann. How can you cut an onion without crying? Asked By
Leland Grant. Why don't libraries smell like bookstores? Asked By Veronica Wilkinson. How
long will the footprints on the moon last? Asked By Daija Kreiger. Do animals name each other?
Asked By Danika Abbott. Who is the longest reigning WWE Champion of all time? Asked By
Consuelo Hauck. What was the first TV dinner? Asked By Roslyn Walter. Previously Viewed
What is the front speaker size on a Honda civic? Unanswered Questions What values can we
get in the folk dance tiklos? What happens when heat energy is not properly used and handled?
How did Jose rizals parents raise their children? Moral lesson of tale of pilandok story? What
online sites don't ask for cvv? Does Melissa Fumero smoke? Give the summary in the poem
myopia by syl cheney-coker? All Rights Reserved. The material on this site can not be
reproduced, distributed, transmitted, cached or otherwise used, except with prior written
permission of Multiply. Time Required. The Dx model is notable for having only two speakers
stock. Aftermarket rears were already installed years ago, but I wanted to get a bit more sound
from up front. Buy these tools. Before going any further: disconnect the battery. I keep a 10 mm
wrench in my center console specifically for this purpose. Use a 10 mm wrench to disconnect
the negative battery terminal, followed by the positive terminal. Note that the dash has been
taken apart before, namely to install all those fancy gizmos you see in this picture. The
disassembly procedure is exactly the same for stock factory systems, but may differ when
taking out the radio itself. Use a 2 Philips screwdriver to remove the two screws holding the
center of the dashboard in place. Use a spudger for the following step or, if you don't have one
handy, cover a flathead screwdriver with a rag. Gently insert a spudger or flathead screwdriver
directly underneath the clock, just enough so you can pry out the clock. Perhaps a half inch or
so will do it. Alternatively, you can first disconnect the clock see next step and then proceed to
remove the screw. It might be slightly easier to do that instead of the method you see here, but
either way will work fine. Unplug the smaller connector first. There's a tab on top of the
connector that you have to push downwards, then pull the connector. Make sure to grasp the
connector itself, and not the wires. Do the same with the larger connector. Again, there's a tab
on top that needs to be pushed downward. Now, gently pull the bottom of the center console
towards you. Don't yank it out, there's two more connectors holding it in place. First take off the
red connector. Just like before, there's a tab on top of the connector that you have to push
downwards first. Remove the four screws two on each side holding the double-DIN stereo frame
in place using a 2 JIS screwdriver or 8mm socket wrench. Unfortunately I forgot to show how to
remove the plastic covers where the tweeters should reside. There is a small notch on the
cover, approximately located by the red box, under which you should insert a flathead
screwdriver. Twist the flathead screwdriver until the cover pops upwards, then work at it from
each side if necessary. In the following steps, you'll be routing wire from the top of the dash to
this side panel, and then from the side panel to the center dash. Start routing your tweeter
speaker cable from through the hole on top of the dash. Keep inserting and moving the wire
until you are able to see it in the small crack between the door frame and the dash. Click on the
second picture to see a zoomed in version of the wire hiding in the shadows. Pull out enough
wire near your pedals so that you have enough length to reach your stereo head unit. Dig deep
through your center dash while being careful not to snag your hand on any of the wiring and
pull out the speaker wire you were routing. Perform the same speaker wire routing on the
passenger side. The procedure should be very similar. There should be two wires for each
speaker cable, a Positive and a Negative. Use a pair of wire cutters to snip-snip those two
cables. Don't cut too close to the radio -- make sure that you leave enough length to strip the
wire and reconnect it in the following steps. Then, use a wire cap to secure the wires together.
Wrap the wire cap and wires with electrical tape. You can alternatively solder the connections
together, or use crimp connectors. I used wire caps to to connect everything and to make sure it
worked, with the intent to solder the connections later. But after verifying that the speakers
worked They worked , so I didn't bother. This step assumes that the crossovers will be located
in the center dash, and not elsewhere. Make sure you connect the Positive wire to the Positive
terminal, and the Negative wire to the Negative terminal. Carefully place the crossovers and
wiring back into the dash, but don't close anything yet. Use a piece of cloth to secure the
tweeters inside the hole. It will prevent them from rattling around. Reconnect the car battery and
turn on your favorite tunes. Use the fader to switch left-to-right as well as front-to-back and

ensure all speakers are functioning correctly. Adjust your fader. There's much more sound
coming from the front of the car after installation. The Infinity I did not put the factory covers
nor anything else over them. Cancel: I did not complete this guide. Badges: Fix Your Stuff.
Difficulty Moderate. Steps Time Required 2 hours. Sections 3. Flags 0. Introduction Recently I
installed a pair of Infinity Kappa Tools Buy these tools. Wire Caps Not for sale. Step 1 Center
Dash. Add a comment. Add Comment Cancel. Step 2. Step 3. Step 4. Tool used on this step:.
Step 5. Step 6. Step 7. Step 8. Step 9 Stereo Head Unit. Step Step 11 Tweeters. One comment.
Almost done! To reassemble your device, follow these instructions in reverse order. You're
Finished! Author with 3 other contributors. Miroslav Djuric , Reputation Guides authored. Single
Step Full Guide. Small - px Medium - px Large - px. View Statistics:. You have no vehicle
information saved in your Honda Owners account. Vehicle Specifications. Print Specs. Back to
top. Type: Aluminum-Alloy In-Line 4. Displacement cc : Horsepower rpm SAE net : Torque lb.
Compression Ratio: 9. Ignition System: Electronic. Type: Fron
audi a5 headlight bulb replacement
traveller winch wiring diagram
honda fg110 parts diagram
t-Wheel Drive. Manual Transmission: 5-Speed. Automatic Transmission: 4-Speed available.
Lockup Torque Converter AT only. Body Type: Unit Body. Suspension: 4-Wheel Double
Wishbone. Turning Diameter, Curb-to-Curb ft. Wheelbase in. Length in. Height in. Width in.
Track in. Curb Weight lbs. Headroom in. Legroom in. Shoulder Room in. Hiproom in. EPA Cargo
Volume cu. EPA Passenger Volume cu. Dual Manual Remote-Operated Mirrors.
Impact-Absorbing Body-Colored Bumpers. Body Side Moulding. Tinted Glass. Rear Roof-Line
Spoiler. Driver's and Front Passenger's Airbags. Air Conditioning: Accessory. Trip Odometer.
Adjustable Steering Column. Beverage Holder. Front 3-Point Seat Belts. Reclining Front
Seatbacks. Adjustable Front Head Restraints. Remote Fuel Filler Door Release. Maintenance
Interval Indicator. Headlights-On Reminder. Rear Window Defroster with Timer. Dual Vanity
Mirrors. Fuel gal. Steering Type: Power Rack-and-Pinion. Low-Fuel Indicator Light. Choose a
Year and Model to View YEAR MODEL.

