1999 buick regal climate control problems

Keep it simple: simply dissconect the battery at the coldest temperature night time. The AC
doors then shut based on the outside temperature. Wait a few hours if you have run the engine
and then reconnect the battery. This will fix the problem. If you live in AZ it will work better than
before, but if it was 75 degrees out you still might have a bit of problem. Where can I found this
part I been looking found noting can you help me found it thanks. Since Oldsmobile has been
dropped, so has many of the parts to repair them. If you can not find one at a dealer , you may
need to look for it at a junkyard. I availed Toronto air conditioner emergency Service for my unit.
This is a really great info you have shared here regarding air conditioners Mississauga ,
appreciate this work and share. You have share a common problem with us. And look a nice
answers are coming. I agreed with that. Good job Heating and Cooling Toronto. In here this
page a lot of solution about air conditioner thats very better page i like this Heating and Cooling
Mississauga. Heating and Cooling Toronto. Nice info you are sharing here thanks for this great
info Very nice info, like your blog High Efficiency Furnaces. Same Issue is facing How to get rid
of this problem. Some body. Heating and Cooling Hamilton. This is very nice information
Heating and cooling Toronto. I have read your blog it is very helpful for me. I want to say thanks
to you. I have bookmark your site for future updates. Dryer Repair Chicago. You finished a
couple fine focuses there. I did a hunt on the subject and discovered about all persons will
oblige with your site. AKM also provided some standing seam clamps onto which the cable tray
could be securely fixed, which meant that no services at all touched the roof. Hey what a
brilliant post I have come across and believe me I have been searching out for this similar kind
of post for past a week and hardly came across this. Thank you very much and will look for
more postings from you. GMH Services. Interesting topic for a blog. I have been searching the
Internet for fun and came upon your website. Fabulous post. Thanks a ton for sharing your
knowledge! It is great to see that some people still put in an effort into managing their websites.
I'll be sure to check back again real soon. A lot of people are merely naturally better at debating
than others. Persuasive essay writing is harder for some, and many find that they may whip
something out in a flash. Think of this as trying to convince someone to talk to your reason for
view. Search Auto-Repair-Questions. You will need to get the refrigerant level checked in the
system to determine this. GM has a bulletin for this. I have added the TSB below. Typical
concerns may include that the right side of the vehicle cools down but the left stays warm or the
opposite. This condition is sometimes associated by the customer with a recent service visit for
other non-related repairs. Cause The HVAC controller unit and the TEMP door actuator motors
rely on a feedback system that supplies the controller with count values in order to accurately
adjust the air temperature. When battery power is interrupted to the HVAC controller, the
current actuator position values are lost. When power is restored, the controller will perform a
"sweep test" of the doors from full cold to full hot and record the end values for reference. Over
time, the TEMP doors may develop some flexing when run to their extremes. This flexing allows
the count values to run out of range beyond and results in DTC code B or B to set. Replace the
controller using the procedure below: Important: On the Buick Century and Regal, additional
steps are required. You will have to run a jumper wire to the new HVAC controller. Be sure to
follow the additional model year steps below. Disconnect the negative battery cable. Apply the
parking brake and block wheels. Shift the transmission to first gear. Remove the console trim
plate and disconnect the electrical harness. Disconnect the cigarette lighter sockets. Remove
the console storage box. Remove the console control plate and disconnect electrical harness
for traction control and heated seats, if equipped. Remove the console retaining bolts. Remove
the console from the vehicle. Remove the HVAC trim panel, if equipped. Remove the HVAC
controller retaining bolts. Disconnect the electrical harness. Discard the HVAC controller.
Important: At this point, you must refer to the Buick section below if working on that model and
year. The section below includes steps to revise vehicle wiring to enable HVAC controller
backlighting. Connect the HVAC controller electrical harness and install the controller retaining
bolts. Install the control module trim plate, if equipped. Continue below for the Buick Regal.
Install the console to the vehicle. Install the console retaining bolts. Install the console control
plate and connect the electrical harness for traction control and heated seats, if equipped.
Install the console storage box. Connect the cigarette lighter sockets. Install the console trim
plate and connect the electrical harness. Shift the transmission to PARK and unblock the
wheels. Connect the negative battery cable. Remove the radio retaining bolts. Remove the radio
and disconnect the electrical harness. Prepare an If multiple colors are available, it would be the
most convenient to use grey to continue the backlighting circuit in the same color. Locate and
splice one end of the jumper wire to the grey wire occupying pin location F4 at the radio
harness. The row and column position indications are molded into the body of the HVAC
controller at the harness location. Connect the electrical harness to the HVAC controller.
Connect the negative battery cable and test the HVAC backlighting by turning on the headlamps

and varying the backlighting intensity. Install the radio retaining bolts. Refer back to Step 15 of
the Correction section to complete the procedure. You will have already connected the electrical
harness. Newer Post Older Post Home. Subscribe to: Post Comments Atom. It links together
various electronic vehicle features and keeps them under central surveillance to make it easier
for your automobile to operate them. While there might not be much of a functional link between
your power sunroof and your gauge cluster, having them all under one roof is a common
practice in automotive design. One of the keys to diagnosing a problem with the body control
module versus an issue with an individual component is sudden, unusual behavior. Examples
include flashing dash lights, a stereo system switching from AM to CD in the middle of a
broadcast, the horn honking when you put down a specific window or hazard lights activating
themselves in the middle of a drive. You can use a circuit tester to troubleshoot the electrical
system yourself, but sensor issues are often best left to your local mechanic. Water, vibration,
heat and age can all contribute to a module failing, which, depending on the placement of the
unit in your vehicle, can be difficult to avoid. To keep your new BCM in the best shape possible,
make sure it stays clean and dry, and protect it from unwanted shaking or excessive heat if at
all possible. Photo courtesy of Flickr. Know How. Having been bitten by the car bug at a young
age, I spent my formative years surrounded by Studebakers at car shows across Quebec and
the northeastern United States. Over ten years of racing, restoring, and obsessing over
automobiles lead me to balance science writing and automotive journalism full time. I currently
contribute as an editor to several online and print automotive publications, and I also write and
consult for the pharmaceutical and medical device industry. Your email address will not be
published. Save my name, email, and website in this browser for the next time I comment.
Common Trouble Signs One of the keys to diagnosing a problem with the body control module
versus an issue with an individual component is sudden, unusual behavior. Categories Know
How Tags automotive computer systems , car maintenance , car technology , computer ,
computer controller , electrical system , modules , sensors. Related Articles. Benjamin Hunting
View All Having been bitten by the car bug at a young age, I spent my formative years
surrounded by Studebakers at car shows across Quebec and the northeastern United States.
Leave a Reply Cancel Reply Your email address will not be published. Close Menu Overlay.
Facebook Twitter Instagram YouTube. Quick Links Download this manual. Table of Contents.
The Buick Regal Owner's Manual. This section tells you how to use your seats and safety belts
properly. It also explains the air bag system. This section explains how to start and operate your
vehicle. This section tells you how to adjust the ventilation and comfort controls and how to
operate your audio system. Here you'll find helpful information and tips about the road and how
to drive under different conditions. This section tells you what to do if you have a problem while
driving, such as a flat tire or overheated engine, etc. Here the manual tells you how to keep your
vehicle running properly and looking good. This section tells you when to perform vehicle
maintenance and what fluids and lubricants to use. This section tells you how to contact Buick
for assistance and how to get service and owner publications. It also gives you information on
"Reporting Safety Defects" on page 8. Here's an alphabetical listing of almost every subject in
this manual. You can use it to quickly find. Summary of Contents for Buick Regal Page 1 This
section tells you when to perform vehicle maintenance and what fluids and lubricants to use.
Customer Assistance Information This section tells you how to contact Buick for assistance
and how to get service and owner publications. This manual includes the latest information at
the time it was printed. We reserve the right to make changes in the product after that time
without further notice. If you do this, it will help you learn about the features and controls for
your vehicle. In the notice area, we tell you about something that can damage your vehicle.
Many times, this damage would not be covered by your warranty, and it could be costly. Page 5
Vehicle Symbols These are some of the symbols you may find on your vehicle. You can also
learn about some things you should not do with air bags and safety belts. Page 8: Seats And
Seat Controls Seats and Seat Controls This section tells you how to adjust the seats and
explains the reclining seatbacks and head restraints. This switch is designed to imitate the
movements of your seat cushion. Press LO to warm the seat at a lower temperature. Press HI to
warm the seat at a higher temperature. It also tells you some things you should not do with
safety belts. And it explains the air bag system. Page 14 yellowblue Put someone on it. Get it up
to speed. Then stop the vehicle. Page 15 yellowblue The person keeps going until stopped by
something. In a real vehicle, it could be the windshield Page 16 or the safety belts! With safety
belts, you slow down as the vehicle does. You get more time to stop. You stop over more
distance, and your strongest bones take the forces. Lap-Shoulder Belt The driver has a lap
shoulder belt. Close and lock the door. Page 19 Pull up on the latch plate to make sure it is
secure. Make sure the release button on the buckle is positioned so you would be able to
unbuckle the safety belt quickly if you ever had to. Page 20 Shoulder Belt Height Adjuster

Before you begin to drive, move the shoulder belt adjuster to the height that is right for you. The
shoulder belt is too loose. In a crash, you would move forward too much, which could increase
injury. The shoulder belt should fit against your body. The belt is buckled in the wrong place. In
a crash, the belt would go up over your abdomen. The belt forces would be there, not at the
pelvic bones. The shoulder belt is worn under the arm. It should be worn over the shoulder at all
times. In a crash, your body would move too far forward, which would increase the chance of
head and neck injury. The belt is twisted across the body. If a belt is twisted, make it straight so
it can work properly, or ask your dealer to fix it. The belt should go back out of the way. Before
you close the door, be sure the belt is out of the way. If you slam the door on it, you can damage
both the belt and your vehicle. For pregnant women, as for anyone, the key to making safety
belts effective is wearing them properly. Wearing your safety belt during a crash helps reduce
your chance of hitting things inside the vehicle or being ejected from it. This is true even though
your vehicle has Next Generation frontal air bags. Air bags plus lap shoulder belts offer the best
protection for adults, but not for young children and infants. The path of an inflating air bag
must be kept clear. Page 31 What will you see after an air bag inflates? After an air bag inflates,
it quickly deflates, so quickly that some people may not even realize the air bag inflated. Pick up
the latch plate and pull the belt across you. The shoulder belt may lock if you pull the belt
across you very quickly. Page 34 When the shoulder belt is pulled out all the way, it will lock. If
it does, let it go back all the way and start again. To unlatch the belt, just push the button on the
buckle. When installed on a shoulder belt, the comfort guide pulls the belt away from the neck
and head. Page 37 2. Slide the guide under and past the belt. The elastic cord must be under the
belt. Then, place the guide over the belt, and insert the two edges of the belt into the slots of the
guide. Be sure that the belt is not twisted and it lies flat. The elastic cord must be under the belt
and the guide on top. Page Center Passenger Position 4. Make sure that the shoulder belt
crosses the shoulder. Page Lap Belt Lap Belt When you sit in the center seating position, you
have a lap safety belt, which has no retractor. To make the belt longer, tilt the latch plate and
pull it along the belt. To make the belt shorter, pull its free end as shown until the belt is snug.
That includes infants and all children smaller than adult size. Neither the distance traveled nor
the age and size of the traveler changes the need, for everyone, to use safety restraints. In fact,
the law in every state in the United States and in every Canadian province says children up to
some age must be restrained while in a vehicle. The instructions for the restraint will say
whether it is the right type and size for your child. Page Child Restraints Child Restraints Every
time infants and young children ride in vehicles, they should have protection provided by
appropriate restraints. What are the different types of add child restraints? Page 44 yellowblue
A rear facing infant restraint B positions an infant to face the rear of the vehicle. Rear facing
infant restraints are designed for infants of up to about 20 lbs. Page 45 yellowblue A forward
facing child restraint C E positions a child upright to face forward in the vehicle. These forward
facing restraints are designed to help protect children who are from 20 to 40 lbs. Page 46
yellowblue A booster seat F, G is designed for children who are about 40 to 60 lbs. Page Where
To Put The Restraint When choosing a child restraint, be sure the child restraint is designed to
be used in a vehicle. If it is, it will have a label saying that it meets federal motor vehicle safety
standards. Then follow the instructions for the restraint. You may find these instructions on the
restraint itself or in a booklet, or both. Page Top Strap Top Strap Canadian law requires that
forward restraints have a top strap, and that the strap be anchored. If you need to have an
anchor installed, your dealer can obtain a kit with anchor hardware and installation instructions
specifically designed for this vehicle. See the earlier part about the top strap if the child
restraint has one. Be sure to follow the instructions that came with the child restraint. Secure
the child in the child restraint when and as the instructions say. Page 50 4. Pull the rest of the
shoulder belt all the way out of the retractor to set the lock. To tighten the belt, feed the
shoulder belt back into the retractor while you push down on the child restraint. The safety belt
will move freely again and be ready to work for an adult or larger child passenger. Buckle the
belt. Make sure the release button is positioned so you would be able to unbuckle the safety
belt quickly if you ever had to. To tighten the belt, pull its free end while you push down on the
child restraint. This is because the back of the rear facing child restraint would be very close to
the inflating air bag. Page 54 yellowblue 4. Make sure the release button is 5. Pull the rest of the
shoulder belt all the way out of positioned so you would be able to unbuckle the the retractor to
set the lock. Page 55 6. You may find it helpful to use your knee to push down on the child
restraint as you tighten the belt. Accident statistics show that children are safer if they are
restrained in the rear seat. Here two children are wearing the same belt. In a crash, the two
children can be crushed together and seriously injured. A belt must be used by only one person
at a time. Here a child is sitting in a seat that has a shoulder belt, but the shoulder part is behind
the child. If the child wears the belt in this way, in a crash the child might slide under the belt.

When you go in to order it, take the heaviest coat you will wear, so the extender will be long
enough for you. Page Section 2 Features And Controls Section 2 Features and Controls Here
you can learn about the many standard and optional features on your vehicle, and information
on starting, shifting and braking. Also explained are the instrument panel and the warning
systems that tell you if everything is working properly and what to do if you have a problem. A
child or others could be badly injured or even killed. They could operate power windows or
other controls or even make the vehicle move. Your ignition only. If you need a new ignition or
door key, contact your Passengers especially children open the doors and fall out. Outsiders
can easily enter through an unlocked door when you slow down or stop your vehicle. The rear
doors do not have power door lock switches. Page 66 The operating mode of the Programmable
Automatic Power Door Locks will be changed when the driver performs the following sequence
with the engine not running, the doors closed and the ignition key in RUN: 1. Apply your regular
brakes. Press and hold the power door lock switch. Page Leaving Your Vehicle 2. On the inside
of the rear door will be a lock. Insert your key into this lock and turn it upward. This will engage
the safety lock. To disengage the feature, turn the lock downward. Close the door. Operation is
subject to the following two conditions: 1 this device may not cause interference, and 2 this
device must accept any interference received, including interference that may cause undesired
operation of the device. Changes or modifications to this system by other than an authorized
service facility could void authorization to use this equipment. Page 69 Instant Alarm This
feature allows you to activate an alarm by pressing a button on the remote keyless entry
transmitter. Page 70 Each additional press of the RKE transmitter lock button will cause your
vehicle to advance the lock mode by one, starting from the current lock mode. If cycled beyond
lock Mode 4, the vehicle will enter lock Mode 1. During this procedure, the feature will sound the
number of chimes corresponding to the current lock mode, providing you with feedback. Page
Battery Replacement Illumination on Remote Activation This feature provides interior lighting
when a remote keyless entry door unlock command is received and executed by your vehicle.
Page 73 To replace the battery: 1. Insert a flat object like a dime into the slot on the back of the
transmitter. Gently pry apart the front and back. Remove the old battery and replace it with the
new one. Use type CR or an equivalent. It can cause unconsciousness and even death. If you
must drive with the trunk open or if electrical wiring or other cable connections must pass
through the seal between the body and the trunk Remember to keep your valuables out of sight.
Put them in a storage area, or take them with you. To use ACC, push in the key and turn it
toward you. Your steering wheel will stay locked. Try pushing your accelerator pedal all the way
to the floor and holding it there as you hold the key in START for about three seconds. Turn off
the engine. Open the hood and unwrap the electrical cord. Page Automatic Transaxle Operation
Automatic Transaxle Operation Your automatic transaxle will have a shift lever on the console
between the seats. Page 83 There are several different positions for your shift lever. When
towing a trailer, so there is less shifting between gears. You can use it on very steep hills, or in
deep snow or mud. Page Parking Brake Press the button again to return to normal shifting. The
transaxle will then shift at lower engine speeds, increasing fuel economy. Parking Brake To set
the parking brake, hold the regular brake pedal down with your right foot. Your vehicle can roll.
If you have left the engine running, the vehicle can move suddenly. Your vehicle could move
suddenly if the shift lever is not fully in PARK P with the parking brake firmly set. And, if you
leave the vehicle with the engine running, it could overheat and even catch fire. You or others
could be injured. The system is designed to prevent ignition key removal unless the shift lever
is in PARK P with the shift knob button fully released. Page Parking Over Things That Burn The
second override access slot is located on the upper right hand side of the console shift panel.
To use this slot: 1. It can cause unconsciousness and death. You might have exhaust coming in
if: Your exhaust system sounds strange or different. Your vehicle gets rusty underneath. Page
Steering Column To stop the window while it is lowering, press the front of the switch. To raise
the window, press and hold the front of the switch. Press LOCK to stop front and rear
passengers from using their window switches. For a single wiping cycle, turn the band to MIST.
Hold it there until the wipers start, then let go. The wipers will stop after one cycle. If you want
more cycles, hold the band on MIST longer. To spray washer fluid on the windshield, push the
paddle. The wipers will run for several sweeps and then either stop or return to your preset
speed. Cruise control can be dangerous on slippery roads. On such roads, fast changes in tire
traction can cause needless wheel spinning, and you could lose control. Page Resuming a Set
Speed Suppose you set your cruise control at a desired speed and then you apply the brake.
This, of course, shuts off the cruise control. When going up steep hills, you may have to step on
the accelerator pedal to maintain your speed. When going downhill, you may have to brake or
shift to a lower gear to keep your speed down. If you pull the knob all the way out, your
headlamps will then come on. Push the knob in all the way to turn off the lamps. Page Interior

Lamps Fog Lamps To turn the fog lamps on, press the fog lamps switch located below the
headlamp switch on the left side of the steering column. A light will glow on the switch to let
you know that they are on. Press the switch again to turn the fog lamps off. Instead, they slowly
dim after the delay time until they go out. Page You may enable or disable the perimeter lighting
feature when the driver performs the following sequence with the engine not running, the doors
closed and the ignition key in RUN: 1. Apply your brakes. While holding the door lock switch
press and release the remote alarm button on the remote keyless entry transmitter. If you leave
any of these lamps on, they will automatically turn off after 20 minutes, if the ignition is in OFF.
Page To keep the photocells operating well, occasionally clean them with a cotton swab and
glass cleaner. To choose either the left or right outside mirror, move the top switch from left
through neutral to right. If you cut too sharply into the right lane, you could hit a vehicle on your
right. Page To access the cupholders, press on the top of the cupholder door, located just
behind the console shift lever. Two cupholders will pop into an upright position. Rear Seat
Pass-Through If Equipped If your vehicle has this feature, you may access your trunk by pulling
down the center back seat cushion you access to the pass through door. Put small loads, like
grocery bags, behind the net. It can help keep them from falling over during sharp turns or
quick starts and stops. You can also move them from side to side. The visors also have
extenders that you can pull out for added coverage. Visor Vanity Mirrors Open the cover to
expose the vanity mirror. If your vehicle has the optional lighted vanity mirrors, the lamps come
on when you open the cover. Check with your dealer before adding electrical equipment, and
never use anything that exceeds the fuse rating. Page Astroroof If Equipped Your vehicle may
be equipped with an express astroroof. It includes a sliding glass panel and a piece sunshade.
The control switch works only when the ignition or Retained Accessory Power is on. The
control switch is located overhead on the headliner. Page The Instrument Panel A. Lamp
Controls B. Instrument Cluster C. Vents Your Information System D. Glove Box E. Audio System
F. Climate Controls yellowblue Your odometer shows how far your vehicle has been driven in
either miles used in the United States or in kilometers used in Canada. The pictures will help
you locate them. Warning lights and gages can signal that something is wrong before it
becomes serious enough to cause an expensive repair or replacement. The light tells you if
there is an electrical problem. The system check includes the air bag modules, the wiring and
the crash sensing and diagnostic module. For good braking, though, you need both parts
working well. If the warning light comes on, there is a brake problem. Have your brake system
inspected right away. Then start the engine again to reset the system. If your brakes begin to
overheat, the traction control system will turn off and the warning light will come on until your
brakes cool down. You may feel or hear the system working, but this is normal. Slippery road
conditions may exist if the low traction light comes on, so adjust your driving accordingly. If the
gage pointer moves into the red area, your engine is too hot! That reading means the same
thing as the warning light. It means that your engine coolant has overheated. If you have been
operating your vehicle under normal driving conditions, you should pull off the road, stop your
vehicle and turn off the engine as soon as possible. Page NOTICE: If you keep driving your
vehicle with this light on, after a while, your emission controls may not work as well, your fuel
economy may not be as good and your engine may not run as smoothly. This could lead to
costly repairs that may not be covered by your warranty. Page If the Light Is Flashing The
following may prevent more serious damage to your vehicle: Reducing vehicle speed. Avoiding
hard accelerations. Avoiding steep uphill grades. If you are towing a trailer, reduce the amount
of cargo being hauled as soon as it is possible. Page Oil Warning Light Have you recently
changed brands of fuel? Poor fuel quality will cause your engine not to run as efficiently as
designed. You may notice this as stalling after start up, stalling when you put the vehicle into
gear, misfiring, hesitation on acceleration or stumbling on acceleration. If you do, your engine
can become so hot that it catches fire. You or others could be burned. Check your oil as soon
as possible and have your vehicle serviced. Fuel Gage Your fuel gage tells you about how much
fuel you have left when the ignition is on. Page Low Fuel Light Low Fuel Light If your fuel is low,
a circular light on your instrument panel will come on and stay on and a chime will sound
periodically until you add fuel. When you turn the ignition on, the entire center lights up for just
a few seconds. MODE: Press this button to change the mode being displayed. Average fuel
economy is viewed as a long term approximation of your overall driving and driving conditions.
Be sure to read about the particular systems supplied with your vehicle. The system works best
if you keep your windows closed while using it. Even when the compressor is running, you can
control the temperature. LEV: This setting brings in outside air and directs it two ways. The
system will bring in outside air, heat it and send it to the floor ducts. If the DUAL button light is
lit, this master temperature control sets the temperature for the driver only. Press the up arrow
to raise the temperature and press the down arrow to lower the temperature. Some of the air

also goes to the floor ducts and the side window defogger outlets. Press the button to turn the
rear defogger on. It will turn itself off after about 10 minutes. Outside air will also enter the
vehicle when the air conditioning fan is running. If the airflow seems very low when the fan is
adjusted to the highest setting regardless of the mode setting, your passenger compartment air
filter may need to be Page Audio Systems Audio Systems Your Delco Electronics audio system
has been designed to operate easily and give years of listening pleasure. You will get the most
enjoyment out of it if you acquaint yourself with it first. To change what is normally shown on
the display station or time , press this button until you see the display you want, then hold the
button until the display flashes. Note that the cassette tape adapter kits for portable compact
disc players will work in your cassette tape player. Your tape bias is set automatically. Page 6 :
Press this button to reduce background noise. The double D symbol will appear on the display.
If you press the button when the ignition is off, the clock will show for a few seconds. Page Your
tape bias is set automatically. Remove the tape. Hold the tape with the open end down and try to
turn the right hub counterclockwise with a pencil. Page CLN: If this message appears on the
display, the cassette tape player needs to be cleaned. It will still play tapes, but you should
clean it as soon as possible to prevent damage to the tapes and player. Press it again within five
seconds to see how long it has been playing. Page 2. Turn the radio off. Press the 1 and 4
buttons together. Hold them down until shows on the display. Next you will use the secret code
number which you have written down. Hold them down until SEC shows on the display. It will
scan through each of the preset radio stations. If a preset radio station has weak reception, the
radio will not stop at the preset station. Increase volume slowly until you hear comfortably and
clearly. Page Care Of Your Compact Disc Player When using a scrubbing action, non cassette, it
is normal for the cassette to eject because your unit is equipped with a cut tape detection
feature and a cleaning cassette may appear as a broken tape. If the cleaning cassette ejects,
insert the cassette at least three times to ensure thorough cleaning. Be sure that the inside
surface of the rear window is not scratched and that the lines on the glass are not damaged. Be
sure that the inside surfaces of the front windshield and rear window are not scratched and that
the lines on the glass are not damaged. Please start with a very important safety device in your
vehicle: Buckle up. Page Alcohol affects four things that anyone needs to drive a vehicle:
Judgment Muscular Coordination Vision Attentiveness. Police records show that almost half of
all motor vehicle related deaths involve alcohol. In most cases, these deaths are the result of
someone who was drinking and driving. A person who consumes food just before or during
drinking will have a somewhat lower BAC level. Page The body takes about an hour to rid itself
of the alcohol in one drink. No amount of coffee or number of cold showers will speed that up. A
person with even a moderate BAC might not be able to react quickly enough to avoid the
collision. They are the brakes, the steering and the accelerator. All three systems have to do
their work at the places where the tires meet the road. Some people drive in spurts heavy
acceleration followed by heavy braking rather than keeping pace with traffic. This is a mistake.
Your brakes may not have time to cool between hard stops. Your brakes will wear out much
faster if you do a lot of heavy braking. Suddenly an animal jumps out in front of you. You slam
on the brakes. A computer senses that wheels are slowing down. If one of the wheels is about
to stop rolling, the computer will separately work the brakes at each wheel. When this warning
light is on, the system will not limit wheel spin. Adjust your driving accordingly. The traction
control system automatically comes on whenever you start your vehicle. To limit wheel spin,
especially in slippery road conditions, you should always leave the system on. Page The
Traction Control System operates in all transaxle shift lever positions. In many emergencies,
steering can help you more than even the very best braking. Steering Power Steering If you lose
power steering assist because the engine stops or the system is not functioning, you can steer
but it will take much more effort. Page Steering In Emergencies If you need to reduce your
speed as you approach a curve, do it before you enter the curve, while your front wheels are
straight ahead. Maintain a reasonable, steady speed. Wait to accelerate until you are out of the
curve, and then accelerate gently into the straightaway. If the level of the shoulder is only
slightly below the pavement, recovery should be fairly easy. Ease off the accelerator and then, if
there is nothing in the way, steer so that your vehicle straddles the edge of the pavement. Page
Skidding In a skid, a driver can lose control of the vehicle. But skids are always possible. One
reason is that some drivers are likely to be impaired by alcohol or drugs, with night vision
problems, or by fatigue. Here are some tips on night driving. Drive defensively. But as we get
older these differences increase. A 50 driver may require at least twice as much light to see the
same thing at night as a 20 year old. Page Driving too fast through large water puddles or even
going through some car washes can cause problems, too. The water may affect your brakes.
Try to avoid puddles. Page City Driving Hydroplaning usually happens at higher speeds. The
best advice is to slow down when it is raining. Page Freeway Driving Here are ways to increase

your safety in city driving: Know the best way to get to where you are going. Get a city map and
plan your trip into an unknown part of the city just as you would for a cross Try to use the
freeways that rim and crisscross most large cities. Are all windows clean inside and outside?
Wiper Blades: Are they in good shape? Lamps: Are they all working? Are the lenses clean?
Tires: They are vitally important to a safe, trouble You would then have poor braking or even
none going down a hill. You could crash. Shift down to let your engine assist your brakes on a
steep downhill slope. Page Winter Driving Winter Driving Here are some tips for winter driving:
Have your vehicle in good shape for winter. You may want to put winter emergency supplies in
your trunk. Include an ice scraper, a small brush or broom, a supply of windshield washer fluid,
a rag, some winter outer clothing, a small shovel, a flashlight, a red cloth and a couple of
reflective warning triangles. However, if there is snow or ice between your tires and the road,
you can have a very slippery situation. You should probably stay with your vehicle unless you
know for sure that you are near help and you can hike through the snow. Here are some things
to do to summon help and keep yourself and your passengers safe: Turn on your hazard
flashers. This can cause deadly CO carbon monoxide gas to get inside. CO could overcome you
and kill you. Clear away snow from around the base of your vehicle, especially any that is
blocking your exhaust pipe. Page Loading Your Vehicle To tow your vehicle, follow these steps:
1. Put the front wheels on a dolly. Set the parking brake and then remove the key. Clamp the
steering wheel in a straight with a clamping device designed for towing. The GVWR includes the
weight of the vehicle, all occupants, fuel and cargo. Put things in the trunk of your vehicle. In a
trunk, put them as far forward as you can. Try to spread the weight evenly. In it are many time
tested, important trailering tips and safety rules. Many of these are important for your safety and
that of your passengers. So please read this section carefully before you pull a trailer. Load
pulling components such as the engine, transaxle, wheel assemblies and tires are forced to
work harder Page Following Distance Before you start, check the trailer hitch and platform and
attachments , safety chains, electrical connector, lamps, tires and mirror adjustment. If the
trailer has electric brakes, start your vehicle and trailer moving and then apply the trailer brake
controller by hand to be sure the brakes are working. Check with your dealer. The arrows on
your instrument panel will flash whenever you signal a turn or lane change. Apply your regular
brakes and hold the pedal down while you: Start your engine; Shift into a gear; and Release the
parking brake. Let up on the brake pedal. They also let police know you have a problem. Your
front and rear turn signal lamps will flash on and off. Press the switch on top of the steering
column to make your front and rear turn signal lamps flash on and off. Page Jump Starting
Jump Starting If your vehicle has a dead battery or a battery with low voltage, there are two
override access slots that will allow you to override the park lock system. If your battery has run
down, you may want to use another vehicle and some jumper cables to start your vehicle. Page
5. The terminal is on the same side of the engine compartment as your battery. Page 6. If they
do, you could get a shock. The vehicles could be damaged too. Before you connect the cables,
here are some basic things you should know. Page 9. It goes to a heavy, unpainted, metal part
on the engine of the vehicle with the dead battery. Never tow faster than safe or posted speeds.
Never tow with damaged parts not fully secured. Never get under your vehicle after it has been
lifted by the tow truck. Page Engine Overheating Engine Overheating You will find a coolant
temperature gage and a hot engine warning light on your instrument panel. Sometimes the
engine can get a little too hot when you: Climb a long hill on a hot day. Stop after high speed
driving. Electric Engine Cooling Fans B. Radiator Pressure Cap C. Coolant contains ethylene
glycol and it will burn if the engine parts are hot enough. When the coolant in the coolant
recovery tank is at the COLD mark, start your vehicle. They are under pressure, and if you turn
the radiator pressure cap even a little they can come out at high speed. Never turn the cap when
the cooling system, including the radiator pressure cap, is hot. Failure to follow this procedure
could cause your engine to overheat and be severely damaged. You can remove the radiator
pressure cap when the cooling system, including the radiator pressure cap and upper radiator
hose, is Page 3. Remove the Series II V6 engine cover shield to access the bleed valve. Clean
the area around the engine oil fill tube and cap before removing. Twist the oil fill tube, with cap
attached, counterclockwise and remove it. Page 4. After the engine cools, open the coolant air
bleed valve. There is one bleed valve. It is located on the thermostat housing. Fill the radiator
with the proper DEX coolant mixture, up to the base of the filler neck. Page 7. Replace the Series
II V6 engine cover shield. Remove the oil fill tube, with cap attached, from the valve cover. Insert
the catch tab on the cover shield under the bracket on the engine. Place the hole in the cover
shield over the hole in the valve cover. By this time, the coolant level inside the radiator filler
neck may be lower. Turn on your hazard warning flashers. The vehicle can slip off the jack and
roll over you or other people. Pull the carpeted mat up from the floor of the trunk. Turn the
center nut on the compact spare cover counterclockwise to remove it. Page yellowblue 3. Then

remove the jack and wrench. Then pry off the cap. Using the wheel wrench, loosen all the wheel
nuts. Turn the jack handle clockwise to raise the jack lift head a few inches. Raise the vehicle by
turning the jack handle clockwise. Raise the vehicle far enough off the ground for the spare tire
to fit under the vehicle. Remove all wheel nuts and take off the flat tire. Remove any rust or dirt
from the wheel bolts, mounting surfaces and spare wheel. If you do, the nuts might come loose.
Your wheel could fall off, causing a serious accident. Replace the wheel nuts with the rounded
end of the nuts toward the wheel. Page Tighten the wheel nuts firmly in a crisscross sequence
as shown. This could lead to an accident. Be sure to use the correct wheel nuts. If you have to
replace them, be sure to get new GM original equipment wheel nuts. In a sudden stop or
collision, loose equipment could strike someone. Store all these in the proper place. The
compact spare is for temporary use only. Page Compact Spare Tire Compact Spare Tire
Although the compact spare tire was fully inflated when your vehicle was new, it can lose air
after a time. Check the inflation pressure regularly. It should be 60 psi kPa. After installing the
compact spare on your vehicle, you should stop as soon as possible and make sure your spare
tire is correctly inflated. This section begins with service and fuel information, and then it shows
how to check important fluid and lubricant levels. There is also technical information about your
vehicle, and a part devoted to its appearance care. Be sure you have sufficient knowledge,
experience, the proper replacement parts and tools before you attempt any vehicle maintenance
task. If this occurs, return to your authorized Buick dealer for diagnosis to determine the cause
of failure. In the event it is determined that the cause of the condition is the type of fuels used,
repairs may not be covered by your warranty. Page Fuels In Foreign Countries To provide
cleaner air, all gasolines in the United States are now required to contain additives that will help
prevent deposits from forming in your engine and fuel system, allowing your emission control
system to function properly. Therefore, you should not have to add anything to the fuel. It burns
violently, and that can cause very bad injuries. Keep sparks, flames and smoking materials
away from gasoline. Gasoline can spray out on you if you open the fuel filler cap too quickly.
This spray can happen if your tank is nearly full, and is more likely in hot weather. Static
electricity discharge from the container can ignite the gasoline vapor. You can be badly burned
and your vehicle damaged if this occurs. Page Hood Release Hood Release To open the hood,
first pull the handle inside the vehicle, located just below the instrument panel and to the left of
the steering column. Then go to the front of the vehicle and release the secondary hood release.
Lift the hood. Windshield Washer Fluid Reservoir B. Battery C. Radiator Fill Cap D. Engine
Coolant Recovery Tank F. Power Steering Fluid Reservoir G. Then just pull the hood down and
close it firmly. The supercharger is a device which is designed to pump more air into the engine
than it would normally use. This air is mixed with fuel, which creates increased engine power.
Page Checking Engine Oil The engine oil dipstick handle is the yellow loop near the front of the
engine. Turn off the engine and give the oil several minutes to drain back into the oil pan.
Checking Engine Oil Pull out the dipstick and clean it with a paper towel or cloth, then push it
back in all the way. But you must use the right kind. This part explains what kind of oil to use.
Do not use any oil which does not carry this Starburst symbol. With the ignition key in RUN but
the engine off, fully push and release the accelerator pedal slowly three times within five
seconds. To check or replace the air filter: 1. Loosen the wing nut on the air duct and lift up on
the two clips located on the top of the filter assembly. Page Passenger Compartment Air Filter
Passenger Compartment Air Filter The passenger compartment air filter is located underneath
your hood just below the windshield wiper arm on the passenger side underneath the air inlet
grille of the vehicle. The filter traps most of the pollen from the air entering the air conditioning
module. Page Supercharger Oil Supercharger Oil Unless you are technically qualified and have
the proper tools, you should let your dealer or a qualified service center perform this
maintenance. When to Check Check oil level every 30, miles 50 km or every 36 months,
whichever occurs first. Change both the fluid and filter every 50, miles 83 km if the vehicle is
mainly driven under one or more of these conditions: In heavy city traffic where the outside
temperature regularly reaches Page Wait at least 30 minutes before checking the transaxle fluid
level if you have been driving: When outside temperatures are above 90 At high speed for quite
a while. In heavy traffic especially in hot weather. While pulling a trailer. To get the right reading,
the fluid should be at normal operating temperature, which is F Page Then, without shutting off
the engine, follow these steps: The automatic transaxle fluid dipstick is the red loop located
toward the rear of the engine. Pull out the dipstick and wipe it with a clean rag or paper towel. If
the fluid level is low, add only enough of the proper fluid to bring the level into the cross the
dipstick. Be sure the arrows on the cap line up with the overflow tube on the radiator filler neck.
Help keep the proper engine temperature. Let the warning lights and gages work as they should.
Too much water in the mixture can freeze and crack the engine, radiator, heater core and other
parts. Page Adding Coolant If you need more coolant, add the proper DEX coolant mixture at the

coolant recovery tank, but be careful not to spill it. If the coolant recovery tank is completely
empty, add coolant to the radiator. A fluid loss in this system could indicate a problem. Always
use the proper fluid. Failure to use the proper fluid can cause leaks and damage hoses and
seals. Water can cause the solution to freeze and damage your washer fluid tank and other
parts of the washer system. Page There are only two reasons why the brake fluid level in the
reservoir might go down. The first is that the brake fluid goes down to an acceptable level
during normal brake lining wear. When new linings are put in, the fluid level goes back up. Use
new brake fluid from a sealed container only. Always clean the brake fluid reservoir cap and the
area around the cap before removing it. Disc brake pads have built in wear indicators that make
a high pitched warning sound when the brake pads are worn and new pads are needed. The
sound may come and go or be heard all the time your vehicle is moving except when you are
pushing on the brake pedal firmly. Its many parts have to be of top quality and work well
together if the vehicle is to have really good braking. Your vehicle was designed and tested with
top quality GM brake parts. For any bulb changing procedure not listed in this section, contact
your dealer service department. Remove the rubber access cover from behind the bulb you are
replacing. Quarter twist and turn the bulb socket and remove it from the lamp. Lift the plastic
locking tab on the electrical connector and pull the connector from the headlamp bulb socket.
Page The vehicle should be properly prepared as follows: The vehicle must have all four tires
on a perfectly level surface. If necessary, pads may be used on an uneven surface. The vehicle
should not have any snow, ice or mud attached to it. Horizontal aim adjustment screw C.
Horizontal block index plate D. Vertical aiming level Start with the horizontal aim. The
adjustment screws can be turned with an E8 Torx socket. Once the horizontal aim is adjusted,
then adjust the vertical aim. Open the trunk. Reach through the access opening in the trunk.
Remove the bulb by turning it one turn counterclockwise. Place the new bulb into the bulb
socket. Turn the bulb one quarter of a turn clockwise to replace. Remove the three plastic wing
nuts A. Pliers may be required to remove the wing nuts. Pull the taillamp housing B away from
the body of the vehicle. Squeeze the tab on the socket and turn the socket counterclockwise.
Page Trunk Lid Applique 1. Open the trunk lid halfway. Remove the wing nuts A from the studs
on the applique. There are eight wing nuts. Pliers may be required to remove them. Remove the
applique from the trunk lid. Refer to the trunk lid applique removal procedure earlier in this
section for graphic and further instructions. Remove the trunk lid applique. Twist and pull the
back up lamp socket from the trunk lid applique. Turn on the wipers to the low wipe setting.
Page Your new vehicle comes with high a leading tire manufacturer. If you ever have questions
about your tire warranty and where to obtain service, see your Buick Warranty booklet for
details. Page Low Tire Inflation Monitor System If Equipped The low tire inflation monitor
system can alert you to a large change in the pressure of one tire. The system normally takes
between 45 and 90 minutes of driving to learn the tire pressures. Page When rotating your tires,
always use the correct rotation pattern shown here. After the tires have been rotated, adjust the
front and rear inflation pressures as shown on the Tire Information label. You need a new tire if
any of the following statements are true: You can see the indicators at three or more places
around the tire. If you mix tires of different sizes or types radial and bias belted tires , the
vehicle may not handle properly, and you could have a crash. Using tires of different sizes may
also cause damage to your vehicle. Page Treadwear The treadwear grade is a comparative
rating based on the wear rate of the tire when tested under controlled conditions on a specified
government test course. Page Wheel Alignment And Tire Balance Wheel Alignment and Tire
Balance The wheels on your vehicle were aligned and balanced carefully at the factory to give
you the longest tire life and best overall performance. Scheduled wheel alignment and wheel
balancing are not needed. However, if you notice unusual tire wear or your vehicle pulling one
way or the other, the alignment may need to be reset. Page Tire Chains NOTICE: The wrong
wheel can also cause problems with bearing life, brake cooling, speedometer or odometer
calibration, headlamp aim, bumper height, vehicle ground clearance and tire or tire chain
clearance to the body and chassis. If you have other tires, use tire chains only where legal and
only when you must. Page Special Fabric Cleaning Problems Special Fabric Cleaning Problems
Stains caused by such things as catsup, coffee black , egg, fruit, fruit juice, milk, soft drinks,
vomit, urine and blood can be removed as follows: 1. Carefully scrape off excess stain, then
sponge the soiled area with cool water. Sprays containing silicones or waxes may cause
annoying reflections in the windshield and even make it difficult to see through the windshield
under certain conditions. Page Cleaning The Outside Of The Windshield And Wiper Blades
Cleaning the Outside of the Windshield and Wiper Blades If the windshield is not clear after
using the windshield washer, or if the wiper blade chatters when running, wax, sap or other
material may be on the blade or windshield. Page Finish Care High pressure car washes may
cause water to enter your vehicle. Rinse with clean water. After rinsing thoroughly, dry with a

soft clean towel. A wax may then be applied. The surface of these wheels is similar to the
painted surface of your vehicle. Page Finish Damage Although no defect in the paint job causes
this, Buick will repair, at no charge to the owner, the surfaces of new vehicles damaged by this
fallout condition within 12 months or 12, miles 20 km of purchase, whichever occurs first. You
can see it if you look through the windshield from outside your vehicle. Some add on electrical
equipment can keep other components from working as they should. Page Fuses And Circuit
Breakers Fuses and Circuit Breakers The wiring circuits in your vehicle are protected from short
circuits by a combination of fuses, circuit breakers and fusible thermal links in the wiring itself.
This greatly reduces the chance of fires caused by electrical problems. Look at the silver
colored band inside the fuse. Center High Mounted Stop. Firing Order. Engine Oil Filter All
Engines. Your vehicle needs these services to retain its safety, dependability and emission
control performance. The Plan supplements your new vehicle warranties. See your Warranty
and Owner Assistance booklet, or your dealer for details. Introduction Your Vehicle and the
Environment Proper vehicle maintenance not only helps to keep your vehicle in good working
condition, but also helps the environment. You may drive very short distances only a few times
a week. Or you may drive long distances all the time in very hot, dusty weather. Page Scheduled
Maintenance Scheduled Maintenance The services shown in this schedule up to , miles km
should be performed after , miles km at the same intervals. The services shown at , miles km
should be performed at the same interval after , miles km. If engine oil and filter are changed,
reset monitor. An Emission Control Service. Rotate tires. Page Scheduled Maintenance Rotate
tires. Replace passenger compartment air filter. For supercharged engines only: Check the
supercharger oil level and add oil as needed or every 36 months, whichever occurs first. Page
Scheduled Maintenance , Miles km Drain, flush and refill cooling system or every 60 months
since last service, whichever occurs first. Inspect hoses. Clean radiator, condenser, pressure
cap and neck. Pressure test the cooling system and pressure cap. Page At Each Fuel Fill Part B:
Owner Checks and Services Listed in this part are owner checks and services which should be
performed at the intervals specified to help ensure the safety, dependability and emission
control performance of your vehicle. Be sure any necessary repairs are completed at once.
Whenever any fluids or lubricants are added to your vehicle, make sure they are the proper
ones, as shown in Part D. Look for any other loose or damaged safety belt system parts. If you
see anything that might keep a safety belt system from doing its job, have it repaired. If it does,
you or others could be injured. Follow the steps below. Before you start, be sure you have
enough room around the vehicle. The key should come out only in LOCK. Page Exhaust System
Inspection Part C: Periodic Maintenance Inspections Listed in this part are inspections and
services which should be performed at least twice a year for instance, each spring and fall.
Page Throttle System Inspection Throttle System Inspection Inspect the throttle system for
interference or binding, and for damaged or missing parts. Replace parts as needed. Replace
any components that have high effort or excessive wear. Do not lubricate accelerator and cruise
control cables. Page Maintenance Record Part E: Maintenance Record After the scheduled
services are performed, record the date, odometer reading and who performed the service in the
boxes provided after the maintenance interval. This section also tells you how to obtain service
publications and how to report any safety defects. Sometimes, however, despite the best
intentions of all concerned, misunderstandings can occur. Page STEP TWO -- If after contacting
a member of dealership management, it appears your concern cannot be resolved by the
dealership without further help, contact the Buick Customer Relations Center by calling Page
Canadian Roadside Assistance Takes the anxiety out of uncertain situations by providing easy
access to service professio
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nals trained to work with Buick owners, 24 hours a day, days a year, including weekends and
holidays. Page Courtesy Transportation Transportation Options Warranty service can generally
be completed while you wait. However, if you are unable to wait Buick helps minimize your
inconvenience by providing several transportation options. Depending on the circumstances,
Page Up Lamp Bulb Replacement Jump Starting. Glass Surfaces. Page Driver Information
Center Selectable Shifting. Page First Gear, Automatic Transaxle Page Instrument Panel Page
Lockout Protection Feature Manual Door Power Door. Page Overheating Engine Owner Checks
and Services Owner Publications, Ordering. Page Remote Activation Illumination Keyless Entry
Keyless Entry Operation. Page Second Gear, Automatic Transaxle Security Feedback Page
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