1999 ford taurus radiator removal

If the temperature gauge reads higher than normal but your Ford Taurus does not overheat, the
issue is not the thermostat--it is sludge buildup inside of the radiator. To remove the sludge,
you must drain and flush the radiator. With the sludge and buildup removed, the radiator can
cool the fluid by transferring the cooler temperatures from the radiator fins to the fluid. If you
don't flush the radiator and you continue to see higher engine temperatures, the eventual result
is engine failure. Saving your engine is well worth a small amount of time and money. Drive the
front of the Ford Taurus onto a set of car ramps and secure the parking brakes. For added
security, place wheel chucks behind the rear tires. Allow the engine at least 20 minutes to cool
off after the vehicle is placed on the ramps. Radiator fluid reaches temperatures above degrees
and will cause severe burning if it gets on your skin. Open the engine hood of the Taurus and
remove the radiator cap. Removing the cap releases the pressure inside of the cooling system
and allows the radiator fluid to drain faster. Place a three- to five-gallon drainage pan under the
drain spout of the radiator. The drain spout is on the bottom of the radiator on the passenger's
side. Open the drain spot with your fingers. If it does not open, use a pair of pliers to turn the
valve. Allow all of the fluid to drain into the pan. Remove the lower radiator hose from the
radiator outlet by squeezing the two metal tabs on the radiator clamp together. Use pliers if you
cannot do it with your fingers. With the metal tabs squeezed together, pull the hose off the inlet
and drain the hose into the drain pan. Drain the contents of the drain pan into a larger storage
container and place the drain pan back under the radiator outlet. Place the garden hose into the
top of the radiator cap and spray the inside walls of the radiator until the water that flows out of
the bottom of the radiator becomes clear. Empty the drain pan as needed. It will take several
gallons of water to flush the radiator. He has extensive experience working in supervisory roles
within the wireless and Internet technologies fields. Silket is pursuing a Bachelor of Arts in
business management and network technologies at Lehigh Carbon Community College. Step 1
Drive the front of the Ford Taurus onto a set of car ramps and secure the parking brakes. Step 2
Open the engine hood of the Taurus and remove the radiator cap. Step 3 Place a three- to
five-gallon drainage pan under the drain spout of the radiator. Step 4 Open the drain spot with
your fingers. Step 5 Remove the lower radiator hose from the radiator outlet by squeezing the
two metal tabs on the radiator clamp together. Step 6 Drain the contents of the drain pan into a
larger storage container and place the drain pan back under the radiator outlet. Do not use a
pressure washer to clean the inside of the radiator. The amount of pressure can damage the
inside lining of the radiator. Use of a garden hose will remove the buildup and will not damage
the radiator. How to Replace a Radiator in a Ford Taurus. Originally introduced for production in
, the Ford Taurus introduced the concept of a mid-sized sedan to the American public. However,
it was around this time that most car manufacturers switched to a lightweight plastic and
aluminum design in their radiators. Eventually you may need to replace a cracked or leaky
radiator in your Taurus. The good news is that you can do this yourself in a few hours. Drive
your Ford Taurus up a set of ramps onto a pair of jack stands, if it is a model or newer. Remove
the lower splash shields. For through models, you can remove all necessary components from
above. Begin by disconnecting the negative battery terminal and draining the radiator into a
transportable container. Open the plastic draincock on the lower rear of the radiator and crack
the radiator cap. Remove the overflow tube from the coolant recovery bottle and disconnect it
from the radiator. On SHO model engines, remove the recovery bottle as well. Next unscrew the
shroud and remove it from the retaining clips. Disconnect the wires to the fan motor, and
remove the fan assembly and shroud in one piece. Squeeze the hose clamp ends together on
the radiator side, and remove the upper and lower hoses. For automatic transaxle models, use
either the custom Ford disconnect tool T82LAH or two crescent wrenches to remove the
transmission coolant lines. Disconnect the radiator supports. All other models have either the
upper screws or the combination of right hand hex nuts and left hand screws. Tilt the radiator
backwards toward the engine and lift it out. Fit the new radiator into the support and replace the
support screws and nuts. Reattach the hoses and wires in reverse order. Flush the new radiator
with either water or a commercial flush treatment. Connect your battery terminals and replace
the coolant and let the engine idle for 5 to 10 minutes with the heater on and the radiator cap
removed. Top off the coolant as necessary. This article was written by a professional writer,
copy edited and fact checked through a multi-point auditing system, in efforts to ensure our
readers only receive the best information. To submit your questions or ideas, or to simply learn
more, see our about us page: link below. Writer Bio This article was written by a professional
writer, copy edited and fact checked through a multi-point auditing system, in efforts to ensure
our readers only receive the best information. Six cylinder V6 3. Do I need to remove the front
bumper to replace the radiator on my car? Do you. Hello Thanks for the donation. Replacement
procedures for your Taurus's radiator are below. Remove the battery and the battery tray.
Unclip the constant control relay module and position it aside. Remove the radiator cap. Raise

the vehicle and support it with jackstands. Remove the radiator splash shields. Also, when
draining engine coolant, keep in mind that cats and dogs are attracted to ethylene glycol
antifreeze and could drink any that is left in an uncovered container or in puddles on the
ground. This will prove fatal in sufficient quantities. Always drain coolant into a sealable
container. Coolant should be reused unless it is contaminated or is several years old. Drain the
cooling system into a suitable container. Remove the radiator mounting bracket assembly.
Disconnect the lower and upper radiator hoses and the overflow hose from the radiator.
Remove the transaxle cooler line clips. Remove the transaxle oil cooler line bracket and
position the oil cooler aside. Remove the retaining bolts and radiator support bracket. Remove
the radiator. Install the radiator support bracket and the retaining nuts. Tighten the nuts to inch
lbs. Tighten the bolts to inch lbs. Place the transaxle oil cooler in position and install the oil
cooler tube bracket. Tighten the retainers to inch lbs. Install the transaxle cooler line tubes and
the cooler line clips. Attach the radiator overflow hose and the radiator hoses to the radiator.
Tighten the hose clamps securely. Install the radiator mounting bracket and its retainers. Install
the radiator splash shields and lower the vehicle. Place the constant control relay module in
position and install the retaining clip. Install the battery tray and battery. Connect the battery
cables, negative cable last. Fill and bleed the cooling system. Start the engine and check for
coolant and transmission fluid leaks. Thanks for using 2CarPros. Was this answer. Hi, The
bumper does not need removed. I believe the top section of the core support unbolts and you
take it out through there. Let me know if this helps. Joe Was this answer. Are you sure the
bumper does not have to be removed? The Haynes manual says it does but does not explain
why or how. Positive it does not need to be removed. It would make access a bit more easier but
it is a lot of trouble just to remove bumper for it. It really is not necessary to remove it. Thanks
for the quick and accurate response. I have ordered the radiator and plan to install this
weekend. Just let us know if you need any more assistance. Thanks for choosing 2CarPros.
Please login or register to post a reply. Easy step by step repair guide on how to replace an
automotive radiator, though appearances may vary the process is similar for most vehicles.
Trying To Change The Radiator. Can't Figure Out How To Asked by petroffjason yahoo.
Sponsored links. Ask a Car Question. It's Free! I wear a hat, gloves and a WARM coat in the
winter when I drive - but most annoying is it can take for the car to warm up - once the car temp
is between hot and cold the heater will blow other than freezing cold air then - Its been looked at
by 2 places, back flushed etc - recommend a new heater core which was going to be about The
heat in the vehicle doesn't work at all. One day my father offerd to buy any used car my wife,
she needed one badly last year. It was her first car. I couldn't help but let out a groan as i saw
my wife pull into our driveway with this ford p. Of course my dad was wanting her to just "get
something" and she did not have any clue of what, how, or the hmmm's of buying a car. I love
my wife, but i just told her "get a coat". Is there a temp control valve or water flow regulator in
the heater system and where is it? As I mentioned before, once my Ford Taurus turned 8 years
ago, it turned into a piece of junk and a money pit. The heater only blows cold air. We bought
this car used for our son. My husband noticed when we bought it that the heater didn't work.
They replaced the thermostat and did a complete flush. The heater worked for awhile, but as it
got colder the heater just didn't work. Also, the temp control goes from the middle where it is
supposed to be down to the cold mark. What is up with that. We just wondered what is up with it
and what needs to be done to fix it. The system blew mildly warm air which got me thru winter
of That's why I normally do not buy American Cars! And no do not bail out the "Big 3" Let them
figure out how to compete!!!!! If you have a for-profit service, contact us. Most Common
Solutions: not sure 11 reports replace the heat core 1 reports. Find something helpful? Spread
the word. Share on Facebook Retweet this page Email this page. Helpful websites No one has
added a helpful site for this Taurus problem yet. Be the first! Find a good Ford mechanic Read
reviews of repair shops in your area. Enter your zip code: A free service from CarTalk. Send
Comment Add Complaint. Search CarComplaints. I would like to know how to correct this
problem, living in Alaska I really need to have heat! I had the coolant flushed and the thermostat
replaced still does not work. Not what you are looking for? Search for something else:. The
cooling system of your Ford Taurus is designed to operate as a sealed system, devoid of
excess air. When air becomes trapped in the cooling system it can cause overheating issues.
Instead of a typical coolant reservoir, the Taurus uses a pressurized expansion tank that is
designed to remove excess air from the system when the engine reaches operating
temperatures. These systems do not utilize a standard radiator cap, instead being pressurized
by the expansion tank cap. Raise the hood of your Taurus. Carefully inspect the radiator hoses
for signs of leaking. These will show up as white or rust colored areas around the hose ends.
Fix any leaks before you continue. Start the engine. Leave the expansion tank cap off. Allow it to
run until the upper radiator hose becomes hot. This indicates that the thermostat has opened.

Turn the engine off and allow it to cool. Add coolant, if necessary to bring the level up to the
"Full Hot" line on the tank. Using your hands, squeeze the upper
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radiator hose. This pushes air out of the system. Replace the expansion tank cap and start the
engine. Allow it to reach operating temperature and check the coolant level again. Adjust as
necessary. Gary Proulx has been writing since He specializes in automotive technology and
gasoline and diesel design. Proulx has had multiple articles published on various websites. He
is also an archery expert who writes about the ins and outs of archery as a sport. Step 1 Raise
the hood of your Taurus. Step 2 Be certain that the engine is cool, and remove the expansion
tank cap. Step 3 Turn the heater on and place the switch in the maximum setting. Step 4 Start
the engine. Step 5 Turn the engine off and allow it to cool. Haynes; Drain, flush and refill the
cooling system every 24 months or 30, miles, whichever is reached first. Run the engine in a
well-ventilated area. Dispose of old antifreeze properly. It is hazardous to humans and animals.
Never open the expansion tank cap when the engine is hot.

