2000 mercury grand marquis serpentine belt diagram

There are four different serpentine belt routings for the 4. The belt-routing diagram is depicted
on a placard on the radiator support shield, which is on the top of the radiator cover just to the
left of the hood hinge. It is also in the owner's manual. In the event neither is available, draw a
diagram of the routing prior to removing the belt, which is a fairly simple job that requires only a
few tools. Loosen the tensioner with the ratchet and the appropriate socket to fit the bolt in the
center of the tensioner pulley. Install the ratchet and socket on the bolt and pull the tensioner
away from the belt. When the tension is removed from the belt, lift the belt off the alternator.
Look at the belt-routing diagram for reference to facilitate installation. The belt has a smooth top
and grooved bottom. The grooved side of the belt always passes over the grooved pulleys, with
the grooves intermeshed. The smooth pulleys always have the top smooth side of the belt
contacting them. The water pump, idler pulley and the tensioner are the only ones with a
smooth surface. The belt is installed counterclockwise, starting on the crankshaft pulley and
moving to the water pump. The belt will only go on one way, so it won't fit if it's installed wrong.
Install the belt over the crankshaft pulley. Hold the belt with your left hand to keep a small
amount of tension on it so the belt does not fall off as you are installing it. With your right hand,
grab the belt at the top of the crankshaft pulley and pass it over the top of the water pump
pulley, which is directly above the crank pulley. The smooth top of the belt should contact the
water pump. Continue down the right side and place the grooved side on the power steering
pulley. Pull the belt up, with the smooth side contacting the idler pulley. Pass the belt over the
top alternator pulley, with the grooves contacting the pulley. Continue down to the idler, with
smooth side contacting the pulley. Move the belt down so that the grooved side contacts the air
conditioning compressor. You should have a little slack in the belt. Pull the belt toward the
tensioner on the left side. The belt will be too short to go over the pulley until you install the
ratchet and pull the tensioner away from the belt. Place the belt under the tensioner, with the
smooth side toward tensioner. Allow the tensioner to operate and apply tension to the belt. Don
Bowman has been writing for various websites and several online magazines since He has
owned an auto service facility since and has over 45 years of technical experience as a master
ASE tech. Bowman has a business degree from Pennsylvania State University and was an
officer in the U. Army aircraft maintenance officer, pilot, six Air Medal awards, two tours
Vietnam. Step 1 Loosen the tensioner with the ratchet and the appropriate socket to fit the bolt
in the center of the tensioner pulley. Step 2 Look at the belt-routing diagram for reference to
facilitate installation. Step 3 Install the belt over the crankshaft pulley. Step 4 Pull the belt up,
with the smooth side contacting the idler pulley. Things You'll Need Ratchet Socket set. There
are four different serpentine belt routings for the 4. The belt-routing diagram is depicted on a
placard on the radiator support shield, which is on the top of the radiator cover just to the left of
the hood hinge. It is also in the owner's manual. In the event neither is available, draw a diagram
of the routing prior to removing the belt, which is a fairly simple job that requires only a few
tools. Loosen the tensioner with the ratchet and the appropriate socket to fit the bolt in the
center of the tensioner pulley. Install the ratchet and socket on the bolt and pull the tensioner
away from the belt. When the tension is removed from the belt, lift the belt off the alternator.
Look at the belt-routing diagram for reference to facilitate installation. The belt has a smooth top
and grooved bottom. The grooved side of the belt always passes over the grooved pulleys, with
the grooves intermeshed. The smooth pulleys always have the top smooth side of the belt
contacting them. The water pump, idler pulley and the tensioner are the only ones with a
smooth surface. The belt is installed counterclockwise, starting on the crankshaft pulley and
moving to the water pump. The belt will only go on one way, so it won't fit if it's installed wrong.
Install the belt over the crankshaft pulley. Hold the belt with your left hand to keep a small
amount of tension on it so the belt does not fall off as you are installing it. With your right hand,
grab the belt at the top of the crankshaft pulley and pass it over the top of the water pump
pulley, which is directly above the crank pulley. The smooth top of the belt should contact the
water pump. Continue down the right side and place the grooved side on the power steering
pulley. Pull the belt up, with the smooth side contacting the idler pulley. Pass the belt over the
top alternator pulley, with the grooves contacting the pulley. Continue down to the idler, with
smooth side contacting the pulley. Move the belt down so that the grooved side contacts the air
conditioning compressor. You should have a little slack in the belt. Pull the belt toward the
tensioner on the left side. The belt will be too short to go over the pulley until you install the
ratchet and pull the tensioner away from the belt. Place the belt under the tensioner, with the
smooth side toward tensioner. Allow the tensioner to operate and apply tension to the belt. Don
Bowman has been writing for various websites and several online magazines since He has
owned an auto service facility since and has over 45 years of technical experience as a master
ASE tech. Bowman has a business degree from Pennsylvania State University and was an
officer in the U. Army aircraft maintenance officer, pilot, six Air Medal awards, two tours

Vietnam. Step 1 Loosen the tensioner with the ratchet and the appropriate socket to fit the bolt
in the center of the tensioner pulley. Step 2 Look at the belt-routing diagram for reference to
facilitate installation. Step 3 Install the belt over the crankshaft pulley. Step 4 Pull the belt up,
with the smooth side contacting the idler pulley. Things You'll Need Ratchet Socket set. Created
on: Use the belt diagram and instructions in this video to help you replace the serpentine belt
tensioner with pulley on your Mercury Grand Marquis 4. Brought to you by 1AAuto. Hi, I'm Mike
from 1A Auto. I hope this how-to video helps you out, and next time you need parts for your
vehicle, think of 1AAuto. In this video, we're going to show you how to replace a serpentine belt
tensioner, and as you'll see, this car actually needs one. The original tensioner is worn out. You
can get a new tensioner from 1AAuto. The only tools you'll need are a three eighths drive
ratchet handle, a piece of pipe might help, and a 10 millimeter socket. First thing to go over,
here's a little homemade diagram of how the belt is routed. This will help you a lot when you go
to put the belt back on, because they can be a little confusing to get back together if you don't
have a diagram like this. It's pretty easy. Right here is your tensioner. Take a three eighths drive
ratchet handle. Work it right into your tensioner. If you only have a short handle, use a nice big
piece of pipe. It helps you to move the belt easier. Then you can pull it off there. Actually, you
can see that my tensioner's in need of replacement because it's not moving freely. When it does
that you want to be careful because it could snap back at any minute. Let's take our belt off and
out. To remove your tensioner, there is a bolt right down here. That's a 10 millimeter bolt. I'm
just going to speed up as I use a 10 millimeter socket and then my ratchet and remove that bolt.
I got the bolt out. I'm just going to break it free with a screwdriver. It comes off. Now, you can
see where it mounts to the engine. Right here, there's a little hole. That is where this goes in. I
like to put the bolt right through. I'm going to fast forward it here. I struggle with it a little bit,
just because I have bigger hands and it's a little hard to get in there, but just hold on to the
tensioner with one hand and thread that bolt in there with the other. Then use your 10 millimeter
socket with your ratchet, and tighten it up. You want to tighten that to probably about 20 to 22
foot-pounds. Then you want to come up, around your tensioner here and then around your
water pump and down to your crank pulley, and then across. Over here is your power steering
pulley. Then you should be able to kind of pull it a little bit tight and get it up on top of this idler
pulley here. Now it's all preliminarily routed. Just make sure it's in the grooves in these pulleys.
It looks like it's good. Now take a three eighths ratchet, put it on there. Put on the pipe just to
make it nice and easy. Pull this over, and while you do that, pull this up, and on top of your
alternator. Then make sure that everything is pushed in. Your tensioner will go back. Make a
quick check. It's not quite on my pulley down there. It's around the crank fine. I'm just going to
put this back in. Take the tension off a little bit, and push it onto this pulley way down here. Now
it's good. You're all set. We hope this video helps you out. Brought to you by Please feel free to
call us toll-free, We're the company that's here for you on the Internet and in person. Orders
ship same day when ordered by 2pm ET. Need your part faster? Choose expedited shipping at
checkout. Providing you the highest quality, direct fit replacement auto parts enforced to the
strictest product standards. Exceeding customers' expectations every day, our team of
passionate auto enthusiasts are here to help. Thousands of how-to auto repair videos specific
to year, make and model guide you step-by-step through your repair. Our how-to videos have
helped repair over million vehicles. Track Order. Free Shipping My Cart. Proceed To Checkout.
Video Library. Share on:. Copy URL. Remove the 10mm bolt from the serpentine belt tensioner
Pry the tensioner off with a flat blade screwdriver. Thread a 10mm bolt through the new
tensioner Push the new tensioner into place Tighten the 10mm bolt. Watch video. Sockets Metric 10mm Socket. Shop Products. Search 1A Auto videos for your car repair. Year Save this
video to my 1A Auto Account. Guaranteed To Fit Providing you the highest quality, direct fit
replacement auto parts enforced to the strictest product standards. USA Customer Support
Exceeding customers' expectations every day, our team of passionate auto enthusiasts are here
to help. Instructional Video Library Thousands of how-to auto repair videos specific to year,
make and model guide you step-by-step through your repair. Terms of Use Privacy Policy.
Quick Links. Before driving. Controls and features. Seating and safety restraints. Roadside
emergencies. Maintenance and care. Capacities and specifications. Customer assistance.
Reporting safety defects. All rights reserved. Reproduction by any means, electronic or
mechanical including. Ford may change the contents without notice and without incurring
obligation. Automobile Mercury Marauder Owner's Manual pages. Reproduction by any means,
electronic or mechanical including photocopying, recording or by any information storage and
retrieval system or translation in whole or part is not permitted without written authorization
from Ford Motor Company. During the first 1 km 1 miles of driving, vary speeds frequently. This
is necessary to give the moving parts a chance to break in. Page 4 Introduction These are some
of the symbols you may see on your vehicle. Page 6: Instrumentation Instrumentation

Instrument panel Headlamp control pg. Rear window defroster control pg. This OBD II system
protects the environment by ensuring that your vehicle continues to meet government emission
standards. Page 10 Instrumentation Light is blinking: Engine misfire is occurring which could
damage your catalytic converter. You should drive in a moderate fashion avoid heavy
acceleration and deceleration and have your vehicle serviced at the first available opportunity.
Under engine misfire conditions, excessive exhaust temperatures could damage the catalytic
converter, the fuel system, interior floor coverings or other vehicle components, possibly
causing a fire. Page 11 Brake system warning Standard instrument cluster Optional instrument
cluster Momentarily illuminates when the ignition is turned to the ON position. Also illuminates
if the parking brake is engaged. If brake warning lamp does not illuminate at these times, seek
service immediately. Page 12 Instrumentation Charging system Illuminates when the ignition is
turned to the ON position and the engine is off. The light also illuminates when the battery is not
charging properly, requiring electrical system service. Engine oil pressure if equipped
Illuminates when the oil pressure falls below the normal range. When the light is on, the
transmission does not operate in the overdrive mode, refer to the Driving chapter for
transmission function and operation. Page 14 Instrumentation Door ajar Illuminates when one of
the doors is not completely shut and the ignition is turned to ON. With the ignition ON, this light
will flash five times and sound a tone for one second, then remain on if a door is open. Low
washer fluid Momentarily illuminates when the ignition is turned to ON and will Page 16
Instrumentation Standard instrument cluster Optional instrument cluster A minimum of four
gallons must be added or removed from the fuel tank in order for the gauge to instantaneously
update. If less than four gallons is added, the gauge will take between five to ten minutes to
update. Page 17 Optional instrument cluster Odometer Registers the total kilometers miles of
the vehicle. Standard instrument cluster Optional instrument cluster Refer to Electronic
Message Center for information on how to switch the display from metric to English
measurements. Page 18 Instrumentation Trip odometer Registers the kilometers miles of
individual journeys. To reset, depress the control. Engine coolant temperature gauge Indicates
the temperature of the engine coolant. Page 19 Optional instrument cluster This gauge indicates
the temperature of the engine coolant, not the coolant level. If the coolant is not at its proper
level the gauge indication will not be accurate. Page 20 Instrumentation Add oil if needed refer
to Engine oil in the Maintenance and care chapter. If the oil level is correct, have your vehicle
checked at your dealership or by a qualified technician. Page 21 Press this control to switch the
electronic instrument cluster display and the message center display from metric to English
units. Press the right side of the control to advance the function to the right, and press the left
side of the control to advance the function to the left. Otherwise, the display will not show the
addition of fuel for a few miles. At least four gallons of fuel must be added for the fuel gauge to
immediately show the new fuel level. The DTE function will flash for 5 seconds and sound a
tone for 1 second when you have approximately: 80 km 50 miles left before you run out of fuel
The average displayed is the average since the last reset. Push up to brighten. Push down to
dim. Page 25 High beams Push forward to activate. Pull toward you to deactivate. Flash to pass
Pull toward you to activate and release to deactivate. Page 26 Controls and features Press the
rear defroster control to clear the rear window of thin ice and fog. A small LED will illuminate
when the rear defroster is activated. The ignition must be in the ON position to operate the rear
window defroster. Page 27 Since the air conditioner removes considerable moisture from the air
during operation, it is normal if clear water drips on the ground under the air conditioner drain
while the system is working and even after you have stopped the vehicle. Do not put objects
under the front seat that will interfere with the airflow to the back seats. Remove any snow, ice
or leaves from the air intake area at the bottom of the windshield. The EATC will only operate
when the vehicle is running. The Outside Temperature function will continue to operate until the
ignition is turned off. The EATC will continue maximum cooling disregarding the displayed
temperature until a warmer temperature is selected by pressing the red button. You can
override fan speed at any time. To control fan speed manually, use the thumbwheel to cancel
automatic fan speed operation. Rotate the thumbwheel up for higher fan speed or down for
lower fan speed. Page 32 Controls and features economical and will cool the inside of the
vehicle faster. Airflow is from the instrument panel registers. This mode can also be used to
prevent undesirable odors from entering the vehicle. The temperature display will remain the
same and air will be cooled based on the selected temperature. If the selected temperature is
changed while the outside temperature is displayed, the new temperature will be displayed for
four seconds after it is changed, then the outside temperature will return to the window. Page 34
Controls and features Remove any snow, ice or leaves from the air intake area at the bottom of
the windshield. If your vehicle has been parked with the windows closed during hot weather, the
air conditioner will do a much faster job of cooling if you drive for two or three minutes with the

windows open. Turn the control to raise or lower volume. Page 37 Controls and features Scan
function The scan function works in radio mode. Press the SCAN control again to stop the scan
mode. Speaker balance adjust Speaker sound distribution can be adjusted between the right
and left speakers. Speaker fade adjust Speaker sound can be adjusted between the front and
rear speakers. Page 39 Automatic Music Search The Automatic Music Search feature allows you
to quickly locate the beginning of the tape selection being played or to skip to the next
selection. Then, press either REW for the beginning of the current selection or FF to advance to
the next selection. Page 40 Controls and features Dolby noise reduction Dolby noise reduction
operates only in tape mode. Dolby noise reduction reduces the amount of hiss and static during
tape playback. Press the control to activate and deactivate Dolby noise reduction. Dolby noise
reduction is manufactured under license from Dolby Laboratories Licensing Corporation. Page
42 Controls and features Tune adjust The tune control works in radio mode. Tune adjust in radio
mode Press to move to the next frequency down the band whether or not a listenable station is
located there. Hold the control to move through the frequencies quickly. Press to move to the
next frequency up the band whether or not a listenable station is located there. Page 43
Controls and features Scan function in radio mode Press the SCAN control to hear a brief
sampling of all listenable stations on the frequency band. Page 45 Rewind The rewind control
works in CD mode. To rewind in CD mode, press the CD control preset 1. Press the control
again to deactivate rewind mode. Fast forward The fast forward control works in CD mode. To
fast forward in CD changer mode, press the CD control preset Press the control again to
deactivate fast forward mode. This lighting feature is operable when the headlamps are
illuminated. During the operation of any selected mode, lighting for the individual function
controls will either illuminate or turn off. Page 47 Turn the control to raise or lower volume.
Page 48 Controls and features disc unless the CD changer is in shuffle mode. Refer to Shuffle
feature for more information. Hold the control to continue reversing through the discs. Press to
select the next disc in the CD changer. Hold the control to fast-forward through the remaining
discs. Page 49 Controls and features Scan function in radio mode Press the SCAN control to
hear a brief sampling of all listenable stations on the frequency band. Scan function in tape
mode Press the SCAN control to hear a short sampling of all selections on the tape. Page 50
Controls and features Starting autoset memory preset 1. Press the AUTO control. When the first
six strong stations are filled, the station stored in memory preset control 1 will start playing.
Page 51 Speaker fade adjust Speaker sound can be adjusted between the front and rear
speakers. Press the FADE control. Use the SEL control to adjust the sound between the front
and rear speakers. Page 52 Controls and features In CD mode, pressing the control for less than
three seconds results in slow forward action. Pressing the control for more than three seconds
results in fast forward action. Page 53 shuffle feature continues to the next disc after all tracks
are played. Mute mode Press the control to mute the playing media. Use the SEL control to
select the program type. Page 55 Setting the clock Your vehicle is equipped with a separate
instrument panel mounted clock. Please refer to Clock in this chapter for instructions on setting
the clock. Page 56 Controls and features 3. Turn the magazine A over. Using the disc holder
release knob C , pull the disc holder B out of the magazine. If you pull too hard on the disc
holder, the disc holder may come completely out of the magazine. Page 57 Ensure that the disc
holder is evenly inserted and at the same level as the magazine A. The unit will not operate if the
disc holder is not inserted at the same level B. Radio power must be turned on to play the CDs
in the changer. The magazine may be stored in the glove box when not being used. Page 58
Controls and features Cleaning compact discs Inspect all discs for contamination before
playing. If necessary, clean discs only with an approved CD cleaner and wipe from the center
out to the edge. Do not use circular motion. CD and CD changer care Handle discs by their
edges only. The further an FM signal travels, the weaker it is. The listenable range of the
average FM station is approximately 40 km 24 miles. Page 60 Controls and features Cornering
lamps When the turn signal is used and the headlamps are on, the cornering lamps will light
either the right or left side depending on the direction of the turn. Hold the control while
adjusting the wheel to the desired position, then release the control. Never adjust the steering
wheel when the vehicle is moving. When you shut off and re-start your vehicle, the transmission
will automatically return to normal For additional information about the gearshift lever and the
transmission control switch operation refer to the Automatic Transmission Operation section of
the Driving chapter. Page 63 Once speed control is switched off, the previously programmed set
speed will be erased. Page 64 Controls and features Accelerate with your accelerator pedal. You
can accelerate with the accelerator pedal at any time during speed control usage. Releasing the
accelerator pedal will return your vehicle to the previously programmed set speed. Page 65
Pressing OFF will erase the previously programmed set speed. Page 66 Controls and features
Do not use the HomeLink Universal Transceiver with any garage door opener that lacks safety

stop and reverse features as required by U. A garage door which cannot detect an object,
signaling the door to stop and reverse, does not meet current U. Page 67 Canadian
Programming During programming, your hand-held transmitter may automatically stop
transmitting after two seconds which may not be long enough to program the HomeLink
Universal Transceiver. To program your hand-held transmitters: continue to hold the button on
the HomeLink Universal Transceiver. Locate the training button on the garage door motor head
unit. Refer to the garage door opener manual or call 1â€”â€”â€” or on the Internet at HomeLink.
Page 69 Controls and features 2. When the indicator light begins to flash slowly after 20
seconds , position the hand-held transmitter 5â€”14 cm 2 to 5 inches away from the HomeLink
surface. Press and hold the hand-held transmitter button. The HomeLink indicator light will
flash, first slowly and then rapidly. When the indicator light begins to flash rapidly, release both
buttons. Page 70 Controls and features seconds, then display all segments until the magnetized
item is removed. Most geographic areas zones have a magnetic north compass point that varies
slightly from the northerly direction on maps. This variation is four degrees between adjacent
zones and will become noticeable as the vehicle crosses multiple zones. Page 71 Controls and
features 5. The display will show all segments, then return to normal compass mode within ten
seconds. Compass calibration adjustment Perform this adjustment in an open area free from
steel structures and high voltage lines. Start the vehicle. Press the top portion of the rocker
switch to close. Press the bottom portion of the rocker switch to open. The window will open
fully. Page 73 Controls and features Window lock The window lock feature allows only the driver
to operate the power windows. Press the right side to restore the window controls. Page 74
Controls and features 2. Move the control in the direction you wish to tilt the mirror. Return to
the center position to lock mirrors in place. The remote entry features only operate with the
ignition in the OFF position. If there is any potential remote keyless entry problem with your
vehicle, ensure ALL key fobs remote entry transmitters are brought to the dealership, to aid in
troubleshooting. Page 76 Controls and features You must complete steps within 30 seconds or
the procedure will have to be repeated. If the procedure needs to be repeated, you must wait 30
seconds. Turn the ignition key to ON. Press the power door unlock control on the door panel
three times. Page 78 Controls and features Opening the trunk Press the control once to open
the trunk. Ensure that the trunk is closed and latched before driving your vehicle. Failure to
latch the trunk may cause objects to fall out of the trunk or block the rear view. Page 79
Illuminated entry The interior lamps illuminate when the remote entry system is used to unlock
the door s or sound the personal alarm. If you purchase additional transmitters up to four may
be programmed into memory , perform the following procedure: To reprogram the transmitters
yourself, place the key in the ignition and turn from OFF to ON four times in rapid succession
within 3 seconds. Page 81 and devices cannot damage the PATS ignition key, but can cause a
momentary concern if they are too close to the key during engine start. If a problem occurs, turn
ignition OFF and restart the engine with all other objects on the key ring held away from the
ignition key. Check to make sure the encoded ignition key is an approved Ford encoded ignition
key. Page 82 Controls and features You will need to have two previously programmed coded
keys and the new unprogrammed SecuriLock implementation of each step in the procedure.
Please read and understand the entire procedure before you begin. Insert the first previously
programmed coded key into the ignition and turn the ignition from OFF to ON maintain ignition
in ON for at least one second. Page 83 See also Remote entry system in this chapter for more
information. Your vehicle has a factory-set 5â€”digit code that operates the keyless entry
system. You can also program your own 5â€”digit personal entry code. Page 84 Controls and
features Erasing personal code To erase all of the personal entry codes programmed to a
vehicle: 1. Enter the factory-set code. All of the vehicle doors will lock and then unlock to
confirm erasure. Page 85 Controls and features Locking doors with the keyless entry system It
is not necessary to enter the factory-set code prior to locking all doors. Unsupervised children
could lock themselves in an open trunk and risk injury. Children should be taught not to play in
vehicles. On hot days, the temperature in the trunk or vehicle interior can rise very quickly. The
purpose of these head restraints is to help limit head motion in the event of a rear collision. To
properly adjust your head restraints, lift the head restraint so that it is located directly behind
your head or as close to that position as possible. Page 88 Seating and safety restraints Lift
handle to move seat forward or backward. Pull lever up to adjust seatback. Do not pile cargo
higher than the seatbacks to avoid injuring people in a collision or sudden stop. Page 89 To
adjust the front seatback using the manual recliner: Lift and hold the handle located on the side
of the seat. Lean against the seatback to adjust it to your desired position. You can recline the
seat back or bring it forward. Release the handle when the desired position has been reached.
Page 90 Seating and safety restraints Press to move the seat forward or backward. Press to
move the front portion of the seat cushion up or down. Press to move the rear portion of the

seat cushion up or down. Press to raise or lower the seat, or to move the seat forward or
backward. Page 92 Seating and safety restraints All occupants of the vehicle, including the
driver, should always properly wear their safety belts, even when an air bag SRS is provided. It
is extremely dangerous to ride in a cargo area, inside or outside of a vehicle. In a collision,
people riding in these areas are more likely to be seriously injured or killed. Page 93 2. To
unfasten, push the release button and remove the tongue from the buckle. The front and rear
outboard safety restraints in the vehicle are combination lap and shoulder belts. The front
passenger and rear seat outboard safety belts have two types of locking modes described
below: Vehicle sensitive mode The vehicle sensitive mode is the normal retractor mode,
allowing free shoulder belt length adjustment to your movements and locking in Page 94
Seating and safety restraints How to use the automatic locking mode Buckle the combination
lap and shoulder belt. Grasp the shoulder portion and pull downward until the entire belt is
extracted. Allow the belt to retract. As the belt retracts, you will hear a clicking sound. Page 95
Front safety belt height adjustment Your vehicle has safety belt height adjustments for the
driver and front passenger. Adjust the height of the shoulder belt so the belt rests across the
middle of your shoulder. To lower the shoulder belt height, push the button and slide the height
adjuster down. Page 96 Seating and safety restraints Insert the tongue into the correct buckle
the buckle closest to the direction the tongue is coming from. To lengthen the belt, turn the
tongue at a right angle to the belt and pull across your lap until it reaches the buckle. Page 97
Conditions of operation If Page 98 Seating and safety restraints The following are reasons most
often given for not wearing safety belts: All statistics based on U. Crashes are rare 36 crashes
occur every day. The more we events drive, the more we are exposed to rare events, even for
good drivers. Page 99 One time disable Anytime the safety belt is buckled and then unbuckled
during an ignition ON cycle, Belt Minder will be disabled for that ignition cycle only. Page
Seating and safety restraints 6. Within seven seconds of the safety belt warning light turning
off, buckle then unbuckle the safety belt. This will disable Belt Minder if it is currently enabled,
or enable Belt Minder if it is currently disabled. Your vehicle is equipped with a crash sensing
and diagnostic module which records information about the air bag and sensor systems. See
your Ford or Lincoln-Mercury dealer. Modifications to the front end of the vehicle, including
frame, bumper, front end body structure and tow hooks may effect the performance of the air
bag sensors increasing the risk of injury. Page Children and air bags For additional important
safety information, read all information on safety restraints in this guide. Children must always
be properly restrained. Accident statistics suggest that children are safer when properly
restrained in the rear seating positions than in the front seating position. Page Seating and
safety restraints The air bags inflate and deflate rapidly upon activation. After air bag
deployment, it is normal to notice a smoke-like, powdery residue or smell the burnt propellant.
This may consist of cornstarch, talcum powder to lubricate the bag or sodium compounds e.
Page and the electrical wiring which connects the components. The diagnostic module
monitors its own internal circuits and the supplemental air bag electrical system warning
including the impact sensors , the system wiring, the air bag system readiness light, the air bag
back up power and the air bag ignitors. Determining if the system is operational The SRS uses a
readiness light in the instrument cluster or a tone to indicate the condition of the system. Page
Seating and safety restraints Important child restraint precautions You are required by law to
use safety restraints for children in the U. If small children ride in your vehicle generally
children who are four years old or younger and who weigh 18 kg [40 lbs] or less , you must put
them in safety seats made especially for children. Page Seating and safety restraints Keep the
buckle release button pointing up and away from the safety seat, with the tongue between the
child seat and the release button, to prevent accidental unbuckling. Place seat back in upright
position. Put the safety belt in the automatic locking mode. Refer to Automatic locking mode
passenger side front and outboard rear seating positions if equipped. Page Seating and safety
restraints 2. Pull down on the shoulder belt and then grasp the shoulder belt and lap belt
together. Page Seating and safety restraints 5. To put the retractor in the automatic locking
mode, grasp the shoulder portion of the belt and pull downward until all of the belt is extracted
and a click is heard. The belt will click as it retracts to indicate it is in the automatic locking
mode. Page Installing child safety seats in the lap belt seating positions 1. Lengthen the lap
belt. To lengthen the belt, hold the tongue so that its bottom is perpendicular to the direction of
webbing while sliding the tongue up the webbing. Page Seating and safety restraints 1. Position
the child safety seat on the passenger seat cushion. Route the child safety seat tether strap
over the back of the seat. For vehicles with adjustable head restraints, route the tether strap
under the head restraint and between the head restraint posts, otherwise route the tether strap
over the top of the seatback. This system meets all Canadian Interference-Causing Equipment
standard requirements regulating the impulse electrical field strength of radio noise. When

starting a fuel-injected engine, avoid pressing the accelerator before or during starting. Page
Starting 2. Make sure the headlamps and vehicle accessories are off. Make sure the parking
brake is set. Make sure the gearshift is in P Park. If there is difficulty in turning the key, firmly
rotate the steering wheel left and right until the key turns Page Make sure the corresponding
lights illuminate briefly. If a light fails to illuminate, have the vehicle serviced. Turn the key to 5
START without pressing the accelerator pedal and release as soon as the engine starts. Page
Starting Using the engine block heater if equipped An engine block heater warms the engine
coolant, which improves starting, warms up the engine faster and allows the heater-defroster
system to respond quickly. Page Starting Important ventilating information If the engine is idling
while the vehicle is stopped in an open area for long periods of time, open the windows at least
2. Adjust the heating or air conditioning if equipped to bring in fresh air. Improve vehicle
ventilation by keeping all air inlet vents clear of snow, leaves and other debris. Refer to the
scheduled maintenance guide for scheduled maintenance. In normal operation, automotive
brake systems may emit occasional or intermittent squeal or groan noises when the brakes are
applied. Page ABS warning lamp warning lamp in the instrument cluster momentarily
illuminates when the ignition is turned to the ON position. If the light does not illuminate
momentarily at start up, remains on or continues to flash, the ABS needs to be serviced. With
the ABS light on, the anti-lock brake system is disabled and normal braking is still effective
unless the Page Driving The BRAKE warning lamp in the instrument cluster illuminates and
remains illuminated when the ignition is turned ON until the parking brake is fully released.
Always set the parking brake fully and make sure the gearshift is latched in P Park. Turn off the
ignition whenever you leave your vehicle. Page The system operates by detecting and
controlling wheel spin. The system borrows many of the electronic and mechanical elements
already present in the anti-lock braking system ABS. Wheel-speed sensors allow excess rear
wheel spin to be detected by the Traction Control portion of the ABS computer. Power steering
uses energy from the engine to help steer the vehicle. To prevent damage to the power steering
pump: Never hold the steering wheel to the extreme right or the extreme left for more than a few
seconds when the engine is running. Page This system keeps the rear of your vehicle at a
constant level by automatically adding air or releasing air from the springs. If you exceed the
load limit, the rear air suspension may not operate. The air suspension shut-off switch is
located on the left side of the trunk. Page Driving If your vehicle gets stuck in mud or snow it
may be rocked out by shifting from forward and reverse gears, stopping between shifts, in a
steady pattern. Press lightly on the accelerator in each gear. Do not rock the vehicle if the
engine is not at normal operating temperature or damage to the transmission may occur.
Always come to a complete stop before shifting into and out of R Reverse. N Neutral With the
gearshift lever in N Neutral , the vehicle can be started and is free to roll. Page Driving To return
to Overdrive mode, press the transmission control switch. Each time the vehicle is started, the
transmission will automatically return to normal Overdrive mode. Every time the vehicle is shut
off and restarted, you must press the transmission control switch to cancel overdrive operation
if the Overdrive mode is not desired. It does not include passengers or aftermarket equipment.
Payload: Combined maximum allowable weight of cargo, passengers and optional equipment.
Preparing to tow Use the proper equipment for towing a trailer, and make sure it is properly
attached to your vehicle. Page Driving Driving while you tow When towing a trailer: Ensure that
you turn off your speed control. The speed control may shut off automatically when you are
towing on long, steep grades. Consult your local motor vehicle speed regulations for towing a
trailer. Use a lower gear when towing up or down steep hills. Page Do not allow waves to break
higher than 15 cm 6 inches above the bottom edge of the rear bumper. Exceeding these limits
may allow water to enter critical vehicle components, adversely affecting driveability,
emissions, reliability and causing internal transmission damage. Replace the rear axle lubricant
anytime the axle has been submerged in water. Traction or brake capability may be limited and
if the ignition system gets wet, your engine may stall. Page Roadside Emergencies In the United
States, this card is found in the Owner Guide portfolio in the glove compartment in Ford
vehicles and is mailed to you if you own a Mercury or Lincoln. In Canada, it is found in the
Roadside Assistance book in the glove compartment. Page In the United States, you may
purchase additional roadside assistance coverage beyond this period through the Ford Auto
Club by contacting your Ford or Lincoln Mercury dealer. Page Roadside emergencies The fuel
pump shut-off switch is located on the left side of the trunk behind the trunk liner. Use the
following procedure to reset the fuel pump shut-off switch. Turn the ignition to the OFF
position. Check the fuel system for leaks. Page Roadside emergencies Always replace a fuse
with one that has the specified amperage rating. Using a fuse with a higher amperage rating can
cause severe wire damage and could start a fire. Page The fuses are coded as follows. Always
disconnect the battery before servicing high current fuses. Page The high-current fuses are

coded as follows. Page Roadside emergencies 5. Loosen each wheel lug nut one-half turn
counterclockwise but do not remove them until the wheel is raised off the ground. Refer to
Anti-theft lug nuts for information on removing anti-theft lug nuts. Page not the dealer to get a
replacement key. Do not use an impact wrench with the anti-theft key. Page Roadside
emergencies To remove the anti-theft lug nut: 1. Insert the key over the locking lug nut. Make
sure you hold the key square to the lug nut. If you hold the key at an angle, you could damage
the key and the lug nut. Page Roadside emergencies Do not attempt to push start your vehicle.
Automatic transmissions do not have push-start capability. Preparing your vehicle 1. Use only a
12â€”volt supply to start your vehicle. Page Roadside emergencies 2. Connect the negative cable to the negative - terminal of the assisting battery. Page Do not connect the end of the
second cable to the negative - terminal of the battery to be jumped. A spark may cause an
explosion of the gases that surround the battery. Ensure that the cables are clear of fan blades,
belts, moving parts of both engines, or any fuel delivery system parts. Page Roadside
emergencies After the disabled vehicle has been started and the jumper cables removed, allow
it to idle for several minutes so the engine computer can relearn its idle conditions. We provide
a Scheduled Maintenance Guide which makes tracking routine service easy. If your vehicle
requires professional service, your dealership can provide necessary parts and service. Page
Working with the engine off 1. Set the parking brake and ensure the gearshift is securely latched
in P Park. Turn off the engine and remove the key. Block the wheels to prevent the vehicle from
moving unexpectedly. Working with the engine on 1. Brake fluid reservoir 2. Engine oil dipstick
3. Engine oil filler cap 4. Windshield washer fluid reservoir 5. Air filter assembly 6. Power
steering fluid reservoir 7. Make sure the vehicle is on level ground. Turn the engine off and wait
a few minutes for the oil to drain into the oil pan. Page Maintenance and care If the oil level is
within this range, the oil level is acceptable. If the oil level is below this mark, engine oil must be
added to raise the level within the normal operating range. If required, add engine oil to the
engine. Page Maintenance and care engine oil filler cap and use a funnel to pour the engine oil
into the opening. Recheck the engine oil level. Make sure the oil level is not above the normal
operating range on the engine oil level indicator dipstick. Refer to the Scheduled Maintenance
Guide for the service interval schedules. Clean the reservoir cap before removal to prevent dirt
or water from entering the reservoir. The reservoir is highlighted with a If the level is low, add
enough fluid to fill the reservoir. In very cold weather, do not fill the reservoir all the way. Page
Maintenance and care protection against rust and other forms of corrosion. The engine coolant
must be maintained at the correct fluid level and concentration to work properly. If the engine
coolant fluid level and concentration is not maintained correctly, damage to the engine and
cooling system may result. Page Maintenance and care Have your dealer check the engine
cooling system for leaks if you have to add more than 1. To avoid scalding hot steam or coolant
from being released from the engine cooling system, never remove the radiator cap while the
engine is running or hot. Page Maintenance and care How fail-safe cooling works Standard
cluster Optional cluster If the engine begins to overheat: the engine coolant temperature gauge
will move to the H hot area if your vehicle is equipped with analog gauges. Page Continued
operation will increase the engine temperature: symbol will begin to flash. Start the engine and
let it run until it reaches normal operating temperature the engine coolant temperature gauge
indicator will be near the center of the normal area between H and C. Page Maintenance and
care Automatic transmission fluid expands when warmed. To obtain an accurate fluid check,
drive the vehicle until it is at normal operating temperature approximately 30 km [20 miles]. If
your vehicle has been operated for an extended period at high speeds, in city traffic during hot
weather or pulling a trailer, the vehicle should be turned off for about 30 minutes to allow fluid
to cool before checking. High fluid level Fluid levels above the safe range may result in
transmission failure. However, for severe usage or in high temperature climates, check the
battery electrolyte level. Lift the battery with a battery carrier or with your hands on opposite
corners. Page Always dispose of automotive batteries in a responsible manner. Follow your
local authorized standards for disposal. Call your local authorized recycling center to find out
more about recycling automotive batteries. Page Maintenance and care 6. Install a new air filter
element. Be careful not to crimp the filter element edges between the air filter housing and
cover. This could cause filter damage and allow unfiltered air to enter the engine if not properly
seated. Page Maintenance and care To replace the wiper blades: 1. Pull the wiper arm away from
the windshield and lock into the service position. Turn the blade at an angle from the wiper arm.
Push the lock pin manually to release the blade and pull the wiper blade down toward the
windshield to remove it from the arm. Page Maintenance and care Treadwear The treadwear
grade is a comparative rating based on the wear rate of the tire when tested under controlled
conditions on a specified government test course. Check the tire pressure when tires are cold,
after the vehicle has been parked for at least one hour or has been driven less than 5 km 3

miles. Page Maintenance and care Five tire rotation for vehicles with steel wheels and full size
spare tires Replacing the tires Replace the tires when the wear band is visible through the tire
treads. When replacing full size tires, never mix radial bias-belted, or bias-type tires. Page
Failure to follow these precautions may adversely affect the handling of the vehicle and make it
easier for the driver to lose control and roll over. Page Maintenance and care The fuel system
may be under pressure. If the fuel filler cap is venting vapor or if you hear a hissing sound, wait
until it stops before completely removing the fuel filler cap. Otherwise, fuel may spray out and
injure you or others. If you do not use the proper fuel filler cap, excessive pressure or vacuum
in the fuel tank may damage the fuel system or cause the fuel system to work improperly in a
collision, which may result in Page Avoid getting fuel liquid in your eyes. If fuel is splashed in
the eyes, remove contact lenses if worn , flush with water for 15 minutes and seek medical
attention. Failure to seek proper medical attention could lead to permanent injury. Fuels can
also be harmful if absorbed through the skin. Page Maintenance and care When fueling your
vehicle: 1. Turn the engine off. Pull to remove the cap from the fuel filler pipe. To install the cap,
align the tabs on the cap with the notches on the filler pipe. Do not be concerned if your engine
sometimes knocks lightly. Page Maintenance and care If you have run out of fuel: You may need
to cycle the ignition from OFF to ON several times after refueling, to allow the fuel system to
pump the fuel from the tank to the engine. Page For consistent results when filling the fuel tank:
Use the same filling rate setting low â€” medium â€” high each time the tank is filled. Allow
three automatic click-offs when filling. Always use fuel with the recommended octane rating.
Use a known quality gasoline, preferably a national brand. Use the same side of the same pump
and have the vehicle facing the same direction each time you fill up. Steady speeds without
stopping will usually give the best fuel economy. Idling for long periods of time greater than one
minute may waste fuel. Anticipate stopping; slowing down may eliminate the need to stop.
Sudden or hard accelerations may reduce fuel economy. Page Carrying unnecessary weight
may reduce fuel economy approximately 0. Page Maintenance and care The scheduled
maintenance items listed in the Scheduled Maintenance Guide are essential to the life and
performance of your vehicle and to its emissions system. If other than Ford, Motorcraft or
Ford-authorized parts are used for maintenance replacements or for service of components
affecting emission control, such non-Ford parts should be equivalent to genuine Ford Motor
Company parts in performance and durability. Page Maintenance and care 3. Disconnect the
electrical connector from the bulb by pulling rearward. Remove the bulb retaining ring by
rotating it counterclockwise when viewed from the rear to free it from the bulb socket, and slide
the ring off the plastic base. Keep the ring to retain the new bulb. Page Maintenance and care 5.
Turn the headlamps on and make sure they work properly. If the headlamp was correctly
aligned before you changed the bulb, you should not need to align it again. Page Maintenance
and care 1. Open the trunk and carefully pull the carpet away to expose the plastic retainer.
Remove plastic retainer to expose the lamp assembly hardware. Remove three nut and washer
assemblies and the lamp assembly from the vehicle. Page Replacing license plate lamp bulbs 1.
Remove two screws, grommets and the license plate lamp assembly from the trunk lid.
Carefully pull the bulb from the socket and push in the new bulb. Install the lamp assembly on
trunk lid with two grommets, ensuring the grommets are pushed all the way in to the trunk lid
and Page Maintenance and care Function Headlamp Park lamp and turn lamp front Side marker
front Cornering lamp front Tail, stop, turn rear Side marker rear Backup lamp License plate lamp
High-mount brakelamp Luggage compartment lamp Dome lamp Rear reading lamp Map lamp
Illuminated visor mirror Dual floorwell lamp Glove compartment Page Maintenance and care
Washing your vehicle Wash your vehicle regularly with cold or lukewarm water. Never use
strong detergents or soap. If your vehicle is particularly dirty, use a quality car wash detergent.
Always use a clean sponge, washing glove or similar device and plenty of water for best results.
Page To avoid scratching the lamps, do not use a dry paper towel, chemical solvents or
abrasive cleaners. Cleaning the wiper blades, windshield and rear window If the wiper blades do
not wipe properly, clean the wiper blade rubber element with undiluted windshield washer
solution or a mild detergent. To avoid damaging the blades, do not use fuel, kerosene, paint
thinner or other solvents. Page Maintenance and care Cover the highlighted areas to prevent
water damage when cleaning the engine. Never wash or rinse the engine while it is running;
water in the running engine may cause internal damage. Cleaning the instrument panel Clean
with a damp cloth, then dry with a dry cloth. Avoid cleaner or polish that increases the gloss of
the upper portion of the instrument panel. Page Cleaning seats equipped with side air bags
Remove dust and loose dirt with a whisk broom or a vacuum cleaner. Remove fresh spots
immediately. Follow the directions that come with the cleaner. Do not saturate the seat cover
with upholstery cleaner. Do not use chemical solvents or strong detergents when cleaning the
seat mounted side air bag. Page Maintenance and care Cleaning leather seats if equipped To

clean, simply use a soft cloth dampened with water and a mild soap. Wipe the leather again with
a damp cloth to remove soap residue. Dry with a soft cloth. Refer to the Scheduled Maintenance
Guide to determine the correct service interval. Indicates only approximate dry-fill capacity.
Some applications may vary based on cooler size and if equipped with an in-tank cooler. Page
Capacities and specifications There are several plans available in various time, distance and
deductible combinations which can be tailored to fit your own driving needs. Ford ESP also
offers reimbursement benefits for towing and rental coverage. Page Away from home If you own
a Ford or Mercury vehicle and are away from home when your vehicle needs service, or if you
need more help than the dealership could provide, after following the steps described above,
contact the Ford Customer Assistance Center to find an authorized dealership to help you. Box
Oakville, Ontario L6J 5E4 FORD In order to help you service your Ford or Lincoln Mercury
vehicle, please have the following information available when contacting a Customer
Assistance Center: Your telephone number home and business Page Unresolved warranty
repair concerns or vehicle performance as designed concerns on Ford and Lincoln Mercury
cars and Ford and Lincoln Mercury light trucks which are within the terms of any applicable
written new vehicle warranty are eligible for review, except those involving Page Ford or Lincoln
Mercury dealership representative Consumer candidates for Board membership are recruited
and trained by an independent consulting firm. The dealership Board member is chosen from
Ford and Lincoln Mercury dealership management, recognized for their business leadership
qualities. What the Board needs Page Customer assistance the names if known of all the people
you contacted at the dealership s a description of the action you expect to resolve your concern
You will receive a letter of explanation if your application does not qualify for Board review. Oral
presentations If you would like to make an oral presentation, indicate YES to question 6 on the
application. Page Customer assistance The use of leaded fuel in your vehicle without proper
conversion may damage the effectiveness of your emission control system and may cause
engine knocking or serious engine damage. These quality accessories have been specifically
engineered to fulfill your automotive needs; they are custom designed to complement the style
and aerodynamic appearance of your vehicle. Page Customer assistance Comfort and
convenience Cargo nets Cargo organizers Engine block heaters Travel equipment Daytime
running lights Heavy-duty battery Protection and appearance equipment Air bag anti-theft locks
Carpet floor mats Cleaners, waxes and polishes Flat splash guards Front end covers Lubricants
and oils Molded splash guards Molded vinyl floor mats Page Mobile communications systems
may harm the operation of your vehicle, particularly if they are not properly designed for
automotive use or are not properly installed. When operated, such systems may cause the
engine to stumble or stall. In addition, such systems may be damaged or their performance may
be affected by operating your vehicle. Page Index Air bag supplemental restraint system Page
Index set zone adjustment Page quality Page Index anti-lock brakes ABS Page Specification
chart, lubricants Page Filling Station Information Filling station information Required fuel Fuel
tank capacity Engine oil capacity includes filter change Tire pressure and size Hood release
Coolant capacity Automatic transmission fluid capacity Power steering fluid capacity Use Ford
Premium Engine Coolant green in color. This manual is also suitable for: marquis. Print page 1
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vehicle year. Refine by:. Serpentine Belt part. Quantity Sold. Showing 1 - 15 of 36 results.
Display item:. Sort by:. Part Number: AC6K Vehicle Info Required to Guarantee Fit. Core Charge.
Add to cart. Page 1 of 3 Showing 1 - 15 of 36 results. Oct 04, Good value. Purchased on Sep 19,
Jun 04, Great price. Great fit. Great rewards. The kit was just what my car needed and
everything fit perfectly. No more hi squeaking or chattering. I would recommend these parts for
anyone that has the problems I had. David Bush. Purchased on May 21, Jun 14, Purchased on
Nov 13, Helpful Automotive Resources. Furthermore, what potentially could go wrong depends
on whether your car has hydraulic, electric or hydro-electric power steering. Contact Us. Phone
Number Shop with Confidence. All Rights Reserved. Terms of Use. Privacy Policy. California
Supply Chain Disclosure. Accessibility Statement. Here is a directory of serpentine belt
diagrams for popular makes and models. Let us know if you would like us to add anything to
our list. Can you add and email me belt diagrams for a Hummer H2 and for a Isuzu Trooper,
thank you. Looking for a serpentine belt diagram for a Thomas international school bus. Need a
diagram and possibly size for serpentine belts with and without ac for 97 jeep Cherokee country
with 4. Hi I need a diagram for Mitsubishi Pajero Exceed, 3. Can anyone please Help? Hi I need a
diagram of a serpentine belt for a chevy captiva model with a 2 litre engine. I need a belt
diagram for a Toyota Tacoma 2. Thank you. Im looking for a belt routing diagram for a Kia Soul

2. Its different from the Thanks in advance. Need a serp belt diagram for Hyundai Tuscon 2.
Yours only goes up to year model. I need a belt diagram for a GMC Vandura 6. I think also
known as the gm Been looking online for 2 days now. I need a Serpentine belt diagram for a 5.
Im have trouble putting this one back on. Now Trending: â€” Lexus Admin, please photo for
serpentine belt for audi 1. Hi, I need a schematic of the serpentine belt for a chevy, malibu, 6 cyl.
I need a fanbelt diagram for a Dodge Caravan. Need a diagram from replacing serpentine belt
Camry V6 3. Ajay Jiwanand. I need a serpentine belt diagram for a Mitsubishi outlander 2.
Looking for a serpentine diagram for a Pontiac G5 base, with AC. Thank you! Need help
replacing a serpentine belt on a chev optra 2. Wayne Kilgore. Need routing of serpentine belt for
a toyota tundra 4. I need a diagrm for belt routing on Toyota Camry 3. Diamond Hernandez.
Serpentine belt diagram for a Chevy Impala Lt 3. George Borja. Hi there I need a serpentine belt
diagram for a Toyota Camry Se model 3. Need a serpentine belt diagram for a Hyundai Santa Fe
3. Could you get me the diagram for a Monte Carlo with a 3. Not supercharged. I need a diagram
for a Chevy caprice! Please and thanks. I need a diagram for replacin the serpentine belt on a
Ford Windstar V-6, 3. I need a diagram to replace a serpentine belt on a 2. I need a serpentine
diagram for a
lsa chevy
1988 mazda mx6 for sale
2001 mercedes benz 430
Camaro 5. Need a serpentine belt diagram for a dodge ram sport I need a serpentine belt
diagram for a jeep Cherokee trailhawk 3. Don Longridge. Hi I need a diagram for a serpentine
belt replacement for a petrol Mitsubishi Pajero. Need a diagram for a power stroke e van one
alternator. Please, a serpentine belt diagram for a Honda Accord 4-cyl. I need a diagram of a,
Dodge Caravan fanbelt. John Portelli. Hi I need a diagram of the serpentine drive belt for a
chevy captiva 2 litre. Need diagram for Hyundai Genesis 3. Douglas M Farley. Hello I need
serpentine belt diagram for Hyundai Elantra 1. Alaa hashim. Suzoki grand vitara v6 2. Sarah
Gunalda. Rachel E McGrew. I need a diagram of Santa Fe 4cyl 2. Do you have a diagram for a
Chevy Express ? Leeanne Pridgen. Need a diagram for a 95 Mercedes diesel. Please help! Keith
Board. I could use the diagram for belt the Ford F 4. I want a diagram of fan belt of Toyota
spacial. Markus Andrew Quillen. I need a belt diagram for Volkswagon Passat 1.

