2000 mercury sable fuel filter location

If the fuel pressure regulator malfunctions or fails completely, one or more symptoms will
occur. While testing will need to be performed to verify the failure, if any of these symptoms are
present, a faulty fuel pressure regulator may be to blame. A fuel injected vehicle, with proper
fuel pressure, will start up quickly, if no other malfunctions are occurring. If the regulator has
failed completely, the vehicle will crank, but not start at all. Avoid cranking the starter for too
long, or you will burn it up and add the starter to your list of needed parts. Under acceleration,
the vehicle should accelerate smoothly no matter how hard or light the gas pedal is depressed.
If the Ford will not accelerate smoothly, but instead jerks and jumps under acceleration, your
fuel pressure regulator should be inspected. A poor fuel pressure regulator can also cause your
Ford to stall while idling or driving. While it will most likely occur while idling, it is not unheard
of for the car to stall while you are driving down the road. Gasoline needs air to burn. In an
overly rich scenario, there is not enough air for the mixture to achieve combustion; if there is
too little air, the combustion will also fail to occur. A faulty fuel pressure regulator can also be
to blame for a sudden decrease in fuel mileage. These symptoms can also occur with a plugged
fuel filter, failing fuel pump, or faulty PCM. In the event you have these symptoms, it is best to
have the entire fuel system inspected by a qualified Ford fuel system technician. Allen Moore's
career includes awards in poetry and creative fiction, published lyrics, fiction books and
nonfiction articles as well as a master certification in automotive service from the Ford Motor
Company. Moore is a contributing writer for RF Stalling A poor fuel pressure regulator can also
cause your Ford to stall while idling or driving. Poor Mileage A faulty fuel pressure regulator can
also be to blame for a sudden decrease in fuel mileage. Alternatives These symptoms can also
occur with a plugged fuel filter, failing fuel pump, or faulty PCM. Lake Chevy helped make these
videos. The cabin air filter in your Mercury Sable filters the air that is blown from your heater or
air conditioner into the cabin of your Sable. You need to change it at least once a year or every
20, miles. Replacing the cabin air filter also know as the dust filter, hvac filter, pollen filter, air
conditioner filter and hepa filter will improve the air quality of your Sable, will put less strain on
your heating and air conditioning system and can increase your gas mileage. These filters are
fairly inexpensive, so check out our parts page for great deals on a new one tip: buy several they don't expire and you will be able to quickly swap the old one out for a fresh one. Not all
Mercurys have a cabin air filter and for some models, the inclusion of a cabin air filter depends
on what trim level you have LS Premium. Newer cars are more likely to have a cabin air filter
than older models. If your Sable has a funky odor when you turn on the heat or air conditioner,
or it seems like the fan doesn't work as well as it used to, replacing your cabin air filter is a
quick and cheap fix! The video above shows you the cabin air filter location in your Sable and
how to change it! Hans Angermeier has produced over , videos showing drivers how to fix
things on their cars. He has broad expertise on basic repair procedures covering the majority of
cars on the road. Properly inflated tires is the easiest way to improve fuel economy. The right
tire pressure is NOT on the side of your tire btw. Flushing the coolant in your car is not that
hard and will extend the life of your engine tremendously - learn how here! Car companies often
use the same engines in different cars. They also slightly alter the styling and sell the same car
by two different names amongst other tricks to help offset development costs. Our system
selects the most applicable video for your car based, in part, on these characteristics. The video
displayed may not look exactly like your car, but may be relevant enough for you to get a good
idea how to do it. Getting Started - Prepare for the repair. Share on. Full list of part and tools.
Author Hans Angermeier has produced over , videos showing drivers how to fix things on their
cars. Add air to your tires. Proper jumpstart procedure. Learning how to jump your car before
you need to is an excellent idea. Coolant flush. Try this cheap fix for leaks. Animals love the
sweet smell of antifreeze, too bad it's toxic! Fix your minor leaks. See all videos for the Mercury
Sable. We have a massive and growing video library, but we don't have everything The fuel filter
in a Mercury Sable is an in-line filter. The purpose of the in-line filter is to prevent any debris or
sediment from getting to the engine. The fuel pump for the Sable is located in the fuel tank.
When the fuel pump suctions fuel, the fuel runs through a strainer. The strainer is able to pick
out most of the larger pieces and prevent them from getting in the fuel system. The smaller
pieces still get through. This can clog your fuel filter after 30, miles. Jump to: navigation ,
search. The fuse panel is located near the battery. Disconnect the cover of the panel and find
the two fuse pump fuses. Pull them out with your fingers. The fuses will be labeled so you will
know which fuses to pull out. Start the car and allow it to idle until it stalls. This will relieve the
pressure in the fuel line. Locate the fuel filter underneath the car. The filter is bolted in front of
the rear passenger wheel well. The filter will be cylindrical. Loosen the two fuel lines with a
quick-disconnect tool. Place the tool around the fitting at the filter connection. Push the fitting
toward the filter; this will release the fuel line. Remove both fuel lines. Mark the inlet fuel line
with masking tape. The inlet fuel line will be the line coming from the gas tank. Unbolt the clamp

holding the filter in place with a socket wrench. Slide the filter out of the clamp once the clamp
is loosened. Place the new filter in the clamp. Bolt the clamp and filter to the frame with the
socket wrench. Ensure the arrow on the filter is pointing toward the front of the car. The arrow
designates fuel flow. Push the inlet line onto the back of the filter. The line will click once it is
locked in place. Install the outlet line; it will also click into place. Insert the two fuses back into
the fuse panel. This will power the fuel pump. Start the car by turning the ignition key to the
"Start" position. Leave the key in this position for five seconds. This will prime the fuel pump.
Proceed to start the vehicle. Allow the vehicle extra time to start as the fuel pump is sending
fuel through the lines and pushing out any air that may have become trapped in the fuel line.
Allow the vehicle to run for five minutes. Observe the fuel filter for any leaks. Use caution when
working around gasoline. The fuel is toxic and flammable. Categories : Repairs Mercury Sable.
Navigation menu Personal tools Create account Log in. Namespaces Page Discussion. Views
Read Edit View history. This page was last modified on 24 April , at Quick Links. Table of
Contents. Before driving. Controls And Features. Seating And Safety Restraints. Starting and
driving. Roadside Emergencies. Maintenance And Care. Capacities And Specifications.
Customer Assistance. Reporting Safety Defects. All rights reserved. Reproduction by any
means, electronic or mechanical including. Ford may change the contents without notice and
without incurring obligation. Ford motor company mercury grand marquis owner's guide pages.
Automobile Mercury Sable Manual pages. Reproduction by any means, electronic or mechanical
including photocopying, recording or by any information storage and retrieval system or
translation in whole or part is not permitted without written authorization from Ford Motor
Company. During the first 1 km 1 miles of driving, vary speeds frequently. This is necessary to
give the moving parts a chance to break in. Page 4 Introduction These are some of the symbols
you may see on your vehicle. Page 6: Instrumentation Instrumentation Headlamp control pg. If
one or both of the indicators stay on continuously or flash faster, check for a burned-out turn
signal bulb. Page 9 Instrumentation Safety belt Momentarily illuminates when the ignition is
turned to the ON position to remind you to fasten your safety belts. For more information, refer
to the Seating and safety restraints chapter. Page 10 Instrumentation 3. The fuel cap may not
have been properly installed and securely tightened. After three driving cycles without these or
any other temporary malfunctions present, the light should turn off. Page 11 Instrumentation
stays on, you should check the coolant level inside the reservoir. For instructions on adding
coolant, see Engine coolant in the Maintenance and care chapter. Also illuminates if the parking
brake is engaged. If the brake warning lamp does not illuminate at these times, or remains on
after releasing the parking brake, seek service immediately. For information on the safety belt
warning chime, refer to the Seating and safety restraints chapter. Page 14 Instrumentation
Tachometer Indicates the engine speed in revolutions per minute. Driving with your tachometer
pointer continuously at the top of the scale may damage the engine. Engine coolant
temperature gauge Indicates the temperature of the engine coolant. Page 15 Odometer
Registers the total kilometers miles of the vehicle. Trip odometer Registers the kilometers miles
of individual journeys. To reset, depress the control. Fuel gauge Displays approximately how
much fuel is in the fuel tank when the key is in the ON position. The fuel gauge may vary slightly
when the vehicle is in motion. Rotate to the second position to also turn on the headlamps.
Daytime running lamps DRL if equipped Turns the headlamps on with a reduced output. To
activate: the ignition must be in the ON position and the headlamp control is in the OFF or
Parking lamps position. Page 17 Foglamp control if equipped The headlamp control also
operates the foglamps. The foglamps can be turned on only when the headlamp control is in the
the high beams are not turned on. Pull headlamp control towards you to turn foglamps on. The
foglamp indicator light will illuminate. Press the rear defroster control to clear the rear window
of thin ice and fog. A small LED will illuminate when the rear defroster is activated. The ignition
must be in the ON position to operate the rear window defroster. Page 19 Temperature control
knob Controls the temperature of the airflow inside the vehicle. Mode selector control Controls
the direction of the airflow to the inside of the vehicle. The air conditioning compressor will
operate in all modes except Panel Floor. Page 20 Controls and features Panel and floor
-Distributes outside air through the instrument panel registers and the floor ducts. Heating and
air conditioning capabilities are provided in this mode. For added customer comfort, when the
temperature control knob is anywhere in between the full hot and full cold positions, the air
distributed through the floor ducts will be slightly warmer than the air sent to the instrument
panel registers. Page 21 Remove any snow, ice or leaves from the air intake area at the bottom
of the windshield under the hood. If your vehicle has been parked with the windows closed
during hot weather, the air conditioner will do a much faster job of cooling if you drive for two or
three minutes with the windows open. You can override automatic operation with any of the
override controls or the fan speed control. The selected temperature and the word AUTO will

appear in the display window. The EATC system will either heat or cool to achieve the selected
temperature. The EATC will continue maximum cooling disregarding the displayed temperature
until a warmer temperature is selected by pressing the temperature control. Page 25 Controls
and features The display will show and a bar AUTO graph to indicate manual fan operation and
relative speed. Page 26 Controls and features -Distributes outside air through the windshield
defroster ducts. It can be used to clear ice or fog from the windshield. Rear Window Defroster
â€” Do not place objects over the defroster outlets. These objects can block airflow and reduce
your ability to see through your windshield. Turn control to raise or lower volume. Page 30
Controls and features Tune adjust in radio mode Press the to move to the next frequency down
the band whether or not a listenable station is located there. Hold the control to move through
the frequencies quickly. Press the right side of the control to move to the next frequency up the
band whether or not a listenable station is located there. Page 31 3. Press and hold a memory
preset control until the sound returns, indicating the station is held in memory on the control
you selected. Press the AM or FM control to enter into radio mode. Page 34 Controls and
features Press to select the next disc in the CD changer. Hold the control to fast-forward
through the remaining discs. Seek function The seek function control works in radio, tape or CD
mode. Seek function in radio mode Press to find the next listenable station down the frequency
band. The CD scans in a forward direction, wrapping back to the first track at the end of the CD.
To stop on a particular selection, press the control again. Page 36 Controls and features
Speaker sound can be adjusted between the front and rear speakers. Inserting a tape Push only
slightly when inserting a cassette tape with the open edge to the right. A cassette deck loading
mechanism pulls the tape in the rest of the way. You can switch from CD to tape play by
inserting a tape into the cassette deck. Page 37 In CD mode, pressing the control for less than
three seconds results in slow forward action. Pressing the control for more than three seconds
results in fast forward action. Page 38 Controls and features Setting the clock To set the hour,
press and hold the hour H control. When the desired hour appears, release the control. To set
the minute, press and hold the minute M control. When the desired minute appears, release the
control. Page 39 Controls and features 3. Turn the magazine A over. Using the disc holder
release knob C , pull the disc holder B out of the magazine. If you pull too hard on the disc
holder, the disc holder may come completely out of the magazine. Page 40 Controls and
features Ensure that the disc holder is evenly inserted and at the same level as the magazine A.
The unit will not operate if the disc holder is not inserted at the same level B. Radio power must
be turned on to play the CDs in the changer. The magazine may be stored in the glove box when
not being used. Page 41 Cleaning compact discs Inspect all discs for contamination before
playing. If necessary, clean discs only with an approved CD cleaner and wipe from the center
out to the edge. Do not use circular motion. CD and CD changer care Handle discs by their
edges only. Never touch the playing surface. Do not expose discs to direct sunlight or heat
sources for extended periods of time. The further an FM signal travels, the weaker it is. The
listenable range of the average FM station is approximately 40 km 24 miles. Refer to the Traction
Control the Driving chapter for more information. Page 44 Controls and features Do not shift the
gearshift lever into N Neutral with the speed control on. Once speed control is switched off, the
previously programmed set speed will be erased. Each press will increase the set speed by 1.
Page 47 Controls and features Push the control on the end of the stalk to activate washer. Push
and hold for a longer wash cycle. The washer will automatically shut off after ten seconds of
continuous use. Mist Function To operate the Mist function of the windshield wipers, push and
release the windshield washer control quickly. Hold the control while adjusting the wheel to the
desired position, then release the control. Never adjust the steering wheel when the vehicle is
moving. Page 49 The map lamp controls if equipped are located on the dome lamp. Press the
controls on either side of each lens on each map lamp to activate the lamps. If equipped with a
moon roof, the map lamps are located on the moon roof control panel. Adjust the amount of
light by sliding the control. This will fully open the moon roof. Press the top portion of the
rocker switch to close. Press the bottom portion of the rocker switch to open. Page 53 Controls
and features Window lock The window lock feature allows only the driver to operate the power
windows. Press the right side to restore the window controls. Accessory delay if equipped With
accessory delay, the window switches may be used for up to ten minutes after the ignition
switch is turned to the OFF position or until Select to adjust the left mirror or to adjust the right
mirror. Move the control in the direction you wish to tilt the mirror. Return to the center position
to disable adjust function. Heated outside mirrors if equipped Both mirrors are heated
automatically to remove ice, mist Hard objects can injure you in a collision. It cannot be opened
from inside the cargo area. To open the liftgate window, unlock the liftgate with the key, the
power door locks or the An additional compartment is in the rear trim panel on the right. Always
put the load you are carrying as far forward as possible. Page 58 Controls and features To

prevent the possibility of injuries, the fasteners for the cargo area cover must be properly
attached to the mounting clips on the rear trim panels. Do not place any objects on the cargo
area cover. They may obstruct your vision or strike occupants of the vehicle in the case of a
sudden stop or collision. Page 59 7. Insert the shade into the side mounting brackets and check
to make sure that it operates properly. The cover may cause injury in a sudden stop or accident
if it is not securely installed. Cargo utility hooks Sedan The utility hooks located in side the
trunk can be used to hang small items on. To confirm all doors are closed and locked, press the
control a second time within three seconds. The doors will lock again and the horn will chirp.
Illuminated entry The interior lamps illuminate when the remote entry system is used to unlock
the door s. The system automatically turns off after 25 seconds or when the ignition is turned to
the ON or ACC position. Page 62 Controls and features To program the transmitters yourself:
Insert a key in the ignition and turn from 3 OFF to 4 ON eight times in rapid succession within 10
seconds with the eighth turn ending in the 4 ON position. Page 63 To replace the battery: 1.
Twist a thin coin between the two halves of the transmitter near the key ring. Refer to the
diagram inside the transmitter unit. Open a door and press the power door lock control to lock
the doors. Page 65 Disarming the system You can disarm the system by any of the following
actions: Unlock the doors by using your remote entry transmitter. Unlock the doors by using
your keyless entry pad. Unlock the doors or liftgate with a key. Turn the key full travel toward
the front of the vehicle to make sure the alarm disarms. If you wish to erase your personal code,
use the following instructions: Erasing personal code 1. Page 68 Controls and features 3. This
can be done at any time. One through your dealer and the second with a door lock sequence
using the following instructions: 1. Page 70 Controls and features momentary problem if they
are too close to the key during engine start. If a problem occurs, turn the ignition OFF and
restart the engine with all other objects on the key ring held away from the ignition key. Check
to make sure the encoded ignition key is an approved Ford encoded ignition key. Page 71
Controls and features 2. Within five seconds of turning the ignition to OFF, insert the second
previously programmed SecuriLock key into the ignition and turn the ignition from OFF to ON
maintain ignition in ON for at least one second but no more than five seconds. The material that
the handle is made of will glow for hours in the darkness of the luggage compartment following
brief exposure to ambient light. The purpose of these head restraints is to help limit head
motion in the event of a rear collision. To properly adjust your head restraints, lift the head
restraint so that it is located directly behind your head or as close to that position as possible.
Page 74 Seating and safety restraints Always drive and ride with your seatback upright and the
lap belt snug and low across the hips. Lift handle to move seat forward or backward. The
control is located on the outboard side of the seat cushion. Press front to raise or lower the
front portion of the seat cushion. Press rear to raise or lower the rear portion of the seat
cushion. To lower the seatback s from inside the vehicle, pull tab to release seat back and then
fold seatback down. Page 77 Seating and safety restraints To open up the seat: 1. Unlock the
floor panel with the key, then use the handle to fold the floor panel toward the front of the car.
Remove the cargo cover. The cargo cover must be removed or the seatback will not latch in the
upright position. The system is able to analyze different occupant conditions and crash severity
before activating the appropriate safety devices to help better protect a range of occupants in a
variety of frontal crash situations. Page 79 common, moderate-severity impacts. A higher
energy level is provided for the most severe impacts. Page 80 Seating and safety restraints
When are the front air bags and pretensioners deployed? Front air bags and pretensioners are
designed to activate in frontal and near-frontal collisions, not rollover, side-impacts, or
rear-impacts unless the collision causes sufficient longitudinal deceleration. The fact that the
pretensioners or air bags did not activate in a collision does not mean that something is wrong
Page 81 In a rollover crash, an unbelted person is significantly more likely to die than a person
wearing a seat belt. Each seating position in your vehicle has a specific safety belt assembly
which is made up of one buckle and one tongue that are designed to be used as a pair. Page 82
Seating and safety restraints Energy management retractors Your vehicle has a seat belt
system equipped with energy management retractors at the driver and front outboard
passenger seating positions. An energy management retractor is a device which pays out
webbing in a controlled manner. Page 83 Automatic locking mode In this mode, the shoulder
belt is automatically pre-locked. The belt will still retract to remove any slack in the shoulder
belt. The automatic locking mode is not available on the driver safety belt. When to use the
automatic locking mode Anytime a child safety seat is installed in the vehicle. Page 84 Seating
and safety restraints Allow the belt to retract. As the belt retracts, you will hear a clicking sound.
This indicates the safety belt is now in the automatic locking mode. Page 85 Safety belt usage
sensors The driver and front outboard passenger safety belt buckles are equipped with sensors
that detect if the safety belts are fastened. The sensors provide information to the Personal

Safety System which can then adapt the air bag deployment or safety belt pretensioner
activation based upon safety belt usage. Page 86 Seating and safety restraints Lap belts
Adjusting the lap belt The lap belt does not adjust automatically. The lap belts should fit snugly
and as low as possible around the hips, not around the waist. Insert the tongue into the correct
buckle the buckle closest to the direction the tongue is coming from. Before you reach and
latch a combination lap and shoulder belt having an adjust tongue into the buckle, you may
have to lengthen the lap belt portion of it. Page 88 Seating and safety restraints To unfasten the
belt, push the red release button on the end of the buckle. This allows the tongue to unlatch
from the buckle. While the belt retracts, guide the tongue to its original position to prevent it
from striking you or the vehicle. Page 89 Belt minder if equipped The Belt Minder feature is a
supplemental warning to the safety belt warning function. Page 90 Seating and safety restraints
The following are reasons most often given for not wearing safety belts: All statistics based on
U. Page 91 One time disable Anytime the safety belt is buckled and then unbuckled during an
ignition ON cycle, Belt Minder will be disabled for that ignition cycle only. The safety belt needs
to be latched for a minimum of 3 seconds before belt minder is disabled. Page 92 Seating and
safety restraints After step 5 the safety belt warning light will be turned on for three seconds.
Within seven seconds of the safety belt warning light turning off, buckle then unbuckle the
safety belt. This will disable Belt Minder if it is currently enabled, or enable Belt Minder if it is
currently disabled. In the event of a collision this module may save information related to the
collision including information about the air bag system and impact severity. Page 94 Seating
and safety restraints The air bag supplemental restraints are an intergral part of the Personal
Safety System. They are designed to be deployed in cases where the Personal Safety System
has determined the occupant conditions and crash severity are appropriate to activate these
devices. Refer to the Personal Safety System section in this chapter. See your Ford or
Lincoln-Mercury dealer. Modifications to the front end of the vehicle, including frame, bumper,
front end body structure and tow hooks may effect the performance of the air bag sensors
increasing the risk of injury. Page 96 Seating and safety restraints Determining if the system is
operational The supplemental restraint system uses a warning indicator in the instrument
cluster or a back-up tone to indicate the condition of the system. Refer to the Restraints
Warning Indicator section in the Instrumentation chapter. Page 97 Do not attempt to service,
repair, or modify the air bag Supplemental Restraint System, its fuses or the seat cover on a
seat containing an air bag. See your Ford or Lincoln Mercury dealer. All occupants of the
vehicle including the driver should always wear their safety belts even when an air bag SRS is
provided. Page 98 Seating and safety restraints How does the side air bag system work? The
side air bag system consists of the following: An inflatable nylon bag air bag with a gas
generator concealed behind the outboard bolster of the driver and front passenger seatbacks.
Page 99 Several air bag system components get hot after inflation. Do not touch them after
inflation. If the side air bag has deployed, the air bag will not function again. The side air bag
system including the seat must be inspected and serviced by a qualified technician in
accordance with the vehicle service manual. Page Seating and safety restraints Never let a
passenger hold a child on his or her lap while the vehicle is moving. The passenger cannot
protect the child from injury in a collision. Always follow the instructions and warnings that
come with any infant or child restraint you might use. If you do not install and use the safety
seat properly, the child may be injured in a sudden stop or collision. Page Seating and safety
restraints of providing a tether anchorage. For more information on top tether straps, refer to
Attaching safety seats with tether straps. Page Seating and safety restraints 2. Pull down on the
shoulder belt and then grasp the shoulder belt and lap belt together. Page Seating and safety
restraints 5. To put the retractor in the automatic locking mode, grasp the shoulder portion of
the belt and pull downward until all of the belt is extracted and a click is heard. Allow the belt to
retract. The belt will click as it retracts to indicate it is in the automatic locking mode. Page
Installing child safety seats in the lap belt seating positions 1. Lengthen the lap belt. To
lengthen the belt, hold the tongue so that its bottom is perpendicular to the direction of webbing
while sliding the tongue up the webbing. Page Seating and safety restraints 1. Position the child
safety seat on the passenger seat cushion. Route the child safety seat tether strap over the
back of the seat. For vehicles with adjustable head restraints, route the tether strap under the
head restraint and between the head restraint posts, otherwise route the tether strap over the
top of the seatback. This system meets all Canadian Interference-Causing Equipment standard
requirements regulating the impulse electrical field strength of radio noise. When starting a
fuel-injected engine, avoid pressing the accelerator before or during starting. Page Starting 2.
Make sure the headlamps and vehicle accessories are off. Make sure the parking brake is set.
Make sure the gearshift is in P Park. If there is difficulty in turning the key, firmly rotate the
steering wheel left and right until the key turns If a light fails to illuminate, have the vehicle

serviced. Turn the key to 5 START without pressing the accelerator pedal and release as soon
as the engine starts. Page Starting Using the engine block heater if equipped An engine block
heater warms the engine coolant, which improves starting, warms up the engine faster and
allows the heater-defroster system to respond quickly. Page Starting Important ventilating
information If the engine is idling while the vehicle is stopped in an open area for long periods
of time, open the windows at least 2. Adjust the heating or air conditioning if equipped to bring
in fresh air. Improve vehicle ventilation by keeping all air inlet vents clear of snow, leaves and
other debris. Refer to the scheduled maintenance guide for scheduled maintenance. In normal
operation, automotive brake systems may emit occasional or intermittent squeal or groan
noises when the brakes are applied. Page ABS warning lamp warning lamp in the instrument
cluster momentarily illuminates when the ignition is turned to the ON position. If the light does
not illuminate momentarily at start up, remains on or continues to flash, the ABS needs to be
serviced. With the ABS light on, the anti-lock brake system is disabled and normal braking is
still effective unless the Page Driving Parking brake Apply the parking brake whenever the
vehicle is parked. To set the parking brake, press the parking brake pedal down until the pedal
stops. The BRAKE warning lamp in the instrument cluster illuminates and remains illuminated
when the ignition is turned ON until the parking brake is released. Page Driving Pull the release
lever to release the brake. Driving with the parking brake on will cause the brakes to wear out
quickly and reduce fuel economy. This is normal system behavior. If you cannot move the
gearshift lever out of P Park with ignition in the ON position and the brake pedal depressed: 1.
Page Driving If the parking brake is fully released, but the brake warning lamp remains
illuminated, the brakes may not be working properly. See your dealer or a qualified service
technician. Driving with an automatic overdrive transaxle Your automatic transaxle
electronically controls the shift feel by using an adaptive learning strategy. Make sure the
gearshift lever is securely latched in P Park. This locks the transaxle and prevent the front
wheels from rotating. Always set the parking brake fully and make sure the gearshift is latched
in P Park. Hold the brake pedal down while in this position. Overdrive Overdrive position is the
P R N normal driving position for an automatic overdrive transaxle. Page Driving When to use D
Drive The D Drive position eliminates P R N the needless shifting back and forth between third
and fourth gears that your vehicle may do when driving on hilly terrain. It also gives more
engine braking than overdrive to slow your vehicle on downgrades. Page Driving When parking,
do not use the gearshift in place of the parking brake. Always set the parking brake fully and
make sure that the gearshift is securely latched in Park P. Turn off the ignition whenever you
leave your vehicle. Never leave your vehicle unattended while it is running. Page Maximum
Trailer Weight: Maximum weight of a trailer the loaded vehicle including passengers and cargo
is permitted to tow. It is determined by subtracting the weight of the loaded trailer towing
vehicle from the GCWR for the towing vehicle. Trailer Weight Range: Specified weight range
that the trailer must fall within that ranges from zero to the maximum trailer weight rating. Page
Your vehicle does not come from the factory fully equipped to tow. Do not tow a trailer until
your vehicle has been driven at least km miles. If towing with a station wagon, inflate the rear
tires to 35 psi. Page The amount of weight that you can tow depends on the type of engine in
your vehicle. Page Driving Preparing to tow Use the proper equipment for towing a trailer, and
make sure it is properly attached to your vehicle. See your dealer or a reliable trailer dealer if
you require assistance. Hitches Do not use hitches that clamp onto the vehicle bumper. Use a
load carrying hitch. Page Driving while you tow When towing a trailer: Ensure that you turn off
your speed control. The speed control may shut off automatically when you are towing on long,
steep grades. Consult your local motor vehicle speed regulations for towing a trailer. Use D
Drive or a lower gear when towing up or down steep hills. The following recreational towing
guidelines are designed to ensure that your transmission is not damaged. It is not
recommended to tow front wheel drive vehicles with the front drive wheels on the ground. It is
recommended to tow your vehicle with the drive wheels on a dolly or two wheel car hauling
trailer. Page Roadside Emergencies In the United States, this card is found in the Owner Guide
portfolio in the glove compartment in Ford vehicles and is mailed to you if you own a Mercury or
Lincoln. In Canada, it is found in the Roadside Assistance book in the glove compartment. Page
In the United States, you may purchase additional roadside assistance coverage beyond this
period through the Ford Auto Club by contacting your Ford or Lincoln Mercury dealer. Similarly
in Canada, you may purchase additional coverage beyond the basic coverage period by
consulting the Ford Roadside Assistance Club brochure or by calling 1â€”â€”â€”CLUB
1â€”â€”â€” Page Roadside emergencies If your vehicle is a sedan, the fuel pump shut-off
switch is located on the right side of the trunk behind the trunk liner. If your vehicle is a wagon,
the fuel pump shut-off switch is located behind the service panel on the right side of the cargo
area. Blown fuses are identified by a broken wire within the fuse. Check the appropriate fuses

before replacing any electrical components. Always replace a fuse with one that has the
specified amperage rating. Page Passenger compartment fuse panel The fuse panel is located
below and to the left of the steering wheel by the brake pedal. Remove the panel cover to
access the fuses. To remove a fuse use the fuse puller tool provided on the fuse panel cover.
Always disconnect the battery before servicing high current fuses. Page Roadside emergencies
The high-current fuses are coded as follows. Page In the sedan, these are located in the trunk
cargo area storage compartment. In the wagon, they are stored in the left side rear trim panel for
the temporary spare and in the floor cargo area storage compartment for the full size spare.
Page Roadside emergencies 5. Loosen each wheel lug nut one-half turn counterclockwise but
do not remove them until the wheel is raised off the ground. Put the jack in the jack notch next
to the door of the tire you are changing. Page Return the flat tire, jack and lug wrench to their
proper storage locations. Make sure the jack is fastened so it does not rattle when you drive.
Unblock the wheels. Page Roadside emergencies 4. Check all battery terminals and remove any
excessive corrosion before you attach the battery cables. Ensure that vent caps are tight and
level. Turn the heater fan on in both vehicles to protect any electrical surges. Turn all other
accessories off. Connecting the jumper cables 1. Page 3. Connect the negative - cable to the
negative - terminal of the assisting battery. Make the final connection of the negative - cable. Do
not use fuel lines, engine rocker covers or the intake manifold as grounding points. Page
Roadside emergencies Jump starting 1. Start the engine of the booster vehicle and run the
engine at moderately increased speed. Start the engine of the disabled vehicle. Once the
disabled vehicle has been started, run both engines for an additional three minutes before
disconnecting the jumper cables. Page Roadside emergencies 3. After the disabled vehicle has
been started and the jumper cables removed, allow it to idle for several minutes so the engine
computer can relearn its idle conditions. It is recommended that your vehicle be towed with a
wheel lift or flatbed equipment. We provide a Scheduled Maintenance Guide which makes
tracking routine service easy. If your vehicle requires professional service, your dealership can
provide necessary parts and service. Page Maintenance and care Do not start your engine with
the air cleaner removed and do not remove it while the engine is running. Inside the vehicle, pull
the hood release handle located under the bottom of the instrument panel. Automatic
transmission fluid dipstick 2. Brake fluid reservoir 3. Air filter assembly 4. Battery 5. Engine oil
filler cap 6. Engine oil dipstick 7. Power steering fluid reservoir 8. Page Maintenance and care 3.
Engine coolant reservoir 8. Windshield washer fluid reservoir 9. Make sure the vehicle is on
level ground. Turn the engine off and wait a few minutes for the oil to drain into the oil pan.
Page Maintenance and care Engine oil and filter recommendations Look for this certification
trademark. Refer to the Scheduled Maintenance Guide for the service interval schedules. Clean
the reservoir cap before removal to prevent dirt or water from entering the reservoir. The
reservoir is highlighted with a If the level is low, add enough fluid to fill the reservoir. In very
cold weather, do not fill the reservoir all the way. Page Maintenance and care Checking and
adding washer fluid for the liftgate if equipped The opening for the reservoir is located on the
passenger side under the tail lamp. Refill this reservoir with the same fluid you use for your
windshield. Page The engine coolant must be maintained at the correct fluid level and
concentration to work properly. If the engine coolant fluid level and concentration is not
maintained correctly, damage to the engine and cooling system may result. When the engine is
cold, check the level of the engine coolant in the reservoir. Check the coolant level in the
reservoir before you drive your vehicle the next few times with the engine cool. Page
Maintenance and care Always dispose of used automotive fluids in a responsible manner.
Check the fluid level on the dipstick. Do not add fluid if the level is within this range. Page
Maintenance and care Automatic transmission fluid expands when warmed. To obtain an
accurate fluid check, drive the vehicle until it is warmed up approximately 30 km [20 miles]. If
your vehicle has been operated for an extended period at high speeds, in city traffic during hot
weather or pulling a trailer, the vehicle should be turned off for about 30 minutes to allow fluid
to cool before checking. Page Maintenance and care High fluid level Fluid levels above the safe
range may result in transaxle failure. High fluid levels can be caused by an overheating
condition. Adjusting automatic transmission fluid levels Before adding any fluid, make sure the
correct type is used. Page Maintenance and care 1. Release and open the hood. Remove the
four clips located on the cowl vent screen. Remove the cowl vent screen. Remove the two
screws retaining the cowl top inner panel shield. Remove the inner panel shield. Page
Maintenance and care 6. Remove the filter from the cabin air filter housing. Install the new cabin
air filter into the cabin air filter housing. Page Maintenance and care 8. Replace the inner panel
shield. Replace the two screws retaining the cowl top inner panel shield. Replace the cowl vent
screen. Page Maintenance and care Replace the four clips located on the cowl vent screen.
BATTERY Your vehicle is equipped with a Motorcraft maintenance-free battery which normally

does not require additional water during its life of service. However, for severe usage or in high
temperature climates, check the battery electrolyte level. For longer, trouble-free operation,
keep the top of the battery clean and dry. Also, make certain the battery cables are always
tightly fastened to the battery terminals. Page Maintenance and care 2. Put the gearshift in P
Park , turn off all accessories and start the engine. Run the engine until it reaches normal
operating temperature. Allow the engine to idle for at least one minute. Page Maintenance and
care Changing the wiper blades To replace the wiper blades: 1. Pull the wiper arm away from the
windshield and lock into the service position. Turn the blade at an angle from the wiper arm.
Push the lock pin manually to release the blade and pull the wiper blade down toward the
windshield to remove it from the Page Maintenance and care U. Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford to give
you the following information about tire grades exactly as the government has written it.
Treadwear The treadwear grade is a comparative rating based on the wear rate of the tire when
tested under controlled conditions on a specified government test course. Page The
temperature grade for this tire is established for a tire that is properly inflated and not
overloaded. Excessive speed, underinflation, or excessive loading, either separately or in
combination, can cause heat buildup and possible tire failure. Page Maintenance and care
Replacing the tires Replace the tires when the wear band is visible through the tire treads. When
replacing full size tires, never mix radial bias-belted, or bias-type tires. Use only the tire sizes
that are listed on the Certification Label. Page recommended that steel wheels are used of the
same size and specifications as those originally installed. Follow these guidelines when using
snow tires and chains: Use only cable type chains offered by Ford as an accessory or
equivalent. Page Maintenance and care Automotive fuels can cause serious injury or death if
misused or mishandled. Gasoline may contain benzene, which is a cancer-causing agent.
Observe the following guidelines when handling automotive fuel: Extinguish all smoking
materials and any open flames before fueling your vehicle. Page splashed on the skin, promptly
wash skin thoroughly with soap and water. Consult a physician immediately if you experience
an adverse reaction. When refueling always shut the engine off and never allow sparks or open
flames near the filler neck. Never smoke while refueling. Page Maintenance and care reinstall it
securely. The driving cycles with the fuel filler cap properly installed. If you must replace the
fuel filler cap, replace it with a fuel filler cap that is designed for your vehicle. Page with the
recommended octane rating, see your dealer or a qualified service technician to prevent any
engine damage. Page Maintenance and care Fuel Filter For fuel filter replacement, see your
dealer or a qualified service technician. Refer to the Scheduled Maintenance Guide for the
appropriate intervals for changing the fuel filter. Replace the fuel filter with an authorized
Motorcraft part. The customer warranty may be void for any damage to the fuel system if an
authorized Motorcraft fuel filter is not used. Page Use a known quality gasoline, preferably a
national brand. Use the same side of the same pump and have the vehicle facing the same
direction each time you fill up. Have the vehicle loading and distribution the same every time.
Your results will be most accurate if your filling method is consistent. Page Maintenance and
care Anticipate stopping; slowing down may eliminate the need to stop. Sudden or hard
accelerations may reduce fuel economy. Slow down gradually. Revving the engine before
turning it off may reduce fuel economy. Page Fuel economy may decrease with lower
temperatures during the first 12â€”16 km 8â€”10 miles of driving. Driving on flat terrain offers
improved fuel economy as compared to driving on hilly terrain. Transmissions give their best
fuel economy when operated in the top cruise gear and with steady pressure on the gas pedal.
Page Maintenance and care Do not park, idle, or drive your vehicle in dry grass or other dry
ground cover. The emission system heats up the engine compartment and exhaust system,
which can start a fire. Illumination of the temperature warning light, fluid leaks, strange odors,
smoke or loss of engine power, could indicate that the emission control system is not working
properly. Page Allow the vehicle to sit for at least eight hours without starting the engine. Then,
start the engine and complete the above driving cycle. The engine must warm up to its normal
operating temperature. Once started, do not turn off the engine until the above driving cycle is
complete. Page Maintenance and care Replacing headlamp bulbs To remove the headlamp bulb:
1. Make sure headlamp switch is in OFF position. Remove the bolt from the headlamp housing.
At the back of the headlamp, pry up and remove the two retainer pins to release the headlamp
assembly from the vehicle and pull headlamp forward. Page 5. Disconnect the electrical
connector from the bulb by pulling rearward. Remove the bulb retaining ring by rotating it
counterclockwise. Remove the old bulb from the lamp assembly by pulling it straight out of the
lamp assembly. Install the bulb retaining ring over the plastic base and lock the ring by rotating
clockwise until it snaps into place. Connect the electrical connector to the bulb. Install the
protective dust shield and lock the shield by rotating it clockwise until it locks into position.

Page Maintenance and care 5. Carefully pull bulb straight out of the socket and push in the new
bulb. Install the bulb socket into the lamp assembly by rotating it clockwise. Carefully position
the headlamp assembly onto the vehicle. Page Maintenance and care Replacing license plate
lamp bulbs The following procedure is for wagons only. For sedans, refer to a qualified
technician. Remove screw and the license plate lamp assembly from liftgate. Remove bulb
socket by turning counterclockwise. Page Maintenance and care 4. Remove the bulb socket by
rotating it counterclockwise, then pulling it out of the lamp assembly. Pull the bulb from the
socket and push in the new bulb. Page Maintenance and care Replacing the interior bulbs
Check the operation of the following interior bulbs frequently: interior overhead lamp map lamp
For bulb replacement, see a dealer or qualified technician. Using the right bulbs Replacement
bulbs are specified in the chart below. If your vehicle has been in an accident the alignment of
your headlamps should be checked by a qualified service technician. Vertical aim adjustment 1.
On the wall or screen you will observe an area of high intensity light. The top of the high
intensity area should touch the horizontal reference line, if not, the beam will need to be
adjusted. To see a clearer light pattern for adjusting, you may want to block the light from one
headlamp while Page Maintenance and care Washing your vehicle Wash your vehicle regularly
with cold or lukewarm water. Never use strong detergents or soap. If your vehicle is particularly
dirty, use a quality car wash detergent. Always use a clean sponge, washing glove or similar
device and plenty of water for best results. Page Maintenance and care Cleaning the exterior
lamps Wash with the same detergent as the exterior of your vehicle. To avoid scratching the
lamps, do not use a dry paper towel, chemical solvents or abrasive cleaners. Page Maintenance
and care Cleaning the instrument panel Clean with a damp cloth, then dry with a dry cloth.
Avoid cleaner or polish that increases the gloss of the upper portion of the instrument panel.
The dull finish in this area helps protect the driver from undesirable windshield reflection. Page
Maintenance and care Cleaning and maintaining the safety belts Clean the safety belts with a
mild soap solution recommended for cleaning upholstery or carpets. Do not bleach or dye the
belts, because these actions may weaken the belt webbing. Check the safety belt system
periodically to make sure there are no nicks, wear or cuts. Failure to use the correct air filter
element may result in severe engine damage. The customer warranty may be voided for any
damage to the engine if the correct air filter element is not used. Page Capacities and
specifications Please note that in the graphic XXXX is representative of your vehicle
identification number. Engine number The engine number the last eight numbers of the vehicle
identification number is stamped on the engine block, frame and transaxle. There are several
plans available in various time, distance and deductible combinations which can be tailored to
fit your own driving needs. Ford ESP also offers reimbursement benefits for towing and rental
coverage. Page Away from home If you own a Ford or Mercury vehicle and are away from home
when your vehicle needs service, or if you need more help than the dealership could provide,
after following the steps described above, contact the Ford Customer Assistance Center to find
an authorized dealership to help you. Box Oakville, Ontario L6J 5E4 FORD In order to help you
service your Ford or Lincoln Mercury vehicle, please have the following information available
when contacting a Customer Assistance Center: Your telephone number home and business
Page Unresolved warranty repair concerns or vehicle performance as designed concerns on
Ford and Lincoln Mercury cars and Ford and Lincoln Mercury light trucks which are within the
terms of any applicable written new vehicle warranty are eligible for review, except those
involving Page Ford or Lincoln Mercury dealership representative Consumer candidates for
Board membership are recruited and trained by an independent consulting firm. The dealership
Board member is chosen from Ford and Lincoln Mercury dealership management, recognized
for their business leadership qualities. What the Board needs Page Customer assistance a brief
summary of the action taken by the dealer s and Ford Motor Company the names if known of all
the people you contacted at the dealership s a description of the action you expect to resolve
your concern You will receive a letter of explanation if your application does not qualify for
Board review. Page Customer assistance The use of leaded fuel in your vehicle without proper
conversion may damage the effectiveness of your emission control system and may cause
engine knocking or serious engine damage. These quality accessories have been specifically
engineered to fulfill your automotive needs; they are custom designed to complement the style
and aerodynamic appearance of your vehicle. Page Customer assistance Comfort and
convenience Cabin air filter Cargo nets Cargo organizers Cargo shades Engine block heaters
Travel equipment Auto headlamps with DRL Daytime running lights DRL Electrochromic inside
mirror with compass Electrochromic inside mirror with compass and temperature Factory
luggage rack adaptors Framed luggage covers Heavy-duty battery Removable luggage rack
Page Rear decklid spoilers Touch-up paint Universal floor mats For maximum vehicle
performance, keep the following information in mind when adding accessories or equipment to

your vehicle: When adding accessories, equipment, passengers and luggage to your vehicle, do
not exceed the total weight capacity of the vehicle or of the front or rear axle GVWR or GAWR as
indicated on the Safety compliance certification label. Box Detroit, Michigan For a free
publication catalog, order toll free: Monday-Friday a. Page Index Index Accessory delay Page
windows Page Index improving fuel economy Page anti-lock brakes ABS Page Index
Specification chart, lubricants Refer to Adding engine coolant, in the Maintenance and Care
chapter. Ensure the correct automatic transmission fluid is used. Transmission fluid
requirements are indicated on the dipstick or on the dipstick handle. Print page 1 Print
document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. Ford Motor Company recommends replacing a
Mercury Sable's fuel filter every 15, miles. However, it can take just one tank of bad gasoline to
plug your filter. Once the filter is plugged, it begins to allow contaminates to pass down the line
and into your fuel injectors. Running a vehicle without a fuel filter is foolhardy; running it with a
plugged one even more so. In the event you have not changed your car's fuel filter in the last 15,
miles, now it the time to get a new one installed. Set the Mercury Sable's parking brake, put on
your safety glasses and place wheel chocks in front of and behind the driver's side rear tire.
Jack up the passenger side of the Sable until you can safely place a jack stand under the frame
as far forward as possible. Lower the Sable onto the jack stand. Slide the drain pan under the
area directly below the passenger side rear door and climb under the car in the same area.
Bring the fuel filter removal tool and the new filter with you. Insert the end of the filter removal
tool into the plastic clip at the end of the fuel line and unseat the clip. You can use two pocket
screwdrivers for this, but it is much harder. Also, be careful with the plastic clip. If you break it,
you will need to replace the entire fuel line. Make sure the drain pan is under the filter before
removing the line. Slide the new filter in place with the arrows on the filter pointing toward the
engine, and reattach the fuel lines. Slide back out from under the car and bring your tools, the
drain pan and the old filter. Jack the Sable back up enough to remove the jack stand and then
lower the car back to the ground. Turn the key to the run position until you hear the fuel pump
finish cycling. Turn the key back to the off position. Repeat this four times, and then start the
Sable. Allen Moore's career includes awards in poetry and creative fiction, published lyrics,
fiction books and nonfiction articles as well as a master certification in automotive service from
the Ford Motor Company. Moore is a contributing writer for RF Step 1 Set the Mercury Sable's
parking brake, put on your safety glasses and place wheel chocks in front of and behind the
driver's side rear tire. Step 2 Disconnect the negative battery cable with the battery terminal
wrench. Step 3 Jack up the passenger side of the Sable until you can safely place a jack stand
under the frame as far forward as possible. Step 4 Slide the drain pan under the area
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directly below the passenger side rear door and climb under the car in the same area. Step 5
Insert the end of the filter removal tool into the plastic clip at the end of the fuel line and unseat
the clip. Step 6 Slide the old filter out of its holder and set it in the drain pan. Step 7 Slide the
new filter in place with the arrows on the filter pointing toward the engine, and reattach the fuel
lines. Step 8 Slide back out from under the car and bring your tools, the drain pan and the old
filter. Step 9 Jack the Sable back up enough to remove the jack stand and then lower the car
back to the ground. Step 10 Reattach the negative battery cable. References Revver: Fuel Filter
Replacement. When all steps are finished, take a peek below the car to make sure there are no
fuel leaks. Safety glasses 2 wheel chocks Battery terminal wrench Jack Jack stand Drain pan
Fuel filter removal tool or two pocket screwdrivers New fuel filter. Never work on a fuel system
near open flames or while smoking.

