2001 chevy express 2500

Many people saved thousands of dollars by doing some technical service procedures for their
Chevrolet Express by themselves. The easiest type of technical maintenance is changing
engine oil, axles oil, manual and automatic transmission oil. Changing break fluid in Chevrolet
Express is also is a simple task. If you want to change engine oil, for instance, by yourself and
save a couple of bucks you need to know how much this fluid engine oil is needed for Chevrolet
Express If you fill engine or axles of your car with oil to the brim it may damage your vehicle
engine or axles and void manufacturer warranty. Good news! We have this information and we
give it to you for free. Note: all capacities are approximate. When adding, be sure to fill to the
appropriate level, as recommended in user manual for your Chevrolet Express Note: not all air
conditioning refrigerants are the same. If the air conditioning system in your vehicle needs
refrigerant, be sure the proper refrigerant is used. If you're not sure, ask your dealer. Feel free to
contact us if you have any questions: info oemcats. Follow us on Facebook - Submit a new
shop - Terms and conditions. This site is not owned or operated by General Motors Company.
This site is intended for reference only. Please contact your local dealer for latest info. Genuine
OEM parts marketplace. Cars Login. Your cart is empty. View Cart Checkout. Chevrolet Express
Fluids Capacities and Specifications. To maintain the comfort and style you bought with your
Chevrolet Express , it's vital to use only the top names in brand name OEM auto parts. The
devices that make your auto legal to take on public roads are included for your own protection
and the protection of others on the road. Purchasing a Chevrolet is a smart choice, now keeping
it in excellent condition is even more sensible! The right parts for the job are just a mouse click
away when you buy from PartsGeek. For a high level of performance out of your vehicle, you
know that great parts create outstanding performance - PartsGeek. Buying automotive parts
from PartsGeek will make you feel like you know the secret to getting the best parts at the
lowest prices. Chevrolet's rear-wheel drive Express vans provide a rugged and durable means
of transportation for both passengers and cargo. There are four available engines for the
Express lineup, all of them teamed with a fuel efficient six-speed automatic transmission. The
Express passenger van accommodates up to 12 passengers and offers several options. The
Express cargo vans are available in a Work Van and a Diesel trim. All of the trims provide an
exceptional base for a multi-purpose utility vehicle that can be equipped to suit your personal
needs, or modified for your workplace requirements. Safety features include four-wheel
anti-lock disc brakes, StabiliTrak, and front airbags with a side curtain airbag on the passenger
vans. With so many full-size cargo and passenger vans coming to the market from a wide range
of automakers, the Chevrolet Express comes across as something of a dinosaur, being one of
the last old-school vans that can trace its roots back to the s. There's no high-roof version for
extra-large cargo like you can get in several rivals. There's no fuel-efficient diesel, no smaller
engine for improved gas mileage and no multitude of body styles and wheelbase lengths. And
the van maneuvers like it's from another era, with a large turning radius and sloppy handling.
Chevrolet offer a choice between five gasoline engines and one diesel engine in the Express.
The base engine in non-passenger Express vans is a 4. Two versions of a 4. Regular-duty
passenger-hauling Expresses get a 5. Heavy-duty cargo vans can also be equipped with a 6.
The Express distinguishes itself in the full-size-van segment owing to the excellent powertrain
choices, relative refinement, and available all-wheel drive. It offers a mind boggling array of
options in the commercial version. The passenger-hauling versions aren't as intimidating to
equip, and their refinement gives them the necessary boost it takes to stand apart from their
competition. The fuel pump assists in the delivery of a constant rate of gasoline flowing to the
engine, which keeps the gasoline in the engine from boiling. It accomplishes this by returning
any unused gas left in the engine back to the gas tank. Fuel pumps can wear out, so it is
important to have your Chevrolet Express 's fuel pump checked. Damaged pumps need to be
immediately replaced, as a failing fuel pump may cause the engine to stall and not restart. If the
fuel pump on your Chevrolet Express needs to be replaced, let the auto parts experts at
PartsGeek show you what they have in the way of Chevrolet Express OEM and aftermarket parts
to put you safely back on the road again. Great product. Good company. I was slow to order
offline but they were as good as they said they were. Very pleases. They have the same quality
parts as the other sites at a cheaper price. This part fit perfectly. It had a new o ring, I wish it had
the two clips to seal the fuel lines but I was able to use the old ones nicely, Shipping was fast
and easy to receive. I order from parts geek very often because their prices are the lowest. Parts
are high quality and delivery is very fast. I will keep ordering from partsgeek. Skip to main
content Menu. Close X. Call To Order: To return a part, simply submit a support ticket within 30
days of ordering and we will issue you an RMA number to return your product. See customer
service page for refund and return details. We scour the web to make sure PartsGeek always
has low prices. You can buy with confidence! Bumper Face Bar. Door Handle. Exhaust Manifold.
Grille Assembly. Interior Door Pull Handle. Oil Pan. Oxygen Sensor. Side Sliding Door Roller

Bracket. Turn Signal Light. ABS Control Unit. ABS Harness Connector. ABS Modulator Valve.
ABS Pump Connector. ABS Relay. ABS Relay Connector. ABS Speed Sensor. Accelerator Pedal
Bracket. Accelerator Pedal Position Sensor Connector. Accelerator Pedal Sensor. Accessory
Belt Idler Pulley. Accessory Belt Tensioner. Accessory Belt Tensioner Assembly. Accessory
Delay Relay. Accessory Power Relay. Air Bag Clockspring. Air Bag Connector. Air Bag Module
Connector. Air Bag Relay. Air Bag Sensor Connector. Air Charge Temperature Sensor
Connector. Air Cleaner Mounting Gasket. Air Control Valve Relay. Air Filter. Air Flap Actuator.
Air Lift Leveling Kit. Air Mass Sensor. Air Pipe Gasket. Air Pump. Air Pump Check Valve. Air
Temperature Sensor. Alignment Camber Bushing. Alignment Camber Kit. Alignment Caster
Camber Kit. Alternator Adapter Plug. Alternator Brush Assembly. Alternator Brush Set.
Alternator Rectifier Set. Ambient Air Temperature Sensor Connector. Ambient Light Sensor
Connector. Ash Tray Light Bulb. Ash Tray Light Connector. Assembly Lubricant. Auto Trans
Bushing. Auto Trans Clutch Plate. Auto Trans Connector. Auto Trans Dipstick Tube Seal. Auto
Trans Drain Plug. Auto Trans Extension Housing Bearing. Auto Trans Indicator Light Bulb. Auto
Trans Manual Shaft Seal. Auto Trans Master Repair Kit. Auto Trans Oil Cooler Hose. Auto Trans
Oil Pump Seal. Auto Trans Output Shaft Seal. Auto Trans Pressure Control Solenoid. Auto Trans
Pressure Switch Manifold. Auto Trans Shift Kit. Auto Trans Shift Lever Kit. Auto Trans Shift
Shaft Seal. Auto Trans Shift Solenoid. Auto Trans Speedometer Pinion Seal. Auto Trans Torque
Converter. Auto Trans Torque Converter Bolt. Auto Trans Valve Body Gasket. Automatic
Transmission Brake Band. Automatic Transmission Clutch Plate Kit. Automatic Transmission
Dipstick. Automatic Transmission Extension Housing Gasket. Automatic Transmission Filter.
Automatic Transmission Filter Kit. Automatic Transmission Front Seal. Automatic Transmission
Gasket Set. Automatic Transmission Oil Cooler. Automatic Transmission Overhaul Kit.
Automatic Transmission Pan. Automatic Transmission Pan Gasket. Automatic Transmission
Pump Seal. Automatic Transmission Rear Seal. Automatic Transmission Seal. Automatic
Transmission Selector Cable. Automatic Transmission Solenoid. Automatic Transmission
Speed Sensor. Automatic Transmission Turbine Shaft Seal. Automatic Transmission Wire
Harness. Auxiliary Battery Relay. Auxiliary Fan Control Unit. Axle Differential Bearing. Axle
Differential Bearing and Seal Kit. Axle Differential Race. Axle Housing Cover Gasket. Axle Shaft.
Axle Shaft Bearing. Axle Shaft Lock C-Clip. Axle Shaft Pilot Bearing. Axle Shaft Seal. Back Up
Alarm Connector. Back Up Lamp Connector. Back Up Lamp Socket. Back Up Light Bulb. Back
Up Light Switch Connector. Ball Joint. Barometric Pressure Sensor Connector. Battery Cable.
Battery Hold Down. Belt Installation Tool. Blower Control Switch. Blower Motor. Blower Motor
Relay. Blower Motor Resistor. Body Control Module Connector. Body Harness Connector. Body
Wiring Harness Connector Adapter. Booster Check Valve. Brake Backing Plate. Brake Bleeder
Screw. Brake Booster. Brake Caliper. Brake Caliper Bracket. Brake Caliper Guide Pin. Brake
Differential Valve Connector. Brake Drum. Brake Dust Shield. Brake Fluid Level Sensor. Brake
Fluid Level Sensor Connector. Brake Hardware Kit. Brake Hose. Brake Hose Lock. Brake
Hydraulic Hose to Caliper Bolt. Brake Light Bulb. Brake Light Connector. Brake Light Switch.
Brake Master Cylinder. Brake Master Cylinder Bleeding Tool. Brake Master Cylinder Cap. Brake
Master Cylinder Cap Gasket. Brake Master Cylinder Reservoir. Brake Pad Set. Brake Pedal
Bushing. Brake Pedal Pad. Brake Pressure Switch Connector. Brake Rotor. Brake Rotor Set.
Brake Rotor and Hub Assembly. Brake Shoe Set. Brake Shoes Hold Down Kit. Brake Switch
Harness. Bug Shield. Bulb Socket. Bumper Air Deflector. Bumper Bracket. Bumper Cover.
Bumper Reinforcement. Bypass Hose. Caliper Bolt. Caliper Bolt Kit. Caliper Bracket Mounting
Bolt. Caliper Bushing. Caliper Piston. Caliper Repair Kit. Cam Plug. Camshaft Bearing Set.
Camshaft Gasket. Camshaft Gear. Camshaft Position Sensor. Carbon Canister. Cargo Liner.
Catalytic Converter. Central Lock Switch. Chassis Wiring Harness Connector. Check Engine
Light Bulb. Cigarette Lighter. Cigarette Lighter Socket Connector. Circuit Breaker. Clutch Kit.
Clutch Master Cylinder. Clutch Master Cylinder and Line Assembly. Clutch Slave Cylinder. Coil
Spring Insulator. Coil Spring Set. Communication Interface Module Connector. Compass
Module Connector. Computer Chip Programmer. Computer Control Relay. Connecting Rod
Bearing Set. Connecting Rod Nut. Control Arm. Control Arm Bushing. Control Arm Bushing Kit.
Control Arm Shaft Kit. Control Unit. Conversion Gasket Set. Convertible Top Switch Connector.
Coolant Bleeder Screw. Coolant Thermostat Kit. Cooling System Tester Adapter. Cornering
Light. Courtesy Light Bulb. Courtesy Light Connector. Courtesy Light Relay. Crank Position
Sensor. Crankshaft Gear. Crankshaft Pulley. Crankshaft Repair Sleeve. Crankshaft Seal.
Crankshaft Seal Kit. Crossbody Harness Connector. Cruise Control Module Connector. Cruise
Control Switch. Cylinder Head Dowel Pin. Cylinder Head Spacer Shim. Daytime Light Relay.
Daytime Running Lamp Relay Connector. Daytime Running Light Module. Daytime Running
Light Relay. Daytime Running Light Resistor Connector. Diesel Fuel Injector Pump. Diesel Glow
Plug Controller Connector. Diesel Glow Plug Relay Connector. Diesel Injector. Diesel Injector

Driver Module. Diesel Vacuum Pump. Differential Bearing. Differential Bearing Kit. Differential
Bearing Set. Differential Cover. Differential Cover Plug. Differential Pinion Pilot Bearing.
Differential Pinion Race. Differential Pinion Repair Sleeve. Differential Race. Differential Ring
and Pinion. Dipstick Tube Seal. Disc Brake Pad Installation Kit. Distributor Cap. Distributor
Clamp. Distributor Drive Gear. Distributor Gasket. Distributor Housing Gasket. Distributor
Repair Plate. Distributor Rotor. Distributor Rotor Bolt. Dome Lamp Connector. Dome Light Bulb.
Door Check Strap. Door Contact Switch. Door Harness Connector. Door Jamb Switch
Connector. Door Lift Support. Door Lock Actuator. Door Lock Actuator Connector. Door Lock
Actuator Motor. Door Lock Motor Connector. Door Lock Relay Connector. Door Lock Rod Clip.
Door Lock Switch Connector. Door Mirror Glass. Door Skin. Door Window Switch Connector.
Downshift Solenoid Connector. Drag Link. Drive Shaft Center Support Bearing. Driveshaft
Support. Drum Brake Adjusting Screw Assembly. Drum Brake Adjusting Spring Kit. Drum Brake
Hardware Kit. Drum Brake Return Spring Kit. EGR Line. EGR Line Gasket. EGR Temperature
Sensor. EGR Tube. EGR Tube Gasket. EGR Valve. EGR Valve Gasket. EGR Valve Motor. Electric
Fuel Pump. Electronic Brake Control Relay. Electronic Brake Control Relay Connector.
Electronic Brake Module Connector. Electronic Control Unit. Emergency Vehicle Lamp Relay.
Emergency Vehicle Lamp Switch Connector. Engine Camshaft Position Sensor Connector.
Engine Compartment Light Bulb. Engine Control Module. Engine Coolant Air Bleeder Valve.
Engine Coolant Temperature Sensor Connector. Engine Coolant Water Inlet Seal. Engine
Cooling Fan. Engine Cooling Fan Switch Connector. Engine Cover Gasket. Engine Crankcase
Breather Element. Engine Crankshaft Position Sensor Connector. Engine Crankshaft Position
Sensor Seal. Engine Gasket Set. Engine Harmonic Balancer. Engine Mount. Engine Oil Filter
Adapter. Engine Shutdown Switch Harness Connector. Engine Water Pump Stud Kit. Engine
Wiring Harness Connector. Exhaust Clamp. Exhaust Flange Stud and Nut. Exhaust Gasket.
Exhaust Header Bolt. Exhaust Manifold Gasket. Exhaust Manifold Gasket Set. Exhaust Manifold
Hardware Kit. Exhaust Pipe. Exhaust Temperature Sensor. Exhaust Temperature Sensor
Connector. Exhaust Valve. Expansion Plug. Expansion Plug Kit. Expansion Tank. Expansion
Tank Cap. Extension Housing Bushing. Fader Control Switch. Fan Blade. Fan Clutch. Fender
Extension. Flex Plate. Floor Mat Set. Flywheel Bolt. Flywheel Shim. Fog Light Connector. Fuel
Cap Tester Adapter. Fuel Distributor. Fuel Feed Pipe O-Ring. Fuel Filler Neck. Fuel Filter. Fuel
Filter Kit. Fuel Filter O-Ring. Fuel Filter Seal. Fuel Heater. Fuel Hose Clamp. Fuel Injection
Harness Connector. Fuel Injection Plenum Gasket Set. Fuel Injection Pump. Fuel Injection Pump
Installation Kit. Fuel Injection Pump Mounting Gasket. Fuel Injector. Fuel Injector Connector.
Fuel Injector Fuel Return Hose. Fuel Injector Kit. Fuel Injector O-Ring. Fuel Injector Rail. Fuel
Injector Retaining Bracket. Fuel Injector Seal Kit. Fuel Injector and Insulator Retainer Kit. Fuel
Level Sending Unit. Fuel Level Sensor. Fuel Line Clip. Fuel Line Connector. Fuel Line O-Ring.
Fuel Lock Ring. Fuel Pressure Regulator. Fuel Pressure Relief Valve Cap. Fuel Pressure Sensor.
Fuel Pressure Sensor Cover. Fuel Pump. Fuel Pump Assembly. Fuel Pump Connector. Fuel
Pump Cutoff Switch. Fuel Pump Driver Module. Fuel Pump Flange Gasket. Fuel Pump Harness
Connector. Fuel Pump Lock Ring. Fuel Pump Mounting Gasket. Fuel Pump Relay Connector.
Fuel Pump Tank Seal. Fuel Pump Wiring Harness. Fuel Screen. Fuel Sending Unit Gasket. Fuel
Separator. Fuel Shut Off Solenoid Connector. Fuel Solenoid. Fuel Tank. Fuel Tank Attaching
Hardware. Fuel Tank Cap. Fuel Tank Harness Connector. Fuel Tank Pressure Sensor. Fuel Tank
Pressure Sensor Connector. Fuel Tank Strap. Fuel Tank Vent Valve. Fuel Temperature Sensor.
Fuel Vapor Pressure Sensor Connector. Fuse Connector. Gear Selector Lever. Glove Box Lamp
Connector. Glove Box Light Bulb. Glow Plug. Glow Plug Connector. Glow Plug Control Module.
Glow Plug Relay. Harmonic Balancer Bolt. Harmonic Balancer Pulley. Hazard Flasher Switch.
Hazard Warning Flasher. Hazard Warning Flasher Connector. Hazard Warning and Turn Signal
Flasher. Head Bolt. Head Bolt Set. Head Gasket. Head Gasket Set. Header Gasket. Headlamp
Socket. Headlight Assembly. Headlight Bucket Kit. Headlight Bulb. Headlight Connector.
Headlight Dimmer Switch. Headlight Dimmer Switch Connector. Headlight Set. Headlight Switch.
Headlight Switch Connector. Headlight Wiring Harness. Heater Control Knob. Heater Control
Panel. Heater Core. Heater Hose. Heater Hose Connector. Heater Hose Fitting. Heater Valve.
High Beam Indicator Light Bulb. Hood Prop Rod Retainer. Hood Release Cable. Horn Connector.
Hose - Fuel. Idle Air Control Valve. Idle Air Control Valve Connector. Idle Control Valve. Idle
Speed Control Motor Connector. Idle Speed Stabilizer Connector. Idler Arm. Idler Arm Grease
Hose Kit. Ignition Coil. Ignition Coil Connector Kit. Ignition Coil Lead Wire. Ignition Coil
Mounting Bracket. Ignition Control Module Connector. Ignition Control Unit. Ignition Distributor.
Ignition Igniter Heat Sink. Ignition Lock Cylinder. Ignition Lock Housing. Ignition Relay. Ignition
Relay Connector. Ignition Reluctor. Ignition Switch. Ignition Switch Connector. Ignition Wire
Boot Set. Impact Sensor. Inner Fender Well. Instrument Panel Cluster Relay. Instrument Panel
Connector. Instrument Panel Harness Connector. Instrument Panel Light Bulb. Intake Manifold.

Intake Manifold Bolt Set. Intake Manifold Gasket. Intake Manifold Gasket Set. Intake Manifold
Temperature Sensor. Intake Plenum Gasket. Intake Plenum Gasket Set. Intake Valve. Interior
Door Handle. Interior Door Pull Strap. Interior Light Relay Connector. Interior Light Switch
Connector. Interior Lighting Control Module Connector. Interior Rear View Mirror Connector.
Keyless Entry Module Connector. Keyless Remote Case. Knock Sensor. Knock Sensor
Connector. Knock Sensor Harness. Leaf Helper Spring. Leaf Helper Spring Mount Kit. Leaf
Spring Bumper Spacer. Leaf Spring Insulator. Leaf Spring Shackle. License Lamp Socket.
License Light Bulb. Liftgate Release Relay. Light Bar. Lug Nut. Luggage Compartment Light
Bulb. MAP Sensor. Main Bearing Gasket Set. Main Bearing Set. Manifold Absolute Pressure
Sensor Connector. Map Light Bulb. Mass Air Flow Sensor. Mass Air Flow Sensor Connector.
Master Vacuum Switch. Mirror Glass. Mobile Phone Antenna. Mobile Phone Microphone
Connector. Multi Function Switch. Multi Purpose Wire Connector. Multi Rib Belt. Multi-Port
Tune-up Kit. Neutral Safety Switch. Neutral Safety Switch Connector. Oil Cooler. Oil Cooler
Gasket. Oil Cooler Gasket Set. Oil Cooler Hose. Oil Cooler Line Connector. Oil Cooler Mounting
Kit. Oil Drain Plug. Oil Drain Plug Gasket. Oil Filler Cap. Oil Filler Tube Grommet. Oil Filter. Oil
Filter Adapter O-Ring. Oil Filter O-Ring. Oil Filter Remote Mounting Kit. Oil Filter Stand Gasket.
Oil Level Sender. Oil Level Sensor Connector. Oil Pan Bolt Set. Oil Pan Gasket. Oil Pan Gasket
Set. Oil Pressure Sender. Oil Pressure Switch Connector. Oil Pump. Oil Pump Bushing. Oil
Pump Intermediate Shaft. Oil Pump Intermediate Shaft Guide. Oil Pump O-Ring. Oil Pump
Screen. Oil Pump Shaft Retainer. Output Shaft Bearing. Oxygen Sensor Connector. PCV T
Fitting. PCV Valve. PCV Valve Cover. PCV Valve Grommet. PCV Valve Tubing. Paper Repair
Manual. Park Assist Camera. Parking Brake Cable. Parking Brake Cable Connector. Parking
Brake Cable Equalizer. Parking Brake Hardware Kit. Parking Brake Indicator Light Bulb. Parking
Brake Pad Set. Parking Brake Pedal Pad. Parking Brake Release Relay. Parking Brake Strut.
Parking Light Bulb. Parking Light Bulb Socket. Parking Light Relay. Pickup Coil. Pilot Bearing.
Pilot Bushing. Pinion Seal. Piston Ring Set. Piston Set. Pitman Arm. Power Antenna Relay.
Power Brake Booster Line. Power Distributor Block Connector. Power Mirror Switch Connector.
Power Seat Harness Connector. Power Seat Motor Connector. Power Seat Switch Connector.
Power Seat Track Repair Kit. Power Steering Cooler. Power Steering Cooler Bracket. Power
Steering Cooling Line. Power Steering Filter. Power Steering Pressure Hose. Power Steering
Pressure Sensor Connector. Power Steering Pump. Power Steering Pump Pulley. Power
Steering Pump Repair Kit. Power Steering Pump Seal Kit. Power Steering Reservoir Cap. Power
Steering Reservoir Line Hose. Power Steering Return Hose. Power Steering Seal. Power
Window Motor Connector. Powertrain Control Module Relay. Pre Heat Hose. Purge Valve. Push
Nut. Push Rod. Quarter Panel. Quarter Panel Extension. R12 Refrigerant Oil. RA Refrigerant Oil.
Radiator Cap. Radiator Cap Tester Adapter. Radiator Drain Petcock. Radiator Drain Plug.
Radiator Hose. Radiator Support. Radio Antenna Cable. Radio Knob. Radio Multi Purpose
Connector. Radio Power Connector. Radio Wiring Relay. Reading Light Bulb. Rear Lamp
Harness Connector. Rear Main Seal Cover. Rear Window Defogger Connector. Rear Window
Defogger Relay. Rear Window Defogger Relay Connector. Rear Window Defroster Switch
Connector. Reference Sensor. Release Bearing. Rocker Arm Nut. Rocker Arm Retainer. Rocker
Arm Stud. Rod Bearing. Seat Adjustment Handle. Seat Belt Light Bulb. Seat Belt Pretensioner
Connector. Seat Cover. Secondary Air Injection Check Valve. Secondary Air Injection Pump.
Secondary Air Injection Pump Connector. Secondary Air Injection Relay. Secondary Air
Injection Solenoid. Selector Shaft Seal. Shift Interlock Solenoid Connector. Shock Absorber.
Shock Absorber Air Hose Kit. Shock Absorber Set. Shock Bellows. Shock Mount Insulator. Side
Air Bag Sensor Connector. Side Marker Assembly. Side Marker Lamp Connector. Side Marker
Lamp Relay Connector. Side Marker Light. Side Marker Light Bulb. Side Marker Relay. Spare
Tire Hoist. Spark Plug. Spark Plug Non-Fouler. Spark Plug Wire Holder. Spark Plug Wire Set.
Speaker Connector. Speedometer Calibrator. Speedometer Transmitter. Spindle Lock Nut Kit.
Spindle Nut. Spindle Nut Retainer. Spindle Nut Washer. Spring Seat. Stabilizer Bar. Stabilizer
Bar Assembly. Starter Bearing. Starter Bolt. Starter Drive. Starter Motor Relay Connector.
Starter Solenoid. Starter Solenoid Switch. Steering Angle Sensor Connector. Steering Column
Housing Repair Kit. Steering Column Shift Mechanism. Steering Drag Link. Steering Gear.
Steering Gear Housing Bearing. Steering Gear Pitman Shaft Seal. Steering Gear Rebuild Kit.
Steering Gear Seal Kit. Steering Gear Worm Shaft Seal. Steering Gearbox. Steering Idler Arm
Bracket Assembly. Steering Rack. Steering Rack Seal Kit. Steering Shaft Bearing. Steering
Wheel Motion Sensor. Step Bumper. Step Bumper Pad. Stop Light Switch. Suspension Air
Compressor Kit. Suspension Air Helper Spring Kit. Suspension Yaw Sensor Connector. Sway
Bar Bracket. Sway Bar Bushing. Sway Bar Bushing Kit. Sway Bar Kit. Sway Bar Link. Sway Bar
Link Kit. T-Belt Tensioner Damper. TPMS Sensor. Tail Lamp Socket. Tail Light Assembly. Tail
Light Bulb. Tail Light Bulb Holder. Tail Light Harness. Tail Light Set. Tail Pipe. Tailgate Handle.

Thermostat Assembly. Thermostat Gasket. Thermostat Housing Gasket. Thermostat O-Ring.
Throttle Actuator Control Module Connector. Throttle Body. Throttle Body Gasket. Throttle Body
Injector Filter. Throttle Body Repair Kit. Throttle Body Seal. Throttle Position Sensor. Throttle
Position Sensor Connector. Tie Rod End. Tie Rod End Adjuster Sleeve. Tie Rod End Adjusting
Sleeve. Timing Camshaft Sprocket. Timing Chain. Timing Chain Tensioner. Timing Cover.
Timing Cover Gasket. Timing Cover Gasket Set. Timing Cover Harmonic Balancer Sleeve.
Timing Crankshaft Sprocket. Timing Gear Kit. Timing Set. Torque Converter Seal. Traction
Control Switch Connector. Trailer Connector Kit. Trailer Hitch Plug. Transfer Case Extension
Housing Seal. Transfer Case Gasket. Transfer Case Shift Shaft Seal. Transmission Case Output
Shaft Seal. Transmission Case Shaft Seal. Transmission Control Module. Transmission Gasket.
Transmission Mount. Transmission Shift Boot. Turbocharger Boost Sensor. Turbocharger
Boost Solenoid. Turbocharger Wastegate Solenoid. Turn Signal Flasher. Turn Signal Indicator
Light Bulb. Turn Signal Light Bulb. Turn Signal Relay. Turn Signal Relay Connector. Turn Signal
Switch. U Joint. U Joint Strap Kit. U Joint U-Bolt Kit. Under Hood Lamp Connector. Universal
Joint. Vacuum Check Valve. Vacuum Pump. Vacuum Pump Pulley. Valve Cover. Valve Cover
Bolt Kit. Valve Cover Gasket. Valve Cover Gasket Set. Valve Cover Grommet Set. Valve Cover
O-Ring. Valve Guide. Valve Lifter. Valve Lifter Kit. Valve Spring. Valve Spring Retainer Keeper.
Valve Stem Seal Kit. Vanity Mirror Light Bulb. Vapor Canister Filter. Vapor Canister Purge
Solenoid. Vapor Canister Purge Solenoid Connector. Vapor Canister Vent Solenoid. Vapor
Canister Vent Solenoid Connector. Vehicle Speed Sensor Connector. Voltage Regulator. Voltage
Regulator Connector. Warning Light Relay. Washer Fluid Level Sensor Connector. Washer
Pump. Washer Reservoir. Water Bypass Gasket. Water Distribution Pipe. Water Outlet O-Ring.
Water Pump. Water Pump Backing Plate Gasket. Water Pump Gasket. Water Pump Gasket Set.
Water Pump O-Ring. Water Temperature Sender. Water Temperature Sensor. Water in Fuel
Sensor. Water in Fuel Sensor Connector. Wheel Bearing. Wheel Bearing Dust Cap. Wheel
Bearing and Seal Kit. Wheel Cap. Wheel Cylinder. Wheel Hub. Wheel Hub Assembly. Wheel Lock
Set. Wheel Nut Cover. Wheel Race. Wheel Seal. Wheel Speed Sensor Connector. Wheel Stud.
Window Crank Handle. Window Motor. Window Regulator Roller. Window Switch. Window
Washer Pump Motor Connector. Windshield Washer Fluid Reservoir Cap. Windshield Washer
Pump Connector. Windshield Washer Relay. Windshield Wiper Arm. Windshield Wiper Linkage.
Windshield Wiper Motor. Windshield Wiper Motor Connector. Wiper Blade. Wiper Blade Insert.
Wiper Motor Pulse Board Kit. Wiper Motor Pulse Board Module. Wiper Relay. Wiper Switch. Air
Intake. Body Electrical. Climate Control. Cooling System. Engine Electrical. Engine Mechanical.
Fuel Injection. Chemicals and Fluids. Diesel Injection. Drive Belts. Fuel Delivery. Tools and
Hardware. AC Delco. Action Crash. Auto Ventshade. DIY Solutions. Standard Motor Products.
A1 Cardone. AP Exhaust. Air Lift. Air Products. Anchor Doan. Atlantic Automotive. Auburn
Gear. Aus Injection. Austin Baker. BBB Industries. BD Diesel. BWD Automotive. BWD CQ. Beck
Arnley. Brute Power. Competition Cams. DNJ Rock. Dee Zee. Dynamic Friction. E3 Spark Plugs.
Eagle Eyes. Eastern Catalytic. Edge Products. Energy Suspension. FCS Automotive. Factory
Air. Firestone Ride-Rite. Four Seasons. GB Remanufacturing. Global Parts Distributors. Hedman
Hedders. Husky Liner. Jet Chips. Koyo Cooling. Melling Select Performance. Mobil 1. Motive
Gear. Motive Gear Performance Diff. Motorad UltraStats. Mr Gasket. OSC Automotive.
Performance Friction. Pioneer Cables. Power Stop. Premium Guard. Professional Parts Sweden.
Pure Energy. Quick Steer. Rain X. Rhino Pac. Richmond Gear. Schrader Valves. Sealed Power.
Specialty Products. Spectra Premium. Spectre Performance. Strong Arm. Trail Ridge. Trans
Dapt. US Motor Works. USA Industries. United Automotive. VR Gaskets. Victor Reinz. WAI
Global. Wagner Brake. Walker Exhaust. Walker Products. Click to Enlarge. Action Crash GM
Mirror. Position of Product: Right - Passenger Side. Quality: Premium - High quality new
replacement part. Friction Material Type Posi Quiet. Shipping Options: Free Ground Shipping.
Quality: Value Line - High quality automotive part with the highest cost savings. Read more
reviews. Great product, was very easy to install with some tutorials on Youtube. Shipping
Options: Ground Fitment Information:. Catalog: D. Vehicle Notes Chevrolet Express Catalog: B.
Vehicle Engine Chevrolet Express Vehicle Chevrolet Express Heads up! Highlighted items are
for OEM wheels, the rest are replacement options. Found a bug? Have a question about
Chevrolet Express wheel specs? Share your knowledge! Wheel- Size. Wheel fitment and tire
size guide and knowledge base Last Update: Feb. Search Form for vehicle model, tire size or
rims Choose a tab below to get fitment data for your vehicle or to find vehicles matching your
criteria. By vehicle what wheels will fit your car By tire size what vehicles use this tire size By
rim size what vehicles use this rim size Add Wheel Size Widget to your website New! Search by
car make, year and model. Make Year Model. Wheel Size Widget for your website! Chevrolet
Express G 4. It is measured in millimeters. Some factory wheels have a center bore that
matches exactly with the hub to reduce vibration by keeping the wheel centered. Rim width in x

rim diameter in J is mounting flange type. ET35 is positive offset of 35mm. It is vital not to
deviate too far from the offset of the wheel originally fitted to the vehicle. PCD is measured in
mm. Chevrolet Express G 5. Chevrolet Express G 6. See Alloy Wheel fitment information for
Chevrolet Express for other model years: Try our Wheel Calculator Help us with our new project
TiresVote. Submit tire review. Your email was successfully sent. Notify about the error in
selected text Add your data and comments Send us the correct data Other. This page is for
personal, non-commercial use. We get it. Ads can be annoying. But ads are also how we keep
the garage doors open and the lights on here at Autoblog - and keep our stories free for you and
for everyone. And free is good, right? If you'd be so kind as to allow our site, we promise to
keep bringing you great content. Thanks for that. And thanks for reading Autoblog. Pricing
Specs Equipment. Maximum cargo capacity Standard seating 2 Exterior Length Gross weight 7,
lbs. Fuel Fuel tank capacity Torque rpm 2, Payload 2, lbs. Maximum towing capacity 8, lbs. Drive
type rear-wheel Turning radius Research Another Vehicle. We notice you're using an ad blocker.
Please consider allowing Autoblog. Allow Us! Here's how to disable adblocking on our site.
Click on the icon for your Adblocker in your browser. A drop down menu will appear. Select the
option to run ads for autoblog. The exact text will differ depending on the actual application you
have running. Refresh the Autoblog page you were viewing. Hey again! You still haven't turned
off your adblocker or allowed our site. It only takes a few seconds. You must be logged in to
perform that action. You must have JavaScript enabled to experience the new Autoblog. Please
follow the instructions below to enable JavaScript in your browser. By choosing this color:.
Cancel Change Color. By choosing this option:. Cancel Confirm. Updating Configuration Would
you like to sell products for this vehicle on Amazon. Learn how. There's a problem loading this
menu right now. Learn more about Amazon Prime. Get free delivery with Amazon Prime. Back to
top. Get to Know Us. Amazon Payment Products. English Choose a language for shopping. Skip
to main content. Exterior Accessories. Mirrors Exterior Mirrors Towing Mirrors. Interior
Accessories. Amazon Music Stream millions of songs. Amazon Advertising Find, attract, and
engage customers. Amazon Drive Cloud storage from Amazon. Alexa Actionable Analytics for
the Web. Sell on Amazon Start a Selling Account. AmazonGlobal Ship Orders Internationally.
Amazon Rapids Fun stories for kids on the go. ComiXology Thousands of Digital Comics.
DPReview Digital Photography. East Dane Designer Men's Fashion. Shopbop Designer Fashion
Brands. Deals and Shenanigans. Ring Smart Home Security Systems. Amazon Subscription
Boxes Top subscription boxes â€” right to your door. PillPack Pharmacy Simplified. Amazon
Renewed Like-new products you can trust. Amazon Second Chance Pass it on, trade it in, give it
a second life. Quick Links Download this manual. Table of Contents. If you do this, it will help
you learn about the features and controls for your vehicle. Page Vehicle Damage Warnings You
will also find a circle with a slash through it in this book. For example, These symbols these
symbols are important for are used on an you and your original battery: passengers whenever
your vehicle is driven You can also learn about some things you should not do with air bags
and safety belts. It also tells you about reclining front seatbacks. Manual Front Seats The bucket
seats can be adjusted forward or rearward with the lever located at the front of the seat. To raise
or lower the seat, move the center knob up or down. Page Rear Seats Rear Seats Getting Into
the Rear Seats To make it easier for passengers to get into the rear seats, use the fastener spot
on the headliner and safety belt sleeve. These will keep the safety belts out of the way while
people get into the rear seats. Removing the Rear Seat 1. Page 19 2. Locate the blue or yellow
handle on the inboard side of the seat base and turn it up. Once the blue or yellow handle is
turned up, pull the handle to remove the locking pin. Page 20 5. Stow the locking pin on the rear
of the seat base in the hole that is provided. Repeat this procedure for the pin on the other seat
base. Pull the seat rearward about two inches 5 cm and then lift the seat from the floor rails.
Page 21 For the remaining rear seats, stow the safety belt latch plate on the clip at the window
trim. People in the vehicle could be injured. Page 22 2. Position the seat into the open slots in
both rails. Push the seat forward in the rail, hooking both seat bases onto the pins inside of the
rails. Turn the blue or yellow handle down until it is in the retaining clip. Repeat this procedure
for the other seat base. Connect the quick release latch plates for the shoulder belts by
inserting the latch plates into the buckles attached at the outboard positions of the bench seat.
In a collision, people riding in these areas are more likely to be seriously injured or killed. Do
not allow people to ride in any area of your vehicle that is not equipped with seats and safety
belts. Put someone on it. Take the simplest vehicle. Page 26 Get it up to speed. Then stop the
vehicle. The person keeps going until stopped by something. In a real vehicle, it could be the
windshield Page 27 or the instrument panel With safety belts, you slow down as the vehicle
does. You get more time to stop. You stop over more distance, and your strongest bones take
the forces. Be aware that there are special things to know about safety belts and children. And
there are different rules for smaller children and babies. Page 30 5. To make the lap part tight,

pull down on the buckle The lap part of the belt should be worn low and snug on end of the belt
as you pull up on the shoulder belt. In a crash, this applies force to the strong pelvic bones.
Page 31 Shoulder Belt Height Adjuster Before you begin to drive, move the shoulder belt
adjuster to the height that is right for you. You can move the adjuster up just by pushing up on
the shoulder belt guide. The shoulder belt is too loose. In a crash, you would move forward too
much, which could increase injury. The shoulder belt should fit against your body. The belt is
buckled in the wrong place. In a crash, the belt would go up over your abdomen. The belt forces
would be there, not at the pelvic bones. The belt is over an armrest. The belt would be much too
high. In a crash, you can slide under the belt. The belt force would then be applied at the
abdomen, not at the pelvic bones, and that could cause serious or fatal injuries. The shoulder
belt is worn under the arm. It should be worn over the shoulder at all times. In a crash, your
body would move too far forward, which would increase the chance of head and neck injury.
The belt is twisted across the body. If a belt is twisted, make it straight so it can work properly,
or ask your dealer to fix it. The belt should go back out of the way. Before you close the door, be
sure the belt is out of the way. If you slam the door on it, you can damage both the belt and your
vehicle. For pregnant women, as for anyone, the key to making safety belts effective is wearing
them properly. Wearing your safety belt during a crash helps reduce your chance of hitting
things inside the vehicle or being ejected from it. Page 41 If your vehicle has an air bag for the
right front passenger, please read this: CAUTION: Anyone who is up against, or very close to,
any air bag when it inflates can be seriously injured or killed. Air bags plus lap shoulder belts
offer the best protection for adults, but not for young children and infants. The path of an
inflating air bag must be kept clear. Page 44 How does an air bag restrain? In moderate to
severe frontal or near even belted occupants can contact the steering wheel or the instrument
panel. Air bags supplement the protection provided by safety belts. Page 45 Your vehicle is
equipped with a crash sensing and diagnostic module, which records information about the air
bag system. Page 46 Adding Equipment to Your Air Bag-Equipped Vehicle If I add a push
bumper or a bicycle rack to the front of my vehicle, will it keep the air bags from working
properly? Accident statistics show that unbelted people in the rear seat are hurt more often in
crashes than those who are wearing safety belts. Page 48 Shoulder Belt The positions next to
the windows have lap belts. Pick up the latch plate and pull the belt across you. Push the latch
plate into the buckle until it clicks. Page 49 3. To make the lap part tight, pull down on the
buckle The lap part of the belt should be worn low and snug on end of the belt as you pull up on
the shoulder part. To unlatch the belt, just push the button on the buckle. This feature will
provide added safety belt comfort for older children who have outgrown booster seats and for
small adults. When installed on a shoulder belt, the comfort guide better positions the belt away
from the neck and head. Page 52 2. Slide the guide under and past the belt. The elastic 3. Be
sure the elastic cord is not unwrapped around the cord must be under the belt. Then, place the
guide retainer pin as this decreases the length. Page Center Passenger Position 4. Make sure
that the shoulder belt crosses the shoulder. To remove and store the comfort guides, squeeze
the belt edges together so that you can take them out from the guides. Page Lap Belt Lap Belt If
your vehicle has rear bench seats, someone can sit in the center positions. When you sit in a
center seating position, you have a lap safety belt, which has no retractor. To make the belt
longer, tilt the latch plate and pull it along the belt. To make the belt shorter, pull its free end as
shown until the belt is snug. Page Children Children Everyone in a vehicle needs protection!
This includes infants and all other children. Neither the distance traveled nor the age and size of
the traveler changes the need, for everyone, to use safety restraints. In fact, the law in every
state in the United States and in every Canadian province says children up to some age must be
restrained while in a vehicle. During a crash a baby will become so heavy it is not possible to
hold it. Air bags plus lap shoulder belts offer outstanding protection for adults and older
children, but not for young children and infants. In a crash, an infant in a rear facing seat settles
into the restraint, so the crash forces can be distributed across the Page Restraint Systems For
Children Restraint Systems for Children An infant car bed A , a special bed made for use in a
motor vehicle, is an infant restraint system designed to restrain or position a child on a
continuous flat surface. Some like shields. Page 63 How do child restraints work? A child
restraint system is any device designed for use in a motor vehicle to restrain, seat, or position
children. A built in child restraint system is a permanent part of the motor vehicle. Page 64
Where to Put the Restraint Except Cargo Vans and Cab and Chassis Models Accident statistics
show that children are safer if they are restrained in the rear rather than the front seat. General
Motors, therefore, recommends that child restraints be secured in a rear seat including an infant
riding in a rear facing infant seat, a child riding in a forward If your vehicle has a passenger air
bag, never put a rear facing child restraint in this vehicle. Page 66 In Canada, the law requires
that forward restraints have a top strap, and that the strap be anchored. In the United States,

some child restraints also have a top strap. If your child restraint has a top strap, it should be
anchored. For the left outboard seating position, use anchor point A. For the right outboard
seating position, use anchor point B. For a center seating position, use either anchor point A or
B. Anchor the top strap to one of these anchor points. Be sure to use an anchor point located
on the same side of the vehicle as the seating position where the child restraint will be placed.
Pull the rest of the shoulder belt all the way out of the retractor to set the lock. Buckle the belt.
Make sure the release button is positioned so you would be able to unbuckle the safety belt
quickly if you ever had to. Page 69 5. To tighten the belt, feed the shoulder belt back into the
retractor while you push down on the child restraint. Page 70 1. Make the belt as long as
possible by tilting the latch plate and pulling it along the belt. Put the restraint on the seat. The
child restraint instructions will show you how. It will be ready to work for an adult or larger child
passenger. Securing a Child Restraint in the Right Front Seat Position If your vehicle has a front
passenger air bag, never put a rear facing child restraint in this seat. See the earlier part about
the top strap if the child restraint has one. Be sure to follow the instructions that came with the
child restraint. Secure the child in the child restraint when and as the instructions say. Page 73
5. You may find it helpful to use your knee to push down on the child restraint as you tighten
the belt. If you have the choice, a child should sit next to a window so the child can wear a lap
get the additional restraint a shoulder belt can provide. What is the proper way to wear safety
belts? If possible, an older child should wear a shoulder belt and get the additional restraint a
Here two children are wearing the same belt. In a crash, the two children can be crushed
together and seriously injured. A belt must be used by only one person at a time. Here a child is
sitting in a seat that has a shoulder belt, but the shoulder part is behind the child. If the child
wears the belt in this way, in a crash the child might slide under the belt. When you go in to
order it, take the heaviest coat you will wear, so the extender will be long enough for you. Page
78 Section 2 Features and Controls Here you can learn about the many standard and optional
features on your vehicle, and information on starting, shifting and braking. Also explained are
the instrument panel and the warning systems that tell you if everything is working properly and
what to do if you have a problem. A child can be overcome by the extreme heat and can suffer
permanent injuries or even death from heat stroke. Never leave a child alone in a vehicle,
especially with the windows closed in warm or hot weather. Page Manual Windows Manual
Windows To operate your manual windows, turn the hand crank on each door to raise or lower
your side door windows. Power Windows Option If you have power windows, the controls are
located on each of the side doors. Swing the window out and push down on the latch to lock the
window into place. To close the window, pull the latch toward you and push down on the latch
to lock it. It can cause unconsciousness and even death. If you must drive with the rear door s
or rear swing out windows open or if electrical wiring or Page Door Locks Your vehicle has one
double ignition and all door locks. If you ever lose your key, your dealer will be able to assist
you with obtaining a new one. But you can have a lot of trouble getting into your vehicle if you
ever lock your key inside. Page 84 There are several ways to lock and unlock your vehicle. From
the outside, use your key. To lock the door from the inside, slide the manual lever on your door
down. Page 86 Keyless Entry System If Equipped If your vehicle has this feature, you can lock
and unlock your doors from about 3 feet 1 m up to 30 feet 9 m away using the remote keyless
entry transmitter supplied with your vehicle. If you press this button again within five seconds,
all of the doors will unlock. Static from your body transferred to these surfaces may damage the
transmitter. Use one Panasonic type CR battery: 1. Insert a dime in the slot between the covers
of the transmitter housing near the key ring hole. Page 89 Resynchronization Resynchronization
may be necessary due to the security method used by this system. The transmitter does not
send the same signal twice to the receiver. The receiver will not respond to a signal it has been
sent previously. This prevents anyone from recording and playing back the signal from the
transmitter. Page 90 To close the sliding side door from outside, use the outside door handle to
slide the door toward the front of the vehicle. When the door slides closed completely, it will be
flush with the side of the body. To open the sliding door from inside, turn the handle upward
and toward the rear of the vehicle. Page 91 To close the sliding door from inside, grasp the
inside handle and slide the door toward the front of the vehicle to a closed position. Make sure
the door is completely closed before driving away. Both rear doors can be opened past 90
degrees by opening the doors past the first detent 90 degrees open , then opening fully. To
close the rear doors, close the driver side rear door first. Page 95 Parking at Night Park in a
lighted spot, close all windows and lock your vehicle. Remember to keep your valuables out of
sight. Put them in a storage area, or take them with you. Page 98 Starting Your 8. When the
engine starts, let go of the key. The idle speed will go down as your engine gets warm. Page 99
Starting Your 4. Page Automatic Transmission Operation 4. Before starting the engine, be sure
to unplug and store the cord as it was before to keep it away from moving engine parts. How

long should you keep the coolant heater plugged in? The answer depends on the outside
temperature, the kind of oil you have, and some other things. You can use it on very steep hills,
or in deep snow or mud. Page If the ignition is on when the parking brake is released, the brake
system warning light will go off. You may have to replace them, and you could also damage
other parts of your vehicle. Page 2. Move the lever up as far as it will go. Move the ignition key
to LOCK. Remove the key and take it with you. Your vehicle could move suddenly if the shift
lever is not fully in PARK P with the parking brake firmly set. And, if you leave the vehicle with
the engine running, it could overheat and even catch fire. It can cause unconsciousness and
death. You might have exhaust coming in if: Your exhaust system sounds strange or different.
Your vehicle gets rusty underneath. Your vehicle can roll. Page Tilt Wheel Option A tilt steering
wheel allows you to adjust the steering wheel before you drive. You can also raise it to the
highest level to give your legs more room when you enter and exit the vehicle. To tilt the wheel,
hold the steering wheel and pull the lever. These positions allow you to signal a turn or a lane
change. To signal a turn, move the lever all the way up or down. Page Windshield Wipers You
control the windshield wipers by turning the band with the wiper symbol on it. For a single
wiping cycle, turn the band to MIST. Hold it there until the wipers start, then let go. The wipers
will stop after one cycle. To spray washer fluid on the windshield, push the paddle. Otherwise
the washer fluid can form ice on the windshield, blocking your vision. You could be startled and
even lose control. Keep the cruise control switch off until you want to use cruise control. Push
the button at the end of the lever, then release the button and the accelerator pedal. Your
instrument panel dimmer thumbwheel has two detent positions. When the thumbwheel is
moved to the first detent position, the radio display and transmission selection display will go
to full intensity. A circuit breaker protects your headlamps. If you have an electrical overload,
your headlamps will flicker on and off. Have your headlamp wiring checked right away if this
happens. If items are loaded on the roof of the vehicle, as in a luggage carrier, care should be
taken not to block or damage the center high mounted stoplamp unit. Push the tab away from
you to restore the mirror to the original position. Outside Mirrors Adjust your outside mirrors so
you can see a little of the side of your vehicle, and have a clear view of objects behind you.
Page Heated Outside Rearview Mirrors If Equipped Your outside mirrors can be defrosted by
pressing the button near the fan control. An indicator light on the button will be lit anytime the
heated outside rearview mirrors are activated. Your rear window defogger will be on anytime the
heated mirrors are on. Page Camper-Type Mirrors If Equipped If your vehicle is equipped with
the camper mirrors, they can be adjusted so you can have a clear view of any objects behind
you. To adjust the mirrors when towing a trailer, turn the mirror by pushing the mirror head
toward the front of the vehicle. Page Storage Compartments Storage Compartments Your front
storage compartment is at the center of the instrument panel extension, by the floor. To open
the compartment, press down on inside portion of the handle and the compartment will open
automatically. Storage compartments may also be included on the inside of each front door.
Page NOTICE: Holding a cigarette lighter in with your hand while it is heating can make it
overload, damaging the lighter and the heating element. Just push the lighter all the way in and
let go. To remove the front ashtray, pull up on the tab with a key or screwdriver inserted in the
tab, and lift the ashtray out. Just pull on the outlet cover to remove it and follow the proper
installation instructions that are included with any electrical equipment that you install. Page
The main components of your instrument panel are the following: A. Lamp Controls B. Air Vents
C. Instrument Panel Cluster D. Comfort Controls System E. Audio System F. Horn H.
Convenience Tray I. Cigarette Lighter J. Cupholder K. Page Instrument Panel Cluster Instrument
Panel Cluster United States version shown, Canada similar Your instrument panel cluster is
designed to let you know at a glance how your vehicle is running. Your odometer shows how far
your vehicle has been driven, in either miles used in the United States or kilometers used in
Canada. You may wonder what happens if your vehicle needs a new odometer installed. The
safety belt light will also come on and stay on for about 20 seconds, then it will flash for The air
bags in your vehicle may not inflate in a crash, or they could even inflate without a crash. To
help avoid injury to yourself or others, have your vehicle serviced right away if the air bag
readiness light stays on after you start your vehicle. When the engine is running, the gage
shows the condition of the charging system. Readings between the low and high warning zones
indicate the normal operating range. Page Anti-Lock Brake System Warning Light With the anti
system, this light will come on when you start your engine and may stay on for several seconds.
Page If the Light Is On Steady You may be able to correct the emission system malfunction by
considering the following: Did you recently put fuel into your vehicle? If so, reinstall the fuel
cap, making sure to fully install the cap. The diagnostic system can determine if the fuel cap has
been left off or improperly installed. Failure to pass this inspection could prevent you from
getting a vehicle registration. Page Oil Pressure Gage NOTICE: If you keep driving your vehicle

with this light on, after a while, your emission controls may not work as well, your fuel economy
may not be as good and your engine may not run as smoothly. This could lead to costly repairs
that may not be covered by your warranty. If you do, your engine can become so hot that it
catches fire. You or others could be burned. Check your oil as soon as possible and have your
vehicle serviced. It will light whenever the DRL are on. It is also a reminder to turn on your
headlamps when driving at night. Page Fuel Gage Fuel Gage United States The fuel gage, when
the ignition is on, tells you about how much fuel you have left in your tank. The gage will first
indicate empty before you are out of fuel, and you should get more fuel as soon as possible.
Listed are four situations you may experience with your fuel gage: At the gas station, the fuel
pump shuts off before the Be sure to read about the particular systems supplied with your
vehicle. Page Comfort Controls Comfort Controls This section tells you how to make your air
system work for you. With these systems, you can control the heating, cooling and ventilation
in your vehicle. Heater Controls If your vehicle does not have air conditioning, your heater
controls will look like this. Fan Knob The knob on the left side of the heating system control
panel regulates the fan speed. It cools outside air and directs it through the instrument panel
outlets. The air conditioning compressor will cycle continuously in this setting as long as the
outside air temperature is warm enough to activate the compressor. Page Rear Air Conditioning
and Rear Heater If Equipped If your vehicle has a rear air conditioning and rear heater system
combination, controls are provided to regulate the temperature, location and speed of the
airflow. Front Passenger Control To adjust the air temperature, turn the temperature knob on
the right side of the control panel. It will allow second seat passengers to adjust the controls if
the front control is switched to the rear position. Outside air will be brought in through the floor
outlets. The heater works best if you keep your windows closed while using it. If you use the
optional engine coolant heater before starting your engine, your heating system will produce
warmer air faster to heat the passenger compartment in cold weather. Page Ventilation System
Do not attach a temporary vehicle license, tape or decals across the defogger grid on the rear
windows. Use care not to damage the wiring bands that connect the rear window defogger grid
when operating the rear swing out windows if equipped. Page When you close a vent, it will
increase the flow of air coming out of any vents that are open. If you have rear heating or rear
air conditioning, you will have adjustable vents in the rear of the vehicle to help direct the
airflow. Page Audio Systems Audio Systems Your audio system has been designed to operate
easily and give years of listening pleasure. You will get the most enjoyment out of it if you
acquaint yourself with it first. To increase volume, turn the knob clockwise. Turn it
counterclockwise to decrease volume. RCL: Press this knob to recall the station being played or
to display the clock. Just: 1. Turn the radio on. Press AM FM to select the band. Then press and
hold the up arrow to move the sound to the right speakers or the down arrow to move the sound
to the left speakers. RCL: Press this knob to recall the station being played, to recall if the tape
player is active, or to display the clock. Page If the player detects a tight or broken tape, ERR
error will appear on the display and the player will eject the tape. The radio will go back to
playing the last station selected. If you want to insert a tape when the ignition is off, first press
the eject button or the RCL knob. Page RPT 6 : Press this button once to hear a selection over
again. RPT will appear on the display. The current selection will continue to repeat. RPT will
flash on the display while the cassette player is searching for the start of the selection. Your
tape must have at least three seconds of silence between each selection for RPT to work. If the
PREV button or the left SEEK arrow is pressed and the current selection has been playing for
more than eight seconds, it will go to the beginning of the current selection. Page Radio
Calibration Your audio system has been calibrated for your vehicle from the factory. If CAL
appears on the display it means that your radio has not been configured properly for your
vehicle and must be returned to the dealership for service. With SCV, your audio system adjusts
automatically to make up for road and wind noise as you drive. Set the volume at the desired
level. AVOL will appear on the display. The radio will beep once to confirm. The radio will scan
through each of the stations stored on your pushbuttons, except those stations with weak
reception. Turn the knob clockwise to increase treble and counterclockwise to decrease treble.
The display will show the treble level. Turn the knob clockwise to move the sound to the front
speakers and counterclockwise to move the sound to the rear speakers. The middle position
balances the sound between the speakers. Turn knob either clockwise or counterclockwise to
select a program type. The list is alphabetical. The display will show TAPE and an arrow
showing which side of the tape is playing. Page REV 3 : Press this button to reverse the tape
rapidly. Press it again to return to playing speed. The radio will play the last selected station
while the tape reverses. The station frequency and REV will appear on the display. It will still
play tapes, but you should clean it as soon as possible to prevent damage to the tapes and
player. TRACK and the track number will appear on the display. If you hold the button or the

right SEEK arrow, or press it more than once, the player will continue moving forward through
the disc. With this feature, your audio system adjusts automatically to make up for road and
wind noise as you drive. Each choice allows for more volume compensation at faster vehicle
speeds. Turn the knob to increase or decrease bass. RDS mode gives you many useful new
features. With RDS, the radio can: Seek only to stations with the types of programs you want to
listen to, seek to stations with traffic announcements, receive announcements concerning local
and national emergencies, and PTY and the light next to the button will turn on. The last
selected PTY will appear on the display for five seconds. Turn the P knob to select the PTY you
want to listen to. Turn the knob to adjust the sound to the left or right speakers. Page To insert
multiple discs do the following: 1. Turn the ignition on. Press and hold the LOAD button for two
seconds. You will then hear a beep and the light, located to the right of the slot, will begin to
flash. Page : This button will eject a disc or discs. Do the following to eject: Press and release
the eject button to eject the disc that is currently playing, or to remove all of the discs, press
this button for two seconds, you will hear a beep, and the light will flash to let you know when a
disc is being ejected. Page RDM: With random, you can listen to the tracks in random, rather
than sequential order, on all of the discs or on one disc. To use random, do the following: Press
and release the RDM button to play the tracks on all of the discs that are loaded, in random
order. This feature is capable of saving 20 track selections. The disc player must be on with at
least one disc loaded. The disc player must be on. S appear on the display. A beep will be
heard, followed by two beeps after two seconds and a final beep will be heard after four
seconds. The longer range, however, can cause stations to interfere with each other. AM can
pick up noise from things like storms and power lines. Try reducing the treble to reduce this
noise if you ever get it. Cassette tapes should be stored in their cases away from contaminants,
direct sunlight and extreme heat. Page Care Of Your Compact Discs When the cleaning cassette
has been ejected, the cut tape detection feature is active again. You may also choose a non
scrubbing action, wet cleaner which uses a cassette with a fabric belt to clean the tape head.
This type of cleaning cassette will not eject on its own. If the mast should ever become slightly
bent, you can straighten it out by hand. If the mast is badly bent, as it might be by vandals, you
should replace it. Please start with a very important safety device in your vehicle: Buckle up.
Page Drunken Driving Drunken Driving Death and injury associated with drinking and driving is
a national tragedy. Alcohol affects four things that anyone needs to drive a vehicle: Judgment
Muscular Coordination Vision A person who consumes food just before or during drinking will
have a somewhat lower BAC level. Page The body takes about an hour to rid itself of the alcohol
in one drink. No amount of coffee or number of cold showers will speed that up. A person with
even a moderate BAC might not be able to react quickly enough to avoid the collision. They are
the brakes, the steering and the accelerator. All three systems have to do their work at the
places where the tires meet the road. Some people drive in spurts heavy acceleration followed
by heavy braking rather than keeping pace with traffic. This is a mistake. Your brakes may not
have time to cool between hard stops. Your brakes will wear out much faster if you do a lot of
heavy braking. Suddenly an animal jumps out in front of you. You slam on the brakes and
continue braking. A computer senses that wheels are slowing down. If one of the wheels is
about to stop rolling, the computer will separately work the brakes at each front wheel and at
both rear wheels. Then you suddenly accelerate. Both control systems steering and
acceleration their work where the tires meet the road. Adding the sudden acceleration can
demand too much of those places. You can lose control. What should you do if this ever
happens? Ease up on the accelerator pedal, steer the vehicle the way you want it to go, and
slow down. Page Off - Road Recovery An emergency like this requires close attention and a
quick decision. But you have to act fast, steer quickly, and just as quickly straighten the wheel
once you have avoided the object. Page Passing Passing The driver of a vehicle about to pass
another on a lane highway waits for just the right moment, accelerates, moves around the
vehicle ahead, then goes back into the right lane again. A simple maneuver? Not necessarily!
Passing another vehicle on a two highway is a potentially dangerous move, since the passing
vehicle occupies the same lane as oncoming traffic for several seconds. Page Loss Of Control
Check your mirrors, glance over your shoulder and start your left lane change signal before
moving out of the right lane to pass. When you are far enough ahead of the passed vehicle to
see its front in your inside mirror, activate your right lane change signal and move back into the
right lane. Page Driving At Night A cornering skid and an acceleration skid are best handled by
easing your foot off the accelerator pedal. If your vehicle starts to slide, ease your foot off the
accelerator pedal and quickly steer the way you want the vehicle to go. If you start steering
quickly enough, your vehicle may straighten out. Page Here are some tips on night driving.
Drive defensively. Adjust your inside rearview mirror to reduce the glare from headlamps
behind you. Page Driving too fast through large water puddles or even going through some car

washes can cause problems, too. The water may affect your brakes. Try to avoid puddles. So
much water can build up under your tires that they can actually ride on the water. When your
vehicle is hydroplaning, it has little or no contact with the road. If you try to drive through
flowing water, as you might at a low water crossing, your vehicle can be carried away. As little
as six inches of flowing water can carry away a smaller vehicle. Page Freeway Driving Here are
ways to increase your safety in city driving: Know the best way to get to where you are going.
Get a city map and plan your trip into an unknown part of the city just as you would for a cross
country trip. Page The most important advice on freeway driving is: Keep up with traffic and
keep to the right. Drive at the same speed most of the other drivers are driving. Too slow driving
breaks a smooth traffic flow. Treat the left lane on a freeway as a passing lane. At the entrance,
there is usually a ramp that leads to the freeway. Try to be well rested. Wear comfortable
clothing and shoes you can easily drive in. Or is it just plain falling asleep at the wheel? Call it
highway hypnosis, lack of awareness, or whatever. There is something about an easy stretch of
road with the same scenery, along with the hum of the tires on the road, the drone of the engine,
and the rush of the wind against the vehicle that can make you sleepy. Keep your vehicle in
good shape. Check all fluid levels and also the brakes, tires, cooling system and transmission.
Page Winter Driving Winter Driving Here are some tips for winter driving: Have your vehicle in
good shape for winter. You may want to put winter emergency supplies in your vehicle. Include
an ice scraper, a small brush or broom, a supply of windshield washer fluid, a rag, some winter
outer clothing, a small shovel, a flashlight, a red cloth and reflective warning triangles. However,
if there is snow or ice between your tires and the road, you can have a very slippery situation.
Put on extra clothing or wrap a blanket around you. If you have no blankets or extra clothing,
make body insulators from newspapers, burlap bags, rags, floor mats anything you can wrap
around yourself or tuck under your clothing to keep warm. Page Recreational Vehicle Towing
Run your engine only as long as you must. This saves fuel. When you run the engine, make it
go a little faster than just idle. That is, push the accelerator slightly. This uses less fuel for the
heat that you get and it keeps the battery or batteries charged. The label shows the size of your
original tires and the inflation pressures needed to obtain the gross weight capacity of your
vehicle. Put things in the cargo area of your vehicle. Try to spread the weight evenly. Never
stack heavier things, like suitcases, inside the vehicle so that some of them are above the tops
of the seats. Page Towing A Trailer Add-On Equipment When you carry removable items, you
may need to put a limit on how many people you carry inside your vehicle. Be sure to weigh
your vehicle before you buy and install the new equipment. It depends on how you plan to use
your rig. For example, speed, altitude, road grades, outside temperature and how much your
vehicle is used to pull a trailer are all important. And, it can also depend on any special
equipment that you have on your vehicle. The following chart shows how much your trailer can
weigh, based upon vehicle model and options. Trailer Weight lbs. The weight of additional
equipment, passengers and cargo in the towing vehicle must be subtracted from the above
maximum trailer weights. Page Safety Chains Safety Chains You should always attach chains
between your vehicle and your trailer. Cross the safety chains under the tongue of the trailer to
help prevent the tongue from contacting the road if it becomes separated from the hitch.
Instructions about safety chains may be provided by the hitch manufacturer or by the trailer
manufacturer. It can cause unconsciousness or death. To maximize your safety when towing a
trailer: Have your exhaust system inspected for leaks, and make necessary repairs before
Backing Up Hold the bottom of the steering wheel with one hand. Then, to move the trailer to
the left, just move that hand to the left. When towing at high altitude on steep uphill grades,
consider the following: Engine coolant will boil at a lower temperature than at normal altitudes.
See the Maintenance Schedule for more on this. They also let police know you have a problem.
Your front and rear turn signal lamps will flash on and off. Push the button located at the top of
the steering column all the way down to make your front and rear turn signals flash on and off.
Set one up at the side of the road about feet m behind your vehicle. Jump Starting If your
battery has run down, you may want to use another vehicle and some jumper cables to start
your vehicle. Page 1. Check the other vehicle. It must have a 12 battery with a negative ground
system. If you have a diesel engine vehicle with two batteries or more you should know before
you begin that, especially in cold weather, you may not be able to get enough power from a
single battery in another The repairs would not be covered by your warranty. Open the hoods
and locate the batteries. Keep your hands away from moving parts once the engine is running. If
they do, you could get a shock. The vehicles could be damaged, too. Page 7. Now connect the
black negative cable to 9. Page Remove the cap on the ground location before using. Now start
the vehicle with the good battery and run the engine for a while. Try to start the vehicle with the
dead battery. Page Towing Your Vehicle To disconnect the jumper cables from both vehicles, do
the following: 1. Disconnect the black negative heavy, unpainted metal engine part on the

vehicle that had the dead battery. Disconnect the black negative the negative terminal on the
vehicle with the good battery. Stay away from the engine if you see or hear steam coming from
it. Just turn it off and get everyone away from the vehicle until it cools down. Sometimes the
engine can get a little too hot when you: Climb a long hill on a hot day. Stop after high speed
driving. Radiator Pressure Cap B. Coolant Recovery Tank C. If you do, you can be burned. If you
run the engine, it could lose all coolant. That could cause an engine fire, and you could be
burned. Coolant contains ethylene glycol and it will burn if the engine parts are hot enough. You
can remove the radiator pressure cap when the cooling system, including the radiator pressure
cap and upper radiator hose, is no longer hot. Turn the pressure cap slowly counterclockwise
until it first stops. Page 3. Fill the radiator with the proper DEX coolant mixture, up to the base of
the filler neck. COOL 4. Page 6. Start the engine and let it run until you can feel the upper
radiator hose getting hot. Watch out for the engine cooling fan. By this time, the coolant level
inside the radiator filler neck may be lower. When the clutch is engaged, the fan spins faster to
provide more air to cool the engine. In most everyday driving conditions, the fan is spinning
slower and the clutch is not fully engaged. Turn on your hazard warning flashers. The vehicle
can slip off the jack and roll over you or other people. You will use the ratchet and extension to
lower the spare tire. A flat rear tire reduces clearance to remove the spare tire. If there is less
than 12 inches Page For vans with the 15 passenger seating arrangement, the jack is secured
on the rear passenger side floor of the vehicle. Remove the retaining wing bolt and lift it out of
the mounting bracket. Set the jack and jacking equipment near the flat tire. Page Turn the
ratchet counterclockwise to lower the spare tire to the ground. If you are changing a flat rear tire
and the vehicle is already jacked up, use the jack handle and extension to hook the cable. Then
pull the spare from beneath the vehicle. Page Jacking Tool Storage A. Socket B. Jack Handle C.
Ratchet D. Jacking Tool Storage Box E. You will need to take off the wheel nut caps to reach
your wheel nuts. When using the ratchet and socket, make sure the DOWN side faces you.
Loosen the plastic nut caps. Page Spare Tire 3. Remove the center cap. With the DOWN side
facing you, use the ratchet and socket to loosen all the wheel nuts. The jack has a bolt on the
end. Attach the socket end of the extension to the jack bolt. Attach the ratchet to the extension
with the UP side facing you. Turn the ratchet clockwise. That will raise the jack lift head a little.
Page 4. Position jack under the vehicle as shown. If the vehicle slips off the jack, you could be
badly injured or killed. Never get under a vehicle when it is supported only by a jack. Page 5.
Raise the vehicle by turning the ratchet clockwise. Make sure the UP mark faces you. Raise the
vehicle far enough off the ground so there is enough room for the spare tire to fit. Remove all
the wheel nuts, and take off the flat tire. The wheel could come off and cause an accident. When
you change a wheel, remove any rust or dirt from the places where the wheel attaches to the
vehicle. Tighten the nuts firmly in a crisscross sequence as shown. Turn the wheel wrench
clockwise. This could lead to an accident. Be sure to use the correct wheel nuts. In a sudden
stop or collision, loose equipment could strike someone. Store all these in the proper place. Pull
the wheel toward the rear of the vehicle, 4. Attach the ratchet, with the UP side facing you, to
keeping the cable tight. Put the flat end of the extension on an angle through the hole in the rear
door frame, above the bumper. Raise the tire fully against the underside of the vehicle. The
spare tire hoist cannot be overtightened. Page Section 6 Service and Appearance Care Here you
will find information about the care of your vehicle. This section begins with service and fuel
information, and then it shows how to check important fluid and lubricant levels. There is also
technical information about your vehicle, and a part devoted to its appearance care. Be sure you
have sufficient knowledge, experience, the proper replacement parts and tools before you
attempt any vehicle maintenance task. Canada Only Be sure the posted octane is at least If the
octane is less than 87, you may get a heavy knocking noise when you drive. Page Fuels In
Foreign Countries To provide cleaner air, all gasolines in the United States are now required to
contain additives that will help prevent deposits from forming in your engine and fuel system,
allowing your emission control system to function properly. Therefore, you should not have to
add anything to the fuel. While refueling your vehicle, hang the cap by the tether from the hook
on the filler door. Page Filling A Portable Fuel Container When you put the cap back on, turn it
to the right clockwise until you hear a clicking sound. Make sure you fully install the cap. Keep
hands, clothing and tools away from any underhood electric fan. Page Then go to the front of
the vehicle and release the secondary hood release. Lift the hood, release the hood prop from
its retainer and put the hood prop into the slot in the hood hinge. The underhood lamp if
equipped will automatically come on and stay on until the hood is closed. Battery B. Engine Oil
Dipstick D. Engine Oil Fill E. Transmission Dipstick F. Power Steering Reservoir H. Brake Master
Cylinder I. Page Noise Control System Before closing the hood, be sure all the filler caps are on
properly. Then lift the hood to relieve pressure on the hood prop. Remove the hood prop from
the slot in the hood and return the prop to its retainer. Then let the hood down and close it

firmly. Page Checking Engine Oil Engine: Removal or rendering engine speed governor if
equipped inoperative so as to allow engine speed to exceed manufacturer specifications. Fan
and Drive: Removal of fan clutch if equipped or rendering clutch inoperative. Removal of the fan
shroud if equipped. Air Intake: Removal of the air cleaner silencer. Pull out the dipstick and
clean it with a paper towel or cloth, then push it back in all the way. Do not use any oil which
does not carry this starburst symbol. These numbers on an oil container show its viscosity, or
thickness. Change the oil and filter every 7, miles 12 km or 12 months occurs first. Driving a
vehicle with a fully warmed engine under highway conditions causes engine oil to break down
slower. Unhook the retainer clips and remove the cover. The air cleaner not only cleans the air,
it stops flame if the engine backfires. Page How To Check How to Check Because this operation
can be a little difficult, you may choose to have this done at the dealership service department.
If you do it yourself, be sure to follow all the instructions here, or you could get a false reading
on the dipstick. Page Checking the Fluid Level Prepare your vehicle as follows: Park your
vehicle on a level place. Keep the engine running. With your foot on the brake pedal, move the
shift lever through each gear range, pausing for about three seconds in each range. Page How
To Add Fluid 3. Check both sides of the dipstick, and read the lower level. The fluid level must
be in the COLD area, below the cross hatched area, for a cold check or in the HOT area or cross
hatched area for a hot check. In addition, the engine coolant will require change sooner 30,
miles 50 km or 24 months, whichever occurs first. Too much water in the mixture can freeze and
crack the engine, radiator, heater core and other parts. CAUTION: Turning the radiator pressure
cap when the engine and radiator are hot can allow steam and scalding liquids to blow out and
burn you badly. With the coolant recovery tank, you will almost never have to add coolant at the
radiator. NOTICE: Your radiator cap is a pressure must be tightly installed to prevent coolant
loss and possible engine damage from overheating. Be sure the arrows on the cap line up with
the overflow tube on the radiator filler neck. Page Windshield Washer Fluid When to Check
Power Steering Fluid It is not necessary to regularly check power steering fluid unless you
suspect there is a leak in the system or you hear an unusual noise. A fluid loss in this system
could indicate a problem. Have the system inspected and repaired. Water can cause the
solution to freeze and damage your washer fluid tank and other parts of the washer system.
Page The other reason is that fluid is leaking out of the brake system. Use new brake fluid from
a sealed container only. Always clean the brake fluid reservoir cap and the area around the cap
before removing it. Disc brake pads have built in wear indicators that make a high pitched
warning sound when the brake pads are worn and new pads are needed. The sound may come
and go or be heard all the time your vehicle is moving except when you are pushing on the
brake pedal firmly. Page Brake Adjustment Brake Adjustment Every time you make a brake
stop, your disc brakes adjust for wear. If your brake pedal goes down farther than normal, your
rear drum brakes may need adjustment. Adjust them by backing up and firmly applying the
brakes a few times. Replacing Brake System Parts The braking system on a vehicle is complex.
This will help keep your battery from running down. Page Sealed Beam Headlamp 1. Remove
the four screws from the headlamp retainer. Pull the retainer out and set it aside. Unplug the
lamp assembly from the connector. Remove the old headlamp 4. Install a new headlamp into the
assembly. Reinstall the new bulb into the socket and return it to the headlamp assembly. Page
Sidemarker Lamps 2. Remove the lamp from the grille. Squeeze the tab on the side of the bulb
assembly while turning it counterclockwise. Remove the bulb assembly from the back of the
lens and replace the bulb. Turn the socket clockwise to reinstall it in the lens assembly. Unclip
the bottom of the lamp from the grille. Pull the bulb straight out to remove it. Install the new
bulb. Reverse these steps to reinstall the lamp. Taillamps 1. Open the rear door. Push the
socket protector until you can see the fasteners. Remove the nuts with a deep socket wrench.
Remove the hidden upper nuts. Lift the lamp as you turn it toward the rear of the vehicle.
Squeeze the tab on the side of the sockets while turning them counterclockwise. Page
Windshield Wiper Blade Replacement 7. Turn the old bulb counterclockwise to remove it.
Reverse the above steps to reinstall the lamp. Press down on the blade assembly pivot locking
tab. Pull down on the blade assembly to release it from the wiper arm hook. The insert has two
notches at one end that are locked by bottom claws of the blade assembly. At the notched end,
pull the insert from the blade assembly. Any time you notice unusual wear, rotate your tires as
soon as possible and check wheel alignment. Also check for damaged tires or wheels. Page If
your vehicle has dual rear wheels, always use one of the correct rotation patterns shown here
when rotating your tires. When you install dual wheels, be sure the vent holes in the inner and
outer wheels on each side are lined up. Some commercial truck tires may not have treadwear
indicators. When you get new tires, get ones with that same TPC Spec number. Page Uniform
Tire Quality Grading Uniform Tire Quality Grading Quality grades can be found where applicable
on the tire sidewall between tread shoulder and maximum section width. Sustained high

temperature can cause the material of the tire to degenerate and reduce tire life, and excessive
temperature can lead to sudden tire failure. It could affect the braking and handling of your
vehicle, make your tires lose air and make you lose control. You could have a collision in which
you or others could be injured. Use chains that are the proper size for your tires. Install them on
the tires of the rear axle. Tighten them as tightly as possible with the ends securely fastened.
Page Special Fabric Cleaning Problems Special Fabric Cleaning Problems Stains caused by
such things as catsup, coffee black , egg, fruit, fruit juice, milk, soft drinks, vomit, urine and
blood can be removed as follows: 1. Carefully scrape off excess stain, then sponge the soiled
area with cool water. Page Cleaning Glass Surfaces Cleaning the Top of the Instrument Panel
Use only mild soap and water to clean the top surfaces of the instrument panel. Sprays
containing silicones or waxes may cause annoying reflections in the windshield and even make
it difficult to see through the windshield under certain conditions. Page Washing Your Vehicle
Grime from the windshield will stick to the wiper blades and affect their performance. Clean the
blade by wiping vigorously with a cloth soaked in full windshield washer solvent. Then rinse the
blade with water. Check the wiper blades and clean them as necessary; replace blades that look
worn. Page Finish Care Finish Care Occasional waxing or mild polishing of your vehicle by
hand may be necessary to remove residue from the paint finish. You can get GM approved
cleaning products from your dealer. Rinse with clean water. After rinsing thoroughly, dry with a
soft clean towel. A wax may then be applied. The surface of these wheels is similar to the
painted surface of your vehicle. Page Chemical Paint Spotting Finish Damage Any stone chips,
fractures or deep scratches in the finish should be repaired right away. Bare metal will corrode
quickly and may develop into a major repair expense. Minor chips and scratches can be
repaired with touch materials available from your dealer or other service outlets. You can see it
if you look through the windshield from outside your vehicle. Some add on electrical equipment
can keep other components from working as they should. You can remove the cover by turning
the fastener counterclockwise. You can remove fuses with a fuse extractor. The fuse extractor
is mounted to the fuse block access door. When adding, be sure to fill to the appropriate level
or as recommended in this manual. See refrigerant charge label under the hood for charge
capacity information and requirements. Add enough engine oil so that the fluid is within the
proper operating range. Variation in oil filter size and oil cooler drainback can cause different fill
levels. Page Normal Maintenance Replacement Parts Normal Maintenance Replacement Parts
Replacement Parts Replacement part numbers listed in this section are based on the latest
information available at the time of printing, and are subject to change. If a part listed in this
manual is not the same as the part used in your vehicle when it was built, or if you have any
questions, please contact your GM dealer. Page Section 7 Maintenance Schedule This section
covers the maintenance required for your vehicle. Your vehicle needs these services to retain
its safety, dependability and emission control performance. The Plan supplements your new
vehicle warranties. See your Warranty and Owner Assistance booklet or your dealer for details.
Introduction Your Vehicle and the Environment Proper vehicle maintenance not only helps to
keep your vehicle in good working condition, but also helps the environment. You may drive
very short distances only a few times a week. Or you may drive long distances all the time in
very hot, dusty weather. This is particularly important when outside temperatures are below
freezing. Fuel Filter Replacement. Every 50, Miles 83 km : Automatic Transmission Service
vehicles over GVWR or driven under severe conditions or equipped with diesel engine. Do not
use this schedule if the vehicle is used for trailer towing, driven in a dusty area or used off
paved roads. The services shown at , miles km should be performed at the same interval after ,
miles km. An Emission Control Service. Lubricate chassis components or every 3 months,
whichever occurs first. See footnote. Check axle fluid level and add fluid as needed. Rotate
tires. Adjust or replace as required. This is a Noise Emission Control Service. Clean and repack
the front wheel bearings or at each brake relining, whichever occurs first. Diesel Engine Only:
Check the air intake system installation to assure that gaskets are properly sealed and that all
hose connections, fasteners and other components are tight. Applicable only to vehicles sold in
the United States. Check all fuel and vapor lines and hoses for proper hook Check that the
purge valve works properly if equipped. Replace as needed. See footnote Diesel Engine Only:
Replace engine air cleaner filter. Replace filter if necessary. Lubricate chassis components or
every 12 months, whichever occurs first. Also check to be sure that the air cleaner housing is
properly seated and the cover fits tightly. Check all fuel and vapor lines and hoses for proper
hook Check that the purge valve works properly, if equipped. Gasoline Engine Only: Replace
spark plugs. Inspect hoses. Clean radiator, condenser, pressure cap and neck. Pressure test the
cooling system and pressure cap. Page Part B: Owner Checks And Services Part B: Owner
Checks and Services Listed in this part are owner checks and services which should be
performed at the intervals specified to help ensure the safety, dependability and emission

control performance of your vehicle. Be sure any necessary repairs are completed at once.
Whenever any fluids or lubricants are added to your vehicle, make sure they are the proper
ones, as shown in Part D. Look for any other loose or damaged safety belt system parts. If you
see anything that might keep a safety belt system from doing its job, have it repaired. Body
Lubrication Service Lubricate all hood hinges, hood prop rod pivot, fuel filler door, rear
compartment hinges, latches, locks, hood latch assembly, secondary latch, pivots, spring
anchor, release pawl and any moving seat hardware. If it does, you or others could be injured.
Follow the steps below. Before you start, be sure you have enough room around the vehicle.
You or others could be injured and property could be damaged. Make sure there is room in front
of your vehicle in case it begins to roll. Page Part C: Periodic Maintenance Inspections Part C:
Periodic Maintenance Inspections Listed in this part are inspections and services which should
be performed at least twice a year for instance, each spring and fall. Page Throttle System
Inspection Throttle System Inspection Gasoline Engine Inspect the throttle system for
interference or binding, and for damaged or missing parts. Replace parts as needed. Replace
any components that have high effort or excessive wear. Do not lubricate accelerator and cruise
control cables. Rear Axle Service Check the gear lubricant level in the rear axle and add if
needed. Do not add Differential friction modifier. Page Part E: Maintenance Record Part E:
Maintenance Record After the scheduled services are performed, record the date, odometer
reading and who performed the service in the boxes provided after the maintenance interval.
Also, you should retain all maintenance receipts. Your owner information portfolio is a
convenient place to store them. Page Section 8 Customer Assistance Information Here you will
find out how to contact Chevrolet if you need assistance. This section also tells you how to
obtain service publications and how to report any safety defects. Page Customer Satisfaction
Procedure Customer Satisfaction Procedure Your satisfaction and goodwill are important to
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your dealer and to Chevrolet. Sometimes, however, despite the best intentions of all concerned,
misunderstandings can occur. That is why we suggest you follow Step One first if you have a
concern. As the owner of a Chevrolet, membership in Roadside Assistance is free. Roadside
Assistance is available 24 hours a day, Please see your selling dealer for details. Courtesy Care
is available to retail and retail lease Page Courtesy Transportation Transportation Options
Warranty service can generally be completed while you wait. However, if you are unable to wait
Chevrolet helps minimize your inconvenience by providing several transportation options.
Depending on the circumstances, This requires that you sign and complete a rental agreement
and meet state, local and rental vehicle provider requirements. This manual is also suitable for:
Express van Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

