2001 ford ranger xlt repair manual

The crankshaft, the crankshaft sprocket and the pulley are. For that reason, the crankshaft
sprocket can also be moved when the crankshaft pulley is turned in the. Disconnect the battery
ground cable. For additional information, refer to. Remove the upper gearshift lever and the
outer gearshift lever boot and console assembly as an assembly. Raise and support the vehicle.
If transmission disassembly is necessary, remove the drain plug, and drain the transmission
fluid. Install the drain plug after draining all of the fluid. Disconnect the electrical connector
from the reversing lamp switch. Disconnect the electrical connector from the vehicle speed
sensor VSS. Disconnect the heated oxygen sensor HO2S electrical connector from the bracket.
Disconnect the wiring harness from the bracket. Automobile Ford Escort Workshop Manual 10
pages. Ford motor company ford e owner's guide 32 pages. The crankshaft, the crankshaft
sprocket and the pulley are fitted together by friction between the flange faces on each part.
Page 2 Ranger Workshop Manual Page 2 of 4 8. Disconnect the electrical connectors from the
heated oxygen sensors HO2S. Remove the starter motor. For additional information, refer to
Section Never hammer on the driveshaft or any of its components to disconnect the yoke from
the flange. Page 3 Ranger Workshop Manual Page 3 of 4 Remove the bolts retaining the
catalytic converter to the muffler. Discard the exhaust converter outlet gasket. While supporting
the exhaust inlet crossover pipe and the catalytic converter assembly, remove the exhaust
hanger from the insulator. Position the exhaust assembly aside. Page 4 Ranger Workshop
Manual Page 4 of 4 Remove the six bolts retaining the crossmember to the frame. Remove the
nuts and the crossmember. NOTE: Lower the transmission enough to gain access to the upper
bolts retaining the transmission to the engine. Remove the nine bolts retaining the transmission
to the engine. Print page 1 Print document 4 pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL. This manual is
specific to a Ford Ranger. RepairSurge is compatible with any internet-enabled computer,
laptop, smartphone or tablet device. It is very easy to use and support is always free. We wish
we could just show you the entire manual before you buy, but our publishing agreement with
the auto manufacturers prevents this. We know this sounds crazy. It's a stupid rule in our
opinion, but they authorize our manuals and that's what their lawyers require. Here are some of
the comments we have received from users of RepairSurge. These customers have agreed to
allow us to publicly display their testimonials. We know buying anything online is a risk. Once
again, we wish we could just show you the entire manual before you buy, but our publishing
agreement with the auto manufacturers prevents this. We'll get you the repair information you
need, every time, or your money back. Manufacturer: Ford. Model: Ranger. Production Year:
Step by Step Instructions. Comprehensive Diagrams. Diagnostic Procedures. Wiring Diagrams.
Here is what you'll get. Step-by-step factory recommended repair instructions. Unlimited access
to personal support reps who are always available to assist you. We can answer your questions
about using the software or help you find the specific information you need for your Ford
Ranger. Free real-time updates! Your manual is updated with revised information as soon as it
is released. Access on your terms. Unlimited access to your Ford Ranger manual on a yearly
basis. We'll get you the repair information you need, every time, or we'll refund your purchase in
full. Can I see what the manual looks like? See our guarantee below. You are protected in case
the manual turns out to not be what you need. What Satisfied Mechanics Are Saying. Exactly as
advertised, quick and easy transaction. Get Your Manual. Your satisfaction is guaranteed and
your online transaction is protected by safe and secure SSL encryption technology. Slideshare
uses cookies to improve functionality and performance, and to provide you with relevant
advertising. If you continue browsing the site, you agree to the use of cookies on this website.
See our User Agreement and Privacy Policy. See our Privacy Policy and User Agreement for
details. Published on Aug 22, It is this level of detail, along with hundreds of photos and
illustrations, that guide the reader through each service and repair procedure. Complete
download comes in pdf format which can work under all PC based windows operating system
and Mac also, All pages are printable. Using this repair manual is an inexpensive way to keep
your vehicle working properly. SlideShare Explore Search You. Submit Search. Home Explore.
Successfully reported this slideshow. We use your LinkedIn profile and activity data to
personalize ads and to show you more relevant ads. You can change your ad preferences
anytime. Upcoming SlideShare. Like this document? Why not share! Embed Size px. Start on.
Show related SlideShares at end. WordPress Shortcode. Published in: Automotive. Full Name
Comment goes here. Are you sure you want to Yes No. Be the first to like this. No Downloads.
Views Total views. Actions Shares. No notes for slide. The power steering pump is mounted to
the engine and driven by the engine accessory drive belt. Power steering fluid flows into the
pump from the reservoir. The power steering fluid is then trapped between the pump vanes and
moved to the high-pressure side of the pump creating a flow of fluid. The restriction of this flow
by the steering gear creates the pressure that provides the steering assist. This action prevents

damage to the system and provides the correct level of assist during all engine speeds. While
under pressure, the power steering fluid flows through the high-pressure power steering line to
the steering gear. The fluid exits the gear and flows through the return line, cooler and finally to
the reservoir. The reservoir slows the fluid, allows air to escape and filters the fluid before
returning it to the pump. All vehicles 1. Using a suitable suction device, remove the power
steering fluid from the reservoir. Compress the clamp and disconnect the return hose.
Compress the clamp and disconnect the power steering pump supply hose. Remove the 3 bolts
and the power steering fluid reservoir. Remove the 2 bolts and the power steering fluid
reservoir. All vehicles 6. To install, reverse the removal procedure. Fill the power steering
system. Remove the power steering fluid reservoir nut. Remove the power steering pump
pulley. For additional information, refer to Power Steering Pump Pulley - 2. Disconnect the
pressure line-to-pump fitting. Remove the 4 power steering pump bolts and the power steering
pump. For additional information, refer to Power Steering Pump Pulley - 3. Remove the 3 bolts
and the power steering pump. Remove the engine cooling fan. Compress the clamp and
disconnect the power steering pump supply hose from the power steering fluid reservoir.
Compress the clamp and disconnect the power steering pump supply hose from the power
steering pump. To install, reverse removal procedure. Remove the air cleaner outlet pipe. Rotate
the accessory drive belt tensioner counterclockwise and position the accessory drive belt
aside. Using the special tool, remove the power steering pump pulley. Using the special tool,
install the power steering pump pulley. Inspect the pulley for paint marks in the web area near
the hub. If there are 2 paint marks, discard the pulley and install a new one. If there is 1 paint
mark or no paint marks, use a paint pencil to mark the web area of the pulley near the hub.
Rotate the tensioner counterclockwise and position the belt on the power steering pump pulley.
Install the air cleaner outlet pipe. Loosen the power steering pump pulley bolts. Remove the 3
bolts and the power steering pump pulley. Special Tools Material Fig. Remove the wheel and
tire. Loosen the tie-rod jam nuts. Remove the outer tie-rod end cotter pin and nut. Using the
special tool, disconnect the outer tie-rod end. If the seal is not airtight, the vacuum generated
during turning may draw water and foreign material into the gear and damage internal
components. Zip ties do not produce an airtight seal and must not be used. Water and foreign
material trapped in the grease may damage the joint. CAUTION: If present, the orientation of the
vent tubes must be noted so the boots and vent tubes may be installed in their original
locations. Incorrect venting may lead to internal component damage. Remove the outer tie-rod
end. Remove the tie-rod jam nut. Remove the inner and outer bellows boot clamps. Remove the
bellows boot. Using the special tool, remove the inner tie rod. NOTE: Count and record the
number of times the outer tie-rod end turns for assembly reference. Torsion bar suspension
vehicles Loosen the tie-rod jam nut. Remove the steering gear. Remove the outer tie-rod end
and jam nut. All vehicles NOTE: Count and record the number of times the outer tie-rod end
turns for assembly reference. Thoroughly clean and inspect all the parts to be reused. Install
new parts as necessary. Check that the bellows boot seal is positioned correctly over the
steering gear housing bead at the large inside diameter ID and is in the inner tie-rod groove at
the small ID. Check and if necessary adjust the front toe. This material is extremely harmful to
the steering gear. NOTE: Lubricate the inner tie rod inside groove with steering gear grease
where the bellows boot is clamped. Remove the 2 power steering fluid cooler nuts. Compress
the clamps and disconnect the 2 power steering fluid cooler hoses. Remove the front wheels
and tires. Place the steering wheel in the straight-ahead position and remove the ignition key.
Remove the power steering fluid cooler. For additional information, refer to Power Steering
Fluid Cooler. All vehicles 4. Remove the outer tie-rod end cotter pins and nuts. Using special
tool, separate the outer tie-rod ends from the wheel spindles. NOTE: Remove the adapter from
the ball end of the special tool. Apply a small amount of grease to the tie-rod end stud and the
ball of the special tool. Remove the lower steering column shaft-to-steering gear bolt and
disconnect the lower steering column shaft from the gear. Remove the steering line clamp plate
nut and disconnect the pressure and return lines. Plug or cap the return line, pressure line and
the steering gear ports to prevent the entry of dirt. Remove the 2 steering gear nuts and the 2
steering gear studs. If necessary, remove the outer tie-rod ends. Check and, if necessary, adjust
the front toe. If there is evidence that the steering column has rotated, the clockspring must be
removed and recentered. Using the special tool, separate the outer tie-rod ends from the wheel
knuckles. Remove the outer tie-rod ends. Remove the stabilizer bar and link. Remove the lower
steering column shaft-to-steering gear bolt and disconnect the shaft from the steering gear.
Remove the 2 steering gear nuts and steering gear studs. Rotate the steering gear control valve
housing toward the front of the vehicle. CAUTION: Do not allow the steering column to rotate
while the steering column shaft is disconnected from the steering gear or damage to the
clockspring may result. Turn the steering gear input shaft to the right until the stop is reached.

Move the steering gear as far to the RH side of the vehicle as possible. Move the LH inner tie rod
forward to clear the frame crossmember. Count and record the number of turns required. Install
the steering gear into the RH opening of the crossmember. CAUTION: Handle the steering gear
with caution to avoid damage to fluid transfer tubes and to avoid dimples in the steering gear
bellows boot. NOTE: Make sure the steering gear input shaft is turned to the left until the stop is
reached. NOTE: Make sure the steering gear control valve housing is turned toward the front of
the vehicle. Move the LH inner
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tie rod into the opening in the crossmember and move the steering gear into position. Rotate
the steering gear control valve housing toward the rear of the vehicle. Install the 2 steering gear
studs. Install the 2 steering gear nuts. Position the pressure and return lines and install the
steering line clamp plate nut. Connect the steering column shaft to the steering gear and install
a new bolt. Install the stabilizer bar and link. Install the outer tie-rod ends. Position the outer
tie-rod ends and install the nuts and new cotter pins. Install the power steering fluid cooler. All
vehicles Tighten the tie-rod jam nuts. If there is evidence that the steering column has rotated,
the clockspring must be removed and re-centered. Thank you very much for your reading. You
just clipped your first slide! Clipping is a handy way to collect important slides you want to go
back to later. Now customize the name of a clipboard to store your clips. Visibility Others can
see my Clipboard. Cancel Save.

