2002 ford explorer repair manual online

Quick Links. See also: Workshop Manual , Owner's Manual. Instrument Cluster. Warning and
control lights. Entertainment Systems. Rear seat controls. Climate Controls. Manual heating and
air conditioning. Rear window defroster. Driver Controls. Power windows. Speed control. Locks
and Security. Anti-theft system. Ford motor company ford excursion owner's guide 40 pages.
Ford motor company ford explorer sport trac owner's guide 16 pages. Automobile Ford Escape
Workshop Manual 13 pages. Ford motor company ford crown victoria owner's guide 16 pages.
Ford motor company ford f owner's guide pages. Page 3 Ford Motor Company. Ford may
change the contents without notice and without incurring obligation. Please take the time to get
well acquainted with your vehicle by reading this handbook. The more you know and
understand about your vehicle the greater the safety and pleasure you will derive from driving
it. Page 5 Warning symbols on your vehicle When you see this symbol, it is imperative that you
consult the relevant section of this guide before touching or attempting adjustment of any kind.
Protecting the environment We must all play our part in protecting the environment. Page 6
Introduction These are some of the symbols you may see on your vehicle. Many lights will
illuminate when you start your vehicle to make sure the bulb works. Page 9 Instrument Cluster
Anti-lock brake system: If the ABS light stays illuminated or continues to flash, a malfunction
has been detected, have the system serviced immediately. Normal braking is still functional
unless the brake warning light also is illuminated. Air bag readiness: If this light fails to
illuminate when ignition is turned to ON, continues to flash or remains on, have the system
serviced Page 10 Instrument Cluster Four wheel drive low: Illuminates when four-wheel drive
low is engaged. Four wheel drive high: Illuminates when four-wheel drive high is engaged.
Speed control: Illuminates when the speed control is activated. Engine coolant temperature
gauge: Indicates engine coolant temperature. If it enters the red section, the engine is
overheating. Page 12 Instrument Cluster Odometer: Registers the total kilometers miles of the
vehicle. Trip odometer: Registers the kilometers miles of individual journeys. To reset, depress
the control. Tachometer: Indicates the engine speed in revolutions per minute. Driving with your
tachometer pointer continuously at the top of the scale may damage the engine. Page 13
Instrument Cluster Engine oil pressure gauge: Indicates engine oil pressure. If the needle falls
below the normal range, stop the vehicle, turn off the engine and check the engine oil level.
SCAN automatically finds a station, plays it for five seconds, then moves to the next station.
Press again to stop. Page 15 Entertainment Systems 4. Cassette door: Insert the cassette with
the opening to the right. The radio will resume playing. Tape: Press to start tape play. CD: Press
to start CD play. Page 16 Entertainment Systems Page 17 Tune: Works in radio mode only. CD:
Press to select CD mode. Page 19 Entertainment Systems 5. Fast forward: Press to start CD
play. To engage, simultaneously press the memory preset controls 3 and 5. Press again to
disengage. Fan speed adjustment: Controls the volume of air circulated in the vehicle.
Temperature selection: Controls the temperature of the airflow in the vehicle. Air flow
selections: Controls the direction of the airflow in the vehicle. Select 2. Modulate the
temperature control to maintain comfort. Set the fan speed to HI 5. Direct the outer instrument
panel vents towards the side windows To increase airflow to the outer instrument panel vents,
close the vents located in the middle of the instrument panel. Turns on the parking lamps,
instrument panel lamps, license plate lamps and tail lamps. Turns the headlamps on. Page 25
Lights High beams Push the lever toward the instrument panel to activate. Pull the lever
towards you to deactivate. Flash to pass Pull the lever toward you to activate. Release the lever
to deactivate. Page 26 Lights Headlamp aim adjustment The headlamps on your vehicle can
only be vertically adjusted. Your vehicle does not require horizontal aim adjustments. To adjust
the headlamps: 1. Park your vehicle on a level surface about 7. Page 27 5. Locate the vertical
adjuster for each headlamp. Adjust the aim by turning the adjuster control either clockwise to
adjust down or counterclockwise to adjust up. NOTE: Use a 4 mm socket or box wrench to turn
the vertical adjuster control. Replacing headlamp bulbs Do not touch the glass of a halogen
bulb. Page 29 6. Grasp the bulb only by its plastic base and do not touch the glass. The oil from
your hand could cause the bulb to break the next time the headlamps are operated. Open the
liftgate. Remove the two screws from the lamps assembly. Remove the lamp assembly. Rotate
the bulb socket counterclockwise and remove it from the lamp assembly. Carefully pull the bulb
straight out of the socket. Page 31 Replacing license plate lamp bulbs 1. Remove two screws
and the license plate lamp assembly. Remove the bulb socket from the lamp assembly by
turning counterclockwise. Install the new bulb s in reverse order. Replacing high-mount
brakelamp bulb 1. Remove the two screws and lamp assembly from vehicle. Speed dependent
wipers: when the wiper control is on, the speed of the wipers will automatically adjust with the
vehicle speed. Page 33 Driver Controls Changing the wiper blades 1. Pull the wiper arm away
from the vehicle. Turn the blade at an angle from the wiper arm. Push the lock pin manually to
release the blade and pull the wiper blade down toward the windshield to remove it from the

arm. Page 35 Driver Controls Install a garage door opener if equipped The storage compartment
can be used to hold a variety of aftermarket garage door openers. To install your garage door
opener: 1. Open the storage compartment door. Remove the storage clip and stow it away. Keep
power point caps closed when not in use. Press and hold the top part of the rocker switch to
close the window. Do not use the speed control in heavy traffic or on roads that are winding,
slippery or unpaved. Resuming a set speed Press the RSM resume control and release it. This
will automatically return the vehicle to the previously set speed. This will not erase your
vehicles previously set speed. Page 42 Driver Controls To vent the moon roof: press and hold
the roof must be in the closed position in order to move it into the vent position. To close, press
and hold the panel stops moving. The moon roof sliding shade can be opened or closed
manually. The glass panel must be closed in order to move the sliding shade. Page 43
broadcast antennas. Magnetic or metallic objects place on or in the vehicle may also affect the
compass reading. Make sure that the mat does not interfere with the operation of the
accelerator or the brake pedal. Page 45 Rewinding the shade With extended use, the cargo
shade may lose its spring tension. If this occurs, the shade must be manually rewind. This is a
two-person operation. Remove the shade from the vehicle and extend it with the smooth grain
facing you. To open the liftgate window: 1. Unlock the liftgate using either the key, power door
lock control or the Remote entry key fob. In case of loss, replacement keys are available from
your dealer. You should always carry a second key with you in a safe place in case you require
it in an emergency. Operation is subject to the following two conditions: 1 This device may not
cause harmful interference, and 2 This device must accept any interference received, including
interference that may cause undesired operation. Page 49 2. Press and release again within
three seconds to confirm that all the doors are closed and locked. Note: the doors will lock
again, the horn will chirp once and the headlamps will flash. If any of the doors are not properly
closed the horn will make two quick chirps. Page 50 Locks and Security Replacing lost remote
entry transmitters If you would like to have your remote entry transmitter reprogrammed
because you lost one, or would like to buy additional remote entry transmitters, you can either
reprogram them yourself, or take all remote entry transmitters to your authorized dealer for
reprogramming. Use of these systems may result in vehicle starting problems and a loss of
security protection. Your vehicle comes with two coded keys; additional coded keys may be
purchased from your dealer. Do not pile cargo higher than the seatbacks to avoid injury in a
collision or sudden stop. Page 56 Seating and Safety Restraints Adjusting the front manual seat
Pull the lever located at the front edge of the seat to move the seat forward or backward.
Release the lever to lock the seat in place. Adjusting the front power seat if equipped The
control is located on the outboard side of the seat cushion. Page 57 Seating and Safety
Restraints Reclining the seats Pull the lever located on the outside of the seat to recline the
seatback. Release the lever to lock the seatback in place. This may result in loss of vehicle
control and severe personal injury. To operate the feature: 1. Lift the seatback control 1 on the
side of the seat. Page 59 Seating and Safety Restraints Push or pull the head restraint to the
desired position. Folding rear seats If the rear seat is equipped with adjustable head restraints,
they should be placed in the full down position before folding the seat back down. Press down
on the top outboard area of the seatback until a click is heard. When you hear the click, the seat
is latched. Page 61 Seating and Safety Restraints Never let a passenger hold a child on his or
her lap while the vehicle is moving. The passenger cannot protect the child from injury in a
collision. All occupants of the vehicle, including the driver, should always properly wear their
safety belts, even when an air bag SRS is provided. As the belt retracts, you will hear a clicking
sound. When you hear the clicking sound, the safety belt is now in the automatic locking mode.
Page 64 Seating and Safety Restraints Front safety belt height adjustment Adjust the height of
the shoulder belt so the belt rests across the middle of your shoulder. To adjust the shoulder
belt height, push the button and slide the height adjuster up or down. Release the button and
pull down on the height adjuster to make sure it is locked in place. Page 65 Seating and Safety
Restraints 2. To unfasten, push the release button and remove the tongue from the buckle. The
front and rear outboard safety restraints in the vehicle are combination lap and shoulder belts.
The front passenger and rear seat outboard safety belts have two types of locking modes
described below: Safety belt warning light and indicator chime The seat belt warning light
illuminates in the instrument cluster and a Page 67 Seating and Safety Restraints Reasons
given Sitting on the safety belt will increase the risk of injury in an accident. To disable one-time
or deactivate the Belt Minder feature please follow the directions stated below. Page 69 if
equipped , LATCH child seat tether anchors and lower anchors if equipped , and attaching
hardware, should be inspected after a collision. Ford Motor Company recommends that all
safety belt assemblies used in vehicles involved in a collision be replaced. Page Air Bags This
information will assist Ford Motor Company in servicing the vehicle and in helping to better

understand real world collisions and further improve the safety of future vehicles. Page 72
Seating and Safety Restraints Do not attempt to service, repair, or modify the air bag
supplemental restraint systems or its fuses. See your Ford or Lincoln Mercury dealer. Modifying
or adding equipment to the front end of the vehicle including frame, bumper, front end body
structure and tow hooks may affect the performance of the air bag system, increasing the risk
of injury. Page 73 Seating and Safety Restraints How does the air bag supplemental restraint
system work? The air bag SRS is designed to activate when the vehicle sustains a longitudinal
deceleration sufficient to cause the air bag sensors to close an electrical circuit that initiates air
bag inflation. Do not touch them after inflation. If the air bag has deployed, the air bag will not
function again and must be replaced immediately. Page 75 Do not attempt to service, repair, or
modify the air bag SRS, its fuses or the seat cover on a seat containing an air bag. All
occupants of the vehicle should always wear their safety belts even when an air bag SRS is
provided. Page 76 Seating and Safety Restraints The air bag SRS is designed to activate when
the vehicle sustains a side impact sufficient to cause the sensors to close an electrical circuit
that initiates air bag inflation. The fact that the air bags did not inflate in a collision does not
mean that something is wrong with the system. Page Child Restraints Do not leave children,
unreliable adults, or pets unattended in your vehicle. To improve the fit of lap and shoulder
belts on children who have outgrown child safety seats, Ford recommends use of a
belt-positioning booster seat that is labeled as conforming to all applicable Federal motor Page
78 To improve the fit of both the lap and shoulder belt on children who have outgrown child
safety seats, Ford Motor Company recommends use of a belt-positioning booster. For this
reason, you should never use a booster seat with a lap belt only. Page 81 passenger side front
and outboard rear seating positions if equipped section in this chapter. Ford recommends the
use of a child safety seat having a top tether strap. Install the child safety seat in a seating
position which is capable of providing a tether anchorage. Page 82 Seating and Safety
Restraints Children 12 and under should be properly restrained in the rear seat whenever
possible. Position the child safety seat in a seat with a combination lap and shoulder belt. Pull
down on the shoulder belt and then grasp the shoulder belt and lap belt together. Page 83
Seating and Safety Restraints 4. Insert the belt tongue into the proper buckle the buckle closest
to the direction the tongue is coming from for that seating position until you hear a snap and
feel the latch engage. Make sure the tongue is latched securely by pulling on it. Page 84 Seating
and Safety Restraints 8. Allow the safety belt to retract to remove any slack in the belt. Before
placing the child in the seat, forcibly tilt the seat forward and back to make sure the seat is
securely held in place. To check this, grab the seat at the belt path and attempt to move it side
to side and forward and back. Page 85 Seating and Safety Restraints 3. Locate the correct
anchor for the selected rear seating position. Clip the tether strap to the anchor. If the tether
strap is clipped incorrectly, the child safety seat may not be retained properly in the event of a
collision. LOCK, locks the steering wheel and allows key removal. OFF, shuts off the engine and
all accessories without locking the steering wheel. Page 87 Do not park, idle, or drive your
vehicle in dry grass or other dry ground cover. The emission system heats up the engine
compartment and exhaust system, which can start a fire. Do not start your vehicle in a closed
garage or in other enclosed areas. If starting a vehicle with a manual transmission: 1. Make sure
the parking brake is set. Push the clutch pedal to the floor. Page 89 Cold starting performance
can also be improved by using an engine block heater. Engine block heaters are available as an
option and can be obtained from your Ford dealer. Consult the engine block heater section for
proper use of the engine block heater. Page 91 Even when the ABS is disabled, normal braking
is still effective. If your BRAKE warning lamp illuminates with the parking brake released, have
your brake system serviced immediately. Using ABS When hard braking is required, apply
continuous force on the brake pedal; Page 92 Driving If the power steering system breaks down
or if the engine is turned off , you can steer the vehicle manually, but it takes more effort. Page
Transmission Operation Loaded vehicles, with a higher center of gravity, may handle differently
than unloaded vehicles. Extra precautions, such as slower speeds and increased stopping
distance, should be taken when driving a heavily loaded vehicle. Page 94 Driving If the parking
brake is fully released, but the brake warning lamp remains illuminated, the brakes may not be
working properly. See your dealer or a qualified service technician. Driving with a 5â€”speed
automatic transmission if equipped Your transmission is equipped with an adaptive learning
strategy found in the vehicle computer. Page 95 N Neutral With the gearshift lever in N Neutral ,
the vehicle can be started and is free to roll. Hold the brake pedal down while in this position.
Overdrive The normal driving position for the best fuel economy. Transmission operates in
gears one through five. When starting a vehicle with a manual transmission, make sure the
parking brake is set, press the clutch pedal to the floor and put the gearshift in N Neutral. Page
97 Driving Reverse Make sure that your vehicle is at a complete stop before you shift into R

Reverse. You can shift into R Reverse only by moving the gearshift lever from left of 3 Third and
4 Fourth gears before you shift into R Reverse. Page 98 4x4 HIGH is selected. If these lights
illuminate when driving in 2WD, contact your Ford dealer as soon as possible. Electronic shift
on the fly 4WD system 2WD - Power to the rear wheels only; used for street and highway
driving. Page 99 vehicle is moving; this is normal and should be no reason for concern. Page
Driving accelerator in each gear. Do not rock the vehicle for more than a few minutes or damage
to the transmission and tires may occur or the engine may overheat. The tires may fail and
injure a passenger or bystander. Page Ford joins the U. Page Driving When climbing a steep
slope or hill, start in a lower gear rather than downshifting to a lower gear from a higher gear
once the ascent has started. This reduces the possibility of the vehicle stalling. If your vehicle
does stall, do not try to turn around because your vehicle may roll over. Page Maintenance and
Modifications Ford strongly recommends that you do not add or removing steering or
suspension parts such as lift kits or stabilizer bars or by using replacement parts not equivalent
to the original factory equipment. Special loading instructions for owners of pickup trucks and
utility-type vehicles For important information regarding safe operation of this type Refer to the
severe duty schedule in the scheduled maintenance guide. Towing a trailer over kg lbs. Contact
your local Ford dealership for assistance in proper trailer tow wiring installation. Additional
electrical equipment may be required. The speed control may shut off automatically when you
are towing on long, steep grades. This program is separate from the New Vehicle Limited
Warranty. Page Roadside Emergencies If you need to arrange roadside assistance for yourself,
Ford Motor Company will reimburse a reasonable amount. To obtain reimbursement
information, U. Ford or Mercury vehicles customers call ; Lincoln vehicle customers call
1â€”â€”â€” Canadian customers who need to obtain reimbursement information, call
1â€”â€”â€” To reset the switch: 1. Turn the ignition OFF. Check the fuel system for leaks. If no
leaks are apparent, reset the switch by pushing in on the reset button. It contains high-current
fuses that protect the main electrical systems from overloads. Note: Always disconnect the
battery before servicing high-current fuses. Note: Always replace the cover to the power
distribution box before reconnecting the battery or refilling fluid reservoirs. Page Spare tire
information The spare tire on your vehicle can be used as a spare tire or a regular tire. Your
spare tire and tools can be found in the following locations: Tool Location Spare Tire Page
Roadside Emergencies To stow the spare tire 1. Lay the tire on the ground with the valve stem
facing up. Slide the wheel under the vehicle. Install the retainer through the wheel center. Turn
the lug wrench clockwise until the tire is in its original position. Page To change the tire: Note:
Passengers should not remain in the vehicle when the vehicle is being jacked. Block both the
front and rear of the wheel diagonally opposite the flat tire. For example, if the right front tire is
flat, block the left rear wheel. Page Jump Starting To lessen the risk of personal injury, do not
put any part of your body under the vehicle while changing a tire. Do not start the engine when
your vehicle is on the jack. The jack is only meant for changing the tire. Page Roadside
Emergencies Only connect batteries with the same nominal voltage 12 volts. Use jump leads
with insulated clamps and sufficient cross section. Suitable jump leads for this purpose can be
obtained from your dealer. Page Wrecker Towing For towing, contact a professional towing
service or your roadside assistance center. Ford recommends your vehicle be towed with a
wheel lift or flatbed. Do not tow with a slingbelt. Ford Motor Company has not approved a
slingbelt towing procedure. Away from home If you own a Ford or Mercury vehicle and are away
from home when your vehicle needs service, or if you need more help than the dealership could
provide, after following the steps described above, contact the Ford Customer Relationship
Center to find an authorized dealership to help you. Page P. If you did not take advantage of the
Ford Extended Service Plan at the time of purchasing your vehicle, you may still be eligible.
Please contact your dealer for further information. Since this information is subject to The
decisions of the Board are binding on Ford and, in some cases, on the dealer but not on
consumers who are free to pursue other remedies available to them under state or federal law.
Telephone: FAX: If you are in another foreign country, contact the nearest Ford dealership. If
the dealership employees cannot help you, they can direct you to the nearest Ford affiliate
office. If you buy your vehicle in North America and then relocate outside of the U. Page
Reporting Safety Defects U. ENGINE Engines are more efficient when they are clean because
grease and dirt buildup keep the engine warmer than normal. Page Use only approved products
to clean plastic parts. These products are available from your dealer. These quality products
have been specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and appearance of your vehicle. Inside the vehicle, pull the hood release
handle. Go to the front of the vehicle and release the latch located in the center between the
hood and the grille. Lift the hood. Page Engine Oil Add fluid to fill the reservoir if the level is
low. In very cold weather, do not fill the reservoir completely. Use washer fluid that meets Ford

specifications. Check State or local regulations for restrictions on the use of methanol, a
common windshield washer fluid additive. Page Maintenance and Specifications 5. Remove the
engine oil dipstick and wipe clean. Insert the dipstick fully, then remove it again. If the oil level
is low, add enough oil to raise the level to within the acceptable range. Note: Oil levels above
the mark indicating full may cause engine damage. It is also recommended that you use the
appropriate Motorcraft oil filter or an equivalent filter meeting the Ford Motor Company
specification for your engine. Change your engine oil and filter according to the Scheduled
Maintenance Guide. Lift the battery with the battery carrier or with your hands on opposite
corners. Keep batteries out of reach of children. If fuel is swallowed, call a physician
immediately. Page Aftermarket products could cause damage to the fuel system and invalidate
your warranty. Page Maintenance and Specifications Running out of fuel Running out of fuel
may have an adverse affect on powertrain components. Page Maintenance and Specifications
Filling the tank The advertised fuel capacity of the fuel tank on your vehicle is equal to the rated
refill capacity of the fuel tank as listed in the Refill capacities section of this chapter. The
advertised capacity is the amount of the indicated capacity and the empty reserve combined.
Consult your Warranty Guide for emission warranty information. Exhaust leaks may result in
harmful and potentially lethal fumes entering the passenger compartment. Page 1. Clean the
reservoir cap before removal. Check the fluid level. If necessary, add brake fluid from a clean,
unopened container. Do not fill above the MAX line. Page Maintenance and Specifications Do
not let the master cylinder reservoir run dry. This may cause your brakes to fail. Brake fluid is
toxic. If brake fluid contacts the eyes, flush eyes with running water for 15 minutes. Seek
medical attention if irritation persists. Page Maintenance and Specifications 8. Remove the
dipstick and inspect the fluid level. Level should be in the cross-hatched area. Refer to the
Lubricant Specifications section in this chapter for the correct fluid type. Page 4. Add enough
fluid through the filler opening so that the fluid level is at the bottom of the opening. Install and
tighten the fill plug securely. Use only fluid that meets Ford specifications. Refer to Lubricant
Specifications in this chapter. Page 3. Add only enough fluid through the filler opening so that
the fluid level is at the bottom of the opening. Use only fluid that meets Ford Motor Company
specifications. Page Maintenance and Specifications U. Department of Transportation-Tire
quality grades: The U. Department of Transportation requires Ford to give you the following
information about tire grades exactly as the government has written it. Treadwear The treadwear
grade is a comparative rating based on the wear rate of the tire when tested under controlled
conditions on a specified government test course. If your tires wear unevenly, have them
checked. Replacing tires Replace the tires when the wear band is visible. Due to exposure to the
elements and exhaust you should replace the spare tire when you replace the other tires. Page
Your tires have all-weather treads to provide traction in the rain and snow. In some climate,
using snow tires or traction devices may be necessary. See your dealer for more information.
Page Add ml 4 oz. Service refill capacity for the manual transmission is determined by filling the
transmission to the bottom of the filler hole with the vehicle on a level surface. Refer to your
scheduled maintenance guide to determine the correct service interval. Ford Part Ford These
quality accessories have been specifically engineered to fulfill your automotive needs; they are
custom designed to complement the style and aerodynamic appearance of your vehicle. Page
Index Index Air bag supplemental restraint system Page Customer Assistance Page Index
Headlamps aiming Page Safety belts see Safety restraints This manual is also suitable for:
Explorer Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account?
Sign up! Restore password. Upload from disk. Upload from URL. Online Ford Explorer Sport
Trac Repair Manual With our easy to operate repair manual software download, you gain access
to all kinds of info to assist you with your repairs such as easy to follow service procedures, car
replacement parts manufacturers, DIY auto repair video footage, recalled automobile equipment
info, owner manual lookup, illustrations and schematics, database of DTCs diagnostic trouble
codes , safety guidelines, problem troubleshooting steps, fast internet replacement parts
search, vehicle systems technical breakdown, automotive specifications, wiring color codes
and desctiptions, internet vehicle service forum resources, personal customer repair support,
and all of the other information you will ever need. When the car stalls out, has worn out parts,
has a rough idle, is making a squealing sound, overheats often, leaks oil from under the engine,
seems sluggish, needs the O2 sensor replaced, doesn't start up, won't shift into gear, or needs
service for another problem, the RepairSurge software can assist you in solving your car
problems. Download it at RepairSurge. This software can fix the problem no matter whether
your car leaks o See More. Published on Jan 31, Go explore. This manual is specific to a Ford
Explorer. RepairSurge is compatible with any internet-enabled computer, laptop, smartphone or
tablet device. It is very easy to use and support is always free. We wish we could just show you
the entire manual before you buy, but our publishing agreement with the auto manufacturers

prevents this. We know this sounds crazy. It's a stupid rule in our opinion, but they authorize
our manuals and that's what their lawyers require. Here are some of the comments we have
received from users of RepairSurge. These customers have agreed to allow us to publicly
display their testimonials. We know buying anything online is a risk. Once again, we wish we
could just show you the entire manual before you buy, but our publishing agreement with the
auto manufacturers prevents this. We'll get you the repair information you need, every time, or
your money back. Manufacturer: Ford. Model: Explorer. Production Year: Step by Step
Instructio
1994 yamaha timberwolf 250 parts
2013 honda pilot
solar panel wiring diagrams
ns. Comprehensive Diagrams. Diagnostic Procedures. Wiring Diagrams. Here is what you'll get.
Step-by-step factory recommended repair instructions. Unlimited access to personal support
reps who are always available to assist you. We can answer your questions about using the
software or help you find the specific information you need for your Ford Explorer. Free
real-time updates! Your manual is updated with revised information as soon as it is released.
Access on your terms. Unlimited access to your Ford Explorer manual on a yearly basis. We'll
get you the repair information you need, every time, or we'll refund your purchase in full. Can I
see what the manual looks like? See our guarantee below. You are protected in case the manual
turns out to not be what you need. What Satisfied Mechanics Are Saying. Exactly as advertised,
quick and easy transaction. Get Your Manual. Your satisfaction is guaranteed and your online
transaction is protected by safe and secure SSL encryption technology.

