2002 lincoln continental fuse diagram

Diamond Jim helped make these videos. The video above shows how to replace blown fuses in
the interior fuse box of your Lincoln Continental in addition to the fuse panel diagram location.
Electrical components such as your map light, radio, heated seats, high beams, power windows
all have fuses and if they suddenly stop working, chances are you have a fuse that has blown
out. If your Continental is experiencing electrical problems, you should always check the fuses
first, because they are relatively easy to check and cheap to change. Some Lincolns have
multiple interior fuse boxes including in the trunk - the video above will show you where the
interior fuse box of your Continental is located. If your Continental has many options like a
sunroof, navigation, heated seats, etc, the more fuses it has. Some components may have
multiple fuses, so make sure you check all of the fuses that are linked to the component in
question. If you need to replace a blown fuse in your Continental, make sure you replace it with
one that has the same amperage as the blown fuse. If checking and replacing the fuse for the
component in question doesn't work, we recommend seeking assistance from a trusted
professional mechanic. They should be able to figure out if the component needs to be replaced
or if there is a short or some other problem with your Continental. Hans Angermeier has
produced over , videos showing drivers how to fix things on their cars. He has broad expertise
on basic repair procedures covering the majority of cars on the road. Driving with your phone
pressed against your ear is illegal in many places. See how to talk hands free! Car companies
often use the same engines in different cars. They also slightly alter the styling and sell the
same car by two different names amongst other tricks to help offset development costs. Our
system selects the most applicable video for your car based, in part, on these characteristics.
The video displayed may not look exactly like your car, but may be relevant enough for you to
get a good idea how to do it. Getting Started - Prepare for the repair. Share on. Full list of part
and tools. Author Hans Angermeier has produced over , videos showing drivers how to fix
things on their cars. Add antifreeze. Low coolant levels is all to common - top yours up today.
Pair your phone. Learn how to jack up your car. A few key tips will make jacking up your car
much safer. Determine if your air filter is dirty. Learn where your air filter is located and how to
determine if it needs to be changed. See all videos for the Lincoln Continental. We have a
massive and growing video library, but we don't have everything Honda City helped make these
videos. The video above shows how to check for blown fuses in the interior fuse box of your
Lincoln Continental and where the fuse panel diagram is located. If your map light, stereo,
heated seats, headlights, power windows or other electronic components suddenly stop
working, chances are you have a fuse that has blown out. If your Continental is experiencing
electrical problems, you should always check the fuses first, because they are relatively easy to
check and cheap to change. Some Lincolns have multiple interior fuse boxes even the trunk the video above will show you where the interior fuse box of your Continental is located. The
more electronics your Continental has, the more fuses it has. Some components may have
multiple fuses, so make sure you check all of the fuses that are linked to the component in
question. If you need to replace a blown fuse in your Continental, make sure you replace it with
one that has the same amperage as the blown fuse. If checking and replacing the fuse for the
component in question doesn't work, we recommend seeking assistance from a trusted
professional mechanic. They should be able to figure out if the component needs to be replaced
or if there is a short or some other problem with your Continental. Hans Angermeier has
produced over , videos showing drivers how to fix things on their cars. He has broad expertise
on basic repair procedures covering the majority of cars on the road. If your car is leaking a
small amount of power steering fluid - see this video on how to fix the leak. On many cars, the
high beam bulb runs at reduced power during the day - check 'em and change 'em! Car
companies often use the same engines in different cars. They also slightly alter the styling and
sell the same car by two different names amongst other tricks to help offset development costs.
Our system selects the most applicable video for your car based, in part, on these
characteristics. The video displayed may not look exactly like your car, but may be relevant
enough for you to get a good idea how to do it. Getting Started - Prepare for the repair. Share
on. Full list of part and tools. Author Hans Angermeier has produced over , videos showing
drivers how to fix things on their cars. If your car blows hot air when your air conditioner is
turned on, try recharging the freon first. Replace fog lights. Don't be caught in the fog with burnt
out fog light bulbs. Quick fix for minor power steering fluid leaks. Replace brights. See all
videos for the Lincoln Continental. We have a massive and growing video library, but we don't
have everything Quick Links Download this manual. Lincoln mark lt automobile owner's manual
pages. Lincoln town car automobile owner's manual pages. Lincoln navigator automobile
owner's manual pages. Summary of Contents for Lincoln Continental Page 1 Reproduction by
any means, electronic or mechanical including photocopying, recording or by any information
storage and retrieval system or translation in whole or part is not permitted without written

authorization from Ford Motor Company. Ford may change the contents without notice and
without incurring obligation. Page 5: Introduction State of California to cause cancer and birth
defects or other reproductive harm. Please take the time to get well acquainted with your
vehicle by reading this handbook. The more you know and understand about your vehicle the
greater the safety and pleasure you will derive from driving it. It is an integral part of the vehicle.
Fuel pump shut-off switch In the event of an accident the safety switch will automatically cut off
the fuel supply to the engine. Page 7 Introduction Protecting the environment We must all play
our part in protecting the environment. Correct vehicle usage and the authorized disposal of
waste cleaning and lubrication materials are significant steps towards this aim. Information in
this respect is highlighted in this guide with the tree symbol. Page 8 Introduction Special
instructions For your added safety, your vehicle is fitted with sophisticated electronic controls.
By operating other electronic equipment e. Therefore you should observe the instructions of the
equipment manufacturers. Page 9 Introduction These are some of the symbols you may see on
your vehicle. Page 12 Instrument Cluster Light is blinking: Engine misfire is occurring which
could damage your catalytic converter. You should drive in a moderate fashion avoid heavy
acceleration and deceleration and have your vehicle serviced at the first available opportunity.
Under engine misfire conditions, excessive exhaust temperatures could damage the catalytic
converter, the fuel system, interior floor coverings or other vehicle components, possibly
causing a fire. Page 13 Instrument Cluster Air bag readiness Illuminates to confirm that the air
bags front or side are operational. If the light fails to illuminate, continues to flash or remains
on, have the system serviced immediately. Safety belt Illuminates to remind you to fasten your
safety belts. Page 16 Instrument Cluster Fuel gauge Displays approximately how much fuel is in
the fuel tank. The fuel gauge may vary slightly when the vehicle is in motion or on a grade. Page
18 Entertainment Systems controls which have a function for the specific mode of operation
selected will be lit, while the controls which have no function for that mode will be turned off.
Your vehicle is equipped with a delayed accessory feature. This feature enables the audio
playing media to continue playing up to 10 minutes after the ignition has been turned off, or
until a door is opened. Hold the TUNE control to move through the frequencies quickly. If a
selection has been playing for SEEK three seconds or more and you press , the CD changer will
replay that selection from the beginning. Page 22 Entertainment Systems 2. Select a station.
Refer to Tune adjust or Seek function for more information on selecting a station. Press and
hold a memory preset control until the sound returns, indicating the station is held in memory
on the control you selected. TREB Speaker balance adjust Speaker sound distribution can be
adjusted between the right and left speakers. Speaker fade adjust Speaker sound can be
adjusted between the front and rear speakers. Compression feature Compression adjust brings
soft and loud CD passages together for a more consistent listening level. Page 29 Entertainment
Systems 1. Pull the lever to remove a CD tray from the magazine. Insert one disc into each CD
tray of the magazine up to 6 discs. Ensure that the label side is facing If you pull too hard on the
disc holder, the disc holder may come completely out of the magazine. Page 30 Entertainment
Systems 5. Slide the door to the left to close. Use only compact discs containing this mark. The
magazine does not need to be full for the changer to operate. Radio power must be turned on to
play the CDs in the changer. The magazine may be stored in the glove compartment when not
being used. If necessary, clean discs only with an approved CD cleaner and wipe from the
center out to the edge. Do not use circular motion. Page 34 Climate Controls If unusual
conditions exist i. You can override fan speed at any time. To control fan speed manually, press
the fan control or the steering wheel fan speed control if equipped to AUTO cancel automatic
fan speed operation. Page 36 Climate Controls from the instrument panel registers. This mode
can also be used to prevent undesirable odors from entering the vehicle. However, the air
cannot be cooled below the outside temperature because the air conditioning does not operate
in this mode. It will be displayed until EXT is pressed again. If the selected temperature is
changed while the outside temperature is displayed, the new temperature will be displayed for
AUTO four seconds after it is changed, then the outside temperature will This will force most of
the hot, stale air out of the vehicle. Page 39 The filter is located just in front of the windshield
under the cowl vent screen on the passenger side of the vehicle. For more information, or to
replace the filter, see your Ford, Lincoln or Mercury Dealer. Rotate to the second position to
also turn on the headlamps. The instrument panel lighting will dim noticeably approximately 15
seconds after the wipers are turned on. The lights will remain in this state until 30 seconds after
the wipers are turned off. Page 41 Lights Flash to pass Pull toward you slightly to activate and
release to deactivate. The autolamp system also keeps the lights on for a preselected period of
time after the ignition switch is turned to OFF. The headlamps on your vehicle are properly
aimed at the assembly plant. A bubble vertical indicator that is not centered between the two
red lines does not necessarily indicate out-of-aim headlamps. If your vehicle is not positioned

on a level surface, the slope will be included in the vertical indication. Page 43 Lights Turning
the horizontal adjusting screw in the direction of the arrow changes the horizontal aim as
shown. Vertical aim adjustment 1. Park the vehicle on a level surface. With the hood open,
remove the protective cover, then locate the bubble level and the vertical adjustment screw.
Cornering lamps When the turn signal is used and the headlamps are on, the cornering lamps
will light either the right or left side depending on the direction of the turn. Page Bulb
Replacement Lights If equipped with a moon roof, the map lamps are located on the rearview
mirror. Press the control next to the map lamp to illuminate the lamp. Page 46 Lights Using the
right bulbs Replacement bulbs are specified in the chart below. Page 47 Lights Replacing
headlamp bulbs To remove the headlamp bulb: 1. Make sure headlamp switch is in OFF
position. Lift the hood and remove the protective cover from the top of the headlamps by lifting
up on the rear corners and release the velcro attachments. Page 48 Lights 6. Remove the bulb
retaining ring by rotating it counterclockwise. Remove the old bulb from the lamp assembly by
pulling it straight out of the lamp assembly. Page 49 Lights 7. Before reinstalling the protective
cover, make sure the cover tabs are fully seated under the grille molding. Turn the headlamps
on and make sure they work properly. If the headlamp was correctly aligned before you
changed the bulb, you should not need to align it again. Page 50 Lights Replacing license plate
lamp bulbs 1. Remove two screws, grommets and the license plate lamp assembly from the
trunk lid. Carefully pull the bulb from the socket and push in the new bulb. Install the lamp
assembly on trunk lid with two grommets, ensuring the grommets are pushed all the way in to
the trunk lid and Page 51 Lights 4. Lower the bracket and module tray assembly. Carefully
remove the bulb socket from the lamp assembly. To install, reverse the removal procedure.
Replacing backup lamp bulbs For bulb replacement, see a dealer or qualified technician. The
bars of varying length are for intermittent wipers. When in this position rotate the control
upward for fast intervals and downward for slow intervals. Pull the wiper arm away from the
windshield and lock into the service position. Turn the blade at an angle from the wiper arm.
Push the lock pin manually to release the blade and pull the wiper blade down toward the
windshield to remove it from the arm. Adjust the amount of light by sliding the control. Press to
decrease the time displayed. Page 55 Driver Controls Power outlets are designed for accessory
plugs only. Do not hang any type of accessory or accessory bracket from the plug. Improper
use of the power outlet can cause damage not covered by your warranty. Make sure that the mat
does not interfere with the operation of the accelerator or the brake pedal. Page Mirrors Driver
Controls Express down To make the driver window open fully without holding the window
control, press the top portion of the driver window control and release quickly. Press or pull the
control to stop window operation. Window lock The window lock feature allows only the driver
to operate the power windows. Page 58 Driver Controls 2. Move the control in the direction you
wish to tilt the mirror. Return to the center position to lock mirrors in place. Heated outside
mirrors Both mirrors are heated automatically to remove ice, mist and fog when the rear window
defrost is activated. Page 59 Driver Controls With moon roof: Press the control to turn the
mirror on or off. The mirror will automatically return to the normal state whenever the vehicle is
placed in R reverse when the mirror is on to ensure a bright clear view when backing up. Do not
clean the housing or glass of any mirror with harsh abrasives, fuel or other petroleum-based
cleaning products. It may be necessary to adjust the compass if you live outside zone eight or
during a long distance trip. Determine which magnetic zone you are in for your geographic
location by referring to the zone map. Page 61 Driver Controls 2. Press and hold both map light
buttons, between 5 and 8 seconds, until the ZONE number appears in the display, then release.
The display should show the current zone number. Press either the right or left map light button
to change the zone number. Page 64 Driver Controls You can accelerate with the accelerator
pedal at any time during speed control usage. Releasing the accelerator pedal will return your
vehicle to the previously programmed set speed. Pressing OFF will erase the previously
programmed set speed. Page 67 Driver Controls programmed Homelink Universal Transceiver
buttons be erased for security purposes, refer to Programming in this section. Page 68 Driver
Controls released. If the red light blinks rapidly for two seconds and then turns to a continuous
red, proceed with steps 6 through 8 to complete programming of a rolling code equipped
device. Activation will now occur for the trained product garage door, gate operator, security
system, entry door lock, or home or office lighting etc. Mobile Communications can enhance
personal safety and security when appropriately used, particularly in emergency situations.
Page 71 Center. A response center representative will locate your vehicle and dispatch
assistance if needed. Once a connection is made to the Lincoln Response Center, only the
response center representative will be able to disconnect the call. The purpose of this call is to
verify that your Vehicle Communication System is active and functioning properly. Page 73
Please use this technology responsibly. Due to the specialized Lincoln software contained

within the phone, your local Sprint PCS store is unable to provide service or replacement units.
Issues or questions about equipment including the wireless phone should be directed to your
Lincoln dealer. Operator selectable features System check Pressing this control causes the
SYSTEM message center to cycle through the status of each of the systems being monitored.
This acts as a reminder that these warning conditions still exist within the vehicle. Indicates the
transmission is overheating. This warning may appear when towing heavy loads or when
driving in a low gear at a high speed for an extended period of time. Stop the vehicle as soon as
safely possible, turn off the engine and let it cool. Displayed when the brake lamps are activated
and at least one is burned out. Check the lamps as soon as safely possible and have the burned
out lamp replaced. The center high-mount brakelamp is not monitored. Displayed when the
headlamps are activated by the autolamp sensor. These settings will be saved to the vehicle not
individualized settings. Page 83 Driver Controls Checking your highway fuel economy using the
electronic message center display The following procedure will allow you to accurately monitor
your actual highway fuel economy. Since this procedure requires the vehicle speed control
system to be set to highway speeds, it must be run only on suitable roadways where long
distance speed control can be safely maintained. The master key will access doors, trunk, glove
box, ignition and remote trunk release. The valet key will access doors and ignition only. You
can render the switch inoperable by locking the button with your master key. Unsupervised
children could lock themselves in the trunk and risk injury. Children should be taught not to
play in vehicles. On hot days, the temperature in the trunk or vehicle interior can rise very
quickly. Operation is subject to the following two conditions: 1 This device may not cause
harmful interference, and 2 This device must accept any interference received, including
interference that may cause undesired operation. Page 88 Locks and Security Locking the
doors Press this control to lock all doors. The horn will chirp to confirm that the control was
pressed. This process will arm your anti-theft system if equipped. Page 89 Locks and Security
Sounding a panic alarm Press this control to activate the alarm. You can also deactivate the
alarm by pressing the UNLOCK control from the remote transmitter and unlocking the door with
the key or the keyless entry keypad. Page 92 Locks and Security Your vehicle has a factory-set
5â€”digit code that operates the keyless entry system. You can also program your own
5â€”digit personal entry code. Page 93 Locks and Security Erasing personal code To erase all
of the personal entry codes programmed to a vehicle: 1. Enter the factory-set code. Page 95
OFF and restart the engine with all other objects on the key ring held away from the ignition key.
Check to make sure the coded key is an approved Lincoln coded key. If your keys are lost or
stolen you will need to do the following The key codes will need to be erased from your vehicle
and new key codes will need to be re-coded. Replacing coded keys can be very costly and you
may want to store an extra programmed key away from the vehicle in a safe place to prevent an
unforeseen inconvenience. Page 97 Locks and Security 6. To program additional new
unprogrammed key s , repeat this procedure from step 1. The purpose of these head restraints
is to help limit head motion in the event of a rear collision. To properly adjust your head
restraints, lift the head restraint so that it is located directly behind your head or as close to that
position as possible. Page Seating and Safety Restraints Always drive and ride with your
seatback upright and the lap belt snug and low across the hips. Page Seating and Safety
Restraints Press to move the rear portion of the seat cushion up or down. Page Seating and
Safety Restraints Always transport children 12 years old and under in the back seat and always
properly use appropriate child restraints. Safety belts and seats can become hot in a vehicle
that has been closed up in sunny weather; they could burn a small child. Check seat covers and
buckles before you place a child anywhere near them. Page Seating and Safety Restraints
Automatic locking mode In this mode, the shoulder belt is automatically pre-locked. The belt will
still retract to remove any slack in the shoulder belt. The automatic locking mode is not
available on the driver safety belt. As the belt retracts, you will hear a clicking sound. This
indicates the safety belt is now in the automatic locking mode. Page Seating and Safety
Restraints Front safety belt height adjustment Your vehicle has safety belt height adjustments
for the driver and front passenger. Adjust the height of the shoulder belt so the belt rests across
the middle of your shoulder. To lower the shoulder belt height, push the button and slide the
height adjuster down. Page Seating and Safety Restraints The lap belt does not adjust
automatically. Insert the tongue into the correct buckle the buckle closest to the direction the
tongue is coming from. To lengthen the belt, turn the tongue at a right angle to the belt and pull
across your lap until it reaches the buckle. Page Seating and Safety Restraints The following are
reasons most often given for not wearing safety belts: All statistics based on U. Sitting on the
safety belt will increase the risk of injury in an accident. To disable one-time or deactivate the
Belt Minder feature please follow the directions stated below. Within seven seconds of the
safety belt warning light turning off, buckle then unbuckle the safety belt. In the event of a

collision this module may save information related to the collision including information about
the air bag system and impact severity. Page Do not attempt to service, repair, or modify the air
bag supplemental restraint systems or its fuses. See your Ford or Lincoln Mercury dealer. The
front passenger air bag is not designed to offer protection to an occupant in the center front
seating position. Page Seating and Safety Restraints Children and air bags For additional
important safety information, read all information on safety restraints in this guide. Children
must always be properly restrained. Accident statistics suggest that children are safer when
properly restrained in the rear seating positions than in the front seating position. Page Seating
and Safety Restraints The air bags inflate and deflate rapidly upon activation. After air bag
deployment, it is normal to notice a smoke-like, powdery residue or smell the burnt propellant.
This may consist of cornstarch, talcum powder to lubricate the bag or sodium compounds e.
Page Seating and Safety Restraints If the air bag has deployed, the air bag will not function
again and must be replaced immediately. If the air bag is not replaced, the unrepaired area will
increase the risk of injury in a collision. Page Do not attempt to service, repair, or modify the air
bag supplemental restraint system, its fuses or the seat cover on a seat containing an air bag.
All occupants of the vehicle including the driver should always wear their safety belts even
when an air bag SRS is provided. Page Seating and Safety Restraints How does the side air bag
system work? Page Seating and Safety Restraints Several air bag system components get hot
after inflation. Do not touch them after inflation. If the side air bag has deployed, the air bag will
not function again. The side air bag system including the seat must be inspected and serviced
by a qualified technician in accordance with the vehicle service manual. Also see Air bag
supplemental restraint system SRS in this chapter for special instructions about using air bags.
Important child restraint precautions You are required by law to use safety restraints for
children in the U. Page Seating and Safety Restraints Child booster seats Children outgrow a
typical convertible or toddler seat when they weigh 40 pounds and are around 4 years of age.
Page Seating and Safety Restraints Follow all instructions provided by the manufacturer of the
booster seat. Never use pillows, books, or towels to boost a child. Page Seating and Safety
Restraints Children 12 and under should be properly restrained in the rear seat whenever
possible. Position the child safety seat in a seat with a combination lap and shoulder belt. Pull
down on the shoulder belt and then grasp the shoulder belt and lap belt together. Page Seating
and Safety Restraints 4. Insert the belt tongue into the proper buckle the buckle closest to the
direction the tongue is coming from for that seating position until you hear a snap and feel the
latch engage. Make sure the tongue is latched securely by pulling on it. Page Seating and Safety
Restraints 8. Allow the safety belt to retract to remove any slack in the belt. Before placing the
child in the seat, forcibly tilt the seat forward and back to make sure the seat is securely held in
place. To check this, grab the seat at the belt path and attempt to move it side to side and
forward and back. Page Seating and Safety Restraints 2. Route the child safety seat tether strap
over the back of the seat. For vehicles with adjustable head restraints, route the tether strap
under the head restraint and between the head restraint posts, otherwise route the tether strap
over the top of the seatback. LOCK, locks the steering wheel, automatic transmission gearshift
lever and allows key removal. OFF, shuts off the engine and all accessories without locking the
steering wheel. Page Driving Extended idling at high engine speeds can produce very high
temperatures in the engine and exhaust system, creating the risk of fire or other damage. Do not
park, idle, or drive your vehicle in dry grass or other dry ground cover. If there is difficulty in
turning the key, firmly rotate the steering wheel left and right until the key turns freely. Page
Driving Starting the engine Note: Whenever you start your vehicle, release the key as soon as
the engine starts. Excessive cranking could damage the starter. Turn the key to 5 START
without pressing the accelerator pedal and release as soon as the engine starts. Page Brakes
Driving Guarding against exhaust fumes Although odorless and colorless, carbon monoxide is
present in exhaust fumes. Take precautions to avoid its dangerous effects. If you ever smell
exhaust fumes of any kind inside your vehicle, have your dealer inspect and fix your vehicle
immediately. Do not drive if you smell exhaust fumes. Page Driving road dust, salt or mud. If
you are driving down a long or steep hill, shift to a lower gear. Do not apply your brakes
continuously, as they may overheat and become less effective. Always leave enough room
between your vehicle and the vehicle in front of you to stop. However, avoid taking any
unnecessary risks. ABS warning lamp warning lamp in the instrument cluster momentarily
illuminates when the ignition is turned to the ON position. Page Driving your vehicle in an
emergency. Your vehicle has an automatic parking brake release. To release the parking brake:
1. At high speeds, steering assist will decrease to improve steering feel. At lower speeds,
maneuverability will be increased. See Electronic Message Center in the Driver controls chapter
for personalized adjustment. Page Air Suspension Driving If the Traction Control system is
cycled excessively, the brake portion of the system will shut down to prevent the front brakes

from overheating. A limited Traction Control function using only engine torque reduction will
still control wheels from over-spinning. When the front brakes have cooled down, the system
will again function normally. If you cannot move the gearshift lever out of P Park with the brake
pedal depressed: 1. Page Driving If the parking brake is fully released, but the brake warning
lamp remains illuminated, the brakes may not be working properly. See your dealer or a
qualified service technician. Driving with a 4â€”speed automatic transaxle Your automatic
overdrive transaxle provides fully automatic operation in either D Overdrive or 3 Third. You
should always come to a complete stop before shifting into and out of R Reverse. N Neutral
With the gearshift lever in the N Neutral position, the vehicle can be started and is free to roll.
Page Driving D Overdrive The overdrive position is the normal driving position for an automatic
overdrive transaxle. It works the same way as 3 Third but shifts to a fourth gear â€” an overdrive
gear â€” when your vehicle cruises at a constant speed for any length of time. Page Driving 1
First Use 1 First for when added engine braking is desired when descending steep hills. The
automatic transaxle will shift to the proper gear to ascend any grade without any need to shift to
1 First. You can upshift from 1 First to overdrive at any time. Page Vehicle Loading Driving
internal transmission damage. Have the fluid checked and, if water is found, replace the fluid. It
does not include occupants or aftermarket equipment. However, you can contact your local
Lincoln dealer to get the proper towing equipment. Do not tow a trailer until your vehicle has
been driven at least 3, km 2, miles. Be sure to follow their instructions carefully. When turning,
make wider turns so the trailer wheels will clear curbs and other obstacles. Page Roadside
Emergencies In the United States, this card is found in the Owner Guide portfolio in the glove
compartment in Ford vehicles and is mailed to you if you own a Mercury or Lincoln. In Canada,
the card is found in the Owner Information Guide in the glove compartment. Page Hazard
Flasher Switch If you need to arrange roadside assistance for yourself, Ford Motor Company
will reimburse a reasonable amount. To obtain reimbursement information, U. Ford or Mercury
vehicles customers call ; Lincoln vehicle customers call 1â€”â€”â€” Canadian customers who
need to obtain reimbursement information, call 1â€”â€”â€” Use the following procedure to reset
the fuel pump shut-off switch. Turn the ignition to the OFF position. Instead, gradually decrease
your speed. Hold the steering wheel firmly and slowly move to a safe place on the side of the
road. The use of tire sealants is not recommended and may compromise the integrity of your
tires. Page Roadside Emergencies 5. Loosen each wheel lug nut one-half turn counterclockwise
but do not remove them until the wheel is raised off the ground. Refer to Anti-theft lug nuts for
information on removing anti-theft lug nuts. Page If you lose the key, send the registration card
to the manufacturer not the dealer to get a replacement key. Do not use an impact wrench with
the anti-theft key. Page Jump Starting Roadside Emergencies 3. Turn the wrench in a
counterclockwise direction to remove the lug nut. To install the anti-theft lug nut: 1. Insert the
key over the locking lug nut. Place the lug nut wrench over the lug nut key and apply pressure
on the key with the wrench. Page Roadside Emergencies Connecting the jumper cables 1. Note:
In the illustrations, lightning bolts are used to designate the assisting boosting battery. Page
Roadside Emergencies 3. Connect the negative - cable to the negative - terminal of the assisting
battery. Once the disabled vehicle has been started, run both engines for an additional three
minutes before disconnecting the jumper cables. Removing the jumper cables Remove the
jumper cables in the reverse order that they were connected. Remove the jumper cable from the
ground metal surface. After the disabled vehicle has been started and the jumper cables
removed, allow it to idle for several minutes so the engine computer can relearn its idle
conditions. It is recommended that your vehicle be towed by wheel lift or flatbed equipment.
Page Roadside Emergencies Before your vehicle can be towed, the air suspension control in
the luggage compartment must be turned to the OFF position if equipped. It is preferred that
you return to the authorized dealer where your vehicle was purchased when warranty repairs
are needed. There are several plans available in various time, distance and deductible
combinations which can be tailored to fit your own driving needs. Page What kinds of cases
does the Board review? The dealership Board member is chosen from Ford and Lincoln
Mercury dealership management, recognized for their business leadership qualities. What the
Board needs Page Customer Assistance Making a decision Board members review all available
information related to each complaint, including oral presentations, and arrive at a fair and
impartial decision. Board review may be terminated at any time by either party. Every effort is
made to decide the case within 40 days of the date that all requested information is received by
the Board. Page Customer Assistance settlement have failed. This procedure is without cost to
you and is designed to eliminate the need for lengthy and expensive legal proceedings. In the
CAMVAP program, impartial third-party arbitrators conduct hearings at mutually convenient
times and places in an informal environment. Page Reporting Safety Defects U. Only Customer
Assistance 2. Four or more repair attempts are made on the same nonconformity a defect or

condition that substantially impairs the use, value or safety of the vehicle OR 3. The vehicle is
out of service for repair of nonconformities for a total of more than 30 calendar days not
necessarily all at one time In the case of 1 or 2 above, the consumer must also notify the
manufacturer of the need for the repair of the nonconformity at the Always use a clean sponge
or carwash mitt with plenty of water for best results. Dry the vehicle with a chamois or soft terry
cloth towel in order to eliminate water spotting. Use only approved products to clean plastic
parts. These products are available from your authorized Ford, Lincoln or Mercury dealer. If
after cleaning the glass surface, the water sheets from the glass e. Page Underbody
Preservation Use the other towel to remove the residue. Do not use bleach, dye or any other
solvent to clean the belts, as these actions may weaken the belt webbing. These quality
products have been specifically engineered to fulfill your automotive needs; they are custom
designed to complement the style and appearance of your vehicle. If your vehicle requires
professional service, your dealership can provide the necessary parts and service. Page
Maintenance and Specifications Working with the engine on 1. Set the parking brake and ensure
the gearshift is securely latched in P Park. Block the wheels to prevent the vehicle from moving
unexpectedly. Note: Do not start your engine with the air cleaner removed and do not remove it
while the engine is running. Automatic transmission fluid dipstick 2. Brake fluid reservoir 3.
Battery 4. Air filter assembly 5. Engine oil dipstick 6. Engine oil filler cap 7. Power steering fluid
reservoir 8. The reservoir is highlighted with a symbol. Add fluid to fill the reservoir if the level
is low. In very cold weather, do not fill the reservoir completely. Page Maintenance and
Specifications 5. Locate and carefully remove the engine oil level indicator dipstick. Wipe the
indicator clean. Insert the indicator fully, then remove it again. Page Maintenance and
Specifications 3. Recheck the engine oil level. Make sure the oil level is not above the MAX mark
on the engine oil level indicator dipstick. Install the indicator and ensure it is fully seated.
However, for severe usage or in high temperature climates, check the battery electrolyte level.
Refer to the scheduled maintenance guide for the service interval schedules. Lift the battery
with a battery carrier or with your hands on opposite corners. Follow your local authorized
standards for disposal. Call your local authorized recycling center to find out more about
recycling automotive batteries. Page Maintenance and Specifications When the engine is cold,
check the level of the engine coolant in the reservoir. Page Maintenance and Specifications Do
not add engine coolant when the engine is hot. Steam and scalding liquids released from a hot
cooling system can burn you badly. Also, you can be burned if you spill coolant on hot engine
parts. Do not put engine coolant in the windshield washer fluid container. For vehicles with
overflow coolant systems with a non-pressurized cap on the coolant recovery system, add
coolant to the coolant recovery reservoir when the engine is cool. Page Maintenance and
Specifications system may have a leak. Operating an engine with a low level of coolant can
result in engine overheating and possible engine damage. Recycled engine coolant Ford Motor
Company recommends the use of a recycled engine coolant produced by Ford-approved
processes in vehicles originally equipped with Motorcraft Premium Engine Coolant
green-colored. Fuel such as gasoline is highly toxic and if swallowed can cause death or
permanent injury. Page Maintenance and Specifications If you do not use the proper fuel filler
cap, excessive pressure or vacuum in the fuel tank may damage the fuel system or cause the
fuel cap to disengage in a collision, which may result in possible personal injury. Gasolines that
meet the World-wide Fuel Charter should be used when available. Page Maintenance and
Specifications possible. Fuel expense, frequency of fill-ups or fuel gauge readings are NOT
accurate as a measure of fuel economy. We do not recommend taking fuel economy
measurements during the first 1, km 1, miles of driving engine break-in period. You will get a
more accurate measurement after 3, kmâ€”5, km 2, miles-3, miles. After at least three to five
tank fill-ups, fill the fuel tank and record the current odometer reading. Subtract your initial
odometer reading from the current odometer reading. Follow one of the simple calculations in
order to determine fuel economy: Calculation 1: Multiply liters used by , then divide by total
kilometers traveled. Page Maintenance and Specifications expected on the vehicle under
optimum conditions. Your fuel economy may vary depending upon the method of operation and
conditions. This decal identifies engine displacement and gives some tune up specifications.
Please consult your Warranty Guide for complete emission warranty information. Page
Maintenance and Specifications 2. While the engine idles, turn the steering wheel left and right
several times. Turn the engine off. Check the fluid level in the reservoir. Do not add fluid if the
level is in this range. Page Maintenance and Specifications Brake fluid is toxic. If brake fluid
contacts the eyes, flush eyes with running water for 15 minutes. Seek medical attention if
irritation persists. If taken internally, drink water and induce vomiting. Seek medical attention
immediately. Page Maintenance and Specifications 7. Remove the dipstick and inspect the fluid
level. The fluid should be in the designated areas for normal operating temperature. Page

Maintenance and Specifications Do not use supplemental transmission fluid additives,
treatments or cleaning agents. The use of these materials may affect transmission operation
and result in damage to internal transmission components. The Quality grades can be found
where applicable on the tire sidewall between tread shoulder and maximum section width. Page
Maintenance and Specifications The traction grade assigned to this tire is based on
straight-ahead braking traction tests, and does not include acceleration, cornering,
hydroplaning or peak traction characteristics. When replacing full size tires, never mix radial
bias-belted, or bias-type tires. Use only the tire sizes that are listed on the Certification or Tire
Label. Driving at very high speeds for extended periods of time may result in damage to vehicle
components. DOT 3 fluid is recommended. Page Maintenance and Specifications Page
Maintenance and Specifications 1. World manufacturer identifier 2. Brake type and gross vehicle
weight rating GVWR 3. Vehicle line, series, body type 4. Engine type 5. Check digit 6. Model year
7. Assembly plant 8. Production sequence number Engine number The engine number the last
eight numbers of the vehicle identification number is stamped on the engine block,
transmission, frame and transfer case if equipped. These quality accessories have been
specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and aerodynamic appearance of your vehicle. Any such equipment
installed in your vehicle should comply with FCC or CRTC regulations and should be installed
only by a qualified service technician. Page Index acid, treating emergencies.. Page Index
instrument cluster lens.. Page Index Engine oil Page Index HomeLink universal bulb
replacement specifications chart Page Index check air suspension Page Index SecuriLock
passive anti-theft lubricant specifications.. Print page 1 Print document pages. Cancel Delete.
Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from
URL. Ad vertisements. In this article, we consider the ninth-generation Lincoln Continental,
produced from to Here you will find fuse box diagrams of Lincoln Continental , , , , , and , get
information about the location of the fuse panels inside the car, and learn about the assignment
of each fuse fuse layout and relay. Cigar lighter power outlet fuses in the Lincoln Continental
are the fuses 7 Power Point 14 Front cigar lighter in the Instrument panel fuse box. The fuse
panel is located under the instrument panel by the brake pedal. How to check the fuses? How to
replace a blown fuse? Why do car fuses blow? Types of automotive fuses. Lincoln Continental
Table of Contents. Fuse box location. Fuse box diagrams. Learn more: How to check the fuses?
We use cookies to ensure that we give you the best experience on our website. If you continue
to use this site we will assume that you are happy with it. Ok Privacy policy. Windshield wiper
motor Windshield wiper control module washer pump motor. Navigation display Navigation
module Heated seat control switches. Fuse box diagram fuse layout , location, and assignment
of fuses and relays Lincoln Continental , , , , , , , If electrical components in the vehicle are not
working, a fuse may have blown. Check the appropriate fuses before replacing any electrical
components. Look carefully at the fuse â€” a broken wire within the fuse identifies blown fuses.
If you are not sure or if it is too dark to see, try replacing the suspected fuse with one of the
same value that you know is good. In case if you do not have a spare fuse, in an emergency you
can pull out fuses, which may be dispensable for normal driving for example, audio system,
cigarette lighter, OBD, seat heater, and the like , and use it if its amperage rating is the same.
The fuse panel is located below and to the left of the steering wheel by the brake pedal. Remove
the panel cover to access the fuses. To remove a fuse use the fuse puller tool provided on the
fuse panel cover. The power distribution box is located in the engine compartment. The
auxiliary relay box is located in the engine compartment. It contains high and low-speed cooling
fan relays. Necessary cookies are absolutely essential for the website to function properly. This
category only includes cookies that ensures basic functionalities and security features of the
website. These cookies do not store any personal information. Any cookies that may not be
particularly necessary for the website to function and is used specifically to collect user
personal data via analytics, ads, other embedded contents are termed as non-necessary
cookies. It is mandatory to procure user consent prior to running these cookies on your
website. Notice Always switch off the ignition system and the affected electrical circuit before
replacing a fuse. Always disconnect the battery before servicing high current fuses. Never use a
fuse of a higher amperage rating than
2008 hyundai tiburon specs
06 lexus gs430 for sale
escalade service stabilitrak
that indicated, or use any other object in place of a fuse, even as a temporary fix. This can
cause extensive damage or even fire. If the replaced fuses blows again â€” contact a qualified
and equipped service center. Main Page. This website uses cookies to improve your experience.

We'll assume you're ok with this, but you can opt-out if you wish. Close Privacy Overview This
website uses cookies to improve your experience while you navigate through the website. Out
of these cookies, the cookies that are categorized as necessary are stored on your browser as
they are essential for the working of basic functionalities of the website. We also use third-party
cookies that help us analyze and understand how you use this website. These cookies will be
stored in your browser only with your consent. You also have the option to opt-out of these
cookies. But opting out of some of these cookies may have an effect on your browsing
experience. Necessary Always Enabled. Non-necessary Non-necessary.

