2002 nissan maxima o2 sensors
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Product Fit. Shop Nissan Maxima Oxygen Sensor. Showing 1 - 15 of 62 results. Display item:.
Sort by:. Guaranteed to Fit. Core Charge. Add to cart. Wire Length Thread Size : M Part Number:
Part Number: WKP Part Number: NP Wire Length Thread Size : 0. Part Number: BS Page 1 of 5
Showing 1 - 15 of 62 results. Featured Brands. Reviews Questions, Answers. Autometer Oxygen
Sensor - Sold individually Manufacturer Each of Denso's Oxygen Sensor is constructed from
the highest quality materials available. Jul 03, O2 received. Happy, my shipment arrived exactly
when it was supposed to and I had situational awareness of it at all times. Purchased on Oct 29,
Jun 11, Walker Sensor Worked in '01 Pathfinder. The sales rep I spoke to was very
knowledgeable and helped me pick the correct part as it appears that Nissan has their left and
right banks reversed. Nissan has the engine reversed when talking about banks, so be aware.
Normally bank one would be drivers ide, but that is bank 2 to them. Bank one is passenger side.
There is an O2 sensor before the cat and after the cat. You can change it yourself, but they are a
pain to get to. Especially the 4wd ones. The new ECM program has remapped parameters for
the O2 sensor in regards to trigger an O2 sensor malfunction. Purchased on Jul 17, Direct fit
parts. Purchased on Oct 21, Show More. Helpful Automotive Resources. P Code: HO2S Heater
Control Circuit Bank 1 Sensor 3 Newer car models determine oxygen content through heated
oxygen sensors in the exhaust system before and after the catalytic converter s. The
information supplied by the oxygen sensors helps the fuel system maintain the right air to fuel
ratio. Downstream oxygen sensors also help the PCM determine the efficiency of the. The PCM
uses a closed-loop air-fuel metering system and monitors the heated oxygen sensor signal
voltage. It utilizes various data from the sensors in the car, such as the oxygen sensors,
manifold absolute pressure. P Code: O2 Sensor Circuit Slow Response Bank 1, Sensor 2 The
rear sensor is located behind the catalytic converter, and bank 1 refers to the side of the engine
that houses the 1 cylinder. It uses this information to make short-term or long-term fuel
corrections, like changes in fuel delivery strategy and ignition timing, in order to achieve the
optimal air-fuel ratio. Contact Us. Phone Number Shop with Confidence. All Rights Reserved.
Terms of Use. Privacy Policy. California Supply Chain Disclosure. Accessibility Statement. The
O2 sensor in your vehicle monitors the exhaust gases coming out of the engine. It determines
the amount of oxygen in the gases, which indicates how well the fuel is being burned. The O2
sensor then sends information to the electronic control unit, or ECU, the vehicle's computer.
The ECU then adjusts the air-to-fuel ratio to optimize the fuel combustion. Sometimes an O2
sensor fails, and you need to replace it. Once you've replaced your vehicle's O2 sensor, you'll
need to reset the ECU so it can properly gather information from the new O2 sensor. Open the
fuse panel in the driver-side foot well, under the steering column, by pulling down on it with
your fingers. Locate the fuse for the ECU using the fuse diagram on the underside of the fuse
panel cover. Turn the ignition to the "On" position but don't crank the engine it won't start
anyway. Wait five minutes and reinsert the fuse. The "Check Engine" light will blink, then shut
off. This will indicate that your ECU has been reset. I am a Registered Financial Consultant with
6 years experience in the financial services industry. I am trained in the financial planning
process, with an emphasis in life insurance and annuity contracts. I have written for Demand
Studios since Step 1 Open the fuse panel in the driver-side foot well, under the steering column,
by pulling down on it with your fingers. Step 2 Locate the fuse for the ECU using the fuse
diagram on the underside of the fuse panel cover. Step 3 Pull the fuse for the ECU using the
fuse pullers in the fuse panel. Step 4 Turn the ignition to the "On" position but don't crank the
engine it won't start anyway. The code is triggered when:. Typically, the only symptom of P is
going to be the service engine soon light. In some cases, there can be other symptoms as well.
These symptoms include:. But, like anything that causes the service engine soon light to come
on it is a good idea to have it fixed as soon as possible. A poor air fuel mixture going through
the catalytic converter. Here are the most common issues that cause the P code in the Nissan
Maxima. They are presented in order somewhat of most to least likely to cause the problem. It is
possible to diagnose the P with a multimeter. If the light comes on, even for a second, you know
that you have a short circuit causing the P trouble code. Good luck finding whatever caused P
in your Nissan Maxima. If you have anything that you would like to add, please feel free to leave
a comment below. The code is triggered when: The voltage at the sensor remains above
threshold for 20 seconds or more Voltage to the sensor is to high wiring problem, think short
Bad O2 sensor itself There are also some less likely problems that can cause P Bad Oxygen
Sensor â€” The O2 sensor itself is one of the most likely reasons that P is triggering your
service engine soon light. See directly below. They are relatively affordable at Autozone or
Amazon. Wiring Harness Issues â€” The wiring that goes to the front and rear oxygen sensors

is very susceptible to damage. This is due to the fact that O2 sensors are under the chassis
where they are subject to punishment from road debris, and they are subjected to a lot of
exhaust heat. Damage to the Terminal â€” The terminal that the oxygen sensor connects to the
plug is also relatively susceptible to damage. Wrong O2 Sensor â€” If you are getting P after
having recently replaced your Oxygen sensor, it may be that the replacement is wrong or bad.
Maxima P Diagnosis It is possible to diagnose the P with a multimeter. Conclusion Good luck
finding whatever caused P in your Nissan Maxima. Asked by Wiki User. Answer I have a Nissan
Maxima and the trouble code said that it was the same sensor you are asking about. I posted
the wrong information yesterday and here is the correct information. I called a Nissan
Dealership and asked their parts department. The o2 Sensor Bank 2 Sensor 1 is the front O2
sensor that plugs into the outlet of the exhaust manifod. You just have to jack the front of the
car up and remove the plastic panel. You will see a curved pipe and the sensor screws into that
curved exhaust pipe. It's at the front of the engine and under the car. I looks like you need to run
the wire up and connect it at the front top of the engine. It's a blue wire on my car. I'm going to
order one and replace it. The harnesses for 3 of the sensors are near the radiator -- front of
engine as described above. The fourth sensor is in the back of the engine close to the firewall.
The leftmost harness is for Sensor 1 bank2 ; has 3 wires and you can see where the actual
sensor is as you stand over the engine. Sensor2, bank 1 sensor is a heated 4-wire sensor. You
can track the wire and you'll see that the sensor itself is under the car as described above. This
website has charts, etcetera for sensors and other Maxima-items. The Nissan Maxima has a V6
engine. The Nissan Maxima has 24 valves. The Nissan Maxima has a 4-speed automatic. The
Nissan Maxima is a gas-powered vehicle. The coolant temperature sensor, on your Nissan, is
located on the front of the engine. The sensor is just above the water pump. The curb weight of
the Nissan Maxima is lbs.. The Nissan Maxima is 15 ft. The height of the Nissan Maxima is 4 ft.
The Nissan Maxima water pump is located on the front of the engine. You can follow the top
radiator hose directly to the water pump. The Nissan Maxima thermostat can be found on the
front of the engine in the thermostat housing. You can follow the bottom radiator hose directly
to the thermostat housing. A Nissan Maxima does not having a timing belt. It has a timing chain.
The Nissan Maxima has The rear track of the Nissan Maxima is 4 ft. The Nissan Maxima has a 3
yr. Ask Question. Nissan Maxima. Nissan Sentra. See Answer. Top Answer. Wiki User Answered
Related Questions. Where is the fuel pump located on a Nissan Maxima? Where is the oil filter
located on a Nissan Maxima? What size engine does the Nissan Maxima have? How many
valves does the Nissan Maxima have? What kind of transmission does the Nissan Maxima
have? Is the Nissan Maxima electric or gas? Where is the coolant temperature sensor located
on a Nissan frontier? What is the cam type of the Nissan Maxima? What is the curb weight of
the Nissan Maxima? How long is the Nissan Maxima? How tall is the Nissan Maxima? Where is
the water pump located on a maxima? Where is the thermostat located in a Nissan Maxima SE?
Does a Nissan Maxima have a timing belt? What is the front head room in the Nissan Maxima?
What is the front hip room in the Nissan Maxima? What is the front leg room in the Nissan
Maxima? What is the front shoulder room in the Nissan Maxima? What is the rear leg room of
the Nissan Maxima? What is the rear head room of the Nissan Maxima? What is the rear
shoulder room of the Nissan Maxima? What is the rear hip room of the Nissan Maxima? What is
the rear track of the Nissan Maxima? What is the basic warranty on the Nissan Maxima?
Trending Questions Is silence a sound? Asked By Ciara Parker. Has a human ever been mailed
via the United States Postal Service? Asked By Annamarie Trantow. Who would you swap lives
with for a day? Asked By Fletcher Altenwerth. How many feet are in seven minutes? Asked By
Wiki User. Why were the English able to defeat the french in early battles such as the one at
crecy? What are the duties of a health prefect? What letter in the Alphabet is always waiting in
order? What number is the opposite of 0. Hottest Questions How did chickenpox get its name?
When did organ music become associated with baseball? Asked By Curt Eichmann. How can
you cut an onion without crying? Asked By Leland Grant. Why don't libraries smell like
bookstores? Asked By Veronica Wilkinson. How long will the footprints on the moon last?
Asked By Daija Kreiger. Do animals name each other? Asked By Danika Abbott. Who is the
longest reigning WWE Champion of all time? Asked By Consuelo Hauck. What was the first TV
dinner? Asked By Roslyn Walter. Unanswered Questions What values can we get in the folk
dance tiklos? What happens when heat energy is not properly used and handled? How did Jose
rizals parents raise their children? Moral lesson of tale of pilandok story? What online sites
don't ask for cvv? Does Melissa Fumero smoke? Give the summary in the poem myopia by syl
cheney-coker? All Rights Reserved. The material on this site can not be reproduced,
distributed, transmitted, cached or otherwise used, except with prior written permission of
Multiply. I have a problem with the O2 sensors in my Nissan Maxima. I have the service engine
light soon on. I went to the local Auto Zone store and the Tech pluged in a tester to analyize the

problem. It pointed to the O2 sensors. Apearently this car has four sensors on each side of the
engine. It is hard to tell whiich is which. Is there a way to find out which side is bank 1 sensor 1.
The literature on testing an O2 sensor talks about connecting one lead to the out side of the
sensor and the other probe to the return wire. Some of these sensors have four wires. I need
more explicit information. Do you. Bank 1 refers to the side each cylinder is in. Bank 1 is the
side of the ngine hat contains the 1 cylinder, bank 2 is the side opposite, say cylinder 1 was on
the left side, 2 is on the right side. Sensor 1 or sensor 2 describes the location of sensor, sensor
1 is located before the catalytic convertor, and sensor 2 is located after the catalytic convertor.
Was this answer. Please login or register to post a reply. Related Oxygen Sensor Test Content.
Zone It's. Showing A All engines run on an optimum fuel to air mixture called "stokiometric"
which means chemically balanced. This balanced fuel to air ratio is Sponsored links. Ask a Car
Question. It's Free! I recently replaced sesnor AY and within one month the dealer says I need
sesor AJ They say that voltage is to high and I need the sensor. First, what is the function of
these two senors and if I don't replace the second one soon, what is the consequences? They
sayI have four 02 sensors. They found code PO 02 sensor bank 1, sesnor 1. Do you. Hello
Thanks for the donation The 02 sensors are vital to your vehicle's peformance as it controls the
air to fuel ratio to the engine. If the sensor starts to fail, you will begin to have issues with
starting vehicle and low idle problems along with other possible symptoms. Cold weather
seems to throw the 02 codes falsely in most vehicles. You can have the engine light codes
deleted and if the engine light comes on again with the same codes and the weather is warm,
replace the 02 sensors that are stated in the diagnostic scan. Hope this helps. Thanks for using
2carpros. Was this answer. Please login or register to post a reply. Easy step by step guide on
how to replace an automotive engine exhaust oxygen sensor P, P, P, P, P and P, this
information pertains to most cars. Result Is "oxygen Sensor" Bad :. Sponsored links. Ask a Car
Question. It's Free! For more information go to The number of sensors varies depending on the
year the Nissan Maxima was made. Earlier models, like the Nissan Maxima, use only one O2
sensor. Later models use two or more sensors. The Nissan Maxima has an O2 sensor before the
catalytic converter and another sensor after it. The Nissan Maxima has three sensors, with two
in the front pipe below the manifold flanges and a third positioned after the catalytic converter.
The number of wires depends on the type of O2 sensor being used. Heated oxygen sensors
typically have wires while unheated sensors only have one or two wires. Heated sensors need
more wires for the heater circuit. It is usually recommended that a replacement oxygen sensor
should be of the same type and have the same number of wires as the original part. Oxygen
sensors need to reach a certain temperature around degrees Fahrenheit in order to start
functioning. Heated O2 sensors have an internal heater circuit that allows them to quickly reach
that temperature. Unheated sensors, however, have a slower response time since they rely on
heat from the exhaust to warm them up first. Because of the delay, the Nissan Maxima will end
up wasting some fuel and have higher emissions. Heated oxygen sensors also last longer.
Unheated sensors are expected to last for around 30, to 50, miles while heated sensors can last
for around , miles. Because of these advantages, heated O2 sensors are generally more
expensive. Many experts recommend replacing an oxygen sensor every , miles. However, a
sensor can go bad well before it reaches that point. Signs of this component failing include the
"check engine" light coming on, black exhaust fumes meaning higher emissions , the engine
misfiring or pinging caused by the poorly-timed ignition of combustion gases , and rough idling.
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sed. Purchased on Nov 07, Nov 19, Purchased on Nov 05, Jun 09, Works perfect so far. No
more CEL. Better gas mileage. Benjamin Templin. Purchased on May 20, Show More. Nissan
Maxima Oxygen Sensor Guides. How many wires should a Nissan Maxima oxygen sensor have?
What is the difference between "heated" and "unheated" Nissan Maxima O2 sensors? When
should an O2 sensor on a Nissan Maxima be replaced? Frequently Asked Questions. How many
oxygen sensors does a Nissan Maxima have? Helpful Automotive Resources. If the mixture
contains excessive amounts of air, the PCM will add more fuel to balance out the lean mixture.

Conversely, too much fuel leads to a rich mixture, and the computer compensates accordingly.
It refers to the side where the number 1 cylinder is located. Note that there is only one bank if
your car has a straight engine. Contact Us. Phone Number Shop with Confidence. All Rights
Reserved. Terms of Use. Privacy Policy. California Supply Chain Disclosure. Accessibility
Statement.

