2003 mercury mountaineer tail light

Sonar Lighting Tunersdepot. Prev 1 Next. Though they are the biggest, there are other options
available, especially if you are looking for rare and unique styles to replace your stock
Mountaineer Tail Lamps. They often have more focused product lines, with specializations in
certain rare applications as well as offering unique features. The LED Taillamps from these
companies are great for keeping your Mercury Mountaineer differentiated from the pack, since
unlike the bigger brands, they have much smaller production runs and can be very hard to find.
As with all taillights and head lamps even your OEM ones , putting a extra seal of silicone
sealant available at any hardware or automotive part store along the seam of your Mercury
Mountaineer L. Tail Lights virtually guarantees they will stay clean and new looking for the life
of your Mercury Mountaineer. Chrome Taillights represents Tuners Depot's collection of tails
from lesser known and smaller companies. Though these TD Chrome Mercury Mountaineer LED
Tail Lens do not carry the long warranties of bigger brands, their cost effectiveness can be
made up in their often significantly lower prices, especially with a little elbow grease. Smoke
Taillights represents Tuners Depot's collection of tails from lesser known and smaller
companies. Though these TD Smoked Mercury Mountaineer LED Tail Lens do not carry the long
warranties of bigger brands, their cost effectiveness can be made up in their often significantly
lower prices, especially with a little elbow grease. With a relatively simple installation, you could
enjoy the benefits of faster light response time as well as increasing the visibility of your
signaling and braking. Best of all, these Sonar Mountaineer L. Also, due to their bulb-less
design, they are more resistant to leaking and fogging up than the other styles of tail lens
available. Sonar aka Spyder has long been the most popular brand of aftermarket custom
lighting for your Mercury Mountaineer, and for good reason due to their large selection, striking
designs, and affordability. Sonar has long been an innovator in new and unique taillight
designs, despite their relatively smaller size compared to other lighting companies. All Sonar
tail lights are designed for function and durability, and add that custom look and feel for your
Mercury Mountaineer. These Sonar Mercury Mountaineer Smoke LED Tail Lights, like all the
other projector head lights, taillamps, and fog lights on our site, come complete with both sides,
and should be street legal in most communities. These Sonar Mercury Mountaineer Chrome
LED Tail Lights, like all the other projector head lights, taillamps, and fog lights on our site,
come complete with both sides, and should be street legal in most communities. These Sonar
Mercury Mountaineer Black LED Tail Lights, like all the other projector head lights, taillamps,
and fog lights on our site, come complete with both sides, and should be street legal in most
communities. QTY: 0. All rights reserved. User Rating. Free Continental US. In Stock Ships out
in 24 to 72 hours. When it comes to reliability, consumers can't do better than a Mercury, a
trustworthy maker of long-lasting and reliable cars. An automobile produced by Mercury can be
counted on to exhibit truly superior mechanical quality. For long lasting performance and
affordable value, car enthusiasts turn to well made cars designed by Mercury. Mercury is a
company that endeavors to provide improved style and execution at a reasonable price.
Mercury is an innovative designer of sporty automobiles that feature superior fuel efficiency
and effortless maneuvering. It's not surprising that family-minded vehicle owners get how to get
the best quality at a good price when seeking out Mercury Mountaineer car parts. Mercury
manufactures safe, reliable cars, but it's your job to ensure that all necessary safety equipment
is in place and in working order. Driving a vehicle with a broken Mercury Mountaineer Tail Light
is considered unsafe and is not tolerated in all states. The Mercury Mountaineer Tail Light is
found at the rear of the vehicle. The Mercury Mountaineer Tail Light should be switched out if
the lens is cracked or the light stops working. Your car's functioning Mercury Mountaineer Tail
Light will keep your family secure by helping you avoid car accidents. Your Mercury
Mountaineer ought to be kept in top shape and maintained regularly; that can mean buying the
best new and OEM parts. They are available for the following Mercury Mountaineer years: , , , , ,
01, 00, 99, 98, This part is also sometimes called Mercury Mountaineer Taillights. Couldn't have
ask for better service. Service was timely, part was in perfect order and the price was more that
reasonable. The site is easy to navigate, and since I have an older vehicle, I will not hesitate to
order again. Thanks for the great service. I am very satisfied with my on line parts ordering
experice. I just was surprised to see itshow up in a timely manor it a box five times the size of
the product. It may be something you folks might to look into. But overall you did a great job.
Thank you. I replaced the left and right side Tail Light assembly. The product was a perfect fit
and easily replaceable. The cost was exceptional and they look great. I was very surprised and
pleased with the swiftness and accuracy of my order. Not only was it reasonably priced actually
it was the cheapest we found it was also the perfect replacement and installed quickly! Thank
you so much Fit perfectly, most reasonable price I could find and came earlier then expected. I
was in the used car business and it was more reasonable then the other suppliers I used in the
past. Skip to main content Menu. Close X. Call To Order: To return a part, simply submit a

support ticket within 30 days of ordering and we will issue you an RMA number to return your
product. See customer service page for refund and return details. We scour the web to make
sure PartsGeek always has low prices. You can buy with confidence! Click to Enlarge. Position
of Product: Right - Passenger Side. Quality: Value Line - High quality automotive part with the
highest cost savings. Quality: Capa Certified - Ensures the part fits, performs, and lasts the
same as the original. Image is not vehicle specific. Product SKU: W Shipping Options: Ground,
Overnight, 2 Day. Bulb Technology Incandescent. Compliant To S. Shipping Options: Free
Ground Shipping. Product SKU: Read more reviews. Shipping Options: Ground Fitment
Information:. Catalog: D. Vehicle Notes Mercury Mountaineer. Catalog: B. Vehicle Body Mercury
Mountaineer. Catalog: A. Vehicle Mercury Mountaineer. Catalog: T. Catalog: Q. Catalog: N.
Preventing fender-benders is important for all car owners; keep your safety-oriented parts in the
best condition by buying first-rate parts and accessories at PartsGeek. When you picked the
Mercury, you invested in a vehicle with great performance and notable style; you can ensure
that investment by choosing the highest-quality parts. Always trust high quality Mercury to
provide reliable operation and their superb style. A Mercury Tail Light is a necessary safety
element, permitting more visibility on dark roads or during poor conditions. These lights
frequently combine the purpose of stop lights and directional flashers in a sole unit; they might
contain an emergency light as well. Your car's Mercury Tail Lights needs to be replaced at such
time as the glass is fractured or the lantern wears out. To get unbeatable service out of your
vehicle, you'll figure out that good parts are part of great performance - and we have the quality
parts right here. Our aftermarket parts and customer service give you an incredible combination
of great price, availability and first-rate quality. If you need information about which specific
parts you will need for your dream vehicle, just ask us: live expert help is waiting to advise you.
Depend on our live automotive tech professionals to aid you when you make an order of
automotive parts so you receive exactly what you ordered every time you shop at our website.
Product is exactly what I ordered and came in a timely fashion. I'm very satisfied with my
purchase. Skip to main content Menu. Close X. Call To Order: To return a part, simply submit a
support ticket within 30 days of ordering and we will issue you an RMA number to return your
product. See customer service page for refund and return details. We scour the web to make
sure PartsGeek always has low prices. You can buy with confidence! Grand Marquis. Action
Crash. DIY Solutions. Mercury Fog Light. Mercury Antenna Mast. Mercury Washer Reservoir.
Mercury Headlight Dimmer Switch. Mercury Side Marker. Mercury Cornering Light. Mercury
Headlight Switch. Mercury Headlight Bulb. Click to Enlarge. Quality: Premium - High quality new
replacement part. Position of Product: Right - Passenger Side. Quality: Value Line - High quality
automotive part with the highest cost savings. Image is not vehicle specific. Product SKU: W
Shipping Options: Ground, Overnight, 2 Day. Product SKU: Bulb Technology Incandescent.
Compliant To S. Shipping Options: Free Ground Shipping. Read more reviews. Shipping
Options: Ground Fitment Information:. Catalog: D. Vehicle Notes Mercury Grand Marquis.
Vehicle Notes Mercury Mountaineer. Catalog: B. Catalog: A. Vehicle Mercury Mountaineer.
Catalog: C. Catalog: T. Catalog: Q. Vehicle Mercury Grand Marquis. Catalog: K. Catalog: N.
Vehicle Body Mercury Mountaineer. We did to find out that our transmission went out and we
had to pay a portion of the bill which was In , a year later, the same problem happened again.
We had to find someone else to put in another transmission, we paid 1, In and we rode the
mountaineer about 3 months after that, then the transmission went out again and we parked it.
We could not get it to go into park, we had to unhook the battery cable, we could not lock our
doors. We rode the Mountaineer, about a year later we had to find another transmission guy
which was in Greenville MS and the name of the place is National Transmission Co. In , now
there is a problem with the motor. We have changed spark plugs, coil pack, 2 times the oil and
the oil filter, the throttle position sensor, for the Mountaineer. So we have put a lot of money in
this Mountaineer. I put the wrong year in that we purchased the Mercury Mountaineer, it is and
not And we are still spending money on it. Car would not shift properly. The transmission was
not designed to handle a fifth gear and therefore it burns out. It also screws up 2nd gear,
throwing the whole transmissions ratio off and you have to replace the whole thing instead of
just being able to repair the gears. I bought this vehicle 3 months ago. It only has 86, miles and
the transmission goes out I have researched this fr the past week and it seems that this is an all
to common occurrence. And with an estimated cost to fix of 4, that is not cheao fix. My car has ,
miles and yes its a and well maintained. I learned that transmission are a funny thing because
once we replace them they never act the same again. It has to be a design flaw as you can not
check the transmission fluids yourself just had the car service three weeks ago everything was
find If you have a for-profit service, contact us. Ask your Mercury dealer. Most Common
Solutions: not sure 2 reports replace transmission 2 reports. Find something helpful? Spread
the word. Share on Facebook Retweet this page Email this page. Helpful websites No one has

added a helpful site for this Mountaineer problem yet. Be the first! Find a good Mercury
mechanic Read reviews of repair shops in your area. Enter your zip code: A free service from
CarTalk. Send Comment Add Complaint. Search CarComplaints. Not what you are looking for?
Search for something else:. Sonar Lighting Tunersdepot. Prev 1 Next. Though they are the
biggest, there are other options available, especially if you are looking for rare and unique
styles to replace your stock Mountaineer Tail Lamps. They often have more focused product
lines, with specializations in certain rare applications as well as offering unique features. The
LED Taillamps from these companies are great for keeping your Mercury Mountaineer
differentiated from the pack, since unlike the bigger brands, they have much smaller production
runs and can be very hard to find. As with all taillights and head lamps even your OEM ones ,
putting a extra seal of silicone sealant available at any hardware or automotive part store along
the seam of your Mercury Mountaineer L. Tail Lights virtually guarantees they will stay clean
and new looking for the life of your Mercury Mountaineer. Chrome Taillights represents Tuners
Depot's collection of tails from lesser known and smaller companies. Though these TD Chrome
Mercury Mountaineer LED Tail Lens do not carry the long warranties of bigger brands, their cost
effectiveness can be made up in their often significantly lower prices, especially with a little
elbow grease. Smoke Taillights represents Tuners Depot's collection of tails from lesser known
and smaller companies. Though these TD Smoked Mercury Mountaineer LED Tail Lens do not
carry the long warranties of bigger brands, their cost effectiveness can be made up in their
often significantly lower prices, especially with a little elbow grease. With a relatively simple
installation, you could enjoy the benefits of faster light response time as well as increasing the
visibility of your signaling and braking. Best of all, these Sonar Mountaineer L. Also, due to their
bulb-less design, they are more resistant to leaking and fogging up than the other styles of tail
lens available. Sonar aka Spyder has long been the most popular brand of aftermarket custom
lighting for your Mercury Mountaineer, and for good reason due to their large selection, striking
designs, and affordability. Sonar has long been an innovator in new and unique taillight
designs, despite their relatively smaller size compared to other lighting companies. All Sonar
tail lights are designed for function and durability, and add that custom look and feel for your
Mercury Mountaineer. These Sonar Mercury Mountaineer Smoke LED Tail Lights, like all the
other projector head lights, taillamps, and fog lights on our site, come complete with both sides,
and should be street legal in most communities. These Sonar Mercury Mountaineer Chrome
LED Tail Lights, like all the other projector head lights, taillamps, and fog lights on our site,
come complete with both sides, and should be street legal in most communities. These Sonar
Mercury Mountaineer Black LED Tail Lights, like all the other projector head lights, taillamps,
and fog lights on our site, come complete with both sides, and should be street legal in most
communities. QTY: 0. All rights reserved. User Rating. Free Continental US. In Stock Ships out
in 24 to 72 hours. It looks like you're new here. If you want to get involved, click one of these
buttons! Howdy, Stranger! Sign in or Register. On Edmunds. Visit Edmunds How-To Guides.
Service Centers in. Browse Forums by:. What Edmunds Says Pros. January edited September in
Mercury. I have a Mercury Mountaineer. The interior lights come on and stay on after you turn
off the vehicle. I've searched many forums and have seen people that say to spray the door
latches, so I did that and still have the issue. Also saw someone post about the door ajar
display. It works fine, it comes on when I open each door and goes off when I close the door. So
that's suppose to eliminate a door switch problem. The only way to get the interior light to go off
is to manually turn the light switch dimmer all the way down and click into the off position. I
have one other strange behavior that leads me to believe its something like the GEM. Each time
I hit the rear window defrost button, the interior light comes on, a bell sounds and the door ajar
light comes on. I read that if you change out the GEM you have to upload the configuration to a
scan device first. Is that the case? So do I have to go to a dealer and pay several hundred
dollars to fix a light problem? Any help is very much appreciated! March I have the exact same
problem.. Did you find any resolution? I hate to take it to the dealer without knowing the
problem.. Any help would be great. Yep, I tore the driver's door panel off and traced all the wires
and found a broken black ground wire that was broke. This was after I tried the spray in the
locks, removing the boot on the back latch and looking inside the boot of the drivers door. It's a
pain, but that's what it was. I spliced the wire and everything works like new. Now my son's
explorer started doing the same thing. Ford obviously has a problem with this. June I need to
remove the front door panels on a friends 04 and just looking for some info before getting into
it. Sorry, I just saw this. I remember I did a google search, but never came up with the exact
directions. I hope this helps. February I had the same exact problem. The guy whispered to me
that I could spray the latches of the car doors real good with WD40, opening and closing the
latches quickly in order to really get the oil in there. That was 3 years ago I have a Merc
Mountaineer I bought new , no problems since. I have also had the tailgate support beam not

sure what to call it but it is the bottom frame of the glass tail gate that pops up? The dealer flat
out refused to fix it. Said not their problem. I really wish it was. It must be a design flaw if it
happens to so many of these cars. The other big problem is that it stalls out now, randomly, and
then will start back up. Mechanic says they won't be able to find the problem until the car
completely dies. There were 32 other posts on that topic. What do I do? I feel like I should just
get rid of the car I have a mountaineer that stalled regularly and restarted after a few seconds. I
traced my problem to clogged fuel injectors. The amount of fuel needed to keep the car running
just was not flowing fast enough. This could be easily fixed or very expensive to fix. The easy
fix is to put some injector cleaner in your gas tank when you fill up. The expensive fix if that
doesn't work, is to track down the bad injector or injectors and have them replaced. Quick
Links. Automobile Mercury Monterey Owner's Manual pages. Summary of Contents for Mercury
Mountaineer Page 1 Reproduction by any means, electronic or mechanical including
photocopying, recording or by any information storage and retrieval system or translation in
whole or part is not permitted without written authorization from Ford Motor Company. Page 5:
Introduction State of California to cause cancer and birth defects or other reproductive harm.
Please take the time to get well acquainted with your vehicle by reading this handbook. The
more you know and understand about your vehicle the greater the safety and pleasure you will
derive from driving it. In this guide, answers to such questions are contained in comments
highlighted by the warning triangle symbol. Failure to follow the specific warnings and
instructions could result in personal injury. Front seat mounted rear facing child or infant seats
should NEVER be used in front of a passenger side air bag unless the air bag can be and is
turned OFF. Page 9 Introduction These are some of the symbols you may see on your vehicle.
Page 12 Instrument Cluster chapter. If the light is blinking, engine misfire is occurring which
could damage your catalytic converter. Drive in a moderate fashion avoid heavy acceleration
and deceleration and have your vehicle serviced immediately. Under engine misfire conditions,
excessive exhaust temperatures could damage the catalytic converter, the fuel system, interior
floor coverings or other vehicle components, possibly causing a fire. Page 13 Instrument
Cluster Anti-lock brake system: If the ABS light stays illuminated or continues to flash, a
malfunction has been detected, have the system serviced immediately. Normal braking is still
functional unless the brake warning light also is illuminated. Air bag readiness: If this light fails
to illuminate when ignition is turned to ON, continues to flash or remains on, have the system
serviced AJAR Overdrive off: Illuminates when the overdrive function of the transmission has
been turned off, refer to the Driving chapter. If the light flashes steadily, have the system
serviced immediately. Page 16 Instrument Cluster Engine coolant temperature gauge: Indicates
engine coolant temperature. If it enters the red section, the engine is overheating. Stop the
vehicle as soon as safely possible, switch off the engine and let the engine cool. Page 17
Instrument Cluster Tachometer: Indicates the engine speed in revolutions per minute. Driving
with your tachometer pointer continuously at the top of the scale may damage the engine.
Battery voltage gauge: Indicates the battery voltage when the ignition is in the ON position. If
the pointer moves and stays outside the normal operating range as indicated by arrows , have
the Seek: Works in radio ro CD mode. Use the SEL control to optimize the sound based upon
the occupants in the vehicle. Page 20 Entertainment Systems 9. Traffic: Allows you to hear
traffic broadcasts. Page 21 Entertainment Systems Automatic Volume Control if equipped :
Changes the volume automatically and slightly with vehicle speed to compensate for road and
wind noise. The recommended level is 1â€”3. Level 0 turns the speed sensitive volume off and
level 7 is the maximum setting. Press again to stop. Page 23 Entertainment Systems not be
inserted into the CD player. The label may peel and cause the CD to become jammed. It is
recommended that homemade CDs be identified with permanent felt tip marker rather than
adhesive labels. Ball point pens may damage CDs. Please contact your dealer for further
information. If your vehicle has a stand alone clock this control will not function. Page 25
Entertainment Systems Fast Forward FF : Press for a slow advance, press and hold for a fast
advance. Rewind REW : Press for a slow rewind, press and hold for a fast rewind. Page 27
Entertainment Systems 5. EJ Eject : Press to stop and eject a disc. If a disc is ejected and not
removed, the player will automatically reload the disc and return to radio mode. Page 28
Entertainment Systems CD door: Insert a CD with the label side up. Page 29 Entertainment
Systems To engage MP3 flat file mode, insert an MP3 disc. If an MP3 disc is already present in
the player, press the CD control. Such as, data discs containing no. Never touch the playing
surface. Temperature selection: Controls the temperature of the airflow in the vehicle. Air flow
selections: Controls the direction of the airflow in the vehicle. See the following for a brief
description on each control. Select 2. Modulate the temperature control to maintain comfort. Set
the fan speed to HI 5. Direct the outer instrument panel vents towards the side windows To
increase airflow to the outer instrument panel vents, close the vents located in the middle of the

instrument panel. Page 34 Climate Controls 3. Passenger side temperature control: Controls the
temperature on the passenger side of the vehicle when in dual zone mode. To enter dual zone,
press the passenger temperature control or DUAL. The passenger temperature will appear in
the display. Page 35 Climate Controls Fan Speed: Used to manually enable or disable the fan
speed. EXT: Displays the outside air temperature. It will remain displayed until the EXT control
is pressed again. The external temperature will be most accurate when the vehicle has been
moving for a period of time. These allow the front or rear seat passengers to control airflow
direction, temperature and fan level of the rear compartment to quickly heat or cool the entire
vehicle. Front auxiliary controls: 1. Page 37 Climate Controls 2. Mode selector: Press to select
between air flow to Floor Panel. Directs air to the floor of the third row seating. The selected
mode will illuminate on the temperature control. Turns on the parking lamps, instrument panel
lamps, license plate lamps and tail lamps. Turns the headlamps on. Autolamp delay system The
autolamp system sets the headlamps to turn on and off automatically. Page 39 Lights Always
remember to turn on your headlamps at dusk or during inclement weather. The Daytime
Running Light DRL System does not activate your tail lamps and generally may not provide
adequate lighting during these conditions. Failure to activate your headlamps under these
conditions may result in a collision. Page 40 Lights Move the control to the full down position
past detent to prevent interior lamps from illuminating when the doors are opened. If your
vehicle is involved in an accident or if you have problems fixing the alignment of your
headlamps, have them checked by a qualified service technician. Page 41 Lights 5. Locate the
vertical adjuster for each headlamp. Adjust the aim by turning the adjuster control either
clockwise to adjust down or counterclockwise to adjust up. Note: Use a 4 mm socket or box
wrench to turn the vertical adjuster control. Page 42 Lights NOTE: If your vehicle is equipped
with the Remote Keyless Entry feature, the courtesy lamp will remain on for 25 seconds after
the door is shut or until the ignition is turned to the ON position. Page 44 Lights Replacing
headlamp bulbs Do not touch the glass of a halogen bulb. Turn off the headlamps and open the
hood. Remove two retainer pins, then pull headlamp forward. Disconnect the electrical
connector. Remove the bulb retaining ring. Page 45 Lights 5. Grasp the bulb only by its plastic
base and do not touch the glass. The oil from your hand could cause the bulb to break the next
time the headlamps are operated. Page 46 Lights 3. Remove the bulb socket from the lamp
assembly. Page 47 Lights Replacing side repeater bulbs 1. Turn the headlamp switch to off.
Carefully pry the lamp assembly away from the fender. Rotate the bulb socket counterclockwise
to remove it from the lamp assembly. Pull the bulb straight out. Reverse steps to reinstall bulb
s. Page 48 Lights Replacing foglamp bulbs 1. Make sure the headlamp switch is in the OFF
position and then remove the plastic splash shield, by removing the two screws on the front of
the fenderwell. Remove the bulb socket from the foglamp by turning it counterclockwise. Speed
dependent wipers: When the wiper control is on, the speed of the wipers will automatically
adjust with the vehicle speed. Pull the wiper arm away from the vehicle. Turn the blade at an
angle from the wiper arm. Push the lock pin manually to release the blade and pull the wiper
blade down toward the windshield to remove it from the arm. Page 54 Driver Controls
Illuminated visor mirror To turn on the visor mirror lamps, lift the mirror cover. Do not hang any
type of accessory or accessory bracket from the plug. Improper use of the power outlet can
cause damage not covered by your warranty. Page Power Windows Driver Controls Rear
auxiliary power point if equipped A second auxiliary power point is located on the rear side of
the console. It is accessible from the rear seats. Page Mirrors Driver Controls Window lock The
window lock feature allows only the driver to operate the power windows. Press the right side to
restore the window controls. Accessory delay With accessory delay, the window switches and
audio system may be used for up to ten minutes after the ignition switch is turned to the OFF
Page Speed Control Driver Controls Fold-away mirrors Pull the side mirrors in carefully when
driving through a narrow space, like an automatic car wash. Page 58 Driver Controls Setting
speed control The controls for using your speed control are located on the steering wheel for
your convenience. Press the ON control and release 2. Accelerate to the desired speed. This will
automatically return the vehicle to the previously set speed. Page 63 Driver Controls To vent: To
tilt the moon roof into the vent position when the glass panel is closed , press and hold the front
portion of the control. To close the moon roof from the vent position, press and hold the rear
portion of the control until the glass panel stops moving. It is also recommended that a new
battery be placed in the hand-held transmitter of the device being programmed to HomeLink for
quicker training and accurate transmission of the radio-frequency signal. Page 65 Driver
Controls 6. The name and color of the button may vary by manufacturer. Note: There are 30
seconds in which to initiate step eight. Activation will now occur for the trained product garage
door, gate operator, security system, entry door lock, or home or office lighting etc. To turn the
display off or change the display from English to metric see your dealer. Page 68 Driver

Controls 3. Locate compass sensor mounted at base of mirror. Press the button on the top of
the compass module until ZONE appears in the instrument cluster display. Release pressure on
the button and then slowly press it down again. You may select display features on the
message center for a display of status preceded by a brief indicator chime. Page 70 Driver
Controls Compass display The compass reading may be affected when you drive near large
buildings, bridges, power lines and powerful broadcast antenna. Magnetic or metallic objects
placed in, on or near the vehicle may also affect compass accuracy. Usually, when something
affects the compass readings, the compass will correct itself after a few days of operating your
vehicle in normal conditions. Page 71 Driver Controls 6. Press the SETUP control repeatedly
until the correct zone setting for your geographic location is displayed on the message center.
Page 72 Driver Controls Average fuel economy for FFV-equipped vehicles Upon refueling, your
vehicle must determine the percentage of Ethanol in the fuel. The correct fuel economy will
appear within approximately five miles of driving. Autolocks 1. Page 75 Driver Controls 2.
Indicates the transmission is not operating properly. If this warning stays on, contact your
dealer as soon as possible. Displayed as an early reminder of a low fuel condition. Displayed
when the fuel filler cap is not properly installed. Indicates the washer fluid reservoir is less than
one quarter full. Check the washer fluid level. Refer to Windshield washer fluid in the
Maintenance and specifications chapter. Displayed when a door or liftgate is not completely
closed. Make sure that the mat does not interfere with the operation of the accelerator or the
brake pedal. This will also reduce the risk of passengers and cargo falling out. Page 82 Driver
Controls 5 passenger stowage: When the lid is open, it will stand up on its own. The lid can be
detached from the vehicle and used as a knee pad carpet side up for changing a tire. To open,
lift the release handle and the lid. Page 83 Driver Controls Vehicles with a higher center of
gravity such as utility and four-wheel drive vehicles handle differently than vehicles with a lower
center of gravity. Utility and four-wheel drive vehicles are not designed for cornering at speeds
as high as passenger cars any more than low-slung sport cars are designed to perform
satisfactorily under off-road conditions. Always carry a spare key with you in case of an
emergency. Your keys are programmed to your vehicle; using a non-programmed key will not
permit your vehicle to start. The childproof locks are located on rear edge of each rear door and
must be set separately for each door. Page Anti-Theft System Locks and Security If there is any
potential remote keyless entry problem with your vehicle, ensure ALL remote entry transmitters
are brought to the dealership, to aid in troubleshooting. Unlocking the doors 1. Note: The
interior lamps will illuminate. Press to automatically move the seat and adjustable pedals to the
desired memory position the seat position corresponds to the transmitter being used. Page 88
Locks and Security To replace the battery: 1. Twist a thin coin between the two halves of the
remote entry transmitter near the key ring. Remove the old battery. Page 89 Locks and Security
4. Note: The eighth turn must end in the 3 ON position. The doors will lock, then unlock, to
confirm that the programming mode has been activated. Page 91 Locks and Security 3. This
must be done within five seconds of completing step 2. Your personal code is now erased and
only the factory set 5â€”digit code will work. Page 93 Locks and Security engine. If a problem
occurs, turn the ignition off, remove all objects on the key chain away from the coded key and
restart the engine. Theft indicator The theft indicator is located on top of the instrument panel.
Page 94 Locks and Security Programming spare keys You can program your own coded keys to
your vehicle. Please read and understand the entire procedure before you begin. Page 95 Locks
and Security 9. Remove the newly programmed coded key from the ignition. Do not pile cargo
higher than the seatbacks to reduce the risk of injury in a collision or sudden stop. Page 99
Seating and Safety Restraints Push control to lower head restraint. Always drive and ride with
your seatback upright and the lap belt snug and low across the hips. Lift handle to move seat
forward or backward. Page Seating and Safety Restraints Adjusting the front power seat if
equipped The control is located on the outboard side of the seat cushion. Press front to raise or
lower the front portion of the seat cushion. Press rear to raise or lower the rear portion of the
seat cushion. The memory seat control is located on the instrument panel to the left of the
steering wheel. Page Seating and Safety Restraints Using the manual lumbar support if
equipped For more lumbar support, turn the lumbar support control toward the front of vehicle.
For less lumbar support, turn the lumbar support control toward the rear of vehicle. Press the
lower release control downward to unlatch the seatback. Page Seating and Safety Restraints 1.
Locate handle on the side of the seat cushion by the door. Push the handle up and push the
seatback toward the front of the vehicle. Press down on the top outboard area of the seatback
until a click is heard. Page Seating and Safety Restraints 3. To return the seat to a seating
position, flip the seat into the upright position. Make sure the seat is latched to the floor. To exit
the 3rd row seat, pull the red access control lever up releasing the seat from the floor and rotate
the seat up towards the front seat. Locate the lever on the side of the seatback. Pull the lever up

and push the seatback toward the front of the vehicle. To access the storage space pull up on
the strap. Push the closeout panel forward over the space between the seats. To put seat in
upright position: 1. Pull back the slider panel on the seatback to release the closeout panel. Pull
the seat release lever located on top of the seatback while lifting the seatback into the upright
position. The system is able to analyze different occupant conditions and crash severity before
activating the appropriate safety devices to help better protect a range of occupants in a variety
of frontal crash situations. Page Seating and Safety Restraints Driver and passenger dual-stage
air bag supplemental restraints The dual-stage air bags offer the capability to tailor the level of
air bag inflation energy. A lower, less forceful energy level is provided for more common,
moderate-severity impacts. A higher energy level is used for the most severe impacts. Page
Seating and Safety Restraints Determining if the Personal Safety System is operational The
Personal Safety System uses a warning light in the instrument cluster or a back-up tone to
indicate the condition of the system. Refer to the Warning Light section in the Instrument
Cluster chapter. Routine maintenance of the Personal Safety System is not required. Page
Seating and Safety Restraints It is extremely dangerous to ride in a cargo area, inside or outside
of a vehicle. In a collision, people riding in these areas are more likely to be seriously injured or
killed. Do not allow people to ride in any area of your vehicle that is not equipped with seats and
safety belts. Page Seating and Safety Restraints Combination lap and shoulder belts 1. Insert
the belt tongue into the proper buckle the buckle closest to the direction the tongue is coming
from until you hear a snap and feel it latch. Make sure the tongue is securely fastened in the
buckle. Page Seating and Safety Restraints When to use the automatic locking mode In this
mode, the shoulder belt is automatically pre-locked. The belt will still retract to remove any
slack in the shoulder belt. The automatic locking mode is not available on the driver safety belt.
This mode should be used any time a child safety seat is installed in a passenger front or
outboard rear seating position if equipped. Page Seating and Safety Restraints Safety belt
height adjustment Adjust the height of the shoulder belt so the belt rests across the middle of
your shoulder. To adjust the shoulder belt height, squeeze the button and slide the height
adjuster up or down. Release the button and pull down on the height adjuster to make sure it is
locked in place. Page Seating and Safety Restraints The following are reasons most often given
for not wearing safety belts: All statistics based on U. Sitting on the safety belt will increase the
risk of injury in an accident. To disable one-time or deactivate the Belt Minder feature please
follow the directions stated below. Page Seating and Safety Restraints 5. Buckle then unbuckle
the safety belt three times, ending with the safety belt unbuckled. Within seven seconds of the
safety belt warning light turning off, buckle then unbuckle the safety belt. Page Do not attempt
to service, repair, or modify the air bag supplemental restraint systems or its fuses. See your
Ford or Lincoln Mercury dealer. Modifications to the front end of the vehicle, including frame,
bumper, front end body structure and non-Ford tow hooks may effect the performance of the air
bag sensors increasing the risk of injury. Page Seating and Safety Restraints Children and air
bags Children must always be properly restrained. Accident statistics suggest that children are
safer when properly restrained in the rear seating positions than in the front seating position.
Failure to follow these instructions may increase the risk of injury in a collision. Page Seating
and Safety Restraints The air bags inflate and deflate rapidly upon activation. After air bag
deployment, it is normal to notice a smoke-like, powdery residue or smell the burnt propellant.
This may consist of cornstarch, talcum powder to lubricate the bag or sodium compounds e.
The diagnostic module monitors its own internal circuits and the supplemental air bag electrical
system warning including the impact sensors , the system wiring, the air bag system readiness
light, the air bag back up power and the air bag ignitors. All occupants of the vehicle including
the driver should always wear their safety belts even when an air bag SRS and Safety Canopy
system is provided. The design and development of the Safety Canopy system included
recommended testing procedures that were developed by a group of automotive safety experts
known as the Side Airbag Technical Working Group. Page Seating and Safety Restraints The
Safety Canopy is mounted to the roof side-rail sheet metal, behind the headliner, above the first
and second row seats. In certain lateral collisions or rollover events, the Safety Canopy system
will be activated, regardless of which seats are occupied. The Safety Canopy designed to inflate
between the side window area and occupants to further enhance protection provided in side
impact collisions and rollover events. Page Seating and Safety Restraints Children and safety
belts If the child is the proper size, restrain the child in a safety seat. Children who are too large
for child safety seats as specified by your child safety seat manufacturer should always wear
safety belts. Follow all the important safety restraint and air bag precautions that apply to adult
passengers in your vehicle. Page Seating and Safety Restraints The shoulder belt should cross
the chest, resting snugly on the center of the shoulder. The lap belt should rest low and snug
across the hips, never up high across the stomach. If the booster seat slides on the vehicle

seat, placing a rubberized mesh sold as shelf or carpet liner under the booster seat may
improve this condition. Page Seating and Safety Restraints safety seat you put in your vehicle.
If you do not install and use the safety seat properly, the child may be injured in a sudden stop
or collision. Page Seating and Safety Restraints Installing child safety seats with combination
lap and shoulder belts Air bags can kill or injure a child in a child seat. NEVER place a
rear-facing child seat in front of an active air bag. If you must use a forward-facing child seat in
the front seat, move the seat all the way back. Be sure the belt webbing is not twisted. Insert the
belt tongue into the proper buckle the buckle closest to the direction the tongue is coming from
for that seating position until Page Seating and Safety Restraints 7. Pull the lap belt portion
across the child seat toward the buckle and pull up on the shoulder belt while pushing down
with your knee on the child seat. Allow the safety belt to retract to remove any slack in the belt.
Page Seating and Safety Restraints The rear seats of your vehicle are equipped with built-in
tether strap anchors located behind the seats as shown below. Page Seating and Safety
Restraints 4. Clip the tether strap to the anchor. If the tether strap is clipped incorrectly, the
child safety seat may not be retained properly in the event of a collision. Refer to the Installing
child safety seats in combination lap and shoulder belt seating positions section of this chapter
for further instructions to secure the child safety seat. In a crash, one anchor may not be strong
enough to hold two child safety seat attachments and may break, causing serious injury or
death. They snap onto the LATCH lower anchors in the seat to help attach a child seat with rigid
attachments. Page Seating and Safety Restraints Each time you use the safety seat, check that
the seat is properly attached to the lower anchors and tether anchor. Try to move the child seat
from side to side. Also try to tug the seat forward. Check to see if the anchors hold the seat in
place. ACC, allows the electrical accessories such as the radio to operate while the engine is
not running. If a light fails to illuminate, have the vehicle serviced. Page Driving Starting the
engine 1. If there is difficulty in turning the key, rotate the steering wheel until the key turns
freely. Page Brakes Driving If the engine fails to start using the preceding instructions flexible
fuel vehicles only 1. When the engine starts, release the key, then gradually release the
accelerator pedal as the engine speeds up. This system helps you maintain steering control
during emergency stops by keeping the brakes from locking. Noise from the ABS pump motor
and brake pedal pulsation may be observed during ABS braking; any pulsations or mechanical
noise you may feel or hear is normal. Page Driving The parking brake is not recommended to
stop a moving vehicle. However, if the normal brakes fail, the parking brake can be used to stop
your vehicle in an emergency. In a rollover crash, an unbelted person is significantly more likely
to die than a person wearing a safety belt. Your vehicle has larger tires and increased ground
clearance, giving the vehicle a higher center of gravity than a passenger car. Page Driving 2.
Locate the access cover plate to the brake-shift interlock override. It is located on the underside
of the steering column. Rotate the access panel counterclockwise with a flat head screw driver
until it is lined up to the access hole in the open position. Page Driving 5. Return the cover plate
rotate clockwise to the closed position. Start the vehicle. Page Driving P Park This position
locks the transmission and prevents the rear wheels from turning. Used for improved traction
on slippery roads. As you move closer to the obstacle, the rate of the tone increases. Under
normal conditions, the limited slip axle functions like a standard rear axle. It does not include
occupants or aftermarket equipment. Page Driving Always ensure that the weight of occupants,
cargo and equipment is within the weight limitations, including both gross vehicle weight and
front and rear gross axle weight rating limits. For your safety and to maximize vehicle
performance, be sure to use the proper equipment while towing. Page Driving Preparing to tow
Use the proper equipment for towing a trailer and make sure it is properly attached to your
vehicle. See your dealer or a reliable trailer dealer if you require assistance. Hitches Do not use
hitches that clamp onto the vehicle bumper. Use a load carrying hitch. The speed control may
shut off automatically when you are towing on long, steep grades. Page Driving Launching or
retrieving a boat Disconnect the wiring to the trailer before backing the trailer into the water.
Reconnect the wiring to the trailer after the trailer is removed from the water. In Canada, the
card is found in the Owner Information Guide in the glove compartment. After a collision, if the
engine cranks but does not start, the fuel pump shut-off switch may have been activated. Blown
fuses are identified by a broken wire within the fuse. Check the appropriate fuses before
replacing any electrical components. Note: Always replace a fuse with one that has the
specified amperage rating. To remove a fuse use the fuse puller tool provided on the fuse panel
box. See your dealer or a certified technician for service of this relay box. Page Roadside
Emergencies Power distribution box The power distribution box is located in the engine
compartment. Always disconnect the battery before servicing high current fuses. To reduce risk
of electrical shock, always replace the cover to the Power Distribution Box before reconnecting
the battery or refilling fluid reservoirs. The use of tire sealants is not recommended and may

compromise the integrity of your tires. Page Roadside Emergencies When one of the rear
wheels is off the ground, the transmission alone will not prevent the vehicle from moving or
slipping off the jack, even if the transmission is in P Park. Note: Passengers should not remain
in the vehicle when the vehicle is being jacked. Page Roadside Emergencies Removing the jack
and tools 1. Open liftgate and remove the carpeted floor lid and jack cover. Turn jack screw
eyelet counterclockwise and remove the jack from the bracket. Remove the tools from the
provided bag. Rotate the wrench socket out from the handle. Page Roadside Emergencies
Removing the spare tire Do not use an impact wrench on the winch drive nut. This will damage
the spare tire winch. Open the cover from the carpeting on cargo floor to expose the winch drive
nut. Page Roadside Emergencies 3. Turn the wrench counterclockwise until the tire is lowered
to the ground and the cable has slack. When turning the wrench, make sure that it does not
scuff the kick plate. Slide the tire rearward, lift one side and remove the retainer from the spare
tire. Assemble the jack handle extension on the lug nut wrench by sliding the square end of the
jack handle through the plastic grommet on the lug nut wrench and into the square hole on the
other side. If equipped with a two-piece extension, assemble the two-piece extension by sliding
the two halves Page Roadside Emergencies To lessen the risk of personal injury, do not put any
part of your body under the vehicle while changing a tire. Do not start the engine when your
vehicle is on the jack. The jack is only meant for changing the tire. The spare tire carrier will not
allow you to overtighten. If the spare tire carrier ratchets or slips with little effort, take the
vehicle to your dealer for assistance at your earliest convenience. Page Roadside Emergencies
Preparing your vehicle When the battery is disconnected or a new battery is installed, the
transmission must relearn its shift strategy. This operation is considered normal and will not
affect function or durability of the transmission. Page Roadside Emergencies 2. Connect the
negative - cable to the negative - terminal of the assisting battery. Make the final connection of
the negative - cable to the provided jumpstarting bolt. Page Roadside Emergencies 4. Page
Roadside Emergencies 5. Ensure that the cables are clear of fan blades, belts, moving parts of
both engines, or any fuel delivery system parts. Jump starting 1. Start the engine of the booster
vehicle and run the engine at moderately increased speed. After the disabled vehicle has been
started and the jumper cables removed, allow it to idle for several minutes so the engine
computer can relearn its idle conditions. It is recommended that your vehicle be towed with a
wheel lift or flatbed equipment. Away from home If you own a Ford or Mercury vehicle and are
away from home when your vehicle needs service, or if you need more help than the dealership
could provide, after following the steps described above, contact the Ford Customer
Relationship Center to find an authorized dealership to help you. Page P. Page Warranty
expires. There are several plans available in various time, distance and deductible combinations
which can be tailored to fit your own driving needs. Ford ESP also offers reimbursement
benefits for towing and rental coverage. The dealership Board member is chosen from Ford and
Lincoln Mercury dealership management, recognized for their business leadership qualities.
What the Board needs Page Customer Assistance Oral presentations If you would like to make
an oral presentation, indicate YES to question 6 on the application. While it is your right to make
an oral presentation before the Board, this is not a requirement and the Board will decide the
case whether or not an oral presentation is made. Page Reporting Safety Defects U. If NHTSA
receives similar complaints, it may open an investigation, and if it finds that a safety defect
exists in a group of vehicles, it may order a recall and remedy campaign. These products are
available from your dealer. These quality products have been specifically engineered to fulfill
your automotive needs; they are custom designed to complement the style and appearance of
your vehicle. Inside the vehicle, pull the hood release handle located under the bottom left
corner of the instrument panel. Page Maintenance and Specifications 2. Go to the front of the
vehicle and release the auxiliary latch that is located under the front center of the hood. Lift the
hood. Engine coolant reservoir 2. Engine oil filler cap 3. Engine oil dipstick 4. Brake fluid
reservoir 5. Power distribution box 6. Battery 7. Power steering fluid reservoir 8. Page
Maintenance and Specifications 4. Engine oil dipstick 3. Brake fluid reservoir 4. Power
distribution box 5. Battery 6. Power steering fluid reservoir 7. Engine oil filler cap 8. Air filter
assembly 9. Windshield washer fluid reservoir In very cold weather, do not fill the reservoir
completely. Refer to Lubricant specifications in the Capacities and specifications chapter. Make
sure the vehicle is on level ground. Turn the engine off and wait a few minutes for the oil to
drain into the oil pan. Wipe the indicator clean. Insert the indicator fully, then remove it again.
Some oil must be removed from the engine by a service technician. Put the indicator back in
and ensure it is fully seated. Page Maintenance and Specifications Adding engine oil 1. Check
the engine oil. For instructions, refer to Checking the engine oil in this chapter. If the engine oil
level is not within the normal range, add only certified engine oil of the recommended viscosity.
Remove the engine oil filler cap and use a funnel to pour the engine oil into the opening. SAE

5W engine oil is recommended. Do not use supplemental engine oil additives, oil treatments or
engine treatments. However, for severe usage or in high temperature climates, check the battery
electrolyte level. Refer to the scheduled maintenance guide for the service interval schedules.
Lift the battery with a battery carrier or with your hands on opposite corners. Page Maintenance
and Specifications If the battery has been disconnected or a new battery has been installed, the
clock and radio settings must be reset once the battery is reconnected. Follow your local
authorized standards for disposal. Page Maintenance and Specifications When the engine is
cold, check the level of the engine coolant in the reservoir. Page Maintenance and
Specifications Do not add engine coolant when the engine is hot. Steam and scalding liquids
released from a hot cooling system can burn you badly. Also, you can be burned if you spill
coolant on hot engine parts. Do not put engine coolant in the windshield washer fluid container.
Page Maintenance and Specifications To reduce the risk of personal injury, make sure the
engine is cool before unscrewing the coolant pressure relief cap. The cooling system is under
pressure; steam and hot liquid can come out forcefully when the cap is loosened slightly. Fill
your engine coolant reservoir as outlined in Adding engine coolant in this chapter. Page
Maintenance and Specifications When this occurs the vehicle will still operate. The pressure in
an overfilled tank may cause leakage and lead to fuel spray and fire. The fuel system may be
under pressure. If the fuel filler cap is venting vapor or if you hear a hissing sound, wait until it
stops before completely removing the fuel filler cap. If fuel is splashed in the eyes, remove
contact lenses if worn , flush with water for 15 minutes and seek medical attention. Failure to
seek proper medical attention could lead to permanent injury. Page Maintenance and
Specifications Flexible fuel components and standard unleaded gasoline fuel components are
not interchangeable. If your vehicle is not serviced in accordance with flexible fuel vehicles
procedures, damage may occur and your warranty may be invalidated. When refueling always
shut the engine off and never allow sparks or open flames near the filler neck. Page
Maintenance and Specifications Octane recommendations Do not be concerned if your engine
sometimes knocks lightly. Page Maintenance and Specifications in the United States because it
may cause these problems to become more pronounced. If the problems persist, see your
dealer or a qualified service technician. To install the cap, align the tabs on the cap with the
notches on the filler pipe. Page Maintenance and Specifications Filling the tank The advertised
fuel capacity of the fuel tank on your vehicle is equal to the rated refill capacity of the fuel tank
as listed in the Refill capacities section of this chapter. The advertised capacity is the amount of
the indicated capacity and the empty reserve combined. Page Maintenance and Specifications
3. After at least three to five tank fill-ups, fill the fuel tank and record the current odometer
reading. Subtract your initial odometer reading from the current odometer reading. Follow one
of the simple calculations in order to determine fuel economy: Calculation 1: Multiply liters used
by , then divide by total kilometers traveled. Page Maintenance and Specifications It is important
to note the box in the lower left corner of the window sticker. Your fuel economy may vary
depending upon the method of operation and conditions. Page Maintenance and Specifications
permitted to intentionally remove an emission control device or prevent it from working. This
decal identifies engine displacement and gives some tune up specifications. Page Maintenance
and Specifications condition. Turn the engine off. Check the fluid level in the reservoir. Do not
add fluid if the level is in this range. If the fluid is low, add fluid in small amounts, continuously
checking the level until it reaches the correct operating range. Clean the filler plug. Remove the
filler plug and inspect the fluid level. Add only enough fluid through the filler opening so that
the fluid level is at the bottom of the opening. The Quality grades can be found where applicable
on the tire sidewall between tread shoulder and maximum section width. Page Maintenance and
Specifications The traction grade assigned to this tire is based on straight-ahead braking
traction tests, and does not include acceleration, cornering, hydroplaning or peak traction
characteristics. Page Maintenance and Specifications Replacing tires Replace the tires when the
wear band is visible. Due to exposure to the elements and exhaust you should replace the spare
tire when you replace the other tires. Never mix radial bias-belted tires, or bias-type tires. Use
only the tire sizes that are listed on the Certification Label. Page Low Tire Warning System
Maintenance and Specifications Tire pressure monitoring system TPMS if equipped The tire
pressure monitoring system provides the driver with a warning message indicating when tire
pressure is severely low or high. This system is a supplement to normal tire maintenance
including regular manual inspections. The tires on your vehicle have all-weather treads to
provide traction in rain and snow. However, in some climates, using snow tires or traction
devices may be necessary. Some applications may vary based on cooler size and if equipped
with an in-tank cooler. The amount of transmission fluid and fluid level should be checked by a
qualified technician. Add the coolant type originally equipped in your vehicle. Page Maintenance
and Specifications Vehicle identification number The vehicle identification number VIN is a 17

digit combination of letters and numbers. The VIN number is also found on the Certification
label. These quality accessories have been specifically engineered to fulfill your automotive
needs; they are custom designed to complement the style and aerodynamic appearance of your
vehicle. Page Accessories Travel equipment Ash cup Cargo organizer Cargo tray Chrome
wheels Cellular phone holder Daytime running lamps Dog guard DVD â€” Rear entertainment
system Engine block heater Factory luggage rack adaptors bike and ski First aid kit Fog lamps
Highway safety kit Hitch step Interior mirror, electrochromic with compass with and without
temperature display Page Accessories Trailer hitch receiver cover Trailer hitch wiring adaptor
Vehicle security systems Wheel locks Protection and appearance equipment Air bag anti-theft
locks All-weather floor mats B-pillar trim kit Cargo liners, interior Carpet floor mats Door edge
guards Front end covers full and sport Front hood deflectors Full vehicle cover Locking gas cap
Any such equipment installed in your vehicle should comply with FCC or CRTC regulations and
should be installed only by a qualified service technician. Page Index Index Index acid, treating
emergencies.. Page Index plastic parts Page Index Engine oil Page Index Load limits Page Index
Pedals see Power adjustable belt minder Page Index spare tire This manual is also suitable for:
Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up!
Restore password. Upload from disk. Upload from URL. Our mobile mechanics offer services 7
days a week. Upfront and transparent pricing. Our certified mobile mechanics can come to your
home or office 7 days a week between 7 AM and 9 PM. The rear light bulbs light up when the
headlights are on. This allows the drivers behind you to see your car. It is common for the bulb
socket to melt, causing the bulbs not to work. Tail lamps exist so that vehicles behind you can
see your car. When you turn on your headlights, your tail lamps light bulbs at the rear of your
vehicle illuminate. This keeps your car well lit, and helps vehicles behind you see your car.
When your tail lamp bulbs stop working, your car will be less visible from behind, which is a
safety hazard. Driving without ignited tail lamps is also illegal, and the fix-it ticket can carry a
hefty price tag. Estimate price near me. Service Location. YourMechanic Benefits Online
Booking. Mechanic comes to you. Free 50 point safety inspection. See availability. After a tail
lamp bulb is replaced, it should always be checked to see if it works, in case the problem lies
with the switch or fuse. How it's done: Inspect bulbs, sockets, wires, and fuses. Remove and
replace the bulb if it is blown. Repair or replace any damaged bulb holder s Check operation of
all running and headlamps. Our recommendation: A mechanic should check all the lights in
your car every time you get a major service. What common symptoms indicate you may need to
replace the Tail Lamp Bulb? Rear lights not working. How impor
92 suzuki intruder 1400
bmw n62
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tant is this service? Number of Mercury Mountaineer services completed. Yourmechanic was
featured in. Popular Mercury Jobs. Auto service in Your City. Meet some of our expert Mercury
mechanics Real customer reviews from Mercury owners like you. Excellent Rating. Rating
Summary. Matthew 33 years of experience. Request Matthew. Great service with future
maintenance check up! Steven 26 years of experience. Request Steven. Mercury Mountaineer Alternator - Bonita, California. I am extremely pleased with the process and results in the 2
times I have used YourMechanic. Steve was our mechanic both times, and he was awesome. I
would without hesitation recommend him and YourMechanic. Blake 13 years of experience.
Request Blake. Great service and he made sure the part was fixed correctly and worked
properly before he left. Brett 25 years of experience. Request Brett. Brett was very courteous,
knowledgeable, thorough and prompt! Would call him again in a skinny minute! How can we
help? Read FAQ.

