2003 mitsubishi galant fuel filter

Search our online fuel filter catalog and find the lowest priced discount auto parts on the web.
We sell wholesale to the public. We specialize in a wide-variety of high-quality car parts and
accessories for your car, truck or SUV. Call toll free to order or place your order online via our
secure checkout system. Our online parts catalog uses real-time inventory, so you can be
assured the parts you buy are in stock at the time of ordering. Most orders are shipped the
same day. They are available for the following Mitsubishi Galant years: , , , , , , , , , , , , , , , , , , ,
12, 11, 10, 09, 08, 07, 06, 05, 04, 03, 02, 01, 00, 99, 93, 92, 91, 90, This part is also sometimes
called Mitsubishi Galant Fuel Filters. I was worried that the part might not look like it did in the
picture but by my surprise it did my car is running like brand new now will be making more
purchases from this site. Skip to main content Menu. Close X. Call To Order: To return a part,
simply submit a support ticket within 30 days of ordering and we will issue you an RMA number
to return your product. See customer service page for refund and return details. We scour the
web to make sure PartsGeek always has low prices. You can buy with confidence! Click to
Enlarge. Genuine W Fuel Filter. Product SKU: W Servicing requires removal of the fuel pump
assembly. Shipping Options: Ground, Overnight, 2 Day. Pallet Layer Quantity Product SKU:
Features: Light Duty. Read more reviews. Catalog: A. Vehicle Mitsubishi Galant. Vehicle
Production Range Mitsubishi Galant. Catalog: B. Vehicle Engine Mitsubishi Galant. Catalog: P.
Catalog: F. Catalog: C. Catalog: T. On most modern vehicles, the fuel filter is mounted along the
frame rail underneath the vehicle. Generally, accessing and replacing the fuel filter requires the
vehicle to be hoisted or raised off the ground. This is not the case in the Mitsubishi Galant. Its
fuel filter is easily found in the engine compartment. While locating the fuel filter is simple, keep
in mind that removing it or replacing it can be tricky, even dangerous, if you aren't familiar with
the process. Shut the engine down and open the hood. Lift the hood rod and secure it to the
hood for support. Walk to the passenger side of the engine compartment. Examine the area
around the firewall in the rear of the engine compartment. Look for a cylindrical device with
multiple lines attached to it. The device is the Galant's fuel filter. The lines attached to it are the
fuel lines. Leonardo R. Grabkowski has been writing professionally for more than four years.
Grabkowski attended college in Oregon. He builds websites on the side and has a slight
obsession with Drupal, Joomla and Wordpress. Step 1 Shut the engine down and open the
hood. Step 2 Walk to the passenger side of the engine compartment. Tips It helps to know what
a fuel filter looks when trying to locate it. See the Resource section for a photograph of a fuel
filter, if you aren't sure what the device looks like. Replacing the fuel filter is not recommend for
persons inexperienced in auto repair. The fuel system is under intense pressure. Consult a
professional mechanic for replacement. You know it is time to replace your car's fuel filter when
you begin to experience these symptoms: engine hesitation, stalling, rough starts or not
starting or a noticeable drop-off in performance or horsepower. You may experience some, or
all, of these symptoms when your fuel filter gets clogged. Fuel filters get clogged from the
deposits that are filtered out of fuel and rust from the moisture that has a tendency to
accumulate in your fuel tank. Remove the rear seat cushion by grabbing the looped hooks
under the seat, on both ends of the seat, and pulling upward. Notice the unpainted panel under
the seat. This is the fuel pump access cover. Loosen and remove the four bolts holding the fuel
pump access cover. Pull the access cover up, exposing the fuel pump. Grab the wiring harness
that plugs into the fuel pump. Press the locking button and pull up on the harness to unplug it.
Let the vehicle run until it stalls. This eliminates all fuel pressure from the lines. Turn the key to
the "Off" position. Loosen and remove the bolt, known as a banjo bolt, holding the brake line to
the top of the fuel filter. The fuel filter is located at the rear passenger side of the engine
compartment, bolted to the firewall. Loosen and remove the main line into the bottom of the fuel
filter, using two line wrenches. Use one wrench to turn the nut on the line, and the other to hold
the connector on the fuel filter. Loosen and remove the two bolts securing the fuel filter to the
Galant's firewall and pull the filter from the vehicle. Pull the filter from the metal bracket
surrounding it, then insert the new filter into this bracket. Make sure the new filter is positioned
the same way as the old one. Place the main fuel in the bottom of the fuel filter and tighten it
using two line wrenches--one to tighten the fuel line and the other to hold the filter's connector.
Place the fuel line into the top of the filter, with new gaskets that are included with the fuel filter.
Tighten the banjo bolt to 22 foot-pounds. Use a torque wrench and socket to tighten the bolt,
and a line wrench to hold the fuel filter nut. Tighten the mounting bolts holding the fuel filter to
the firewall to 10 foot-pounds, using a torque wrench as a socket. Place the access panel back
over the fuel pump and tighten the bolts, using a ratchet and socket. Reinstall the rear seat
cushion by placing the rear of the cushion under the seat-back cushion, then pushing the front
of the cushion down until it clicks into place. How to Change the Fuel Filter in an '03 Eclipse.
Open the car doors, the hatch, and the garage door if you are in one to ventilate the area. Gas
fumes can be toxic if not well ventilated. Do not smoke in or near your car as you perform this

task. Remove the rear seat by pulling the two tabs located in the middle section of the left and
the right seat not the middle of the back seat, the middle of each respective seat and pulling the
seat up. Remove the metal plate the lid plate toward the center of the rear seat area. There will
be four screws one on each corner and a wire running through the middle of the plate. Remove
the screws and lift the plate off its base. Remove the fuel line and the fuel return line the only
two hoses connected to the assembly. Be extremely cautious and wear eye protection as the
fuel line is pressurized and is prone to spray if your car hasn't been sitting for 24 hours or more.
Mark a line on the black plastic ring directly across from the green circle with a white marking
pen. This ensures that you can line up the ring in the same spot when you re-install it. Remove
the black ring encircling the assembly using a flat-head screwdriver and a rubber mallet. Put the
screwdriver against the bottom of the black ring and start to tap with the mallet until you can
remove it. Be gentle. You don't want to break this piece. Pull the fuel pump assembly out of the
gas tank by pulling straight up and then angling it to the right once you feel resistance. There is
a bobber attached to the bottom that will snag when you pull it up. Simply angling the fuel pump
will allow you to free it. Don't force it. Separate the fuel pump black and the fuel reservoir white
or tan by pushing the three tabs and pulling them apart. Connect the fuel pump and the fuel
reservoir by lining the two up and pushing until the tabs lock. Connect the electrical plugs in
their respective places on the fuel pump and fuel reservoir. The plugs will only plug into the
holes they are meant for, so don't force one if it doesn't seem to fit. Insert the bobber into the
fuel pump at an angle and then turn the fuel pump straight to drop it in the gas tank. Put the
black ring back over the assembly and use the rubber mallet and screwdriver to tap it into place.
Line up the line you drew on the black ring with the marking pen in step 6 and the green triangle
on the outside of the ring. Relieve the fuel system pressure by first turning the ignition off, and
then loosening the fuel cap. Remove the rear seat cushion and the service cover. Disconnect
the fuel pump harness connector. Start the Eclipse and allow it to run until it stops. Turn the key
off and crank the engine for 2 seconds or so. If the engine does not start, turn the ignition off. If
the engine starts, continue starting it until it does not start anymore, and then turn the ignition
switch off. Disconnect the negative battery cable and remove the battery and the air intake
hose. Disconnect the fuel lines from the fuel filter. Remove the clamp and hose from the fuel
pressure regulator. Take off the fuel filter mounting bracket bolts and then the fuel filter.
Unscrew the bracket screw and remove the fuel filter from the mounting bracket. Place the new
filter in the mounting bracket and attach it with the screw. Reinstall the fuel filter with the
bracket mounting bolts. Reconnect the main fuel pipe to the fuel filter. Tighten the flare nut to 27
ft-lbs. Reconnect the high-pressure fuel hose to the filter and tighten the bolt to 22 ft-lbs. Install
the battery and the air intake hose. Connect the negative battery cable. Start the engine of your
Mitsubishi Eclipse and check for leaks. Relieve the fuel tank pressure by loosening the fuel cap.
Raise the vehicle. Find the fuel pump harness connector near the fuel tank and detach it. Start
the engine and let it run until it stalls, then turn the key off. Disconnect the negative battery
cable and the air intake hose. Remove the battery. Disconnect the fuel lines from the fuel filter,
remove the mounting bolts and take the fuel filter out. Tighten the flare fitting by hand if your
Galant is equipped with one. Put the new fuel filter into the bracket and put on new gaskets.
Then, connect the high pressure hose, the eye bolt and the main pipe. Tighten the eye bolts to
22 ft-lbs. Fully tighten the filter mounting bolts. Reconnect the air intake hose, put the battery
back in place and reattach the negative battery cable. Install the fuel cap. Turn the ignition on to
restore pressure to the fuel system. Start the engine of your Mitsubishi Galant and check for
leaks. Items you will need Ratchet Socket set Line wrench set Torque wrench. Items you will
need Flat-head screwdrivers Phillips screwdriver Rubber mallet Fuel filter White marking pen.
Items you will need Wrenches New fuel filter. Items you will need Wrench New fuel filter Fuel
filter gaskets. Would you like to sell products for this vehicle on Amazon. Learn how. There's a
problem loading this menu right now. Learn more about Amazon Prime. Get free delivery with
Amazon Prime. Back to top. Get to Know Us. Amazon Payment Products. English Choose a
language for shopping. Skip to main content. Exterior Accessories. Mirrors Exterior Mirrors
Towing Mirrors. Interior Accessories. Amazon Music Stream millions of songs. Amazon
Advertising Find, attract, and engage customers. Amazon Drive Cloud storage from Amazon.
Alexa Actionable Analytics for the Web. Sell on Amazon Start a Selling Account. AmazonGlobal
Ship Orders Internationally. Amazon Rapids Fun stories for kids on the go. ComiXology
Thousands of Digital Comics. DPReview Digital Photography. East Dane Designer Men's
Fashion. Shopbop Designer Fashion Brands. Deals and Shenanigans. Ring Smart Home
Security Systems. Amazon Subscription Boxes Top subscription boxes â€” right to your door.
PillPack Pharmacy Simplified. Amazon Renewed Like-new products you can trust. Amazon
Second Chance Pass it on, trade it in, give it a second life. For more information go to Made in
some of the industry's most sophisticated facilities and backed by years of OE expertise, Delphi

OE replacement fuel pumps are guaranteed to deliver outstanding pump ability and generate
excellent pressure using less elec Great fit, efficient performance, and robust style are the
defining characteristics of Airtex's original equipment equivalent fuel pump. This replacement
item is thoroughly patterned after to work like the ge DriveMotive fuel pumps deliver the right
amount of fuel for all loads and speeds. Built to last and engineered for clean, consistent flow,
DriveMotive fuel pumps are ready to restore smooth performance and superior efficiency to
your en We've Made a Site Update. Refresh to the latest version. Retrieve quote. Track order.
Sign In or Create Account. Every Purchase Supports. Texas Relief Efforts. Select your vehicle.
Refine by:. Fuel Pump part. Returns Policy. Quantity Sold. Recommended Use. Fuel Sending
Unit Included. Product Fit. Shop Mitsubishi Galant Fuel Pump. Showing 1 - 15 of 15 results. Sort
by:. Guaranteed to Fit. Core Charge. Add to cart. Part Number: AFE Part Number: Part Number:
H Universal Fit. Page 1 of 1 Showing 1 - 15 of 15 results. Featured Brands. Reviews Questions,
Answers. Holley Fuel Pump Manufacturer When picking a reliable brand name for your intake
system's fuel pump, trust Airtex. DriveMotive Fuel Pump - 3. Beck Arnley is a leading provider
of quality au Feb 03, Purchased on Jan 24, Dec 29, As advertised. Part fit perfe
federal pa 300 wiring diagram
1996 land rover
hyundai coupe 2006
ctly. Connector modification was all that was required and included the extra parts. Thank you
for low price and fast shipping. Seth Garcia. Purchased on Dec 10, Nov 28, Perfect part. Was so
happy to receive the correct part. Shipping was fast arrived on due date. Thank you for making
this repair easy. Jerry Young. Purchased on Nov 12, Show More. Helpful Automotive Resources.
It can be a stand-alone module or a computer integrated into the PCM. Automotive
professionals break down no-start situations into two separate categories: crank-no-start and
no-crank-no-start. Consult the factory information for repair instructions and recommended
safety procedures. Other issues can mimic a faulty fuel pump. Perform a thorough diagnosis to
ensure the pump is the problem before replacing it. Part 1: Check whether the problem is
fuel-related. Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms of
Use. Privacy Policy. California Supply Chain Disclosure. Accessibility Statement.

