2004 range rover pcv valve

Log in or Sign up. Land Rover and Range Rover Forums. This site uses cookies. By continuing
to use this site, you are agreeing to our use of cookies. Learn More. Jul 28, at PM 1. As I
continue to refresh my truck, I'll keep posting in the hopes that it helps someone else. I received
my gap tool and have been playing with a couple of the tool's capabilities. Simplistically, for this
thread, the code reading function. I had six DTCs: P and P related to a lean condition at idle, two
relater to "loss of communication with transfer case control module" I have the single-speed
transfer case , a high signal related to hvac controls, and loss of communication with the
headlamp control module. I tried to find any information on the lean condition and ran across
the attached PDF. Based on the information that it contained, I ordered a PCV kit and breather
hose off of ebay. I also ordered the intercooler gasket, but it was unneeded. I did not take
pictures during the install, but attached are pics post install. Tools: -Trim removal tool or similar
plastic pry tool - channel locks - dental pick - pliers to bend dental pick into a half loop Parts:
-LR, breather tube might as well replace it - PCV cover, diaphragm, and spring First, remove the
engine cover. The PCV valve is located on the passenger-side valve cover, towards the firewall
look for orange color. Next, remove the breather hose. One end attached above the throttle
body, and the other attached to the pcv valve. You can remove the end above the throttle body
with your hand. Find the grooved portion of the clip, squeeze while pulling the hose out of the
fitting-- easy. Jul 28, at PM 2. The attachment to the pcv valve will take the majority of your time.
The bend in the hose prevents "finger leverage" and you'll need to use the channel locks. Since
you have removed the throttle body attachment, you will be able to rotate the hose appropriately
to depress the grooved portion of the clip. Once removed from the pcv valve, unclip the vacuum
hose, and remove the hose. Removing the hose takes some gymnastics. You can remove the
hose attachments to the intercooler, but then you get to play in antifreeze. Instead, remove the
vacuum fitting, pull the rubber ignition coil insulator off of its attachment and tuck it underneath
the hose. Then, rotate the entire assembly toward the front of the vehicle so that the end that
was attached to the pcv valve is standing perpendicular to the vehicle. Then, slide the entire
assembly towards the passenger-side air box. The hose will slide underneath the coolant lines
to the intercooler and you can remove it. Now, the pcv valve is exposed in all of its glory. Use
your newly formed dental pick to remove four of the six clips. The other two clips are located
underneath. Use your plastic pry tool to push the rubber insulator between valve cover and
lower intake manifold underneath the pcv cover. Remove the cover, diaphragm, and spring. As
you can see in the picture, my diaphragm is torn and the runner is brittle. Keep the plastic pry
tool handy for install. Put the spring in first, line up the alignment posts on the back of the
diaphragm and install first. You will need to push the rubber insulator beneath the pcv body to
fully seat the diaphragm. After seating, keep it seated with one hand and grab the pcv cover
with the other. Install the pcv cover and try to lock in the bottom clips first. You may need your
plastic trim tool again. Once the bottom clips are seated, apply pressure along the entire
circumference of the cover to seat all of the clips. Once satisfied, swap the vacuum line clip
onto the new breather tube and install in the reverse order of removal I lubricated the new
o-rings with clean engine oil prior to install. Clear any codes, start the car, and check for leaks.
Once satisfied, re-install the engine cover, close the hood and call it a day. Jul 28, at PM 3.
Forgot to attach picture of my pcv diaphragm. Jul 29, at AM 4. Michael, thanks for the write-up.
Assuming this is the 6 cyl supercharged? Looks nothing like my 5. Jul 29, at PM 5. Scott, Haha, i
should have been clear. Yes, it's a 6 cylinder. I'm tracking that it is the same, but the 5. Probably
much better access too! Jul 29, at PM 6. Aug 7, at PM 7. Quick update: The lean codes came
back. I swallowed my pride and took it to the local Indy. I also asked him to look into a ticking
sound from the front of the car water pump failure thread has me paranoid. The shops verdict is
the passenger valve cover is leaking. The PCV valves was a symptom of a defunct functioning
of the baffles and whatnot inside the valve cover. They are writing up an estimate for repair.
Maybe it's better to just replace the valve cover instead of the valve diaphragm Aug 8, at AM 8.
Aug 8, at AM 9. I had a leaking passenger side valve cover as well. However, it was leaking oil
into the alternator. The tech said they have seen this before and it shortens the lifespan of the
alternator. Since it already had 98K miles on it, I paid for a new alternator. Make sure you have
the tech see if your valve cover leak was dripping into your alternator. Aug 8, at AM Will do
Scott. Thank you, Paul. Good call. You must log in or sign up to reply here. Show Ignored
Content. Share This Page Tweet. Your name or email address: Do you already have an account?
No, create an account now. Yes, my password is: Forgot your password? Dan Ferrell writes
about do-it-yourself car maintenance and repair. He has certifications in automation and control
technology. A bad PCV valve or related component can produce a number of symptoms. For
example, if the valve clogs, or gets stuck in the closed position, you'll notice one of these
symptoms. If the PCV valve gets stuck open, or a system hose gets disconnected or
rupturedâ€”producing a vacuum leakâ€”you'll notice one or more of these symptoms. In

addition, a PCV valve stuck open can trigger the "check engine" light due to increased air flow.
And a diagnostic computer may erroneously blame this light on a mass air flow sensor or
oxygen sensor instead, making it harder for you to detect the real source of the problem. Bad
PCV valves can cause engine oil contamination, sludge build-up, oil leaks, high fuel
consumption, and other engine-damaging problems, depending on the type of failure. Although
you can detect some of these problems before they escalate with simple inspections, a failure
of the PCV valve or related components often results in expensive repairs. That's because most
car owners don't include the PCV system in their maintenance routine. Even though some car
manufacturers suggest replacing the valve at regular intervals, car owners still forget to replace
it. To add to the problem, not all manufacturers stress the importance of regular system
inspections. But before we get to that, here's this whole article in a nutshell: What the PCV valve
does, what happens when it fails, and how to test it. First, let's discuss the valve's function so
that you understand better the reasons behind the symptoms. Understanding this will help you
make better sense of the system when you inspect and test it. Up until the late s, car engines
released "blow-by" gasesâ€”unburned fuelâ€”to prevent engine damage. Problem was, these
gases were harming the environment. Real bad. When your car engine is running, an air-fuel
mixture enters each cylinder. Hundreds of powerful explosions take place to release the fuel's
energy, producing highly toxic and harmful gases. After each combustion process, the exhaust
valve routes these gases into the exhaust system where the catalytic converter turns them into
much less toxic fumes before releasing them into the atmosphere. Still, a small quantity of the
gas in the combustion chambers finds its way into the crankcase engine block by way of
pressure leakage between the piston rings and the cylinder wall. Left on their own, these vapors
and fumes will play havoc with your engine. Blow-by gases contain hydrocarbons unburned
fuel , carbon monoxide partially burned fuel , particulates, water, sulfur, and acid. Together,
these substances will corrode any engine metal component they touch, dilute engine oil, build
up harmful sludge that accelerates parts wear, and plug small passages and hoses. In , the PCV
system was introduced to deal with this problem. This simple emission control system uses the
engine's vacuum to pull blow-by gases out of the crankcase, pushing them down the intake
manifold and back into the combustion chambers where they are reburned. Yet, the PCV system
will fail with poor system or engine maintenance. Unfortunately, many car manufactures are not
strict about PCV system maintenance. Some suggest servicing the system every 20, or 50,
miles. However, a more frequent system inspection helps prevent costly repairs and keep the
engine running smoothly. Depending on your particular model, you may find the valve on a
rubber grommet on the valve cover; on a breather opening around the intake manifold; or to one
side of the engine block. Many PCV valves are found around the top or one side of the engine.
Photo courtesy of Sonett72 on Wikipedia. Keep in mind that some new models don't have a PCV
valve at all; instead, you'll find a simple vacuum hose going from the valve cover to an air inlet
duct. Others may have a simple restrictor in place. Still, you can check the restrictor, hoses and
other components. If you are not familiar with the PCV system in your vehicle, or can't find the
valve, buy the service manual for your particular vehicle make and model from a local auto parts
store. If you don't want to buy a copy right now, check the reference section of your local public
library for the manual, or your library's website for access to an online shop manual. Some
vehiclesâ€”including some old Ford Escort modelsâ€”come equipped with a small, hollow,
plastic block with no moving parts. If you have this type of valve, just clean with lacquer thinner,
if necessary, and reinstall. You may find traces of a milky brown fluid in the PCV valve or hoses
when examining the system. This doesn't necessarily mean there's a problem with the valve or
PCV system. A milky substance usually means moisture in the oil. In the first case, you can
solve the problem by replacing the engine oil more frequently; since short trips do not allow the
engine and oil to reach operating temperature to remove the accumulation of moisture. If you
drive your vehicle long distances frequently enough, usually over 20 minutes or more and at
highway speeds, and find moisture in the system, then you may have a coolant leak issue. You
may want to bring in your car to the shop for a diagnostic. Besides visually inspecting the
condition of the different PCV valve and related components, test the system during engine
operation. Sometimes, bad PCV valve symptoms are misrecorded as coming from a bad sensor.
That's why it's important to check the PCV valve and related components regularly. Especially if
you own a or older model, where the PCV system is not monitored by the OBD-II system, and
won't illuminate the check engine light if something goes wrong. It just takes a few minutes to
check the system. However, if your engine lacks a PCV valve, or you can't reach it without
removing one or more components, consult your workshop manual for the best way to check
your particular system. Also, check the service schedule for your PCV system and replace the
valve at intervals even if it seems to be in good condition. Most PCV valves and related
components are inexpensive and will save you money in costly repairs if you replace them at

the suggested interval. Question: Is it true that if you suck on PCV valve and air comes in, it's
defective? Answer: Most are designed as a check valve to prevent the valve from flowing back,
for example, during a back-fire. Question: Should you be able to pass air flow in both directions
in a PCV valve for testing purposes? Answer: Usually, a PCV valve is normally closed when the
engine is not running; as the engine accelerates, the valve opens to allow blowby gases. So you
shouldn't be able to pass air flow in both directions. Answer: It can certainly make it hard to
start; if it sticks open it may lead to a no start. Question: My Escalade dies when going down the
road at mph intermittently once every miles. It will restart immediately. Any ideas? Answer:
Intermittent faults are hard to diagnose, but these other two posts may help you here:. Also,
make sure to download diagnostic trouble codes, even if the check engine light is not on. There
may be a pending code that can guide you. If you notice the engine stalls only when reaching
operating temperature, look for a faulty crankshaft, camshaft sensor, ignition module or fuel
pump. Question: My Chevy Cruze 1. When stooping in traffic lights, it gets worst. It feels like the
engine is throwing out. What could be the cause? What should I do? Answer: First make sure
there's a good connection; there could be too much internal pressure, or a problem with the
seals or leaks. Go over the post, you'll get an idea about checking the valve, if necessary. It
does not start, but on the second attempt, if I pump my accelerator while turning the ignition it
will start. But there would be a large white-grayish cloud from the exhaust. Sometimes,
removing the gas cap when trying to start the engine with a full or almost full tank may help. But
have the system checked, if necessary. Answer: That's a heated PCV valve. Some Vulcans came
with it to prevent cold weather from freezing the valve. Answer: You can check your PCV valve
every few months. Change it if it's filled with sludge or if it's stuck. Question: I am currently in
the process of having blower motor wiring and PCV valve heater recall fixes done. My valve
cover gaskets are also leaking slightly? Are these related? Answer: If the PCV system was
clogged, it may have caused pressure to increase and the gaskets began to leak. Answer: There
could be a restriction in the PCV system creating pressure in the crankcase. This may push oil
into the combustion chamber and burn the oil, which you'll see as blue smoke. Answer: The P
random misfire and the Px series codes specific-cylinder misfire codes point to this type of
issues. Answer: I don't think a bad PCV valve itself will cause the vibration, but it can lead to
other issues that may cause the engine to vibrate. You may want to check this post:. Answer: It
can lead to a misfire and rough idle, but the P in general points to a cylinder number 4 misfire
and cause a rough idle. You can check for the cylinder misfiring by unplugging one cylinder
spark plug wire at a time, if possible. Question: Would a PCV valve not working properly cause
something like a high-pitched vacuum sound? Would it also be why I get "check gauges"
warning in the dash? Answer: Usually when you see the "Check Gauges" light, one or more of
the gauges is indicating a system has gone out of its normal operating parameters. This may be
related to the sound you hear, maybe not. When this high-pitch whistle sounds comes with the
engine cold, often on deceleration, it often points to an intake vacuum leak. It may disappear
after the engine has warmed up. This could be a faulty gasket. The sound may come from the
dipstick not fully seated, and the whistling sound will travel through the PCV system. Answer:
You may be able to clean the valve if you don't damage the electrical circuit or heater. You may
want to try electrical contact cleaner, if necessary. Question: I have a Mini One 1. The engine
idle is rough and there appear to be excessive exhaust fumes through the oil cap when
removed, could this be due to a blocked PCV? Answer: Check the PCV, breather and hoses in
the system, make sure they're not clogged. Question: Would a bad PCV cause a dipstick to blow
completely out of the oil tube? Answer: If the PCV system is plugged, pressure in the crankcase
will build and may cause a dipstick to blow. Answer: If the valve fails, pressure can cause acid
vapor through the breather element. It'll combine with the air-fuel in the intake; after some time
you may see buildup. Answer: Yes it does. If you need to find the PCV valve in your engine, you
can search for it in Youtube. But buying the manual for your particular model is better. Check
your local auto parts store or Amazon, online. Answer: You'll see sludge buildup that will slowly
destroy internal engine components, and oil leaks from damaged seals. Answer: This is rare,
but it may happen. Usually, oil leaks will get stuck in the air filter. As crankcase pressure builds
with a stuck closed PCV valve, the oil may leak through seals and gaskets, oil travels up the
clean air hose and to the air filter. If the oil passes through the filter, it may find its way to the
intake. Answer: If you smell gasoline in the oil or fumes going through the valve, possibly the
piston rings are too worn and letting fuel pass through. This may happen in a rich mixture
condition. I've also changed the gas cap and nothing changed. Answer: You have a leak
somewhere. The PCV won't throw that code. Check the filler neck and fuel vapor pressure
sensor. Question: Would a bad valve cause a smell in the car, like an irritant that burns eyes
and nose and such? Answer: You might be getting oil fumes inside the cab. Check the valve
and system for a restriction. Some valves connect to a breather filter. Check the filter and

change it, if necessary. Hope this helps. Answer: Basically, the PCV system is used to draw
fresh air into the crankcase through the air filter or a separate PCV breather filter. On some
models, a heated PCV system is used to help warm the moisture icy contained in the vapors
absorbed through the PCV valve in cold weather. It speeds up operation of the valve to prevent
excess pressure buildup in the crankcase. Question: Can a bad PCV valve cause braking
problems? There is a vacuum hose on the brake booster. Answer: The PCV won't cause braking
problems. Check the valve and hose to the booster. Make sure they are well connected. This
post may help:. Question: I replaced a new crankcase on my vehicle but now there is a noise.
What is it? Answer: Carefully look under the car with the engine idling an take a look. Check
what side of the engine the noise is coming from. You'll get an idea what's going on. Answer: A
stuck PCV can reduce vacuum in the crankcase actually pressure from blowby. Check also for
leaking hoses in the PCV system. If you need to check the valve, this other post may help:. Is it
hard to replace a PVC valve? Answer: It shouldn't be that difficult. This video gives you an idea
about the replacement. Answer: I believe it flows in one direction since it needs to remove
harmful blowby gases out of the crankcase. Do you have any ideas? Answer: There could be a
problem with the heater control valve or the controls, not letting the valve opening all the way.
Answer: Yes, it is possible. Misfires are usually tricky to diagnose. If you got a trouble code
pointing to cylinder 5, the job could be easier. Check for ignition coil, spark plug, wire, fuel
injector as well. Question: I have a Subaru Impreza, which has just bunny hopped violently, then
blown a lot of smoke out the rear. A replacement part is on order. If that fixes the problem, what
other issues could this have caused? Where could the missing center part have gone? It is still
under warranty. Answer: Probably what you heard is the releasing of pressure building up in the
crankcase, the lower part of the engine. This happens when the PCV valve or part of the system
clogs. This type of fault is likely to blow oil seals. So make sure to keep an eye on the oil level
and check the front and back of the engine for potential leaks if you see a drop in oil level. If
you've never serviced the PCV system, it'll be a good idea to check the engine for sludge
buildup. Internally, this is a very corrosive substance that can damage internal components.
Answer: Yes. Rubber hoses become hard and brittle from the high temperatures in the engine
compartment. Eventually, they break and leak. Answer: If the valve or the system is obstructed,
it'll increase pressure in the crankcase and eventually damage one or both seals. Question: Is it
possible to change Mazda Tribute v6 valve cover gaskets without disconnecting the battery?
You can use a memory saver. Or make one with a 12V dry cell battery. Use a couple of jumper
wires and an inline 5 amp fuse in the positive side. Connect ground to the engine and power to
the alternator battery terminal. So now could be a seal or gasket problem. Answer: If the PCV
valve or a hose or the system was clogged, it can cause pressure to rise, leading to seal failure.
Has the system diagnosed, if necessary, before sludge and moisture cause more damage?
Question: I have an Audi B7 1. It has rough idle, no revs. Engine light and EPC diagnosis results
show pedal or throttle body and airflow. Can a PCV valve cause this error? Answer: The
problem is more likely with the throttle body carbon buildup [airflow obstruction? The PCV only
routes crankcase gases into the intake to reburn. It's possible the vehicle is in "limp mode",
hence no revs. It doesn't Start and doesn't crank. What do you think it could be? Answer: Make
sure your battery is properly charged. Then check the starter system circuit and, if necessary,
the starter motor itself. This other post can help you check the circuit:. Answer: There could be
two possible locations for this model. Look at the valve cover, passenger side, towards the
firewall. The valve plugs into a grommet on the valve. Another possible location is under the
throttle body. I believe is attached to two rubber hoses. Question: Can a bad PCV valve cause
your oil pressure gauge to act erratic? I have replaced all sending units but problem persists.
Needle jumping all over when engine running. I changed oil, new sending units, and pressure is
steady. GMC C with a 7. Answer: The problem could be in the oil pressure switch or circuit.
Section five on this post may help:. Answer: Check hoses and valve to make sure there are not
stuck open, cracked or disconnected. Usually, the PCV valve should be replaced at regular
intervals, according to the manufacturer. A greater drop in idle indicates a problem with the PCV
valve. Another possibility is an intake manifold gasket leak. This can also create an increase in
vacuum inside the crankcase. The two most common sources of negative crankcase pressure
come from a restricted fresh air inlet or using the wrong PCV valve for the application. So heed
your mechanic's advice and take it from there. Hi Dan, nice article! You can check the valve
cover for leaks. If it is leaking then replace the gasket. Diagnose the overheating problem. This
could fix the misfiring issue. These other posts may help:. I have a cadillac deville and my car
has been nisfiring and saying it is overheating the person i bought it from said i need to buy a
valve cover gasket to fix the issue wvat do you think? Here we're assuming the seal was
installed properly and the leak is not coming from an oil cooler, gasket, oil pan or valve cover.
From your description, it seems the PCV system is plugged, but a faulty vacuum line as well

possibly clogged , can cause carbon buildup that increase pressure and a failed seal. If you've
noticed misfires, this could be another sign of a problem in the PCV circuit. Another possibility
is a damaged or scored crankshaft surface-sealing area. This may come from an exposed
seal-spring previous seal? Your model is relatively new, but you mentioned you like to load it to
transport lumber and large items. If the main bearings have worn out, possibly lack of proper
lubrication low oil level, dirty oil? Have the crank sealing area checked for signs of wear or
damaged. I have a Ford Escape 4x4 V6 with 56, miles on it â€” No major repairs only 3rd brake
light and lift gate glass hinges, repaired myself but 6 months ago I noticed a trail of oil going up
the driveway to where I parked my vehicle and a pool of oil underneath. There were no codes or
warning lights and it was obvious that the main seal had to be replaced. I had it towed to the
Ford Dealer and they replaced the main seal and PCV valve and it ran great as usual. What are
they missing here? Is there something else they are not seeing? Is there some kind of
compression test that can be done on the crankcase to determine if there is a pressure problem
that may in turn damage the engine â€” something that can be fixed to prevent a re-occurrence?
They used the dye to find the leak but unless the work was not performed right the first time I
can't imagine how the main seal could be gone again in six months time. I bought it when they
stopped making the Ranger; Since the rear seats fold down so well I can transport lumber and
large items as I did with my Ranger. Any advice is much appreciated. You need to download the
trouble codes from the computer memory and take it from there. If you don't have a scan tool,
bring it to an auto parts store. Most will get the trouble codes for you. I have not brought it to
garage for them to look at it for diagnostic test. I'm afraid to bring it to the shop for their high
cost repair charges. Need your expert advice. I would like learn If I could do it myself. Thanks
Navy Vet on a fixed income. I think what you are hearing is a cylinder relieving pressure through
an oil control valve. System pressure is pushing on a valve, which makes that sound you hear.
This is not an actual issue but probably the new valve you are using is helping to increase the
sound. However, engine using too much oil it's an issue and can be related to the sound. You
need to investigate where the oil is going. Check the coolant fluid color. A milky color would
reveal an oil leak into the system. The oil could going through the exhaust system as well. This
other post may help:. Can you tell me if that's the pcv valve that I just installed. It was not there
before. What should I do now? If you drove the car for a few weeks with a clogged filter,
probably it worn down the fuel pump. But there could be other reasons why your car stalls. I
own nissan exterra. Supercharged v6. It started running rough I changed the fuel filter. Trash
came out of old filter. It shuts of somtimes at stops. When going slow it dies at stop sign.
Usually a busted PCV valve comes from a clogged system. Pressure increases and can damage
seals and soon you got oil leaks. If the engine overheated and a hose or PCV valve was too
close, it may have damaged the hose or valve. My pcv valve in my saturn is busted and spraying
oil onto thermostast is that the reason for the overheating or is the reason for the busted hose
because of the overheating in another area. It seems combustion is failing in those cylinders.
The flashing CEL is a warning, your catalytic converter may die if raw fuel keeps getting to the
cat. The problem could be in the ignition system. Have the fault properly diagnosed. It could
become an expensive fix later on. I have a VW mk5 fsi. For the past 6 weeks each time i start my
car in the morning the idling has changed and now rough with check light flashing and it idle
rough till after driving and the temp is up. When its idling in neautral it will be shaking with 3
cylinders misfiring. When its in drive the shaking becomes less. Whenever i am driving only
cylinder number 1 will be misfiring and no shaking but when i am at a stop sign or traffic lights
the check light begins to flash and idle changes. Could it be the PCV? How would the Camshaft
play up? Surely if the cam was causing issues it would cause them and stay caused wouldn't it?
I will look in to the Throttle control. I'm thinking its time for a new engine. I've never in my life
known 1 engine to have so many different faults, all at the same time! It is possible the PCV
valve is stuck open, causing a lean condition. But there could also be a problem with the
throttle control as shown by the EPC light. Start by checking for trouble codes and see if there
are any pending codes. If the camshaft is acting up, that may explain the symptoms as well. I
have an issue that I think is the PCV. Anyway, last night the engine started intermittently
spluttering, just for moments, on and off for around 4 hours. I managed to get it running again,
with difficulty, and it ran like a bag of spanners, but did get a little better after a couple of
minutes. On idle it sounded like it was running either on 3 cyclinders or missfiring on all 4. He
mentioned the oil gause was missing, but I can't see that being too much of an issue; I suspect
that was removed when I had the chain changed around 3. I can't think of anything else at the
moment. Keep an eye on the coolant and oil level. White smoke upon starting the car first thing
in the morning could mean oil leaking through a valve guide seal. But you can also have coolant
leaking into a cylinder, causing the puff of smoke. If you want to know if the PCV system in your
vehicle is working correctly, take it to a shop and have them do hook it up to an exhaust

analyzer. Basically they need to check CO and O2 readings. If the system is working properly
but you are noticing issues like oil sludge or dilution, there could be oil leaks. If you engine has
high mileage, engine wear can be the source of the problem. It's probably a vacuum leak that
was left when back the cover. Check for a vacuum hose or the gasket itself and make sure that
everything was put back together right. My car is making a high pitch noise still after i had a
new vale. Asket cover replaced engin light is gone now. This is usually caused by problems
with an oxygen sensor, leaking exhaust manifold, retarded spark timing, leaking fuel injector, oil
contamination, and misfires. To see reasons for high oil consumption, this other post may
help:. Ford Fiesta, 1. White smoke is usually associated with coolant. Check for coolant loss -- if
there's a leak, there could be engine problems cylinder head , gasket or block. When I hold
engine revs at about 1. Any ideas0 on September 26, When i hold revs at about 1. My car
consumes excesive oil, and sometimes appears in display the message: stop! You may need a
length of hose to try to locate the source of the sound. A hose may be loose or hanging back
there. Follow the brake booster hose and see if it is properly connected. You may need a small
mirror, something like a telescoping round mirror. Thank You so much, I haven't tested if it
solved the oil smoking problem but because of this I decided to check it and found that the
hose was loose, hope it solves the smoke! Get an estimate from a reputable shop and get a
general idea of the condition of the engine - and take it from there. How much more are you
going to need to invest in the car - major repairs. And see if it is worth keeping it. Usually
blue-gray smoke is associated with oil burning in the combustion chambers. In a worn, high
mileage engine this means worn rings or cylinders. Yours probably has some leaking valve
stem seals or something similar. You might want to do a compression test or a vacuum gauge
can even help- they are relatively cheap. Having problem with rough idle when engine is on. If i
remove the pcv valve from the valve cover and have the engine running at idle speed the idle
works fine, but when i reinstall the pcv valve the rough idle comes back and black rich smoke
comes out of tailpipe. Check it every few months, to prevent gunk from accumulating, along
with the connecting hose and the other connection. Check it specially to prevent it gets stuck
either open or close. If you notice gunk around the valve or hose replace it. If the PCV system is
clogged, it may build pressure in the crankcase and push seals to release pressure. Check the
system. I recently replaced my 4L ford ranger rear main oil seal as i noticed some leaks coming
between the engine block and transmission,and there was some sludge in the oil cap of the
engine,but after some mile it started leaking again but a small amount,,,could this be the cause
of the PCV valve? The way you describe the problem sounds like you had an oil leak
somewhere, and the pressure made things blew up. On some models, the computer will cut off
power if there's a loss of oil pressure to save your engine from self-destructing. You need to
check where the leak originated. There's where you'll find the problem. I have a Toyota avalon. I
don't drive it hard ,change oil. I went to pull over but now power. I had windows down and radio
off. I would really appreciate it if you could give me your professional Thoughts of what might
have happened and y.. If the valve or one of the connectors or hose, or pipe is leaking, most
likely you'll get a misfire at idle. It'll be better to replace the valve, but make sure everything else
is in good condition and properly connected. I accidently broke the PCV on my car, toyota 4fa,
stupidly though. I have glued it just to hold it in one piece, i have put it back. Now the car is
misfiring. I also did a test by closing the vacuum pipe. Idling come slightly back to norm.
Whistle nose from valve. Is the valve the problem. I finally solved the surging idle problem when
engine is warm at operating temperature of my corolla engine. It was a leaking oil pump which
cannot deliver the proper oil pressure to activate the VVT-i system. Have you tried getting the
valve loose. Rotate the valve with a pair of pliers, use penetrant oil if necessary. And carefully
dislodge the valve with a small screwdriver. Have you checked for coolant leaks? Does it smell
like oil burning or an electrical wire burning? You can try having an assistant starting the car for
you while you watch under the hood where the smell is coming from. You may be dealing with a
slipping belt that gains traction a few seconds after the engine starts. You can also check the
PVC valve yourself. Just remove it and shake it. It should rattle. Sometimes you can just blow
through the hose to check for a blockage. I use a set of thin brushes to clean hoses and some
types of valves. It works great in old Fords. If much of the roughenss is gone, you probably got
it all clear. Check for codes once in a while and the proper maintenance. There's a lot of simple
maintenance stuff you can do on your own and save you a lot. Don't use lacquer thinner it's
going to melt anything plastic the rubber diaphragm and probably the hoses. Is the idle fine
now? Also trace all the way the blowby gases have to follow from the valve cover back to the
intake manifold. Make sure the passages are all clear. Another item you want to check is the idle
air controlled IAC valve around the throttle body. The passages in this valve usually get filled
with buildup and the engine begins to surge. And don't forget to scan for codes. Emission
control sensors will usually trigger a code when something doesn't go right. Have you checked

the valve? Some you can check; if it rattles, it is still good. Otherwise you may remove all the.
Most valves are pretty cheap, so you can replace it if you have to. Check the hoses and
connections as well. Having problem with surging idle when engine is warm. If i remove the pcv
valve from the valve cover and have the engine running at idle speed the idle works fine, but
when i reinstall the pcv valve the surging idle comes back. Yeah, they require some little
maintenance once in a while, but it goes a long way. A bit of work or just replacing it as required
can save your engine from demise. And it doesn't cost much. It seems to vary model, engine,
and hose size and possibly wether you are connecting to manifold or ported. Can I route the
hoses from each valve cover one with pcs valve, one without to a single vacuum port?
American auto manufacturers were on a roll in the s. Designing was very competitive, and,
through hot-rodding, engines and horsepower increased dramatically. Thus, the American
Muscle Car was born. Many people purchasing RVs have no real camping experience, so RV
campgrounds are being inundated with requests for their people to do things that are the RV
owner's responsibility. RV owners need to learn how to perform their own site maintenance.
Intake manifold leak diagnosis can be tricky but you can use a few simple techniques to
diagnose the problem. Don't let trouble code P or P leave you without your ride and, worst of all,
with an expensive repair bill later on. A basic knowledge on the electronic fuel injection system
eliminates the guesswork in the calibration of LPG-powered cars. Here are eight simple tips to
help give tires more traction in the snow. Experienced RV campers know what they need to do
to find a great campsite when they travel. Motorcycle helmets are trendy items that reflect your
personality. What type of helmet do you want for yourself? Paying for air is annoying. Here is
how you can find free air, and also how to set your tire pressure for the best performance of
your tires and your car. Is jump starting bad for your car? You'd be surprised what you find out.
What happens behind the scenes will shock you. Learn the different signs of a bad alternator to
make a faster diagnosis. You can make some repairs using a few common tools. In , the East
German government released the horrible Trabant car on an unsuspecting Communist world.
You don't need a lot of money to start selling classic cars, you just need to buy the first car at a
good price and then do it again. If you're thinking of buying a classic VW Beetle, you need to
know a few things beforehand. Discover why the best bargain to be had is from someone who
doesn't know he wants to sell. Identifying the type of noise and when it happens can help you
diagnose your transmission problem. Auto Repair. DIY Auto Repair. RV Living. Safe Driving.
Learning to Drive. All-Terrain Vehicles. Commercial Vehicles. Automotive Industry. Automotive
History. Symptoms of a Stuck Closed PCV Valve or System Increase in internal engine pressure
Failure of one or more oil seals or gaskets Engine oil leaks Low whistling or moaning noise
Moisture and sludge buildup inside the engine Engine surges MAF sensor trouble code P or P
trouble codes 02 sensor trouble codes If the PCV valve gets stuck open, or a system hose gets
disconnected or rupturedâ€”producing a vacuum leakâ€”you'll notice one or more of these
symptoms. Why the PCV Valve Is Important Bad PCV valves can cause engine oil
contamination, sludge build-up, oil leaks, high fuel consumption, and other engine-damaging
problems, depending on the type of failure. Below in this article, we will discuss how car owners
can test their own PCV valves. If it does not rattle, it needs to be replaced. Related Articles. By
Jerry Fisher. By Don Bobbitt. By Dan Ferrell. By Victor Mangubat. By Linda Sarhan. By Isabella.
By John Dove. By electronicsguy. By Rupert Taylor. By Mary Wickison. Discussion in ' LR3 '
started by jayrod , May 6, Log in or Sign up. Land Rover and Range Rover Forums. This site
uses cookies. By continuing to use this site, you are agreeing to our use of cookies. Learn
More. May 6, at PM 1. Posts: 7 Likes Received: 0 Joined: May 6, She said the car was randomly
spewing white smoke out the back on her way to work. Enough smoke to "choke out the other
cars" behind her. Any ideas.. I havent looked at it yet I'm still at work. I am hoping it not a
gasket. May 6, at PM 2. Posts: Likes Received: 3 Joined: Mar 31, That's a new one on me. I
would be concerned, and use caution. You should be able to smell if it is burning oil. Be careful
to not overheat it, that would be bad. May 7, at AM 3. Posts: 1, Likes Received: 4 Joined: Jun 20,
Check and fill your coolant bottle to the top and get it to a mechanic Monday without driving it
this weekend. May 7, at AM 4. Posts: Likes Received: 2 Joined: Sep 9, Are you sure the white
smoke was coming out of the tailpipe? Could be as simple as a split in a coolant line which is
leaking on the exhaust. And while driving it would be blown back and out from under the car.
But if it is coming out the tailpipe May 9, at AM 5. May 9, at AM 6. Before you authorize any work,
get an estimate of need repairs and cost and get back to us so you don't get screwed on the
repair. When you say shop, I hope you don't mean a dealer. May 11, at AM 7. Here are the costs
for the repair.. Labor 2. The work was done at the cough "dealership" here in the North
Pittsburgh. I wouldn't mind finding a local shop but the only one I could find on these forums
was over an hour and a half away. I guess it got lucky it wasn't a headgasket issue. The car has
62K miles on it now.. Is it worthwhile to pursue the Ford ESP warranty with this many miles on

it? May 11, at PM 8. You did luck out, not to bad a cost either. You must log in or sign up to
reply here. Show Ignored Content. Share This Page Tweet. Your name or email address: Do you
already have an account? No, create an account now. Yes, my password is: Forgot your
password? M-F 8am - 6pm Eastern or Email Us. Curbside Pickup Details Click Here. I forgot my
password. Checkout as a Guest. Be the first to review this item. Click Here for details. Subject to
credit approval. See terms. US customers only. I have personally dealt with my sales rep for
many years with my orders from Atlantic British. He is my go to guy who is yet to fail me once. I
highly recommend this company to any Rover enthusiast! I have watched the site for quite a
long period of time and there is always great inventory for range rover related products. From
floor mats to filters to complete engines, we carry the widest range of parts and accessories for
your Land Rover you will find anywhere! And the important word here is stock. We simply don't
list part 's that we can buy - we stock them. We operate over 50, square feet of warehouse space
at two warehouse locations on both the East and West coast. We ship same-day on orders
placed before pm eastern time, Monday - Friday excluding holidays from both our East and
West Coast Warehouses. Since , we've helped more Land Rover owners enhance, modify or
repair their vehicle than any other independent parts specialist. Quality products, superior
service and a wealth of happy customers are the keys to our success. Getting you what you
need, efficiently and effectively - it's what we do. We appreciate your business - buy with
confidence! Great customer service, very knowledgeable staff. Everyone I have worked with are
Land Rover owners- which is a big help for knowing the vehicles. You always have the parts I
need at a great price and everyone Ive ever spoken to has a great knowledge of all Land Rovers.
My sales rep is a rock star, and I value both his technical expertise and his knowledge of your
product line. Call or Email Your Question. Please fill out the form and a Rover Parts Specialist
will email you back shortly. Heavyweight items that ship by freight are excluded. Select Your
Vehicle. Sign Up Log In. Your Email Address. Notify Me! Fits Range Rover Full Size 4. OEM
Reference details Looking for something we don't have? Give us a call or email us If it's
available, we can probably get it! Customers Also Purchased. Similar Best Sellers. What Our
Customers Are Saying. Great selection and customer service. Great how to videos! You always
have what I need and get it to me quickly. Price and the availability of products and parts.
Videos are very helpful too. Very good company deal with. Great parts and prompt service. I
thank you guys very much. You guys have all the needed parts at competitive prices. Your
prices are very competitive and the support is excellent. Wide range of quality products. Fast
shipping. Over 11, parts in stock! Fast Delivery. Best Price Guarantee! Over 11, Parts In Stock!
More Info. Fast Delivery We ship same-day on orders placed before pm eastern time, Monday Friday excluding holidays from both our East and West Coast Warehouses. Our Guarantee On
Low Prices! We'll match it! Shop by Vehicle Shop by Category. Reviews from our Customers
FAST Shipping! Call these Folks they have all the answers to your part installation. You always
have the parts I need at a great price and everyone Ive ever spoken to has a great knowledge of
all Land Rovers -Keith B. Blue Ridge,VA. Atlantic British Ltd. Your message was successfully
sent to Atlantic British! Our Customer Service Team will address your request shortly. How Can
We Help You? Please fill out the form and a Rover Parts Specialist will email you back shortly
Name. Get the latest deals, news and promotions via email. This part fits your vehicle One
moment please This part does not fit your vehicle Updating your recommendations for your
vehicle Sign up now for email product specials and news from Atlantic British and RoverParts.
Check Your Inbox Your discount code has been emailed to you! Please allow 5 minutes for
delivery and check your spam or junk folder if needed. You are already on the list! One-time
sign-up discount available to new subscribers only and you're already subscribed! Your are
subscribed, here is your discount code: Hurry, discount code good through only We have also
emailed you this code. Start Shopping. Sorry, You are already on our list! This offer is for new
subscribers only. The PCV system serves to ventilate the crankcase space inside the engine
and return those ventilated gases to the intake manifold for further combustion. The OEM
rubber tubing will quickly become damaged and almost completely blocked with the constant
exposure to the oil from the crank case. A somewhat common possibility exists for sever
engine damage in cold weather situations. If water is introduced into the PCV system through
degraded hoses, that water can freeze. When that water freezes, the PCV passage way is
blocked. The blocked PCV system can cause pressure to build up in the engine crankcase. This
situation has been know to blow out engine oil seals and a catastrophic oil leak can ensue. The
increased pressure in the PCV system can also simply be due to a colapsed rubber hose. The
collapsed rubber hose is much more likely than the freezing situation. The above scenario has
personally happened to myself. Luckily, I caught the oil leak in time and shut the engine down. I
have heard other first hand accounts where they were not so lucky and the entire engine has to
be rebuilt. So this inspection should be a yearly inspection. Next, remove the pollen filter try

above the engine. This component is very large but comes out in two very simple steps. First
remove the rubber weather stripping that extends from the battery compartment all the way
across the engine bay to the brake master cylinder. The weather stripping simply pulls gently
away and upwards. Then remove the two bolts. The entire plastic pollen filter assembly will
slide towards the front bumper. Now we can better inspect the PCV system. The PCV system is
at the rear of the engine. The two primary hoses that we are interested in are displayed below.
These two hoses are the most vulnerable and are prone to failure. If the hoses are mushy in any
way, then they should be replaced immediately with oil and fuel resistant hoses. Next we need
to inspect the oil separator unit. It is my opinion that the oil separator should be removed once
a year and cleaned out. The process is easy and it is a good idea to flush out any residue that
has built up. Start by removing the two hose clamps. The you will need to remove the two bolts
that are securing the oil separator to the back of the engine. Rear view of the PCV system. You
can see the oil separator attachment points clearly. You can also see additional components
that should be inspected for damage. The circular housing in the picture is the one way vent
that returns the crankcase gases to the engine intake manifold. Next you will need to both
inspect and remove the bottom hose fitting on the oil separator. In my case, the bottom hose
had completely collapsed and was the cause of my engine seal failure. Remove the clamps and
remove the entire oil separator from the engine compartment. Once the oil separator is
removed, it will need to be cleaned with some sort of spirit. You want to flush the unit and
remove any debris or accumulated oil. You can see in this picture where I replaced the damaged
oil return line. In general, all of the rubber components in this system should be inspected.
Hopefully this is a good introduction to the location of the components. Stay on top of the
condition of these components it could save your engine one day. Imagine losing your engine
because of a 2 USD rubber hose. I for one would not be a very happy person. The information
provided herewith is on "AS IS" basis without warranties of any kind either express or implied.
RSW Solutions nor any affiliate guarantee the completeness, usefulness or accuracy of any
information provided herewith either related to RSW Solutions LLC or any of the links that are
referenced from this Web site. However, the information provided herewith is purely intended
for your reference and information and does not express, nor intend to provide any opinion or
advice or endorsement of any kind to the services provided by the organizations referenced in
this Web site. Your use of this Web site Powered by Joomla! Install Joomla. Contact Us
Shipping. Some general overview diagrams. Your question might be answered by sellers,
manufacturers, or customers who bought this product. Please make sure that you are posting in
the form of a question. Please enter a question. Skip to main content. FREE delivery: March 4 Fastest delivery: March 3 - 8. In stock. Usually ships within 3 to 4 days. Add to Cart. Secure
transaction. Your transaction is secure. We work hard to protect your security and privacy. Our
payment security system encrypts your information during transmission. Learn more. Ships
from. Sold by. Include Add a Protection Plan:. Plan starts on the date of purchase. Product
breakdowns and malfunctions are covered after manufacturer's warranty. No additional costs
for repairs - parts, labor, and shipping are all included. Cancel anytime, full refund in the first 30
days. Allstate Protection Plans serviced by SquareTrade, an Allstate company are only valid for
new or Amazon certified refurbished products purchased at Amazon in the last 30 days. Add No
Thanks. Coverage for mechanical breakdowns begins after the manufacturer's warranty expires.
Fully transferable if bought as a gift. Not valid on auto parts purchased for commercial use. Visit
assurantclaims. To cancel, visit "Your Orders" on Amazon. Visit the Land Rover Store. This fits
your. Customers who viewed this item also viewed. Page 1 of 1 Start over Page 1 of 1. Previous
page. Next page. Compare with similar items. Register a free business account. Have a
question? There was a problem completing your request. Please try your search again later.
Product information Technical Details. Would you like to tell us about a lower price? See
questions and answers. Customer reviews. How are ratings calculated? Instead, our system
considers things like how recent a review is and if the reviewer bought the item on Amazon. It
also analyzes reviews to verify trustworthiness. Top reviews Most recent Top reviews. Top
review from the United States. There was a problem filtering reviews right now. Please try again
later. Verified Purchase. The part was a perfect fit. Delivered on time and price was reasonable.
See all reviews. Pages with related products. See and discover other items: pcv valve
replacement. There's a problem loading this menu right now. Learn more about Amazon Prime.
Get free delivery with Amazon Prime. Back to top. Get to Know Us. Amazon Payment Products.
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