2004 toyota tundra 4.7 firing order

The latest engine versions after were equipped with a VVTi Variable Valve Timing system for the
intake camshafts. Compression ratio rating is 9. The crankshaft is supported by 5 bearings.
These bearings are made of aluminum alloy. The engine is equipped with a fully balanced steel
crankshaft with five journals and eight counterweights. The 2UZ-FE engine used forged and
sintered connecting rods. Pistons are made of high temperature-resistant aluminum alloy.
Piston pins are the full-floating type. After the piston shape was changed and oil jets were
introduced to cool the pistons. To conserve mass, plastic region tightening bolts are used for
the crankshaft bearing caps and connecting rod caps. The cylinder heads are made of
aluminum alloy, with a cross-flow type intake and exhaust layout and with pentroof type
combustion chambers. The intake camshafts are driven by the timing belt, and a gear on the
intake camshaft engages with a gear on the exhaust camshaft to drive it. The intake valve head
diameter is To actuate the valves, this engine used inner-shim type, steel valve lifters that are
crowned on the side-sliding portion to reduce friction. For the engine version after , lead-free
valve seats are used. The 2UZ-FE motor was not equipped with hydraulic valve lifters, therefore
special shims are used to adjust the valve clearance. Calculate the thickness of new adjusting
valve shim so valve clearance comes within specified values. Valve shims are available in 41
sizes range from 2. We try to use verified sources and official documentation, however,
differences between sources or errors in entering information may occur. We do not provide
advice on technical issues related to the engines operation or repair. We do not recommend
using provided information for engines repairing engines or spare parts ordering, use only
official service manuals and spare-parts catalogs. Necessary cookies are absolutely essential
for the website to function properly. This category only includes cookies that ensures basic
functionalities and security features of the website. These cookies do not store any personal
information. Contact As. Dear visitors, this site is not a trading platform, an official dealer or a
spare parts supplier, so we do not have any price lists or spare parts catalogs. We are an
information portal and provide the technical specifications of gasoline and diesel engines.
Leave a Reply Cancel reply Your email address will not be published. This website uses cookies
to improve your experience. We'll assume you're ok with this, but you can opt-out if you wish.
Close Privacy Overview This website uses cookies to improve your experience while you
navigate through the website. Out of these cookies, the cookies that are categorized as
necessary are stored on your browser as they are as essential for the working of basic
functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may have an effect on your browsing experience. Necessary Necessary. With
filter change 6. Idle speed: 29 kPa 0. It stands for:. P should be considered a cause for concern,
and can be a threat to the drivability your Tundra. The one nice thing about P is that it is a
cylinder specific misfire code. This makes diagnosing the problems simpler than P , which
means that the cylinders are randomly misfiring. It will often be accompanied by codes PP
These particular codes indicate that there is a misfire in one of the other respective cylinders.
Fixing P should be a high priority. Driving with a misfire can damage that catalytic converter,
and raw fuel will pass through the cylinder into the exhaust. Typically, fuel mileage will suffer as
well. P is a cylinder specific misfire code, which means that cylinder 1 is misfiring and causing
the code. There are quite a few things that can cause the P trouble code to trigger the Toyota
Tundra. Here are the most common problems that will throw the code. They are presented
somewhat in order from most to least likely to be causing the code:. If you follow the items
listed above you should be able to fix the P Inspect and test the parts of the ignition system
around cylinder 1 to determine whether or not you need to replace the coil packs, plugs, or
wires. You can always reset the trouble codes and swap the coil pack, wire, and plug from
cylinder 1 to another. Go ahead and replace them or have them tested. After that you would
want to test the fuel injection system. P is cause for concern and left unfixed can get worse.
Fixing the problem causing the code to fire can save you time and money and keep your Toyota
from breaking down. Quick action may also save your catalytic converter from ruin. Toyota
Tundra P Definition P is a cylinder specific misfire code, which means that cylinder 1 is
misfiring and causing the code. The vehicle itself may begin to run rough. It depends on how
serious the misfire is. The vehicle may produce excess vibration, especially at lower RPM. Fuel
mileage will suffer. Take a look at the electrodes and see if they are in good shape. Most
vehicles now come with iridium plugs that need changed very infrequently. That being said, the
plugs are a great place to start. Spark Plug Wires â€” On most modern engines, the plug wires
are not nearly as long as they once were, but they can still go bad. Coil Packs â€” Coil packs
rarely go bad, but when they do, they can certainly cause p in your Toyota Tundra. Replacing a
set can be very expensive. This is definitely not the place to start. Popular Mechanics : How to

find a vacuum leak. Cam or Crank Sensors â€” This one is very unlikely, but it does happen.
Low Compression â€” If you have a leaking head gasket, bent valve, cracked head, etc.. You
should also feel the vehicle is down on power as well. Is P a Serious Concern? Good luck
diagnosing P in your Toyota Tundra! Remember Me? Site Navigation. Member's Picture Albums.
Out of nowhere, I noticed my '04 developed a really rough idle. Limped it to Advance Auto and
the codes indicated a misfire on all even cylinders. There is a couple of older threads with no
definite resolution to this issue. Typically don't create a new thread for this kind of stuff, but I'm
a couple hours away from home and would appreciate any suggestions. Order 3D Printed Parts
Here. Build Thread. Oh man I hope you get it figured out. Would be a shame to have to upgrade!
Originally Posted by TiN. I googled you issue and found a thread on a Sequoia that might shed
some light on the issue. In this case it doesn't sound good. Have you recently changed the
timing belt? Even cylinder misfire on toyota Here is another on a 4. A timing belt slip. Good
luck. It does sound like one bank has slipped timing somehow I believe it is a timing issue. The
timing belt, based on the receipts I have received from the previous owner, was about halfway
through its service life. At the suggestion of the local dealer, I limped it 5 miles down the road to
their service department. The truck ran much more smoothly at non-idle RPMS, however, I lost
all power and it got really rough going about 20mph about ft from the dealership. I managed to
have enough momentum to roll onto the lot in neutral. Now it misfires on all 8 cylinders, won't
start, and the dealership won't reopen until Tuesday afternoon. Thanks for the replies though
guys, I probably would have stuck with my gut and not limped it if the timing pun intended of
your posts worked out a little better. That's how life goes though, and I'll be keeping this thread
updated as I learn more. Last edited by TiN; at AM. The waiting is the worst part. Did you check
to see if you had a plugged converter assy. It was the timing belt, sounds like it jumped a tooth.
Waiting to hear if there is any additional damage, but I'm hoping that I got lucky and avoided
any interference. I'm hearing dollar signs Good luck friend, I hope there's no substantial
damages. Sent from my iPhone using Tapatalk. I have dealt with a few failed timing belts over
the years, they typically don't just slip a few teeth. Build Thread YouTube Channel. Looks like
you're going to have to get those cup holders finished up and posted for sale to pay for this.
Seriously, hope it's an easy, cheap fix for you. Just brought the truck back home from the
dealership, and it's running great again. Looks like the issue was premature timing belt failure,
and luckily it didn't jump time far enough to cause any additional damage. I have the old belt
that was only 70, miles old when it failed. It isn't missing any teeth, but it does look pretty worn.
I guess that was enough for it to fail. The timing belt replacement was something that needed to
be done in the not-so-distant future, so I only paid for something that I would have had to pay
for anyways. I really lucked out this time; it could have been a whole lot worse. The moral of the
story is don't limp your truck around if a whole bank of cylinders goes dead. Hope this helps
any V8 owners identify this issue if their engines exhibit the same symptoms, and thanks again
to all those who offered advice and suggestions. The 4Runner lives on. Originall
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y Posted by 07V8. BB code is On. Smilies are On. Forum Rules. All times are GMT The time now
is PM. All company, product, or service names references in this web site are used for
identification purposes only and may be trademarks of their respective owners. Toyota 4Runner. Join us now! Mark Forums Read. User Tag List. Page 1 of 2. Thread Tools. Rate
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Posts by Utopia. MidwestT4R Member. BlackWorksInc Elite Member. Join Date: Jun Location:
california Posts: 4. Find More Posts by brownh. Ratubbs Member. Join Date: Jan Age: 44 Posts:
Find More Posts by Ratubbs. Join Date: Jun Location: washington Posts: 4, Find More Posts by
nevada. Find More Posts by gmreratliff. Find More Posts by 07V8. Posting Rules. Similar
Threads. Hello, I have a misfire in cylinders 3 and 4. Cylinder one misfire error code without the
misfire. User Name: Password: Remember Me? Not a member yet? Register Now! Become a
Sponsor.

