2005 ford ranger service manual

Quick Links. Table of Contents. Instrument Cluster. Warning And Control Lights. Entertainment
Systems. Climate Controls. Turn Signal Control. Bulb Replacement. Driver Controls. Steering
Wheel Adjustment. Power Windows. Speed Control. Locks And Security. Owners Guide postfmt.
USA fus. Ford motor company ford crown victoria owner's guide pages. Ford motor company
ford freestar owner's guide pages. Automobile Ford Freestar Owner's Manual pages. Ford
crown victoria automobile owner's manual pages. Ford may change the contents without notice
and without incurring obligation. Page 4: Introduction State of California to cause cancer and
birth defects or other reproductive harm. Please take the time to get well acquainted with your
vehicle by reading this handbook. The more you know and understand about your vehicle, the
greater the safety and pleasure you will derive from driving it. Page 5 Do not add friction
modifier compounds or special break-in oils during the first few thousand miles kilometers of
operation, since these additives may prevent piston ring seating. See Engine oil in the
Maintenance and Specifications chapter for more information on oil usage. To access this
information, special equipment must be directly connected to the recording modules. Ford
Motor Company and Ford of Canada do not access event data recorder information without
obtaining consent, Page 7 Your vehicle is not equipped with a snowplowing package. Using
your vehicle as an ambulance Do not use this vehicle as an ambulance. Your vehicle is not
equipped with the Ford Ambulance Preparation Package. Continued driving with this light on
may cause the Check Engine warning light to come on. A chime will also sound when a
malfunction in the supplemental restraint system has been detected. If the light flashes steadily
or does not illuminate, have the transmission serviced soon, or damage may occur. Door ajar
warning chime: Sounds when any door is opened or not fully closed. Odometer: Registers the
total miles kilometers of the vehicle. Refer to Filling the tank in the Maintenance and
Specifications chapter for more information. Irregular shaped CDs, CDs with a scratch
protection film attached, and CDs with homemade paper adhesive labels should not be inserted
into the CD player. MUTE: Press to mute the playing media. Press again to return to the playing
media. Tape eject: Press to eject the tape. Scan: In radio mode, scan through the available
stations. Press CLK to display the time when the ignition is off. In MP3 directory mode, press to
play the tracks within the current directory in random order. Press and hold LOAD to autoload
up to six discs. CD slot: Insert a CD, label side up. Page 29 1 will begin playing. If there are less
than six strong stations, the system will store the last one in the remaining presets. Press TUNE
again to disengage. To select a preset station, press the desired memory preset button. Select
2. Adjust the temperature control to maintain comfort. Set the fan speed to the highest setting.
Do not place objects on top of the instrument panel as these objects may become projectiles in
a collision or sudden stop. Failure to activate your headlamps under these conditions may
result in a collision. Move the control to the full upright position, past detent, to turn on the
interior lamps. At the back of the headlamp, pry up the two retainer pins to release the
headlamp assembly from the vehicle and pull headlamp forward. Disconnect the electrical
connector from the bulb by pulling rearward. Carefully pull bulb straight out of socket and push
in the new bulb. Install the bulb socket in lamp assembly by turning clockwise. Install the new
bulb in reverse order. Rotate bulb socket counterclockwise turn and remove from lamp
assembly. Carefully pull the bulb straight out of the socket Install the new bulb s in reverse
order. Twist the socket counterclockwise and remove. Carefully pull the bulb straight out of the
socket. Install the new bulb s in reverse order. Poor wiper quality can sometimes be improved
by cleaning the wiper blades, refer to Windows and wiper blades in the Cleaning chapter. To
prevent the battery from being discharged, do not use the power point longer than necessary
when the engine is not running. Press completely down on AUTO and release quickly. Press
again to stop. Press the ON control and release 2. Accelerate to the desired speed. This will
automatically return the vehicle to the previously set speed. Note: When you turn off the speed
control or the ignition, your speed control set speed memory is erased. See your dealer for
more information. When driving the vehicle off road, the bed extender should be in the stowed
position and the tailgate closed. To install the bed extender, follow the removal procedure in
reverse order. Replacing the battery The remote entry transmitter uses one coin type three-volt
lithium battery CR or equivalent. The battery saver will shut off the interior lamps after several
minutes if they are left on accidentally. Ensure that the seat is locked into place. Pull lever
located at the side of the seat cushion up to adjust seatback. The seat will lean forward. Lift the
release bar to move the seat forward to access the rear area of the cab. On four-door SuperCab
vehicles, do not open the rear door when the rear safety belt is still buckled. The belt will still
retract to remove any slack in the shoulder belt. The automatic locking mode is not available on
the driver safety belt. In addition, all safety belts should be checked for proper function. Adjust
the height of the shoulder belt so the belt rests across the middle of your shoulder. The lap belt
should fit snugly and as low as possible around the hips, not across the waist. At a moderate

speed, buckle then unbuckle the safety belt three times, ending with the safety belt unbuckled.
This can be done before or during BeltMinder warning activation. Ford Motor Company
recommends that all safety belt assemblies in use in vehicles involved in a collision be
replaced. Page Air Bags All occupants of the vehicle, including the driver, should always
properly wear their safety belts, even when an air bag supplemental restraint system SRS is
provided. The front passenger airbag is not designed to offer protection to an occupant in the
center front seating position. Rear facing child seats should NEVER be placed in the front seats
unless the passenger airbag switch is turned off. This indicates that the passenger air bag is
deactivated. Page 80 2. Child age 1 to If small children ride in your vehicle generally children
who are four years old or younger and who weigh 40 lb. Booster seats position a child so that
safety belts fit better. They lift the Page 84 top of ear level above the top of the seat. They can
slide around and increase the likelihood of injury or death in a collision. Ford recommends the
use of a child safety seat having a top tether strap. Page 87 Rear facing child seats should
NEVER be placed in the front seats unless the passenger airbag switch is turned off. Pull down
on the shoulder belt and then grasp the shoulder belt and lap belt together. Allow the belt to
retract. The belt will click as it retracts to indicate it is in the automatic locking mode. The tether
anchors in your vehicle are located on the back of the front seat cushion. Position the child
safety seat on the front seat cushion. Route the child safety seat tether strap over the back of
the seat. Locate the correct anchor for the selected seating position. The tether anchor is
located on the rear lower portion of the passenger seat. Clip the tether strap to the anchor. In a
crash, one anchor may not be strong enough to hold two child safety seat attachments and may
break, causing serious injury or death. This increases traction which may enable you to safely
drive over terrain and road conditions that a conventional two-wheel drive vehicle cannot.
Department of Transportation-Tire quality grades: The U. Department of Transportation requires
Ford to give you the following information about tire grades exactly as the government has
written it. Remember that a tire can lose up to half of its air pressure without appearing flat. You
are strongly urged to buy a reliable tire pressure gauge, as automatic service station gauges
may be inaccurate. Ford recommends the use of a digital or dial type tire pressure gauge rather
than a stick type tire pressure gauge. Page Always inflate your tires to the Ford recommended
inflation pressure even if it is less than the maximum inflation pressure information found on
the tire. Page Only use replacement tires and wheels that are the same size and type such as
P-metric versus LT-metric or all-season versus all-terrain as those originally provided by Ford.
Use of any tire or wheel not recommended by Ford can affect the safety and performance of
your vehicle, which could result in an increased risk of loss of vehicle control, vehicle rollover,
personal injury and death. Replace these temporary emergency spare tires on the vehicle with a
tire of the same size, speed rating and load carrying capacity as the other road tires as soon as
possible. To assemble, slide parts together. To disconnect, depress button and pull apart.
Depress button and slide together. Position the jack according to the following guides and turn
the jack handle clockwise until the tire is a maximum of 1 inch 25 mm off the ground. Do not
fully tighten the lug nuts until the wheel has been lowered. Lower the wheel by turning the jack
handle counterclockwise. Install the spare tire lock if equipped into the access hole above the
rear bumper with the spare tire lock key if equipped and jack handle. Use only Ford
recommended replacement fasteners. When a wheel is installed, always remove any corrosion,
dirt and foreign materials present on the mounting surfaces of the wheel and the surface of the
front disc brake hub and rotor that contacts the wheel. Page These speed ratings may need to
be adjusted for the difference in conditions. These ratings are listed in the following chart.
Maximum Load Single lb. Advanced and unusual tire wear can reduce the ability of tread to grip
Ranger ran Owners Guide postfmt USA fus Page Safety practices Driving habits have a great
deal to do with your tire mileage and safety. Have a qualified technician at a Ford or Lincoln
Mercury dealer check the wheel alignment periodically. Page Sometimes irregular tire wear can
be corrected by rotating the tires. Note: If your tires show uneven wear ask a qualified
technician at a Ford or Lincoln Mercury dealership to check for and correct any wheel
misalignment, tire imbalance or mechanical problem involved before tire rotation. When towing,
trailer tongue load or king pin weight is also part of cargo weight. Maximum Loaded Trailer
Weight â€” is the highest possible weight of a fully loaded trailer the vehicle can tow. Determine
the combined weight of luggage and cargo being loaded on the vehicle. That weight may not
safely exceed the available cargo and luggage load capacity calculated in Step 4. Certain states
require electric trailer brakes for trailers over a specified weight. The Ranger vehicle electrical
system is not equipped to accommodate electric trailer brakes. The combined weight of the
completed towing vehicle including hitch, passengers and cargo and the loaded trailer must not
exceed the Gross Combined Weight Rating GCWR. For definition of terms used in this table, see
Vehicle loading earlier in this chapter. Underbody mounted hitches are acceptable if they are

installed properly. Follow the towing instructions of a reputable rental agency. The speed
control may shut off automatically when you are towing on long, steep grades. Reconnect the
wiring to the trailer after the trailer is removed from the water. Only use the accelerator when
you have difficulty starting the engine. For more information on starting the vehicle, refer to
Starting the engine in this chapter. Make sure all occupants buckle their safety belts. For more
information on safety belts and their proper usage, refer to the Seating and Safety Restraints
chapter. Make sure the headlamps and electrical accessories are off. If starting a vehicle with a
manual transmission: 1. Make sure the parking brake is set. Push the clutch pedal to the floor.
Parking brake To set the parking brake 1 , press the parking brake pedal down until the pedal
stops. The axle may exhibit a slight noise or vibration in tight turns with low vehicle speed. This
is normal behavior and indicates the axle is working. Apply the parking brake, turn ignition key
to LOCK, then remove the key. Insert the key and turn it to OFF. Apply the brake pedal and shift
to N Neutral. After this learning process, normal shift feel and shift scheduling will resume. Fully
apply the parking brake, then shift into 1 First. Turn the ignition off. Do not park your vehicle in
Neutral, it may move unexpectedly and injure someone. Use 1 First gear and set the parking
brake fully. Illuminates when 4H 4WD High is engaged. Bring the vehicle to a complete stop 2.
Depress the brake 3. On vehicles equipped with an automatic transmission, place the
transmission in N Neutral ; on vehicles equipped with a manual transmission, depress the
clutch. Excessive steering will result in less vehicle control, Ranger ran Owners Guide postfmt
USA fus Page Normal characteristics On some 4WD models, the initial shift from two-wheel
drive to 4x4 while the vehicle is moving can cause some momentary clunk and ratcheting
sounds. If the front or rear axle is submerged in water, the axle lubricant should be replaced.
Page Never drive with chains on the front tires of 4WD vehicles without also putting them on the
rear tires. This could cause the rear to slide and swing around during braking. Page Roadside
Emergencies 50, miles 80, km on Lincoln vehicles. If you need to arrange roadside assistance
for yourself, Ford Motor Company will reimburse a reasonable amount. To obtain
reimbursement information, U. Ford or Mercury vehicles customers call ; Lincoln vehicle
customers call 1â€”â€”â€” Page Fuses And Relays Note: Always replace a fuse with one that
has the specified amperage rating. Using a fuse with a higher amperage rating can cause severe
wire damage and could start a fire. If the battery has been disconnected and reconnected, refer
to the Battery section of the Maintenance and Specifications chapter. Over time, the adaptive
learning process will fully update transmission operation. Note: In the illustrations, lightning
bolts are used to designate the assisting boosting battery. Ensure that the cables are clear of
fan blades, belts, moving parts of both engines, or any fuel delivery system parts. Jump starting
1. Start the engine of the booster vehicle and run the engine at moderately increased speed.
Remove the jumper cable from the ground metal surface. After the disabled vehicle has been
started and the jumper cables removed, allow it to idle for several minutes so the engine
computer can relearn its idle conditions. Do not tow with a slingbelt. Ford Motor Company has
not approved a slingbelt towing procedure. On 4x2 vehicles, it is acceptable to tow the vehicle
with the front wheels on the ground and the rear wheels off the ground. Away from home If you
own a Ford or Mercury vehicle and are away from home when your vehicle needs service, or if
you need more help than the dealership could provide, after following the steps described
above, contact the Ford Customer Relationship Center to find an authorized dealership to help
you. Page If you own a Lincoln vehicle and are away from home when your vehicle needs
service, or if you need more help than the dealership could provide, after following the steps
described above, contact the Ford Customer Relationship Center to find an authorized
dealership to help you. Page Customer Assistance In some states in the U. Ford is also allowed
a final repair attempt in some states. In the United States, a warranty dispute must be submitted
to the The Dispute Settlement Board may not be available in all states. The decisions of the
Board are binding on Ford and, in some cases, on the dealer but not on consumers who are free
to pursue other remedies available to them under state or federal law. If you did not take
advantage of the Ford Extended Service Plan at the time of purchasing your vehicle, you may
still be eligible. Since this information is subject to change, please ask your dealer for complete
details about Ford Extended Service Plan coverage options, or visit the Ford ESP website at
Page If your vehicle must be serviced while you are traveling or living in Central or South
America, the Caribbean, or the Middle East, contact the nearest Ford dealership. Page Reporting
Safety Defects U. These products may cause premature wearing of the clear, protective coating.
These quality products have been specifically engineered to fulfill your automotive needs; they
are custom designed to complement the style and appearance of your vehicle. Turn off the
engine and remove the key. Block the wheels. Set the parking brake and shift to P Park. Go to
the front of the vehicle and release the auxiliary latch that is located under the front center of
the hood. Lift the hood and support it with the prop rod. Transmission fluid dipstick automatic

transmission 5. Engine oil filler cap 6. Brake fluid reservoir 7. Power distribution box 8. Clutch
fluid reservoir manual transmission 9. Battery Power steering fluid reservoir Automatic
transmission fluid dipstick if equipped 5. Engine oil dipstick 6. Clutch fluid reservoir if equipped
9. Engine oil dipstick 5. Brake fluid reservoir 6. Power distribution box 7. Clutch fluid reservoir if
equipped 8. Battery 9. Air filter assembly Set the parking brake and ensure the gearshift is
securely latched in P Park automatic transmission or 1 First manual transmission. Open the
hood. Protect yourself from engine heat. Locate and carefully remove the engine oil level
indicator dipstick. Put the indicator back in and ensure it is fully seated. Adding engine oil 1.
Check the engine oil. For instructions, refer to Checking the engine oil in this chapter. Page
Change your engine oil according to the appropriate schedule listed in the scheduled
maintenance information. Ford production and aftermarket Motorcraft oil filters are designed for
added engine protection and long life. If a replacement oil filter is used that does not meet Ford
material and design specifications, start-up engine noises or knock may be experienced. Page
Battery Therefore, do not allow flames, sparks or lighted substances to come near the battery.
When working near the battery, always shield your face and protect your eyes. Always provide
proper ventilation. Over time the adaptive learning process will fully update transmission
operation to its optimum shift feel. Mixing Motorcraft Specialty Orange Engine Coolant or any
orange-colored extended life product with your factory filled coolant can result in degraded
corrosion protection. Page Recycled engine coolant Ford Motor Company does NOT
recommend the use of recycled engine coolant in vehicles originally equipped with Motorcraft
Premium Gold Engine Coolant since a Ford-approved recycling process is not yet available.
Page If the engine coolant supply is depleted, this feature allows the vehicle to be driven
temporarily before incremental component damage is incurred. Check the coolant level and
replenish if low. Never remove the coolant reservoir cap while the engine is running or hot.
Restart the engine and take your vehicle to a service facility. The toxic effects of fuel may not be
visible for hours. The fuel system may be under pressure. If the fuel filler cap is venting vapor or
if you hear a hissing sound, wait until it stops before completely removing the fuel filler cap. If
the problems persist, see your dealer or a qualified service technician. Running out of fuel
Avoid running out of fuel because this situation may have an adverse affect on powertrain
components. Page 1. Fill the fuel tank completely and record the initial odometer reading in
miles or kilometers. Each time you fill the tank, record the amount of fuel added in gallons or
liters. Contact your dealer if the window sticker is not supplied with your vehicle. The EPA
window sticker should be your guide for the fuel economy comparisons with other vehicles. Be
sure to put the dipstick back in the reservoir. Refer to Lubricant specifications in this chapter.
Brake fluid is toxic. If brake fluid contacts the eyes, flush eyes with running water for 15
minutes. Page Add enough fluid through the filler opening so that the fluid level is at the bottom
of the opening. Install and tighten the fill plug securely. Checking and adding transfer case fluid
if equipped 1. Clean the filler plug. Remove the filler plug and inspect the fluid level. Page Air
Filter S 7. Replace the air filter housing cover and secure the clamps. Replace the air inlet tube
and secure the clamp. Replace the PCV valve with one that meets Ford material and design
specifications for your vehicle, such as a Motorcraft or equivalent replacement part. The
customer warranty may be void for any damage to the emissions system if such a PCV valve is
not used. Refer to the scheduled maintenance information to determine the correct service
interval. Indicates only approximate dry-fill capacity. Some applications may vary based on
cooler size and if equipped with an in-tank cooler. Use of synthetic or synthetic blend motor oil
is not mandatory. Page Oil Canada Engine oil 4. Ensure the correct automatic transmission fluid
is used. Transmission fluid requirements are indicated on the dipstick or on the dipstick handle.
Assembly plant 8. Production sequence number Engine number The engine number the last
eight numbers of the vehicle identification number is stamped on the engine block,
transmission, frame and transfer case if equipped. The following table tells you which
transmission or transaxle each code represents. Ford Motor Company will repair or Page Fuel
pump shut-off switch.. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL. This
category covers , , , , , , , , , , , , , , Ford Ranger models. Repair guides and support for the 3rd
generation Ranger, a compact pickup truck manufactured by Ford. These are some common
tools used to work on this device. You might not need every tool for every procedure. In the
Americas, the Ford Ranger is a line of pickup trucks produced by Ford and introduced in for the
model year. The Ford Ranger replaced the Mazda-sourced Ford Courier and became the
best-selling compact truck in the United States from to Ford reintroduced the Ranger in for a
fourth generation. The third-generation Ford Ranger was introduced for the model year and is
visually very similar to the previous generation trucks. Super Cab Ranger trucks gained
rear-hinged doors for the model year and were the first model line in the compact truck segment

to include these. The Ford Explorer Sport Trac mid-size pickup truck from the same years
shares its wheelbase and some components with the third-generation Ford Ranger. Fix Your
Stuff. Show Other Languages. Author: Jeff Suovanen and 2 other contributors. Create a Guide I
Have This. Replacement Guides Tail Light Bulb. Techniques Ford Ranger 3. Support Questions
Ask a Question. Tools These are some common tools used to work on this device. Phillips 1
Screwdriver. Background and Identification. Technical Specifications. Additional Information.
View Statistics:. Air conditioner only works on high Ford Ranger. Transmission fluidâ€”how
many quarts to fill? Tilt wheel control lever Ford Ranger. Why is my battery slowly draining?
This listing is for part or sub-assembly number given below only. This is an original factory
original Ford shop service repair manual. This one appears to have gotten water wet at some
point and the pages are water damaged tried to show in pictures but there is not any mold. We
have been in business since and have always offered professional style packing, upfront
shipping costs and have never charged a handling fee or any surcharges. Your grand total will
only consist of the price and shipping cost listed we do not overcharge for shipping to make
profit, we do try to keep shipping costs as low for our customers as we can We pride ourselves
on accurate honest descriptions in our listings. Any non-GM original part will be clearly marked
as "aftermarket", we will never mislead a customer to think a reproduction part is an original GM
part. We ship worldwide and always do combine shipping for multiple purchases. If you want to
purchase multiple items please complete all your purchases and then email us before paying.
We will then send a new invoice with your combined shipping rate for easy payment.
Unfortunately once you have paid for items we cannot combine shipping. Please allow business
days for items to ship although we do try to ship all items as quickly as we can. The following
list are the typical shipping options offered to our customers:. Priority Mail shipping typically
has a postal day transit time once shipped. First Class Parcel shipping can take postal days
once shipped. Priority Mail International shipping typically has a postal day transit time once
shipped. First Class International shipping can take postal days once shipped. Our feedback is
setup through Ebay to immediately leave matching feedback for our buyers as soon as
feedback has been left in our profile. We have found that this automation is the best way we can
ensure you receive your feedback quickly and when you have left positive feedback we are
assured you are satisfied with the transaction. We strive for your positive feedback and 5-Star
rating and if there are any areas that you feel we can improve upon please let us know before
leaving feedback to give us the opportunity to keep your continued business. If the part you
receive it not what you expected or does not fit your vehicle please email us and at our option
we will offer to exchange or return the part. Unless we made mistake in our description we
cannot refund any shipping for a returned item. A prorated refund may be offered on NOS GM
parts that have been removed from their original packaging. Skip to main content. Email to
friends Share on Facebook - opens in a new window or tab Share on Twitter - opens in a new
window or tab Share on Pinterest - opens in a new window or tab. Add to Watchlist. People who
viewed this item also viewed. Showing Slide 1 of 1 - Carousel. Check if this part fits your
vehicle. Picture Information. Mouse over to Zoom - Click to enlarge. Trusted seller, fast
shipping, and easy returns. Learn more - Top Rated Plus - opens in new window or tab. Get the
item you ordered or get your money back. Learn more - eBay Money Back Guarantee - opens in
new window or tab. Seller information mdmuscle Contact seller. Visit store. See other items
More See all. Item Information Condition:. Sign in to check out Check out as guest. Add to
Watchlist Remove from watch list. Watch list is full. Same day Shipping. Longtime Member.
Shipping help - opens a layer International Shipping - items may be subject to customs
processing depending on the item's customs value. Your country's customs office can offer
more details, or visit eBay's page on international trade. Item location:. Saint Louis, Missouri,
United States. Ships to:. This amount is subject to change until you make payment. For
additional information, see the Global Shipping Program terms and conditions - opens in a new
window or tab This amount includes applicable customs duties, taxes, brokerage and other
fees. For additional information, see the Global Shipping Program terms and conditions - opens
in a new window or tab. Estimated between Thu. Estimated delivery dates - opens in a new
window or tab include seller's handling time, origin ZIP Code, destination ZIP Code and time of
acceptance and will depend on shipping service selected and receipt of cleared payment opens in a new window or tab. Delivery times may vary, especially during peak periods. Any
international shipping and import charges are paid in part to Pitney Bowes Inc. Learn More opens in a new window or tab International shipping and import charges paid to Pitney Bowes
Inc. Learn More - opens in a new window or tab Any international shipping and import charges
are paid in part to Pitney Bowes Inc. Learn More - opens in a new window or tab Any
international shipping is paid in part to Pitney Bowes Inc. Learn More - opens in a new window
or tab. Sponsored items from this seller. Showing Slide 1 of 2 - Carousel. Report item - opens in

a new window or tab. This translation tool is for your convenience only. The accuracy and
accessibility of the resulting translation is not guaranteed. Note: The accuracy and accessibility
of the resulting translation is not guaranteed. Seller assumes all responsibility for this listing.
My Garage. Go to My Garage. Please wait. We were unable to complete your request. Please try
again later. This part is not compatible with this. Compatibility information is not available for
this item. Oops, something went wrong. This part is compatible with below vehicle s. This part
is compatible with below vehicle s matching this. A quantity of 2 is recommended. Portions of
the information contained in this table have been provided by mdmuscle. Modern Day Muscle
mdmuscle Search within store. Items On Sale. Shipping and handling. This item will ship to
Ukraine , but the seller has not specified shipping options. Contact the seller - opens in a new
window or tab and request a shipping method to your location. Shipping cost cannot be
calculated. Please enter a valid ZIP Code. Shipping to: Worldwide. No additional import charges
at delivery! This item will be shipped through the Global Shipping Program and includes
international tracking. Learn more - opens in a new window or tab. There are 1 items available.
Please enter a number less than or equal to 1. Select a valid country. Please enter 5 or 9
numbers for the ZIP Code. Taxes may be applicable at checkout. Learn more. Return policy.
Payment details. Payment methods. Back to home page Return to top. Back to home page.
Listed in category:. Email to friends Share on Facebook - opens in a new window or tab Share
on Twitter - opens in a new window or tab Share on Pinterest - opens in a new window or tab
Add to Watchlist. Image not available Photos not available for this variation. This manual is
specific to a Ford Ranger. RepairSurge is compatible with any internet-enabled computer,
laptop, smartphone or tablet device. It is very easy to use and support is always free. We wish
we could just show you the entire manual before you buy, but our publishing agreement with
the auto manufacturers prevents this. We know this sounds crazy. It's a stupid rule in our
opinion, but they authorize our manuals and that's what their lawyers require. Here are some of
the comments we have received from users of RepairSurge. These customers have agreed to
allow us to publicly display their testimonials. We know buying anything online is a risk. Once
again, we wish we could just show you the entire manual before you buy, but our publishing
agreement with the auto manufacturers prevents this. We'll get you the repair information you
need, every time, or your money back. Manufacturer: Ford. Model: Ranger. Production Year:
Step by Step Instructions. Comprehensive Diagrams. Diagnostic Procedures. Wiring Diagrams.
Here is what you'll get. Step-by-step factory recommended repair instructions. Unlimited access
to personal support reps who are always available to assist you. We can answer your questions
about using the software or help you find the specific information you need for your Ford
Ranger. Free real-time updates! Your manual is updated with revised information as soon as it
is released. Access on your terms. Unlimited access to your Ford Ranger manual on a yearly
basis. We'll get you the repair information you need, every time, or we'll refund your purchase in
full. Can I see what the manual looks like? See our guarantee below. You are protected in case
the manual turns out to not be what you need. What Satisfied Mechanics Are Saying. Exactly as
advertised, quick and easy transaction. Get Your Manual. Your satisfaction is guaranteed and
your online transaction is protected by safe and secure SSL encryption technology. Slideshare
uses cookies to improve functionality and performance, and to provide you with relevant
advertising. If you continue browsing the site, you agree to the use of cookies on this website.
See our User Agreement and Privacy Policy. See our Privacy Policy and User Agreement for
details. Published on Aug 28, It is this level of detail, along with hundreds of photos and
illustrations, that guide the reader through each service and repair procedure. Complete
download comes in pdf format which can work under all PC based windows operating system
and Mac also, All pages are printable. Using this repair manual is an inexpensive way to keep
your vehicle working properly. SlideShare Explore Search You. Submit Search. Home Explore.
Successfully reported this slideshow. We use your LinkedIn profile and activity data to
personalize ads and to show you more relevant ads. You can change your ad preferences
anytime. Upcoming SlideShare. Like this document? Why not share! Embed Size px. Start on.
Show related SlideShares at end. WordPress Shortcode. Published in: Automotive. Full Name
Comment goes here. Are you sure you want to Yes No. Anwar Ibrahim. Daniel Prieto. No
Downloads. Views Total views. Actions Shares. No notes for slide. The power steering pump is
mounted to the engine and driven by the engine accessory drive belt. Power steering fluid flows
into the pump from the reservoir. The power steering fluid is then trapped between the pump
vanes and moved to the high-pressure side of the pump creating a flow of fluid. The restriction
of this flow by the steering gear creates the pressure that provides the steering assist. This
action prevents damage to the system and provides the correct level of assist during all engine
speeds. While under pressure, the power steering fluid flows through the high-pressure power
steering line to the steering gear. The fluid exits the gear and flows through the return line,

cooler and finally to the reservoir. The reservoir slows the fluid, allows air to escape and filters
the fluid before returning it to the pump. All vehicles 1. Using a suitable suction device, remove
the power steering fluid from the reservoir. Compress the clamp and disconnect the return
hose. Compress the clamp and disconnect the power steering pump supply hose. Remove the 3
bolts and the power steering fluid reservoir. Remove the 2 bolts and the power steering fluid
reservoir. All vehicles 6. To install, reverse the removal procedure. Fill the power steering
system. Remove the power steering fluid reservoir nut. Remove the power steering pump
pulley. For additional information, refer to Power Steering Pump Pulley - 2. Disconnect the
pressure line-to-pump fitting. Remove the 4 power steering pump bolts and the power steering
pump. For additional information, refer to Power Steering Pump Pulley - 3. Remove the 3 bolts
and the power steering pump. Remove the engine cooling fan. Compress the clamp and
disconnect the power steering pump supply hose from the power steering fluid reservoir.
Compress the clamp and disconnect the power steering pump supply hose from the power
steering pump. To install, reverse removal procedure. Remove the air cleaner outlet pipe. Rotate
the accessory drive belt tensioner counterclockwise and position the accessory drive belt
aside. Using the special tool, remove the power steering pump pulley. Using the special tool,
install the power steering pump pulley. Inspect the pulley for paint marks in the web area near
the hub. If there are 2 paint marks, discard the pulley and install a new one. If there is 1 paint
mark or no paint marks, use a paint pencil to mark the web area of the pulley near the hub.
Rotate the tensioner counterclockwise and position the belt on the power steering pump pulley.
Install the air cleaner outlet pipe. Loosen the power steering pump pulley bolts. Remove the 3
bolts and the power steering pump pulley. Special Tools Material Fig. Remove the wheel and
tire. Loosen the tie-rod jam nuts. Remove the outer tie-rod end cotter pin and nut. Using the
special tool, disconnect the outer tie-rod end. If the seal is not airtight, the vacuum generated
during turning may draw water and foreign material into the gear and damage internal
components. Zip ties do not produce an airtight seal and must not be used. Water and foreign
material trapped in the grease may damage the joint. CAUTION: If present, the orientation of the
vent tubes must be noted so the boots and vent tubes may be installed in their original
locations. Incorrect venting may lead to internal component damage. Remove the outer tie-rod
end. Remove the tie-rod jam nut. Remove the inner and outer bellows boot clamps. Remove the
bellows boot. Using the special tool, remove the inner tie rod. NOTE: Count and record the
number of times the outer tie-rod end turns for assembly reference. Torsion bar suspension
vehicles Loosen the tie-rod jam nut. Remove the steering gear. Remove the outer tie-rod end
and jam nut. All vehicles NOTE: Count and record the number of times the outer tie-rod end
turns for assembly reference. Thoroughly clean and inspect all the parts to be reused. Install
new parts as necessary. Check that the bellows boot seal is positioned correctly over the
steering gear housing bead at the large inside diameter ID and is in the inner tie-rod groove at
the small ID. Check and if necessary adjust the front toe. This material is extremely harmful to
the steering gear. NOTE: Lubricate the inner tie rod inside groove with steering gear grease
where the bellows boot is clamped. Remove the 2 power steering fluid cooler nuts. Compress
the clamps and disconnect the 2 power steering fluid cooler hoses. Remove the front wheels
and tires. Place the steering wheel in the straight-ahead position and remove the ignition key.
Remove the power steering fluid cooler. For additional information, refer to Power Steering
Fluid Cooler. All vehicles 4. Remove the outer tie-rod end cotter pins and nuts. Using special
tool, separate the outer tie-rod ends from the wheel spindles. NOTE: Remove the adapter from
the ball end of the special tool. Apply a small amount of grease to the tie-rod end stud and the
ball of the special tool. Remove the lower steering column shaft-to-steering gear bolt and
disconnect the lower steering column shaft from the gear. Remove the steering line clamp plate
nut and disconnect the pressure and return lines. Plug or cap the return line, pressure line and
the steering gear ports to prevent the entry of dirt. Remove the 2 steering gear nuts and the 2
steering gear studs. If necessary, remove the outer tie-rod ends. Check and, if necessary, adjust
the front toe. If there is evidence that the steering column has rotated, the clockspring must be
removed and recentered. Using the special tool, separate the outer tie-rod ends from the wheel
knuckles. Remove the outer tie-rod ends. Remove the stabilizer bar and link. Remove the lower
steering column shaft-to-steering gear bolt and disconnect the shaft from the steering gear.
Remove the 2 steering gear nuts and steering gear studs. Rotate the steering gear control valve
housing toward the front of the vehicle. CAUTION: Do not allow the steering column to rotate
while the steering column shaft is disconnected from the steering gear or damage to the
clockspring may result. Turn the steering gear input shaft to the right until the stop is reached.
Move the steering gear as far to the RH side of the vehicle as possible. Move the LH inner tie rod
forward to clear the frame crossmember. Count and record the number of turns required. Install
the steering gear into the RH opening of the crossmember. CAUTION: Handle the steering gear

with caution to avoid damage to fluid transfer tubes and to avoid dimples in the steering gear
bellows boot. NOTE: Make sure the steering gear input shaft is turned to the left until the stop is
reached. NOTE: Make sure the steering gear control valve housing is turned toward the front of
the vehicle. Move the LH inner
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tie rod into the opening in the crossmember and move the steering gear into position. Rotate
the steering gear control valve housing toward the rear of the vehicle. Install the 2 steering gear
studs. Install the 2 steering gear nuts. Position the pressure and return lines and install the
steering line clamp plate nut. Connect the steering column shaft to the steering gear and install
a new bolt. Install the stabilizer bar and link. Install the outer tie-rod ends. Position the outer
tie-rod ends and install the nuts and new cotter pins. Install the power steering fluid cooler. All
vehicles Tighten the tie-rod jam nuts. If there is evidence that the steering column has rotated,
the clockspring must be removed and re-centered. Thank you very much for your reading. You
just clipped your first slide! Clipping is a handy way to collect important slides you want to go
back to later. Now customize the name of a clipboard to store your clips. Visibility Others can
see my Clipboard. Cancel Save.

