2006 chevy equinox cooling system diagram

Lake Chevy helped make these videos. Adding engine coolant also known as antifreeze to your
Chevrolet Equinox is pretty easy. Engine coolant circulates through your engine to keep it cool
in the summer but won't freeze in the winter. Make sure to check your engine when it is cold for
an accurate reading. The video above shows you where the coolant reservoir in your Equinox is
located and how to add coolant. Be sure to check your owners manual to determine the correct
type of fluid to add - for Chevrolets, it will typically be in a section titled Fluid Capacities in the
back of your manual. Some coolants will come premixed Removing the coolant reservoir cap on
a warm engine could cause the cap to fly off at a high rate of speed and fluid to spray out of the
reservoir. Always wear safety goggles when working on your Equinox. Promptly wipe up any
spilled fluid as it is highly toxic. Animals love its sweet taste, so even a spilling a small amount
on your garage floor can end up in the dog's stomach pretty quickly. If you notice an oily
surface in your coolant, immediately have your mechanic inspect your Equinox for head gasket
leakage. Hans Angermeier has produced over , videos showing drivers how to fix things on
their cars. He has broad expertise on basic repair procedures covering the majority of cars on
the road. Cars burn, leak and otherwise dispense of their oil. Check your level frequently and
top up when necessary. Car companies often use the same engines in different cars. They also
slightly alter the styling and sell the same car by two different names amongst other tricks to
help offset development costs. Our system selects the most applicable video for your car
based, in part, on these characteristics. The video displayed may not look exactly like your car,
but may be relevant enough for you to get a good idea how to do it. Getting Started - Prepare for
the repair. Share on. Full list of part and tools. Author Hans Angermeier has produced over ,
videos showing drivers how to fix things on their cars. Oil level check. Replace your car battery.
Did you know that heat is worse for your battery than cold? Replace it every 4 years. Learn how
to jack up your car. A few key tips will make jacking up your car much safer. If your car blows
hot air when your air conditioner is turned on, try recharging the freon first. See all videos for
the Chevrolet Equinox. We have a massive and growing video library, but we don't have
everything It only takes a minute to sign up. Yet I still have no heat in this car. This is something
that I have been battling for 4 years now. We have also ran block test to check for the head
gasket and it comes back good. Is there hot water available? It could be that your engine is not
coming up to operating temperature. Check the temperature gauge if you have one and also the
hoses going to the radiator. After 10 or 15 minutes of operation the hoses should be very
noticeably hot. Is there power to the heater controls? Does the fan run? Do the heater controls
seem to be working can you hear the blend doors move when you change the controls, does the
fan run, do the heater hoses change temperature when you adjust the temperature control?
Learning which controls work and maybe which don't will help you to isolate the problem areas.
Is hot water moving through the heater core? Check to see if the hoses going to the heater core
are getting hot. They will be cooler than the other cooling system hoses if no water is flowing
through them. If the hoses do not seem hot, there are two likely possibilities: one is that the
cooling system has air trapped in it that is preventing hot water from getting to the heater core,
and the other is that something, perhaps a kinked hose under the dash, is restricting water flow
through the heater core. If you squeeze the hoses as if to close them off while the heater is "on"
you may be able to feel water moving through the hose. Also confirm that when the fan runs
you get air movement through the vents. Finally, at this point it would be wise to assume
nothing. So much has been done and seemingly without a methodical approach that it is
possible that there are compounding errors or problems. Run through the list in order
eliminating possible problems. Most of them are checks that you could probably make yourself,
then when you isolate a potential problem area you could either ask another question based on
your findings or take that information to a mechanic. Any chance the coolant wasn't filled
completely and burped? The heater core is the last thing in the system getting coolant as it sits
the highest. Also make sure there isn't any air trapped in the system. Use the bleeder screws
open them slightly and squish the hoses. As has been suggested elsewhere, you told us all the
repairs that were done, but not why. What led to each repair? The upper heater hose has a T and
there is a restrictor in it. Its plastic. Make sure your thermostat is not upside down. Make sure
your heater core is not clogged and that the hoses are on the correct pipe going in and exiting
the heater core. Sign up to join this community. The best answers are voted up and rise to the
top. Why does my Chevy Equinox have no heat when all repairs for the heat has been made?
Ask Question. Asked 4 years, 2 months ago. Active 3 months ago. Viewed 22k times. I have:
replaced the thermostat about 10 times, back flushed heater core and flushed cooling system
out about 10 times, replaced water pump, intake gasket, blend door, mode door, actuators,
HVAC control head, blower resistor, blower resistor pigtail, radiator cap, cooling fan relay, and
heater core. At my wits end. Improve this question. It would be good if you could add details,
answers to all of the questions that Ben asks will help us to help you. We want to know what

works, and what doesn't and if you can also tell us what lead to each of the repairs. For example
do you remember if the blower fan was stuck on high or not working at all before the resistor
was replaced? Did it work after that? Was all of this done by the same mechanic? A simple
reason one of Ben's suggestions: I had a flimsy plastic clip fail, which meant that instead of
pulling on the blend door lever the cable to the control knob just bent. This was made worse by
the blend door having been left in the full-cold position for a entire hot summer so it was
slightly stuck. The fix was a cable tie to the back of the dash. Add a comment. Active Oldest
Votes. Start off by doing basic checks: Is there hot water available? Improve this answer. You
missed the first step: 0. Is the temperature gauge reading normally and is the car radiator
getting hot? But this is the right way to go - don't keep swapping parts at random "10
replacement thermostats" is just crazy , find out how far the heat is actually getting to where it's
supposed to be, then figure out what is stopping it getting there. I know this happens in early 's
Jeeps, but maybe it happens in a Chevy. I know it's weird, but what could it hurt?
GalacticCowboy - it is, but its the easiest thing to check so should probably be first. Mike Mike
11 1 1 bronze badge. What would happen if the thermostat was installed upside down? Sign up
or log in Sign up using Google. Sign up using Facebook. Sign up using Email and Password.
Post as a guest Name. Email Required, but never shown. Featured on Meta. Visual design
changes to the review queues. Opt-in alpha test for a new Stacks editor. Related 3. Hot Network
Questions. Question feed. See the Back button â€” blue bar at the very top of the page â€” to
explore more. Add your complaint? I have a Chevy Equinox for 5 months now. Engine light
turns on sporadically, car overheats while in traffic or idling. I cannot drive my too long. While
the car is in motion temperature gauge is in the middle. After approx. I have taken this car for
diagnostic and repairs are too expensive to fix. Last incident is report below, however I cannot
have the car parked on for more than 2 minutes. Add Complaint. Broken blend door on Chevy
Equinox. The blend door in my Chevy Equinox lt is broken. The knob that turns it from cold to
hot is cracked and I was told by a mechanic that this piece should not have been broken and it
is a manufacture defect. It is only blowing cold air. I have read many complaints online from
people with the exact same issue. This is a safety issue because I can't defrost my windshield
on a cold day with cold air. I have driven with fogged windows and windshield almost hitting
objects on the road because I couldn't see anything. The repairs are expensive and GM needs to
place a recall on this. The contact owns a Chevrolet Equinox. The contact stated that coolant
began leaking from the vehicle abnormally and the temperature gauge would signal that the
vehicle was overheating. The vehicle was taken to the dealer who stated that the intake gasket
was faulty and would need to be replaced. She then took the vehicle to a second dealer who
advised the same. The manufacturer was not contacted in regards to the failure. The vehicle
was not repaired. The failure and current mileage was 73, Replaced thermostat, but didn't
resolve. Vehicle needs new head gasket. Mechanic shops contacted GM and were not provided
the information of numerous complaints such as mine, though a myraid of complaints posted
on line that states that GM is well aware of the problem. The heat started to take longer to warm
up then after a month of this the heat totally stop working. I can't defrost the windows. This
occurs everytime. I have research this and there are numerous complaint about having this
issue. I found that the air blend door on the actuator that controls the temp of the airflow. I have
found this problem going on since on the Chevy Equinox and Pontiac torrent. Heater not
working on Chevy Equinox causing safety and visibility problems. One day the ac and heat were
working fine, the next day the heater would only blow cold air This began in early November.
The dealership says the actuator needs to be replaced as well as the temperature door blend
door. I have a securenet extended warranty but they say this is not covered. Car is at dealership
now awaiting my approval to do the work. I am in limbo and looking for another shop who can
maybe fix it cheaper. Considering the hundreds if not thousands of complaints I have seen
online about this, and the fact the parts were cheap and should not be breaking so soon, this
needs to be recalled! I have a Chevrolet Equinox that is blowing ice cold air through the heater
as well as the defrosters I think along with the other people who I read about has the same
problem. Yesterday was the 4th trip to the dealer to find the problem with my car overheating.
This morning I was told it's a blown head gasket. I did a small amount of internet research only
to find this is a known problem. I love my car but am so pissed over the run-around I've been
getting for a known problem and that the problem has not been corrected on all vehicles
affected. If I didn't have an understanding boss, an issue such as this could have cost me my
job as I've spent a lot of time going back and forth between work and the dealership and now
I'm without my vehicle until it's repaired. Thank god I purchased the extended warranty when it
was offered. I have a Chevy Equinox. Earlier this week, the heater stopped working. I took it into
a mechanic, and was told the heater door was not working properly. This car has 31, miles.
Then we were driving the car home and got caught in a snow storm. Our visibility was extremely

impaired and we almost hit 2 cars. We had to pull over every 10 blocks to manually defrost the
windows and clear off the fog. After looking online, this seems to be a common problem with
this make and model. Vehicle has 38, miles and was just out of warranty which was 3 years or
36, miles. We live in Colorado springs, Colorado and had major snowstorm when heater went
out while driving on interstate Safety of driver and others were put at jeopardy due to vehicle
heater failure. Front windshield and windows would not defrost putting driver at risk. After
getting home safely looked at internet site topix. There has been no recall of this problem by
Chevrolet putting at risk the safety of drivers of this vehicle model when Chevrolet knows of the
failure of the heater system. Took vehicle to dealer on January 8, and explained heater failure
and concern to local service manager. Service manager stated that there is no vehicle recall for
this failure and that the number of heater failures for this model versus sales of this model is
low. There should be a recall notice issued by Chevrolet due to number of heater failures on this
model of vehicle putting drivers at risk by not being able to use defroster to provide clear
visibility on windshield and could result in a crash without warning. There is presently a safety
recall dated December 18, NHTSA campaign id number 09V for the Equinox dealing with the
same issue on safety and visibility issue. Due to the number of failures of the heater system in
the Chevrolet Equinox a recall should be issued for vehicle owners. Loses antifreeze after each
time it is used. Always having to put more antifreeze back in it. Also, heat quits working often.
Driving down road, heater quit working on my Chevy Equinox, I know of at least more people
that have had the same problem. Took mile trip from Delaware to NJ. Car died in drive way of
destination. Towed to local dealer. Engine needed to be replaced. Warranty not covering
repairs. Picked up car I NJ Aug 30th with new engine. Drove approx miles and engine light came
on again. Quick Links Download this manual. Table of Contents. Seats and Restraint Systems
Features and Controls Starting and Operating Your Vehicle. Instrument Panel Warning Lights,
Gages, and Indicators. Driving Your Vehicle Your Driving, the Road, and Your Vehicle. Service
and Appearance Care Windshield Wiper Blade Replacement. Maintenance Schedule Customer
Assistance and Information Customer Assistance and Information. Litho in U. Page 3 Index A
good place to quickly locate information about the vehicle is the Index in the back of the
manual. It is an alphabetical list of what is in the manual and the page number where it can be
found. Safety Warnings and Symbols There are a number of safety cautions in this book. A
notice tells about something that can damage the vehicle. Page 5 These are some examples of
symbols that may be found on the vehicle The sudden movement could startle and confuse you,
or make you push a pedal when you do not want to. Page 9: Driver Seat Height Adjuster Driver
Seat Height Adjuster If your vehicle has a manual driver seat height adjuster, it is located on the
outboard side of the seat near the front of the seat cushion. To raise the seat, move the lever
upward repeatedly until the seat is at the desired height. Page Manual Lumbar Manual Lumbar If
your vehicle has this feature, the knob is located on the front of the driver seat lower cushion on
the inboard side. Turn the knob clockwise or counterclockwise to increase or decrease the
lumbar support. Heated Seats If your vehicle has heated seats, the switches are located on the
That could cause injury to the person sitting there. Always push and pull on the seatback to be
sure it is locked. Then release the lever to lock the seatback in place. Page Head Restraints Do
not have a seatback reclined if your vehicle is moving. Head Restraints Press the button on the
side of the head restraint to lower it. Page Passenger Folding Seatback Adjust your head
restraint so that the top of the restraint is closest to the top of your head. This position reduces
the chance of a neck injury in a crash. Page 15 To fold the seatback, do the following: 1. Lower
the head restraint all the way. Lift the bar under the front of the seat to unlock it. Slide the seat
as far back as it will go and release the bar. Page Rear Seats To raise the seatback, do the
following: 1. Lift the recliner lever, located on the outboard side of the seat, up fully and push up
on the seatback. Continue raising the seatback until the seatback re-engages. The person
wearing the belt could be seriously injured. After raising the rear seatback, always check to be
sure that the safety belts are properly routed and attached, and are not twisted. Page Safety
Belts To recline the seatback, do the following: 1. Lift and hold the lever located on top of the
seatback. Tilt the seatback rearward, then release the lever when the seatback is in the desired
position. To slide the entire seat forward or rearward, do the following: 1. In a collision, people
riding in these areas are more likely to be seriously injured or killed. Do not allow people to ride
in any area of your vehicle that is not equipped with seats and safety belts. Put someone on it.
Take the simplest vehicle. Suppose it is just a seat on wheels. Page 21 Get it up to speed. Then
stop the vehicle. The rider does not stop. The person keeps going until stopped by something.
In a real vehicle, it could be the windshield Page 22 or the instrument panel With safety belts,
you slow down as the vehicle does. You get more time to stop. You stop over more distance,
and your strongest bones take the forces. That is why safety belts make such good sense. You
could be â€” whether you are wearing a safety belt or not. But you can unbuckle a safety belt,

even if you are upside down. Be aware that there are special things to know about safety belts
and children. And there are different rules for smaller children and babies. If a child will be
riding in your vehicle, see Older Children on page or Infants and Young Children on page Page
25 Make sure the release button on the buckle is positioned so you would be able to unbuckle
the safety belt quickly if you ever had to. Move the shoulder belt height adjuster to the height
that is right for you. See Shoulder Belt Height Adjustment on page Page 26 What is wrong with
this? The shoulder belt is too loose. It will not give nearly as much protection this way. In a
crash, you would move forward too much, which could increase injury. Page 27 What is wrong
with this? The belt is buckled in the wrong place. In a crash, the belt would go up over your
abdomen. Page 28 What is wrong with this? The shoulder belt is worn under the arm. It should
be worn over the shoulder at all times. In a crash, your body would move too far forward, which
would increase the chance of head and neck injury. Page 29 What is wrong with this? The belt is
twisted across the body. In a crash, you would not have the full width of the belt to spread
impact forces. The belt should go back out of the way. Before you close the door, be sure the
belt is out of the way. If you slam the door on it, you can damage both the belt and your vehicle.
Like all occupants, they are more likely to be seriously injured if they do not wear safety belts. A
pregnant woman should wear a lap-shoulder belt, and the lap portion should be worn as low as
possible, below the rounding, throughout the pregnancy. Page 32 Lap-Shoulder Belt All rear
seating positions have lap-shoulder belts. Here is how to wear one properly. Pick up the latch
plate and pull the belt across you. Do not let it get twisted. The shoulder belt may lock if you
pull the belt across you very quickly. Page 33 The lap part of the belt should be worn low and
snug on the hips, just touching the thighs. In a crash, this applies force to the strong pelvic
bones. And you would be less likely to slide under the lap belt. If you slid under it, the belt
would apply force at your abdomen. Page Rear Safety Belt Comfort Guides Rear Safety Belt
Comfort Guides Rear shoulder belt comfort guides may provide added safety belt comfort for
older children who have outgrown booster seats and for some adults. When installed on a
shoulder belt, the comfort guide positions the belt away from the neck and head. The shoulder
belt should go over the shoulder and across the chest. These parts of the body are best able to
take belt restraining forces. But if a safety belt is not long enough, your dealer will order you an
extender. It is free. When you go in to order it, take the heaviest coat you will wear, so the
extender will be long enough for you. Page 37 What is the proper way to wear safety belts? An
older child should wear a lap-shoulder belt and get the additional restraint a shoulder belt can
provide. The shoulder belt should not cross the face or neck. If the child is sitting in a seat next
to a window, move the child toward the center of the vehicle. This includes infants and all other
children. Neither the distance traveled nor the age and size of the traveler changes the need, for
everyone, to use safety restraints. In fact, the law in every state in the United States and in every
Canadian province says children up to some age must be restrained while in a vehicle. Airbags
plus lap-shoulder belts offer protection for adults and older children, but not for young children
and infants. A child restraint system is any device designed for use in a motor vehicle to
restrain, seat, or position children. A built-in child restraint system is a permanent part of the
motor vehicle. Page 45 When securing an add-on child restraint, refer to the instructions that
come with the restraint which may be on the restraint itself or in a booklet, or both, and to this
manual. The child restraint instructions are important, so if they are not available, obtain a
replacement copy from the manufacturer. Page Where To Put The Restraint Where to Put the
Restraint Accident statistics show that children are safer if they are restrained in the rear rather
than the front seat. We, therefore, recommend that child restraints be secured in a rear seat,
including an infant riding in a rear-facing infant seat, a child riding in a forward-facing child seat
and an older child riding in a booster seat. Occupant prohibited A. Occupant prohibited B. No
occupant recommended C. This system is designed to make installation of a child restraint
easier. A top tether anchor is built into the vehicle. The top tether attachment B on the child
restraint connects to the top tether anchor in the vehicle in order to reduce the forward
movement and rotation of the child restraint during driving or in a crash. Lower Anchor :
Seating positions with two lower anchors. Rear Seat Each rear seating position has exposed
metal anchors located in the crease between the seatback and the seat cushion. In a crash, the
child could be seriously injured or killed. Page 52 A. Page 53 2. Route, attach and tighten the top
tether according to your child restraint instructions and the following instructions: If the
position you are using does not have a head restraint and you are using a single tether, route
the tether over the seatback. If your child restraint does not have the LATCH system, you will be
using the lap-shoulder belt to secure the child restraint in this position. Page 55 4. Pull the rest
of the shoulder belt all the way out of the retractor to set the lock. To tighten the belt, push
down on the child restraint, pull the shoulder portion of the belt to tighten the lap portion of the
belt and feed the shoulder belt back into the retractor. The safety belt will move freely again and

be ready to work for an adult or larger child passenger. Page 57 A rear seat is a safer place to
secure a forward-facing child restraint. If you need to secure a forward-facing child restraint in
the right front seat, you will be using the lap-shoulder belt to secure the child restraint in this
position. Page 58 5. When the safety belt is not in use, slide the latch plate up the safety belt
webbing. Page 60 Here are the most important things to know about the airbag system:
CAUTION: You can be severely injured or killed in a crash if you are not wearing your safety belt
â€” even if you have airbags. Wearing your safety belt during a crash helps reduce your chance
of hitting things inside the vehicle or being ejected from it. Page Where Are The Airbags There
is an airbag readiness light on the instrument panel cluster, which shows the airbag symbol.
The system checks the airbag electrical system for malfunctions. The light tells you if there is
an electrical problem. See Airbag Readiness Light on page for more information. If your vehicle
has a side impact airbag for the driver and the person seated directly behind the driver, it is in
the ceiling above the side windows. Page 64 If your vehicle has a side impact airbag for the right
front passenger and the person seated directly behind that passenger, it is in the ceiling above
the side windows. See Airbag System on page You can lock the doors again and turn the
interior lamps off by using the door lock and interior lamp controls. A damaged restraint system
may not properly protect the person using it, resulting in serious injury or even death in a crash.
To help make sure your restraint systems are working properly after a crash, have them
inspected and any necessary replacements made as soon as possible. They could operate the
power windows or other controls or even make the vehicle move. The children or others could
be badly injured or even killed. Do not leave the keys in a vehicle with children. Page Remote
Keyless Entry System Notice: If you ever lock your keys in your vehicle, you may have to
damage the vehicle to get in. Be sure you have spare keys. Page Remote Keyless Entry System
Operation Remote Keyless Entry System Operation With this feature, you can lock and unlock
the doors from about 26 feet 8 m away using the remote keyless entry transmitter supplied with
your vehicle. Page Battery Replacement Matching Transmitter s to Your Vehicle Each remote
keyless entry transmitter is coded to prevent another transmitter from unlocking your vehicle. If
a transmitter is lost or stolen, a replacement can be purchased through your dealer. Remember
to bring any remaining transmitters with you when you go to your dealer. Page Doors And
Locks Resynchronization This is used to keep the transmitter of the vehicle communicating
with the receiver of the vehicle. Resynchronization may be required due to the security method
used by this system. Your vehicle has an automatic resynchronization function built into the
system. If your transmitter is not working properly and you have to manually resynchronize,
press the lock and unlock buttons at the same time for seven seconds while you are near Page
Power Door Locks There are a couple of ways to manually lock or unlock your vehicle. From the
inside, use the lock control on the door. Page Lockout Protection To open a rear door while the
security lock is on, do the following: 1. Unlock the door using the remote keyless entry
transmitter, the front door power lock switch, or by lifting the rear door manual lock. Open the
door from the outside. To cancel the rear door security lock, do the following: 1. You cannot see
or smell CO. It can cause unconsciousness and even death. If you must drive with the liftgate
open or if electrical wiring or other cable connections must pass through the seal between the
body and the They can be overcome by the extreme heat and suffer permanent injuries or even
death from heat stroke. Never leave a child, a helpless adult, or a pet alone in a vehicle,
especially with the windows closed in warm or hot weather. Page Power Windows Power
Windows The window switches for all doors are located on the center console. A window switch
for each rear window is located on each rear door. To open a window, press the bottom of the
switch. To close a window, press the top of the switch. Page 83 Theft-Deterrent Systems Vehicle
theft is big business, especially in some cities. Although your vehicle has a number of
theft-deterrent features, we know that nothing we put on it can make it impossible to steal.
Content Theft-Deterrent Your vehicle has a content theft-deterrent alarm system. Page 84
Content Theft-Deterrent Personalization To change the mode that your vehicle is programmed
to, do the following: 1. This light will come on for the theft-deterent system and is located on the
instrument panel cluster. Page Ignition Positions Ignition Positions With the key in the ignition
switch, you can turn it to four different positions. Notice: Using a tool to force the key from the
ignition switch could cause damage or break the key. Your engine will not start in any other
position â€” that is a safety feature. You will get easier starting and better fuel economy during
engine warm-up. Usually, the coolant heater should be plugged in a minimum of four hours
prior to starting your vehicle. There are several different positions for the automatic transaxle. It
is the best position to use when you start your engine because your vehicle cannot move easily.
The repairs would not be covered by your warranty. It can help control your speed as you go
down steep mountain roads, but then you would also want to use your brakes off and on. To set
the parking brake, hold the brake pedal down and pull up on the parking brake lever. If the

ignition is on, the brake system warning light will come on. Your vehicle can roll. If you have left
the engine running, the vehicle can move suddenly. Do not park over papers, leaves, dry grass,
or other things that can burn. It contains the gas carbon monoxide CO , which you cannot see
or smell. But if you ever have to, here are some things to know. Page Mirrors Mirrors Manual
Rearview Mirror To adjust the angle of the mirror, move the mirror to a position that allows you
see to out of the back window. To adjust the height of the mirror, adjust the arm that connects
the mirror to the windshield. To reduce glare from lights behind you, move the lever toward you
to the night position. The mirror is set in zone eight upon leaving the factory. Such interference
may be caused by a magnetic antenna mount, magnetic note pad holder, or a similar magnetic
item. If the display reads CAL, the compass needs to be calibrated. If an abnormal temperature
reading is displayed for an extended period of time, please consult your dealer. If you cut too
sharply into the right lane, you could hit a vehicle on your right. Page Terms and conditions of
the Subscription Service Agreement can be found at By pressing the phone button and giving a
few simple voice commands, you can browse through the various topics. Page Coinholder S
Coinholder s Your vehicle has a coinholder on the center console. Center Console Storage Area
Your vehicle may have a center console armrest with storage area. Use the lever on the front of
the console to open it. Garment Hooks Your vehicle has garment hooks located on rear
headliner of the vehicle that can be pulled down for hanging garments. Page The roof rack
crossrails can be locked in four positions only. Move the crossrail by hand. There will be a
notable click as the pins align into the holes locking the crossrail into place. Page To reposition
the crossrail, pull up on the end levers of the crossrail to the upright position. This will release
the pins from the holes in the siderail. You will be able to move the crossrail into a new position.
Notice: Loading cargo on the luggage carrier that weighs more than lbs kg or hangs over the
rear or sides of the vehicle may damage your Page CAUTION: If you were to carry things on the
adjustable panel when it is in the upper cargo cover or center positions, during a sudden
vehicle movement or a crash, those things could be thrown around in the vehicle. You or others
could be injured. Page Table Table Your vehicle has an adjustable panel that also functions as a
table. The maximum load for the table is lbs. With the adjustable panel in the upper position pull
rearward to position it for use as a table. Page Convenience Net Convenience Net Your vehicle
may have a rear compartment net to prevent items from rolling under the rear seat. Your vehicle
is also equipped with four tie-down anchors. Page Section 3 Instrument Panel Overview Page
The main components of your instrument panel are the following: A. Power Mirror Control. See
Outside Power Mirrors on page B. Instrument Panel Cluster. See Instrument Panel Cluster on
page They also let police know you have a problem. See Turn and Lane-Change Signals on page
See Headlamps on page Then release it. When the high beams are on, this light on the
instrument panel cluster will also be on. Page Windshield Washer Canada The lever on the right
side of the steering column operates the windshield wipers. Push up or pull down on the lever
to place it in one of the following positions. Off : Turn the band to this position to turn off the
rear wiper. Rear Wiper : Turn the band with the smaller arrow to this position to turn on the rear
wiper. To set for a shorter or longer delay between wipes, turn the other band with the larger
arrow pointing to the numbers 1, 2, or 3. This can really help on long trips. If you apply your
brakes, the cruise control will shut off. Page Resuming a Set Speed Suppose you set your
cruise control at a desired speed and then you apply the brake. This, of course, disengages the
cruise control. Page Headlamps Using Cruise Control on Hills How well your cruise control will
work on hills depends upon your speed, load and the steepness of the hills. When going up
steep hills, you may have to step on the accelerator pedal to maintain your speed. When going
downhill, you may have to brake or shift to a lower gear to keep your speed down. DRL can be
helpful in many different driving conditions, but they can be especially helpful in the short
periods after dawn and before sunset. Page Fog Lamps Fog Lamps If your vehicle has this
feature, use your fog lamps for better visibility in foggy or misty conditions. The button for your
fog lamps is located in the instrument panel above the radio. Push the button to turn the fog
lamps on or off. When using fog lamps, the parking lamps or low-beam headlamps must be on.
Off : The lamp will not come on as long as the switch is in this position. AUTO: The lamp will
come on when a door is opened. See Entry Lighting on page On : The lamp will stay on as long
as the switch is in this position. Page Map Lamps Map Lamps Your vehicle may have lamps
located on the headliner above the rearview mirror. Push on the lens in the lamp to turn them on
and off. Cargo Lamp The cargo lamp is located over the rear compartment, and is controlled by
the dome lamp. See Dome Lamp on page Page Ashtray S And Cigarette Lighter Certain
electrical accessories may not be compatible with the accessory power outlets and could result
in blown vehicle or adapter fuses. If you experience a problem, see your dealer for additional
information on the accessory power outlet. Notice: Adding any electrical equipment to your
vehicle may damage it or keep other components from working as they should. Page Climate

Controls Climate Controls Climate Control System With this system you can control the heating,
cooling and ventilation for your vehicle. Operation Temperature Control: Turn the center knob
clockwise or counterclockwise to increase or decrease the temperature inside your vehicle. Fan
: Turn the left knob clockwise or counterclockwise to increase or decrease the fan speed. Page
Defogging And Defrosting You can also select modes by using the following buttons:
Recirculate : Press this button on the center knob to recirculate cabin air through the vehicle. It
can be used to prevent outside air and odors from entering your vehicle or to help heat or cool
the air inside your vehicle more quickly. Page Outlet Adjustment Rear Window Defogger The
rear window defogger uses a warming grid to remove fog from the rear window. The rear
window defogger will only work when the ignition is in RUN. It is located in the rear of the
engine compartment on the passenger side of the vehicle. The pictures will help you locate
them. Warning lights and gages can signal that something is wrong before it becomes serious
enough to cause an expensive repair or replacement. Page Instrument Panel Cluster Instrument
Panel Cluster Your instrument panel cluster is designed to let you know at a glance how your
vehicle is running. You will know how fast you are going, how much fuel you are using, and
many other things you will need to drive safely and economically. United States version shown,
Canada similar Your odometer shows how far your vehicle has been driven, in either miles used
in the United States or kilometers used in Canada. Your vehicle has a tamper resistant
odometer. To help avoid injury to yourself or others, have your vehicle serviced right away if the
airbag readiness light stays on after you start your For good braking, though, you need both
parts working well. If the brake system warning light comes on, there is a brake problem. That is
normal. If the ABS warning light comes on and stays on, there may be a problem with the
anti-lock portion of the brake system. Page Low Traction Light If the traction control system
warning light comes on and stays on for an extended period of time when the system is turned
on, your vehicle needs service. If the indicator needle moves into the shaded area, the engine is
too hot. A temperature indicator light will turn on. If you have been operating your vehicle under
normal driving conditions, and the temperature indicator light comes on, you should pull off the
road, stop your vehicle and turn off the engine as soon as possible. Page The diagnostic
system can determine if the fuel cap has been left off or improperly installed. A loose or missing
fuel cap will allow fuel to evaporate into the atmosphere. A few driving trips with the cap
properly installed should turn the light off. Did you just drive through a deep puddle of water? If
so, your electrical system may be wet. Page Maintenance Schedule Oil Pressure Light If you
have a low engine oil pressure problem, this light will stay on after you start your engine, or
come on when you are driving. This indicates that your engine is not receiving enough oil. The
engine could be low on oil, or could have some other oil problem. See Scheduled Maintenance
on page for more information. After having the oil changed you will need to reset the light. It
goes on whenever the Daytime Running Lamps are on. Page Audio System S Audio System s
Determine which radio your vehicle has and then read the pages following to familiarize
yourself with its features. Driving without distraction is a necessity for a safer driving
experience. See Defensive Driving on page Page Setting The Time Notice: Before adding any
sound equipment to your vehicle, such as an audio system, CD player, CB radio, mobile
telephone, or two-way radio, make sure that it can be added by checking with your dealer. Also,
check federal rules covering mobile radio and telephone units. The display will show the
selection. ADJ Adjust : Turn this knob to select radio stations. SEEK : Press the left or right
arrow to go to the previous or the next station and stay there. Turn the radio on. Turn the ADJ
knob to move the sound toward the right or the left speakers. To adjust the fade between the
front and the rear speakers, push and release the balance and fade button until FADE appears
on the display. You will hear the announcement, even if the volume is low or a CD is playing. If a
CD is playing, play will stop during the announcement. XL Explicit Language XL on the radio
display, Channels after the channel name, indicates content with explicit language. The player
will pull it in and the CD should begin playing. If the ignition or radio is turned off with the CD in
the player, it will stay in the player. Page Reverse : Press and hold this pushbutton to reverse
quickly within a track. You will hear sound at a reduced volume. Release the button to play the
passage. The elapsed time of the track will appear on the display. Fast Forward : Press and hold
this button to advance quickly within a track. The equalization will be automatically recalled
whenever a CD is played. Fast Forward : Press and hold this pushbutton to advance quickly
within a track. The inactive CD will remain safely inside the radio for future listening. Page Root
Directory The root directory will be treated as a folder. Page File System and Naming The song
name that will be displayed will be the song name that is contained in the ID3 tag. Page If there
is no apparent damage, try a known good CD. Do not add any label to a CD, it could get caught
in the CD player. If a CD is recorded on a personal computer and a description label is needed,
try labeling the top of the recorded CD with a marking pen instead. Page RDM Random : To

random the tracks in the current folder or playlist, press and release this button. Once all of the
tracks in the current folder or playlist have been played the system will move on to the next
folder or playlist and play all of the tracks in random order. To adjust the fade between the front
and the rear speakers, press and release the balance and fade button until FADE appears on the
display. When the ignition or radio is turned on, the CD will start playing where it stopped, if it
was the last selected audio source. This CD player will hold up to six CDs. To insert one CD, do
the following: 1. Turn the ignition on. Press and release the LOAD button. A small bar will
appear under the CD number that is playing, and the track number will appear. Page SEEK :
Press the left arrow to go to the start of the current track if more than eight seconds have
played. Press the right arrow to go to the beginning of the next track. If either arrow is held or
pressed more than once, the player will continue moving backward or forward through the CD.
This feature is capable of saving 20 track selections. To save tracks into the song list feature,
perform the following steps: 1. Turn the radio on and load it with at least one CD. Page After a
track has been deleted, the remaining tracks are moved up the list. When another track is added
to the song list, the track will be added to the end of the list. To delete the entire song list,
perform the following steps: 5. Press and release this button again, or any other radio button, to
turn the sound on. Just as with FM, tall buildings or hills can interfere with satellite radio
signals, causing the sound to fade in and out. Keep this antenna clear of snow and ice build up
for clear radio reception. Please start with a very important safety device in your vehicle: Buckle
up. Page Drunken Driving Drunken Driving Death and injury associated with drinking and
driving is a national tragedy. It is the number one contributor to the highway death toll, claiming
thousands of victims every year. Page According to the American Medical Association, a lb 82
kg person who drinks three 12 ounce ml bottles of beer in an hour will end up with a BAC of
about 0. Page But the ability to drive is affected well below a BAC of 0. Research shows that the
driving skills of many people are impaired at a BAC approaching 0. All drivers are impaired at
BAC levels above 0. They are the brakes, the steering, and the accelerator. All three systems
have to do their work at the places where the tires meet the road. Some people drive in spurts
â€” heavy acceleration followed by heavy braking â€” rather than keeping pace with traffic. This
is a mistake. Your brakes may not have time to cool between hard stops. Your brakes will wear
out much faster if you do a lot of heavy braking. Page Let us say the road is wet and you are
driving safely. Suddenly, an animal jumps out in front of you. You slam on the brakes and
continue braking. Here is what happens with ABS: A computer senses that wheels are slowing
down. If one of the wheels is about to stop rolling, the computer will separately work the brakes
at each wheel. Page Braking In Emergencies Remember: Anti-lock does not change the time
you need to get your foot up to the brake pedal or always decrease stopping distance. If you get
too close to the vehicle in front of you, you will not have time to apply your brakes if that vehicle
suddenly slows or stops. This is especially useful in slippery road conditions. The system
operates only if it senses that one or both of the front wheels are spinning or beginning to lose
traction. If the front drive wheels begin to slip, the rear wheels will automatically begin to drive
the vehicle as required. There may be a slight engagement noise during hard use but this is
normal. Here is why: Experienced driver or beginner, each of us is subject to the same laws of
physics when driving on curves. Page Steering In Emergencies Steering in Emergencies There
are times when steering can be more effective than braking. If the level of the shoulder is only
slightly below the pavement, recovery should be fairly easy. Ease off the accelerator and then, if
there is nothing in the way, steer so that your vehicle straddles the edge of the pavement. For
one thing, following too closely reduces your area of vision, especially if you are following a
larger vehicle. Also, you will not have adequate space if the vehicle ahead suddenly slows or
stops. Page Skidding In a skid, a driver can lose control of the vehicle. Defensive drivers avoid
most skids by taking reasonable care suited to existing conditions, and by not overdriving
those conditions. But skids are always possible. One reason is that some drivers are likely to be
impaired â€” by alcohol or drugs, with night vision problems, or by fatigue. Here are some tips
on night driving. On a wet road, you cannot stop, accelerate, or turn as well because your
tire-to-road traction is not as good as on dry roads. And, if your tires do not have much tread
left, you will get even less traction. Page Driving Through Deep Standing Water Driving too fast
through large water puddles or even going through some car washes can cause problems, too.
The water may affect your brakes. Try to avoid puddles. But if you cannot, try to slow down
before you hit them. Hydroplaning Hydroplaning is dangerous. And be especially careful when
you pass another vehicle. Get a city map and plan your trip into an unknown part of the city just
as you would for a cross-country trip. Drive at the same speed most of the other drivers are
driving. Treat the left lane on a freeway as a passing lane. At the entrance, there is usually a
ramp that leads to the freeway. Page Highway Hypnosis Is your vehicle ready for a long trip? If
you keep it serviced and maintained, it is ready to go. If it needs service, have it done before

starting out. Your brakes will have to do all the work of slowing down. They could get so hot
that they would not work well. You would then have poor braking or even none going down a
hill. Also see Tires on page Page What is the worst time for this? Wet ice. Very cold snow or ice
can be slick and hard to drive on. But wet ice can be even more trouble because it may offer the
least traction of all. Brake so your wheels always keep rolling and you can still steer. This can
cause deadly CO carbon monoxide gas to get inside. CO could overcome you and kill you. You
cannot see it or smell it, so you might not know it is in your vehicle. This saves fuel. When you
run the engine, make it go a little faster than just idle. That is, push the accelerator slightly. This
uses less fuel for the heat that you get and it keeps the battery charged. If you spin the wheels
too fast while shifting your transaxle back and forth, you can destroy your transaxle. For
information about using tire chains on your vehicle, see Tire Chains on page The tire and
loading information label lists the number of occupant seating positions A , and the maximum
vehicle capacity weight B in kilograms and pounds. Page 4. Page Towing If you put things
inside your vehicle â€” like suitcases, tools, packages, or anything else â€” they will go as fast
as the vehicle goes. If you have to stop or turn quickly, or if there is a crash, they will keep
going. Some vehicles have restrictions on how far and how long they can tow. Page Towing A
Trailer Dolly Towing If you have a two-wheel-drive vehicle, it can be towed with two of its wheels
on the ground. To dolly tow your vehicle, do the following: 1. Put the front wheels on a dolly.
Trailering is different than just driving your vehicle by itself. Trailering means changes in
handling, acceleration, braking, durability, and fuel economy. If you have the trailer towing
package, your vehicle can tow up to 2, lbs. Page If you are using a weight-carrying or a
weight-distributing hitch, the trailer tongue weight A should be 10 percent to 15 percent of the
total loaded trailer weight B. Do not exceed the maximum allowable tongue weight for your
vehicle. After you have loaded your trailer, weigh the trailer and then the tongue, separately, to
see if the weights are proper. Page Safety Chains Safety Chains You should always attach
chains between your vehicle and your trailer. Cross the safety chains under the tongue of the
trailer to help prevent the tongue from contacting the road if it becomes separated from the
hitch. Instructions about safety chains may be provided by the hitch manufacturer or by the
trailer manufacturer. Page Making Turns Towing a trailer requires a certain amount of
experience. Before setting out for the open road, you will want to get to know your rig. Acquaint
yourself with the feel of handling and braking with the added weight of the trailer. And always
keep in mind that the vehicle you are driving is now a good deal longer and not nearly as
responsive as your vehicle is by itself. Page Section 5 Wheel Replacement Page Service Service
Your dealer knows your vehicle best and wants you to be happy with it. We hope you will go to
your dealer for all your service needs. You will get genuine GM parts and GM-trained and
supported service people. We hope you will want to keep your GM vehicle all GM. This may
cause wind noise and affect windshield washer performance. Check with your dealer before
adding equipment to the outside of your vehicle. See the underhood emission control label. Do
not use fuel containing methanol. It can corrode metal parts in your fuel system and also
damage the plastic and rubber parts. That damage would not be covered under your warranty.
To help avoid injuries to you and others, read and follow all the instructions on the pump island.
Turn off your engine when you are refueling. Do not smoke if you are near fuel or refueling your
vehicle. Fuel can spray out on you if you open the fuel cap too quickly. This spray can happen if
your tank is nearly full, and is more likely in hot weather. Open the fuel cap slowly and wait for
any hiss noise to stop. Static electricity discharge from the container can ignite the gasoline
vapor. You can be badly burned and your vehicle damaged if this occurs. Pull the handle with
this symbol on it. It is located inside the vehicle, to the left of the steering column. Then go to
the front of the vehicle and lift up on the secondary hood release lever. Page Engine Oil A.
Engine Oil Fill Cap. Engine Oil Dipstick. But you must use the right kind. This section explains
what kind of oil to use. Failure to use the recommended oil can result in engine damage not
covered by your warranty. Anytime your oil is changed, reset the system so it can calculate
when the next oil change is required. If a situation occurs where you change your oil prior to a
change engine oil light being turned on, reset the system. See Engine Compartment Overview
on page for more information on location. Page 3. Disconnect the crank case ventilation tube.
Remove the air outlet duct. Loosen the screws on the clamps holding the air outlet duct in
place. Do not pry the clamps off. Page 6. To remove the cover, pull up on the front and then pull
the cover out. Wipe all dust from inside of the housing and inspect the air cleaner and air outlet
duct for cracks, cuts, and deterioration. If a leak occurs, take your vehicle to the dealership
service department and have it repaired as soon as possible. If you use this coolant mixture,
you do not need to add anything else. CAUTION: Turning the surge tank pressure cap when the
engine and radiator are hot can allow steam and scalding liquids to blow out and burn you
badly. Coolant contains ethylene glycol, and it will burn if the engine parts are hot enough. The

costly repairs would not be covered by your warranty. See Overheated Engine Protection
Operating Mode on page for information on driving to a safe place in an emergency. Page
Overheated Engine Protection Overheated Engine Protection Operating Mode This emergency
operating mode allows your vehicle to be driven to a safe place in an emergency situation. Page
If the coolant inside the coolant surge tank is boiling, do not do anything else until it cools
down. The vehicle should be parked on a level surface. If it is not, you may have a leak at the
radiator hoses, heater hoses, radiator, water pump, or somewhere else in the cooling system.
Failure to follow this procedure could cause your engine to overheat and be severely damaged.
If you have not found a problem yet, check to see if coolant is visible in the surge tank. Plain
water, or some other liquid such as alcohol, can boil before the proper coolant mixture will. With
plain water or the wrong mixture, your engine could get too hot but you would not get the
overheat warning. With the coolant surge tank pressure cap off, start the engine and let it run
until you can feel the upper radiator hose getting hot. Page Windshield Washer Fluid Check the
level in the surge tank when the cooling system has cooled down. If the coolant is not at the
proper level, repeat Steps 1 through 3 and reinstall the pressure cap. If the coolant is not at the
proper level when the system cools down again, see your dealer. See Engine Compartment
Overview on page for the location of the reservoir. Disc brake pads have built-in wear indicators
that make a high-pitched warning sound when the brake pads are worn and new pads are
needed. Its many parts have to be of top quality and work well together if the vehicle is to have
really good braking. Your vehicle was designed and tested with top-quality GM brake parts.
Page Jump Starting Vehicle Storage If you are not going to drive your vehicle for 25 days or
more, remove the black, negative - cable from the battery. This will help keep your battery from
running down. Page Notice: Ignoring these steps could result in costly damage to your vehicle
that would not be covered by your warranty. Trying to start your vehicle by pushing or pulling it
will not work, and it could damage your vehicle. Check the other vehicle. It must have a volt
battery with a negative ground system. Page The remote negative terminal is located in the front
of the engine compartment, near the engine oil dipstick. Keep your hands away from moving
parts once the engine is running. Check that the jumper cables do not have loose or missing
insulation. If they do, you could get a shock. Page Notice: If the jumper cables are connected or
removed in the wrong order, electrical shorting may occur and damage the vehicle. Always
connect and remove the jumper cables in the correct order, making sure that the cables do not
touch each other or other metal. Page All-Wheel Drive All-Wheel Drive If you have an
all-wheel-drive vehicle, be sure to perform the lubricant checks described in this section.
However, there are two additional systems that need lubrication. Fill Plug B. Drain Plug To get
an accurate reading, the vehicle should be on a level surface. Open the hood. See Hood Release
on page for more information. Page 5. Parking Lamp B. Sidemarker Lamp C. Turn Signal Lamp
6. Press the clip A on the electrical connector when replacing the low-beam or high-beam bulb,
then pull it Sidemarker Lamp D. Back-Up Lamp To replace one of these bulbs, do the following:
1. Open the liftgate. See Liftgate on page for more information. Pull up the release clip, located
at the connecting point of the blade and the arm. Then, pull the blade assembly down toward
the glass to remove it from the wiper arm. Page Tires Tires Your new vehicle comes with
high-quality tires made by a leading tire manufacturer. If you ever have questions about your
tire warranty and where to obtain service, see your GM Warranty booklet for details. The
examples below show a typical passenger vehicle tire and a compact spare tire sidewall. Page
Belt: A rubber coated layer of cords that is located between the plies and the tread. Cords may
be made from steel or other reinforcing materials. Bead: The tire bead contains steel wires
wrapped by steel cords that hold the tire onto the rim. Bias Ply Tire: A pneumatic tire in which
the plies are laid at alternate angles less than 90 degrees to the centerline of the tread. Page
Occupant Distribution: Designated seating positions. Outward Facing Sidewall: The side of an
asymmetrical tire that has a particular side that faces outward when mounted on a vehicle. It is
not. Make certain that all wheel nuts are properly tightened. Use only radial-ply tires with the
wheels on your vehicle. Page Uniform Tire Quality Grading Uniform Tire Quality Grading Quality
grades can be found where applicable on the tire sidewall between tread shoulder and
maximum section width. Sustained high temperature can cause the material of the tire to
degenerate and reduce tire life, and excessive temperature can lead to sudden tire failure. Page
Wheel Replacement Wheel Replacement Replace any wheel that is bent, cracked or badly rusted
or corroded. If wheel nuts keep coming loose, the wheel, wheel bolts and wheel nuts should be
replaced. If the wheel leaks air, replace it except some aluminum wheels, which can sometimes
be repaired. See your dealer if any of these conditions exist. You cannot know how it has been
used or how far it has been driven. It could fail suddenly and cause a crash. If you have to
replace a wheel, use a new GM original equipment wheel. If air goes out of a tire, it is much
more likely to leak out slowly. See Hazard Warning Flashers on page for more information.

Remove the wing-bolt on the jack and then remove it. Remove the hook and loop fastener
straps holding the bag containing the wheel wrench. Remove the wheel wrench from the bag.
Fold out the socket portion of the wrench from the handle. Attach the wheel wrench to the jack
bolt head and rotate the wheel wrench clockwise. That will raise the lift head a little. Notice:
Make sure that the jack lift head is in the correct position or you may damage your vehicle. Do
not lift the vehicle using the plastic lower body panel. Put the compact spare tire near you. Page
9. Remove all of the wheel nuts. The wheel could come off and cause an accident. Page Place
the compact spare tire on the wheel-mounting surface. If you do, the nuts might come loose.
Your wheel could fall off, causing a serious accident. Reinstall the wheel nuts. Tighten each nut
by hand until the wheel is held against the hub. This could lead to an accident. Be sure to use
the correct wheel nuts. If you have to replace them, be sure to get new GM original equipment
wheel nuts. In a sudden stop or collision, loose equipment could strike someone. Store all these
in the proper place. Page Compact Spare Tire 5. Screw the threaded wheel stow rod onto the
spare tire bracket. Although not always visible, dust and dirt can accumulate on your
upholstery. Dirt can damage carpet, fabric, leather, and plastic surfaces. Regular vacuuming is
recommended to remove particles from your upholstery. To clean, use the following
instructions: 1. For liquids: blot with a clean, soft white cloth. For solids: remove as much as
possible and then vacuum or brush. Apply club soda water to a clean, soft white cloth. Do not
over-saturate; Page Leather Stains caused by oil and grease can be cleaned with an approved
GM cleaner and a clean, white cloth. Carefully scrape off excess stain. Clean with cool water
and allow to dry completely. If a stain remains, follow the cleaner instructions described earlier.
If you do, it may severely weaken them. In a crash, they might not be able to provide adequate
protection. Clean safety belts only with mild soap and lukewarm water. GM-approved cleaning
products can be obtained from your dealer. Page Aluminum Wheels Aluminum Wheels Notice: If
you use strong soaps, chemicals, abrasive polishes, cleaners, brushes, or cleaners that contain
acid on aluminum or chrome-plated wheels, you could damage the surface of the wheel s. Use
only GM-approved cleaners on aluminum or chrome-plated wheels. Page Sheet Metal Damage
Sheet Metal Damage If the vehicle is damaged and requires sheet metal repair or replacement,
make sure the body repair shop applies anti-corrosion material to parts repaired or replaced to
restore corrosion protection. Original manufacturer replacement parts will provide the corrosion
protection while maintaining the warranty. Tar and Road Removes tar, road oil, Oil Remover and
asphalt. Chrome Cleaner Use on chrome or and Polish stainless steel. White Sidewall Removes
soil and black Tire Cleaner marks from whitewalls. You can see it if you look through the
windshield from outside your vehicle. Some add-on electrical equipment can keep other
components from working as they should. See Recommended Fluids and Lubricants on page
for more information. Page Section 6 Maintenance Schedule Page Maintenance Schedule
Maintenance Schedule Introduction Important: Keep engine oil at the proper level and change
as recommended. Have you purchased the GM Protection Plan? The Plan supplements your
new vehicle warranties. See your Warranty and Owner Assistance booklet or your dealer for
details. See Loading Your Vehicle on page Page Scheduled Maintenance Scheduled
Maintenance When the change engine oil message comes on, it means that service is required
for your vehicle. Have your vehicle serviced as soon as possible within the next miles 1 km. It is
possible that, if you are driving under the best conditions, the engine oil life system may not
indicate that vehicle service is necessary for over a year. See Engine Oil on page Reset oil life
system. See Engine Oil Life System on page An Emission Control Service. Visually check for
any leaks or damage. See footnote k. Service and Miles Kilometers Inspect fuel system for
damage or leaks. Inspect exhaust system for loose or damaged components. Inspect disc brake
pads for wear and rotors for surface condition. Inspect other brake parts, including drums,
wheel cylinders, calipers, parking brake, etc. Engine Oil Level Check Check the engine oil level
and add the proper oil if necessary. See Engine Oil on page for further details. If the vehicle
moves, you or others could be injured. Before you start, be sure you have enough room around
the vehicle. Engine Oil GM Goodwrench the requirements for your vehicle. Page Maintenance
Record Maintenance Record After the scheduled services are performed, record the date,
odometer reading, who performed the service, and the type of services performed in the boxes
provided. See Maintenance Requirements on page Any additional information from Owner
Checks and Services on page can be added on the following record pages. You should retain all
maintenance receipts. Sometimes, however, despite the best intentions of all concerned,
misunderstandings can occur. However, if a customer wishes to write or e-mail Chevrolet, refer
to the addresses below. This value-added service is intended to provide you with peace of mind
as you drive in the city or travel the open road. Page Transportation Options Transportation
Options Warranty service can generally be completed while you wait. However, if you are unable
to wait, GM helps to minimize your inconvenience by providing several transportation options.

Depending on the circumstances, your dealer can offer you one of the following: Shuttle Service
Participating dealers can provide you with shuttle service to get you to your destination with
minimal A separate booklet entitled Warranty and Owner Assistance Information furnished with
each new vehicle provides detailed warranty coverage information. Courtesy Transportation is
available only at participating dealers and all program options, such as shuttle service, may not
be available at every dealer. Page Collision Damage Repair To read this information, special
equipment is needed and access to the vehicle or the device that stores the data is required.
Page Recycled original equipment parts may also be used for repair. These parts are typically
removed from vehicles that were total losses in prior accidents. In most cases, the parts being
recycled are from undamaged sections of the vehicle. Page If an Accident Occurs Here is what
to do if you are involved in an acc
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ident. If you are uninjured, make sure that no one else in your vehicle, or the other vehicle, is
injured. If you have a pre-determined repair facility of choice, take your vehicle there, or have it
towed there. Specify to the facility that any required replacement collision parts be original
equipment parts, either new Genuine GM parts or recycled original GM parts. Page Service
Bulletins Service Bulletins Service Bulletins give technical service information needed to
knowledgeably service General Motors cars and trucks. Each bulletin contains instructions to
assist in the diagnosis and service of your vehicle. Page Ashtray s Page Care of Safety Belts
Page Convenience Net Page Driving cont. Page Fluid Automatic Transaxle Page Headlamps
cont. Page Maintenance Schedule cont. Maintenance Footnotes Page Park P Shifting Into Page
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