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this! Through the early- and mids, Buick began phasing out its staple vehicles, like the Park
Avenue, Century, LeSabre and Regal, in favor of more modern and stylish vehicles. One of
these replacements was the Lucerne, which Buick released in The Lucerne came standard with
an AM-FM, six-speaker stereo system that included a CD-player, but you could also opt for an
MP3 player and a nine-speaker sound system. Cover the metal end of a flat-head screwdriver
with a thin coat of duct tape to protect the interior panels of the Lucerne. Insert the blade of a
flat-head screwdriver under the radio bezel â€” the trim surrounding the radio and HVAC
controls â€” and pry around the perimeter of the bezel to disengage its eight retaining clips. The
bezel has three clips on each side and two on the bottom. Pull the HVAC controls from the
dashboard and allow them to hang by their wiring, there is no need to disconnect them. Slide
the radio from the dashboard just enough so you can access the wiring harness on the rear of
it. Press and hold the unlocking button on the wiring harness and pull the harness from the
radio. Unplug the antenna wire from the rear of the radio. Remove the radio from the Lucerne.
Plug the wiring harness and antenna wire into the rear of the radio. Reconnect the wiring
harness to the rear of the HVAC controls and set the controls back on the dashboard. Line the
clips on the rear of the radio bezel up with the slots around the radio and HVAC controls and
press the bezel onto the dashboard until the clips engage. Drive the Lucerne to a nearby Buick
dealership to have the radio programmed to the vehicle, if you installed a replacement radio â€”
new or used. If you used the original radio, there is no need for the dealership to program it.
Justin Cupler is a professional writer who has been published on several websites including
CarsDirect and Autos. Cupler has worked in the professional automotive repair field as a
technician and a manager since He has a certificate in broadcast journalism from the
Connecticut School of Broadcasting. Cupler is currently studying mechanical engineering at
Saint Petersburg College. Step 1 Cover the metal end of a flat-head screwdriver with a thin coat
of duct tape to protect the interior panels of the Lucerne. Step 2 Insert the blade of a flat-head
screwdriver under the radio bezel â€” the trim surrounding the radio and HVAC controls â€” and
pry around the perimeter of the bezel to disengage its eight retaining clips. Step 3 Pull the radio
bezel off the dashboard. Step 1 Plug the wiring harness and antenna wire into the rear of the
radio. Step 2 Reconnect the wiring harness to the rear of the HVAC controls and set the controls
back on the dashboard. Step 3 Line the clips on the rear of the radio bezel up with the slots
around the radio and HVAC controls and press the bezel onto the dashboard until the clips
engage. The Buick LaCrosse was introduced in From to , the Lacrosse only received minor
updates. In , it received a full redesign. Removing the radio from your first-generation Buick
LaCrosse takes about 15 minutes, providing you have the proper tools. By removing the radio,
you can remove other vital components of the dash, such as the instrument panel and pad. You
may also want to remove the radio to install a new one. Shut off the engine and open the hood.
Use a wrench or pliers to loosen the nut on the negative battery cable. Pull the cable off the
battery terminal for safety. Grasp the trim piece beneath the climate controls. Pull the trim firmly
to unhook it from the console. This exposes four screws. Remove the two center screws with a
Phillips-head screwdriver. These screws mount the climate controls. Pull the climate-control
panel away from the console. Unplug the wiring harnesses from behind and set it aside. Grasp
the hazard-light panel above the r
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adio. Pull it firmly to remove it. You may need to use a trim tool to help pry it off. Unplug the
hazard-light connection from behind. Set the panel aside. This exposes two screws. Remove the
two screws on top, and then remove the two screws beneath the radio. Pull the radio forward.
Unplug the antenna and wiring harness from behind. Leonardo R. Grabkowski has been writing
professionally for more than four years. Grabkowski attended college in Oregon. He builds
websites on the side and has a slight obsession with Drupal, Joomla and Wordpress. Step 1
Shut off the engine and open the hood. Step 2 Grasp the trim piece beneath the climate
controls. Step 3 Remove the two center screws with a Phillips-head screwdriver. Step 4 Grasp
the hazard-light panel above the radio. Pliers or adjustable wrench Phillips-head screwdriver
Trim tool optional. Vehicle electronics are dangerous if the proper safety precautions aren't
taken. Make sure you disconnect the negative battery cable before beginning.

