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Quick Links. See also: Owner's Manual , Maintenance Manual. Table of Contents. Instrument
Cluster. Warning Lights And Chimes. Entertainment Systems. Auxiliary Input Jack Line In. Rear
seat controls. Climate Controls. Rear Window Defroster. Turn Signal Control. Bulb
Replacement. Driver Controls. Steering Wheel Adjustment. Power Windows. Owners Guide
postfmt. USA fus. Ford motor company automobile quick reference guide 2 pages. Ford
explorer sport trac automobile owner's manual pages. Ford may change the contents without
notice and without incurring obligation. Page 4: Introduction â€” Special handling may apply for
service or vehicle end of life disposal. See Please take the time to get well acquainted with your
vehicle by reading this handbook. The more you know and understand about your vehicle, the
greater the safety and pleasure you will derive from driving it. Page 5 Information in this respect
is highlighted in this guide with the tree symbol. Failure to follow the specific warnings and
instructions could result in personal injury. Front seat mounted rear-facing child or infant seats
should NEVER be placed in front of an active passenger airbag. To access this information,
special equipment must be directly connected to the recording modules. Ford Motor Company
and Ford of Canada do not access event data recorder information without obtaining consent,
Page 8 Driving while distracted can result in loss of vehicle control, accident and injury. Ford
strongly recommends that drivers use extreme caution when using any device that may take
their focus off the road. The drivers primary responsibility is the safe operation of their vehicle.
Features or equipment listed as standard may be different on units built for Export. Page
Instrument Cluster If the light is blinking, engine misfire is occurring which could damage your
catalytic converter. Drive in a moderate fashion avoid heavy acceleration and deceleration and
have your vehicle serviced immediately by your authorized dealer. Page 14 Refer to Engine
coolant in the Maintenance and Specifications chapter. Never remove the coolant reservoir cap
while the engine is running or hot. If the light remains on, have the system serviced
immediately, refer to the Driving chapter for more information. If the indicators stay on or flash
faster, check for a burned out bulb. Reverse warning chime if equipped : Sounds when the
vehicle is in reverse. Refer to the Driving chapter for more information. Tachometer: Indicates
the engine speed in revolutions per minute. Driving with your tachometer pointer continuously
at the top of the scale may damage the engine. The FUEL icon and arrow indicates which side of
the vehicle the fuel door is located. To access your saved stations, press the corresponding
memory preset. The memory preset and the station frequency will appear on the display. Press
CD to enter CD mode. If a disc is already loaded into the system, CD play will begin where it
ended last. To auto eject up to 6 discs, press and hold until the system begins ejecting all
loaded discs. If the discs are not removed, the system will reload the discs. Check with your
authorized dealer for availability. Press again to return to the playing media. Page 27 For
location and further information on auxiliary audio mode, refer to Auxiliary input jack later in
this chapter. In MP3 folder mode, the system will randomly play all tracks within the current
folder. Troubleshooting: 1. Do not connect the audio input jack to a line level output. Line level
outputs are intended for connection to a home stereo and are not Expedition exd Owners Guide
postfmt USA fus Page Rear Seat Controls or decrease the volume level in the headphones.
From the rear seat controls, volume control can be set no higher than the current radio setting
unless the speakers are turned off. The settings of the front seat controls will always override
those of the rear seat controls. Due to technical incompatibility, certain recordable and
re-recordable compact discs may not function correctly when used in Ford CD players. Do not
use any irregular shaped CDs or discs with a scratch protection film attached. Page Satellite
Radio Information The vehicle roof provides the best location for an unobstructed, open view of
the sky, a requirement of a satellite radio system. Page 45 Note: SIRIUS reserves the
unrestricted right to change, rearrange, add or delete programming including canceling, moving
or adding particular channels, and its prices, at any time, with or without notice to you. Ford
Motor Company shall not be responsible for any such programming changes. This message
should disappear shortly. If this message does not clear within a short present. Please review
this material to become familiar with the FES features and controls as well as the very important
safety information. To ensure proper disc operation, check the disc for finger prints and
scratches. Clean the disc with a soft cloth, wiping from the center to the edge. The audio source
will be shown on the display. You may change the active channel by pressing the A or B
headphone control button. A display will appear at the bottom of the screen indicating the
brightness level. The brightness display will only appear when the menu is not displayed. Page
52 DVD system. Reverse : Press and release for the previous chapter or track. Page 53 When in
Dual Play, press to increase or decrease the volume for the wired headphones. Wireless
headphone volume is controlled with the rotary dial on the right ear piece. Page 54 When not in
a menu, and in DVD mode, press to adjust the brightness. A display bar will appear at the
bottom of the screen indicating the brightness levels. Remove the screw and unlatch the battery

cover to access the batteries. The remote control unit uses two AAA batteries which are
supplied with the unit. When replacing the batteries, use two new batteries alkaline
recommended and install them with the correct orientation as indicated in the battery housing.
Both Channel A and Channel B can be listened to on the wired headphones not included or on
the infrared IR wireless headphones. The system default is Angle 1. This is disc dependent. The
system default is English. The system default is OFF. We recommend that you avoid running
other software applications on your PC during MP3 encoding to avoid undesirable noise and
distortion. Page 66 DVD only. Due to technical incompatibility, certain recordable and
re-recordable compact discs may not function correctly when used in Ford CD and DVD players.
These will display on the status bar on top of the screen as the screens cycle through at this
rate. Yellow: video input 2. White: left channel audio input 3. Red: right channel audio input 4.
To change the level of control, press the memory preset controls 3 and 5 simultaneously on the
front audio controls. The control level will cycle each time the buttons are pressed
simultaneously. See your dealer. Do not insert foreign objects into the DVD compartment. This
equipment has been tested and found to comply with the limits for a Class B digital device,
Page 72 DVD. This could take an hour or more. Foreign substances Exercise care to prevent dirt
and foreign objects from entering the DVD player compartment. Page Climate Controls Refer to
Rear window defroster later in this chapter for more information. Use with recirculated air to
improve cooling performance and efficiency. Page 77 REAR is illuminated. Page 78 DUAL is
disengaged. Recirculated air To return to full automatic control, press AUTO. OFF: Outside air is
shut out and the climate system is turned off. Page Rear Window Defroster This may cause
damage to the heated grid lines and will not be covered by your warranty. The foglamp indicator
light will illuminate. Failure to activate your headlamps under these conditions may result in a
collision. Turn on the low beam headlamps to illuminate the wall or screen and open the hood.
Cover one of the headlamps so no light from that lamp hits the wall. Repeat Steps 3â€”5 for the
other headlamp. Close the hood and turn off the lamps. Press the controls to activate the lamps.
Page 90 When the grooves in the plastic base are aligned, turn the new bulb clockwise to install.
Connect the electrical connector. Install the headlamp assembly and secure with two retainer
bolts. Remove the two torx screws from the lamp assembly. Carefully remove the lamp
assembly away from the vehicle by pulling the assembly straight out to expose the bulb socket.
Carefully disconnect the bulb from the harness assembly via the two snap clips. Install the new
bulb in reverse order. Disconnect the bulb assembly from the lens. Remove and replace the
bulb. Align the turn signal lens clip with the slot in the mirror assembly and carefully press the
lens in. While holding the clip in the release position, pull the approach light module down.
Remove the two wires from the module and replace the module with a new one. Reverse the
order to reassemble the approach light module. OFF â€” Rear wiper and washer off. Page 96
Rotate the visor towards the side window and extend it rearward for additional sunlight
coverage. Note: To stow the visor back into the headliner, visor must be retracted before
moving it back towards the windshield. The rear view mirror may have to be adjusted to its
lower arm position to prevent interference when the conversation mirror is extended down.
Utility compartment, Coin holder slots, Tissue box holder 3. Power point and Rear audio
controls if equipped 4. Rear Cupholders Use only soft cups in the cupholder. Hard objects can
injure you in a collision. A second auxiliary power point is located on the rear side of the center
console. The power point is accessible from the rear seats. Improper use of the lighter can
cause damage not covered by your warranty. Page darken to minimize glare. The mirror will
automatically return to the normal state whenever the vehicle is placed in R Reverse to ensure a
bright clear view when backing up. Signal indicator mirrors if equipped When the turn signal is
activated, the lower portion of the mirror housing will blink. Press the ON control and release 2.
Accelerate to the desired speed. This will automatically return the vehicle to the previously set
speed. Page SEEK advance through preset channels or subscribed channels. It is also
recommended that a new battery be placed in the hand-held transmitter of the device being
programmed to HomeLink for quicker training and accurate transmission of the radio-frequency
signal. The name and color of the button may vary by manufacturer. The indicator light will flash
slowly and then rapidly after HomeLink accepts the radio frequency signal. Page 2. The
indicator light will begin to flash after 20 seconds. For questions or comments, contact
HomeLink at Determine which magnetic zone you are in for your geographic location by
referring to the zone map. Turn ignition to the ON position. Page 4. It will take up to five circles
to complete calibration. This acts as a reminder that these warning conditions still exist within
the vehicle. Displayed when the electrical system is not maintaining proper voltage when the
engine is running. Displayed when the liftgate or the liftgate glass is not completely closed.
Determine your magnetic zone by referring to the zone map. Start the engine. From Setup menu,
select the Update Zone function. Waiting 4 seconds or pressing the RESET control cycles the

message center through each of the language choices. Selectable languages are English,
Spanish, or French. Will return if reset and warning is cleared and set again within the same
ignition cycle. Will NOT return if reset and warning is cleared and set again within the same
ignition cycle. For more information, refer to Control trac four-wheel drive 4x4 operation in the
Driving chapter. In this mode a unique continuous chime will sound. If any of these conditions
occur, the power liftgate must be reset. Page 1. To open, lift up on the handle and cover. To
close, lower the cover and press down on the handle until the latch clicks. Do not place people
or pets on or under the parcel shelf. Page Always ensure that the load is secure before
traveling. Ford Motor Company recommends loading the roof rack only when equipped with
optional crossbars, to avoid unintended damage to the roof panel. The horn will chirp once to
confirm the procedure is complete. Keyless entry key pad procedure 1. Close all doors, the
liftgate and liftgate window. Opening the liftgate window Press the control to unlatch the liftgate
window. Pressing the control will automatically move the seat, rearview mirrors, and adjustable
pedals to the desired memory position the memory position corresponds to the transmitter
being used. Repeat this procedure for another remote transmitter if desired. Replacing the
battery The remote entry transmitter uses one coin type three-volt lithium battery CR or
equivalent. The dome lamp control must not be set to the off position for the illuminated entry
system to operate. Press the power door unlock control twice within 5 seconds. Erasing
personal code 1. Enter the factory set 5â€”digit code. Use of these systems may result in
vehicle starting problems and a loss of security protection. Theft indicator The theft indicator is
located in the instrument cluster. Page If a problem occurs, turn ignition the OFF position and
restart the engine with all other objects on the key ring held away from the ignition key. The key
codes will need to be erased from your vehicle and new key codes will need to be re-coded.
Page Steps 1 through 5. If failure repeats, bring your vehicle to your authorized dealer to have
the new spare key s programmed. Do not pile cargo higher than the seatbacks to reduce the risk
of injuring people in a collision or sudden stop. Pull the seatback handle up to recline the seat.
Turn the lumbar support control clockwise for more support. Turn the lumbar support
counter-clockwise for less support. Move the switch in the direction of the arrows to raise or
lower the front portion of the seat cushion. You will feel the seat bounce back slightly. The
heated seats and the cooled seats will only function when the ignition is in RUN. For assistance,
refer to the label located on the side of the seat cushion. Lift the seatback toward the rear of the
vehicle. Rotate the seatback until you hear a click, locking it in the upright position. Failure to
do so could result in personal injury. To place the seats in the cargo mode: 1. Fold down the
2nd row seat. To enter the 3rd row seat: 1. Fold down the 2nd row seat and release the handle.
An unlatched seat may become dangerous in the event of a sudden stop or collision. Locate the
release handle located in the upper left seat back, and pull the handle to release the folding seat
latch. The control buttons are located on the right-hand rear quarter trim panel accessible from
the liftgate area. Refer to Safety restraints section in this chapter. Page All occupants of the
vehicle, including the driver, should always properly wear their safety belts, even when an
airbag supplemental restraint system SRS is provided. Page Safety belts and seats can become
hot in a vehicle that has been closed up in sunny weather; they could burn a small child. Check
seat covers and buckles before you place a child anywhere near them. To unfasten, push the
release button and remove the tongue from the buckle. Refer to Safety restraints for children or
Safety seats for children later in this chapter. Page D-ring, not the portion where the belt exits
from the quarter trim panel. Ford Motor Company recommends that all safety belt assemblies in
use in vehicles involved in a collision be replaced. Page The Belt-Minder feature uses two
different warning chimes. During the first minute of activation, the warning chime will sound
once every second. The remaining warning chimes will sound twice every second while the
system is activated. Page The following are reasons most often given for not wearing safety
belts: All statistics based on U. The Belt-Minder feature is activated We design our safety belts
to enhance comfort. If you are uncomfortable Page Step 3 must be completed within 50 seconds
after the safety belt warning light turns off. Do not modify the front end of the vehicle. The side
airbag could injure you as it deploys from the side of the seatback. The Safety Canopy injure
you as it deploys from the headliner. Page Several Safety Canopy inflation. Do not touch them
after inflation. Also see Airbag supplemental restraint system SRS in this chapter for special
instructions about using airbags. Booster seats position a child so that safety belts fit better.
They lift the child up so that the lap belt rests low across the hips and the knees bend
comfortably. Top tether anchors can be used Expedition exd Owners Guide postfmt USA fus
Page 80 pounds 36 kg using an upper torso harness and a belt-positioning booster. Ford
recommends the use of a child safety seat having a top tether strap. Page Make sure the tongue
is latched securely by pulling on it. If the retractor is not locked, unbuckle the belt and repeat
Steps 2 through 9. Check to make sure the child seat is properly secured before each use. In the

third row center seating position, the tether anchor is a loop at the bottom of the seatback.
Position the child safety seat on the seat cushion. Locate the tether anchor at the bottom back
of the seat. Grasp the tether strap and position it to the seat frame. Rotate the tether strap, and
clip the tether strap to the anchor on the seat frame. Locate the anchor webbing loop for the
seating position. For forward-facing child seats, the tether strap must also be attached to the
proper tether anchor. See Attaching safety seats with tether straps in this chapter. Check to see
if the anchors hold the seat in place. If the safety seat is not anchored properly, the risk of a
child being injured in a crash greatly increases. Page All other things held equal, a shorter
wheelbase may make your vehicle quicker to respond to steering inputs than a vehicle with a
longer wheelbase. Department of Transportation-Tire quality grades: The U. Department of
Transportation requires Ford Motor Company to give you the following information about tire
grades exactly as the government has written it. If one looks lower than the others, use a tire
gauge to check pressure of all tires and adjust if required. Page if equipped , at least monthly
and before long trips. You are strongly urged to buy a reliable tire pressure gauge, as automatic
service station gauges may be inaccurate. Ford recommends the use of a digital or dial-type tire
pressure gauge rather than a stick-type tire pressure gauge. Page Check for holes or cuts that
may permit air leakage from the tire and make necessary repairs. Also inspect the tire sidewalls
for Expedition exd Owners Guide postfmt USA fus Page You should replace your spare tire
when you replace the road tires or after six years due to aging even if it has not been used. Use
both eye and ear protection. For a mounting pressure more than 20 psi greater than the
maximum pressure, a Ford Dealer or other tire service professional should do the mounting.
Always inflate steel carcass tires with a remote air fill with the person inflating standing at a
minimum of 12 ft. Page Unless otherwise specified, rotate the tires approximately every 5, miles
8, km. Page This information identifies and describes the fundamental characteristics of the tire
and also provides a U. These ratings are listed in the following chart. The tire suppliers may
have additional markings, notes or warnings such as standard load, radial tubeless, etc.
Maximum Load Single lb. Refer to the payload description and graphic in the Vehicle loading
â€” with and without a trailer section. Failure to properly maintain your tire pressure could
increase the risk of tire failure, loss of control, vehicle rollover and personal injury. Check your
tire pressure to ensure tires are properly inflated; refer to Inflating your tires in this chapter.
Page If the low tire pressure warning light is ON, visually check each tire to verify that no tire is
flat. If one or more tires are flat, repair as necessary. Check air pressure in the road tires. Page
Overloading or improperly loading your vehicle can contribute to loss of vehicle control and
vehicle rollover. Page GAW Gross Axle Weight â€” is the total weight placed on each axle front
and rear â€” including vehicle curb weight and all payload. Measuring the inside of the vehicle
with the rear seat folded down, you have room for lb. Page 3. Note: For vehicles equipped with
the optional trailer tow package, the maximum frontal area of trailer should not exceed 5. Page
Towing trailers beyond the maximum recommended gross trailer weight exceeds the limit of the
vehicle and could result in engine damage, transmission damage, structural damage, loss of
control, vehicle rollover and personal injury. Park the unloaded vehicle on a level surface. With
the ignition in the ON position and all doors closed, allow the vehicle to stand without
passengers for several minutes so that it can level. Page Driving Do not start your vehicle in a
closed garage or in other enclosed areas. Exhaust fumes can be toxic. Always open the garage
door before you start the engine. See Guarding against exhaust fumes in this chapter for more
instructions. Page Seating and Safety Restraints chapter. Make sure the headlamps and vehicle
accessories are off. Make sure the gearshift is in P Park. The key will return to 3 ON. When the
engine starts, release the key. A brief Expedition exd Owners Guide postfmt USA fus Page If
your brake warning lamp illuminates, have your vehicle serviced immediately. Traction Control
is a driver aid that helps your vehicle. Also, do not install a stereo loudspeaker near the front
center console or tunnel or under either front seat as the vibrations can adversely affect the
AdvanceTrac with RSC sensors located in this area. On vehicles equipped with air suspension,
turn the air suspension and the ignition switch off prior to jacking, hoisting or towing your
vehicle. Turn the ignition to the LOCK position and remove the key whenever you leave your
vehicle. Remove tool and reinstall the protective cover. Start the vehicle and release the parking
brake. Do not drive your vehicle until you verify that the brakelamps are working. If your vehicle
is equipped with a floor-shift transmission, press the gearshift lever release button on the front
of the lever while shifting into the desired gear. Page Overdrive can be deactivated by pressing
the transmission control switch on the end of the gearshift lever column-shift transmission or
on the side of the gearshift lever floor-shift transmission. Use 2 Second to start-up on slippery
roads or to provide additional engine braking on downgrades. Page The system is designed to
provide a warning to assist the driver in detecting objects to avoid damaging the vehicle. The
system may not detect smaller objects, particularly those close to the ground. Page N Neutral.

This position is not recommended for use on dry pavement. This position is only intended for
severe winter or off-road conditions, such as deep snow, ice or shallow sand. Page 4H is
selected. You should either know the terrain or examine maps of the area before driving. Map
out your route before driving in the area. To maintain Expedition exd Owners Guide postfmt
USA fus Page If your vehicle gets stuck in mud or snow it may be rocked out by shifting
between forward and reverse gears, stopping between shifts, in a steady pattern. Press lightly
on the accelerator in each gear. Failure to drive cautiously could result in an increased risk of
loss of vehicle control, vehicle rollover, personal injury and death. Page Should you start to
slide while driving on snowy or icy roads, turn the steering wheel in the direction of the slide
until you regain control. Page Once through the water, always dry the brakes by moving your
vehicle slowly while applying light pressure on the brake pedal. Wet brakes do not stop the
vehicle as quickly as dry brakes. Page 1â€”â€”â€”; Lincoln vehicle customers call 1â€”â€”â€”
Canadian customers who require roadside assistance, call 1â€”â€”â€” If you need to arrange
roadside assistance for yourself, Ford Motor Company will reimburse a reasonable amount. To
obtain reimbursement information, U. Ford or Mercury vehicles customers call 1â€”â€”â€”; Turn
the ignition to the ON position. Pause for a few seconds and return the key to the OFF position.
Make a further check for leaks in the fuel system. Page Passenger Compartment Fuse Panel To
reinstall the fuse box cover, place the top part of the cover on the fuse panel, then push the
bottom part of the cover until you hear it click shut. Gently pull on the cover to make sure it is
seated properly. Page Power Distribution Box Power distribution box The power distribution
box is located in the engine compartment. If the dissimilar spare tire or wheel is damaged, it
should be replaced rather than repaired. Page 5. To remove the spare tire, turn the handle
counterclockwise until the tire is lowered to the ground and the cable is slightly slack. Slide the
retainer through the center of the spare tire wheel. Park on a level surface, activate hazard
flashers and set the parking brake. If the vehicle slips off the jack, someone could be seriously
injured. Turn on the air suspension system if equipped. Refer to Message center in the Driver
Controls chapter for instructions on turning the air suspension system on. Page Close the
access hole with the rubber plug. Reinstall the tray into the vehicle and secure it with the wing
nut turn clockwise until tight. Use only Ford recommended replacement fasteners. When a
wheel is installed, always remove any corrosion, dirt or foreign materials present on the
mounting surfaces of the wheel or the surface of the wheel hub, brake drum or brake disc that
contacts the wheel. Page Connecting the jumper cables 1. Note: In the illustrations, lightning
bolts are used to designate the assisting boosting battery. Connect the negative - cable to the
negative - terminal of the assisting battery. Start the engine of the disabled vehicle. Once the
disabled vehicle has been started, run both engines for an additional three minutes before
disconnecting the jumper cables. Remove the jumper cable from the jump starting stud. After
the disabled vehicle has been started and the jumper cables removed, allow it to idle for several
minutes so the engine computer can relearn its idle conditions. Do not tow with a slingbelt. Ford
Motor Company has not approved a slingbelt towing procedure. Also, wrecker towing the
vehicle by the frame-mounted tow hooks is not recommended or advised. Ford Motor Company
produces a towing manual for all authorized tow truck operators. Have your tow truck operator
refer to this manual for proper hook-up and towing procedures for your vehicle. Away from
home If you own a Ford or Mercury vehicle and are away from home when your vehicle needs
service, or if you need more help than the authorized dealer could provide, after following the
steps described above, contact the Ford Customer Relationship Center to find an authorized
dealer to help you. Page If you own a Lincoln vehicle and are away from home when your
vehicle needs service, or if you need more help than the authorized dealer could provide, after
following the steps described above, contact the Ford Customer Relationship Center to find an
authorized dealer to help you. Page Customer Assistance In some states in the U. Ford is also
allowed a final repair attempt in some states. Page You are not bound by the decision but may
choose to accept it. If the arbitrator has decided in Page Customer Assistance If you did not
take advantage of the Ford Extended Service Plan at the time of purchasing your vehicle, you
may still be eligible. Since this information is subject to change, please ask your authorized
dealer for complete details about Ford Extended Service Plan coverage options, or visit the
Ford ESP website at Page Items in this catalog may be purchased by credit card, check or
money order. Box Oakville, ON, Canada Page Reporting Safety Defects U. Page Use only
approved products to clean plastic parts. These products are available from your authorized
dealer. The dull finish in this area helps protect the driver from undesirable windshield
reflection. Page but do not oversaturate or the ring will set. These quality products have been
specifically engineered to fulfill your automotive needs; Block the wheels. Go to the front of the
vehicle and release the auxiliary latch that is located under the front center of the hood. Lift the
hood until the lift cylinders hold it open. Engine oil dipstick 3. Brake fluid reservoir 4. Engine

coolant reservoir 5. Air filter assembly 6. Power steering fluid reservoir 7. Power distribution
box 8. Engine oil filler cap 9. Battery Expedition exd Owners Guide postfmt USA fus Page
Checking and adding washer fluid for the liftgate Washer fluid for the liftgate is supplied by the
same reservoir as the windshield. Pull the wiper blade toward the base of the wiper arm and
remove it from the arm. Attach the new wiper to the wiper arm and press it into place until a
click is heard. Ford production and aftermarket Motorcraft oil filters are designed for added
engine protection and long life. If a replacement oil filter is used that does not meet Ford
material and design specifications, start-up engine noises or knock may be experienced. Page
Battery Lift the battery with a battery carrier or with your hands on opposite corners. Drive the
vehicle to complete the relearning process. Page If sprayed on the windshield, engine coolant
could make it difficult to see through the windshield. Refer to Maintenance product
specifications and capacities in this chapter. Mixing Motorcraft Specialty Orange Engine Page
Recycled engine coolant Ford Motor Company does NOT recommend the use of recycled
engine coolant in vehicles originally equipped with Motorcraft Premium Gold Engine Coolant
since a Ford-approved recycling process is not yet available. Page If the engine coolant supply
is depleted, this feature allows the vehicle to be driven temporarily before incremental
component damage is incurred. Restart the engine and take your vehicle to an authorized
dealer. Driving the vehicle without repairing the engine problem increases the chance of engine
damage. Take your vehicle to an authorized dealer as soon as possible. The flow of fuel through
a fuel pump nozzle can produce static electricity, which can cause a fire if fuel is pumped into
an ungrounded fuel container. If the symbol comes on and stays on after you start the engine,
the fuel filler cap may not be properly installed. Turn off the engine, remove Expedition exd
Owners Guide postfmt USA fus Page The customer warranty may be void for any damage to the
fuel tank or fuel system if the correct genuine Ford or Motorcraft fuel filler cap is not used. The
fuel system may be under pressure. If the fuel filler cap is venting vapor or if you hear a hissing
sound, wait until it stops before completely removing the fuel filler cap. The scheduled
maintenance items listed in scheduled maintenance information are essential to the life and
performance of your vehicle and to its emissions system. Be sure to put the cap back on the
reservoir. Refer to Maintenance product specifications and capacities in this chapter for the
proper fluid type. Pull the air tube off from the air cleaner housing. Slip the air tube onto the air
filter housing and tighten the air-tube clamp bolt snugly, but do not overtighten it. Replace the
PCV valve with one that meets Ford material and design specifications for your vehicle, such as
a Motorcraft or equivalent replacement part. The customer warranty may be void for any
damage to the emissions system if such a PCV valve is not used. Page Maintenance and
Specifications Replace the spark plugs with ones that meet Ford material and design
specifications for your vehicle, such as Motorcraft or equivalent replacement parts. The
customer warranty may be void for any damage to the engine if such spark plugs are not used.
The following table tells you which transmission or transaxle each code represents. These
quality accessories have been specifically engineered to fulfill your automotive needs; they are
custom designed to complement the style and aerodynamic appearance of your vehicle. Page
Ford Extended Service Plan Page Page Rear window defroster Print page 1 Print document
pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload
from disk. Upload from URL. Subaru Tesla Toyota Volkswagen Volvo. Research By Category
Body Style. Start a Loan Request Form Today! Used Cars. By Make. Escape Expedition Explorer
F Super Duty F Focus Focus Electric Freestar Freestyle. GT Taurus. New By Year. Used By Year.
Filter Results reset. Drivetrain 2WD 6. Model Expedition 6. Expedition EL 6. Trim Eddie Bauer 4.
Limited 4. XLT 4. Quick Specs. Engine Gas V8, 5. Drivetrain Rear Wheel Drive. Passenger
Capacity 8. Passenger Doors 4. Body Style Sport Utility. Dimensions Vehicle. Rear Door Type
Liftgate. Gross Axle Wt Rating - Front lbs Gross Combined Wt Rating lbs Curb Weight - Rear lbs
Gross Axle Wt Rating - Rear lbs Curb Weight - Front lbs Third Hip Room in Second Head Room
in Third Leg Room in Front Shoulder Room in Second Hip Room in Front Head Room in Second
Leg Room in Third Shoulder Room in Front Hip Room in Third Head Room in Front Leg Room in
Second Shoulder Room in Wheelbase in Height, Overall in Ground to Top of Load Floor in
Overhang, Front in Fuel Economy Fuel Tank. Fuel Tank Capacity, Approx gal Performance
Specs Engine. Engine Order Code Engine Type Gas V8. Displacement 5. Clutch Size in NA. First
Gear Ratio :1 4. Sixth Gear Ratio :1 0. Transfer Case Model NA. Trans Description Cont. Fourth
Gear Ratio :1 1. Trans Order Code NA. Second Gear Ratio :1 2. Reverse Ratio :1 3. Again NA.
Fifth Gear Ratio :1 0. Trans Type 6. Third Gear Ratio :1 1. Brake Type Power. Front Brake Rotor
Diam x Thickness in 13 x 1. Disc - Front Yes or Yes. Rear Brake Rotor Diam x Thickness in Disc
- Rear Yes or Yes. Drum - Rear Yes or NA. Turning Diameter - Curb to Curb ft Steering Ratio :1 ,
On Center Turning Diameter - Wall to Wall ft Spare Tire Capacity lbs Front Tire Capacity lbs Rear
Tire Capacity lbs Front Wheel Size in 17 x 8. Spare Wheel Material Steel. Front Wheel Material

Aluminum. Rear Wheel Size in 17 x 8. Rear Wheel Material Aluminum. Spare Wheel Size in 17 x
8. Suspension Type - Front Double Wishbone. Axle Type - Rear Independent. Shock Absorber
Diameter - Front mm Spring Capacity - Rear lbs Axle Ratio :1 - Front NA. Suspension Type Rear Multi-Link. Axle Capacity - Front lbs Shock Absorber Diameter - Rear mm Axle Type - Front
Independent. Axle Ratio :1 - Rear 3. Spring Capacity - Front lbs Axle Capacity - Rear lbs Safety
Features Safety. Air Bag-Frontal-Driver No. Air Bag-Frontal-Passenger No. Brakes-ABS Yes.
Daytime Running Lights No. Traction Control Yes. Night Vision No. Rollover Protection Bars No.
Fog Lamps Yes. Parking Aid No. Tire Pressure Monitor Yes. Back-Up Camera No. Stability
Control Yes. Safety Canopy Side thorax air bags Front 3-point seat belts-inc: adjustable
shoulder harness, load Warranty Warranty. Basic Years 3. Corrosion Years 5. Drivetrain Years 5.
Roadside Assistance Years 5. Other Specs Cooling System. Total Cooling System Capacity qts
Maximum Alternator Capacity amps Looking for other models of the Ford Expedition? Gas
Mileage. Rear Wheel Drive. Passenger Capacity. All Rights Reserved. Stock photography by
izmo, Inc. Read our Cookie Policy. With its exceptionally roomy seating, polished road manners
and solid towing capability, the Ford Expedition is an attractive choice for large, active families.
With high fuel prices here to stay, large SUVs aren't an easy sell anymore, even to consumers
who like the idea of a vehicle that can accommodate six to seven of their closest family and
friends. So for , Ford has redoubled its efforts and come up with an Expedition that's quieter,
more refined and better equipped than ever before. Although the changes on the Ford
Expedition don't constitute a full redesign, they're significant nonetheless. Underneath, there's
a more rigid chassis that borrows its front frame section from the F pickup, and revised front
and rear suspension designs. Additionally, the rear driveshafts flow through the frame rails,
which lowers the big SUV's center of gravity and opens up more room for third-row passengers.
Other revisions include larger brake calipers and thicker brake rotors to shorten stopping
distances, as well as a new master cylinder to improve pedal feel. There's also a new
variable-assist power-steering pump to make the Expedition easier to finesse in parking lots.
Compared to last year's model, the '07 Expedition has a smoother ride and a more agile feel
around corners. Ford's large SUV is also carrying around another pounds of curb weight,
thanks to the new chassis, an extra helping of insulation to quiet the ride and new standard
equipment like front seat-mounted side airbags, three-row side curtain airbags and
AdvanceTrac stability control which still includes the Roll Stability Control feature. Even so, the
Expedition's horsepower 5. Unfortunately, Ford's full-size SUV is no more frugal with fuel than it
was last year. Plus, Ford has updated many of its full-size SUV's outdated electronics. The
optional navigation system is now DVD-based rather than CD-based and includes a
touchscreen, while a pair of upgraded audio systems offer an MP3 player input jack and satellite
radio compatibility. While these improvements don't necessarily vault the Ford Expedition to
the top of the full-size SUV class, they do make it one of the strongest players. For buyers who
require the size and utility that only a large sport-ute can provide, the Expedition deserves
consideration. The well-equipped XLT model seats five and comes with inch alloy wheels,
automatic headlights, running boards, a Class III trailer hitch, air-conditioning, a six-speaker CD
stereo with an MP3 player input jack, front captain's chairs with six-way power adjustments for
the driver, cruise control and full power accessories. For buyers seeking more amenities,
there's the Expedition Eddie Bauer. It seats eight, thanks to its power-folding third-row seat, and
offers two-tone exterior paint, dual-zone automatic climate control with separate rear controls ,
a higher-wattage sound system with an in-dash CD changer, leather upholstery, a way power
driver seat with memory, a six-way power front-passenger seat, a trip computer and an
auto-dimming rearview mirror. Major options on Ford's full-size SUV include a manually folding
third-row seat for the XLT increasing seating capacity to eight , second-row captain's chairs, a
sunroof, a rear DVD entertainment system, Sirius satellite radio and, on the Eddie Bauer and
Limited only, a DVD-based navigation system and a power liftgate. A Class IV towing package is
available on all Expeditions, and XLT buyers can get an off-road package with skid plates and
tubular step bars. All Expeditions come standard with a 5. It's matched to a new six-speed
automatic transmission with two overdrive gears and manual-shift capability. All trim levels are
available with either two-wheel drive or four-wheel drive with low-range gearing ; 4x2
Expeditions have all-season tires, while 4x4 models get all-terrain rubber. Properly equipped,
the Ford Expedition can tow up to pounds. All major safety equipment is standard on the Ford
Expedition, including four-wheel antilock disc brakes with electronic brakeforce distribution and
brake assist , the AdvanceTrac stability control system with Roll Stability Control to help avoid
rollover accidents and a tire-pressure monitor. Airbag coverage includes seat-mounted side
airbags for front occupants and three-row side curtain airbags. Rear parking sensors and
power-adjustable pedals are optional across the line; the pedals have a memory feature on
Eddie Bauer and Limited models. Full-size trucks don't participate in side-impact tests, but with

all its safety equipment, the Expedition should offer solid protection in such crashes. Drive a
Ford Expedition and you'll likely be impressed by its agile handling. It's still a big vehicle and
demands that you respect it as such, but its steering response, controllability and general
composure are striking. Ride quality is smooth, though the Ford isn't as plush as some
competitors and it has a bit more road noise as well. Although the Expedition's mass is
apparent from behind the wheel, the V8 offers solid acceleration in most situations, delivering
its power in a very smooth manner. The six-speed automatic generally makes good use of the
V8's reserves but occasionally has difficulty finding the right gear during passing maneuvers.
Although there are still a few too many small buttons, new materials and updated electronics
give the cabin a more modern feel this year. Expeditions can seat anywhere from five to eight
passengers, depending on how you configure them. The seats offer larger bolsters this year,
and the front seats have a touch more seat-track travel. If you opt for the second-row captain's
chairs, maximum seating capacity drops to seven, but you get a storage console between the
seats. In the Eddie Bauer and Limited, you can raise or lower it at the press of a button. As
expected, there's not much cargo room behind the third-row seat With the second row seats
folded up as well, there are One family-friendly touch is the overhead conversation mirror in
Eddie Bauer and Limited models -- a valuable tool for keeping tabs on squabbling siblings.
Whether we're talking about wine, cheese, dishwasher detergent or cars, getting more for less
is something of a rarity these days. But that's exactly what's happening with the Ford
Expedition. Ford's largest SUV is mostly new for It offers big improvements in comfort, safety
and control, yet costs significantly less than the model it replaces. Savings are across the entire
range. Skyrocketing fuel costs have reduced the large SUV market from 1 million units in to an
estimated , this year. Retaining market share in this climate means offering more and selling it
for less. Ford, apparently, has figured this out. New hardware The new Expedition is competitive
at nearly every level. The big powertrain change is the addition of Ford's six-speed automatic
transmission, which should offer significant gains in both performance and economy over the
four-speed it replaces. The 5. Ford engineers realized a percent increase in torsional and
bending rigidity thanks to an all-new chassis that utilizes new front and rear suspension
designs and sends the rear driveshafts through the frame rails. A five-link independent rear
suspension replaces the old double-wishbone setup. New standard safety features are always
welcome on any SUV, and Ford is incorporating several critical additions into its latest
Expedition. All three rows are now protected by airbags. The front row incorporates
seat-mounted side airbags with side curtain airbags that protect passengers in all three rows
from rollover injury. Standard dual-stage front airbags are in place for the driver and passenger.
Ford's traction and stability control system, AdvanceTrac with RSC Roll Stability Control , is
now standard as well -- a significant addition considering the lower price. Better inside and out
The Expedition isn't all that proportionally different from the model it replaces. The new body is
a little more blocky in the rear, with some detail changes similar to the F pickup in the grille and
hood. Twenty-inch wheels are now an option, with inchers starting on the base model. Overall,
the look is an appropriately modern reskin that distinguishes itself from last year's model
without looking too truck derivative. The most important changes come inside -- particularly in
the third row, which is now a realistic environment for full-sized people. Ford claims it will
comfortably seat a 6-footinch adult. We sat in the Expedition's third row back-to-back with the
Chevrolet Tahoe and were impressed by its additional space -- enough to actually keep knees at
the seat bottom level rather than forcing a fetal position with knees closer to the chest. Thanks
to the independent rear suspension, the Ford has a lower load floor, which allows far more
space and comfort. Either configuration folds flat with the load floor. Big efforts were made to
improve front-seat comfort and we were impressed with the front seat's cushioning and
adjustability. XLT models will come standard with six-way power seats and all models with
leather will have a way-adjustable power driver seat. Several leather options are available: Eddie
Bauer packages offer gray leather with colored accents and Limited models will include either
monochromatic gray or black leather. Seat heaters and coolers are available options. On the
road and in the garage There's also newfound agility and ride comfort. We drove the large SUV
on ultra-twisty backcountry roads that would have many cars struggling, and were impressed
with its handling. It's still a big vehicle and demands you respect it as such, but its steering
response, controllability and general composure were striking. It was easy to place and didn't
feel like a pound SUV. The six-speed transmission upshifts smoothly, but takes a few ticks to
find the right gear in passing situations. Still, the Ford powertrain holds its own on paper versus
the Chevrolet Tahoe, which has only 20 more horsepower but 25 lb-ft less torque and still has a
four-speed automatic transmission. New wheelbase With the purging of the monstrous
Excursion from the lineup, Ford needed a vehicle to compete with the Chevrolet Suburban. The
Suburban is only 1. New Expeditions are rated to tow up to pounds in standard-wheelbase

two-wheel-drive trim. Standard Expeditions are available with two axle ratios 3. The Expedition
EL is available only with the shorter 3. The real decision for most folks will come down to price
this fall when Ford Expeditions hit showrooms. That's where the Expedition shines. It matches
or exceeds the Tahoe in usability, drivability and towing capacity. It's hard to say you're not
getting more for less with that kind of a deal. Edmunds attended a manufacturer-sponsored
event, to which selected members of the press were invited, to facilitate this report. Doing so
could save you hundreds or thousands of dollars. Edmunds also provides consumer-driven
dealership sales and service reviews to help you make informed decisions about what cars to
buy and where to buy them. Simply research the type of car you're interested in and then select
a used car from our massive database to find cheap prew-owned vehicles for sale near you.
Once you have identified a used vehicle you're interested in, check the AutoCheck vehicle
history reports, read dealer reviews, and find out what other owners paid for the Used Ford
Expedition. Is it better to lease or buy a car? Ask most people and they'll probably tell you that
car buying is the way to go. And from a financial perspective, it's true, provided you're willing to
make higher monthly payments, pay off the loan in full and keep the car for a few years.
Leasing, on the other hand, can be a less expensive option on a month-to-month basis. It's also
good if you're someone who likes to drive a new car every three years or so. Check out Ford
lease specials Check out Ford Expedition lease specials. Popular searches. My notifications My
Account. Review Features Save. View Photos. Appraise this car. Unimpressive gas mileage
even for a large SUV, a few low-grade interior plastics. Other years. List Price Estimate. ZIP
Code. See all for sale. Edmunds' Expert Review. Vehicle overview. The Ford Expedition benefits
from a major refresh and a substantial price cut. Up front, Ford's large SUV has been restyled to
look more like the F, while underneath there's a stiff new chassis with a redesigned front and
rear suspension to improve ride and handling capabilities. Larger brakes were fitted to shorten
stopping distances, and a new power-steering pump is said to reduce effort levels in the
parking lot. Last year's four-speed automatic transmission is replaced by a six-speed automatic.
Stability control and front seat-mounted side airbags are now standard, as are side curtain
airbags, which now cover all three rows of seating. Other changes include extra soundproofing
material, redesigned seats, a more powerful air-conditioner and updated electronics options,
among these a DVD-based navigation system, an MP3 player input jack and Sirius satellite
radio. Read more. Write a review See all 54 reviews. I was determined to buy the Yukon until I
drove the Expedition. I loved my previous Yukon. The fold flat rear seat is a huge benefit for my
use. I have just driven miles the week after Christmas on a trip to the Florida Keys. I was
impressed with the That trip included interstate speeds ranging steady 80 MPH to creeping
backups on I95, mixed with city driving sightseeing and down through the Keys. The seats are
comfortable 7 hour stretches , the vehicle is quiet at interstate speeds, and the radio far
surpasses the Yukon. The cooled seats got a workout in the Keys and were great! Read less.
New Expedition EL. We've owned the vehicle for about 10 days now and we have traveled from
Phoenix to Flagstaff to Albuquerque to Dallas and back to Phoenix. The ride and comfort is
even better than expected. The road noise is extremely low. The turning radius is very tight. The
third row is the roomiest by far and I have test driven just about every full size SUV out there.
This third row is not an afterthought, it is by design suited for full size adults. I traded in my
Volvo XC90 for this vehicle primarily due to the cramped quarters it presented as our 4 boys are
growing fast. Getting in and out is very easy with the smart fold down second row. Even these
bench style 2nd row seats recline for added comfort. We were the first to buy our 07 Expedition,
right off the truck. It has every upgrade imaginable and we love it. It has a better turn radius
than the smaller SUV I just traded in and is very easy to drive for being such a roomy vehicle.
My husband is 6'4" and fits comfortably in the third row. And with the button in the back to
make the seats automatically go down, it makes shopping or hauling things a breeze. We also
have the power liftgate and adjustable pedals which works good for us because there is such a
big difference in height when we take turns driving it. Have fun driving this car! This has been
an extremely versatile, reliable, comfortable vehicle. It turns on a dime and can easily go into
any parking garage. Has been in shop twice for minor repairs and recall. Never left me stranded.
Will replace this one eventually with another Expedition. Gas avg. See all 54 reviews of the Used
Ford Expedition. Write a review. Frontal Barrier Crash Rating. Dynamic Test Result No Tip. Risk
Of Rollover Not Rated. See full safety scores. People who viewed this also viewed 3. Sponsored
cars related to the Expedition. Sign Up. Quick Links. Scheduled Maintenance Guide. All rights
reserved. Reproduction by any means, electronic or mechanical including photocopying,
recording or by any. Ford may change the contents without notice and without incurring
obligation. Scheduled Maintenance. Automobile Ford F Owner's Manual pages. Summary of
Contents for Ford Page 1 All rights reserved. Reproduction by any means, electronic or
mechanical including photocopying, recording or by any information storage and retrieval

system or translation in whole or part is not permitted without written authorization from Ford
Motor Company. Page 2 Additional Information Available on the Web To learn more about the
importance of routine and dealer performed maintenance on your vehicle, please visit the Ford
Customer Service website. Page 4: General Owner's Information This guide will help you do just
that. While Ford Motor Company will not deny a warranty claim simply because there is no
documentation, damage or failures due to a lack of proper maintenance or neglect are not
covered under warranty. For the most part, do you drive your Ford, Lincoln or Mercury vehicle
under typical, everyday conditions? Get the most from your service and maintenance visits.
There are a lot of reasons why your Ford or Lincoln Mercury dealership is a great way to help
keep your vehicle running great. Page 7: Owner Checks And Services It is recommended that
the following basic maintenance checks and inspections be performed at the designated time
intervals. Check tires for wear and proper air pressure, including spare. Check engine oil fluid
level. Page 8: Keep It Genuine A proper repair begins with a thorough system check. In some
circumstances, the Technician may need to request your authorization to perform additional
operations to determine the final diagnosis. Ford Original Equipment and Motorcraft
replacement brake pads, shoes, rotors and drums meet the stringent standards of Ford Motor
Company engineers. Page 11 Insist on genuine Ford replacement parts. Ask your selling
dealership about their capabilities to help with collision repair. This can help identify any
potential issue before there are any major problems. Ford Motor Company suggests the
following multi-point inspection be performed at every scheduled maintenance interval as one
way to ensure your vehicle keeps running great. It is your receipt that gives you immediate
feedback! Inspect tires for wear and rotate. Multi-point inspection recommended Change engine
oil and replace oil filter. Inspect tires for wear. Rotation recommended for optimal tire life. Page
15 Multi-point inspection recommended Tires When your tires need to be replaced, consider
visiting your Ford or Lincoln Mercury dealership for name-brand tires and people who know
your vehicle. Inspect wheel ends for endplay and noise. Inspect engine cooling system and
hoses. Inspect exhaust system and heat shields. Inspect automatic transmission fluid level, if
equipped with dipstick. Inspect steering linkage, ball joints, suspension and, if equipped, half
shafts, driveshaft and U-joints. Page 21 Multi-point inspection recommended Brakes
Technicians at your Ford or Lincoln Mercury dealer can install the right brake parts for your
vehicle. Ford Original Equipment and Motorcraft replacement brake pads, shoes, rotors, and
drums meet the stringent standards of Ford Motor Company engineers. Inspect accessory drive
belt s. Replace spark plugs. Page 24 Company. Motorcraft Oils are formulated to reduce engine
friction, improve fuel economy, and protect against deposits and wear. The American Petroleum
Industry certifies them, so you know Motorcraft oil stands up to the tests of both Ford and
independent engineers. Page 29 Change engine oil and replace oil filter. Page 30 When you
need to replace your tires, consider visiting your Ford or Lincoln-Mercury dealership for
name-brand tires and people who know your vehicle. Page 31 Change engine oil and replace oil
filter. Page 33 Change engine oil and replace oil filter. Page 35 Multi-point inspection
recommended Brakes Technicians at your Ford or Lincoln Mercury dealer can install the right
brake parts for your vehicle. Page 37 Change engine oil and replace oil filter. Replace PCV valve
except 3V engine. Page 39 Change engine oil and replace oil filter. Page 41 Change engine oil
and replace oil filter. If you only occasionally operate your vehicle under these conditions, it is
not necessary to perform the additional maintenance. Page Exceptions Rear axles and power
take off PTO units containing synthetic lubricant and light duty trucks equipped with
Ford-design axles are lubricated for life. These lubricants are not to be checked or changed
unless a leak is suspected, service is required or the axle assembly has been submerged in
water. In addition, this 50, mile schedule should be observed when the vehicles are operated
under the Special Operating Conditions, where noted, on pages This manual is also suitable for:
class a motorhome e-series escape expedition explorer explorer sport trac Show all f f f f f
mariner mark lt mountaineer navigator ranger crown victoria five hundred focus freestar
freestyle fusion grand marquis ls milan montego monterey mustang taurus thunderbird town
car zephyr. Print page 1 Print document 48 pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL. Quick Links.
Instrument Cluster. Warning lights and chimes. Message center. Entertainment Systems.
Auxiliary input jack Line in. USB port. Rear seat controls. Satellite radio information. Navigation
system. Climate Controls. Manual heating and air conditioning. Dual automatic temperature
control. Rear window defroster. Turn signal control. Bulb replacement. Driver Controls. Steering
wheel adjustment. Power windows. Speed control. Moon roof. Owners Guide, 1st Printing. USA
fus. Ford may change the contents without notice and without incurring obligation. Please take
the time to get well acquainted with your vehicle by reading this handbook. The more you know
and understand about your vehicle, the greater the safety and pleasure you will derive from

driving it. Page 5 Drive your new vehicle at least 1, miles 1, km before towing a trailer. For more
detailed information about towing a trailer, refer to Trailer towing in the Tires, Wheels and
Loading chapter. Your vehicle is not equipped with a snowplowing package. Page 8 EDR. Ford
Motor Company and Ford of Canada do not access event data recorder Ford strongly
recommends that you use extreme caution when using any device or feature that may take your
focus off the road. Your primary responsibility is the safe operation of your vehicle. This
indicates a problem with the electrical system or a related component. Low washer fluid RTT if
equipped : Displays when the windshield washer fluid is low. If the light fails to display when
the ignition is turned on, or remains on, have the system serviced immediately by your
authorized dealer. Refer to the Driving chapter for more information. If it enters the red section,
the engine is overheating. Stop the vehicle as soon as safely possible, switch off the engine and
let the engine cool. It will return at approximately 25 miles 40 km , 10 miles 16 km and 0 miles 0
km miles to empty. Refer to Compass calibration adjustment. Start the vehicle. Note: Some
systems show a message only if a condition is present. The message center will display the last
selected feature if there are no more warning messages. Check the washer fluid level. Refer to
Windshield washer fluid in the Maintenance and Specifications chapter. Contact your authorized
dealer as soon as possible. This value is not the same as the average fuel economy display. The
running average fuel economy is re-initialized to a factory default value if the battery is
disconnected. If disabled, the outside release handle and the rear cargo area control button are
off. The instrument panel button will continue to function the liftgate in power mode. For more
information, refer to Control Trac four-wheel drive 4X4 operation in the Driving chapter. Ford
strongly recommends that drivers use extreme caution when using any device or feature that
may take their focus off the road. Your primary responsibility is the safe operation of the
vehicle. Page 39 When the song appears in the display that you would like to replace, press OK.
If there are less than six strong stations, the system will store the last one in the remaining
presets. Press OK to close and return to the main menu. The default setting is off; increasing
your vehicle speed will not change the volume level. Check with your authorized dealer for
availability. CD eject: Press to eject a CD. Page Auxiliary Input Jack Troubleshooting The audio
extension cable must be long enough to allow the portable music player to be safely stored
while the vehicle is in motion. Page 49 7. Turning the ignition off and then on again will have the
same effect. Never touch the playing surface. Due to technical incompatibility, certain
recordable and re-recordable compact discs may not function correctly when used in Ford CD
players. Do not use any irregular shaped CDs or discs with a scratch protection film attached.
Page 54 all. In folder mode, the system will only play the. Ford Motor Company shall not be
responsible for any such programming changes. The system is working properly. Refer to Rear
window defroster later in this chapter for more information. R Rear fan speed control: Press to
enable the auxiliary system or to adjust the rear fan speed from the front control. Press to
increase or decrease the fan speed. Direct the outer instrument panel vents towards the side
windows. To increase airflow to the outer instrument panel vents, close the vents located in the
middle of the instrument panel. After the rear setting changes are completed on the front
control, the display will automatically show all climate settings. See Climate controlled seats in
the Seating and Safety Restraints chapter. The fog lamp indicator light will illuminate. Failure to
activate your headlamps under these conditions may result in a collision. Press the controls to
activate the lamps. Page 76 When the grooves in the plastic base are aligned, turn the new bulb
clockwise to install. Connect the electrical connector. Install the headlamp assembly and secure
with two retainer bolts. Carefully remove the lamp assembly away from the vehicle by pulling
the assembly straight out to expose the bulb socket. Carefully disconnect the bulb from the
harness assembly via the two snap clips. Install the new bulb in reverse order. Install the bulb
socket in the lamp assembly by turning it clockwise. Install the lamp assembly and secure it
with the retaining screw. From either position, the control will automatically return to the 2 or O
off position. Note: To stow the visor back into the headliner, visor must be retracted before
moving it back towards the windshield. The rear view mirror may have to be adjusted to its
lower arm position to prevent interference when the conversation mirror is extended down.
Hard objects can injure you in a collision. Exceeding the W limit will cause the power point to
cut off the power temporarily to provide overload protection. As you shift into any other gear
from R Reverse , the image will remain for a few seconds and then turn off. Refer to Rearview
camera system in the Driving chapter. Momentarily pull the switch rearward to auto fold in.
Momentarily pull the switch rearward again to fold back to design position. Signal indicator
mirrors if equipped When the turn signal is activated, the lower portion of the mirror housing
will blink. Never place your hand between the extended running board and the vehicle. A
moving running board may cause injury. Note: When you turn off the speed control or the
ignition, your speed control set speed memory is erased. Press to scroll through various menus

and selections. Press OK to confirm your selection. Press the switch again to stop the moon
roof. Do not program the Car2U system with the vehicle in the garage. Contact the Car2U help
line at to program your Car2U system. To program units with fixed code DIP switches, you will
need the garage door hand-held transmitter, paper and a pen or pencil. After inputting switch
settings, simultaneously press and release all three Car2U system buttons. The indicator lights
will turn on. If you sell your vehicle equipped with the Car2U system, it is recommended that
you erase the programming for security reasons. Additional floor mats or any other covering
will reduce the pedal clearance and potentially interfere with pedal operation. Unlock the liftgate
with the remote entry transmitter or power door unlock control. Press the control button located
on the inside of the liftgate handle. Once the obstacle is removed, the liftgate can be closed
under power. If you must drive with the liftgate open, keep the vents open so outside air comes
into the vehicle. Ford Motor Company recommends loading the roof rack only when equipped
with optional crossbars, to avoid unintended damage to the roof panel. It is recommended that
you keep the tag in a safe place for future reference. Turn the ignition on. Use the message
center buttons to do the following: 1. Turn the vehicle on using the admin key. If you choose to
install a remote start system please see your authorized dealer for a Ford approved remote start
system. When using a Ford-approved remote start system, the default settings will recognize
the remote start system as an additional admin key with its associated privileges. Refer to Using
MyKey with remote start systems section. Turn the ignition to the off position. The horn will
chirp once to confirm the procedure is complete. Refer to Message center in the Instrument
Cluster chapter. Within three seconds press the 4. A tone will be heard when the transmitter
programming is complete. Press the 6. Repeat this procedure for memory 2 and another
transmitter if desired. Erasing personal code 1. Enter the factory set 5â€”digit code. Refer to
Programming spare keys for instructions on how to program the coded key. Use of these
systems may result in vehicle starting problems and a loss of security protection. Note: Large
metallic objects, electronic devices that are used to purchase gasoline or similar items, or a
second coded key on the same key chain may cause vehicle starting issues. Page Check to
make sure the coded key is an approved Ford coded key. Page 3 on position for at least three
seconds, but no more than 10 seconds. Turn the ignition to the 1 off position and remove the
first coded key from the ignition. When unauthorized entry occurs, the system will flash the turn
signal lamps and will sound the horn. Insert the two stems into the guide sleeve collars. Push
the head restraint down until it locks. Lift handle to move seat forward or backward. Using the
armrest if equipped Push the release control to move the armrest up or down. The control is
located on the outboard side of the seat cushion. You will feel the seat bounce back slightly.
The controls for the climate controlled seats are located on the dual electronic automatic
temperature control DEATC system. If the engine falls below RPMs while the cooled seats are
on, the feature will turn itself off and will need to be reactivated. Remove key from ignition.
Press up on the outside rigid edge of the filter and rotate toward the front of the vehicle once
tabs are released. Remove filter. The head restraint consist of a trimmed foam covering over the
upper structure of the seatback. For assistance, refer to the label located on the side of the seat
cushion. Lower the head restraints by pulling on the strap. An unlatched seat may become
dangerous in the event of a sudden stop or collision. Push the seat rearward until the latch is
engaged. Return the seatback to the upright position. Be sure that cargo or other objects are
not trapped underneath the seatback. With the latch released the seatback can be lowered into
the load floor position. The indicator light will illuminate when the heated seats have been
activated. Front airbags are designed to activate only in frontal and near-frontal collisions, not
rollovers, side-impacts, or rear-impacts unless the collision causes sufficient longitudinal
deceleration. Refer to Safety restraints section in this chapter. To unfasten, push the release
button and remove the tongue from the buckle. The belt will still retract to remove any slack in
the shoulder belt. The automatic locking mode is not available on the driver safety belt. Refer to
MyKey in the Locks and security chapter. For the seating position being disabled, buckle then
unbuckle the safety belt three times, ending in the unbuckled state. Do not modify the front end
of the vehicle. Refer to Safety Canopy System later in this chapter. The side airbag could injure
you as it deploys from the side of the seatback. See your authorized dealer. The Safety Canopy
system, in combination with safety belts, can help reduce the risk of severe injuries in the event
of a significant side impact collision or rollover event. Disposal of airbags and airbag equipped
vehicles including pretensioners Contact your authorized dealer as soon as possible. Page
Accident statistics suggest that children are safer when properly restrained in the rear seating
positions than in a front seating position. See Head restraints in this chapter for more
information. To avoid risk of injury, occupants should only use seating positions where they are
able to be properly restrained. Be sure the belt webbing is not twisted. Sometimes, a slight lean
towards the buckle will additionally help to remove remaining slack from the belt. See Attaching

child safety seats with tether straps and Recommendations for attaching child safety restraints
for children in this chapter for more information. Page Follow the instructions on attaching child
safety seats with tether straps. Refer to Attaching child safety seats with tether straps later in
this chapter. In the third row center seating position, the tether anchor is a loop at the bottom of
the seatback. If the top of the safety seat hits the head restraint, recline the seatback slightly to
obtain proper fit. Grasp the tether strap and position it to the seat frame. Rotate the tether strap,
and clip the tether strap to the anchor on the seat frame. Locate the anchor webbing loop for the
seating position. Move a child to a different seating location if the shoulder belt does not stay
positioned on the shoulder during use. Ford Motor Company recommends that all safety belt
assemblies in use in vehicles involved in a collision be replaced. Always drive at a safe speed.
Department of Transportation-Tire quality grades: The U. Department of Transportation requires
Ford Motor Company to give you the following information about tire grades exactly as the
government has written it. Page 41 psi [43 psi 2. You are strongly urged to buy a reliable tire
pressure gauge, as automatic service station gauges may be inaccurate. Ford recommends the
use of a digital or dial-type tire pressure gauge rather than a stick-type tire pressure gauge.
Page Always inflate your tires to the Ford recommended inflation pressure even if it is less than
the maximum inflation pressure information found on the tire. Page For your safety, tires that
are damaged or show signs of excessive wear should not be used because they are more likely
to blow out or fail. Page The tire pressure sensors mounted in the wheels originally installed on
your vehicle are not designed to be used in aftermarket wheels. The use of wheels or tires not
recommended by Ford Motor Company may affect the operation of your tire pressure
monitoring system. Page Front-wheel drive FWD vehicles and those with an independent rear
suspension if equipped may require alignment of all four wheels. The tires should also be
balanced periodically. An unbalanced tire and wheel assembly may result in irregular tire wear.
If not, contact a local tire dealer. Note: You may not find this information on all tires because it
is not required by federal law. The tire suppliers may have additional markings, notes or
warnings such as standard load, radial tubeless, etc. Maximum Load Single lb kg at psi kPa
cold: Indicates the maximum load and tire pressure when the tire is used as a single; defined as
two tires total on the rear axle. Refer to the payload description and graphic in the Vehicle
loading â€” with and without a trailer section. If any tire is under-inflated, carefully drive the
vehicle to the nearest location where air can be added to the tires. Inflate all the tires to the
recommended inflation pressure. Page Vehicle Loading Once you have reached the maximum
payload of your vehicle, do not add more cargo, even if there is space available. Overloading or
improperly loading your vehicle can contribute to loss of vehicle control and vehicle rollover.
Depending upon the type and placement of the load, hauling cargo and people may raise the
center of gravity of the vehicle. Install and adjust the tension in the weight distributing bars so
that the height of the front fender is approximately halfway between H1 and H2. Make sure all
running lights, brake lights, turn signals and hazard lights are working. Contact your authorized
dealer or trailer rental agency for proper instructions and equipment for hooking-up trailer
lamps. In case of a roadside emergency with a disabled vehicle, see Wrecker towing in the
Roadside Emergencies chapter. Exhaust fumes can be toxic. Always open the garage door
before you start the engine. See Guarding against exhaust fumes in this chapter for more
instructions. Make sure all vehicle occupants have buckled their safety belts. For more
information on safety belts and their proper usage, refer to the Seating and Safety Restraints
chapter. Make sure the headlamps and vehicle accessories are off. Turn the key to 3 on without
turning the key to 4 start. Some warning lights will briefly illuminate. See Warning lights and
chimes in the Instrument Cluster chapter for more information regarding the warning lights. Do
not use starting fluid such as ether in the air intake system. Such fluid could cause immediate
explosive damage to the engine and possible personal injury. Never use an indoor extension
cord outdoors; it could result in an electric shock or fire hazard. While not in use, make sure the
protective cover seals the prongs of the engine block heater cord plug. The wheels are
prevented from locking even when the brakes are firmly applied. Parking brake Apply the
parking brake whenever the vehicle is parked. To set the parking brake, press the parking brake
pedal down until the pedal stops. If none are found and the condition persists, have your
vehicle towed to the nearest authorized dealer. Ford does not recommend disabling this feature
except in situations where speed reduction may be detrimental e. This loss of effectiveness
does not affect normal driving and should not be noticeable to the driver. WARNING: If the
parking brake is fully released, but the brake warning lamp remains illuminated, the brakes may
not be working properly. Install the trim panel 3 , screw 2 and chrome trim ring 1 in reverse
order. Apply brake pedal, start the vehicle, and release the parking brake. See your authorized
dealer as soon as possible if this procedure is used. This way, no information will be lost with
any battery removal or battery disconnect. See the illustration for approximate sensor area

coverage. The message center will indicate a failure in the forward or reverse system and will
not allow the driver to switch the faulted system on. If the image is still not clear after cleaning,
have your system inspected by your authorized dealer. This position is only intended for severe
winter or off-road conditions, such as deep snow, ice or shallow sand. Since sudden changes in
terrain can result in abrupt steering wheel motion, make sure you grip the steering wheel from
the outside. Do not grip the spokes. The tires may fail and injure a passenger or bystander. You
should become thoroughly familiar with this information before you operate your vehicle. If the
vehicle does slide, steer in the direction of the slide until you regain control of the vehicle. Page
In emergency stopping situations, apply the brake forcefully and steadily. Refer to the Brakes
section of this chapter for additional information on the operation of the anti-lock brake system.
Page Once through the water, always dry the brakes by moving your vehicle slowly while
applying light pressure on the brake pedal. Wet brakes do not stop the vehicle as quickly as dry
brakes. This program is separate from the New Vehicle Limited Warranty. Page Hazard Flasher
Control U. Ford vehicle customers who require Roadside Assistance, call If you need to arrange
roadside assistance for yourself, Ford Motor Company will reimburse a reasonable amount for
towing to the nearest dealership within 35 miles 56 km. To obtain reimbursement information, U.
Turn the ignition to the on position. Pause for a few seconds and return the key to the off
position. Make a further check for leaks in the fuel system. Gently pull on the cover to make
sure it is seated properly. If the dissimilar spare tire or wheel is damaged, it should be replaced
rather than repaired. To remove the spare tire, turn the handle counterclockwise until the tire is
lowered to the ground and the cable is slightly slack. Slide the retainer through the center of the
spare tire wheel. Turn on the air suspension system if equipped. Refer to Message center in the
Instrument Cluster chapter for instructions on turning the air suspension system on. Use only
Ford recommended replacement fasteners. This could damage the fuel system and its seal, and
may cause fuel to run onto the ground instead of filling the tank, all of which could result in
serious personal injury. Turn the heater fan on in both vehicles to protect from any electrical
surges. Turn all other accessories off. Note: In the illustration, the vehicle on the bottom is used
to designate the assisting boosting battery. Remove the jumper cable from the jump starting
stud. Do not tow with a slingbelt. Ford Motor Company has not approved a slingbelt towing
procedure. Also, wrecker towing the vehicle by the frame-mounted tow hooks is not
recommended or advised. Page Roadside Emergencies Ford Motor Company produces a
towing manual for all authorized tow truck operators. Have your tow truck operator refer to this
manual for proper hook-up and towing procedures for your vehicle. Emergency towing In case
of a roadside emergency with a disabled vehicle without access Page Customer Assistance A
reasonable time must be allowed to perform a repair after taking your vehicle to the authorized
dealer. Repairs will be made using Ford or Motorcraft parts, or remanufactured or other parts
that are authorized by Ford. Ford is also allowed a final repair attempt in some states. Page
California Civil Code Section If a warranty concern has not been resolved using the three-step
procedure outlined earlier in this chapter in the Getting the services you need section, you may
be eligible to participate in the BBB AUTO LINE program. FAX: Email: expcac ford. If you are in
another foreign country, contact the nearest authorized dealer. Page Reporting Safety Defects
U. These products are available from your authorized dealer. The dull finish in this area helps
protect the driver from undesirable windshield reflection. These products may cause premature
wearing or damage to the leather. Allow the conditioner to dry and repeat the process for the
entire interior. If a film appears, wipe off film with a dry, clean cloth. These quality products have
been specifically engineered to fulfill your automotive needs; Page Maintenance And
Specifications 1. Set the parking brake and shift to P Park. Block the wheels. Go to the front of
the vehicle and release the auxiliary latch that is located under the front center of the hood. Lift
the hood until the lift cylinders hold it open. Engine oil dipstick 3. Brake fluid reservoir 4. Engine
coolant reservoir 5. Air filter assembly 6. Power steering fluid reservoir 7. Power distribution
box 8. Engine oil filler cap 9. Only use a washer fluid that meets Ford specifications. Do not use
any special washer fluid such as windshield water repellent type fluid or bug wash. They may
cause squeaking, chatter noise, streaking and smearing. Page 2. Grasp the wiper blade and
rotate it away from the wiper arm using moderate force until it disengages from the wiper arm.
Once the wiper blade is loose, slide it away from the wiper arm. Set the parking brake and
ensure the gearshift is securely latched in P Park. Open the hood. Protect yourself from engine
heat. Locate and carefully remove the engine oil level dipstick. Page Battery Lift the battery with
a battery carrier or with your hands on opposite corners. Drive the vehicle to complete the
relearning process. Ford does not recommend the use of hydrometers or coolant test strips for
measuring coolant concentration. Page Also, you can be burned if you spill coolant on hot
engine parts. If sprayed on the windshield, engine coolant could make it difficult to see through
the windshield. When the engine is cool, wrap a thick cloth around the coolant pressure relief

cap on the coolant reservoir a translucent plastic bottle. Slowly turn cap counterclockwise left
until pressure begins to release. Used engine coolant should be disposed of in an appropriate
manner. Page If the engine reaches a preset over-temperature condition, the engine will
automatically switch to alternating cylinder operation. Each disabled cylinder acts as an air
pump and cools the engine. Regular maintenance or replacement is not needed. If fuel is
splashed in the eyes, remove contact lenses if worn , flush with water for 15 minutes and seek
medical attention. Failure to seek proper medical attention could lead to permanent injury. If
your vehicle is not serviced in accordance with flexible fuel vehicles procedures, damage may
occur and your warranty may be invalidated. Flex fuel vehicle FFV fuel fill inlet Flex fuel vehicles
have a yellow bezel placed over the fuel fill inlet. If you exclusively use E85 fuel, it is
recommended to fill the fuel tank with regular unleaded gasoline at each scheduled oil change.
Running out of fuel Avoid running out of fuel because this situation may have an adverse effect
on powertrain components. Page Do not use aftermarket funnels; they will not work with the
Easy Fuel system and can damage it. The included funnel has been specially designed to work
safely with your vehicle. Calculating fuel economy 1. Fill the fuel tank completely and record the
initial odometer reading in miles or kilometers. Unnecessary shifting of this type could result in
reduced fuel economy. Page OBD-II may not have symptoms that are apparent, continued
driving with the service engine soon indicator on can result in increased emissions, lower fuel
economy, reduced engine and transmission smoothness, and lead to more costly repairs.
Locate the mass air flow sensor electrical connector on the air outlet tube. This connector will
need to be unplugged. Release the three clamps that secure the cover to the air filter housing.
Push the air filter cover toward the center of the vehicle and up slightly to release it. The
customer warranty may be void for any damage to the engine if the correct air filter element is
not used. Run at fast idle until it reaches normal operating temperature. The customer warranty
may be void for any damage to the engine if such spark plugs are not used. Make, vehicle line,
series, body type 4. Engine type 5. Check digit 6. Model year 7. Assembly plant 8. The following
table tells you which transmission each code represents. These quality accessories have been
specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and aerodynamic appearance of your vehicle. Page Ford Motor Company
engineering requirements. PowertrainCare â€” Covers 29 critical components. With Ford ESP,
you minimize your risk for unexpected repair bills and rising repair costs. For more information,
visit your local Ford of Canada dealer or Please consult your Warranty Guide for complete
warranty information. Page Scheduled Maintenance Chemicals or additives not approved by
Ford are not required for factory recommended maintenance. In fact, Ford Motor Company
recommends against the use of such additive products unless specifically recommended by
Ford for a particular application. Oils, fluids and flushing This can help identify potential issues
and prevent major problems. Ford Motor Company recommends the following multi-point
inspection be performed at every scheduled maintenance interval to help ensure your vehicle
keeps running great. This schedule is presented at specific mileage kilometer intervals with
exceptions noted. This manual is also suitable for: expedition. Print page 1 Print document
pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload
from disk. Upload from URL. A majority of all used US imports have either been in accidents,
been stolen, been flooded, salvaged and rebuilt and shipped to Europe or are subject to open
recalls. For 30 years, CARFAX has been collecting data on US vehicles from thousands of
sources and has helped millions of used car shoppers reduce their risk of getting stuck with a
vehicle that has costly hidden problems. For more than 30 years, CARFAX has been helping
millions of used car shoppers make better purchase decisions and avoid expensive hidden
problems. In addition, CARFAX has helped used car dealers around the world to build trust with
their customers and sell their American cars with confidence. With more than 14 billion records,
CARFAX has built up its database with the help of its partners and sources, including
government offices, law enforcement agencies, service and repair shops, car dealerships,
insurance companies and many more. In addition to publicly available information, CARFAX has
collected information from many independent reliable sources. Thanks for the service, the price
was absolutely worth. Immediately to the Internet, paid with credit card and in 10 minutes I ha
westinghouse timers instructions
nissan repair manual
battery parts diagram
d the report. Vehicle imported from California to Lithuania. For some weeks "Babs" is now with
us and we have a lot of fun with the car. Buying Used American Cars? Search by VIN. Instant
Access. We offer you unique vehicle history to help you make better purchase decisions.
Trusted by millions of users. Worldwide market leader. The most popular blog articles How to

detect mileage rollback? Mileage rollback is one of the most occurring types of fraud in the
selling process of used cars. However, there are ways to detect mileage fraud. Even though
odometer fraud is difficult to detect for the untrained eye, it is not an impossible task. Import a
car from the USA. There are a few advantages to buying a American used car. Check the Service
History of a Car. How important is the service history of a car? CARFAX takes a look at these
questions and explains the importance of the service history of a car, as well as where you can
find the complete history of service records. Make a VIN Search.

