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Actions Shares. No notes for slide. Observe the instructions described in this information, or
the airbags could accidentally deploy and cause damage or injuries. Except when performing
electrical inspections, always turn the ignition switch OFF, ground the SCS line with the HDS to
take the PCM out of active status, disconnect the negative cable from the battery, and wait at
least 3 minutes before beginning work. Use replacement parts which are manufactured to the
same standards and quality as the original parts. Do not install used SRS parts. Use only new
parts when making SRS repairs. Carefully inspect any SRS part before you install it. Do not
install any part that shows signs of being dropped or improperly handled, such as dents, cracks
or deformation. Before removing any of the SRS parts including the disconnection of the
connectors , always disconnect the SRS connector. Use only a digital multimeter to check the
system. If it is not a Honda multimeter, make sure its output is 10 mA 0. A tester with a higher
output could cause accidental deployment and possible injury. Do not put objects on the front
passenger's airbag. The original radio and navigation system have a coded theft protection
circuit. Be sure to get the customer's anti-theft codes and write down the radio station and XM
channel presets before disconnecting the battery negative cable. Before returning the vehicle to
the customer, enter the radio code, the navigation code, then enter the radio station and XM
channel presets; set the clock. Do not apply grease to the cable reel. If the cable reel shows any
signs of damage, replace it with a new one. For example, if it does not rotate smoothly, replace
the cable reel. It has no serviceable parts. Once an airbag has been deployed, it cannot be
repaired or reused. For temporary storage of an airbag during service, observe the following
precautions. Store the removed airbag with the pad surface up. Never put anything on the
airbag. To prevent damage to the airbag, keep it away from any oil, grease, detergent, or water.
Never perform electrical inspections to the airbags, such as measuring resistance. Do not
position yourself in front of the airbag during removal, inspection, or replacement. The side
curtain airbag inflator assembly is a long, jointed part containing an inflator A , a flexible bag B ,
and an adapter pipe C. When removing or installing the side curtain airbag inflator assembly,
never handle the adapter pipe. During installation or replacement, be careful not to bump by
impact wrench, hammer, etc. The airbags could accidentally deploy and cause damage or
injury. After a collision in which a side airbag and a side curtain airbag deployed, replace the
side impact sensors on the deployed side and SRS unit. After a collision in which the airbags or
the side airbags did not deploy, inspect for any damage or any deformation on the SRS unit,
front impact sensors, the side impact sensors, roll rate sensor and rear safing sensor. Do not
disassemble the SRS unit, front impact sensors, side impact sensors, driver's seat position
sensor, front passenger's weight sensor unit, front passenger's weight sensors, rear safing
sensor, or roll rate sensor. Turn the ignition switch OFF, disconnect the battery negative cable
and wait at least 3 minutes before beginning installation or replacement of the SRS unit, or
disconnecting the connectors from the SRS unit. Observe the following instructions. Never
attempt to modify, splice, or repair SRS wiring. If there is an open or damage in SRS wiring or
terminals, replace the harness. Be sure to install the harness wires so they do not get pinched
or interfere with other parts. Make sure all SRS ground locations are clean and securely
fastened for optimum metal-to- metal contact. Poor grounding can cause intermittent problems
that are difficult to diagnose. Do not insert the probe of the tester into the terminal side of the
connector, and do not tamper with the connector. Use a U-shaped probe. Do not insert the
probe forcibly. Use specified service connectors in troubleshooting. Using improper tools could
cause an error in inspection due to poor metal-to-metal contact. Front Airbag Connectors
Disconnecting To release the lock, pull the spring-loaded sleeve A toward the stop B while
holding the opposite half of the connector. Then pull the connector halves apart. Be sure to pull
on the sleeve and not on the connector. Connecting 1. To reconnect, hold the pawl-side
connector, and press on the back of the sleeve-side connector in the direction shown in Fig. As

the two connector halves are pressed together, the sleeve A is pushed back by the pawl C. Do
not touch the sleeve. When the connector halves are completely connected, the pawl is
released, and the spring- loaded sleeve locks the connector. Side Airbag Connector
Disconnecting To release the lock, pull the spring-loaded sleeve A and the slider B while
holding the opposite half of the connector. Be sure to pull on the sleeve and not on the
connector half. Connecting Hold both connector halves, and press them firmly together until the
projection C of the sleeve- side connector clicks. Before installing the short canceller, wash it
with electrical contact cleaner, then air blow it dry. When SRS unit connectors A or C are
disconnected, a short circuit is created in the connector by its own function to prevent airbag
deployment. The circuit may need to be opened when diagnosis is performed on the circuit.
Insert the short canceller No. Do not use the short canceller if it is damaged. Make sure to
remove the short canceller before reconnecting. To remove the retainer A , insert a flat-tip
screwdriver B between the connector body and the retainer, then carefully pry out the retainer.
Take care not to break the connector. NOTE: It is not necessary to reinstall the removed
retainer; the terminals will stay locked in the connector housing. When cleaning, do not saturate
the seat with liquid, and do not spray steam on the seat. Do not repair a torn or frayed seat-back
cover. Replace the seat-back cover. After a collision in which the side airbag was deployed,
replace the side airbag with new parts. If the seat-back cushion is split, it must be replaced. If
the seat-back frame is deformed, it must be replaced. Never put aftermarket accessories on the
seat covers, pads, seat heaters, lights, etc. Before disconnecting the cable reel 4P connector 1 ,
disconnect the driver's airbag 4P connector 2. Disconnect the battery negative cable, and wait
at least 3 minutes. Driver's Airbag 2. Remove the access panel A from the steering wheel, then
disconnect the driver's airbag 4P connector B from the cable reel. Side Airbag 4. Disconnect the
side airbag 2P connector A from the floor wire harness. Disconnect the side curtain airbag 2P
connector A from the left or right side curtain airbag harness. Seat Belt Tensioner 7. Disconnect
the floor wire harness 4P connector A from the seat belt tensioner. SRS Unit 8. If it goes off after
6 seconds, the system is normal, and is not currently detecting any abnormality. If there is an
abnormality, the system locates and defines the problem, stores this information in memory,
and turns the SRS indicator on. The data will remain in the memory even when the ignition
switch is turned off or if the battery is disconnected. The data is stored in memory as a
diagnostic trouble code DTC. DTCs are either latching or resetting depending on the
malfunction. After reading and recording the DTC, proceed with the troubleshooting procedure
for that code. Precautions Use only a digital multimeter to check the system. If it's not a Honda
multimeter, make sure its output is 10 mA 0. A tester with a higher output could damage the
airbag circuit or cause accidental airbag deployment and possible injury. Whenever the ignition
switch is ON II , or has been turned OFF for less than 3 minutes, be careful not to bump the SRS
unit; the airbags could accidentally deploy and cause damage or injuries. Before you remove
the SRS harness, disconnect the driver's airbag connector, the front passenger's airbag
connector, both side airbag connectors, both side curtain airbag connectors and both seat belt
tensioner connectors. Make sure the battery is sufficiently charged. If the battery is dead or low,
measuring values may not be correct. Do not touch a tester probe to the terminals in the SRS
unit or harness connectors, and do not connect the terminals with a jumper wire. Use only the
backprobe set and the multimeter. Backprobe spring-loaded lock type connectors correctly.
Make sure the ignition switch is OFF. Turn the ignition switch ON II. Read and record the DTC.
Turn the ignition switch OFF, and wait for 10 seconds. Do the troubleshooting procedure for the
DTC. This erases the DTC s. Do not use a jumper wire. The SRS indicator will come on for about
6 seconds, and then go off. The SRS indicator will come on again. The SRS indicator blinks two
times, indicating that the memory has been erased. Turn the ignition switch ON II again. Make
sure the front passenger's seat is dry. Set the seat-back in a normal position, and make sure
there is nothing on the seat. Follow the screen prompts to initialize the OPDS. Turn the ignition
switch OFF. After checking the DTC, troubleshoot as follows: 1. Set the parking brake, then start
the engine, and let it idle. The SRS indicator comes on for about 6 seconds and then goes off.
Shake the wire harness and the connectors, take a test-drive quick acceleration, quick braking,
cornering , turn the steering wheel fully left and right, and hold it there for 5 to 10 seconds. If the
problem recurs, the SRS indicator will come on. If you can't duplicate the intermittent failure,
the system is OK at this time. While calibrating the front passenger's weight sensor unit,
observe these precautions: Make sure all components of the front passenger's seat are
correctly installed. Make sure nothing is on or under the front passenger's seat. Make sure there
is nothing in the front passenger's seat-back pocket. Keep the windows closed. Perform all
calibration procedures, except test-driving, in the service bay. Make sure the vehicle is on level
ground. Do not touch the front passenger's seat until you drive the vehicle. Do not expose the
front passenger's seat to sudden temperature changes. Position the front passenger's seat to

the rearmost position, adjust the seat height to the lowest position, and adjust the recliner to
the most forward position. Do not move the seat from these positions. Prepare a 55 to 77 lbs 25
to 35 kg weight, then measure and note its actual weight M with a scale. Place the weight on the
front passenger's seat. Calculate the variance between the weight measured on the scale M and
the HDS T with the formula shown. Go to step Remove the weight from the front passenger's
seat. Measure and note the prepared weight M1 again with a scale. Position the front
passenger's seat to the rearmost position. Adjust the seat height to the lowest position. Adjust
the seat recline to the forwardmost position. Do not move the seat from this position. Do not
touch the passenger's seat during the calibration. Place the prepared weight on the front
passenger's seat. Calculate the variance between the weight measured on the scale and the
HDS with the formula shown. Go to step 9. After a vehicle collision Position the front
passenger's seat to the rear most position, adjust the recliner to the most forward position. Do
not move it from these positions. Prepare a 55 to 77 lbs 25 to 35 kg weight, then measure and
note its actual weight M on a scale. Driver's seat position sensor replacement Cover plate front
side of driver's seat slide rail replacement 1. Make sure the ignition switch is OFF 0. Using a
piece of tape, mark a line on the seat's outer cover where the front riser cover meets the seat
riser. Move the seat back in small increments about 5 mm, 0. If the SPS data does not work as
described above, check the driver's seat position sensor or the cover plate for damage, and
replace parts as needed. The character is unrelated to your troubleshooting; it designates the
SRS unit manufacturer and other detail used for product analysis. The sensor is part of the
seat-back pad. Since the driver's and front passenger's airbags use the same sensors, both
normally inflate at the same time. However, it is possible for only one airbag to inflate. This can
occur when the severity of a collision is at the margin, or threshold, that the SRS unit
determines whether or not the airbags will deploy. In such cases, the seat belt will provide
sufficient protection, and the supplemental protection offered by the airbag would be minimal.
Front Passenger's Weight Sensors The front passenger's weight sensor unit M is under the
front passenger's seat along with the weight sensors N. The weight sensors detect the weight
on the seat, and send the information to the front passenger's weight sensor unit. If the total
weight is about 65 lbs 30 kg or less, the front passenger's weight sensor unit sends a signal to
the SRS unit to prevent the passenger's airbag from deploying. When the passenger's airbag is
disabled, the passenger airbag cutoff indicator on the center panel comes on to alert the driver
that the front passenger's airbag will not deploy in a front-end collision. Thank you very much
for your reading. You just clipped your first slide! Clipping is a handy way to collect important
slides you want to go back to later. Now customize the name of a clipboard to store your clips.
Visibility Others can see my Clipboard. Cancel Save. Do you have a question about the Honda
Odyssey or do you need help? Ask your question here. Provide a clear and comprehensive
description of the issue and your question. The more detail you provide for your issue and
question, the easier it will be for other Honda Odyssey owners to properly answer your
question. View the manual for the Honda Odyssey here, for free. This manual comes under the
category Cars and has been rated by 1 people with an average of a 8. This manual is available in
the following languages: Engels. Below, you will find the most frequently asked questions about
the Honda Odyssey Is your question not listed? We use cookies to ensure that we give you the
best experience on our website. If you continue to use this site we will assume that you are
happy with it. This document does not contai n hype rlinks and may b e formatted for pri n ting
instead of web us. This is. Ask a question. About the Honda Odyssey Honda Odyssey
specifications. Related product manuals. Frequently Asked Questions Below, you will find the
most frequently asked questions about the Honda Odyssey How do I convert miles into
kilometres? The location of the VIN number of the car differs per brand and type of car. The
code may be stamped on the frame of the car or mounted on a plate. What is a VIN number? The
VIN number of a car is an identification number unique to each car. When does my Honda need
maintenance? Regular maintenance is necessary for every car. How often the car needs
maintenance and what exactly needs to be done can be found in the maintenance instructions.
For major periodic service, this should generally be done every 2 years or after 30, kilometres.
When should I change the brake fluid of my Honda? It is recommended to change the brake
fluid every two years. What is the difference between E10 and E5 petrol? E10 petrol consists of
up to ten per cent ethanol while E5 petrol will contain less than five per cent ethanol. As a
result, the percentage of E10 petrol is lower than that of E5 petrol, making it less bad for the
environment. One or more doors won't open from the inside. Now what? The lock is most likely
set to the child safety lock so it cannot be opened from the inside. How to unset the child safety
lock differs per brand and type. My car radio does not turn on, now what? If your car radio does
not turn on, it will not receive any power. Check that the red wire is connected to the contact
power supply and the yellow wire to the constant power supply. Read more. Quick Links. See

also: Navigation Manual , Reference Manual. Your Ride. Hwy 13 Savage, MN Page 3 onda
dySSey inivan - ervice anual January Its Switch function is to pull the van closer to the ground
so that there is less of an Check door track for any debris and remove. Located on the drivers
left dash. Page 25 OTC 8. Kneeler moves up and down but Master link is broken. Replace master
link. Step 3 Step 4 2 screws for tire cover A Remove spare tire cover. A Flip up the right side
rear sofa seat. The power toggle switch is on the OTC board. Ensure the connections on the
back of the OTC board are tight. Check the OTC main fuse 40 amp located near the vehicles
main battery. Page One Touch System - V8. Remember, in Input Test Mode, double beeps
indicate the switch is on or activated and single beeps indicate that it is not. The obstruction
could be something in the way or a Ramp Detection Error Limit is not recognized. If enough
time passes before the proper limit switch is activated at the end of the Error cycle, the OTC will
return this error. If enough time passes before the proper Error 28 - Door Watchdog Error limit
switch is activated at the end of the cycle, the OTC will return this error. If Ramp deployed, open
door fully. If ramp stowed, fully close and latch door. Page Remote System Troubleshooting If
that is okay, check if button held for 3 seconds. Neither One Touch remote works. Review
display on OTC board and contact Receiver malfunction. BK 20 GA. DB 20 GA. Make cer- tain to
clear out any water and ice that may be present. In the front of each door track there are plugs
that can be removed to allow an air hose to be inserted to help remove debris. For all warranty
or reimbursement needs, you must have prior authorization by the Rollx Vans Service
Department. Print page 1 Print document 95 pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL. The Japanese
automotive tradition is a long and storied one, with the reputation surrounding the cars of that
nation being one that prizes technical wizardry as well as a certain sporty, chic class.
Unquestionably one of the most famous Japanese brands, Honda has gained a reputation for
being one of the sportier brands all round, and provides engines for many cars and bikes used
in the world of motor sport. This reputation has merely strengthe
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ned over the years, and a Honda car is always a car worth having. Undoubtedly, a good car
based on strong technical principles will be a wise investment, but this does not mean that
there will never be a problem with a Honda automobile or motorbike, it is just common sense to
have a service manual which allows you to identify and locate faults which you can repair, and
find out more about the ones you will need to refer to a specialist. A good repair manual can
save you a lot of money in the long run, both in work on the car and in terms of sourcing
technical help most of all, a service manual provides peace of mind. The best place to look for a
Honda service manual is right here on this site, where they are free for download. Once you
have downloaded the manual, you merely need to print it out and keep it wherever you will find
it most convenient. You can even make a spare copy, which will enable you to have a copy to
hand whenever you need it. Browse by Catagory. R - Honda - Civic 2.

