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instrument panel to uncoil it. Using proper electrical connectors, connect the wires for the left
front audio output of the customer-installed communication device. Power is controlled with a
switch located in the overhead console. Connect the black wire to the accessory ground
terminal. Accessory Cover the hole in the roof with a durable sealant 1. Page Restoring Power
Restoring Power 6. Pull out the wiring harness being careful to avoid scraping the insulation on
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switch is off. Vacate the vehicle and reconnect the battery cable. Turn the auxiliary lamp switch
on. The accessory should now be working. Page Auxiliary Battery Power Junction Block S
Auxiliary Battery Power Junction The junction blocks should not be attached to the interior trim
plastic components without appropriate Block s backing hardware to the mounting bolts. Page
54 Your vehicle is equipped with wiring provisions for a The wiring harness is located below the
instrument volt battery power supply. Refer to the following panel near the center of the vehicle.
Because there are so battery. Page 56 5. The ignition must be turned to OFF prior to Two 30
amp breakers supply power from the underhood attaching the cables to the battery, or serious
60 amp mega fuse through the contacts of the control damage to the Body Control Module BCM
relays to 12 gauge 3. Page 57 Servicing Relays and Fuses An 8-gauge 8 mm ground lead is also
provided, and it is located under the front passenger sill plate. It can be accessed by removing
the sill plate and pulling the loop of wire at the front of the plate. The lead is 4 feet cm long. The
breaker and relay center is located behind and above the instrument panel storage
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are located on the outboard side of the seats. Release the control when the lower seatback
reaches the desired level of lumbar support. Press and release either button 1 or button 2

corresponding to the desired driving position. The seat, outside mirrors, and adjustable throttle
and brake pedals will move to the position previously stored. You will hear a single beep. In a
crash, you could go into it, receiving neck or other injuries. The lap belt cannot do its job either.
In a crash the belt could go up over your abdomen. The belt forces would be there, not at your
pelvic bones. Page 14 Power Reclining Seatbacks If the seats have power reclining seatbacks,
the control used to recline them is located on the outboard side of the seat behind the power
seat control. Page 15 Pull the head restraint up to raise it. To lower the head restraint, press the
release button A , located on the top of the seatback, while you push the head restraint down.
The front seats may have head restraints that also tilt forward and rearward. Press the button to
cycle through the temperature settings of high, medium, and low, and to turn it off. Indicator
bars next to the symbol will designate the level of heat selected: three for high, two for medium,
and one for low. Page 17 The seatback will fold forward automatically. Page 18 Returning the
Seat s to the Sitting Position To return the seat to the sitting position, do the following: 1. Be
sure to return the seat to the passenger seating position. Always make sure there is no one
sitting in the seat before pressing the automatic seat release button. Page 21 Returning the Seat
s to the Sitting Position To return the seat to the sitting position, do the following: 1. Page 23
Reclining Seatbacks To recline the seatback, do the following: 1. Lift the lever located on the
outboard side of the seat. Move the seatback to the desired position, then release the lever to
lock the seatback in place. Push and pull on the seatback to make sure it is locked. Make sure
that there is nothing under, in front of, or on the seat. Notice: Folding a rear seat with the safety
belts still fastened may cause damage to the seat or the safety belts. The seat will tumble
forward. Page 28 Returning the Seat s to the Sitting Position To return the seat to the sitting
position, do the following: 1. Page 29 2. Press the automatic seat release button located on the
panel behind the rear doors. There will be a slight delay between the folding of the seatback and
the tumbling of the seat. Page 30 Unfolding the Seatback s To return the seatback to the upright
position, do the following: 1. Open the liftgate to access the controls for the seat. Pull up on the
seatback until it locks into the upright position. Page 31 5. Tilt the seat fully forward to lock it
into place. Push and pull on the seat to make sure it is locked. Put the seat in this position only
when necessary for additional cargo space. The seat cannot be removed unless the seatback is
folded. Page 33 4. Push and pull on the seat to make sure it is locked into place. It also tells you
some things you should not do with safety belts. Put someone on it. Take the simplest vehicle.
Suppose it is just a seat on wheels. Page 36 Get it up to speed. Then stop the vehicle. The rider
does not stop. In a real vehicle, it could be the windshield Page 37 or the instrument panel With
safety belts, you slow down as the vehicle does. You get more time to stop. You stop over more
distance, and your strongest bones take the forces. That is why safety belts make such good
sense. You could be â€” whether you are wearing a safety belt or not. But your chance of being
conscious during and after an accident, so you can unbuckle and get out, is much greater if you
are belted. Be aware that there are special things to know about safety belts and children. And
there are different rules for smaller children and babies. If a child will be riding in your vehicle,
see Older Children on page or Infants and Young Children on page Page 40 What is wrong with
this? The shoulder belt is too loose. It will not give as much protection this way. In a crash, you
would move forward too much, which could increase injury. Page 41 What is wrong with this?
The lap belt is too loose. It will not give nearly as much protection this way. In a crash, you
could slide under the lap belt and apply force on your abdomen. Page 42 What is wrong with
this? The belt is buckled in the wrong place. In a crash, the belt would go up over your
abdomen. The belt forces would be there, not on the pelvic bones. Page 43 What is wrong with
this? The belt is over an armrest. The belt would be much too high. In a crash, you can slide
under the belt. Page 44 What is wrong with this? The shoulder belt is worn under the arm. It
should be worn over the shoulder at all times. In a crash, your body would move too far forward,
which would increase the chance of head and neck injury. Page 45 What is wrong with this? The
belt is behind the body. In a crash, you would not be restrained by the shoulder belt. Your body
could move too far forward increasing the chance of head and neck injury. Page 46 What is
wrong with this? The belt is twisted across the body. In a crash, you would not have the full
width of the belt to spread impact forces. Page 47 Lap-Shoulder Belt All seating positions in
your vehicle have a lap-shoulder except for the center front passenger position, if your vehicle
has one, which has a lap belt. See Lap Belt on page for more information. Here is how to wear a
lap-shoulder belt properly. Page 48 4. If equipped with a shoulder belt height adjuster, move it to
the height that is right for you. Improper shoulder belt height adjustment could reduce the
effectiveness of the safety belt in a crash. Page 49 Shoulder Belt Height Adjuster Your vehicle
has a shoulder belt height adjuster for the driver and right front passenger position. Adjust the
height so that the shoulder portion of the belt is centered on your shoulder. The belt should be
away from your face and neck, but not falling off your shoulder. Page Rear Safety Belt Comfort

Guides Rear Safety Belt Comfort Guides Rear shoulder belt comfort guides may provide added
safety belt comfort for older children who have outgrown booster seats and for some adults.
When installed on a shoulder belt, the comfort guide positions the belt away from the neck and
head. Page 51 2. Place the guide over the belt, and insert the 3. The elastic cord must be under
the belt and the guide on top. The person wearing the belt could be seriously injured. The
shoulder belt should go over the shoulder and across the chest. These parts of the body are
best able to take belt restraining forces. Like all occupants, they are more likely to be seriously
injured if they do not wear safety belts. A pregnant woman should wear a lap-shoulder belt, and
the lap portion should be worn as low as possible, below the rounding, throughout the
pregnancy. Page 54 To make the belt shorter, pull its free end as shown until the belt is snug. If
the belt is not long enough, see Safety Belt Extender on page Make sure the release button on
the buckle is positioned so you would be able to unbuckle the safety belt quickly if necessary.
Page 56 What is the proper way to wear safety belts? An older child should wear a lap-shoulder
belt and get the additional restraint a shoulder belt can provide. The shoulder belt should not
cross the face or neck. Here a child is sitting in a seat that has a lap-shoulder belt, but the
shoulder part is behind the child. In a crash, the child would not be restrained by the shoulder
belt. The child might slide under the lap belt. The belt force would then be applied right on the
abdomen. Page 58 Infants and Young Children Everyone in a vehicle needs protection! This
includes infants and all other children. Neither the distance traveled nor the age and size of the
traveler changes the need, for everyone, to use safety restraints. In fact, the law in every state in
the United States and in every Canadian province says children up to some age must be
restrained while in a vehicle. Page 60 What are the different types of add-on child restraints? A
booster seat can also help a child to see out the window. Child restraint systems must be
secured in vehicle seats by lap belts or the lap belt portion of a lap-shoulder belt, or by the
LATCH system. Page Where To Put The Restraint Where to Put the Restraint Accident statistics
show that children are safer if they are restrained in the rear rather than the front seat. We
recommend that children and child restraints be secured in a rear seat, including: an infant or a
child riding in a rear-facing child restraint; Never secure a child restraint in the center front seat.
It is always better to secure a child restraint in a rear seat. There are two lower anchors for each
LATCH seating position that will accommodate a child restraint with lower attachments B. Page
67 Your child restraint may have a single tether A or a dual tether C. Either will have a single
attachment B to secure the top tether to the anchor. Some child restraints with top tethers are
designed for use with or without the top tether being attached. Others require the top tether
always to be attached. Page 68 Seating positions with top tether anchors. Third Row â€” Two
Passenger Seating positions with top tether anchors. Third Row â€” Three Passenger For
models with a three passenger third row seat, see Top Tether Anchor : the information following
for installing a child restraint with a top tether in the third row, if your vehicle has one. Page 69
Second Row Seat â€” Bucket For models with bucket second row seating, the top tether
anchors are located at the bottom rear of the seat cushion for each seating position in the
second row. Be sure to use an anchor located on the same side of the vehicle as the seating
position where the child restraint will be placed. Page 70 Third Row Seat â€” Two or Three
Passenger For vehicles with a two passenger third row seat, there is one top tether anchor
located at the bottom rear of the seat cushion that can be used for the rear driver side seating
position in the third row. In a crash, the child could be seriously injured or killed. Page 72
CAUTION: Children can be seriously injured or strangled if a shoulder belt is wrapped around
their neck and the safety belt continues to tighten. Secure any unused safety belts behind the
child restraint so children cannot reach them. Pull the shoulder belt all the way out of the
retractor to set the lock, if your vehicle has one, after the child restraint has been installed. Page
73 If the position you are using does not have a headrest or head restraint and you are using a
single tether, route the tether over the seatback. If the position you are using does not have a
headrest or head restraint and you are using a dual tether, route the tether over the seatback.
Page Securing A Child Restraint In A Securing a Child Restraint in a Rear Seat Position When
securing a child restraint in a rear seating position, study the instructions that came with your
child restraint to make sure it is compatible with this vehicle. Page 75 4. Pull the rest of the
shoulder belt all the way out of the retractor to set the lock. To tighten the belt, push down on
the child restraint, pull the shoulder portion of the belt to tighten the lap portion of the belt, and
feed the shoulder belt back into the retractor. If the top tether is attached to a top tether anchor,
disconnect it. Page 78 You will be using the lap-shoulder belt to secure the child restraint in this
position. Follow the instructions that came with the child restraint. Move the seat as far back as
it will go before securing the forward-facing child restraint. Page 79 5. To tighten the belt, push
down on the child restraint, pull the shoulder portion of the belt to tighten the lap portion of the
belt and feed the shoulder belt back into the retractor. Page Airbag System If the airbag is off,

the off indicator in the passenger airbag status indicator will come on and stay on when the
vehicle is started. If a child restraint has been installed and the on indicator is lit, turn the
vehicle off. Remove the child restraint from the vehicle and reinstall the child restraint. Page 81
Airbags are designed to supplement the protection provided by safety belts. Do not sit
unnecessarily close to the airbag, as you would be if you were sitting on the edge of your seat
or leaning forward. Page Where Are The Airbags There is an airbag readiness light on the
instrument panel cluster, which shows the airbag symbol. The system checks the airbag
electrical system for malfunctions. The light tells you if there is an electrical problem. See
Airbag Readiness Light on page for more information. Page 85 Driver Side shown, Passenger
Side similar If your vehicle has roof-rail airbags and a third row passenger seat, the airbags are
located in the ceiling above the rear windows for the outboard passenger positions in the third
row. See Airbag System on page In moderate to severe frontal or near frontal collisions, even
belted occupants can contact the steering wheel or the instrument panel. In moderate to severe
side collisions, even belted occupants can contact the inside of the vehicle. Airbags
supplement the protection provided by safety belts. This dust could cause breathing problems
for people with a history of asthma or other breathing trouble. To avoid this, everyone in the
vehicle should get out as soon as it is safe to do so. The passenger airbag status indicator will
be visible on the overhead console when you start your vehicle. Page 92 If a child restraint has
been installed and the on indicator is lit, turn the vehicle off. Page 93 Safety belts help keep the
passenger in position on the seat during vehicle maneuvers and braking, which helps the
passenger sensing system maintain the passenger airbag status. If you ever pull the shoulder
portion of the belt out all the way, you will engage the child restraint locking feature. Page
Servicing Your Airbag-Equipped Vehicle A thick layer of additional material, such as a blanket
or cushion, or aftermarket equipment such as seat covers, seat heaters, and seat massagers
can affect how well the passenger sensing system operates. Page 95 Adding Equipment to Your
Airbag-Equipped Vehicle Is there anything I might add to or change about the vehicle that could
keep the airbags from working properly? Will it keep the airbags from working properly? Page
Replacing Restraint System Parts Notice: If an airbag covering is damaged, opened, or broken,
the airbag may not work properly. Do not open or break the airbag coverings. Page Section 2
Mirrors They could operate the power windows or other controls or even make the vehicle
move. The windows will function with the keys in the ignition and they could be seriously
injured or killed if caught in the path of a closing Store this information in a safe place, not in
your vehicle. Notice: If you ever lock your keys in your vehicle, you may have to damage the
vehicle to get in. If your vehicle has the remote start feature you can also start your vehicle with
the RKE transmitter. Page Lock : Press to lock all the doors. All transmitters need to be
re-coded to match the new transmitter. The lost transmitter will no longer work after the new
transmitters are re-coded. This feature allows you to start the engine from outside of the
vehicle. To start the vehicle using the remote start feature: 1. Aim the transmitter at the vehicle.
Page Doors And Locks The vehicle cannot be remote started if the key is in the ignition, the
hood is not closed, or if there is an emission control system malfunction and the Check Engine
Light is displayed. Also, the engine will turn off during a remote vehicle start if the coolant
temperature gets too high or if the oil pressure gets low. Page Power Door Locks There are
several ways to lock and unlock your vehicle. From the inside, use the power door locks or
manual door locks. To lock or unlock the door with the manual locks, push down or pull up on
the manual lock knob. These prevent passengers from opening the rear doors from the inside.
The rear door security locks are located on the inside edge of each rear door. Security Lock
Label shown The rear doors must be open to access them. You cannot see or smell CO. It can
cause unconsciousness and even death. If you must drive with the liftglass or liftgate open, or if
electrical wiring or other cable connections must pass through the seal between the body and
the liftglass or liftgate Page On vehicles with a liftglass, press the button on the underside of
the license pocket applique A to open it. The liftglass can also be opened by pressing the
liftglass release button on the RKE. To open the entire liftgate, press the touchpad on the
underside of the liftgate handle B. If you must drive with the liftgate open, or if electrical wiring
or other cable connections must pass through the seal between the body and the liftgate Make
sure there is no one in the way of the liftgate as it is opening and closing. Page The power
liftgate may be temporarily disabled under extreme temperatures, or under low battery
conditions. If this occurs, the liftgate can still be operated manually. If you shift the
transmission out of PARK P while the power function is in progress, the liftgate power function
will continue to completion. With the power liftgate disabled and all of the doors unlocked, the
liftgate can be manually opened and closed. They can be overcome by the extreme heat and
suffer permanent injuries or even death from heat stroke. Never leave a child, a helpless adult,
or a pet alone in a vehicle, especially with the windows closed in warm or hot weather. They can

be overcome from extreme heat in warm or hot weather and suffer permanent injuries or even
death from heat stroke. Leaving children in a vehicle with the ignition key is dangerous for
many reasons, children or others could be badly injured or even killed. Page Sun Visors
Express-Down Windows Windows with an express-down feature allow the windows to be
lowered without holding the switch. Press down fully on the window switch, then release, to
activate the express-down mode. The express-down mode can be canceled at any time by
pulling up on the front edge of the switch. Although your vehicle has a number of theft-deterrent
features, we know that nothing we put on it can make it impossible to steal. Content
Theft-Deterrent Your vehicle may have a content theft-deterrent alarm system. It activates only if
you use the power door lock switch with the door open or the RKE transmitter. You should also
remember that you can start your vehicle with the correct ignition key if the alarm has been set
off. Operation is subject to the following two conditions: 1. Page If the engine still does not
start, and the key appears to be undamaged, try another ignition key. At this time, you may also
want to check the fuse, see Fuses and Circuit Breakers on page If the engine still does not start
with the other key, your vehicle needs service. Page Retained Accessory Power Rap If it is, turn
the steering wheel left and right while you turn the key hard. If none of this works, then your
vehicle needs service. Your engine will not start in any other position â€” this is a safety
feature. If you add electrical parts or accessories, you could change the way the engine
operates. If you do not, your engine might not perform properly. Plug in the coolant heater at
least four hours before starting your vehicle. This system allows the engine to operate on either
all or half of its cylinders, depending on the driving conditions. When less power is required,
such as cruising at a constant vehicle speed, the system will operate in the half cylinder mode,
allowing your vehicle to achieve better fuel economy. It is the best position to use when you
start the engine because your vehicle cannot move easily. When parked on a hill, especially
when the vehicle has a heavy load, you might notice an increase in the effort to shift out of Park.
It provides the best fuel economy for your vehicle. It lets drivers select the range of gears
appropriate for current driving conditions. While the vehicle is at a stop, select the second gear
range using the Range Selection system. Read the part that follows before using four-wheel
drive. Page was not in neutral. It will stay on when the shift is completed. If for some reason the
transfer case cannot make a requested shift, it will return to the last chosen setting. Two-Wheel
Drive High : This setting is used for driving in most street and highway situations. This can be
done at any speed, except when shifting from Four-Wheel Drive Low. Page Shifting Out Of
Neutral 7. Page Parking Brake Parking Brake To set the parking brake, hold the regular brake
pedal down with your right foot. Push down the parking brake pedal with your left foot. Your
vehicle can roll. If you have left the engine running, the vehicle can move suddenly. It contains
the gas carbon monoxide CO , which you cannot see or smell. It can cause unconsciousness
and death. But if you ever have to, here are some things to know. Always set the parking brake.
Follow the proper steps to be sure your vehicle will not move. If the display reads CAL, the
compass needs to be calibrated. To adjust between Fahrenheit and Celsius: 1. If not adjusted to
account for compass variance, the compass could give false readings. To adjust for compass
variance: 1. Find your current location and variance zone number on the following zone map.
When on, an automatic dimming mirror will dim to the proper level to minimize glare from lights
behind you after dark. The mirror also includes a dual display in the upper right corner of the
mirror with the compass reading and the outside temperature. Page In order to calibrate, CAL
must be displayed in the mirror compass windows. Page Outside Manual Mirrors Cleaning the
Mirror Use a paper towel or similar material dampened with glass cleaner. Do not spray glass
cleaner directly on the mirror as that may cause the liquid cleaner to enter the mirror housing.
Outside Manual Mirrors Adjust your outside mirrors so you can just see the side of your vehicle
and have a clear view of objects behind you. Page Outside Power Mirrors Your vehicle may
have outside heated mirrors which help clear them of condensation, snow, and ice. When the
rear window defogger button is pressed, the heated mirrors are also turned on. Only the upper
glass of the mirror is heated. The lower convex part of the mirror is not heated. Then press the
arrows located on the four-way control pad to adjust the mirror. This feature is controlled by the
on and off settings found on the electrochromic inside mirror. It can determine how close
objects are to the rear bumper, up to 8 feet 2. For cleaning instructions, see Washing Your
Vehicle on page For more information, visit onstar. Page Read the instructions completely
before attempting to program the transmitter. Because of the steps involved, it may be helpful
to have another person available to assist you in programming the transmitter. Be sure to keep
the original remote control transmitter for use in other vehicles, as well as, for future
programming. Page 2. Locate in the garage, the garage door opener receiver motor-head unit. It
can usually be found where the hanging antenna wire is attached to the motor-head unit and
may be a colored button. Press this button. Most garage door openers sold before are Fixed

Code units. Programming a garage door opener involves time-sensitive actions, so read the
entire procedure before you begin. Page Your garage door opener receiver motor head unit may
also have a row of dip switches that can be used when programming the Universal Home
Remote. If the total number of switches on the motor head and hand held transmitter are
different, or if the dip switch settings are different, use the dip switch settings on the motor
head unit to program your Universal Home Remote. The indicator lights will turn on. Press and
hold the button you would like to use to control the garage door until the garage door moves.
The front cupholders can be adjusted by moving the insert forward or rearward. Page Luggage
Carrier Luggage Carrier The vehicle may have a luggage carrier that can be used to load things
on top of the vehicle. The luggage carrier has siderails attached to the roof. It may also have
crossrails which can be moved back and forth to help secure cargo. Tie the load to the siderails
or siderail supports. To open the utility compartment, turn the knobs and swing the
compartment door open. The compartment door can be removed. Page Sunroof To put the
cover in the vehicle, do the following: 1. Make sure the cover slot in the holder faces rearward
with the round surface facing down. Page The sunroof has a comfort stop feature which stops
the sunroof from opening to the full-open position. Page Section 3 Instrument Panel Overview
Page A. Air Outlets. See Outlet Adjustment on page Instrument Panel Cluster. See Instrument
Panel Cluster on page Hazard Warning Flasher Button. See Hazard Warning Flashers on page
They also let police know you have a problem. To tilt the wheel, hold the steering wheel and pull
the lever. Then move the steering wheel to a comfortable position and release the lever to lock
the wheel in place. Turn and Lane-Change Signals The turn signal has two upward for right and
two downward for left positions. To return to low-beam headlamps, pull the multifunction lever
toward you. Then release it. When the high beams are on, this indicator light on the instrument
panel cluster will also be on. Mist : Turn the band to mist for a single wiping cycle. Hold it there
until the wipers start. Then let go. The wipers stop after one wipe. Hold the band on mist longer,
for more wipe cycles. To turn the rear wiper on, slide the lever to a wiper position. On such
roads, fast changes in tire traction can cause excessive wheel slip, and you could lose control.
Do not use cruise control on slippery roads. The cruise control light on the instrument panel
cluster will come on after the cruise control has been set to the desired speed. Page Exterior
Lamps Exterior Lamps The exterior lamps control is located on the instrument panel to the left
of the steering wheel. Page Headlamps On Reminder When the headlamps are turned on while
the vehicle is on, the headlamps turn off automatically 10 minutes after the ignition is turned off.
When the headlamps are turned on while the vehicle is off, the headlamps will stay on for 10
minutes before automatically turning off to prevent the battery from being drained. Page
Automatic Headlamp System Automatic Headlamp System When it is dark enough outside, the
automatic headlamp system will turn on the headlamps at the normal brightness, along with the
taillamps, sidemarker, parking lamps, and the instrument panel lights. The radio lights will also
be dim. To turn off the automatic headlamp system, turn the exterior lamps switch to the off
position and then release it. Page Auxiliary Roof Mounted Lamp When the fog lamps are turned
on, the parking lamps automatically turn on. When the headlamps are changed to high-beam,
the fog lamps also go off. When the high-beam headlamps go off, the fog lamps will come on
again. Some localities have laws that require the headlamps to be on along with the fog lamps.
They turn off after all the doors are closed. The dome lamps can also be turned on by turning
the instrument panel brightness knob, located next to the exterior lamps control, clockwise to
the farthest position. It then adjusts the voltage for best performance and extended life of the
battery. Page Ashtray S And Cigarette Lighter Ashtray s and Cigarette Lighter The front ashtray
is located near the center of the instrument panel or on the front console, if equipped. Pull on
the ashtray door to open it. In this mode, the system will automatically select outside air.
Recirculation cannot be selected when in Floor Mode. Otherwise, turn the center knob
clockwise or counterclockwise to increase or decrease the temperature inside the vehicle. The
system will automatically turn off several minutes after it has been activated. The temperature
can be adjusted even if the system is turned off. Page Automatic Operation Automatic
Operation AUTO Automatic : When automatic operation is active the system will control the
inside temperature, the air delivery, and the fan speed. Use the steps below to place the entire
system in automatic mode: 1. Press the AUTO button. This direction can be changed by
pressing the mode button. Recirculation can be selected once vent or bi-level mode has been
selected. In this mode, the system automatically selects outside air. Page Sensors The solar
sensor, located in the defrost grille in the middle of the instrument panel, monitors the solar
radiation. Do not cover the solar sensor or the system will not work properly. The interior
temperature sensors located in the headliner above the driver side seat and if equipped, in the
headliner above Page Rear Window Defogger Defogging and Defrosting Fog on the inside of the
windows is a result of high humidity moisture condensing on the cool window glass. This can

be minimized if the climate control system is used properly. There are two modes to clear fog or
frost from your windshield. The heater and defroster will work far better, reducing the chance of
fogging the inside of your windows. Page Fan Knob Fan Knob Turn the left knob clockwise or
counterclockwise to increase or decrease the fan speed. Turn the knob all the way
counterclockwise to turn the rear system off. The system can be controlled from the front
controls as well as the rear controls. AUTO: Press the mode button until this setting is selected
to control the inside temperature, the air delivery, and the fan speed. AUTO will illuminate in the
display when automatic operation is active. The pictures help to locate them. Warning lights and
gages can signal that something is wrong before it becomes serious enough to cause an
expensive repair or replacement. Paying attention to the warning lights and gages could also
save you or others from injury. Canada similar. Your instrument cluster is designed to let you
know at a glance how your vehicle is running. You will know how fast you are going, about how
much fuel you have and many other things you will need to know to drive safely and
economically. Your odometer shows how far your vehicle has been driven, in either miles used
in the United States or kilometers used in Canada. Trip Odometer The trip odometer can tell you
how far your vehicle has been driven since you last set the trip odometer to Page Airbag
Readiness Light Passenger Safety Belt Reminder Light Several seconds after the engine is
started, a chime will sound for several seconds to remind the front passenger to buckle their
safety belt. This would only occur if the passenger airbag is enabled. See Passenger Sensing
System on page for more information. To help avoid injury to yourself or others, have your
vehicle serviced right away if the airbag readiness light stays on after you start your Page
Charging System Light If, after several seconds, both status indicator lights remain on, or if
there are no lights at all, there may be a problem with the lights or the passenger sensing
system. CAUTION: If the airbag readiness light in the instrument panel cluster ever comes on
and stays on, it means that something may be wrong with the airbag system. When the engine
is running, the gage shows the condition of the charging system. The charging system
regulates voltage based on the state of the battery for improved fuel economy and battery life.
That is normal. If the ABS light stays on, turn the ignition off, if the light comes on when you are
driving, stop as soon as it is safely possible and turn the ignition off. It also provides an
indicator of how hard your vehicle is working. It makes sure that emissions are at acceptable
levels for the life of the vehicle, helping to produce a cleaner environment. If the light does not
come on, have it repaired. The condition is usually corrected when the electrical system dries
out. A few driving trips should turn the light off. Have you recently changed brands of fuel? If
so, be sure to fuel your vehicle with quality fuel. Page Maintenance Schedule Oil Pressure Gage
United States The oil pressure gage shows the engine oil pressure in psi pounds per square
inch when the engine is running. Canadian vehicles indicate pressure in kPa kilopascals. Oil
pressure may vary with engine speed, outside temperature and oil viscosity, but readings above
the low pressure zone indicate the normal operating range. You or others could be burned.
Check your oil as soon as possible and have your vehicle serviced. The light will go out when
the fog lamps are turned off. See Fog Lamps on page for more information. Cruise Control Light
This light comes on whenever you set the cruise control. Page Fuel Gage Fuel Gage United
States The fuel gage, when the ignition is on, tells you about how much fuel you have left in
your tank. This light and a chime will come on when the fuel tank is low on fuel. The DIC has
different displays which can be accessed by pressing the DIC buttons located on the instrument
panel, next to the steering wheel. Page Trip Odometer Customization : Press this button to
customize the feature settings on your vehicle. This display shows the approximate number of
remaining miles mi or kilometers km the vehicle can be driven without refueling. The display will
show LOW if the fuel level is low. This display can be used as a timer. The display will show the
amount of time that has passed since the timer was last reset, not including time the ignition is
off. The DIC has different displays which can be accessed by pressing the trip odometer reset
stem located on the instrument panel cluster. Page The trip odometer has a feature called the
retro-active reset. This can be used to set the trip odometer to the number of miles kilometers
driven since the ignition was last turned on. This can be used if the trip odometer is not reset at
the beginning of the trip. To use the retro-active reset feature, press and hold the trip odometer
reset stem for at least four seconds. To match an RKE transmitter to your vehicle: 1. Multiple
messages may appear one after another. Stop and turn off the vehicle, check the door for
obstructions, and close the door again. Check to see if the message still appears on the DIC.
Page Fuel Level Low This message displays and a chime sounds if the engine cooling system
reaches unsafe temperatures for operation. Stop and turn off the vehicle as soon as it is safe to
do so to avoid severe damage. This message clears when the engine has cooled to a safe
operating temperature. Do not drive the vehicle until the cause of the low oil pressure is
corrected. The battery needs to be replaced in the transmitter. If this message appears, stop as

soon as possible and turn off the vehicle. Restart the vehicle and check for the message on the
DIC display. If the message is still displayed or appears again when you begin driving, the brake
system needs service. When this message displays, the system will not limit wheel spin. Adjust
your driving accordingly. See StabiliTrak System on page for more information. See Malfunction
Indicator Lamp on page Reinstall the fuel cap fully. See Filling the Tank on page The diagnostic
system can determine if the fuel cap has been left off or improperly installed. Page Entering the
Feature Settings Menu 1. To avoid excessive drain on the battery, it is recommended that the
headlamps are turned off. Press the customization button to scroll through the available
customizable options. See Programmable Automatic Door Locks on page for more information.
You will not receive feedback when locking the vehicle with the RKE transmitter if the doors are
open. See Park Tilt Mirrors on page for more information. See Memory Seat, Mirrors, and Pedals
on page for more information. Page Audio System S Audio System s Determine which radio
your vehicle has and then read the pages following to familiarize yourself with its features.
Giving extended attention to entertainment tasks while driving can cause a crash and you or
others can be injured or killed. To set the time and date, follow these instructions: 1. The
selection displays. Tune : Turn to select radio stations. To scan stations, press and hold either
arrow for a few seconds until a beep sounds. To setup the number of favorites pages, perform
the following steps: 1. Press the MENU button to display the radio setup menu. Press the
pushbutton located below the FAV label. Continue pressing to highlight the desired label, or
press the pushbutton positioned under the desired label. Turn the knob clockwise or
counterclockwise to adjust the highlighted setting. To remove an undesired category, perform
the following: 1. Turn the knob to display the category to be removed. The player pulls it in and
the CD should begin playing. The player pulls it in and the CD should begin playing in 5 to 20
seconds for a CD, and in 30 seconds for a DVD, depending on media type and format ranges.
Page Notice: If a label is added to a CD, or more than one CD is inserted into the slot at a time,
or an attempt is made to play scratched or damaged CDs, the CD player could be damaged.
While using the CD player, use only CDs in good condition without any label, load one CD at a
time, and keep the CD player and the loading slot free of foreign Page RDM Random : With the
random setting, the tracks can be listened to in random, rather than sequential order. Press this
button again and the system automatically searches for an auxiliary input device, such as a
portable audio player. To stop fast forwarding, press again. This button might not work when
the DVD is playing the copyright information or the previews. Return : Press to exit the current
active menu and return to the previous menu. This button operates only when a DVD is playing
and a menu is active. This is not an audio output; do not plug the headphone set into the front
auxiliary input jack. An external audio device such as an iPod, laptop computer, MP3 player, CD
player, or cassette tape player, etc. Track names longer than 32 characters or four pages are
shortened. You will hear sound at a reduced volume. From the sort screen, push one of the
buttons below the album button. Press the pushbutton below the back label to return to the
main music navigator screen. Now the album name is displayed on the second line between the
arrows and songs from the current album begins to play. Organize songs by albums using one
folder for each album. Each folder or album should contain 18 songs or less. The system can
support up to eight subfolders deep, however, keep the total number of folders to a minimum in
order to reduce the complexity and confusion in trying to locate A beep sounds and Ejecting
Disc displays. Once the disc is ejected, Remove Disc displays. The system is working properly.
No Information: No text or informational messages are available at this time on this channel.
The DVD player is part of the front radio. Page Headphones The RSE includes two 2-channel
wireless headphones that are dedicated to this system. Page Notice: Do not store the
headphones in heat or direct sunlight. This could damage the headphones and repairs will not
be covered by your warranty. Storage in extreme cold can weaken the batteries. Keep the
headphones stored in a cool, dry place. If the foam ear pads attached to the headphones
become worn or damaged, the pads can be replaced separately from the headphone set. If the
video screen is in the DVD player mode, pressing the AUX auxiliary button on the remote
control switches the video screen from the DVD player mode to the auxiliary device. To use the
video screen, do the following: 1. Push the release button located on the overhead console.
Move the screen to the desired position. When the video screen is not in use, push it up into its
locked position. Illumination : Press this button to turn the remote control backlight on. The
backlight automatically turns off after seven to ten seconds if no other button is pressed while
the backlight is on. The DVD continues playing in a slow play mode. Page Clear : Press this
button within three seconds after entering a numeric selection, to clear all numerical inputs.
Press this button before entering the number. If the remote control becomes lost or damaged, a
new universal remote control can be purchased. Check the auxiliary input connections at both
devices. Sometimes the wireless Check for obstructions, headphone audio cuts out low

batteries, reception or buzzes. It might be necessary to turn off the DVD player when operating
one of these devices in or near the vehicle. Volume: Turn this knob to increase or to decrease
the volume of the wired headphones. The left knob controls the left headphones and the right
knob controls the right headphones. This function is inactive, with some radios, if the front seat
passengers are listening to the radio. Page Radio Reception If your vehicle has the navigation
system, press and hold this button for longer than one second to initiate voice recognition. Just
as with FM, tall buildings or hills can interfere with satellite radio signals, causing the sound to
fade in and out. In addition, traveling or standing under heavy foliage, bridges, garages, or
through tunnels could cause loss of the XM signal for a period of time. Page Control Of A
Vehicle Death and injury associated with drinking and driving is a global tragedy. Alcohol
affects four things that anyone needs to drive a vehicle: judgment, muscular coordination,
vision, and attentiveness. Police records show that almost 40 percent of all motor
vehicle-related deaths involve alcohol. In most cases, these deaths are the result of someone
who was drinking and driving. See Brake System Warning Light on page Braking action
involves perception time and reaction time. First, you have to decide to push on the brake
pedal. When you start the engine and begin to drive away, ABS will check itself. You might hear
a momentary motor or clicking noise while this test is going on. You might feel the brakes
vibrate or notice some noise, but this is normal. In many emergencies, steering can help you
more than even the very best braking. You may also feel or hear the system working; this is
normal. The traction control disable button is located on the instrument panel below the climate
controls. Traction control limits wheel spin by reducing engine power to the wheels engine
speed management and by applying brakes to each individual wheel brake-traction control as
necessary. The traction control system is enabled automatically when you start your vehicle.
Power Steering If you lose power steering assist because the engine stops or the system is not
functioning, you can steer but it will take much more effort. Steering Tips It is important to take
curves at a reasonable speed. Page Steering In Emergencies Steering in Emergencies There are
times when steering can be more effective than braking. If the level of the shoulder is only
slightly below the pavement, recovery should be fairly easy. Ease off the accelerator and then, if
there is nothing in the way, steer so that your vehicle straddles the edge of the pavement. Page
Skidding In a skid, a driver can lose control of the vehicle. Defensive drivers avoid most skids
by taking reasonable care suited to existing conditions, and by not overdriving those
conditions. But skids are always possible. Also, see Braking on page If your vehicle does not
have four-wheel drive, you should not drive off-road unless you are on a level, solid surface.
The airbag system is designed to work properly under a wide range of conditions, including
off-road usage. For example, be sure to have all necessary maintenance and service work done.
Check to make sure all underbody shields, if the vehicle has them, are properly attached. Page
Environmental Concerns There are some important things to remember about how to load your
vehicle. Put heavier items as far forward as you can. Page Scanning The Terrain Getting
Familiar with Off-Road Driving It is a good idea to practice in an area that is safe and close to
home before you go into the wilderness. Off-road driving does require some new and different
skills. Here is what we mean. Tune your senses to different kinds of signals. Page Surface
Obstacles: Unseen or hidden obstacles can be hazardous. A rock, log, hole, rut, or bump can
startle you if you are not prepared for them. Often these obstacles are hidden by grass, bushes,
snow, or even the rise and fall of the terrain itself. Driving safely on hills requires good
judgment and an understanding of what your vehicle can and cannot do. There are some hills
that simply cannot be driven, no matter how well built the vehicle. Page Driving Uphill Driving
Uphill Once you decide you can safely drive up the hill, you need to take some special steps.
With the brake pedal pressed and the parking brake still applied, shift the transmission to PARK
P and restart the engine. Will I be able to maintain vehicle control? Hard-packed dirt? But if it
happens when going downhill: 1. Stop your vehicle by applying the regular brakes. Apply the
parking brake. Page Stalling On An Incline When driving across an incline that is not too steep,
the vehicle can hit some loose gravel and start to slide downhill. If you feel your vehicle starting
to slide sideways, turn downhill. This should help straighten out the vehicle and prevent the
side slipping. Page Driving in Mud, Sand, Snow, or Ice When you drive in mud, snow, or sand,
your wheels will not get good traction. You cannot accelerate as quickly, turning is more
difficult, and you will need longer braking distances. It is best to use a low gear when you are in
mud â€” the deeper the mud, the lower the gear. Deep water can sweep your vehicle
downstream and you and your passengers could drown. If it is only shallow water, it can still
wash away the ground from under your tires, and you could lose traction and roll the vehicle
over. Page Driving At Night Driving at Night Night driving is more dangerous than day driving
because some drivers are likely to be impaired â€” by alcohol or drugs, with night vision
problems, or by fatigue. They might not work as well in a quick stop and could cause pulling to

one side. You could lose control of the vehicle. Windows clean â€” inside and outside? You
would then have poor braking or even none going down a hill. You could crash. Shift down to
let the engine assist the brakes on a steep downhill slope. But you can turn StabiliTrak off if you
ever need to. Even with StabiliTrak down and adjust your driving to the road conditions. Page
You can run the engine to keep warm, but be careful. This can cause deadly CO carbon
monoxide gas to get inside. CO could overcome you and kill you. You cannot see it or smell it,
so you might not know it is in your vehicle. Start the engine again and repeat this only when you
feel really uncomfortable from the cold. But do it as little as possible. Preserve the fuel as long
as you can. To help keep warm, you can get out of the vehicle and do some fairly vigorous
exercises every half hour or so until help comes. Your vehicle could be damaged and it would
not be covered by warranty. For vehicles with recovery hooks at the front of the vehicle, you
can use them if you are stuck off-road and need to be pulled to some place where you can
continue driving. The tire and loading information label shows the number of occupant seating
positions A , and the maximum vehicle capacity weight B in kilograms and pounds. Page
Determine the combined weight of luggage and cargo being loaded on the vehicle. That weight
may not safely exceed the available cargo and luggage load capacity calculated in Step 4. If
your vehicle will be towing a trailer, the load from your trailer will be transferred to your vehicle.
Page And, if you do have a heavy load, you should spread it out. If you do, parts on your vehicle
can break, and it can change the way your vehicle handles. Try to spread the weight evenly.
Page For example, adding a lb kg snow plow actually adds more than lbs kg to the front axle.
Some vehicles have restrictions on how far and how long they can tow. Turn the engine off, but
leave the ignition on. Firmly set the parking brake. Securely attach the vehicle being towed to
the tow vehicle. The repairs would not be covered by your warranty. Never tow your vehicle with
the rear wheels on the ground. Two-wheel-drive vehicles should not be towed with the rear
wheels on the ground. Trailering means changes in acceleration, braking, handling, durability
and fuel economy. Successful, safe trailering takes correct equipment, and it has to be used
properly. In it are many time-tested, important trailering tips and safety rules. The GCWR for
your vehicle should not be exceeded. The effect of additional weight may reduce your trailering
capacity more than the total of the additional weight. Page The effect of tongue weight is about
1. Dividing the lbs kg by 1. Since tongue weight is usually at least 10 percent of total loaded
trailer weight, you can expect that the largest trailer your vehicle can properly handle is 6, lbs 2
kg. Page Trailer Brakes If you use a step-bumper hitch, the bumper could be damaged in sharp
turns. Make sure there is ample room when turning to avoid contact between the trailer and the
bumper. If you will be pulling a trailer that, when loaded, will weigh more than 5, lbs 2 kg be sure
to use a properly mounted weight-distributing hitch and sway control of the proper size. It can
cause unconsciousness or death. See Engine Exhaust on page Backing Up Hold the bottom of
the steering wheel with one hand. Then, to move the trailer to the left, just move that hand to the
left. When towing at high altitude on steep uphill grades, consider the following: Engine coolant
at higher altitudes will boil at a lower temperature than at or near sea level. Page Trailer Wiring
Harness Trailer Wiring Harness Your vehicle is equipped with the following wiring harnesses for
towing a trailer. You will receive genuine GM parts and GM-trained and supported service
people. Page California Perchlorate Materials Requirements California Perchlorate Materials
Requirements Certain types of automotive applications, such as airbag initiators, seat belt
pretensioners, and lithium batteries contained in remote keyless entry transmitters, may contain
perchlorate materials. Special handling may be necessary. For additional information, see This
can cause wind noise and can affect fuel economy and windshield washer performance. See the
underhood emission control label. The VIN is at the top left of the instrument panel. If your
vehicle has the 5. If you have trouble starting on E85, it could be because the E85 fuel is not
properly formulated for your climate. If this happens, switching to gasoline or adding gasoline
to the fuel tank can improve starting. To help avoid injuries to you and others, read and follow
all the instructions on the pump island. Turn off your engine when you are refueling. Do not
smoke if you are near fuel or refueling your vehicle. Page To open the fuel door, push the
rearward center edge inboard and release. The door will pop open. To remove the fuel cap, turn
it slowly counterclockwise. The fuel cap has a spring in it; if the cap is released too soon, it will
spring back to the right. Keep hands, clothing, and tools away from any underhood electric fan.
Then go to the front of the vehicle and locate the secondary hood release, near the center of the
grille. Push the secondary hood release to the right. Lift the hood. When you open the hood on
the 5. Page Engine Oil A. Coolant Surge Tank and Pressure Cap. This section explains what
kind of oil to use. The recommended oils with the starburst symbol that meet GM Standard GMM
are all you need for good performance and engine protection. Page 3. Care should be taken to
dislodge as little dirt as possible. Reinstall the cover and tighten the screws. Page Checking the
Fluid Level Prepare your vehicle as follows: 1. Park your vehicle on a level place. Keep the

engine running. With your foot on the brake pedal, move the shift lever through each gear
range, pausing for about three seconds in each range. If you use this coolant mixture, you do
not need to add anything else. See Engine Compartment Overview on page for more information
on location. Coolant contains ethylene glycol, and it will burn if the engine parts are hot enough.
Stay away from the engine if you see or hear steam coming from it. Turn it off and get everyone
away from the vehicle until it cools down. If the vehicle has an air conditioner and it is on, turn it
off. When you decide it is safe to lift the hood, here is what you will see: 5. Coolant Surge Tank
B. If it is not, you may have a leak at the pressure cap or in the radiator hoses, heater hoses,
radiator, water pump or somewhere else in the cooling system. Page Notice: In cold weather,
water can freeze and crack the engine, radiator, heater core and other parts. Use the
recommended coolant and the proper coolant mixture. Coolant contains ethylene glycol and it
will burn if the engine parts are hot enough. With the coolant surge tank pressure cap off, start
the engine and let it run until you can feel the upper radiator hose getting hot. Watch out for the
engine cooling fan. Page Engine Fan Noise Engine Fan Noise If your vehicle has a clutched
engine cooling fan, when the clutch is engaged, the fan spins faster to provide more air to cool
the engine. In most everyday driving conditions, the fan is spinning slower and the clutch is not
fully engaged. Turn the key off and let the engine compartment cool down. Wipe the cap and the
top of the reservoir clean. Unscrew the cap and wipe the dipstick with a clean rag. The message
is displayed for 15 seconds at the start of each ignition cycle. See Engine Compartment
Overview on page for the location of the reservoir. If it is not, have the brake hydraulic system
checked to see if there is a leak. Disc brake pads have built-in wear indicators that make a
high-pitched warning sound when the brake pads are worn and new pads are needed. Its many
parts have to be of top quality and work well together if the vehicle is to have really good
braking. Your vehicle was designed and tested with top-quality brake parts. When you replace
parts of the braking system â€” Be sure to use the following steps to do it safely. Page Notice: If
you leave your radio or other accessories on during the jump starting procedure, they could be
damaged. Always turn off your radio and other accessories when jump starting your vehicle.
Keep hands, clothing and tools away from any underhood electric fan. People have been hurt
doing this, and some have been blinded. Page 5. Check that the jumper cables do not have
loose or missing insulation. If they do, you could get a shock. The vehicles could be damaged
too. Before you connect the cables, here are some basic things you should know. Page Notice:
If the jumper cables are connected or removed in the wrong order, electrical shorting may occur
and damage the vehicle. Always connect and remove the jumper cables in the correct order,
making sure that the cables do not touch each other or other metal. Have it inspected and
repaired. Page Four-Wheel Drive Series To get an accurate reading, the vehicle should be on a
level surface. See Recommended Fluids and Lubricants on page Headlamp Aiming The vehicle
has a visual optical headlamp aiming system. The aim of the headlamps have been preset at the
factory and should need no further adjustment. The high-beam headlamps will be correctly
aimed if the low-beam headlamps are aimed properly. To adjust the vertical aim: 1. Open the
hood. See Hood Release on page for more information. Page 7. Locate the vertical headlamp
aiming screws, which are under the hood near each headlamp assembly. Turn the vertical
aiming screw until the headlamp beam is aimed to the horizontal tape line. Turn it clockwise or
counterclockwise to raise or lower the angle of the beam. You or others could be injured. Page
To replace one of these bulbs: 1. Open the liftgate. See Power Liftgate on page for more
information. Remove the two screws from the taillamp assembly. Pull the taillamp assembly
rearward until the inner pins on the taillamp assembly are disengaged from the vehicle. Remove
the two screws holding each of the license plate lamps to the molding that is part of the liftgate.
Twist and pull the license plate lamp forward through the molding opening. Turn the bulb
socket counterclockwise and pull the bulb straight out of the socket. See Scheduled
Maintenance on page Replacement blades come in different types and are removed in different
ways. To replace the wiper blade assembly: 1. Pull the windshield wiper arm connector away
from the windshield. Lift the wiper blade assembly up and out of the park rest position. Pull the
wiper blade assembly away from the backglass. The backglass wiper blade will not lock in a
vertical position, so care should be used when pulling it away from the vehicle. Page Tires Tires
Your new vehicle comes with high-quality tires made by a leading tire manufacturer. If you ever
have questions about your tire warranty and where to obtain service, see your vehicle Warranty
booklet for details. Tire and Rim Association. B Tire Width The three-digit number indicates the
tire section width in millimeters from sidewall Page Curb Weight The weight of a motor vehicle
with standard and optional equipment including the maximum capacity of fuel, oil, and coolant,
but without passengers and cargo. DOT Markings A code molded into the sidewall of a tire
signifying that the tire is in compliance with the U. Page Passenger P-Metric Tire A tire used on
passenger cars and some light duty trucks and multipurpose vehicles. Tires need the correct

amount of air pressure to operate effectively. It is not. Your vehicle has also been equipped with
a TPMS malfunction indicator to indicate when the system is not operating properly. TPMS
sensors are mounted onto each tire and wheel assembly, excluding the spare tire and wheel
assembly. Page Tire Inspection And Rotation To decrease air-pressure out of a tire you can use
the pointed end of the valve cap, a pencil-style air pressure gage, or a key. Page The purpose of
a regular tire rotation is to achieve a uniform wear for all tires on the vehicle. This will ensure
that your vehicle continues to perform most like it did when the tires were new. Any time you
notice unusual wear, rotate your tires as soon as possible and check wheel alignment. Push,
pull, and then try to rotate or turn the tire. If it moves, tighten the cable. Use only radial-ply tires
with the wheels on your vehicle. Page Different Size Tires And Wheels Different Size Tires and
Wheels If you add wheels or tires that are a different size than your original equipment wheels
and tires, this could affect the way your vehicle performs, including its braking, ride and
handling characteristics, stability, and resistance to rollover. For example, a tire graded would
wear one and a half 1. Page Wheel Alignment And Tire Balance Wheel Alignment and Tire
Balance The tires and wheels on your vehicle were aligned and balanced carefully at the factory
to give you the longest tire life and best overall performance. Adjustments to wheel alignment
and tire balancing will not be necessary on a regular basis. However, if you notice unusual tire
wear or your vehicle pulling to one side or the other, the alignment might need to be checked. It
could affect the braking and handling of your vehicle, make your tires lose air and make you
lose control. You could have a collision in which you or others could be injured. They can
damage your vehicle because there is not enough clearance. If air goes out of a tire, it is much
more likely to leak out slowly. Remove the wing nut B used to retain the tool bag by turning it
counterclockwise. Turn the knob A on the jack counterclockwise to release the jack and wheel
blocks from the bracket. Remove the wheel blocks and the wheel block retainer by turning the
wing nut C counterclockwise. Page To access the spare tire, refer to the following graphics and
instructions: A. Hoist Assembly D. Jack Handle B. Hoist Shaft Extensions C. Hoist Shaft Access
E. Hoist Cable G. Hoist End of H. Page 4. Insert the open end of the extension J through the hole
in the rear bumper I hoist shaft access hole. Be sure the hoist end J of the extension D connects
to the hoist shaft B. The ribbed square end of the extension is used to lower the spare tire.
Separate the retainer from the guide pin by sliding the retainer up the pin while pressing down
on the latch. Once the retainer is separated from the guide pin, tilt the retainer and pull it
through the center of the wheel along with the cable and latch. Do a safety check before
proceeding. See Changing a Flat Tire on page for more information. If your vehicle has a center
cap place the chisel end of the wheel wrench in the slot on the wheel and gently pry the cap out.
Front Position B. Rear Position 4. Position the jack under the vehicle as shown. Attach the
wheel wrench D to the jack handle extensions C. If the vehicle slips off the jack, you could be
badly injured or killed. Never get under a vehicle when it is supported only by a jack. Remove
any rust or dirt from the wheel bolts, mounting surfaces, and spare wheel. The wheel could
come off and cause an accident. This could lead to a crash. If you have to replace them, be sure
to get new original equipment wheel nuts. Page Secondary Latch System Secondary Latch
System Your vehicle has an underbody-mounted tire hoist assembly equipped with a secondary
latch system. It is designed to stop the spare tire from suddenly falling off your vehicle. For the
secondary latch to work, the spare must be installed with the valve stem pointing down. Loosen
the cable by turning the wrench counterclockwise three or four turns. Repeat this procedure at
least two times. If the spare tire lowers to the ground, continue with Step 5 of Removing the
Spare Tire and Tools on page Page 8. Attach the jack handle, extension, and wheel wrench to
the jack and place it with the wheel blocks under the vehicle toward the front of the rear
bumper. Position the center lift point of the jack under the center of the spare tire. Page Lower
the jack by turning the wheel wrench counterclockwise. Keep lowering the jack until the spare
tire slides off the jack or is hanging by the cable. If the spare tire does not slide off the jack
completely, make sure no one is behind you or on either side of you as you pull the jack out In a
sudden stop or collision, loose equipment could strike someone. Store all these in the proper
place. Page G. Hoist Shaft Access Hole H. Spare Tire Lock 1. Put the tire H on the ground at the
rear of the vehicle with the valve stem pointed down, and to the rear. Page 6. Raise the tire fully
against the underside of the vehicle by turning the wheel wrench clockwise until you hear two
clicks or feel it skip twice. You cannot overtighten the cable. Make sure the tire is stored
securely. Push, pull A , and then try to turn B the tire. Page 1. Return the tools wheel wrench,
jack handle, and jack handle extensions to the tool bag B. Assemble wheel blocks A and jack E
together with the wing nut F. Page Lighter colored interiors may require more frequent cleaning.
Permanent damage may result from using cleaners on surfaces for which they were not
intended. If a more thorough cleaning is necessary, a clean soft cloth dampened with a mild
soap solution can be used to gently remove dust and dirt. Never use spot lifters or removers on

plastic surfaces. Notice: Certain cleaners contain chemicals that can damage the emblems or
nameplates on your vehicle. Check the cleaning product label. If it states that it should not be
used on plastic parts, do not use it on your vehicle or damage may occur and it would not be
covered by the warranty. Foreign materials such as calcium chloride and other salts, ice melting
agents, road oil and tar, tree sap, bird droppings, chemicals from industrial chimneys, etc. Keep
the wheels clean using a soft clean cloth with mild soap and water. Rinse with clean water. After
rinsing thoroughly, dry with a soft clean towel. A wax may then be applied. Page Tires Tires To
clean the tires, use a stiff brush with tire cleaner. When applying a tire dressing, always wipe off
any overspray from all painted surfaces on your vehicle. Airborne pollutants can fall upon and
attack painted surfaces on the vehicle. This damage can take two forms: blotchy, ring-shaped
discolorations, and small, irregular dark spots etched into the paint surface. Cleans, shines, and
Foaming Tire Shine protects tires. No wiping Low Gloss necessary. Medium foaming shampoo.
Cleans and Wash Wax Concentrate lightly waxes. It is very helpful if you ever need to order
parts. Page Windshield Wiper Fuses Windshield Wiper Fuses The windshield wiper motor is
protected by an internal circuit breaker and a fuse. If the motor overheats due to heavy snow,
etc. If the overload is caused by some electrical problem and not snow, etc. Page Instrument
Panel Fuse Block Instrument Panel Fuse Block The instrument panel fuse block access door is
located on the driver side edge of the instrument panel. Top View Harness Usage Connector
Page Underhood Fuse Block Underhood Fuse Block The underhood fuse block is located in the
engine compartment, on the driver side of the vehicle. Notice: Spilling liquid on any electrical
components on your vehicle may damage it. Always keep the covers on any electrical
component. The following approximate capacities are given in English and metric conversions.
See Recommended Fluids and Lubricants on page for more information. Page Engine 4. Page
Section 6 Maintenance Schedule Page Maintenance Schedule Maintenance Schedule
Introduction Important: Keep engine oil at the proper level and change as recommended. Have
you purchased the GM Protection Plan? The Plan supplements your new vehicle warranties.
See Loading Your Vehicle on page Have your vehicle serviced as soon as possible within the
next miles 1 km. It is possible that, if you are driving under the best conditions, the engine oil
life system may not indicate that vehicle service is necessary for over a year. See Engine Oil on
page Reset oil life system. See Engine Oil Life System on page An Emission Control Service.
Lubricate chassis components. See footnote. Visually check for any leaks or damage. See
footnote j. Service and Miles Kilometers Inspect fuel system for damage or leaks. Inspect
exhaust system for loose or damaged components. See footnote i. Inspect engine accessory
drive belt. See footnote m. Inspect disc brake pads for wear and rotors for surface condition.
Inspect other brake parts, including calipers, parking brake, etc. See Engine Coolant on page for
what to use. Inspect hoses. Pressure test the cooling system and pressure cap. See Engine
Coolant on page If the vehicle moves, you or others could be injured. Before you start, be sure
you have enough room around the vehicle. It should be parked on a level surface. You or others
could be injured and property could be damaged. Make sure there is room in front of your
vehicle in case it begins to roll. Page Maintenance Record Maintenance Record After the
scheduled services are performed, record the date, odometer reading, who performed the
service, and the type of services performed in the boxes provided. See Maintenance
Requirements on page Any additional information from Owner Checks and Services on page
can be added on the following record pages. You should retain all maintenance receipts.
Sometimes, however, despite the best intentions of all concerned, misunderstandings can
occur. If you do not agree with the decision given in your case, you may reject it and proceed
with any other venue for relief available to you. Customer Assistance Offices Chevrolet
encourages customers to call the toll-free number for assistance. For vehicles purchased in
Canada, call Service is available 24 hours a day, days a year. As the owner of a new Chevrolet
vehicle, you are automatically enrolled in the Chevrolet Roadside Assistance program. Who is
Covered? Roadside Assistance coverage is for the vehicle operator, regardless of ownership.
Page Calling For Assistance However, any cost for parts and labor for non-warranty repairs are
the responsibility of the driver. Chevrolet and General Motors of Canada Limited reserve the
right to limit services or reimbursement to an owner or driver when, in their sole discretion, the
claims become excessive in frequency or type of occurrence. Page Transportation Options
Transportation Options Warranty service can generally be completed while you wait. However, if
you are unable to wait, GM helps to minimize your inconvenience by providing several
transportation options. Depending on the circumstances, your dealer can offer you one of the
following: Shuttle Service Shuttle service is the preferred means of offering Courtesy
Transportation. Many insurance policies provide reduced protection to your GM vehicle by
limiting compensation for damage repairs by using aftermarket collision parts. Page Owner
Information Service Publications Ordering Information Service Manuals Service Manuals have

the diagnosis and repair information on engines, transmission, axle suspension, brakes,
electrical, steering, body, etc. Each bulletin contains instructions to assist in the d
tankless water heater wiring diagram
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iagnosis and service of your vehicle. For example, your vehicle uses computer modules to
monitor and control engine and transmission performance, to monitor the conditions for airbag
deployment and deploy airbags in a crash and, if so equipped, to provide antilock braking to
help the driver control the vehicle. In addition to the vehicle manufacturer, other parties, such
as law enforcement, that have the special equipment, can read the information if they have
access to the vehicle or the EDR. Page Audio System s Page Customer Assistance Information
cont. Reporting Safety Defects to the Canadian Government Page Gage Engine Coolant
Temperature Page Jump Starting Page Lockout Protection Page Navigation System, Privacy
Page Remote Vehicle Start Page Service Page Tire Pressure Light Page Vehicle Control This
manual is also suitable for: Suburban Print page 1 Print document pages. Cancel Delete. Sign In
OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.

