2008 chevy uplander fuse box diagram

Rosen Nissan helped make these videos. The video above shows how to check for blown fuses
in the interior fuse box of your Chevrolet Uplander and where the fuse panel diagram is located.
If your map light, stereo, heated seats, headlights, power windows or other electronic
components suddenly stop working, chances are you have a fuse that has blown out. If your
Uplander is experiencing electrical problems, you should always check the fuses first, because
they are relatively easy to check and cheap to change. Some Chevrolets have multiple interior
fuse boxes even the trunk - the video above will show you where the interior fuse box of your
Uplander is located. The more electronics your Uplander has, the more fuses it has. Some
components may have multiple fuses, so make sure you check all of the fuses that are linked to
the component in question. If you need to replace a blown fuse in your Uplander, make sure you
replace it with one that has the same amperage as the blown fuse. If checking and replacing the
fuse for the component in question doesn't work, we recommend seeking assistance from a
trusted professional mechanic. They should be able to figure out if the component needs to be
replaced or if there is a short or some other problem with your Uplander. Hans Angermeier has
produced over , videos showing drivers how to fix things on their cars. He has broad expertise
on basic repair procedures covering the majority of cars on the road. Do you ever get into your
friend's car and notice a bad smell? A dirty cabin air filter could be the culprit. Car companies
often use the same engines in different cars. They also slightly alter the styling and sell the
same car by two different names amongst other tricks to help offset development costs. Our
system selects the most applicable video for your car based, in part, on these characteristics.
The video displayed may not look exactly like your car, but may be relevant enough for you to
get a good idea how to do it. Getting Started - Prepare for the repair. Share on. Full list of part
and tools. Author Hans Angermeier has produced over , videos showing drivers how to fix
things on their cars. Bad odors inside? Check this. Seal minor power steering fluid leaks. See
how to seal up minor power steering fluid leaks. Change a flat tire. Learn where your spare tire
and jack are located before you need it on the side of the road. Change the parking light. Small
bulbs that burn out regularly - did you know you can replace these with LED lights? See all
videos for the Chevrolet Uplander. We have a massive and growing video library, but we don't
have everything Lake Chevy helped make these videos. The video above shows how to replace
blown fuses in the interior fuse box of your Chevrolet Uplander in addition to the fuse panel
diagram location. Electrical components such as your map light, radio, heated seats, high
beams, power windows all have fuses and if they suddenly stop working, chances are you have
a fuse that has blown out. If your Uplander is experiencing electrical problems, you should
always check the fuses first, because they are relatively easy to check and cheap to change.
Some Chevrolets have multiple interior fuse boxes including in the trunk - the video above will
show you where the interior fuse box of your Uplander is located. If your Uplander has many
options like a sunroof, navigation, heated seats, etc, the more fuses it has. Some components
may have multiple fuses, so make sure you check all of the fuses that are linked to the
component in question. If you need to replace a blown fuse in your Uplander, make sure you
replace it with one that has the same amperage as the blown fuse. If checking and replacing the
fuse for the component in question doesn't work, we recommend seeking assistance from a
trusted professional mechanic. They should be able to figure out if the component needs to be
replaced or if there is a short or some other problem with your Uplander. Hans Angermeier has
produced over , videos showing drivers how to fix things on their cars. He has broad expertise
on basic repair procedures covering the majority of cars on the road. Carmakers are hiding
interior fuse boxes all over the place these days - see how to check your interior fuses here! Car
companies often use the same engines in different cars. They also slightly alter the styling and
sell the same car by two different names amongst other tricks to help offset development costs.
Our system selects the most applicable video for your car based, in part, on these
characteristics. The video displayed may not look exactly like your car, but may be relevant
enough for you to get a good idea how to do it. Getting Started - Prepare for the repair. Share
on. Full list of part and tools. Author Hans Angermeier has produced over , videos showing
drivers how to fix things on their cars. Replace the front turn signal. If your blinker doesn't
blink, or blinks rapidly, you likely have a burnt out bulb. Check for a blown interior fuse. Change
center stop light. Don't be the guy with your third brake light burnt out. See all videos for the
Chevrolet Uplander. We have a massive and growing video library, but we don't have everything
David Hobbs helped make these videos. The video above shows how to replace blown fuses in
the interior fuse box of your Chevrolet Uplander in addition to the fuse panel diagram location.
Electrical components such as your map light, radio, heated seats, high beams, power windows
all have fuses and if they suddenly stop working, chances are you have a fuse that has blown
out. If your Uplander is experiencing electrical problems, you should always check the fuses
first, because they are relatively easy to check and cheap to change. Some Chevrolets have

multiple interior fuse boxes including in the trunk - the video above will show you where the
interior fuse box of your Uplander is located. If your Uplander has many options like a sunroof,
navigation, heated seats, etc, the more fuses it has. Some components may have multiple fuses,
so make sure you check all of the fuses that are linked to the component in question. If you
need to replace a blown fuse in your Uplander, make sure you replace it with one that has the
same amperage as the blown fuse. If checking and replacing the fuse for the component in
question doesn't work, we recommend seeking assistance from a trusted professional
mechanic. They should be able to figure out if the component needs to be replaced or if there is
a short or some other problem with your Uplander. Hans Angermeier has produced over ,
videos showing drivers how to fix things on their cars. He has broad expertise on basic repair
procedures covering the majority of cars on the road. If your brake fluid is a little low, learn how
to add some here. Ignoring a low level leads to big problems. Flushing the coolant in your car is
not that hard and will extend the life of your engine tremendously - learn how here! Car
companies often use the same engines in different cars. They also slightly alter the styling and
sell the same car by two different names amongst other tricks to help offset development costs.
Our system selects the most applicable video for your car based, in part, on these
characteristics. The video displayed may not look exactly like your car, but may be relevant
enough for you to get a good idea how to do it. Getting Started - Prepare for the repair. Share
on. Full list of part and tools. Author Hans Angermeier has produced over , videos showing
drivers how to fix things on their cars. Change a flat tire. Learn where your spare tire and jack
are located before you need it on the side of the road. Add brake fluid. Coolant flush. Replace
fog lights. Don't be caught in the fog with burnt out fog light bulbs. See all videos for the
Chevrolet Uplander. We have a massive and growing video library, but we don't have everything
Lake Ford helped make these videos. If your convenience lights, turn signals, seat warmers,
stereo, headlights or other electronic components suddenly stop working, chances are you
have a fuse that has blown out. The video above shows how to check and change blown fuses
in the engine bay of your Chevrolet Uplander in addition to where the fuse box diagram is
located. Fuses should always be the first thing you check if your Uplander is experiencing
electrical difficulties because they are relatively easy and inexpensive to change yourself. The
more electronics your Uplander has, the more fuses it has. Some Chevrolets have multiple fuse
boxes in the engine bay, so be sure to find the fuse s in question. Some components may have
multiple fuses, so make sure you check all of the fuses that are linked to the component that is
no longer working properly. If you need to replace a blown fuse in your Uplander, make sure
you replace it with one that has the same amperage as the blown fuse. If checking and replacing
the fuse for the component in question doesn't work, we recommend seeking assistance from a
trusted professional mechanic. They should be able to figure out if the component needs to be
replaced or if there is a short or some other problem with your Uplander. Hans Angermeier has
produced over , videos showing drivers how to fix things on their cars. He has broad expertise
on basic repair procedures covering the majority of cars on the road. Transmissions that leak
fluid usually have never been flushed and the seal is finally leaking. The right stop leak product
can cure a lot. Leaking coolant is usually a sign that your water pump needs to be replaced.
This video shows you how to quickly plug it. Carmakers are hiding interior fuse boxes all over
the place these days - see how to check your interior fuses here! Car companies often use the
same engines in different cars. They also slightly alter the styling and sell the same car by two
different names amongst other tricks to help offset development costs. Our system selects the
most applicable video for your car based, in part, on these characteristics. The video displayed
may not look exactly like your car, but may be relevant enough for you to get a good idea how
to do it. Getting Started - Prepare for the repair. Share on. Full list of part and tools. Author Hans
Angermeier has produced over , videos showing drivers how to fix things on their cars. Add
antifreeze. Low coolant levels is all to common - top yours up today. Dealing with minor
transmission fluid leaks. Plug minor coolant leaks. Check for a blown interior fuse. See all
videos for the Chevrolet Uplander. We have a massive and growing video library, but we don't
have everything Autos helped make these videos. The video above shows how to replace blown
fuses in the interior fuse box of your Chevrolet Uplander in addition to the fuse panel diagram
location. Electrical components such as your map light, radio, heated seats, high beams, power
windows all have fuses and if they suddenly stop working, chances are you have a fuse that has
blown out. If your Uplander is experiencing electrical problems, you should always check the
fuses first, because they are relatively easy to check and cheap to change. Some Chevrolets
have multiple interior fuse boxes including in the trunk - the video above will show you where
the interior fuse box of your Uplander is located. If your Uplander has many options like a
sunroof, navigation, heated seats, etc, the more fuses it has. Some components may have
multiple fuses, so make sure you check all of the fuses that are linked to the component in

question. If you need to replace a blown fuse in your Uplander, make sure you replace it with
one that has the same amperage as the blown fuse. If checking and replacing the fuse for the
component in question doesn't work, we recommend seeking assistance from a trusted
professional mechanic. They should be able to figure out if the component needs to be replaced
or if there is a short or some other problem with your Uplander. Hans Angermeier has produced
over , videos showing drivers how to fix things on their cars. He has broad expertise on basic
repair procedures covering the majority of cars on the road. On many cars, the high beam bulb
runs at reduced power during the day - check 'em and change 'em! Power steering fluid is easy
to check and many people mechanics included often forget about - learn how here. Car
companies often use the same engines in different cars. They also slightly alter the styling and
sell the same car by two different names amongst other tricks to help offset development costs.
Our system selects the most applicable video for your car based, in part, on these
characteristics. The video displayed may not look exactly like your car, but may be relevant
enough for you to get a good idea how to do it. Getting Started - Prepare for the repair. Share
on. Full list of part and tools. Author Hans Angermeier has produced over , videos showing
drivers how to fix things on their cars. Replace brights. Secure precious cargo. You love your
kids right? See how to properly secure their car seat. How to seal minor transmission fluid
leaks. Minor transmission fluid leaks can often be fixed with the right sealant - see how to do
this. Check power steering fluid level. See all videos for the Chevrolet Uplander. We have a
massive and growing video library, but we don't have everything Quick Links. Table of
Contents. Seats and Restraint Systems Features and Controls Starting and Operating Your
Vehicle. Instrument Panel Warning Lights, Gages, and Indicators. Driving Your Vehicle Your
Driving, the Road, and Your Vehicle. Service and Appearance Care Windshield Wiper Blade
Replacement. Maintenance Schedule Customer Assistance and Information Customer
Assistance and Information. General motors chevrolet avalanche owner manual pages.
Automobile Chevrolet Uplander Owner's Manual pages. If this This safety There are a number of
safety cautions in this book. Symbols are shown along with Notice: These mean there is
something that could the text describing the operation or information damage your vehicle.
Page 5 These are some examples of symbols that may be found on the vehicle The sudden
movement could startle adjust the seat forward or and confuse you, or make you push a pedal
rearward. If it does, the Your vehicle may have heated seat buttons are located on the climate
this feature. If it does, control panel. Both indicator lights to the left of the symbol will be lit to
indicate that it is on the high setting. Press the button a second time to go to the low setting.
Even if you buckle up, your safety belts can not do their job when you are reclined like this. The
shoulder belt can not do its job because it will not be against your body. By using the levers
and straps in the correct order, you can easily remove the seats from the vehicle. When
reinstalling the seats, make sure the seats are in the proper positions. Use this feature for
exiting and entering Hang on to the strap third row seats. Page 15 Bucket Seats The other lever
is located on the rear If your vehicle has the bucket seats, the seatbacks can of the bucket seat.
The seats can also be adjusted forward or rearward, or removed. One of the bucket seats may
be equipped with a built-in child restraint. That could cause injury to the person sitting there.
Always press rearward on the seatback to be sure it is locked. Page Removing The Bucket
Seats To recline the seatback, pull the nylon strap or lift the recliner lever. Press back on the
seatback until you reach the desired position, then let go of the strap or lever. To return the
seatback to an upright position, pull on the nylon strap or lift the recliner lever without putting
any pressure on the seatback. Page 18 You can also lift the lever on the side of the seat to 4. Do
not let go of the strap or lever until the seat is folded all the way forward. The person forward in
a sudden stop or crash. That could wearing the belt could be seriously injured. Page Captain
Chairs 2. If the front hooks are not attaching correctly, check that 3. There are two manual
adjustment bars on each seat. One is located under the front of the seat cushion. The other one
is located under the rear of the seat cushion. Page 24 1. Push and pull on the seat to be sure it
is properly attached. It is a full bench seat and may come with the convenience center. Remove
the convenience center, if equipped. Pull the seat rearward and out of the vehicle. See
Convenience Center on page for more The release handle can be used to carry the seat. In a
belts properly. It tells you some things you should not collision, people riding in these areas are
more do with safety belts. If you do have a it goes. Page 30 Put someone on it. Get it up to
speed. Then stop the vehicle. Page 31 The person keeps going until stopped by something. In a
real vehicle, it could be the windshield You could be â€” whether you are wearing a safety belt
or not. But you can unbuckle a safety belt, even if you are upside down. Page Driver Position
First, you will want to know which restraint systems your If I am a good driver, and I never drive
far from vehicle has. We will start with the driver position. You may be an excellent driver, but if
you are in an accident â€” Page 34 4. Push the latch plate into the buckle until it clicks. Pull up

on the latch plate to make sure it is secure. If the belt is not long enough, see Safety Belt
Extender on page Make sure the release button on the buckle is positioned so you would be
able to unbuckle the safety belt quickly if you ever had to. Page 35 The lap part of the belt
should be worn low and snug on the hips, just touching the thighs. In a crash, this applies force
to the strong pelvic bones. And you would be less likely to slide under the lap belt. If you slid
under it, the belt would apply force at your abdomen. Page 36 What is wrong with this? In a
crash, you would move forward too much, which could increase injury. The shoulder belt is too
loose. It will not give nearly as much protection this way. Page 37 What is wrong with this? In a
crash, the belt would go up over your abdomen. The belt forces would be there, not at the pelvic
bones. Page 38 What is wrong with this? The belt would be much too high. In a crash, you can
slide under the belt. The belt force would then be applied at the abdomen, not at the pelvic
bones, and that could cause serious or fatal injuries. Page 39 What is wrong with this? In a
crash, your body would move too far forward, which would increase the chance of head and
neck injury. Also, the belt would apply too much force to the ribs, which are not as strong as
shoulder bones. Page 40 What is wrong with this? In a crash, you would not have the full width
of the belt to spread impact forces. Page Safety Belt Use During Pregnancy Before you close
the door, be sure the belt is out of Adjust the height so that the shoulder portion of the the way.
If you slam the door on it, you can damage belt is centered on your shoulder. The belt should
both the belt and your vehicle. When a safety belt is worn properly, it is more All rear seating
positions have lap-shoulder belts. For Here is how to wear one properly. Page 43 When the
shoulder belt is pulled out all the way, it will lock. If it does, let it go back all the way and start
again. Rear safety belt comfort guides will provide added safety belt comfort for older children
who have outgrown CAUTION: booster seats and for small adults. Page 45 1. Remove the guide
from its storage pocket on the 2. Place the guide over the belt and insert the side of the
seatback. Page 46 3. Buckle, position and release the safety belt as The guide must be on top of
the belt. Make sure that the shoulder belt crosses the shoulder. Although Older Children you
cannot see them, they are located on the retractor part of the safety belts for the driver and right
front passenger. Page 48 What is the proper way to wear safety belts? If possible, an older child
should wear a lap-shoulder belt and get the additional restraint a shoulder belt can provide. The
shoulder belt should not cross the face or neck. Move the child toward the center of the vehicle,
Never do this. Instead, they need to use a child restraint. People should never hold a baby in
their arms while riding in a vehicle. Airbags plus lap-shoulder belts offer protection for adults
and older children, but not for young children and infants. Page 52 For most basic types of child
restraints, there are many different models available. If it is, the restraint will have a label saying
that it meets federal motor The body structure of a young child is quite vehicle safety standards.
Page Child Restraint Systems Child Restraint Systems A rear-facing infant seat B provides
restraint with the seating surface against the back of the infant. The harness system holds the
infant in place and, in a crash, An infant car bed A , a special bed made for use in a acts to keep
the infant positioned in the restraint. Some with surfaces such as T-shaped or shelf-like shields.
Page 55 When choosing a child restraint, be sure the child How do child restraints work? If it is,
A child restraint system is any device designed for it will have a label saying that it meets
federal use in a motor vehicle to restrain, seat, or position motor vehicle safety standards.
General Motors recommends that child restraints A child in a rear-facing child restraint can be
be secured in a rear seat, including an infant riding in a seriously injured or killed if the right
front rear-facing infant seat, a child riding in a forward-facing Page Top Strap Wherever you
install it, be sure to secure the child restraint properly. Keep in mind that an unsecured child
restraint can move around in a collision or sudden stop and injure people in the vehicle. Be sure
to properly secure any child restraint in your vehicle â€” Page Top Strap Anchor Location If the
position you are using has an adjustable head restraint, route the top strap under it. See Head
Restraints on page Once you have the top strap anchored, you will be ready to secure the child
restraint itself. Instead, it uses vehicle anchors and child restraint attachments to secure the
restraints. Page 60 To assist you in locating the lower anchors for this child restraint system,
each seating position with the LATCH system has a label on the seatback. The labels are
located at each lower anchor position, near the base of each second row seating position. Page
62 3. Buckle the belt. Make sure the release button is 4. Pull the rest of the shoulder belt all the
way out of positioned so you would be able to unbuckle the the retractor to set the lock. Page
63 5. To tighten the belt, push down on the child restraint, pull the shoulder portion of the belt to
tighten the lap portion of the belt and feed the shoulder belt back into the retractor. A rear seat
is a safer place to A child in a rear-facing child restraint can be secure a forward-facing child
restraint. See Where to seriously injured or killed if the right front Put the Restraint on page Put
the child restraint on the seat. Page 66 5. Pull the rest of the shoulder belt all the way out of 6.
To tighten the belt, push down on the child restraint, the retractor to set the lock. Push and pull

the child restraint in different directions to be sure it is secure. Rotate the head restraint
rearward until it touches the top of the seatback. Make sure there is no gap between the lower
edge of the head restraint and the top of the seatback. Lower the child restraint cushion. Page
72 6. Select only one side of the harness. Place the Push the latch plate A into the buckle until it
clicks. Be sure the buckle is free of any foreign objects that may prevent you from securing the
latch plates. Page 74 Pull the shoulder harness adjustment strap A Unlatch the harness by
pushing the button on the buckle. Unfasten the shoulder harness clip. Fold the child restraint
cushion and leg rest up into the seatback. Page 77 4. Rotate the head restraint forward and
push it all the and secure it by pressing the upper corners way down. Just like the other
restraint systems in your vehicle, your built-in child restraint needs to be periodically checked
and may need to have parts replaced after a crash. See Airbag Readiness Light on page for
more information. Anyone who is up against, or very close to, Where Are the Airbags? Do not
put anything between an occupant and an airbag, and do not attach or put anything on the
steering wheel hub or on or near any other For more severe frontal impacts, full deployment
occurs. For both would not likely help the occupants. Page 88 Your vehicle has a rear seat that
will accommodate a The passenger sensing system is designed to turn off rear-facing child
restraint. Page 89 If a child restraint has been installed and the on For some children who have
outgrown child restraints indicator is lit, turn the vehicle off. Page 90 CAUTION: If the airbag
readiness light in the instrument panel cluster ever comes on and stays on, it means that
something may be wrong with the airbag system. Collision damage After a Crash also may
mean you will need to have safety belt, built-in child restraint, LATCH system or seat parts
repaired or replaced. They could operate the power windows or other controls or even make the
vehicle move. The children or others could be badly injured or even killed. Do not leave the keys
in a vehicle with children. If equipped, the keyless entry system operates on a If a replacement
key or any additional key is needed, radio frequency subject to Federal Communications you
must purchase this key from your dealer. This is normal for any remote keyless entry system.
Page Remote Vehicle Start : If your vehicle has this Lock : To lock all doors and the liftgate,
press the feature, you can start the engine from outside the lock button on the remote keyless
entry transmitter. Page Battery Replacement Battery Replacement Under normal use, the battery
in your remote keyless entry transmitter should last about three years. You can tell the battery
is weak if the transmitter will not work at the normal range in any location. If you have to get
close to your vehicle before the transmitter works, it is probably time to change the battery.
Page Remote Vehicle Start Remote Vehicle Start To start the engine using the remote start
feature, do the following: This feature allows you to start the engine from outside 1. Aim the
remote keyless entry transmitter, equipped the vehicle. Laws in some local communities may
restrict the use of 2. From the outside, use your key or the remote keyless entry transmitter.
Page Power Door Locks Power Door Locks From the inside, press the top of the power door
lock switch, located on either front door, to unlock all doors and the liftgate. With the content
theft-deterrent system, the power door From the inside, use the manual or power door locks.
Page Delayed Locking Delayed Locking Sliding Door Delayed Locking If either sliding door is
open when you use the power door This feature allows the locking of the vehicle to be locks to
lock the vehicle, the sliding door that is open will delayed until all doors have been closed for
not lock. This feature cannot guarantee that you will never be locked out of the vehicle. Page
CAUTION: If your vehicle is facing downward on a steep grade 15 percent or more , the door
may not stay open and could slam shut, possibly injuring someone. To make sure the door
does not slam shut be sure to hold it open until everyone is clear of the door, and only then
allow it to slowly close. Page Sliding Door Security Lock Sliding Door Security Lock If your
vehicle has power sliding door s , you can prevent power opening of the sliding door from the
Your vehicle is equipped with sliding door security locks passenger power sliding door psd
activation switch by that helps prevent young children or other passengers pressing the psd
second row passenger override from opening the sliding door s using the inside deactivation
switch located on the overhead console. Page If your vehicle has dual power sliding doors, you
have If you have a single PSD, these switches. The transaxle does not have to be in to release
the door latch. Page If the power sliding door has been manually locked, you must unlock the
PSD before it can be opened. Notice: If you leave the power sliding door on when you go
through an automatic car wash, the door may accidentally open. Be sure the power sliding door
is turned off when going through a car wash. Make sure the door grade 15 percent or more , the
door may not path is clear before closing the door. Page Liftgate If the door does not travel to
the fully open position, press the overhead console switch to the override CAUTION:
deactivation position and slide the door fully open and closed. Check for foreign objects in the
tracks. Repeat the procedure starting with Step 1. If the door It can be dangerous to drive with
the liftgate resists travel to the fully open position, see your open because carbon monoxide CO

gas can They can be overcome by the extreme heat and suffer permanent injuries or even death
from heat stroke. Never leave a child, a helpless adult, or a pet alone in a vehicle, especially with
the windows closed in warm or hot weather. Your vehicle may have power rear quarter
windows. To open, pull the latch This switch, located in forward to release it, the overhead
console then swing the window switchbank, is used outward. Vehicle theft is big business,
especially in some cities. You can also remove them from the center mount and Although your
vehicle has a number of theft-deterrent swing them to the side. Page Arming with the Remote
Keyless Entry While armed, the doors will not unlock with the power door lock switch.
Transmitter Once armed, the alarm will go off if someone tries to enter the vehicle without using
the remote keyless entry Your alarm system will arm if the key is not in the transmitter or a key,
or turns the ignition to RUN. Turn the ignition off and try again. Verify the new key has PK3
stamped on it. Your Vehicle 2. Insert the original, already programmed key into the ignition lock
cylinder and start the engine. If the New Vehicle Break-In engine will not start, see your dealer
for service. C RUN : This is the position to which the switch returns after the engine is started
and the ignition key is released. You will get easier starting Plugging the cord into an
ungrounded outlet and better fuel economy during engine warm-up. Then move the shift lever
into the desired gear. See Shifting Out of Park P on page The repairs would not be is moving
forward could damage the transaxle. This is like four-wheel drive, but there is no separate lever
or switch to engage or disengage the front axle. See Brake System Warning Light on page
CAUTION: To release the parking brake, hold the regular brake pedal down with your right foot
while you push down on the parking brake pedal with your left foot. It contains the gas carbon
monoxide CO , which you cannot see or smell. It can cause unconsciousness and death. But if
you ever have to, here are some things to know. Leave the control in the center position to
prevent Manual Rearview Mirror moving the mirrors once they are adjusted. Use the arrows on
the bottom control to adjust the While sitting in a comfortable driving position, adjust the
position of each mirror. System Operation is subject to the following two conditions: 1. This
device may not cause harmful interference. Follow these steps to Release both buttons. Locate
in the garage, the garage door opener receiver motor-head unit. This can usually be found
where the hanging antenna wire is attached to the Canadian radio-frequency laws require
transmitter motor-head unit. The cupholders have a items. If the vehicle has an extended
wheelbase, it can rubber liner that can be removed, so that larger cups can carry even larger
items. Page Storage Bin Storage Bin Your vehicle may have a storage bin located on the
overhead rail that you can use for storage. Switch hands and repeat Steps 2 through 4 for the
latch on the opposite side of the storage bin. Page Overhead Console Without Rail Overhead
Console Without Rail Second Row Center Console If your vehicle has an overhead console
without the rail If your vehicle has the second row center console, system, it has two reading
lights, a courtesy light, use the following procedure to remove or install and a switchbank. Page
Convenience Net With Rear Convenience Center Convenience Net Notice: Loading cargo on the
luggage carrier that weighs more than lbs 68 kg or hangs over With Rear Convenience Center
the rear or sides of the vehicle may damage your vehicle. Load cargo so that it rests on the slats
Your vehicle may have a convenience net. The convenience net is designed to help keep small
loads, like grocery bags, from falling over. Install the If any removable convenience item is not
convenience net at the rear of your vehicle, inside secured properly, it can move around in a the
liftgate. Slide the convenience center in and align it to the rear seat. Make sure that all items are
off the convenience 5. Press down on the front of the convenience center center and that it is
empty. Page The main components of the instrument panel are the following: A. Air Outlets. See
Outlet Adjustment on page Audio System. See Audio System s on page See Turn J. Exterior
Lamps Control. They Press near or on the horn symbols on your steering also let police know
you have a problem. Your front wheel pad to sound the horn. See Windshield Washer on page
For information on the headlamps, see Exterior Lamps on page Turn and Lane-Change Signals
The turn signal has two upward for right and two downward for left positions. Page Windshield
Wipers Windshield Wipers Be sure to clear ice and snow from the wiper blades before using
them. If they are frozen to the windshield, carefully loosen or thaw them. If your blades do
become You control the windshield wipers by turning the band worn or damaged, get new
blades or blade inserts. Cruise control can be dangerous where you cannot drive safely at a
steady speed. So, do not use your cruise control on winding roads or in heavy traffic. Page
Setting Cruise Control This symbol will appear on the instrument panel cluster when the cruise
control is set. CAUTION: If you leave your cruise control on when you are not using cruise, you
might hit a button and go into cruise when you do not want to. This symbol will disappear when
the brakes are applied You could be startled and even lose control. When going up steep hills,
the accelerator operates the exterior pedal might have to be used in order to maintain lamps.
AUTO mode, This feature, if equipped, will automatically activate the if enabled, will turn the

exterior lamps on and off headlamps and parking lamps after the windshield automatically
depending on how much light is available wipers have been in use for about 30 seconds and
when outside the vehicle. When it is bright enough Automatic Headlamp System outside, the
exterior lamps will turn off and the DRL will turn on. Page Instrument Panel Brightness
Instrument Panel Brightness Interior Lamps Control The knob to adjust The interior lamp
control is the instrument panel located to the right of the brightness is located exterior lamp
controls in the center of the on the instrument panel to interior lamp controls. Page Dome Lamp
Dome Lamp The interior lamps may stay on for up to 25 seconds after all doors have been
closed if they have not been locked. See Delayed Lighting on page The dome lamp is located in
the headliner and has two buttons to manually turn it on or off. Page Exit Lighting Exit Lighting
Rear Reading Lamps With exit lighting, the interior lamps will come on for There are two reading
lamps in the third row headliner. Page Battery Run-Down Protection Battery Run-Down
Protection Overhead Console Switchbank Your vehicle has a feature to help prevent you from
draining the battery, in case you accidentally leave the interior lamps on. If you leave any
interior lamps on while the ignition is in lock or off, they will automatically turn off after 10
minutes. It operates backing up. When not in use, keep the cover on. Page Power Outlet Volt
Alternating Current When adding electrical equipment, be sure to follow The power outlet is the
proper installation instructions included with located behind the the equipment. Page Climate
Controls Climate Controls To change the current mode, select one of the following: Vent : This
mode directs air to the instrument Climate Control System panel outlets. With this system you
can control the heating, cooling Bi-Level : This mode directs half of the air to the and ventilation
for your vehicle. Page The air conditioning system removes moisture from the Fan : Turn the
left knob clockwise or air, so you may sometimes notice a small amount of counterclockwise to
increase or decrease the fan speed. Page Rear Window Defogger Defogging and Defrosting
Rear Window Defogger Fog on the inside of windows is a result of high humidity, The rear
window defogger uses a warming grid to or moisture, condensing on the cool window glass.
Page Outlet Adjustment Outlet Adjustment Rear Climate Control System Your vehicle may have
a rear climate control system Open : Turn the thumbwheel to this position to that allows the
driver to adjust the fan speed for the rear open the air outlets. This system works with the main
climate control system in your vehicle. Slide the fan knob to 0 to turn the fan off. Page Rear Air
Outlets The arrows indicate that to increase or decrease Decrease Setting : Press this button to
temperature, you need to press either the left or right decrease the fan or temperature setting
when arrows arrow button. The displayed arrows and temperature are active in the display. This
part describes the warning lights and gages that When one of the warning lights comes on and
stays may be on your vehicle. Page Instrument Panel Cluster Instrument Panel Cluster Your
instrument panel cluster is designed to let you know at a glance how your vehicle is running.
The indicator warning lights and gages are explained on the following pages. START, a chime
will be provided for several seconds to The light comes on if there is an electrical problem. You
may notice that the pedal Light is harder to push. It may take longer to stop. If the light is still
on, have the vehicle towed for service. Engine Coolant Temperature Gage Your vehicle is
equipped with a traction control system warning light. Page Oil Pressure Light If you experience
one or more of these conditions, This can happen if you have recently replaced your change the
fuel brand you use. It will require at least battery or if your battery has run down. The diagnostic
one full tank of the proper fuel to turn the light off. The light will go out when you regarding this
light, turn the ignition on. This light will come on Here are four things some owners ask about.
All these when the high-beam things are normal and do not indicate that anything headlamps or
the is wrong with the fuel gage. This mode shows the distance the vehicle has been driven in
either miles or kilometers. Trip A and Trip B Information : Press this button to display the
odometer, trip distance, time elapsed, average speed, Press the information button until A or B
displays. This mode is like a stopwatch, in that you can displays. This mode shows the
approximate number of clock the time it takes to get from one point to another. This mode
shows the approximate average This is normal. Your vehicle may have personalization
following items: capabilities that allow you to program certain features to a preferred setting for
up to two drivers. Page Compass Calibration Uplevel Only The compass is self-calibrating,
which eliminates the need to manually set the compass. However, under certain circumstances,
such as during a long distance cross-country trip, it will be necessary to compensate for
compass variance and reset the zone through the DIC. Page Dic Warnings And Messages 5. DIC
will go into a reminder mode. Press any of the DIC buttons to acknowledge this This message
will display when the system detects that warning message and to clear it from the screen. It
will also re-display for two seconds if the not fully tightened. It will also re-display for two
seconds if the is overheating, severe engine damage may occur. It will also re-display for two
seconds if the message will display when the hood is not closed message has been

acknowledged, but the condition still properly. It will also re-display for two seconds if the
completely. Press any of the DIC buttons to acknowledge door is not closed properly. This may
be caused if any of message will display when a remote start is initiated. Press any of the DIC
buttons to acknowledge this This message will display when the right rear turn signal message
and to clear it from the screen. Press any of the DIC buttons to acknowledge this If your vehicle
has the traction control system, this message and to clear it from the screen. When this This
message cannot be acknowledged. Page Turn Signal On This message will only display while
the ignition is in This message will continue to display for two seconds if RUN and will
disappear after two seconds. It will also re-display for two seconds if the Any of the following
conditions may cause the traction message has been acknowledged, but the condition still
control system to turn off Your vehicle may have customization capabilities that The default
settings for the customization and allow you to program certain features to one preferred
personalization features were set when your vehicle setting. Page 3. YES: The customization
and personalization features will be set to their factory default settings. The DIC will then
display an instruction screen. If YES is selected, the keys will need to be Press the menu button
to display the modes that personalized again to be recognized as key 1 or 2. The radio will
service that is based in the 48 contiguous United States. Whenever that preset and source.
Press the CAT button. Take the vehicle to your GM dealer for service. Tune to another channel.
CH Unavail Channel no longer This previously assigned channel is no longer assigned. This
label is needed to activate the service. Unknown Radio ID not known If this message is received
when tuned to channel 0, there Turn the ignition on. If the ignition or radio is turned off, with a
CD in 2. Press and release the load button. When the ignition or radio is turned on, the CD will
start playing where it 3. Page Order of Play File System and Naming Tracks will be played in the
following order: The song name that will be displayed will be the song name that is contained in
the ID3 tag. Insert a CD partway into the slot, label side up. CD is playing. The inactive CD will
remain safely inside the radio for future listening. Page 4. Press and hold the song list button to
save the After a track has been deleted, the remaining tracks are track into memory. When song
list is pressed, moved up the list. When another track is added to the one beep will be heard
immediately. The RSE system includes a DVD player, a video display screen, auxiliary inputs,
two sets following reasons: of wireless headphones, and a remote control. The driver cannot
safely view the video screen The headphones will shut off automatically to save the while
driving and should not try to do so. If the hissing sound in To adjust the volume, do the
following: the wireless headphones seems excessive, make sure that the headphone batteries
are fully charged. Do not touch the screen. Press this button while a disc is playing to pause it.
Press it again to continue play of a disc. You when the disc is stopped, to eject the disc. The up
and down arrows will move through MP3 folders. Enter : Press this button to select the choice
that is highlighted in any menu. Press this button while a disc is playing to subtitles. Each press
of this button will move the pause it. Press it again to continue playing the disc. To exit this
menu, To use the RSE OSD menu when using a DVD or an press the display or the return button
on the remote auxiliary device, do the following: control or wait for the menu to time out. The
ignition may not be in. Adjust the volume. The selected radio station will appear on the display.
If the front passengers are listening to the radio, the RSA will not switch between the bands and
cannot change the station. Tune : When listening to the radio, press the right or the left arrow to
go to the next or the previous station and stay there. This function the video screen, below the
auxiliary jacks. The The range for most AM stations is greater than for radio will go to the next
preset station stored on FM, especially at night. If the mast should ever and dust. Page Police
records show that almost half of all motor The obvious way to eliminate the leading highway
vehicle-related deaths involve alcohol. In most cases, safety problem is for people never to
drink alcohol and these deaths are the result of someone who was then drive. Page According
to the American Medical Association, a lb It is the amount of alcohol that counts. Page But the
ability to drive is affected well below a BAC of There is something else about drinking and
driving that 0. Research shows that the driving skills many people do not know. That could be a
lot of distance in an emergency, so keeping enough space between your vehicle and others is
important. You have three systems that make your vehicle go where you want it to go. They are
the brakes, the steering, and And, of course, actual stopping distances vary greatly the
accelerator. ABS is an advanced electronic braking system that will help prevent a braking skid.
When you start your engine and begin to drive away, your anti-lock brake system will check
itself. You may hear a momentary motor or clicking noise while this test is going on, and you
may even notice that your brake pedal moves or pulses a little. Page Braking In Emergencies
The anti-lock system can change the brake pressure Remember: Anti-lock does not change the
time you faster than any driver could. The computer is need to get your foot up to the brake
pedal or always programmed to make the most of available tire and road decrease stopping

distance. Page Traction Control System Tcs Traction Control System TCS This warning light will
come on to let you know if there is a problem with your traction Your vehicle may have a
traction control system that control system. This is especially useful in slippery road
conditions. But you can turn the combines anti-lock brake, traction and stability traction control
system off if you ever need to. It means that an advanced leave traction control on, but it may be
necessary to turn computer-controlled system has come on to help your the system off if your
vehicle is stuck in sand, mud, Page Steering Steering Suppose you are steering through a sharp
curve. Then you suddenly apply the brakes. Both control systems â€” steering and braking â€”
have to do their work Power Steering where the tires meet the road. Unless you have four-wheel
anti-lock brakes, adding the hard braking can If you lose power steering assist because the
engine demand too much of those places. Page Steering In Emergencies Steering in
Emergencies There are times when steering can be more effective than braking. For one thing,
start your left lane change signal before moving out following too closely reduces your area of
vision, of the right lane to pass. Page Loss Of Control Loss of Control A cornering skid is best
handled by easing your foot off the accelerator pedal. Let us review what driving experts say
about what If you have the Traction Control System TCS , happens when the three control
systems â€” brakes, remember: It helps avoid only the acceleration skid. Page Driving At Night
Driving at Night While driving on a surface with reduced traction, try your best to avoid sudden
steering, acceleration, or braking, including engine braking by shifting to a lower gear. Any
sudden changes could cause the tires to slide. You may not realize the surface is slippery until
your vehicle is skidding. Page Here are some tips on night driving. You can be temporarily
blinded by approaching headlamps. Even if your windshield wiper blades are in good shape, a
heavy rain can make it harder to see road signs and traffic signals, pavement markings, the
edge of the road, and even people walking. It can happen if a lot of water is standing on the
road. Get a city map and plan your trip into an unknown part of the city just as you would for a
cross-country trip. Page Freeway Driving Freeway Driving The most important advice on
freeway driving is: Keep up with traffic and keep to the right. Drive at the same speed most of
the other drivers are driving. Treat the left lane on a freeway as a passing lane. If you keep it
allow a reasonable following distance. Expect to serviced and maintained, it is ready to go. If it
needs move slightly slower at night. Or is it just plain falling asleep at the wheel? Call it highway
hypnosis, lack of awareness, or whatever. There is something about an easy stretch of road
with the same scenery, along with the hum of the tires on the road, the drone of the engine, and
the rush of the wind against the vehicle that can make you sleepy. Page If you drive regularly in
steep country, or if you are planning to visit there, here are some tips that can make CAUTION:
your trips safer and more enjoyable. Also see Tires on page Wet ice. Very cold snow or ice can
be slick and hard to drive on. But wet ice Most of the time, those places where your tires meet
can be even more trouble because it may offer the least the road probably have good traction.
This can cause deadly CO carbon monoxide gas to get inside. CO could overcome you and kill
you. You cannot see it or smell it, so you might not know it is in your vehicle. But do it as little
as possible. That It is very important to know how much weight your will clear the area around
your front wheels. If your vehicle can carry. This weight is called the vehicle vehicle has traction
control, you should turn your traction capacity weight and includes the weight of all occupants,
control system off. The GVWR includes the weight of the vehicle, all occupants, fuel, and cargo.
Page Dinghy Towing Dinghy Towing If you have an all-wheel-drive vehicle, it cannot be towed
with any of its wheels on the ground. It can be Your vehicle was not designed to be towed with
all of its towed with car carrier equipment. Page Weight Of The Trailer Tongue Weight of the
Trailer Tongue The tongue load A of any trailer is an important weight to measure because it
affects the total or gross weight of your vehicle. The Gross Vehicle Weight GVW includes the
curb weight of the vehicle, any cargo you may carry in it, and the people who will be riding in
the vehicle. You should always attach chains between your vehicle Crosswinds, large trucks
going by, and rough roads and your trailer. Cross the safety chains under the are a few reasons
why you will need the right hitch. Before setting out for the open road, you will want to get to
know your rig. And always keep in mind that the vehicle you are driving is now a good deal
longer and not nearly as If you have a rear-most window open and And, because you are a good
deal extra wiring. We hope you will go to your dealer cause cancer and birth defects or other
reproductive for all your service needs. It tells you much more about how to service your
vehicle You can be injured and your vehicle could be than this manual can. This does not
indicate a problem of Your Vehicle exists or that a higher-octane fuel is necessary. If you are
using 87 octane or higher-octane fuel and hear heavy Things you might add to the outside of
your vehicle knocking, your engine needs service. Do not use fuel containing methanol. It can
corrode metal parts in your fuel If you plan on driving in another country outside the system
and also damage the plastic and rubber United States or Canada, the proper fuel may be hard

parts. To help avoid injuries to you and others, read and follow all the instructions on the pump
island. Turn off your engine when you are refueling. Do not smoke if you are near fuel or
refueling your vehicle. If you spill fuel and then something ignites it, you could be badly burned.
Static electricity discharge from An electric fan under the hood can start up the container can
ignite the gasoline vapor. Page Hood Release Hood Release 3. Lift the hood. Pull up on the
hood prop to release it from its To open the hood, do the following: storage clip. The hood prop
may be hot due to increased engine 1. Pull the hood release temperatures under the hood, so be
careful when handle with this handling it. Underhood Fuse Block. See Underhood Fuse Block
on page Checking Engine Oil B. See Jump Starting on page It is a good idea to check your
engine oil every time C. Windshield Washer Fluid Reservoir. Be sure to add enough oil to put
the level somewhere in the proper operating range in the cross-hatched area. If the oil is at or
below the cross-hatched area at the Push the dipstick all the way back in when you are tip of the
dipstick, then you will need to add at least These numbers on an oil container show its
viscosity, or thickness. Do not use other viscosity oils such as SAE 20W Oils meeting these
requirements should also have the starburst The Engine Oil Life System calculates when to
change Do not let used oil stay on your skin for very long. The air cleaner not only cleans the
air; Because this operation can be a little difficult, you may Get the vehicle warmed up by
driving about 15 miles choose to have this done at the dealership service 24 km when outside
temperatures are above department. See Recommended master cylinder reservoir. Page
Checking Coolant Checking Coolant Notice: If you use an improper coolant mixture, your
engine could overheat and be badly damaged. The repair cost would not be covered by your
The coolant recovery tank warranty. You can be burned if you spill coolant on hot engine parts.
See Engine Coolant Temperature Gage on page Just to be safe, drive slower for about 10
minutes. Engine If the warning does not come back on, you can drive normally. Page
Overheated Engine Protection Operating Mode Overheated Engine Protection Cooling System
Operating Mode When you decide it is safe to lift the hood, here is what you will see: This
emergency operating mode allows your vehicle to be driven to a safe place in an emergency
situation. Do not touch them. Keep hands, If you do, you can be burned. Page How to Add
Coolant to the Coolant Notice: Engine damage from running your engine without coolant is not
covered by your warranty. Recovery Tank See Overheated Engine Protection Operating Mode
on page for information on driving to a safe If you have not found a problem yet, but the coolant
place in an emergency. Page Notice: In cold weather, water can freeze and crack If the overheat
warning continues, there is one more the engine, radiator, heater core and other parts. You can
add the proper coolant Use the recommended coolant and the proper mixture directly to the
radiator, but be sure the cooling coolant mixture. Failure to follow this procedure could If you
hear a hiss, wait for that to stop. Page Housing Bypass Tube 3. After the engine cools, open the
coolant air bleed valves. Page 6. Start the engine and let it run until you can feel the 9. Watch
out for the full cold mark. Put the cap back on the coolant recovery tank. Turn the key off and let
the engine compartment for reservoir location. This will help keep Your vehicle has four-wheel
disc brakes. Disc brake pads have built-in wear indicators that make a high-pitched warning
sound when the brake pads CAUTION: are worn and new pads are needed. When tires are
rotated, inspect The braking system on a vehicle is complex. Page Notice: Ignoring these steps
could result in costly Notice: If you leave your radio or other accessories damage to your
vehicle that would not be covered on during the jump starting procedure, they could by your
warranty. The repairs would not be covered by your warranty. See Engine Compartment
Overview Using a match near a battery can cause battery on page for more gas to explode.
People have been hurt doing information on location. Page 7. Do not let the other end touch
metal. Fans or other moving engine parts can injure 8. Page Notice: If the jumper cables are
connected or To disconnect the jumper cables from both vehicles, removed in the wrong order,
electrical shorting may do the following: occur and damage the vehicle. The repairs would 1.
Disconnect the black negative cable from the not be covered by your warranty. All-wheel-drive
vehicles have two additional systems that need lubrication. For any bulb changing procedure
not listed in this section, contact your dealer. High-beam Headlamp Halogen bulbs have
pressurized gas inside and B. Page To replace one of these bulbs, do the following: 4. Pull the
assembly away from the vehicle. Open the hood. See Hood Release on page 5. Disconnect the
socket wiring harness connector for more information. Open the liftgate. See Liftgate on page
for more information. Page Replacement Bulbs 7. Replace the bulb socket by inserting and
turning clockwise to secure. Secure with the inboard screws. Page Windshield Wiper Blade
Replacement Windshield Wiper Blade Replacement Windshield wiper blades should be
inspected at least twice a year for wear and cracking. See Scheduled Maintenance on page for
more information. Replacement blades come in different types and are removed in different
ways. For proper type and length, see Normal Maintenance Replacement Parts on page The

resulting accident see your GM Warranty booklet for details. The TIN shows the manufacturer
and plant code, tire size, and date the tire was manufactured. The TIN is molded onto both sides
of the tire, although only one side may have the date of manufacture. For example, The
following illustration shows an example of a typical if the tire size aspect ratio is 60, as shown in
item C of passenger vehicle tire size. Ratings are determined by tire manufacturers effectively.
Tires should be rotated every 5, to 8, miles After the tires have been rotated, adjust the front and
8 to 13 km. For example: Mixing tires could cause you to lose control while driving. If you mix
tires of different sizes Treadwear Traction AA Temperature A or types radial and bias-belted
tires , the The following information relates to the system This way, you will be sure to have the
The tires and wheels on your vehicle were aligned and right wheel, wheel bolts and wheel nuts
for your vehicle. There is not enough dangerous. It could fail without the proper amount of
clearance can suddenly and cause a crash. If air goes out of a tire, it is much more likely to leak
out slowly. Lifting a vehicle and getting under it to do But if you should ever have a blowout,
here are a maintenance or repairs is dangerous without Jack F. Bag and Tools B. Strap G. Tire
Bag and C. Bracket Cable Storage for D. Jacking Instructions The tools you will need are
located in the storage compartment at the rear of the vehicle, on the 4. Page To remove the
compact spare tire, do the following: The tools you will be using include the jack A , extension B
, and folding wrench C. Hoist Shaft D. Compact Spare Tire B. Hoist Assembly E. Extension
Chisel End The compact spare tire is located under the rear of the C. Loosen the wheel If the
wheel has a center cap, use the handle of the nuts â€” Page Notice: If you position the jack
under the rocker 3. Do not raise the vehicle yet. Put the compact spare tire near you. Page 5.
Attach the folding wrench A to the jack B , and 6. Raise the vehicle by turning the folding
wrench turn the wrench clockwise to raise the jack head clockwise in the jack. Raise the vehicle
far approximately 3 inches 7. Rust or dirt on the wheel, or on the parts to which it is fastened,
can make the wheel nuts become loose after a time. Page Lower the vehicle by attaching the
folding wheel 9. Install the compact spare tire and put the wheel wrench to the jack and turning
the wrench nuts back on with the rounded end of the nuts counterclockwise. Lower the jack
completely. Incorrect wheel nuts or improperly tightened wheel nuts can cause the wheel to
come loose and even come off. This could lead to an accident. Be sure to use the correct wheel
nuts. It is designed to stop a tire from suddenly falling off your Before beginning this procedure
read all the vehicle if the cable holding the spare tire is damaged. Page To release the spare tire
from the secondary latch, 4. Lower the jack by turning the folding wrench do the following:
counterclockwise. Keep lowering the jack until the compact spare tire is resting on the folding
wrench. Place the jack under the vehicle, ahead of the rear bumper. If the passenger
compartment of the vehicle could spare tire is stored with the valve stem pointing cause injury.
Lay the tire near the rear of the vehicle with the valve stem down. Remove the small center cap
by tapping the back of the cap with the extension of the shaft, if the vehicle has aluminum
wheels. Remove the tire storage bag and cable package from the jack storage area. Hook the
cable onto 7. Make sure the metal the outside portion of tube is centered at the liftgate hinges.
Push the tube towards the front of the vehicle. Pull on the cable to make sure it is secure. Page
Storing the Tools Put back all tools as they were stored in the jack storage compartment and
put the compartment cover back on. To put the cover back on, line up the tabs on the right of
the cover with the slots in the cover opening. Push the cover in place and push down the tab so
that it rests in the groove. Page Compact Spare Tire Compact Spare Tire Notice: When the
compact spare is installed, do not take your vehicle through an automatic car wash with guide
rails. That can damage the tire and the vehicle was new, it can lose air after a time. Page
Appearance Care Appearance Care Do not use any of these products unless this manual says
you can. In many uses, these will damage the vehicle: Cleaning products can be hazardous.
Some are toxic. To clean, use the following instructions: 1. First, try the cleaner on an area of
the fabric that is 1. For liquids: blot with a clean, soft, white cloth. Page Vinyl Special Fabric
Cleaning Problems Leather Stains caused by such things as catsup, black coffee, Use a soft
cloth with lukewarm water and a mild soap or egg, fruit, fruit juice, milk, soft drinks, vomit,
urine, and saddle soap and wipe dry with a soft cloth. Then, let blood can be removed using the
club soda water the leather dry naturally. Rinse with clean water. After rinsing Wiper Blades
thoroughly, dry with a soft clean towel. A wax may then be applied. If the windshield is not clear
after using the windshield washer, or if the wiper blade chatters when running, Notice: Using
chrome polish on aluminum wheels could damage the wheels. Chemicals used for ice and snow
removal and dust control can collect on the underbody. Polishing Cloth Interior and exterior
Wax-Treated It is very helpful if you ever need to order parts. If the motor overheats due to
heavy snow, etc. Page Fuses And Circuit Breakers Fuses and Circuit Breakers The wiring
circuits in your vehicle are protected from short circuits by a combination of fuses, circuit
breakers, and fusible thermal links. Look at the silver-colored band inside the fuse. If the band

is broken or melted, replace the fuse. Be sure you replace a bad fuse with a new one of the
identical size and rating. For more information on location see Engine Compartment Overview
on page Your vehicle may not have all the fuses listed. See Recommended Fluids and
Lubricants on page for more information. Page Maintenance Schedule Maintenance Schedule
Your Vehicle and the Environment Proper vehicle maintenance not only helps to keep your
Introduction vehicle in good working condition, but also helps the environment. All
recommended maintenance is Important: Keep engine oil at the proper level and important.
Page This schedule is for vehicles that: Some maintenance services can be complex. See
Engine Oil on page Reset oil life system. See Engine Oil Life System on page An Emission
Control Service. Lubricate chassis components. See footnote. Visually check for any leaks or
damage. Additional Required Services 25, 50, 75, , , , Service and Miles Kilometers 41 83 Page
Maintenance Footnotes Maintenance Footnotes c Visually inspect hoses and have them
replaced if they are cracked, swollen or deteriorated. See Engine assemblies, secondary
latches, pivots, spring anchor Coolant on page for what to use. Inspect hoses. If the vehicle
moves, could move suddenly. Keeping your foot on the regular brake, While parked, and with
the parking brake set, try to turn set the parking brake. Washer Solvent dealer. See Maintenance
Requirements on page Any additional information from Owner Checks and Services on page
can be added on the following record pages. You should retain all maintenance receipts. Page
Customer Assistance And Information Your satisfaction and goodwill are important to plate at
the top left of the instrument panel and your dealer and to Chevrolet. Normally, any concerns
visible through the windshield. Fax Number: Canada â€” The customer is responsible As the
owner of a new Chevrolet vehicle, you are for the repair or replacement of the tire if not covered
automatically enrolled in the Chevrolet Roadside by a warrantable failure. Page Transportation
Options Warranty service can generally be completed while you rental vehicle or reimburse you
for a rental vehicle wait. However, if you are unable to wait, Chevrolet that you obtain if your
vehicle is kept for a warranty helps minimize your inconveni
1995 lexus es300 engine
how to change manual transmission fluid ford ranger
ford f150 maintenance schedule pdf
ence by providing several repair. Page Reporting Safety Defects Reporting Safety Defects To
read this information, special equipment is needed and access to the vehicle or the device that
stores the data is required. Please call the Chevrolet Customer Service Bulletins give technical
service information Assistance Center at , or write: needed to knowledgeably service General
Motors cars and trucks. Page Antenna, Fixed Mast Page Audio System s Page Chains, Tire
Charging System Light Page Cupholder s Page Exit Lighting Page Fuel cont. Filling Your Tank
Page Hood Checking Things Under Page Light cont. Maintenance Schedule cont. Safety Belt
Reminder Page New Vehicle Break-In Page Reclining Seatbacks Page Seats cont. Page Sliding
Doors, Dual Page Tires cont. Secondary Latch System Page Windshield Washer This manual is
also suitable for: uplander. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL.

