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Yamaha has met these standards without reducing the performance or economy of operation of
the motorcycle. To maintain these high standards, it is important that you and your Yamaha
dealer pay close attention to the recommended maintenance schedules and operating
instructions contained within this manual. Page 4: Important Manual Information This manual
should be considered a permanent part of this motorcycle and should remain with it even if the
motorcycle is subsequently sold. Yamaha continually seeks advancements in product design
and quality. Therefore, while this manual contains the most current product information
available at the time of printing, there may be minor discrepancies between your motorcycle
and this manual. Any reprinting or unauthorized use without the written permission of Yamaha
Motor Corporation, U. Page 8 Matte color caution Page 10 Modifications made to this
motorcycle other motorists can see you. If accessories Use neutral detergent. Front fork
rebound damping force adjusting screw page 8. Shock absorber assembly rebound damping
force adjusting screw page 2. Front fork spring preload adjusting bolt page 9. Shift pedal page
3. Fuse box page Engine oil drain bolt page 4. Luggage strap holder page 9. Engine oil filler cap
page 2. Helmet holder page Brake pedal page 3. Main fuse page Dipstick page 4. Battery page
Rear brake light switch page 5. Clutch lever page 2. Left handlebar switches page 3.
Multi-function display page 4. Tachometer page 6. Right handlebar switches page 7. Throttle
grip page 8. The key can be removed. The key can be re- moved. If the warning light does not
come on for a few seconds, then go off, have a Yamaha dealer check the electrical cir- 1. Shift
timing indicator light cuit. Page 21 If the warning light does not come on for a few seconds, and
then go off, for a few seconds, then go off, have a have a Yamaha dealer check the elecYamaha dealer check the electrical cir- trical circuit. Go ahead with riding. Page Tachometer
This warning light comes on or flashes light and on how to set it. When this occurs, have a
Yamaha dealer check the self- diagnosis system. See page for an explanation of the
self-diagnosis de- vice. Page 25 Shift timing indicator light bright- lowing settings in the order
listed be- and then have a Yamaha dealer check ness: low. This function allows you to adjust
The multi-func- Left dicator light can be set in incre- tion display will return to the odom To
apply the front brake, pull the lever toward the handle- bar grip. Shift pedal 1. Brake pedal The
shift pedal is located on the left The brake pedal is on the right side of side of the engine and is
used in com In addition, the key cannot be removed if the cap is not properly closed and locked.
While holding the key in that posi- Seats tion, lift the front of the passenger seat and pull it
forward. Rider seat To install the passenger seat To remove the rider seat 1. Insert the
projection on the rear of Pull back the rear of the rider seat as the passenger seat into the seat
shown, remove the bolts, and then pull Be sure that your helmet does not contact the muffler
when it is secured to the helmet holder. To decrease the rebound damping in direction a. To
decrease the com- thereby harden the suspension, turn force and thereby soften the rebound
pression damping force and thereby the adjusting ring in direction a. To de- damping, turn the
adjusting screw in di- soften the compression damping, turn crease the spring preload and
thereby Page 39 5. Push the start switch. Does the engine start? The neutral switch may be
defective. The motorcycle should not be ridden until checked by a Yamaha dealer. With the
engine still running: 6. Move the sidestand up. Keep the clutch lever pulled. Vital components
can start to deteriorate quickly and unexpectedly, even if the vehicle remains unused for
example, as a result of exposure to the elements. Any damage, fluid leakage or loss of tire air
pressure could have serious consequences. Page Operation And Important Riding Points
Yamaha dealer check the electrical cir- sciousness and death within a described on page
Always make sure Never ride with the sidestand 3. Never accelerate hard when the coast for
long periods of time engine is cold! At the recommended shift points 3. Shift the transmission
into the neu- EAU Engine break-in shown in the following table, close tral position when the
motorcycle There is never a more important period the throttle, and at the same time, is almost
completely stopped. Page Parking If any engine trouble should oc- may overturn. NOTE: If you
do not have the tools or experi- ence required for a particular job, have a Yamaha dealer
perform it for you. Consult a Yamaha dealer before at- tempting any changes. NOTE: From mi
km or 36 months, repeat the maintenance intervals starting from mi km or 12 months. Refer to
this section each time a cowling or panel needs to be re- moved and installed. Bolt 1. Slot 1.
Projection 2. Cowling B 2. Projection EAU 2. Place the cowling in the original Panels A and B
position, and then install the bolts and quick fasteners. Page Checking The Spark Plugs Do not
attempt to diagnose wipe off any grime from the spark plug such problems yourself. Instead,
have threads. If a spark plug shows signs of electrode Tightening torque: Spark plug: erosion
and excessive carbon or other Remove the engine oil dipstick and wipe it clean, insert it back
into the hole without screwing it in , and then remove it again to check the oil level. Engine oil
filler cap 1. Page 59 An oil filter wrench is available at a by installing the bolts. Install the engine

oil drain bolt, and tighten it to the specified torque then tighten it to the specified 7. Remove
panel A, and cowlings A 8. Remove the coolant reservoir cov- and B. See page Place a container
under the engine to collect the used coolant. Pour the recommended coolant into the reservoir
to the maximum level mark, and then install the coolant reservoir cap. Insert the fuel hoses into
the guide, place them in their original posi- 1. If If coolant is not available, use coolant is leaking,
have a Yamaha distilled water or soft tap water dealer check the cooling system. Do not use
hard water Page 65 If any fuel hose is dam- aged, do not start the engine but have a Yamaha
dealer replace 1. Air filter element the hose, otherwise fuel may leak. Check the condition of the
air filter Page Air Intake Duct The engine idling speed must be sition. Page Checking The
Throttle Cable Free Play Yamaha dealer at the intervals specified in the periodic Tire air
pressure maintenance and lubrication chart. The tire air pressure should be checked and, if
necessary, adjusted before each ride. Page Cast Wheels The accessories or replacement
conditions. If any damage is parts you choose for your vehicle found, have a Yamaha dealer reshould be designed specifically for place the wheel. Do not attempt this model, and they must
be se Fully turn the adjusting bolt at the clutch lever in direction a to loos- en the clutch cable.
Tighten the locknut. Install the cowling. Page Checking The Brake Fluid Level EAU Before
riding, check that the brake fluid Checking the brake fluid level touches the brake disc, have a
Yamaha is above the minimum level mark and dealer replace the brake pads as a set. A low
brake fluid Water will significantly brake fluid at the intervals specified in checked before each
ride and adjusted Tighten the locknuts, then the axle NOTE: nut to their specified torques. Using
the alignment marks on each side of the swingarm, make sure that Tightening torques: both
chain pullers are in the same posi- Locknut: tion for proper wheel alignment. Service the drive
chain as or does not move smoothly, have a follows. Yamaha dealer check or replace it.
Recommended lubricant: The operation of the brake and clutch Lithium-soap-based grease
all-pur- levers should be checked before each Page Lubricating The Swingarm Pivots If any
damage is found or the front Check the inner tubes for scratches, fork does not operate
smoothly, damage and excessive oil leakage. To check the operation 1. Place the vehicle on a
level sur- face and hold it in an upright posi- tion. Page Checking The Steering 2. Hold the lower
ends of the front fork legs and try to move them for- ward and backward. If any free play can be
felt, have a Yamaha dealer check or repair the steering. Page Battery Batteries produce
explosive hy- drogen gas. Therefore, keep To charge the battery sparks, flames, cigarettes, etc.
Fuse box 2. Headlight fuse 3. Radiator fan fuse 4. Page Replacing A Headlight Bulb 3.
Disconnect the headlight coupler. Headlight bulb holder check if the device operates. If the fuse
immediately blows again, have a Yamaha dealer check the electrical system. Install the panel.
Thor- 9. Have a Yamaha dealer adjust the oughly clean off any dirt and fin- headlight beam if
necessary. Remove the defective bulb by pull- Replacing a turn signal light Replacing the
license plate ing it out. Insert a new bulb into the socket. Remove the turn signal light lens 1.
Check that the motorcycle is in a dealer service the wheel. Remove the brake hose holder on
NOTE: each side by removing the bolt and Make sure that there is enough space nut. Remove
the brake caliper togeth- ing the brake calipers onto the brake er with the reflector on each side
discs. Tap the outer side of the right fork dealer service the wheel. Lift the rear wheel off the
ground The drive chain cannot be disas- NOTE: according to the procedure on sembled. Be
sure to insert the retainer on the page While supporting the brake caliper brake caliper bracket
into the slot 3. Page Troubleshooting The following troubleshooting charts represent quick and
easy procedures for checking these vital systems your- self. However, should your motorcycle
require any repair, take it to a Yamaha dealer, whose skilled technicians have the necessary
tools, experience, and know-how to service the motorcycle properly. Page Troubleshooting
Charts Remove the spark plugs and check the electrodes. The engine does not start. Have a
Yamaha dealer check the vehicle. Check the battery. Battery The engine turns over The battery
is good. Page 92 Start the engine. If the engine overheats again, have a The coolant level
Yamaha dealer check and repair the cooling system. NOTE: If coolant is not available, tap water
can be temporarily used instead, provided that it is changed to the recommended coolant as
soon as possible. Be Cleaning even if high-quality components are sure to consult a Yamaha
dealer for ECA advice on what products to use be- used. Let the motorcycle dry completely To
prevent corrosion, avoid before storing or covering it. Consult a Yamaha dealer for advice on
damp cellars, stables because what products to use. Perform the following steps to pro- 4.
Lubricate all control cables and the tect the cylinders, piston rings, etc. Page Consumer
Information Record the key identification number, vehicle identification number and mod- el
label information in the spaces pro- vided below for assistance when ordering spare parts from
a Yamaha dealer or for reference in case the vehi- cle is stolen. Page 1. Model label The model
label is affixed to the frame under the rider seat. Record the information on this label in the
space provided. This information will be needed when ordering spare parts from a Yamaha

dealer. If NHTSA receives similar complaints, it may open an investigation, and if it finds that a
safety defect exists in a group of vehicles, it may order a recall and remedy campaign. The chart
below is printed only as a reminder that maintenance work is required. Page Yamaha Motor
Corporation, U. Be sure to bring your warranty non-warranty repairs, accident and collision
damages, and oil, oil filters, air filters, registration card or other valid proof of the original date
of purchase. Page Yamaha Extended Service Y. This excellent Y. So visit your authorized
Yamaha dealer to get all the facts. Page Yamaha Limited Warranty expires. This manual is also
suitable for: Yzfr6sx Yzfr6sw Yzfr6sc. Print page 1 Print document pages. Cancel Delete. Sign In
OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.
Quick Links Download this manual. Table of Contents. First edition, October All rights reserved.
Any reproduction or unauthorized use without the written permission of Yamaha Motor
Corporation, U. Printed in U. Page 3 If there is any question about a service procedure, it is
imperative that you contact a Yamaha dealer for any service information changes that apply to
this model. This policy is intended to provide the customer with the most satisfaction from his
vehicle and to conform to federal environmental quality objectives. Comprehensive
explanations of all installation, removal, disassembly, assembly, repair and check procedures
are laid out with the individual steps in sequential order. Page 5 EAS Silicone grease The
following symbols are used in this manual Serviceable with engine mounted 2. Filling fluid 3.
This information will be needed to order spare parts. The pressure regulator maintains the fuel
pressure that is applied to the fuel injector at only kPa 3. Accordingly, when the energizing
signal from the ECU energizes the fuel injector, the fuel passage opens, caus- ing the fuel to be
injected into the intake manifold only during the time the passage remains open. Electronic
control throttle systems have been used on automobiles, but Yamaha has developed a faster,
more compact system specifically for the needs of a sports motorcycle. Intake funnel servo
motor 1. Throttle position sensor for throttle cable pulley 2. Throttle servo motor 3. Throttle
position sensor for throttle valves 4. ECU engine control unit 5. Throttle servo motor 1. Throttle
position sensor for throttle cable pulley ECU engine control unit 2. Throttle position sensor for
throttle valves Base map 3. Crankshaft position sensor Idle speed control 4. Speed sensor
Calculated throttle valve opening angle 5. Tachometer 1. Clock 2. Speedometer 1. Tachometer 3.
Tachometer red zone 4. Page 19 In this mode, the right display shows the cur- If the right
display indicates any error codes, rent setting for each function except the shift note the code
number, and then have a timing indicator light activity function. Yamaha dealer check the
vehicle. NOTE: 2. Page Important Information 5. Keep all parts away from any source of fire. Use
oil and grease recommended by Yamaha for all lubrication jobs. Other brands may be similar in
function and appearance, but inferior in quality. When installing oil seals, lubricate the oil seal
lips with a light coat of lithium-soap-based grease. Oil bearings liberally when installing, if
appropriate. YUC 1. Use only the appropriate special tools as this will help prevent damage
caused by the use of inappropri- ate tools or improvised techniques. Special tools, part
numbers or both may differ depending on the country. Illustration pages Extension Oil filter
wrench YU Oil pressure gauge set Oil pressure adapter H Steering nut wrench , Spanner wrench
YU Fork spring compressor , YM Illustration pages Fuel pressure adapter YM Digital circuit
tester , Model 88 Multimeter with tachometer YU-A Ignition checker Opama pet spark checker
YM White 1. Blue 2. Black 3. Brown 4. Green Clutch Clutch type Wet, multiple-disc Clutch
release method Outer pull, rack and pinion pull Clutch lever free play Tightening torque
specifications for spe- cial components or assemblies are provided for each chapter of this
manual. To avoid warpage, tighten multi-fastener assemblies in a crisscross pattern and
progressive stages until the specified tightening torque is reached. First, tighten the lower ring
nut to approximately 52 Nm 5. Retighten the lower ring nut to 14 Nm 1. Oil strainer 2. Oil pump 3.
Relief valve 4. Oil filter 5. Oil cooler 6. Main gallery 7. Oil nozzle 8. Timing chain tensioner 9.
Intake camshaft Exhaust camshaft Oil pipe Main axle Shift fork Drive axle Ventilation chamber
cover 2. Relief valve 3. Ventilation chamber oil drain pipe 4. Oil cooler Timing chain tensioner 2.
Intake camshaft 3. Exhaust camshaft 4. Oil check bolt 5. Oil strainer 6. Ventilation chamber oil
drain pipe 7. Oil pipe 8. Oil pump Oil cooler 2. Oil filter 3. Oil pipe 4. Oil pump 5. Oil strainer Main
axle 2. Ventilation chamber oil drain pipe 5. Relief valve Cylinder head 2. Crankshaft 5. Oil
nozzle Oil pipe 2. Main axle 3. Radiator inlet hose 2. Radiator inlet pipe 3. Thermostat outlet
hose 4. Radiator Water pump breather hose 2. Coolant reservoir hose 3. Coolant reservoir 4.
Radiator 5. Radiator outlet hose 6. Oil cooler outlet hose 7. Radiator outlet pipe 8. Water jacket
joint inlet hose 9. Water pump outlet pipe Water pump inlet hose Water pump outlet hose Water
pump Clutch cable 2. Main switch lead 3. Left handlebar switch lead 4. Horn lead 5. Horn 6.
Front brake hose 7. Throttle cable return side 8. Throttle cable pull side 9. Right handlebar
switch lead Steering cover Front fork A. Bend the lead on the side of the fan motor 1. Coolant
reservoir breather hose main harness toward the back of the vehi- 2. Clutch cable cle as shown

in the illustration and insert it 3. Hose clamp into the right coupler holder. Route the AC
magneto lead under the left 1. Main switch lead radiator fan motor lead. Left handlebar switch
lead P. Fasten the left handle bar switch lead with 3. Left radiator fan motor lead a plastic
locking tie, making sure the left 4. Fasten the main harness, right radiator fan 1. Clutch cable
motor lead, throttle position sensor lead, 2. Throttle cable return side throttle servo motor lead
and accelerator 3. Throttle cable pull side position sensor lead with a plastic locking 4. Route
each lead under the frame plate. There is no order for placing each lead. Insert the plastic
locking tie from upper part of the frame and direct the remaining part of the tip toward inner side
of the vehicle. Route the sub-wire harness secondary injector through the area shown in the
illustration. Headlight sub-wire harness 2. Headlight lead low beam 3. Headlight relay lead
dimmer 5. Headlight lead high beam 6. Air temperature sensor lead 7. Atmospheric pressure
sensor lead A. Secure the headlight sub-wire harness with the air duct hook. Battery 2. Battery
negative lead 3. Main fuse lead 4. Starting circuit cut-off relay lead 5. Fuse box lead 6. ECU
engine control unit 7. Turn signal relay lead 8. Rear left turn signal light lead 9. Rear right turn
signal light lead License plate light lead Seat lock cable Fuel tank breather hose Except for
Califor- nia 2. Fuel tank drain hose 3. Main harness 4. Fuel hoses 5. Fuel tank breather hose
Except for Califor- nia 6. Fuel tank drain hose 7. Clamp If followed, these preventive
maintenance procedures will ensure more reliable vehicle operation, a longer service life and
reduce the need for costly overhaul work. This information applies to vehicles already in service
as well as to new vehicles that are being prepared for sale. NOTE: From mi km or 36 months,
repeat the maintenance intervals starting from mi km or 12 months. Check the thickness of the
current valve f. Start the engine, warm it up for several valve clearance and the engine idling
speed minutes, and then let it run at the specified should be properly adjusted. Throttle cable
free play 3. Normal color is medium-to-light tan. Therefore, EC2C 5. Remove: 9. Unfiltered air
will cause rapid wear of engine parts and may damage the engine. Operating the engine without
the air filter element will also affect the throttle body synchronization, leading to poor engine
performance and possible overheating. Remove: If the projection does not contact the d.
Therefore, do not remove the radiator cap when the engine is hot. Scalding hot fluid and steam
may be blown out, which could cause seri- ous injury. When the engine has cooled, open the
radiator cap as follows: Place a thick rag or a towel over the radia- tor cap and slowly turn the
radiator cap Adjust: a. Hold the vehicle upright and apply the brake several times. Bleed screw
front brake cali- per 5 Nm 0. Tighten the locknuts to specification. Adjust: d. Current setting
ECA 3. Page No guarantee concerning handling characteristics can be 1. Tire tread depth given
if a tire combination other than one 2. Side wall approved by Yamaha is used on this vehi- 3.
Wear indicator cle. Left headlight B. Battery positive lead Disconnect. Battery band Battery For
installation, reverse the removal proce- dure. Middle side cowling Air intake duct Front turn
signal light bracket Front turn signal light Bottom cowling Upper side cowling Bottom cowling
inner panel Air temperature sensor coupler Disconnect. Atmospheric pressure sensor coupler
Disconnect. Meter assembly Meter bracket Air duct Air temperature sensor Atmospheric
pressure sensor Headlight relay coupler Disconnect. Stand the vehicle on a level surface.
NOTE: Place the vehicle on a suitable stand so that the front wheel is elevated. Remove: 4. Drive
chain slack Reflector assembly Brake hose holder Front brake caliper Brake pad clip Brake pad
pin Brake pad spring Front brake pad For installation, reverse the removal proce Brake fluid
reservoir cap holder Brake fluid reservoir cap Brake fluid reservoir diaphragm holder Brake fluid
reservoir diaphragm Brake fluid reservoir Brake fluid reservoir hose Reflector assembly Brake
hose holder Front brake hose union bolt Copper washer Front brake hose Brake pad clip Brake
pad pin Brake pad spring Front brake pad Brake caliper piston Brake caliper piston seal Brake
caliper piston dust seal Bleed screw For assembly, reverse the disassembly pro Remove the
brake caliper. Hold the dial gauge at a right angle against EWA the brake disc surface. Install: 18
Nm 1. Measure the brake disc deflection. Always install new brake pads, and a brake e. If out of
specification, repeat the adjust- pad spring as a set. Remove the brake caliper piston seals and
EAS brake caliper piston dust seals. Fill: 6. Brake fluid reservoir Brake fluid reservoir cap Brake
fluid reservoir diaphragm holder Brake fluid reservoir diaphragm Brake fluid reservoir hose
Rear brake hose Right footrest assembly Rear brake hose union bolt Copper washer Rear brake
hose Rear brake caliper For installation, reverse the removal proce- dure. Other brake fluids
may cause the rubber 7. Upper bracket Left handlebar Right handlebar For installation, reverse
the removal proce- dure. Front fender Upper bracket pinch bolt Loosen. Damper rod holder d.
Before measuring the fork oil level, wait ten minutes until the oil has settled and the air bubbles
have dispersed. Remove the rod puller attachment. YM b. Install the under spring seat. Rod
holder c. EC2C 2. This rear shock absorber contains highly compressed nitrogen gas. Before
handling NOTE: the rear shock absorber, read and make Place the vehicle on a suitable stand
so that sure you understand the following informa Drive chain adjusting locknut Drive chain

puller Drive chain adjusting bolt Correct 1. Timing chain roller 2. Camshaft sprocket 3. Rotate
the crankshaft a few times to release the timing chain tensioner rod. Coolant temperature
sensor Cylinder head Cylinder head gasket Dowel pin For installation, reverse the removal
proce- dure. Measure: 1. Install the new valve guide with the valve 0. Valve guide remover 4.
Install the valve into the cylinder head. Measure: i. To secure the valve cotters onto the valve
stem, lightly tap the valve tip with a soft- face hammer. Check: 1. YUC 2. Thickness Feeler gauge
set 1. Circlip Washer Shift shaft Install: delivery pipes. Connecting rod cap Big end lower
bearing Piston pin clip Then, find the average of the mea- surements. Bore b. Clean the big end
bearings, crankshaft Piston pin bore inside diameter pins, and the inside of the connecting rods
Install the big end upper bearing into the Limit connecting rod and the big end lower bearTighten the connecting rod nuts. Remove the connecting rod and big end bearings. Install: a.
Crankshaft Crankshaft journal lower bearing Crankshaft journal upper bearing Oil nozzle For
installation, reverse the removal proce- dure. Replace the defective gear s. Coolant reservoir
breather hose Coolant reservoir hose Coolant reservoir Radiator fan motor coupler Disconnect.
Apply compressed air to the rear of the radiator. NOTE: Straighten any flattened fins with a thin,
flat- head screwdriver. Apply the specified pressure for ten sec- onds and make sure there is no
drop in pressure. Apply kPa Measure the indicated pressure with the gauge. Coolant
temperature sensor coupler Disconnect. Thermostat outlet hose Thermostat cover Thermostat
For installation, reverse the removal proce Impeller shaft tilt limit 0. Fuel tank side cover Except
for california Fuel tank breather hose Disconnect. Extract the fuel in the fuel tank through the
fuel tank cap with a pump. EAS 2. Crankcase breather hose Disconnect. Sub-wire harness
coupler Disconnect. Intake funnel servo motor coupler Fuel hose secondary injector fuel rail
side Disconnect. Cylinder- 1 primary injector coupler Disconnect. Cylinder- 2 primary injector
coupler Disconnect. Cylinder- 3 primary injector coupler Disconnect. Cylinder- 4 primary
injector coupler Disconnect. Sub-wire harness Intake air pressure sensor hose Intake air
pressure sensor Primary injector fuel rail Remove the rider seat. Measure the throttle position
sensor volt- age. Adjust the throttle position sensor angle so that the voltage is within the
specified range. Output voltage 0. Lower air filter case 2. Air induction system hose air filter
case to air cut-off valve 3. Air cut-off valve 4. Air induction system hose air cut-off valve to
cylinder head cover 5. Reed valve assembly 6. Air induction system cover Air induction system
solenoid coupler Disconnect. Main switch 4. Ignition fuse 6. Main fuse 7. Battery Engine ground
Relay unit Starting circuit cut-off relay Neutral switch Sidestand switch ECU engine control unit
Spark plug Cylinder- 1 ignition coil Cylinder- 2 ignition coil Cylinder- 3 ignition coil Cylinder- 4
ignition coil Lean angle sensor Main fuse 3. Ignition fuse 5. Engine stop switch 6. Ignition coil 7.
Spark plug 8. ECU engine control unit 9. Relay unit diode Engine ground Rider seat 2. Fuel tank
3. Air filter case 4. Side cowlings 5. Check the engine stop switch. Check the neutral switch.
Battery 8. Starter relay Starter motor Engine stop switch Start switch Clutch switch Check the
fuses. Main and ignition Replace the fuse s. Check the main switch. AC magneto 2. Check the
fuse. Main Replace the fuse. Main switch 6. High beam indicator light Meter light Dimmer switch
Headlight low beam Headlight high beam License plate light Headlight relay dimmer Headlight
fuse Check the headlight relay dimmer. Fuel sender Coolant temperature sensor Fuel level
warning light Oil level warning light Neutral indicator light Tachometer Shift timing indicator
light Multi-function meter Check the horn. The fuel level warning light fails to come. The shift
timing indicator light fails to come. Radiator fan motor relay Right radiator fan motor fuse Left
radiator fan motor fuse Right radiator fan motor Left radiator fan motor Side cowlings 1. Backup
fuse odometer and clock 6. Battery 9. Fuel injection system fuse ETV fuse Fuel pump relay Fuel
pump Throttle position sensor for throttle cable If this function detects a malfunction in the
system, it immediately operates the engine under substitute characteristics and illuminates the
engine trouble warning light to alert the rider that a malfunction has occurred in the system.
Check the operation of following sensors engine trouble warning light comes on. Disconnect
the wire harness coupler from the fuel pump. Sensor operation table Diag- nostic Item Cylinder4 ignition coil ond intervals. Actuates the intake funnel up position down position for Check the
operating sound Check and ser- vice the items or components that are the probable cause of
the malfunction following the order given. After the check and service of the malfunctioning part
has been completed, reset the meter display according to the reinstatement method. Symptom
tion sensor. Diagnostic code No. Cranking the tion sensor. Symptom detected. Symptom short
circuit detected. Throttle position sensor for throttle valves signal 1 Diagnostic code No.
Symptom EXUP servo motor circuit: open or short circuit detected. Symptom stand switch to
the ECU. Fault code No. Symptom No normal signal is received from the lean angle sensor.
Raise the vehicle upright. Symptom 2 ignition coil. Symptom 3 ignition coil. Symptom 4 ignition
coil. Symptom Open circuit detected in a primary injector. Primary injector 1 Primary injector 2
Diagnostic code No. Symptom Open circuit detected in a secondary injector. Secondary injector

1 Secondary injector 2 Diagnostic code No. Symptom Lean angle sensor: open or short circuit
detected. No normal signals are received from the speed sensor. Symptom B. Open circuit is
detected in the neutral switch. Speed sensor Diagnostic code No. Symptom mal. Symptom CO
adjustment value. Symptom Throttle position sensor for throttle cable pulley : cou- pler
connection is loose. Throttle position sensor for throttle cable pulley signal Diagnostic code No.
Symptom Defective throttle servo motor. Malfunction in ECU servo motor driving system. Er-2
Symptom fied duration. Er-4 Symptom Non-registered data has been received from the meter.
Main, ignition and fuel injection system Replace the fuse s. Main switch 2. Front brake light
switch 3. Clutch switch 4. Battery 5. Fuse box backup, ETV, spare 6. Fuel injection system fuse
8. Starter relay 9. EXUP servo motor Rear brake light switch O sensor Sidestand switch Intake
air temperature sensor 2. Atmospheric pressure sensor 3. Intake funnel servo motor 4. Coolant
temperature sensor 5. Fuel pump 6. Lean angle sensor 8. Relay unit 9. Intake air pressure
sensor Throttle servo motor Clutch switch 2. Main switch 3. Dimmer switch 4. Horn switch 5.
Turn signal switch 6. Sidestand switch 7. Front brake light switch 8. Engine stop switch 9. If the
continuity reading is incorrect, check the wiring connections and if necessary, replace the
switch. Always insert the probes from the opposite end of the coupler, taking care not to loosen
or damage the leads. NOTE: 1. Remove: Do not check any of the lights that use LEDs. Connect
the pocket tester to the fuse and check the continuity. Pocket tester Analog pocket tester YUC
Checking
2003 gmc yukon third brake light not working
ford fusion 2008 manual
hid lights for infiniti g35
the condition of the bulb sockets b. Measure the open-circuit voltage prior to a. Measure the
open-circuit voltage prior to charging. Positive battery terminal 2. Negative battery terminal 3.
Positive tester probe 4. Disconnect the relay unit coupler from the 5. Check: d. Connect a
battery 12 V to the horn. Measure the fuel sender resistance. Disconnect the radiator fan motor
coupler from the wire harness. Connect the battery DC 12 V as shown. Connect the pocket
tester DC 20 V to the atmospheric pressure sensor coupler as Analog pocket tester shown.
NOTE: Make sure that the air temperature sensor ter- minals do not get wet. Slowly heat the
water, then let it cool down to the specified temperature. High beam indicator light 1. Left turn
signal indicator light 2. Right turn signal indicator light 3. This manual is also suitable for:
Yzfr6x R6 Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

