2010 dodge avenger belt diagram

Table of Contents. Automobile Dodge Caliber Owner's Manual caliber pages. Be assured that it
represents precision workmanship, distinctive styling, and high quality - all essentials that are
traditional to our vehicles. If you do not read this entire manual, you may miss important
information. Any modifications or alterations to this vehicle could seriously affect its
roadworthiness and safety and may lead to an accident resulting in serious injury or death.
These numbers can be used to order duplicate keys from your authorized dealer. If this occurs,
rotate the key to the right slightly, then remove the key as described. An unlocked car is an
invitation to thieves. Always remove key from the ignition and lock all doors when leaving the
vehicle unattended. Page Replacement Keys NOTE: A key, which has not been programmed, is
also considered an invalid key even if it is cut to fit the ignition switch lock cylinder for that
vehicle. During normal operation, after turning the ignition switch, the Vehicle Security Light will
turn on for three seconds for a bulb check. This PIN is required for authorized dealer
replacement of keys. Duplication of keys may be performed at an authorized dealer or by using
the Customer Key Pro- gramming procedure. Repeat this procedure to program up to eight
keys. If you do not have a programmed Sentry Key , contact your authorized dealer for details.
The interior lights will fade to off after approximately 30 seconds or they will immediately fade to
off once the ignition switch is turned ON. The turn signal lights will flash to acknowledge the
unlock signal. The Illuminated Entry system if equipped will also turn on. Release both buttons
at the same time. Page To Lock The Doors 3. Repeat these steps if you want to return this
feature to its previous setting. Page Programming Additional Transmitters headlights and park
lights will flash, the horn will pulse on and off, and the Illuminated Entry system if equipped will
turn on. Remove and replace the battery. Avoid touching the new battery with your fingers. Skin
oils may cause battery deterioration. If you touch a battery, clean it with rubbing alcohol. To
assemble the RKE transmitter case, snap the two halves together. If the plunger is down when
the door is closed, the door will lock. Make sure the keys are not inside the vehicle before
closing the door. An unlocked vehicle is an invitation to thieves. Always remove the key from
the ignition and lock all of the doors when leaving the vehicle unattended. Power Door Locks A
door lock switch is located on the driver and passenger door panel. Page 32 Auto Unlock On
Exit The doors will unlock automatically on vehicles with power door locks if: 1. The window
controls will operate when the ignition switch is turned to the ON or ACC position, and when the
accessory delay feature is active. To cancel the Auto Up movement, operate the switch either in
the up or down direction and release the switch. To close the window part way, lift the window
switch to the first detent and release it when you want the window to stop. To disable the
window controls on the other doors, press the window LOCK button. Page Trunk Release
buffeting occurs with the sunroof open, then adjust the sunroof opening to minimize the
buffeting. In the event of an individual being locked inside the trunk, the trunk can be simply
opened by pulling on the glow-in-the-dark handle attached to the trunk latching mechanism.
Someone on the road may be a poor driver and cause a collision that includes you. This can
happen far away from home or on your own street. You might suffer internal injuries, or you
could even slide out of part of the belt. Follow these instructions to wear your seat belt safely
and to keep your pas- sengers safe, too. The lap portion could ride too high on your body,
possibly causing internal injuries. Always buckle your belt into the buckle nearest you. Your
body could strike the inside surfaces of the vehicle in a collision, increasing head and neck
injury. A belt worn under the arm can cause internal injuries. Position the latch plate as close as
possible to the anchor point. When you release the anchorage, try to move it up or down to
make sure that it is locked in position. Page Seat Belt Pretensioners - If Equipped Seat Belt
Pretensioners â€” If Equipped The seat belts for both front seating positions may be equipped
with pretensioning devices that are designed to remove slack from the seat belt in the event of a
collision. These devices improve the performance of the seat belt by assuring that the belt is
tight about the occupant early in a collision. Page 50 1. Grasp the deployed AHR from the rear
seat. Position the hands on the top of the deployed AHR at a comfortable position. Pull down
then rearward towards the rear of the vehicle then down to engage the locking mechanism. The
AHR front soft foam and trim half should lock into the back decorative plastic half. It may be
necessary to retract the seat belt partially each time when unbuckling. Using a seat belt
extender when not needed can increase the risk of injury in a collision. Only use when the lap
belt is not long enough when it is worn low and snug, and in the recommended seating
positions. This allows the airbag to have different rates of inflation that are based on the
severity and type of collision. You may damage the airbags and you could be injured because
the airbags may no longer be functional. The protective covers for the airbag cushions are
designed to open only when the airbags are inflat- ing. Each airbag deploys independently, that
is a left side impact deploys the left airbag only and a right-side impact deploys only the right
airbag. An airbag deployment can cause severe injury or death to infants in that posi- tion.

Children that are not big enough to wear the vehicle seat belt properly see section on Child
Restraints should be secured in the rear seat in child restraints or belt- positioning booster
seats. If the airbag system in this vehicle needs to be modified to accommodate a disabled
person, contact the Customer Center. Phone numbers are provided under If You Need
Assistance. The ORC contains a backup power supply system that may deploy the airbags even
if the battery loses power or it becomes disconnected prior to deployment. Page 64 separate
and fold out of the way as the airbags inflate to their full size. The airbags fully inflate in about
50 to 70 milliseconds. This is about half of the time it takes to blink your eyes. The airbags then
quickly deflate while helping to restrain the driver and front passenger. The airbag inflates in
about 30 ms about one-quarter of the time that it takes to blink your eyes with enough force to
injure you if you are not belted and seated properly, or if items are positioned in the area where
the side curtain airbag inflates. This does not mean something is wrong with the airbag system.
You could be injured if the airbag system is not there to protect you. While the airbag system is
designed to be mainte- nance free, if any of the following occurs, have an authorized dealer
service the system immediately. Under certain circumstances, EDR data may not be recorded e.
In conjunction with other data gathered during a com- plete accident investigation, the
electronic data may be used by Chrysler Group LLC and others to learn more about the possible
causes of crashes and associated injuries in order to assess and improve vehicle perfor Page
Child Restraints 3. Requested by police under a legal warrant. Otherwise required by law. Page
72 Older Children and Child Restraints Children who weigh more than 20 lbs 9 kg and who are
older than one year can ride forward-facing in the vehicle. Forward-facing child seats and
convertible child seats used in the forward-facing direction are for children who weigh 20 to 40
lbs 9 to 18 kg and who are older than one year. When your child restraint is not in use, secure it
in the vehicle with the seat belt or remove it from the vehicle. In a sudden stop or collision, it
could strike the occupants or seatbacks and cause serious personal injury. In fact, many child
restraint manufacturers will provide add-on tether strap kits for some of their older products.
Page 76 Remind all children in the vehicle that the seat belts are not toys and should not be
played with, and never leave your child unattended in the vehicle. Rotate the cover over the
anchor directly behind the seat where you are placing the child restraint. Route the tether strap
to provide the most direct path for the strap between the anchor and the child seat. The seat
belt must be in the Automatic Locking Mode in order to enable a child restraint to be tightly
installed. Oil changes should be consistent with anticipated climate conditions under which
vehicle operations will occur. Exhaust gases can injure or kill. They contain carbon monoxide
CO , which is colorless and odorless. Breathing it can make you unconscious and can
eventually poison you. To avoid breathing CO follow these safety tips: Do not run the engine in
a closed garage or in confined areas any longer than needed to move your vehicle in or out of
the area. Damaged parts must be replaced immediately. Do not disassemble or modify the
system. Front seat belt assemblies must be replaced after a collision. Pedals that cannot move
freely can cause loss of vehicle control and increase the risk of serious per- sonal injury. Check
for stones, nails, glass, or other objects lodged in the tread. Inspect the tread and sidewall for
cuts and cracks. Page 88 Electronic Speed Control Adjust the mirror to center on the view
through the rear window. Headlight glare can be reduced by moving the small control under the
mirror to the night position toward the rear of the vehicle. You can turn the feature on or off by
pressing the button at the base of the mirror. A light next to the button will illuminate to indicate
when the dimming feature is activated. When finished, return the knob to the center O OFF
position to guard against accidentally moving a mirror position. Vehicles and other objects seen
in the passenger side convex mirror will look smaller and farther away than they really are. Pull
the bar upward to move the seat to the desired position. After releasing the adjusting bar, apply
forward and rearward body pressure to be sure the seat is latched. A lever with a ratcheting
mechanism, located on the outboard side of the seat, raises and lowers it. Total travel is 2. The
sudden movement of the seat could cause you to lose control. The seat belt might not be
properly adjusted and you could be injured. Adjust the seat only while the vehicle is parked. The
Active Head Restraint should be adjusted so the top of the head restraint is located above the
top of your ear. To tilt the head restraint closer to the back of your head, pull outward on the
bottom of the head restraint. Push rearward on the bottom of the head restraint to move the
head restraint away from your head. Use the seatback control to adjust the angle of the
seatback. Adjusting a seat while the vehicle is moving is dangerous. The controls for the heated
seats are located in the center console below the climate controls. This may cause the seat
heater to overheat. Sitting in a seat that has been overheated could cause serious burns due to
the increased surface temperature of the seat. Page Folding Rear Seat The hard seatback
features a work surface and a molded rim for retaining items stored on the seatback panel. The
rear cargo area of the vehicle with the rear seatbacks in the locked-up or folded down position

should not be used as a play area by children. They could be seriously injured in an accident.
Children should be seated and using the proper restraint system. Pull the hood release lever
located under the left side of the instrument panel. Place the upper end of the prop rod in the
hole on the left underside of the hood. Hood Prop Rod Hole Location Before closing the hood,
make sure to stow the prop rod in its proper location. Page Headlights And Parking Lights
passing light, fog lights, instrument panel light dimming and turn signals. The multifunction
lever is located on the left side of the steering column. Headlight Switch With the engine
running and the multifunction lever in the AUTO position, the headlights will turn on and turn off
based on the surrounding light levels. If an indicator fails to light when the lever is moved, it
would suggest that the indicator bulb is defective. To activate the front fog lights, turn on the
parking lights or the low beam headlights and pull out the end of the multifunction lever. Page
Instrument Panel Dimmer Instrument Panel Dimmer Rotate the center portion of the lever to the
extreme bottom position to fully dim the instrument panel lights and prevent the interior lights
from illuminating when a door is opened. Rotate the center portion of the lever up to increase
the brightness of the instrument panel lights when the park- ing lights or headlights are on.
They will not turn off automatically. Interior lighting also comes on when a door is opened or the
dimmer control is turned fully upward, past the second detent. Damage to the windshield wipers
may result if the wiper control is left in any position other than off. If you activate the washer
while the wiper control is in the delay range, the wipers will operate in low-speed for two wipe
cycles after releasing the lever and then resume the intermittent interval previously selected. As
long as the lever is held down, the wipers will continue to operate. It also allows you to lengthen
or shorten the steering column. The Electronic Speed Control lever is located on the right side
of the steering wheel. Leaving the Electronic Speed Control on when not in use is dangerous.
You could accidentally set the system or cause it to go faster than you want. You could lose
control and have an accident. Always leave the system off when you are not using it. Electronic
Speed Control can be dangerous where the system cannot maintain a constant speed. Your vehicle could go too fast for the conditions, and you could lose control. Do not train the
transceiver if people, pets or other objects are in the path of the door or gate. Page Place the
handheld transmitter 1 to 3 in 3 to 8 cm away from the HomeLink button you wish to program
while keeping the indicator light in view. Simultaneously press and hold both the chosen
HomeLink button and the handheld transmitter button until the HomeLink indicator changes
from a slow to a rapidly blinking light, then release both the HomeLink and handheld transmitter
buttons. It is NOT the button normally used to open and close the door. Training The Garage
Door Opener 1 â€” Activation will now occur for the trained device i. The handheld transmitter
of the device may also be used at any time. The indica- tor light will flash slowly and then
rapidly when fully trained. If you unplugged the device for training, plug it back in at this time.
Page Power Sunroof - If Equipped 2. This device must accept any interference that may be
received including interference that may cause undesired operation. Occupants, particularly
unat- tended children, can become entrapped by the power sunroof while operating the power
sunroof switch. Such entrapment may result in serious injury or death. Closing Sunroof â€”
Express Press the switch forward and release, the sunroof will close automatically from any
position. The sunroof will close fully, then stop automatically. Opening either front door will
cancel this feature. Page The center console power outlet is powered directly from the battery
power available at all times. For vehicles equipped with the heated and cooled cupholder, locate
the cup holder ash receiver in the forward cupholder. The optional ash receiver also comes with
a cigar lighter. You may use the power outlet, located in the instrument panel below the climate
control knobs, or in the bottom of the console compartment, for this cigar lighter. If containers
of hot liquid are placed in the bottle holder, they can spill when the door is closed, burn- ing the
occupants. The seatbacks fold down easily by pulling nylon tabs between the seatbacks and the
bolsters. When the seats are folded down, they provide a continuous, nearly flat extension of
the load floor. The rear cargo space is intended for load carrying purposes only, not for
passengers, who should sit in seats and use seat belts. The first storage bin can be used to
hold smaller items. Do not use abrasive window cleaners on the interior surface of the window.
Use a soft cloth and a mild washing solution, wiping parallel to the heating elements. Page
Inside the Chill Zone is a vent which, when opened, allows either air conditioned or fresh air to
flow into the Chill Zone compartment. For Chill Zone to operate properly, door must remain
closed while vehicle is in operation. Temperature Gauge The temperature gauge shows engine
coolant tempera- ture. Any reading below the red area of the gauge shows that the engine
cooling system is operating properly. The gauge pointer may show a higher than normal
tempera- ture when driving in hot weather, up mountain grades, in heavy stop and go traffic, or
when towing a trailer. Page 5. Low Fuel Light When the fuel level drops to approximately 2.
NOTE: This light will remain on until a minimum of approximately 3. Oil Pressure Warning Light

This light indicates low engine oil pressure. The light will come on and remain on when the
ignition switch is turned from the OFF to the ON position, and the light will turn off after the
engine is Page The light will remain on until the cause is corrected. NOTE: The light may flash
momentarily during sharp cornering maneuvers which change fluid level condi- tions. The
vehicle should have service performed, and the brake fluid level checked. If brake failure is
indicated, immediate repair is neces- sary. Tachometer The silver area of the scale shows the
permissible engine revolutions-per-minute RPM x for each gear range. Before reaching the red
area, ease up on the accelerator to prevent engine damage. Page Vehicle Odometer Messages
When the appropriate conditions exist, the odometer will display the following messages: door
Door Ajar deck. If the problem continues, the message will appear the next time the vehicle is
started. Page Immediate service is required. The light will come on when the ignition switch is
first turned on and remain on approximately 15 seconds as a bulb check. It should go out with
the engine running. As an added safety feature, your vehicle has been equipped with a Tire
Pressure Monitoring System TPMS that illuminates a low tire pressure telltale when one or more
of your tires is significantly under-inflated. Page tires or wheels on your vehicle, to ensure that
the replacement or alternate tires and wheels allow the TPMS to continue to function properly.
The TPMS has been optimized for the original equipment tires and wheels. TPMS pressures and
warning have been established for the tire size equipped on your vehicle. Prolonged driving
with the MIL on could cause damage to the engine control system. It also could affect fuel
economy and drivability. If the MIL is flashing, severe catalytic converter damage and power
loss will soon occur. Page should come on. If the light does not come on, have the system
inspected by an authorized dealer. Transmission Temperature Warning Light â€” If Equipped
This light indicates that the transmission fluid temperature is running hot. This may occur with
severe usage, such as trailer towing. Page Electronic Vehicle Information Center Evic Displays
The system allows the driver to select information by pressing the following buttons on the
instrument panel switch bank located below the climate controls: Press and release the MENU
button to advance the display to Trip Functions or Personal set- tings or to return to the default
System status display. Page Trip Functions 2. Fully depress the accelerator pedal slowly three
times within 10 seconds. Turn the ignition switch to the LOCK position. NOTE: If the indicator
message illuminates when you start the vehicle, the oil change indicator system did not reset. If
necessary repeat this procedure. This estimated distance is determined by a weighted average
of the instantaneous and average fuel economy, according to the current fuel tank level. Page
Compass Display Compass Display The compass heading indicates the direction the vehicle is
facing. Button NOTE: The system will display the last known outside temperature when starting
the vehicle and may need to be driven several minutes before the updated tempera- ture is
displayed. Turn the ignition switch to the ON position. Leave the shift lever in PARK. The
headlights will also turn off when the wipers are turned off if they were turned on by this feature.
Electronic Volume Control The electronic volume control turns continuously degrees in either
direction without stopping. Many radio stations do not currently broadcast Music Type
information. Page By pressing the SEEK button when the Music Type icon is displayed, the
radio will be tuned to the next frequency station with the same selected Music Type name. The
Music Type function only operates when in the FM mode. If a preset button is activated while in
the Music Type Program Type mode, the Music Type mode will be exited and the radio will tune
to the preset station. Page Audio Language â€” If Equipped Selecting this item allows you to
choose a default audio language effective only if the language is supported by the disc. You can
select a language not listed by scrolling down and selecting other. Also, the defaults are
effective only if the disc supports the customer-preferred settings. SET Button â€” These region
codes must match in order for the disc to play. If the region code for the DVD disc does not
match the region code for the radio DVD player, it will not play the disc. Page 3. Turn on the
radio. Touch the screen where the time is displayed. The clock setting menu will appear on the
screen. Page displayed. Changing Daylight Savings Time When selected, this feature will
display the time of day in daylight savings time. The time zone selection menu will appear on
the screen. Electronic Volume Control The electronic volume control turns continuously
degrees in either direction, without stopping. This feature operates in either AM or FM
frequencies. The symbol SET 1 will now show in the display window. Select the button 1 to 6
you wish to lock onto this station and press and release that button. Page If you have ejected a
disc and have not removed it within 10 seconds, it will be reloaded. If the CD is not removed, the
radio will reinsert the CD but will not play it. A disc can be ejected with the radio and ignition
OFF. When writing MP3 files, pay attention to the following restric- tions. Page Discs created
with an option such as keep disc open after writing are most likely multisession discs. The use
of multisession for CD audio or MP3 playback may result in longer disc loading times. MP3
exten- sion as MP3 files. If the medium contains a lot of folders or files, the radio will take more

time to start playing the MP3 files. Press the right switch to seek up and the left switch to seek
down. The radio will remain tuned to the new station until you make another selection. Page 2.
The minutes will begin to blink. Operation Instructions â€” These labels can peel away and jam
the player mechanism. Do not attempt to insert a second CD if one is already loaded. This
feature plays the selections on the compact disc in random order to provide an interesting
change of pace. With a maximum number of files, exceeding 20 folders will result in this display.
With files, exceeding 50 folders will result in this display. ID3 version 2 is not supported by the
radios. The folder list will time out after five seconds. Your Vehicle Identification Number. Select
the button you wish to lock onto this channel and press and release that button. The screen
features brightness control for optimum day- time and nighttime viewing. Handle the disc by its
edge; avoid touching the surface. If the disc is stained, clean the surface with a soft cloth,
wiping from center to edge. Rotating the dial left into the blue area of the scale indicates cooler
temperatures while rotating right into the red area indicates warmer temperatures. Page NOTE:
For all settings except full cold or full hot, there is a difference in temperature between the
upper and lower outlets. The warmer air flows to the floor outlets. This feature gives improved
comfort during sunny but cool conditions. Floor Air is directed through the floor outlets with a
small amount flowing through the defrost and side Extended use of this mode is not
recommended. Then, move the temperature control to the desired temperature. You will
experience the greatest efficiency by simply allowing the system to function automatically. In
manual mode there are seven blower speeds that can be individual selected. In off position the
blower will shut off. Page The operator can override the AUTO mode setting to change airflow
distribution by rotating the Mode Control knob on the right to one of the following positions.
These outlets can be adjusted to direct airflow. The center instrument panel outlets can be
NOTE: aimed so that they are directed toward the rear seat When the air conditioning is turned
on, cool dehumidified air will flow through the outlets selected with the Mode control dial. Press
this but- ton a second time to turn OFF the air conditioning. However, under certain conditions,
while in Automatic Mode, the system is blowing air out the defrost vents. When these
conditions are present, and the Recirculation button is pressed, the indicator will flash and then
turn off. The Mix mode can be used to maintain a clear windshield and provide sufficient
heating. If side window fogging be- comes a problem, increase blower speed. Page Compact
Spare Tire Never leave children alone in a vehicle. Leaving children in a vehicle unattended is
dangerous for a number of reasons. If the engine fails to start, the starter will disengage
automatically in 10 sec- onds. Page After Starting the way to the floor and hold it there while
cranking the engine. This should clear any excess fuel in case the engine is flooded. To prevent
damage to the starter, do not crank the engine for more than 15 seconds at a time. Wait 10 to 15
seconds before trying again. Connect the cord to a standard Volt AC electrical outlet with a
grounded, three-wire extension cord. As with all vehicles, you should never exit a vehicle while
the engine is running. Before exiting a vehicle, you should always shift the vehicle into PARK,
remove the key from the ignition, and apply the parking brake. Apply parking brake when
leaving vehicle in this range. When parking on a flat surface, place the shift lever in the PARK
position first, and then apply the parking brake. When parking on a hill, it is important to set the
parking brake before placing the shift lever in PARK, otherwise the load on the transmission
locking mechanism may Engine may be started in this range. Set the parking brake if you must
leave the vehicle. The trans- mission will operate normally in first and second gear. Shifts into
third may be delayed to provide second gear operation at higher speeds. The 3 range should
also be used when descending steep grades to prevent brake system distress. Page Autostick If Equipped In the event that the problem has been momentary, the transmission can be reset to
regain all forward gears. Stop the vehicle. Shift into PARK. Turn the ignition OFF, and restart the
engine. Shift into the desired gear range and resume driving. NOTE: Even if the transmission
can be reset, it is recommended that you visit a dealer at your earliest possible convenience.
The system will ignore attempts to upshift at too low of a vehicle speed. This phenomenon
occurs when there is a difference in the surface traction under the front driving wheels. The
system will provide mechanical steering capability if power assist is lost. If for some reason the
power assist is interrupted, it will still be possible to steer your vehicle. To apply the parking
brake, pull the lever up as firmly as possible. To release the parking brake, pull the lever up
slightly, press the center button, then lower the lever completely. Page make it difficult to move
the shift lever out of PARK. The parking brake should always be applied whenever the driver is
not in the vehicle. Always apply the parking brake fully when parked to guard against vehicle
movement and possible injury or damage. The system operates with a separate computer to
modulate the hydraulic pressure to prevent wheel lock-up and avoid skidding on slippery
surfaces. The light will come on when the ignition switch is turned to the ON position and may
stay on for as long as four seconds. These are all normal characteristics of ABS. The Anti-Lock

Brake System contains sophisticated electronic equipment that may be susceptible to Page
Traction Control System Tcs help avoid skidding on slippery surfaces during braking. If wheel
spin is detected, brake pressure is applied to the slipping wheel s and engine power is reduced
to provide enhanced acceleration and stability. Center the steering wheel front wheels pointing
straight forward. Apply the parking brake. Start the engine. Release the clutch pedal. Rotate the
steering wheel one-half turn to the left. Engine power may also be reduced to help the vehicle
maintain the desired path. Only a safe, attentive, and skillful driver can prevent accidents.
Whenever the vehicle is started the ESC system will be in this mode. This mode should be used
for almost all driving situa- tions. In the Partial ESC mode, the engine torque reduction and
stability features are desensitized. Therefore, the enhanced vehicle stability offered by ESC is
unavail- able. Tires with white sidewalls will have the full TIN, including the date code, located
on the white sidewall side of the tire. Page This placard tells you important information about
the: 1 number of people that can be carried in the vehicle 2 total weight your vehicle can carry 3
tire size designed for your vehicle 4 cold tire inflation pressures for the front, rear, and spare
tires. The resulting figure equals the available amount of cargo and luggage load capacity.
Overloading of your tires is dangerous. Overloading can cause tire failure, affect vehicle
handling, and increase your stopping distance. Use tires of the recommended load capacity for
your vehicle. Never overload them. Economy Improper inflation pressures can cause uneven
wear patterns to develop across the tire tread. After inspecting or adjusting the tire pressure, always reinstall the valve stem cap. This will prevent moisture and dirt from entering the valve
stem, which could damage the valve stem. Page Radial-Ply Tires loading may be required for
high-speed vehicle opera- tion. Refer to original equipment or an authorized tire dealer for
recommended safe operating speeds, loading and cold tire inflation pressures. High speed
driving with your vehicle under maxi- mum load is dangerous. The added strain on your tires
could cause them to fail. Temporary use spare tires are for emergency use only. Temporary-use
spare tires have limited tread life. When the tread is worn to the tread wear indicators, the
temporary use spare tire needs to be replaced. Fast spinning tires can be dangerous. Forces
gener- ated by excessive wheel speeds may cause tire dam- age or failure. A tire could explode
and injure some- one. Tires and spare tire should be replaced after six years, regardless of the
remaining tread. Some combinations of unapproved tires and wheels may change sus- pension
dimensions and performance characteris- tics, resulting in changes to steering, handling, and
braking of your vehicle. Damage to the vehicle may result if tire chains are used. Page will
repeat, providing the system fault still exists. A system fault can occur due to any of the
following: 1. Jamming due to electronic devices or driving next to facilities emitting the same
Radio Frequencies as the TPM sensors. Page more of the four active road tires. In addition, the
Electronic Vehicle Information Center EVIC will display a graphic showing the pressure values
of each tire with the low tire pressure values flashing. If the ignition key is cycled, this sequence
will repeat, providing the system fault still exists. Page General Information 2. KR5S Canada.
Page Reformulated Gasoline with the ap- propriate octane rating for your engine before
consider- ing service for the vehicle. Over 40 automobile manufacturers around the world have
issued and endorsed consistent gasoline specifica- tions the World Wide Fuel Charter, WWFC
which Only vehicles with the E fuel filler door label can operate on E Gasoline blended with
MMT reduces spark plug life and reduces emission system performance in some vehicles. The
manufacturer recommends that gasoline without MMT be used in your vehicle. If you notice a
pungent burning odor or some light smoke, your engine may be out of tune or malfunctioning
and may require immediate service. Page Flexible Fuel 2. Have the exhaust system inspected
every time the vehicle is raised. Have any abnor- mal conditions repaired promptly. Until
repaired, drive with all side windows fully open. Only vehicles with the E85 fuel filler door label
can operate on E Ethanol vapors are extremely flammable and could cause serious personal
injury. Never have any smok- ing materials lit in or near the vehicle when remov- ing the fuel
filler tube cap gas cap or filling the tank. To eliminate driveability issues that may be caused by
these deposits, a supplemental gasoline additive, such as MOPAR Techron may be used.
Always be sure that your vehicle is serviced with correct ethanol com- patible parts. Replacing
fuel system components with non-ethanol compatible components can damage your vehicle.
Maintenance If you operate the vehicle using E85 fuel, follow the maintenance schedule section
of this manual. This is in violation of most state and federal fire regula- tions and doing so will
cause the MIL to turn on. Page Overloading Overloading The load carrying components axle,
springs, tires, wheels, etc. The best way to figure out the total weight of your vehicle is to weigh
it when it is fully loaded and ready for operation. If you have any questions or concerns after
reviewing this section, please consult your dealer to for full details on the towing capabilities of
the vehicle. Distribute the load over the front and rear axles evenly. Make sure that you do not
exceed either front or rear GAWR. Frontal Area 2. Note 1: The trailer tongue weight must be

considered as part of the combined weight of occupants and cargo, and it should never exceed
the weight referenced on the Tire and Loading Information placard. Towing a trailer with a larger
than recommended frontal area could cause the engine to overheat or cause severe engine
damage under extreme condi- tions. Also, additional factory-installed options, or authorized
dealer-installed options, must be considered as part of the total load on your vehicle. Improper
towing can lead to an injury accident. When trailering cargo that is not fully secured, dynamic
load shifts can occur that may be difficult for the driver to control. Continued 3. GAWR 4. When
towing a trailer equipped with a hydraulic surge actuated brake system, an electronic brake
controller is not required. Page Towing Tips Towing Tips Before setting out on a trip, practice
turning, stopping, and backing the trailer in an area located away from heavy traffic. Make sure
all trailer and vehicle lights are working properly â€” including hazard flashers. How- ever, if
frequent shifting occurs while in this range, third gear for a four-speed automatic and the fifth
gear for a six-speed AutoStick should be selected. Press the switch to turn on the Hazard
Warning flasher. When the switch is activated, all directional turn signals will flash on and off to
warn oncoming traffic of an emergency. Page Engine Oil Overheating 2. The vehicle could slip
off the jack and fall on you. You could be crushed. Never put any part of your body under a
vehicle that is on a jack. Never start or run the engine while the vehicle is on a jack. Park the
vehicle on a firm, level surface. Avoid ice or slippery areas. Do not attempt to change a tire on
the side of the vehicle close to moving traffic. Pull far enough off the road to avoid the danger of
being hit when operating the jack or changing the wheel. When the jack is partially expanded,
the tension between the two attachment points holds the jack handle in place. Removing Jack
Handle From Jack 2. Turn the jack screw to the left until the jack can be placed under the
jacking location. Once the jack is positioned, turn the jack screw to the right until the jack head
is properly engaged with the lift area closest to the wheel to be changed. Raising the vehicle
higher than necessary can make the vehicle less stable. It could slip off the jack and hurt
someone near it. Raise the vehicle only enough to remove the tire. Raise the vehicle by turning
the jack screw to the right, using the swivel wrench. A loose tire or jack thrown forward in a
collision or hard stop could endanger the occupants of the ve- hicle. Always stow the jack parts
and the spare tire in the places provided. Place the deflated flat tire in the cargo area and have
the tire repaired or replaced as soon as possible. Do not attempt jump-starting if the battery is
frozen. It could rupture or explode and cause personal injury. Preparations for Jump-Start The
battery in your vehicle is located between the left front headlight assembly and the left front
wheel splash shield. It can start anytime the ignition switch is on. You can be injured by moving
fan blades. Do not allow vehicles to touch each other as this could establish a ground
connection and personal injury could result. Failure to follow this procedure could result in personal injury or property damage due to battery ex- plosion. Page Freeing A Stuck Vehicle 5.
Start the engine in the vehicle that has the booster battery, let the engine idle a few minutes,
and then start the engine in the vehicle with the discharged battery. Once the engine is started,
remove the jumper cables in the reverse sequence: 6. Using minimal accelerator pedal pressure
to maintain the rocking motion, without spin- ning the wheels, is most effective. A dolly should
be used under the front wheels if the rear wheels are raised. Proper towing equipment is
necessary to prevent dam- age to the vehicle. Page Engine Compartment - 2. Page Engine
Compartment - 3. This system monitors the performance of the emissions, engine, and
automatic transmission control systems. When these systems are operating properly, your
vehicle will provide excellent performance and fuel economy, as well as maintaining engine
emissions well within current government regu If the problem persists, the message will appear
the next time the vehicle is started. This might indicate a damaged cap. Approximately 15
seconds later, one of two things will happen: a. The MIL will flash for about 10 seconds and then
return to being fully illuminated until you turn OFF the ignition or start the engine. Service
Manuals are available which include detailed service information for your vehicle. Refer to these
Service Manuals before attempting any procedure yourself. Do not use chemical flushes in
these components as the chemicals can damage your engine, transmission, power steering or
air condi- tioning. Do not overfill the engine. Overfilling the engine will cause oil aeration, which
can lead to loss of oil pressure and an increase in oil temperature. This could damage your
engine. Change Engine Oil The oil change indicator system will remind you that it is time to take
your vehicle in for scheduled maintenance. Do not use chemical flushes in your engine oil as
the chemicals can damage your engine. Such damage is not covered by the New Vehicle
Limited Warranty. Page Engine Oil Filter Lubricants which do not have both, the engine oil certification mark and the correct SAE viscosity grade num- ber should not be used. Synthetic
Engine Oils You may use synthetic engine oils provided the recom- mended oil quality
requirements are met, and the recom- mended maintenance intervals for oil and filter changes
are followed. The air induction system air cleaner, hoses, etc. Do not remove the air induction

system air cleaner, hoses, etc. Do not allow battery fluid to contact your eyes, skin, or clothing.
Do not lean over a battery when attaching clamps. If acid splashes in eyes or on skin, flush the
area imme- diately with large amounts of water. This service should include cleaning of the
condenser fins and a performance test. How- ever, the manufacturer recommends that air
conditioning service be performed by authorized dealers or other service facilities using
recovery and recycling equipment. Disengage the two retaining tabs that secure the filter cover
to the HVAC housing and remove the cover. Page Windshield Wiper Blades quiet, easy
operation and to protect against rust and wear. Prior to the application of any lubricant, the
parts concerned should be wiped clean to remove dust and grit; after lubricating excess oil and
grease should be removed. Particular attention should also be given to hood latching
components to ensure proper function. Adding Washer Fluid The fluid reservoir for the
windshield washers is located in the engine compartment. Be sure to check the fluid level in the
reservoir at regular intervals. However, it is im- portant to keep the engine properly tuned to
assure proper catalyst operation and prevent possible catalyst damage. NOTE: Intentional
tampering with emissions control systems can result in civil penalties being assessed against
you. The fan is tempera- ture controlled and can start at anytime the igni- tion switch is in the
ON position. Page replacement. To prevent reducing this extended mainte- nance period, it is
important that you use the same engine coolant antifreeze throughout the life of your vehicle.
Never add engine coolant antifreeze when the engine is overheated. Do not loosen or remove
the cap to cool an overheated engine. Heat causes pressure to build up in the cooling system.
Page The radiator normally remains completely full, so there is no need to remove the radiator
cap unless checking for engine coolant antifreeze freeze point or replacing cool- ant. Advise
your service attendant of this. As long as the engine operating temperature is satisfactory, the
coolant bottle need only be checked once a month. If your vehicle is equipped with air
conditioning, keep the front of the condenser clean. Page Clean the top of the master cylinder
area before removing the cap. If necessary, add fluid to bring the fluid level up to the
requirements described on the brake fluid reser- voir. Overfilling of fluid is not recommended
because it may cause leaking in the system. Keep the master cylinder reservoir cap secured at
all times. Brake fluid in a open container absorbs moisture from the air resulting in a lower
boiling point. Page Fluid Level Check â€” 2. Park the vehicle on level ground. Run the engine at
curb idle speed for a minimum of 60 seconds. Using a transmission fluid other than that
recommended by the manufacturer will result in more frequent fluid and filter changes. Do not
use chemical flushes in your transmission as the chemicals can damage your transmission
compo- nents. Appearance Care and Protection from Corrosion Protection of Body and Paint
from Corrosion Vehicle body care requirements vary according to geo- graphic locations and
usage. Always wash your ve- hicle in the shade using MOPAR Car Wash or equiva- lent, or a
mild car wash soap, and rinse the panels completely with clear water. The cost of such repairs
is considered the responsibility of the owner. To remove road dirt, wash with a mild soap
solution fol- lowed by rinsing. Do not use abrasive cleaning components, solvents, steel wool or
other aggressive material to clean the lenses. Page if absolutely necessary. Do not use harsh
cleaners or Armor All. Your leather upholstery can be best preserved by regular cleaning with a
damp soft cloth. When cleaning the lenses, care must be taken to avoid scratching the plastic.
Clean with a wet, soft rag. A mild soap solution may be used, but do not use high alcohol
content or abrasive cleaners. This center contains cartridge fuses and mini fuses. A label that
identifies each component may be printed on the inside of the cover. Failure to do so may allow
water to get into the Totally Integrated Power Module, and possibly result in an electrical system
failure. H11 High Beam Headlamp Do not touch the new bulb with your fingers. Oil
contamination will severely shorten bulb life. Pull the bulb out of the socket and replace the
bulb. Page Fog Lamps Fog Lamps 1. Access to the lamps through the lower fascia cutout is
limited. Turn the steering wheel to allow access and remove the inner fender shield. Rotate the
bulb and connector wise. Pull the bulb off of connector and replace with a new one. Open the
trunk and gently pull back the trunk liner behind the taillamp. Grasp the taillamp and pull firmly
outward pushing gently on the studs from inside to disengage the lamp housing. Twist and
remove socket from lamp. Remove bulb from socket and replace. Remove two retaining screws
holding the light lens in place. Gently pry the lamp assembly loose. Pull bulb from socket,
replace and reattach the lamp assembly with the two retaining screws. Center High-Mounted
Stop Lamp 1. Replace the bulb and reinstall the socket into the housing by locking it in place
with a twist. These and all other maintenance services in- cluded in this manual, should be done
to provide best vehicle performance and reliability. Change your vehicles oil if it has been six
months since your last oil change even if the oil change indicator message is NOT illumi- nated.
Take your warranty folder. All work to be performed may not be covered by the warranty. Most
matters can be re- solved with this process. An authorized dealer has also made a major

investment in facilities, tools, and training to assure that you are absolutely delighted with the
ownership experience. Page In Canada If NHTSA receives similar complaints, it may open an
investigation, and if it finds that a safety defect exists in a group of vehicles, it may order a
recall and remedy campaign. However, NHTSA cannot become involved in individual problems
between you, your authorized dealer, and the manufacturer. These practi- cal manuals make it
easy for students and technicians to find and fix problems on computer-controlled ve- hicle
systems and features. Page Automatic Transaxle Page Contract, Service Page Oil Selection
Page Gauges Coolant Temperature Page Leaks, Fluid Page Odometer Page Replacement Bulbs
Page Transporting Pets Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL. Do you have
the same problem? Here are the instructions and belt routing diagrams below Both engines
Check out the diagrams Below. Please let us know if you need anything else to get the problem
fixed. Was this answer helpful? I included all engines just incase. Images Click to enlarge Was
this answer helpful? We took off the drive belt and put in the part, but now we dont know how to
put back the drive belt on. Let me know if you have questions. How to put one back on after
replacing the alternator? Do you. Good afternoon. Images Click to enlarge. Was this answer. We
changed the alternator and forgot how to install the belt back can you help me? Hello, Here is a
guide to help you step by step on replacing the belt and diagrams below to show you how the
belts goes. I am repairing my 08 avenger and it needed a new alternator part. If you go to the
"Belt Routing Diagrams" site on this page, place the vehicle info in and you will get a picture of
the routing order. Belt routing diagram please. Here is the belts routing diagrams This guide will
walk you through the steps of changing it. Need serpentine belt dodge avenger diagram Was
this answer. How do you change the serpentine belt. There is no diagram under the hood to go
by Was this answer. I lost power steering suddenly and car won't keep a charge now. Car was
squeeking before this happened. Need instructions on how to install a new one of these belts
on a dodge avenger 6 cyl. I am a woman! Not afraid to fix my car! A little instruction would't
hurt! Unfortunatly my software doesnt have any pics of the tensioner for your car, but there is a
wheel with alocking nut in th ecenter, loosen the lock nut and locate the tensioning bolt, this
when turned willl move the wheel up and down. Install new belt and tension it fairly tight, but a
belt tension gauge is the best way to tell when it is tight enough. Here is a pic of the belt routing
for you engine Was this answer. My somn bought a car and the AC Compressor is going bad.
He can not afford a new compressor. Dopes anyone know how to figure out what size
serpentine belt to buy to by-pass AC unit. Or is this just impossible with this car? Hello - Just
because the compressor is going bad doesn't mean you have to take the belt off of it. It free
wheels until the clutch engages. There are thousands of vehicles driving around with no AC
working and the belt still on. The only problem you will ever run into is if the compressor locks
up and the pulley no longer turns. No big deal to run it that way. I attached the diagram of the
belt routing for your review. Also, due to you have a separate drive belt and generator belt, if
you don't want to run a compressor belt then just remove it in the even the compressor locks
up. Normally you would need to get a bypass pulley which basically just allows you to put the
original belt back on. Hope this helps. Image Click to enlarge. Please login or register to post a
reply. Related Serpentine Belt Diagram Content. We have collected many popular serpentine
belt timing belt and timing chain diagrams which show the routing of the belts and chains along
with the marks to set the camshaft What Does This Mean? Just Hear A Slight Click. After A Few
Tries. The Car Will Finally Start. Sponsored links. Ask a Car Question. It's Free! Routing diagram
for serpentine belt on dodge charger answered by a verified dodge mechanic. And need belt
routing diagram and location of tension pully. An dodge avenger serpentine belt replacement
too small will bind the pulleys while an 08 dodge avenger serpentine belt replacement too large
will just fall off. Serpentine belt diagram for dodge avenger this dodge avenger belt diagram is
for model year with 4 cylinder 24 liter engine and serpentine posted in posted by admin on
january 27 We need a diagram for replacing the serpentine belt posted by matthew on apr 19
Serpentine belt diagram for dodge avenger. I need a serpentine belt routing diagram for a dodge
caliber with a 20 l engine. Trying to replace broken serpentine belt on dodge avenger 4 cyl. Here
is a serpentine belt diagram for a dodge avenger l4 24l. Chevrolet 3 4 engine diagram best
wiring library best of chevy equinox engine diagram serpentine belt for with 3 4 pic Related
posts land rover range rover l serpentine belt diagram. Chrysler 18 20 24 engine wikipedia
chrysler 18 20 24 engine. This dodge avenger belt diagram is for model year with v6 27 liter
engine and serpentine permalink. Feb 09 To install the new automotive serpentine belt
replacement check the motor or the operators manual for a serpentine route guide. As well as
any head ups i might run into trying to install new belt. Posted by admin on january 27 Post a
Comment. Share this post. Newer Post Older Post Home. Subscribe to: Post Comments Atom.
Iklan Atas Artikel. Iklan Tengah Artikel 1. Iklan Tengah Artikel 2. Iklan Bawah Artikel. About

Contact Privacy Policy Disclaimer. Here is a directory of serpentine belt diagrams for popular
makes and models. Let us know if you would like us to add anything to our list. Can you add
and email me belt diagrams for a Hummer H2 and for a Isuzu Trooper, thank you. Looking for a
serpentine belt diagram for a Thomas international school bus. Need a diagram and possibly
size for serpentine belts with and without ac for 97 jeep Cherokee country with 4. Hi I need a
diagram for Mitsubishi Pajero Exceed, 3. Can anyone please Help? Hi I need a diagram of a
serpentine belt for a chevy captiva model with a 2 litre engine. I need a belt diagram for a Toyota
Tacoma 2. Thank you. Im looking for a belt routing diagram for a Kia Soul 2. Its different from
the Thanks in advance. Need a serp belt diagram for Hyundai Tuscon 2. Yours only goes up to
year model. I need a belt diagram for a GMC Vandura 6. I think also known as the gm Been
looking online for 2 days now. I need a Serpentine belt diagram for a 5. Im have trouble putting
this one back on. Now Trending: â€” Lexus Admin, please photo for serpentine belt for audi 1.
Hi, I need a schematic of the serpentine belt for a chevy, malibu, 6 cyl. I need a fanbelt diagram
for a Dodge Caravan. Need a diagram from replacing serpentine belt Camry V6 3. Ajay
Jiwanand. I need a serpentine belt diagram for a Mitsubishi outlander 2. Looking for a
serpentine diagram for a Pontiac G5 base, with AC. Thank you! Need help replacing a
serpentine belt on a chev optra 2. Wayne Kilgore. Need routing of serpentine belt for a toyota
tundra 4. I need a diagrm for belt routing on Toyota Camry 3. Diamond Hernandez. Serpentine
belt diagram for a Chevy Impala Lt 3. George Borja. Hi there I need a serpentine belt diagram for
a Toyota Camry Se model 3. Need a serpentine belt diagram for a Hyundai Santa Fe 3. Could
you get me the diagram for a Monte Carlo with a 3. Not supercharged. I need a diagram for a
Chevy caprice! Please and thanks. I need a diagram for replacin the serpentine belt on a Ford
Windstar V-6, 3. I need a diagram to replace a serpentine belt on a 2. I need a serpentine
diagram for a Camaro 5. Need a serpentine belt diagram for a dodge ram sport I need a
serpentine belt diagram for a jeep Cherokee trailhawk 3. Don Longridge. Hi I need a diagram for
a serpentine belt replacement for a petrol Mitsubishi Pajero. Need a diagram for a power stroke
e van one alternator. Please, a serpentine belt diagram for a Honda Accord 4-cyl. I need a
diagram of a, Dodge Caravan fanbelt. John Portelli. Hi I need a diagram of the serpentine drive
belt for a chevy captiva 2 litre. Need diagram for Hyundai Genesis 3. Douglas M Farley. Hello I
need serpentine belt diagram for Hyundai Elantra 1. Alaa hashim. Suzoki grand vitara v6 2.
Sarah Gunalda. Rachel E McGrew. I need a diagram of Santa Fe 4cyl 2. Do you have a diagram
for a Chevy Express ? Leeanne Pridgen. Need a diagram for a 95 Mercedes diesel. Please help!
Keith Board. I could use the diagram for belt the Ford F 4. I want a diagram of fan belt of Toyota
spacial. Markus Andrew Quillen. I need a belt diagram for Volkswagon Passat 1. Quick Links.
See also: Owner's Manual , User Manual. Table of Contents. Automobile Dodge Avenger User
Manual 76 pages. Be assured that it represents precision nicians and genuine Mopar parts, and
cares about your workmanship, distinctive styling, and high quality - all satisfaction. If you do
not read this entire manual, you may miss important information. Any modifications or
alterations to this vehicle could seriously affect its roadworthiness and safety and may lead to
an accident resulting in serious injury or death. The emergency key allows for entry into the
vehicle should the battery in the vehicle or the Key Fob go dead. Leaving radio, power sunroof if
equipped , and power outlets unattended children in a vehicle is dangerous for a will remain
active for 10 minutes after the ignition switch number of reasons. A blank Key Fob vehicle
electronics can be used to start and operate the is one that has never been programmed.
Battery access is through a door located on the rear of 2. Remove and replace the battery.
Avoid touching the the RKE transmitter. Insert a small, flat blade screwdriver new battery with
your fingers. Skin oils may cause into the slot and gently pry open the access door. Therefore,
make sure the key is not A power door lock switch is on each front door trim inside the vehicle
before closing the door. Depress the power door LOCK switch to lock the 2. The transmission
was in gear and the vehicle speed doors. A single chime will indicate the completion of the 3.
Never leave children in a vehicle with the key in the ignition switch or leave a vehicle with
Keyless Go in To stop the window from going all the way down during the ACC or RUN position.
The odometer display will reappear once the trunk is closed. Do not allow children to have
access to the trunk, With the ignition switch in the OFF position or the key either by climbing
into the trunk from outside, or People belted together can crash into one another in an accident,
hurting one another badly. You are more likely to hit your head in a collision if you do not wear
your shoulder belt. To release the belt, push the red button on the buckle. The belt will
automatically retract to its stowed position. Slide the latch plate upward over the folded
webbing. Pretensioners work for all size tinue to chime and flash the Seat Belt Reminder Light
for occupants, including those in child restraints. Turn the ignition switch to the ON position,
but do not BeltAlert can be reactivated by repeating this procedure. This is mounted in the
instrument panel, above the glove extender should be used only if the existing belt is not

compartment. Airbags work with the knee bolsters to provide improved protection for the driver
and front passenger. Side airbags Infants in rear-facing child restraints should NEVER also
work with seat belts to improve occupant protection. Different airbag inflation deploy the SABIC
Airbags, depending on severity and rates are possible, based on the collision type and severtype of collision. In these events, the ORC will deploy the ity. Ad- The airbags are designed to
deflate immediately after ditional sensors in the ORC determine the level of airbag deployment.
If you are involved in another collision, the immediately. See your authorized dealer if the inflate
for your protection in a collision. Under certain circumstances, EDR data may not be accessing
the electronic data stored, unless ordered to recorded e. Requested by police under a legal
warrant. United States and all Canadian provinces require that small children ride in proper
restraint systems. This is the 4. Otherwise required by law. Refer to child. The rear seat lower
anchorages are round bars located at the rear of the seat cushion where it meets the seatback
and are just visible when you lean into the rear seat to install the child restraint. A Improper
installation of a child restraint to the locking clip should not be necessary once the automatic
LATCH anchorages can lead to failure of an infant or locking feature is enabled. Disconnect the
latch plate from the buckle, turn the buckle around, and insert the latch plate into the buckle
again. Attach the tether strap hook A of the child restraint to Transporting Pets the anchor B
and remove slack in the tether strap Airbags deploying in the front seat could harm your pet.
DO NOT use the recirculation mode. Tires Fluid Leaks Examine tires for excessive tread wear
and uneven wear Check area under vehicle after overnight parking for fuel, patterns. Adjust the
mirror to center on the view through the rear window. Headlight glare can be reduced by moving
the small control under the mirror to the night position toward the rear of the vehicle. This
mirror automatically adjusts for headlight glare from vehicles behind you. You can turn the
feature on or To avoid damage to the mirror during cleaning, never off by pressing the button at
the base of the mirror. Some models have outside mirrors that are hinged. The hinge allows the
mirror to pivot forward and rearward to Vehicles and other objects seen in the passenger side
resist damage. Use the center off trim panel, next to the power door lock switch. Voice
commands are required after most Profile certified Bluetooth cellular phone. To combine two
calls, refer If a call is currently in progress and you have another to Conference Call in this
section. Please refer to the Hour Working with Automated Systems Towing Assistance coverage
details in the Warranty This method is used in instances where one generally has Information
Booklet and on the 24â€”Hour Towing to press numbers on the cellular phone keypad while
Assistance Card. Operation is subject to the the Voice Interface System to recognize user voice
com- following conditions: mands may be negatively affected by rapid speaking or a Start a
dialogue by pressing the button. In this mode, you may say the following commands: 2. They
need to be used properly for safe phone Voice Training feature may be used. The adjusting bar
is at the front of the seat, near the floor. Pull the bar upward to move the seat forward or
rearward. Adjusting a seat while the vehicle is moving is Release the bar once the seat is in the
position desired. The power seat switch is located on the outboard side of the seat near the
floor. The recliner control is located on the outboard side of the seat. Do not ride with the
seatback reclined so that the shoulder belt is no longer resting against your chest. Use the
recline control to adjust the forward or rearward In a collision you could slide under the seat
belt and position of the seatback. Turn the control lever for- of a rear impact. Low, or Off heat
settings. Amber indicator lights in each switch indicate the level of heat in use. Two latches
must be released to open the hood. Pull the hood release lever located under the left side
position. The safety catch is located under the center front edge of the hood. To prevent
possible damage, do not slam the hood to close it. Rotate Headlight Switch the headlight switch
to the second detent for headlight, The headlight switch is located on the left side of parking
light and instrument panel light operation. Then, turn off the When this feature is active, the
headlights will turn on headlights within 45 seconds. Running Lights whenever the ignition
switch is ON, the NOTE: The fog lights will operate with the low beam headlights are off and the
parking brake is off. If an indicator fails to light when the lever is moved, it would suggest that
the indicator bulb is defective. This will turn on the high beams headlights until the lever is
released. This includes the glove box light, Dome Light Position but not the trunk light. To
restore interior light operation, Rotate the dimmer control completely upward to the either turn
the ignition switch ON or cycle the light second detent to turn on the interior lights. To lock the
steering column in position, push the control handle inward until fully engaged. Do not adjust
the steering wheel while driving. The telescoping adjustment must be locked while driv- ing.
Universal Garage Door reading lights. Opener HomeLink buttons and power sunroof switch may
also be included, if equipped. Place the handheld transmitter 1 to 3 in 3 to 8 cm NOTE: Some
gate operators and garage door openers from the HomeLink buttons while keeping the EVIC
may require you to replace Step 3 with procedures noted display in view. The name and color of

the button may vary by NOT the button normally used to open and close the manufacturer.
Place the ignition in the RUN position. If you are having trouble programming HomeLink , here
are some of the most common solutions: 2. Operation is subject to the following visors on the
overhead console. The sunroof will open fully and then stop automatically. Both of the power
outlets are protected by a fuse. The cupholders are positioned The center console contains two
shift bezel cubby bins forward in the armrest and side-by-side to provide with rubber mats for
holding small items. The bottom compartment also con- tains a 12 Volt power outlet and a
molded-in coin holder designed to hold various size coins. Too much weight or improperly
placed climate control. The automatic load leveling system will provide a level- riding vehicle
under most passenger and cargo loading Failure to follow these cautions can cause damage to
conditions. Speedometer Indicates vehicle speed. Fuel Gauge The pointer shows the level of
fuel in the fuel tank when 4. This light will turn on when the electronic speed control is on. If the
light remains on, it means that the However, see an authorized dealer for service as soon as
charging system is experiencing a problem. The arrow will flash with the exterior turn signal
when the turn signal lever is operated. Driving with a hot engine cooling system could damage
your vehicle. Engine Temperature Warning Light This indicator will turn on when the high beam
headlights are on. Push the multifunction lever If a warning light remains on the system may not
be away from the steering wheel to switch the headlights to working and you will not have the
benefit of ESP or high beam. TEM if the system is not functioning properly and service is
required. In the event of an EBD failure, the mately 15 seconds, when the vehicle security Brake
Warning Light will turn on along with the ABS alarm is arming, and then will flash slowly
However, the con- The TPMS has been optimized for the original ventional brake system will
continue to operate normally equipment tires and wheels. Door Ajar Indicator This light will turn
on to indicate that one or more door may be ajar. Decklid Ajar Indicator This light will turn on to
indicate that the decklid may be ajar. Computer functions. Turn the ignition switch to the LOCK
position. The Trip Functions mode displays the following. Press and release the does not
appear in the EVIC display, you must put the HOME button to display one of eight compass
compass into the Calibration Mode manually as follows: readings and the outside temperature.
To compensate for the differences, the variance should be set for the zone where the vehicle is
driven, per the zone map. Once properly set, the compass will automatically compensate for the
differences and provide the most accurate compass head- ing. Opening a vehicle have the
headlights remain on for 0, 30, 60, or 90 seconds door will cancel this feature. Turn on the radio.
Touch the screen where the time is displayed. Section 3. Press the right switch knob to save
time change. The stations stored in SET 2 memory can be selected by recordable compact discs
CD-R , rewritable compact pressing the pushbutton twice. If the medium , , , contains a lot of
folders or files, the radio will take more MPEG-1 Audio , , , 48, SCROLL control knob to the right
or left to adjust the sound level from the right or left side speakers. The Manual. UCI is available
only if equipped as an option time of day will display for five seconds when the with these
radios. During Play mode, pressing any of the buttons described below, takes you to List mode.
The Sirius ID number visit the Sirius web site at Press any button on. Do not place items directly
Satellite Mode on or above the antenna. The EVIC features a driver-interactive The remote
sound system controls are located on the display which is located in the instrument cluster.
LECT button to operate various radio, me- 3. This condition may be lessened or eliminated by
relocating the cellular phone antenna. Rotating the The rotary knob on the left controls the
control to the extreme left provides the coldest setting. The control has an OFF posi- Rotating
the control to the extreme right provides the tion and four speed settings. Air flows through the
outlets located in the instru- ment panel. Air flows through the front and rear floor outlets These
registers can be closed to block airflow. When the air conditioning is turned on, cool
dehumidified air will flow through the outlets selected with the mode control. Press this button a
second time to turn off the air conditioning. After 10 minutes, the system will return to
Attempting to use the recirculation while in these normal AUTO mode function and the indicator
will turn modes will cause the indicator in the control button to off. An indicator in the button
illuminates Attempting to use the recirculation while in these modes when manual compressor
operation is selected. Apply the brakes present, instruct all other occupants to buckle their seat
before shifting into any driving gear. To clear any excess fuel, push quicker starts in cold
weather. After the trans- mission cools down, it will return to normal operation. Unintended
movement of a vehicle could injure those in and near the vehicle. To access the override,
remove the rubber tray from the storage bin located to the right of the shift lever. Normal
operation will resume once the transmission temperature has risen to a suitable level. It
prolonged periods with the engine running. The engine provides the smoothest up shifts and
down shifts and the may be started in this range. If the transmission cannot be reset, authorized
dealer service is required. The engine driving. It provides the smoothest upshifts and down-

may be started in this range. Turn OFF the engine. The transmission is monitored for abnormal
conditions. Wait approximately 10 seconds. If a condition is detected that could result in
transmission damage, the transmission will engage Limp Home Mode. The trans- tronic Range
Select ERS to provide greater driver control mission will not shift above the indicated gear, but
will of automatic transmission operation. You can shift in or out of the mission will operate
automatically, shifting between the Autostick mode at any time without taking your foot off five
available gears. Al- and Warning before doing so. Do not exceed 5 mph steering capability if
power assist is lost. This noise should be considered normal, and it checked if a leak is
suspected, abnormal noises are does not in any way damage the steering system. With a clean
cloth, wipe any spilled fluid from all PARK position first and then apply the parking brake.
Leaving unattended children in a vehicle is dangerous for a number of reasons. A child or
others could be seriously or fatally injured. Do not leave the key in the ignition. This system
complements the ABS by optimizing the vehicle braking capability during emergency brake maThe BAS cannot prevent the natural laws of physics neuvers. This system detects an
emergency braking situ- from acting on the vehicle, nor can it increase the ation by sensing the
rate and amount of brake application traction afforded by prevailing road conditions. Tire
Markings design standards. If the TIN is not found on however, the date code may only be on
one side. Subtract the combined weight of the driver and pas- 6. Consult this manual to
determine how this reduces the available 4. Overloading of your tires is dangerous. Use tires of
the cause accidents. Keep this in mind when checking tire pressure inside a garage, especially
in After inspecting or adjusting the tire pressure, al- the Winter. Temporary use spare tires are
for emergency use only. The limited-use spare tires are for emergency use Fast spinning tires
can be dangerous. Forces gener- only. Installation of this limited-use spare tire affects ated by
excessive wheel speeds may cause tire dam- vehicle handling. With this tire, do not drive more
age or failure. Tires and the spare tire should be replaced after six years, regardless of the
remaining tread. They should be inspected regularly for wear and correct cold tire inflation
pressure. The manu- that specified for your vehicle. This notice applies to all chain different
loads and perform different steering, driving, traction devices, including link and cable radial
chains. This rotation pattern The Tire Pressure Monitor System TPMS will warn the does not
apply to some directional tires that must not be driver of a low tire pressure based on the
vehicle recom- reversed. The matching full size spare the tire. The vehicle may need to be
driven for up to 3. TPMS to receive this information. The compact spare tire does not have a
TPM sensor. The full size spare can be used in place of any of the four road tires. If the system
fault 1. If you install the compact spare tire in place of a road 5. Once you repair or replace the
original road tire and tire that has a pressure below the low-pressure warning reinstall it on the
vehicle in place of the compact spare, limit, upon the next ignition key cycle, the TPM Telltale
the TPMS will update automatically. KR5S mance when using high-quality unleaded Canada.
Oxygen- necessary to deliver enhanced emissions, performance, ates are required in some
areas of the country during the and durability for your vehicle. Gasoline with higher ethanol
exposure to E fuel. Use of additional malfunctions can cause the catalytic converter to
detergents or other additives is not needed under normal overheat. Have the exhaust system
inspected Carbon monoxide CO in exhaust gases is deadly. Have any abnor- Follow the
precautions below to prevent carbon mal conditions repaired promptly. The load carrying
components axle, springs, tires, wheels, This includes driver, passengers, and cargo. The total
etc. Store heavier items on limits to the type of towing you can reasonably do down low and be
sure you distribute their weight as with your vehicle. The GTW is the weight of the trailer plus
the weight of all cargo, consumables, and equipment permanent or tem- It is important that you
do not exceed the maximum porary loaded in or on the trailer in its loaded and front or rear
GAWR. See your authorized dealer for Class I - Light Duty 2, lbs kg package content. GTW Max.
Tongue Wt. Gross Trailer Wt. Also, additional factory-installed options or dealer-installed
options must Improper towing can lead to an injury accident. GTW vehicle and trailer. Always
connect the chains to 3. GAWR the frame or hook retainers of the vehicle hitch. Tongue weight
rating for the trailer hitch utilized. Cross the chains under the trailer tongue and This
requirement may limit the ability to always allow enough slack for turning corners. Driving with
a hot cooling system could damage your vehicle. Lift the access cover using the pull strap. The
jack should not be used to lift the vehicle for service purposes. Remove the fastener securing
the spare tire. Remove the spare tire. A loose tire or jack thrown forward in a collision or 5.
Remove the fastener securing the jack. Place the shift lever into PARK. Park the vehicle on a
firm, level surface as far from the 4. Turn OFF the ignition. Avoid icy or slippery 5. Jack Warning
Label 1. Remove the spare tire, jack, and lug wrench. If equipped with steel wheels, do not
remove the Center Cap Removal wheel cover at this time. To avoid possible personal injury,
handle the wheel covers with care to avoid contact with the metal edges and retention teeth.

Before raising the vehicle, use the lug wrench to loosen, but not remove, the lug nuts on the
wheel with the flat tire. Raise the vehicle just enough to remove the flat tire 8. Install the lug nuts
with the cone shaped end of the lug and install the spare tire. Lightly tighten the lug nuts. Mount
the road tire on the axle. For vehicles equipped with wheel covers, perform Steps 2 and 3. Align
the valve notch in the wheel cover with the with a torque wrench by your authorized dealer or at
a valve stem on the wheel. Install the cover by hand, service station. Vehicles equipped with an
automatic transmis- cause serious burns; do not allow battery fluid to sion cannot be started
this way. Set the parking brake, place the automatic transmis- the trunk. The resulting electrical
spark could cause the battery to explode. Turn your steering wheel right and left to clear the
area around the 8. Damage to Exceeding these towing limits may cause transmis- sion failure.
Page Engine Compartment - 2. Page Engine Compartment - 3. Page Engine Compartment - 5.
This system monitors the performance of the emissions, engine, and automatic further damage
to the emissions control system. If the serviced, recently had a dead battery or a battery
replace- problem continues, the message will appear the next time ment. The pages that follow
contain the required maintenance services determined by the engineers who designed your
NOTE: Intentional tampering with emissions control vehicle. Continued improve the accuracy of
the oil level readings. Do not use chemical flushes in your engine oil as the chemicals can
damage your engine. Such damage is Lubricants that do not have both, the engine oil certifinot covered by the New Vehicle Limited Warranty. The quality of replacement engine air cleaner
filters varies considerably. Only high quality filters should be used to The air induction system
air cleaner, hoses, etc. MOPAR engine air cleaner provide a measure of protection in the case of
engine filters are a high quality filter and are recommended. Do not allow battery fluid to contact
your eyes, skin, or clothing. Do not lean over a battery when attaching clamps. If acid splashes
in eyes or on skin, flush the area imme- diately with large amounts of water. How- approved by
the manufacturer for your air condi- ever, the manufacturer recommends that air conditioning
tioning system. Install the new filter with arrows pointing in the When performing other
underhood services, the hood direction of airflow, which is toward the rear of the latch, release
mechanism and safety catch should be vehicle text and arrows on the filter indicate this. Keep
the blade rubber out of contact with washer fluid to a cloth or towel and wipe the wiper
petroleum products such as engine oil, gasoline, etc. The best protection against carbon
monoxide entry into the vehicle body is a properly maintained engine exhaust Exhaust gases
can injure or kill. They contain carbon system. Breathing it can make you unconscious and can
Whenever a change is noticed in the sound of the exhaust eventually poison you. However, it is
im- systems can result in civil penalties being assessed portant to keep the engine properly
tuned to assure against you. Use of propylene glycol-based engine result in engine damage and
may decrease corro- coolant antifreeze is not recommended. Do not overfill. If replacement is
ever necessary, install Check the fluid level in the master cylinder immediately ONLY the correct
type thermostat. Other designs may if the brake system warning light indicates system failresult in unsatisfactory coolant performance, poor gas ure. Therefore, do not add any fluid addiIf the transmission is disassembled for any reason, the tives to the transmission. The exterior
surface of these compo- Vehicle body care requirements vary according to geo- nents should
be inspected for evidence of fluid leaks. Your authorized dealer and open. Application of a
leather condi- wool or other aggressive material to clean the lenses. Clean with a wet soft rag or
micro-fiber towel. Failure to do so may Blue allow water to get into the integrated power module
â€” This center contains fuses and relays. Failure to do so Yellow Cavity 1 of the Rear may
allow water to get into the power distribution Disconnect the bulb from the socket assembly and
install the replacement bulb. Reinstall the bulb and socket assembly into the head- lamp
assembly, and then turn it clockwise. High voltage can remain in the circuit even with the
headlamp switch off and the key removed. This diminishes and becomes more white after
approximately 10 seconds, as the system charges. Push the electrical connector locking tab to
the side. Turn the appropriate bulb and socket assembly c
2004 vw jetta fuel pump relay location
2000 ford expedition xlt triton v8 manual
fat load
oun- terclockwise to remove it from the taillamp assembly. Disconnect the electrical connector.
Reinstall the bulb and socket assembly into the taillamp assembly, and then turn it clockwise.
Reinstall the taillamp assembly, fasteners, electrical connector, and trunk liner. Remove the
screws securing the lamp to the rear fascia. Remove the bulb and socket assembly. Metric Fuel
Approximate 2. Engine Oil 2. Spark Plugs 2. Use only recom- mended brake fluids. If a time
since the last oil change. Odometer Reading Date Repair Order Do only service work for which
you have the knowledge and the right equipment. Most matters can be re- P. Box 21â€” solved

with this process. Page Warranty Information U. Vehicles Only training to assure that you are
absolutely delighted with See the Warranty Information Booklet, located on the the ownership
experience. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

