2012 ford focus tow hitch

Install a trailer hitch on your car, truck or SUV to enable your vehicle's towing capabilities. Your
hitch system is only as strong as its lowest-rated component. To find your hitch system rating,
compare ratings of your hitch, hitch ball and ball mount as shown below. Your hitch system
rating is the lowest rating among those parts. Your hitch's maximum tow weight rating can
usually be found on a label on the hitch itself. Your can find your hitch ball rating on the top of
the ball, or around the base of the shank. The rating for your ball mount is usually on a label on
the mounting plate or along the shaft that goes into your receiver. Missing a part? Want to
upgrade? Not sure what you need? Buy any of the parts above online or schedule a hitch
system installation or free towing inspection at a U-Haul location near you. Please consider the
condition of your Tow Vehicle. The vehicle information you have entered has triggered this
alert. If you are planning to tow a trailer, for use over any distance, you should consider the
condition of your tow vehicle. Towing a trailer can be demanding on some older vehicles,
depending upon their condition. Have questions or need help? Chat live with a moving expert.
Thank you for chatting with us today! We are always looking to improve our service. Your
opinions and feedback are very important to us! Please help us with a review of your recent
experience. The following survey should take you no longer than 60 seconds to complete.
In-Store Pickup Savings! When you pick up your order instead of shipping it to your home, you
may see additional savings as some products will be priced lower for in-store pickup. Yes,
We're Open! U-Haul is here to help. Learn More. Trailer Hitches Install a trailer hitch on your car,
truck or SUV to enable your vehicle's towing capabilities. Year Choose Make Choose Model
Choose Features Choose Specify Cargo. Top Style Choose Hard Top Soft Top. Not Permitted.
Bumper Choose Finding your hitch system rating Your hitch system is only as strong as its
lowest-rated component. Hitch rating Your hitch's maximum tow weight rating can usually be
found on a label on the hitch itself. Hitch ball rating Your can find your hitch ball rating on the
top of the ball, or around the base of the shank. Ball mount rating The rating for your ball mount
is usually on a label on the mounting plate or along the shaft that goes into your receiver. We've
got you covered Missing a part? Choose a delivery option Install at a U-Haul Ship products to
me. Installation Date Installation Date. Find Hitches. Account Sign In. Rate Experience. Quick
links. They welded this unistrut to the frame in various places in addition to the area directly
over the area that most aftermarket trailer hitches mount up to which is normally the muffler
mounts in the gas Focus. There are two welds over this trailer hitch area. Removing the front
most welds on both sides and grinding off the 2" piece of loose strut opens these threaded
holes back up again but leaves a weld in back, still on the frame. One hitch manufacture drills a
hole in that weld spot. Another hitch manufacturer uses the threaded holes and a hole on the
outside of the frame. These 2 side holes are not on the FFE frame. A 90 degree angle head
attachment would be required to drill these two holes. Ford should just buy a trailer hitch and
install it at the factory in place of the unistrut. Last edited by Trielectric on Mon Aug 13, am,
edited 1 time in total. Any chance we could get a picture of this hitch? Where did you get the
hitch? How much for it? It is listed for the Ford Focus. They have some pics in the directions of
the threaded bolt holes. PM me your email address and I'll send some pics, since it appears this
web site does not accept pics for storage on it's site. Your vehicle is not equipped to tow. No
towing packages are available through an authorized dealer. Also, the same page says that
towing your vehicle behind, say, a motor home is permissibly only with all wheels off the
ground, "as vehicle or transmission damage may occur". Use a car-hauling trailer; "Otherwise,
no recreational towing is permitted. Has anyone found a trailer hitch that works without doing
any cutting or grinding? I have put trailer hitches on my Prii and the hitches tied into the
tie-down rings that they use when shipping the cars. I am not going to tow anything with the
car. I use hitch mount bicycle racks to transport my bikes. TIA for any info or advice. I leased
the FFE and I don't want to drill holes or do anything that would affect it when I need to turn it
in. Re: FFE Trailer hitch Sat Sep 28, am My unfortunate suspicion is that Ford purposefully
made it hard to install hitches because towing weight would hurt the electric motor or the direct
drive. This silent parenting approach is not appreciated. The hitch is completely hidden and no
drilling to the frame is required. You can view a photo by clicking the link below. Available in 1.
May Ice Storm once leased and currently a White Platinum. I wish the video explained what the
techs were doing at each step. For example, what was all the fiddling around with what looked
like "strings" at the beginning? I also don't quite understand what the product information
means when it says "completely stealth and hidden when not in use". You can still see the thing
when you're not using it, sticking out from under the bumper, no? Unless it folds back or
detaches somehow? Lastly, the page seems to have everything twice, the product checklist and
video are duplicated. Or am I missing some difference? Contact Us Advertise. Board index.
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rating is the lowest rating among those parts. Your hitch's maximum tow weight rating can
usually be found on a label on the hitch itself. Your can find your hitch ball rating on the top of
the ball, or around the base of the shank. The rating for your ball mount is usually on a label on
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condition of your tow vehicle. Towing a trailer can be demanding on some older vehicles,
depending upon their condition. Have questions or need help? Chat live with a moving expert.
Thank you for chatting with us today! We are always looking to improve our service. Your
opinions and feedback are very important to us! Please help us with a review of your recent
experience. The following survey should take you no longer than 60 seconds to complete.
In-Store Pickup Savings! When you pick up your order instead of shipping it to your home, you
may see additional savings as some products will be priced lower for in-store pickup. Yes,
We're Open! U-Haul is here to help. Learn More. Trailer Hitches Install a trailer hitch on your car,
truck or SUV to enable your vehicle's towing capabilities. Year Choose Make Choose Model
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is usually on a label on the mounting plate or along the shaft that goes into your receiver. We've
got you covered Missing a part? Choose a delivery option Install at a U-Haul Ship products to
me. Installation Date Installation Date. Find Hitches. Account Sign In. Rate Experience. I was not
that much enthused when reading that the negative battery lead must be disconnected prior to
towing, but thought that should not dissuade me from buying an American made economy car. I
am probably guilty of not doing a "complete" due diligence. After getting ready to install a Blue
Ox base plate, I discover that it requires almost major surgery to detach the negative lead, let
alone re-attaching it. Has anyone here towed a Ford Focus? What modifications would you
suggest to make it easier? We tow a Ford Focus with a 32 ft Winnebago Adverturer. So far no
Problems. Have towed around miles. We disconnect the negative battery cable not at the
Battery end but the other end of the cable where it bolts to the firewall. We then slip a piece on
foam rubber pipe insulation over the loose cable. It is simple and it works. The only problem we
had was after a long day of towing, when the car was unhooked and started the transmission
smelled hot. It was just once and we have not smelled it since. We looked at the Focus last year.
Don't remember the exact instructions, but seems there were specific things to do in a certain
order. Miss the order and you reduce your towability, either mph or distance. Could possibly
account for transmission issue. Have not looked under the hood of one. If there was a safe spot
to place it, could you mount a discconect for the negative battery cable so you could just throw
a switch as opposed to the unbolt and bolt activity?? After discussion with a dealer for tow
bars. He said that they have been installing a blade switch in the neg lead. Lift the blade switch
and lead neg leg is disconnected. I'm thinking of a Focus and I plan on this mod. Sorry, I prefer
to feed the toad battery off the coach battery when the coach is running. Many toad ECM's get
cranky when continually disconnected from power. I have a Ford Focus and just having it set up
baseplate and towbar for towing. Please explain about the "extra wire" thing. I may be interested
in following suit on that idea. Thanks for any advise. I have a 37' National V NAPA auto parts
sells a heavy duty manual on-off switch, made for isolating batteries. I have installed them in the
middle of the grounding wire circuit, secretly located inside of a fenderwell to prevent theft. This
could be used if your towd's lighting is getting its power from your RV. Wire from any "ignition
hot" source to relay signal terminal very low amp draw, so any source acceptable. The cable
from coach to toad will need an additional wire to carry that charge wire. And 8 gauge wire from
front of toad to fuse at toad battery. Sounds more difficult than it is. But by disconnecting the
fender end of the negative ground wire, you are not disconnecting the battery. The battery is
still grounded by 3 wires coming from the BMS Battery Management System module still
attached at the negative end of the battery and therefore to your car with 3 seperate wires in a
shielded cover. I believe these go to the engine, car body and alt. Maybe Wolfe 10 can help us
out here with some info on this module and 3 wires on the negative battery post end of the
battery cable on the ford focus. Purpose, function and where they go and why. Sorry, that is
something to discuss with a Ford dealer-- I have no first hand info on the Focus. Again, if they
suggest pulling only ONE fuse, that is what I would do, OR as I posted above, run a charge line

from coach OR use an insert into the fuse slot of the fuse to be pulled and run that through a
switch that you can turn off. I just purchased a Ford Focus. After reading about the problems
disconnecting the battery. I removed the negative battery cable at the firewall and installed the
switch inline. Had to bend the lug on the cable a little. Works find for me, They have a good
video on line. May not be, but thought I would raise a flag, just in case. I have a new Ford Focus,
and like some others, evidently, I did not realize I had to disconnect the neg. From all everyone
is saying, disconnecting the battery is going to be a major pain, not only for the connect and
disconnect itself, but also having to reset all the electronics radio, cell phone, etc. That seems
like it may be the simplest solution at this point but since I don't know much about using a tow
dolly, there may be something I am not aware of. Join the thousands of us that have had the
pleasure of the Ford Motor Co lay. We purchased a Focus a few months ago and have towed it
only about miles so far. What I like about the Focus is it's procedure simplicity. While at
Roadmaster, I live in the same town as their headquarters , I spoke with Mike Cannon who
happens to be the developer of all Roadmaster braking systems. He recommended a Battery
Brain and gave me a remote. All I do is push a button on the remote and the battery is
disconnected. Can't get any simpler than that. Here is what I have learned. As others have
discovered, Ford's procedure, specifically the battery disconnect portion, is not something that
anybody will do regularly I certainly will not as, from what I can tell, it involves removing the
battery from its tray in order to access the negative terminal. Here is a picture that shows, sort
of, the location of the negative battery post. It also shows the ground cable some have
discussed. I have been searching for an accurate answer about the fact that 3 wires stay
connected if you only pull off the frame mounted portion of the cable. At this point I will digress
a little to a minor rant. I like my Focus a lot. It is a very nice riding small car and is a heck of a lot
of fun to drive. The Sync system Having said that, my experience with Ford customer service
has been attrocious, one of the worst customer service experiences I have had. I have tried to
get a couple of simple for them, I would think answers from Ford and they are not interested in
getting the customer a good answer. They gave me erroneous garbage, unrelated and nonsense
answers. They try to get you to go talk to a dealer. The dealer did not know the answer. In fact
the dealer gave me the wrong answer, something I expected because of the nature of the
question. Though he tried to get the answer to my battery question, he did not seem like he was
confident in the answer he received from Ford on the issue. In any case, Ford told him that the
negative terminal had to be disconnected at the battery. In my experience, Ford's Job One is not
currently customer satisfaction. It is like talking to technical support in India. Usually you talk to
a pleasant person, but the information you get is useless. Little gets accomplished. As much as
I like my Focus, I may never buy another Ford. The frustration in dealing with them has been too
high When the problems get bigger as they sometimes do, the frustration levels will be that
much higher. Recently, a fulltime RVer who blogs regularly blew an engine His experience with
Ford customer service was very similar to mine. Ford's standpoint, at least according to my
dealer, is that you have to disconnect the battery at the terminal and not at the frame because of
the additional wires attached to the ground post. One other piece of information that may be
valuable to other Focus owners that are towing 4 down is that when the dealer made the inquiry
to Ford about my towing and the battery questions, they did recommend that I bring my Focus
in to get an updated program in one of the computers before I started towing. If I learn anything
new when I get this programming done I will post it here. He also said he had some Technical
Service info he is going to share with me. Because of the much better location of the positive
post, I am going to put a disconnect there instead of the negative side I cannot see a reason that
this would be any different than disconnecting the negative. If anyone can see a problem doing
it this way, your input would be appreciated. I will discuss this with the dealer too. I have a
fusion,in shop now for number 4 transmission and 1 lube pump! I have done all that Ford has
asked me to do. I just cannot understand this behavior. I am retired and this was my toad!! What
have you people had luck towing 4 wheels on the ground?? I have put an ad in paper looking for
a car,mfg USA that I can tow.. I have some things to report about my Focus baseplate
installation and wiring. My baseplate is Blue Ox. My car is a 5 door hatchback. Baseplate
installation was fairly straight forward with a couple of problems. The current baseplate
installation instructions for the Blue Ox basplate are incomplete as there is a step involving the
removal of the front fascia that is not in listed. One other thing I ran into in the installation is the
hardness of the metal where I was supposed to drill 1. I have never worked with metal this hard
and ultimately had to cut the opening with a sawzall. The metal ate up metal cutting hole saws.
Tail light wiring was also straight forward. I ran the 4 conductor wire from the connector mount
on the baseplate, to the right side then along the side of the battery case to the back and I wire
tied it to some tabs that hang across the back near the firewall. In order to get the wires to the
back of the car, you have to get it into the cabin and the easiest way I found is to go in the

rubber grommet that lets wires into the engine compartment from the cabin. Using a a
straightened coat hanger, I securely taped the wire end to one end of the coat hanger. I used
some lubricant on the coat hanger and on the rubber and the wire to make feeding the wire
easier. On the cabin side, it is easier to to retrieve and pull the coat hanger if the glove box is
removed. First you remove the felt cover that is in the top of the foot space by removing two
black round plastic clips Remove the felt cover and set aside. The glove box is held by 5 torx
screws: 2 underneath and in the back of the glove box The glove box can be now removed. Now
you have a nice open space that allows much easier access to the rubber grommet. I pushed
the coat hanger through. I then went to the cabin side and pulled the wire through. I ran the wire
to the right side. Running it to the back is quite easy. Just pull rubber door trim up and slide the
wire into space between the plastic trim and metal body frame material. At the center pillar area
you can use the coat hanger again to push wire through and again at the rear felt panel. The
rubber trim can be pushed back on. I chose to wire the tail lights using diodes. You can get the
ones available from Roadmaster or others. I used some inexpensive full wave bridge type of
enough capacity and very inexpensive I marked one of the wires so as not to mix them up when
I cut them for the diodes. One wire drives the brake light and the other drives the running light.
It is a tight job as there is not a lot of extra wire to work with. For the battery disconnect I
decided to use plus side of the battery instead of the negative as it is MUCH easier to access. I
am lucky to have a very good dealer to work with and I discussed this with him and he could not
think there should be any issue in doing this. He also suggested that I bring the car in for new
updated programming of the computer that controls the transmission and affects recreational
towing. Part of the new programing also results in a dash indication when the the transmission
is in the proper mode. Indeed the the panel between the dash gauges now indicates
"Transmission Ready" when properly set. I was able to look at the electrical wiring book for the
Focus which shows that power is still applied to one of the modules if you pull the negative
from the frame. This may mean that there is a possibility that the transmission could shift out of
its towing mode. I wish Ford provided more clarity on this. Battery drain is not the reason that
Ford is saying to remove the negative terminal from the battery. Some of the suggestions that
have been made regarding running a charge line from the RV would address a battery drain
issue, but that is not an issue with this car. Someone else talked about installing a Battery
Brain. This also leaves power applied to the car. In my view, anything that leaves power on to
the vehicle may be asking for trouble. The procedure Ford defines says to turn the ignition key
to off. Turning the key to off on this car does not lock the steering column. Having the key off
means that anything that has significant battery drain is turned off. I want to make sure that all
power is disconnected from the battery. I want to take no chances. Again it would be nice to
have a more detailed explanation from Ford. Yes, my Focus is an automatic model. I will take
some pictures of my setup and post later. As promised, the following are some pictures of
Focus baseplate and wiring project I previously described. You can click on picture for a larger
view. In the following picture I attempt to show the rubber grommet. You can almost see it
behind the air conditioning tubing. Actually getting to it is not nearly as bad as it looks in this
picture I just couldn't get camera in the right location:. And the same trim pulled up. You can
see the wires in the space between the metal and the plastic trim:. The way the 'switch' works is
that when you unscrew the green knob, it breaks the contact between two pieces of metal. I do
not want to travel with a loose knob so I have two rubber flat washers that I place between the
two pieces of metal Two because I am more comfortable with more insulating thickness. One
would probably do the job. I store the rubber washers on the ground post. I recently purchased
a Focus and assume that everything is similar to the I wish I had read this forum before Thank
you all so much for the wealth of information. I have one additional question before I start the
tow plate installation. Does the odometer register mileage when towing? If accalex is still
following this post would you please comment on your experience with the installation.
Hopefully you've towed the Focus since the install. Have you had any problems especially with
the disconnect being at the positive terminal? I have just purchased a Focus and my Service
Manager also did not see any issues using the positive terminal. I have a good friend who towed
a Focus from NJ to California and on the return trip the transmission burned out in Las Vegas.
Ford refused to pay because they say he went over 65 mph. He is appealing Ford decision to the
regional office. You will be able to leave a comment after signing in. Prev 1 2 3 Next Page 1 of 3.
Recommended Posts. Report post. Posted February 2, Thanks for your input. Share this post
Link to post Share on other sites. Posted April 5, Has anyone towing a newer Ford Focus had
any transmission problems? Posted April 6, Hope this helps. IF you have any further questions
just ask. Thank you Steve. Posted April 9, Posted April 12, Running one extra wire, two fuses
and a relay is a more reliable way to go. Posted April 13, Posted April 18, Posted April 21,
Posted April 22, Posted August 5, Any thoughts on using a tow dolly for the auto tranny Focus?

Posted August 6, The requirement of disconnecting the batter concerned me also. Posted
August 18, End of rant. Posted August 29, I hope this information might be helpful for anyone
wanting to tow a Focus four down. One question-- assume this is an automatic transmission
Focus, but want to confirm. Posted August 30, First the finished front. With the removable pins,
I think it ends up looking fairly clean: Here you can see how I ran the wire to the rubber
grommet to go into the passenger compartment: In the following picture I attempt to show the
rubber grommet. I just couldn't get camera in the right location: The next picture shows the
door trim that I removed to run the wire to the back: And the same trim pulled up. You can see
the wires in the space between the metal and the plastic trim: This is a shot of the diodes. I
mounted them on a small board just to hold things together: The diodes I used: The battery
cover still fits with the battery disconnect switch installed: And the cover removed showing the
disconnect. And finally, a picture of the dash indicator of the transmission being set for towing.
Hopefully, this will help make my previous post a little more clear. Posted September 28, Posted
October 1, Posted October 2, Be Careful. Please sign in to comment You will be able to leave a
comment after signing in Sign In Now. Go To Topic Listing. Sign In. Your question might be
answered by sellers, manufacturers, or customers who bought this product. Please make sure
that you are posting in the form of a question. Please enter a question. However you define
adventure -- whether it's climbing onto the back of a mountain bike, hunting from the top of a
tree stand or camping with the family a long way from nowhere -- CURT class 1 hitches provide
a light-duty towing receiver to help you Bring It. Each is made to fit a specific vehicle, providing
easier installation, a better fit and optimal towing capacity. Custom class 1 trailer hitches are
available for a variety of smaller vehicle types, including the compact car, crossover, minivan
and small SUV. This particular class 1 hitch is designed to be a custom hitch for certain years of
the Ford Focus to verify vehicle compatibility, see the CURT application guide at curtmfg.
Tested in accordance with SAE J, it offers a weight carrying capacity of 2, lbs. GTW and lbs.
This class 1 hitch also comes with all necessary mounting hardware. With its lightweight design
and smaller receiver tube size, a class 1 hitch is especially useful for adding cargo space with a
hitch-mounted bike rack or cargo carrier. They can also typically be used to tow small trailers
such as a utility trailer, kayak trailer or teardrop camper never exceed the lowest weight
capacity of any towing component; i. Though CURT class 1 trailer hitches are only intended for
light-duty towing, we apply the same principles of quality as we do to the rest of our rear mount
hitches. Each class 1 hitch is made with hands-on engineering, high-strength steel and precise
welding. We use a co-cured finish of liquid A-coat, inside and out, and durable black powder
coat to provide a lasting defense against rust, chips and UV rays. CURT offers custom trailer
hitches, electrical products and a complete line of towing accessories to get you there with
confidence and enjoy every mile of the journey. At CURT, we think every hitch should offer a
vehicle-specific design, meaning seamless integration and a reliable connection for your next
adventure. To truly let you Bring It, our custom receiver hitches are made in the USA and have a
co-cured finish of liquid Bonderite, inside and out, and durable powder coat. Our hitches come
in five classes, offering a range of weight capacities and receiver tube sizes. We use actual cars,
vans and crossovers and cutting-edge software to develop hitch designs that are strong,
functional and tailor-made to fit your unique make and model. A combination of robotic welding
and skilled manual welding ensures production efficiency, optimal strength, clean weld lines
and a precise fit for each class 1 hitch. For maximum protection, our custom hitches are
mechanically descaled and co-cured in a liquid Bonderite undercoating, inside and out, and
durable black powder coat finish. Our custom-fit trailer hitches are not only made in America,
but every design is rigorously tested for safety and performance at our Detroit testing facility
according to SAE J specifications. CURT class 1 hitches feature an open-back hitch receiver.
This allows for easy cleaning of the receiver as needed and helps prevent buildup of dirt and
debris some class 1 hitches come with a fixed tongue instead of a receiver. Each CURT class 1
hitch with a receiver is also available as a trailer hitch kit with a ball mount included. Many class
1 tow hitches are engineered with a concealed main body. The main portion of the hitch is
hidden up underneath the car, providing a more seamless look and original equipment feel. All
CURT class 1 trailer hitches comes with safety chain loops integrated into the design of the
hitch, allowing for immediate connection of your trailer safety chains. Skip to main content. You
can return the item for any reason in new and unused condition: no shipping charges Learn
more about free returns. How to return the item? Go to your orders and start the return Select
the return method Ship it! Fastest delivery: Friday, Feb 26 Order within 9 hrs Details. Only 3 left
in stock - order soon. Qty: 1 2 3 Qty: 1. Add to Cart. Secure transaction. Your transaction is
secure. We work hard to protect your security and privacy. Our payment security system
encrypts your information during transmission. Learn more. Ships from Amazon. Ships from.
Sold by. Add a gift receipt for easy returns. About this item This fits your. Frequently bought

together. Add both to Cart Add both to List. One of these items ships sooner than the other.
Show details. Ships from and sold by Amazon. FREE Shipping. Customers who viewed this item
also viewed. Page 1 of 1 Start over Page 1 of 1. Previous page. Next page. Featured items you
may like. Compare with similar items. Register a free business account. Have a question? There
was a problem completing your request. Please try your search again later. Product information
Technical Details. Click here to make a request to customer service. Would you like to tell us
about a lower price? Important information Legal Disclaimer The information provided is for
general informational purposes only. From the manufacturer. Wherever your work or play takes
you CURT offers custom trailer hitches, electrical products and a complete line of towing
accessories to get you there with confidence and enjoy every mile of the journey. CURT Custom
Trailer Hitches We offer a custom fit for nearly every vehicle At CURT, we think every hitch
should offer a vehicle-specific design, meaning seamless integration and a reliable connection
for your next adventure. But our standards don't stop at vehicle-specific To truly let you Bring
It, our custom receiver hitches are made in the USA and have a co-cured finish of liquid
Bonderite, inside and out, and durable powder coat. We make over 1, different hitch models Our
hitches come in five classes, offering a range of weight capacities and receiver tube sizes. Key
features of CURT class 1 hitches Vehicle-specific design for each car, minivan, crossover and
more Dual-layer rust, chip and UV-resistant finish Towing capacities up 2, lbs. Class 1 hitches
manufactured to let you enjoy your passion. Expertly engineered We use actual cars, vans and
crossovers and cutting-edge software to develop hitch designs that are strong, functional and
tailor-made to fit your unique make and model. Precisely welded A combination of robotic
welding and skilled manual welding ensures production efficiency, optimal strength, clean weld
lines and a precise fit for each class 1 hitch. Co-cured finish For maximum protection, our
custom hitches are mechanically descaled and co-cured in a liquid Bonderite undercoating,
inside and out, and durable black powder coat finish. Thoroughly tested Our custom-fit trailer
hitches are not only made in America, but every design is rigorously tested for safety and
performance at our Detroit testing facility according to SAE J specifications. More CURT class 1
hitch advantages. Open-back receiver CURT class 1 hitches feature an open-back hitch
receiver. Available with included ball mount Each CURT class 1 hitch with a receiver is also
available as a trailer hitch kit with a ball mount included. Concealed main body Many class 1 tow
hitches are engineered with a concealed main body. Integrated safety chain loops All CURT
class 1 trailer hitches comes with safety chain loops integrated into the design of the hitch,
allowing for immediate connection of your trailer safety chains. Customers who bought this
item also bought. Allen Sports in. See questions and answers. Customer reviews. How are
ratings calculated? Instead, our system considers things like how recent a review is and if the
reviewer bought the item on Amazon. It also analyzes reviews to verify trustworthiness.
Customer images. See all customer images. Top reviews Most recent Top reviews. Top reviews
from the United States. There was a problem filtering reviews right now. Please try again later.
Verified Purchase. I'm glad someone bought this and had a review saying it fit the Ford Focus
models. Curt even has a YouTube video showing step by step instructions on installing this
hitch and included you do get picture Instructions and required tool list. Instructions says
20mins for professional and 40 mins for novice. It looks me about 35mins by jacking up the
back of the car and having a person help me hold the hitch in place. I advise you to screw up
the hitch and drill holes through the mount instead of marking then drilling. I love that 4 of the 6
screws go into factory bolts because it saves lots of time. I have included pictures of the
finished product and it has a pretty sleek design and looks OEM because it fits very nicely
under the bumper. Images in this review. I was sick of using the "strap on hatch" style bike
racks, as they never felt that secure. I also don't really trust roof rack systems for bikes due to
issues of clearence and reduced fuel economy. That's a personal preference though. If you're
like me, then this hitch is what you're looking for. Personally, i'm too stubborn to fork over that
kind of cash for something so simple. Installation wasn't without it's hiccups, but overall it was
easy. To install onto a ford focus, you'll need ratchets, sockets, breaker bars, torque wrenches,
ramps or a jack and jackstand most car savvy people have this stuff , and most importantly,
something to drill through the frame of the vehicle. Drilling through the frame was by far the
most difficult part of installation. I finally managed to source a stepped drill bit, which is
specifically designed to cut through metal efficiently. The diagram was kind of confusing, but
after stufying it for a bit it made sense. Basically, to install: you jack up the rear of the car,
remove the bolts holding the muffler in place, dry fit the hitch above under? Don't forget to also
cut the heat sheild where the hitch will make contact with the frame. Drill into the marked hole of
the frame to the specified diameter. Now, you'll need to fit the carriage bolt and rectangular
washer into the frame. I used a dremel to slightly sand off the edge to the head of the carriage
bolt fit through it. Now you can fit the hitch back into it's correct position. Finger tighten all the

bolts, then give them a slight rathced down but Now get your back dirty, and do the final
torqueing to spec with the car seated on the ground. This will eliminate you torqueing the frame
of the car into a weird position I initially torqued while jacked up, and the hitch made this
horrible creaking sound. Loosened it, and torqued it back on the ground, and the sound was
gone That's pretty much it. Fairly easy, just gotta have the right tools. The tips I just outlined
should also help some people save a little time. I spent an extra 90 minutes messing with the
hitch trying to fix my mistake of not torqueing with the vehicle at rest on the ground. Get it. Do it
yourself on a nice Sunday morning. I've probably installed only 4 hitches in my life time, and
this one could have been the easiest of all of them EXCEPT for the fact that the replacement
bolts they provide to not have tapered, thread-less end that the factory bolts do. If the factory,
with all of it's equipment, need a tapered end for the bolt to find it's hole, then certainly us
amateurs do. For either the same amount of money, or very little extra, CURT could easily
include this type of bolt. As it is, I ended up stripping one hole out. I'm sure I'm ok One person
found this helpful. Fit my '12 Focus Titanium HB without issue. Fishing the wire through the
access hole for the third bolt is pretty simple. I was worried about that part so put off installing
for a bit, but it turned out to be a non issue. Instructions say to Drimmel out the access hole, but
it's really not necessary. Install wire onto bolt, put wire through square washer, then feed wire
through. Once the wire is through, slide flat washer in, which requires some finessing, but it will
go without brute force, and then the bolt. The wire will pull the bolt through the washer easy
enough once everything is pulled to hole. However from CURT'S website part number does fit
my vehicle so I took a chance and ordered it since Amazon's part number was the same. Install
was 1. All bolts are easy to get to. You have to first support muffler, remove bolts, bolt unit,
mark holes, remove unit then drill holes. This does require drilling and grinding. I decided to
grind a flat side on my bolt parallel with the square collar so I would not have to enlarge the
frame hole. Also I did not cut away the aluminum heat shield, I just sandwiched it too. Lessons
learned. Hot drill shaving down your glove hurt, so does dirt in your eye. Overall if I had to
install again I could do it in the minutes range. I have now installed Curt hitches on both of our
cars. The install process is pretty straightforward, and the instructions are very clear and
helpful. I appreciated the included pre-formed fish wires that make getting the bolts into the
right place very easy if you read and follow the instructions. We use the hitches primarily for
mounting a bike rack, but I would be confident to pull a trailer with this hitch if I have the need.
See all reviews. Top reviews from other countries. I had a little trouble lifting it into place its not
all that light lifting it on your back and trying to screw in the bolts Good luck you won't be
disappointed with this install. Report abuse. Pages with related products. See and discover
other items: hitch for trailers , parts for a cargo trailer , trailer hitches , trailer tow , trailer hitch ,
utility trailer parts. There's a problem loading this menu right now. Learn more about Amazon
Prime. Get free delivery with Amazon Prime. Back to top. Get to Know Us. Amazon Payment
Products. English Choose a language for shopping. Trends Auto. High-gloss black. Carbide
black. Amazon Music Stream millions of songs. Amazon Advertising Find, attract, and engage
customers. Amazon Drive Cloud storage from Amazon. Alexa Actionable Analytics for the Web.
Sell on Amazon Start a Selling Account. AmazonGlobal Ship Orders Internationally. Amazon
Rapids Fun stories for kids on the go. ComiXology Thousands of Digital Comics. DPReview
Digital Photography. East Dane Designer Men's Fashion. Shopbop Designer Fashion Brands.
Deals and Shenanigans. Ring Smart Home Security Systems. PillPack Pharmacy Simplified.
Amazon Renewed Like-new products you can trust. Amazon Second Chance Pass it on, trade it
in, give it a second life. Install a trailer hitch on your car, truck or SUV to enable your vehicle's
towing capabilities. Your hitch system is only as strong as its lowest-rated component. To find
your hitch system rating, compare ratings of your hitch, hitch ball and ball mount as shown
below. Your hitch system rating is the lowest rating among those parts. Your hitch's maximum
tow weight rating can usually be found on a label on the hitch itself. Your can find your hitch
ball rating on the top of the ball, or around the base of the shank. The rating for your ball mount
is usually on a label on the mounting plate or along the shaft that goes into your receiver.
Missing a part? Want to upgrade? Not sure what you need? Buy any of the parts above online
or schedule a hitch system installation or free towing inspection at a U-Haul location near you.
Please consider the condition of your Tow Vehicle. The vehicle information you have entered
has triggered this alert. If you are planning to tow a trailer, for use over any distance, you
should consider the condition of your tow vehicle. Towing a trailer can be demanding on some
older vehicles, depending upon their condition. We guarantee replacement including labor
costs of the hitch for any reason, with no limitation for any damage, including collision,
corrosion, accidental overload, jackknifing and theft of vehicle. Protect your purchase. We
guarantee repair or replacement including parts and labor of the covered wiring. Including:
collision, corrosion, accidental handling or damage â€” even if your dog chews it off! The part

you've selected requires no professional installation. Have questions or need help? Chat live
with a moving expert. Thank you for chatting with us today! We are always looking to improve
our service. Your opinions and feedback are very important to us! Please help us with a review
of your recent experience. The following survey should take you no longer than 60 seconds to
complete. In-Store Pickup Savings! When you pick up your order instead of shipping it to your
home, you may see additional savings as some products will be priced lower for in-store
pickup. Yes, We're Open! U-Haul is here to help. Learn More. Trailer Hitches Ins
ktm owners manual
2001 honda accord passenger side mirror
2001 ford f150 headlight assembly
tall a trailer hitch on your car, truck or SUV to enable your vehicle's towing capabilities. Year
Choose Make Choose Model Choose Features Choose Specify Cargo. Top Style Choose Hard
Top Soft Top. Not Permitted. Bumper Choose Finding your hitch system rating Your hitch
system is only as strong as its lowest-rated component. Hitch rating Your hitch's maximum tow
weight rating can usually be found on a label on the hitch itself. Hitch ball rating Your can find
your hitch ball rating on the top of the ball, or around the base of the shank. Ball mount rating
The rating for your ball mount is usually on a label on the mounting plate or along the shaft that
goes into your receiver. We've got you covered Missing a part? Choose a delivery option Install
at a U-Haul Ship products to me. Installation Date Installation Date. Find Hitches. Ball mount.
Hitch ball. Pin and clip. Wiring service plan Protect your purchase. Ship to my door. Pick up
nearby. Add to Cart. Account Sign In. Rate Experience.

