95 ezgo golf cart

Last Updated: March 28, References. To create this article, 11 people, some anonymous, worked
to edit and improve it over time. This article has been viewed , times. Learn more It will only take
about 5 minutes to do it. To adjust an EZ Go Cart Governor engine, start by removing the seat
so that you can access the engine. Once the seat is off, remove the screws from the black
plastic cover at the rear of the seat and then set the cover aside. After you have taken off the
cover, look for the thickest cable coming from the gas pedal and follow it until you find a small
spring wrapped around a metal rod. Then, loosen the small nut and tighten the larger nut by a
quarter turn at a time until you are happy with the speed the engine goes. To learn how to adjust
the speed of other engines in Go Karts, read on! Did this summary help you? Yes No. We've
been helping billions of people around the world continue to learn, adapt, grow, and thrive for
over a decade. Every dollar contributed enables us to keep providing high-quality how-to help
to people like you. Please consider supporting our work with a contribution to wikiHow. Log in
Social login does not work in incognito and private browsers. Please log in with your username
or email to continue. No account yet? Create an account. Edit this Article. We use cookies to
make wikiHow great. By using our site, you agree to our cookie policy. Cookie Settings. Learn
why people trust wikiHow. Download Article Explore this Article methods. Tips and Warnings.
Things You'll Need. Related Articles. Article Summary. Method 1 of Tighten the governor spring
located in the engine of most golf carts to adjust your cart's top speed. To raise the top speed
of your golf cart, all you need to do is locate this spring and tighten it slightly. If you cannot find
this spring, you likely have a newer model that is more difficult to adjust, though this is rare. Lift
up the seat. Remove the seat cousins, which hide the engine. You may have to unscrew the seat
in newer models. Remove the screws from the black plastic cover at the rear of the seat. There
should be five screws in most models. The engine is in the front of golf carts, underneath this
panel. Take off the plastic cover and set it aside with the seats. Follow the thickest cable coming
from the gas pedal until your find a small spring wrapped around a metal rod. This is the
governor. The spring apparatus will have two nuts, one small nut and one larger nut, holding it
onto the rod. If you are curious, this is your cart's carburetor. Loosen the small nut and tighten
the larger nut. The more you tighten the larger nut, the faster your cart will go. Start slowly, only
tightening the nut a quarter turn to start. You can over-stress the engine if you try to run it too
quickly, and it will skip and potentially burn out if you are too eager. Tighten up the small nut on
the governor to keep the spring in place. Test the speed of the cart. After you are satisfied with
how fast your cart goes, tighten the small nut back up. As you test, listen for whining noises,
skips, or odd clunking movement in the cart-- this means you've tightened the governor too
much and need to dial it back. Replace the black cover to start driving. Put the cart back
together how you found it and enjoy your ride. Know that upping a cart's top speed will cause
the engine to wear faster. You'll likely need to get repairs and replacement parts faster on a cart
with an adjusted governor. In addition, any cart that can go above 19mph is officially a motor
vehicle, and you legally need seatbelts and inspections. This shouldn't be a big problem, but it
is worth knowing. Method 2 of Remove the seat and plastic covering over the engine.
Sometimes you'll need to remove screws while some models have seats that pop right out.
Expose the engine so that you can get to work adjusting the motor. If you don't have a central
governor spring, you can still get your cart to move a little faster. Locate your clutch pedal and
line. The clutch is the pedal sometimes a handle near your knee that you use to put the car into
reverse or change speeds. You can adjust the clutch to send more gas to your engine, moving
you faster. Find the small metal rod right next the clutch and the attached cable. The length of
this cable determines how much gas flows into your engine. Again, you should remember that
the cart's motor will struggle the faster you make it move. So test every change and listen for
clunks or stalls to make sure you protect your motor. Loosen the nut attaching this cable to the
metal protrusion to increase the speed. You should see the cable lengthening slightly. This will
make your cart faster. Tighten the nut to make the cart move slower. Know that you cannot
adjust the governor if this cable or the governor spring are not visible. This is most common on
modern, all-electric engine. Many manufacturers, including EZ Go, do not want consumers
tampering with their engines, and have thus hidden the governors in the spark plug ignition.
This is very difficult to adjust without ruining the engine, and should be left to trained
professionals. See if you have room to re-route as much of the cable as possible, so that it is
farther away from the motor. Not Helpful 1 Helpful 8. Just adjust the throttle idle screw until the
engine runs but the cart does not move. Turn it in to increase the idle speed, and turn it out to
slow and eventually stop the engine. Not Helpful 4 Helpful 8. Depending on whether it has a
power source to itself, if it has a personal power source, then just add duct tape or anything that
will make it stay onto the EZ Go Golf Cart. And if the throttle scale doesn't, then just search it
up. Not Helpful 4 Helpful 4. They are notorious for stripping the rear hub, as that's designed to
fail instead of your transmission. Jack up the rear of the cart. In the center of the wheel, there

will be a big nut with cotter pin - remove nut and pin, and check splines on hub. Not Helpful 7
Helpful It's your carburetor. Anything gas powered that will run with the choke on means it isn't
getting enough gas, which would indicate you have something stopped up in the jets of your
carb. Not Helpful 1 Helpful 5. It could be dead battery, bad coil, bad spark plugs or spark plug
wires, bad solenoid or bad fuse. Not Helpful 0 Helpful 2. The battery cables are probably
corroded. Clean or replace them. If that doesn't work, it could be a more serious problem, like
the battery. Not Helpful 9 Helpful 0. Remove the brown ground wire, then remember your engine
is not protected. Adjusting your governor too high can cause rear-end damage. So be mindful of
the consequences. Not Helpful 1 Helpful 1. Back off the governor, it would be set to high and it
is tripping the rev limiter. Not Helpful 0 Helpful 1. No, they do not but they have a tow switch in
most newer models. Find the year and model by searching for it online. Unanswered Questions.
My EZ Go with robins 2 cylinder 4 cycle surger at lower speeds. Runs good on full throttle. What
can I do to stop the surging? Hi, I dropped my phone through the slot near the starter and in the
front the gold cart. Can someone tell me how to open the front of the gold cart? My golf cart still
takes seconds to re start. I have installed a new battery installed and fuel filter. Could it be the
relay? How do I adjust the belt so the engine will start? Include your email address to get a
message when this question is answered. By using this service, some information may be
shared with YouTube. Turn any nuts and bolts slowly, testing each time. You cannot lose them!
Helpful 3 Not Helpful 2. Adjusting the governor yourself may void your warranty. Helpful 6 Not
Helpful 2. Related wikiHows How to. How to. Co-authors: Updated: March 28, Categories:
Vehicle Sports. Thanks to all authors for creating a page that has been read , times. Reader
Success Stories Anonymous Aug 5, Easy and quick. Good stuff. Anonymous May 4, More
reader stories Hide reader stories. Did this article help you? Cookies make wikiHow better. By
continuing to use our site, you agree to our cookie policy. About This Article. Anonymous Aug
5, Share yours! More success stories Hide success stories. Related Articles How to. By signing
up you are agreeing to receive emails according to our privacy policy. Follow Us. X Help us do
more We've been helping billions of people around the world continue to learn, adapt, grow, and
thrive for over a decade. Let's do this! Loose or corroded cable connections or a faulty
controller can also cause the golf cart to not move. If they are, getting them released should
help. However, if they show signs of wear and tear, you must get them replaced. This is a good
chance to check if the tab on the key switch has become loose. If so, you must fix it up or
change the switch. Check for a solenoid that is not functioning properly and get it changed with
a new one. When defective, the solenoid fails to transfer current from the battery to other parts
of your golf cart. You can do this by hooking the wires present under the dash, connecting it to
the battery, an ohmmeter, and check the reading. Check if all cable connections are intact.
Tighten all the loose ones. If there is any corroded connection, fix a new connection. Ensure
that the controller is performing as required. Tightening this nut should solve the problem. The
main reason why a EZGO gas golf cart will not go forward is because of a locked up brake, or a
faulty solenoid and a
ford bronco manual transmission
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ccelerator. Sometimes, this happens if the cart is kept in the forward position for a long time.
You can try the steps mentioned here to see if any of these helps to resolve the problem. An
EZGO RXV golf cart may not go in reverse due to a faulty reverse microswitch, bad cable
connections, a defective solenoid, or a malfunctioning controller. A EZGO PDS golf cart may
neither go in forward nor reverse due to low battery pack voltage, a closed pedal switch, or a
faulty controller. Sometimes, reverse microswitch may be defective and not engaging. You may
have to do one or both of the following steps to rectify the problem. Skip to content Table of
Contents. Continue Reading What is a 9 Degree Driver? A 9 degree driver is a low loft driver and
is most convenient for golfers having fast swing speeds. These drivers create a positive angle
of attack and generate little spin. Continue Reading. Why is my golf cart horn not working?
However, a fault in the wiring can cause a short circuit [â€¦].

