99 honda accord ac compressor

Keep the air conditioning up and running in your Honda Accord before temperatures start to
soar in the summertime. Many of the problems that occur with AC systems are simple to
diagnose, whether it be an issue with the valve control or insufficient AC pressure. Before
taking your Honda Accord in for a service, there are a few basic troubleshooting steps you can
run through on your own. Check the fuse box for any blown or damaged fuses. The fuse box for
the Honda Accord is directly under the steering column. Consult the schematic on the inside
cover of the fuse box to locate the fuse connected to the AC system. If the metal strip inside the
glass fuse tube is broken, replace it with another of the exact same amperage rating. Turn on
the electric fan and AC with the engine running to check if any of the AC controls are loose or
resistant. If the fan does not turn on, a fuse may have blown or the fan itself could be faulty. If
the controls are damaged, have a mechanic replace them for you. Inspect the AC compressor
for any oily residue or leaks. The compressor is painted silver and is attached to the right side
of the engine facing the vehicle near the front of the vehicle. It has a rubber drive belt attached
to it. If you notice any leakage, have a mechanic replace the compressor. Check the AC hoses
for leakage. Replace the hoses, if necessary. Ensure that the valve control is operating
correctly. The hoses are aluminum and are roughly the thickness of a regular garden hose. The
firewall is the thin metal partition between the passenger and engine compartments. Both hoses
should be warm, but one should be somewhat cooler than the other. If the hoses are both the
same temperature, the valve control may be faulty. Have a mechanic investigate further for you.
Check the AC system for sufficient pressure. Attach the AC pressure test gauge with the engine
off. Remove the black caps from the high and low service ports. Screw the blue hose to the
low-side service port and the red hose to the high-side port. A normal reading should be
between 50 and 80 PSI. If the reading is out of this range, have a mechanic investigate further,
as there may be a leak in the system. The low-side port is between the evaporator, which is
inside the vehicle, and the compressor, which is in the engine compartment. Follow the
aluminum hoses protruding out of the engine compartment firewall until you find the low-side
port on the hose that goes to the compressor. The high pressure port is on the line closer to the
radiator area, leading back to the compressor and is a larger port. Turn the AC controls to the
coldest setting with the engine running. Check under the hood to see if the magnetic clutch
attached to the AC compressor engages. You will be able to see and hear it turn over. If the
clutch does not turn, the system may be low on refrigerant. Have the system refilled with
refrigerant. Ensure that the drive belt is tightly connected to the compressor. If the clutch is
receiving adequate voltage but the compressor is still not engaging, the clutch could be
defective and may need to be replaced. If you notice leakage around the compressor shaft seal,
the seal also needs replacement. Ross Glyn began writing for film and television in Step 1
Check the fuse box for any blown or damaged fuses. Step 2 Turn on the electric fan and AC with
the engine running to check if any of the AC controls are loose or resistant. Step 3 Inspect the
AC compressor for any oily residue or leaks. Step 4 Ensure that the valve control is operating
correctly. Step 5 Check the AC system for sufficient pressure. The Honda Accord uses an
optional air-conditioning system to lower the temperature inside the car; the system has a
condenser, evaporator and compressor that circulate Freon through a channeled blower fan.
The compressor can wear out and require replacement; this can take the average backyard
mechanic about an hour to complete. Most garages will evacuate the system for free, as they
are paid according to how much Freon they collect. The system must be evacuated and
depressurized with professional equipment. Disconnect the battery by turning the positive
terminal bolt in a counterclockwise direction. Set the terminal aside, so that it does not touch
metal. Remove the drive belt from the compression pulley. Press firmly onto the tension pulley
to get enough slack to work the primary drive belt off the idle pulley at the top of the motor. Let
go of the tension pulley, and the belt should now have enough slack to be removed from the
compressor pulley wheel. Slide it from the grooved pulley carefully. Disconnect the wiring
harness adapter by pulling it free of the compressor terminal. Remove the line bolts that
connect the Freon exchange lines to the compressor by turning their hexagonal ends
counterclockwise. Some latent hissing may occur from the evacuation, but it should not be
sustained or dangerous. Remove the compressor by turning the mount bolts counterclockwise,
sliding the bolts out of the mount arms, then working the compressor free. Replace the
compressor with a new unit by positioning it into the mount arms, then sliding the mount bolts
back into place. Turn the mount bolts clockwise until snug. Plug the wiring harness back into
the compressor by pressing the adapter plug onto the compressor terminal. Restore the
exchange lines by turning their line nuts clockwise into the correct openings on the
compressor. Replace the gasket on the end of each line if necessary. Release the tension pulley
and the belt will tighten. Replace the battery terminal by turning the positive terminal bolt
clockwise until snug. Refill the system with Freon by plugging the female adapter tip on the

Freon fill valve into the male adapter on the evaporator line. The valves available will allow only
the correct connection; don't force the valve nozzle onto the wrong nipple. Your Honda Accord
will take in about 1. Eli Laurens is a ninth-grade physics teacher as well as a computer
programmer and writer. He studied electrical engineering and architecture at Southern
Polytechnic University in Marietta, Ga. Step 2 Disconnect the battery by turning the positive
terminal bolt in a counterclockwise direction. Step 3 Remove the drive belt from the
compression pulley. Step 4 Disconnect the wiring harness adapter by pulling it free of the
compressor terminal. Step 5 Remove the line bolts that connect the Freon exchange lines to the
compressor by turning their hexagonal ends counterclockwise. Step 6 Remove the compressor
by turning the mount bolts counterclockwise, sliding the bolts out of the mount arms, then
working the compressor free. Step 7 Replace the compressor with a new unit by positioning it
into the mount arms, then sliding the mount bolts back into place. Step 8 Plug the wiring
harness back into the compressor by pressing the adapter plug onto the compressor terminal.
Step 9 Restore the exchange lines by turning their line nuts clockwise into the correct openings
on the compressor. Step 11 Replace the battery terminal by turning the positive terminal bolt
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