Harley davidson accessory connector

Discussion in ' Touring Models ' started by bigriver , Sep 15, Log in or Sign up. Harley Davidson
Forums. Accessory pin connector Discussion in ' Touring Models ' started by bigriver , Sep 15,
I've got a Road King Classic and in the owners manual they say that the accessory switch left
side of fork head controls an accessory connector under the seat. But I'll be you know what if I
can find a spare pin connector under the seat. Anyone have some words of wisdom as to what it
looks like or actually where it is, if at all? In this pic, the 2nd plug from left is the Cust Accy Plug
has a ground and one ignition switched wire on one side and the other two wires on the other
side are for the stoplight and rear lighting accessories. It has a single red hot wire fed from the
TSSM unit. Hope this helps. JPG File size: Here is the part diagram on the RK didn't show a
listing for RK. Here is my Dyna and why the whole affair was a bit confusing as far as
terminology label switching. Turns out the plug that I originally thought you wanted IS in fact
the one. Last edited by a moderator: Sep 15, You must log in or sign up to reply here. Show
Ignored Content. Your name or email address: Do you already have an account? No, create an
account now. Yes, my password is: Forgot your password? Orders placed during the weekends
or the following holidays will ship the next business day. Learn more about Dennis Kirk. We're
always looking to improve your shopping experience. If you have experienced a problem with
our website, please describe the issue in as much detail as possible so our team can explore it
further. Details Shipping Cutoff Times. Click here for more details. Enter keyword or part Search
Within. View Cart Checkout. My Garage. Saved Rides Manage Rides. Add a new ride. Harley
Categories. Find Parts Fast. Select Year. Select Make. Select Model. Harley Parts back. Shop By
All Harley Parts. Harley Accessories back. Tire Finder. Aspect Ratio. Rim Diameter. Tire Sizes
Explained. Tire Width Tire Width. Aspect Ratio Aspect Ratio. Rim Diameter Rim Diameter. Harley
Tires back. Exhaust finder. Harley Exhaust back. Helmets back. Apparel back. Featured Harley
Brands View All back. Get more Dennis Kirk. Shop by Discount back. Ride Types All Ride
Types. Motorcycle Harley-Davidson Categories Enter Categories terms All Categories. Wire
Connectors Enter Brands Custom Dynamics 2. Drag Specialties 1. MSD Performance 7. Novello
1. Street Magic 1. Ultracool 6. V-Twin Manufacturing Volt Tech 5. In Stock Only Price Range.
Special Offers. Closeout Items 1. New Items All Discounts 1. Connector Seal 6. Hole Plug 2.
Insulator 2. Wire Connector Amp Bullet 1. Delphi Deutsch Molex Pin 8. Socket 8. Butt 4. Cage
Clamp 1. Flag 4. JAE MX JST Mini 8. Mini MCL 1. ML 1. OEM Type Posi-Lock 2. Ring Spade 4.
Starter Solenoid 2. Each Kit We're sorry, your search returned no results. Harley-Davidson Wire
Connectors. Results per Page 40 60 Viewing Results 1 - 38 of Part : Mfg Part : NM Part : Mfg Part
: NA Part : Mfg Part : We carry more Harley-Davidson products than any other aftermarket
vendor and have them all at the lowest guaranteed prices. Not only that, but we have them all
in-stock and ready to ship to you today. Dennis Kirk has been the leader in the powersports
industry since , so you can rest assured that we have your back when it comes to bringing you
the best Wire Connectors for your Harley-Davidson. Plus we have a no-hassle return policy, so
you can shop with complete confidence at Dennis Kirk! We want to hear from you! Sign Up!
Contact Us Dennis Kirk, Inc. Select Ride Type. Create an Account. Remember Me? Forgot your
password or trouble logging in? Click Here. Give us your feedback! I enjoyed my experience. I
did not enjoy my experience. Your Ride optional. Part Number if applicable. Order Number
optional. Did customer service resolve your issue? Your Name. Email Address:. Send Feedback.
Subscribe to our emails! First Name. Postal Code. What are you into? Cruiser Motorcycle. Sport
Bike. Dirt Bike. Privacy Policy I'd like to unsubscribe. J Or, other suitable radiant heating device
is required for the proper installation of this kit. Rider and passenger safety depend upon the
correct installation of this kit. Use the appropriate service manual procedures. If the procedure
is not within your capabilities or you do not have the correct tools, have a Harley-Davidson
dealer perform the installation. Improper installation of this kit could result in death or serious
injury. This instruction sheet refers to service manual information. One is available from a
Harley-Davidson dealer. It is possible to overload your vehicle's charging system by adding too
many electrical accessories. If the combined electrical accessories operating at any one time
consume more electrical current than the vehicle's charging system can produce, the electrical
consumption can discharge the battery and cause damage to the vehicle's electrical system.
See an authorized Harley-Davidson dealer for advice about the amount of current consumed by
additional electrical accessories or for necessary wiring changes. When installing any electrical
accessory, be certain not to exceed the maximum amperage rating of the fuse or circuit breaker
protecting the affected circuit being modified. Exceeding the maximum amperage can lead to
electrical failures, which could result in death or serious injury. See Figure 2 and Table 1. To
prevent accidental vehicle start-up, which could cause death or serious injury, remove main
fuse before proceeding. See the service manual. Remove seat. Retain the seat and all mounting
hardware. View interactive image. See Figure 2. See Figure 1. Release the secondary lock of
accessory connector [B] and remove seal pin from cavity 3. Press the secondary lock

downward. Remove the positive battery terminal bolt. Install the ring side of wire harness 3 to
positive terminal. Position the fuse holder so it can be accessed. Do not install fuse now.
Position the black 3-way connector near the vehicle connector []. Do not connect now. Route
through the frame. Route to the area in front of the battery. The capped 4-way and 3-way
connector branches should be coiled and placed under the left side cover secured with cable
straps. Be sure the wires have sufficient clearance to the rear shock absorber. Position any
unused connectors in an orientation with cap on the bottom so moisture will not accumulate
inside the connector. If multiple accessories are connected, it may be advantageous to route the
capped 3 and 4-way connectors to the RH side of the vehicle and make the connections on that
side. This can be done by removing from the caddy and rerouting it's branch to the RH side and
following the main harness across the top of the starter. Make sure the harness has sufficient
clearance to the rear shock. Route the wires of the accessory over to the Electrical Connection
Harness per the instructions in that kit. To connect multiple powered accessories to the
four-way Deutsch pin connector on the kit harness, use Electrical Accessory Adapter Part No.
Do not overload the vehicle charging system. If NO powered accessories are connecting to the
four-way Deutsch pin connector on the kit harness, insert the attached weather cap into the
connector. If NO powered accessories are connecting to the three individual wires on the kit
harness, leave the wire caps in place on the wire ends. Tuck the unused wires back inside the
conduit or secure with electrical tape. Accessories with a four-way Deutsch socket power
connection plug directly into the Electrical Connection Harness or Electrical Accessory
Adapter. Accessories connecting to power with three individual wires: See Figure 2. Cut the
wires of the accessory or accessories to a suitable length to reach the three individual wires on
the Electrical Connection Harness. Cut the wire caps from the three wires on the harness.
Splicing of wire leads is necessary in the installation of many accessories to the vehicle. Refer
to the service manual appendix for proper wire splicing procedures. Up to three 16 AWG wires
can connect to each sealed splice connector. If more than three 16 AWG wires must be
connected, more sealed splice connectors are required. The accessory ground wire or wires,
typically black must be spliced to the black ground wire in the Electrical Connection Harness.
Be sure to follow manufacturer's instructions when using the UltraTorch UT or any other radiant
heating device. Failure to follow manufacturer's instructions can cause a fire, which could result
in death or serious injury. Avoid directing heat toward any fuel system component. Avoid
directing heat toward any electrical system component other than the connectors on which heat
shrink work is being performed. Use a heat gun or suitable radiant-heating device to shrink the
connector to the wires. Seal any unused connections to protect against corrosion. Additional
cable straps and adhesive cable strap bases are provided to manage wiring of the mating
accessory harness down the vehicle's backbone and under vehicle's side covers. To prevent
possible damage to the sound system, verify that the ignition switch is OFF before installing the
main fuse. Install seat. After install seat, pull up on the seat to verify that it is secure. See
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participating H-D dealer for details. The offer only applies to Eligible Motorcycles submitted for
trade-in on a new, unregistered Eligible Trade-Up Motorcycle of greater value and not the same
model. Offer is limited to one claim per customer. The Purchaser is responsible for the
difference between the trade-in value of the Eligible Motorcycle and the purchase price of the
Eligible Trade-Up Motorcycle. Trade-in must be a vehicle in good condition and good working
order. Tires, suspension, engine, and transmission must all be within factory specifications and
are subject to inspection by the participating H-D dealer. Vehicle exterior cannot reflect neglect
or abuse. The participating H-D dealer will make the sole determination regarding whether the
trade-in is in good working condition and good working order. The purchaser is responsible for
all costs of operating and maintaining the Eligible Motorcycle prior to trade-in. This offer may
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Prices and selection at local dealerships may vary. All taxes are extra. STACYC reserves the
right without prior notice to discontinue at any time any of the items herein or change
specifications or designs without incurring any obligation to the customer. All
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items are subject to availability and prior sale by our dealers. Riding range estimates provided
following the SAE J and are based on expected performance of a fully-charged battery when
operated under specified conditions. Actual range will vary depending on riding habits, ambient
weather and equipment conditions. Financing offer is available only for up to a 60 month term.
Customer must take delivery by September 30, Potential government incentives are identified
for informational purposes only. Availability and eligibility vary, may change without notice and
are beyond the control of Harley-Davidson. Eligibility and amount of credits and rebates depend
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