Jeep liberty timing belt

The timing belt on a Jeep Liberty is a hard-working part of the engine. Like other items under
the hood, the timing belt must maintain its efficiency in order for the Liberty to perform well. The
timing belt has teeth that mesh with the slots on the crankshaft and camshaft, keeping them in
sync with each other. The timing belt allows the camshaft to turn at exactly half the speed of the
crankshaft. That lets the camshaft open and close intake and exhaust valves in time with the
pistons. Timing belts are rugged. They can remain efficient for up to ,, or more, miles. When that
much mileage accumulates, make sure to periodically inspect the timing belt. A faulty timing
belt can create huge problems that you can cost a lot to repair. It isn't smart to ignore replacing
the timing belt. Parts Geek can tell you why. They are available for the following Jeep Liberty
years: , , , , , 06, 05, 04, 03, This part is also sometimes called Jeep Liberty Timing Belts.
Purchased this Gates timing belt as a replacement to the Dayco product removed. My
experiences with their products have convinced me that Gates belts are as-reliable as any belts
manufactured anywhere. Jeep Liberty 2. Found exactly what I needed quickly and easily, several
options at different prices. Selected this and received it quickly. Very satisfied! It's now 4 years
after my boyfriend and I replaced the parts, and they're still working with zero issues. High
quality parts-- definitely recommend! Here's the thing. Parts Geek got me the best bottom line
price. Skip to main content Menu. Close X. Call To Order: To return a part, simply submit a
support ticket within 30 days of ordering and we will issue you an RMA number to return your
product. See customer service page for refund and return details. We scour the web to make
sure PartsGeek always has low prices. You can buy with confidence! Click to Enlarge. Gates T
Timing Belt. Gates W Timing Belt. Product SKU: W Shipping Options: Ground, Overnight, 2 Day.
An Allen wrench or Pull-Pin is used to unwind the spring load. Retrofit kit is available PN: AA.
Detailed Note: Original design tensioner system. Design mounts with a steel bracket. An Allen
wrench is used to unwind the spring load. New design features an aluminum bracket and does
not use an Allen wrench. Converting requires replacing both the inner and outer timing covers.
Conversion kit PN: AA. Contents Belt, Tensioner, Idler. Dayco K3 Timing Belt Kit. Dayco Timing
Belt. Features: Product SKU: Shipping Options: Free Ground Shipping. Read more reviews.
Catalog: B. Vehicle Engine Jeep Liberty. Catalog: A. Catalog: F. Catalog: H. Catalog: C. Catalog:
T. Catalog: P. Catalog: Q. Catalog: N. Automotive Forums. Timing Chain schedule replacement?
I do not see it on my Haynes manual! I'm looking for people who know when the timing chains
have started to make rattling noise, or when they actually fell off. The ford mustang 4. Give me a
break, I'm looking for people who know when the timing chains have started to make rattling
noise, or when they actually fell off. Bratt, fitting screen name by the way Did i say something
wrong? I am very liberal. I know chains on motorcycles stretch and break too. I have seen it
many times. It is mere physics sir. Im sorry to burst your bubble. I am in awe that the timing
chains lasted k on a liberty. I would never think that would be possible with the new crank to
cam designs. I know the single overhead cam in the middle with 1 chain on the crank did last
much longer than the new design where the crank is wrapped around 2 cams on each side. I am
guessing k max on the new design. I did follow your link to see the posts about the liberty I do
not believe all maintenaince has been stated in words. Transmission flush, rear axel and
transfer case fluid change. Only problem dealer found was a leaking transducer on the
transmisson. I told him to replace it. I don't know how much longer my luck will hold on this
vehicle. Not to mention, your role model claimed he used this car mainly for only mile daily trips
on the highway. This means the stop and go pull of the city lights on the chain were minimal as
claimed below! This is a rare case! I have a family liberty here not a delivery courier liberty. We
run to the store and back and thats about it! True, the liberty has 3 timing chains not 2. The
liberty is not a v8. That does make a lot of difference! I can see your point! I was merely trying to
find information so I dont loose my motor when the chain falls off or slips. To clarify, chains
don't 'stretch', they simply wear between the pins and links, and that minute wear from each link
adds up to a longer overall chain. That wear means the chain pitch no longer precisely matches
the pitch of the sprockets, so they begin to wear to try and match that pitch. While its true that
bicycle and motorcycle chains wear rather quickly compared to a timing chain inside an engine
that can last the life of the motor , think about the environment they live in. They are out in the
elements, with no continuous lubrication source. Any lube they do get, tends to attract more dirt
and grit, which works its way in between the pin and link, greatly accelerating wear. Contrast
that with an engine timing chain. It lives in a sealed environment, with a constant supply of
filtered oil. Consider also the ratio of length to width between engine timing chains and bicycle
and motorcycle drive chains. The timing chain is much more robust. Think about the load, all
the timing chain has to do is spin the cam s , and bear the load of the valve springs and all the
friction points, while a vehicle drive chain has to bear the load of moving the weight of the entire
vehicle and cargo up hills, from a dead stop, etc. To be sure the timing chain WILL wear, but so
does the rest of the inside of the engine. The question is did the designers of your engine build

a chain that will wear out about the same time as the rest of the engine, or not? Bratt, just check
the owner's manual. It will tell you the recommended change interval. Obviously you're used to
a vehicle with a timing belt, which generally need to be changed at intervals. Drive your Liberty
and don't worry about it, until and unless you reach the mileage in your owner's manual. Wow
its really great to know that how brilliant people are here, i did not knew these facts before,
thanks for all of you. Bratt the reason that timing chains on bikes do not last long on bikes is
that fact that they are not constantly riding in oil. I know that this post is old but to put this to
bed I have a Jeep Liberty with Never been replaced or repaired. If you hear slap on the timing
cover make sure and check it out. I will explain the options for the service, options for parts,
and what I think is the best way to proceed with the service. Please note this is only a guide and
not a guarantee that you won't mess something up. If you don't feel comfortable doing the
service take it to someone else, don't blame me if you mess something up! There I said it!
Serpentine belt. Serpentine belt tensioner. Fan clutch. JB weld for intercooler leaks. There are
aftermarket alternatives available. Crown auto makes a timing belt tensioner and idlers. Amazon
and Rockauto both have the gates timing belt. You should not put off doing the belt over a
matter of a few hundred dollars. It is better to only replace the belt than to do nothing at all! That
being said, here are the three levels of service you can do, and anything in between, that reflect
different levels of cost. Level One: Timing belt only Level Two: Timing belt, idlers, tensioner,
misc Level Three: Timing belt, idlers, tensioner, water pump, misc Level One is the cheapest, if
you are strapped for cash and just need to get the belt done there is no shame in doing just the
belt, people have rolled the dice and held off on doing the belt and then later regretted it. Even a
full Level Three service is cheaper than a broken or slipped belt. Level Two is a reasonable
service for k, if you do a level Two service at k I would recommend a Level Three service at k.
The level two service I leave up to the customer to decide, generally I recommend a level Two
service at the minimum if you are paying someone to do the service. If you are doing it yourself
and have the ability to dig back into the Jeep anytime in the future you may wish to save
yourself a little money and not do the water pump at this point, but instead do the water pump at
k. Just note that the water pump replacement Level Three is about an hours more worth of work
than just the timing belt Level Two. Level Three is probably the "best" in terms of a full service,
but will also cost the most. You will pay more in labor for the whole job than you will for the
OEM water pump, if your coolant has never been changed, or is questionable, its somewhat
more likely that you will have water pump trouble. Of course this is not always the case, I had a
customer that had taken meticulous care of his CRD, regular coolant changes, not abused, etc,
he decided not to do the water pump at the time we did his belt. About 5k miles after the belt
change his water pump started leaking. The same week his water pump started leaking another
owner reported that his brand new Crown brand water pump which had just been installed also
started leaking. I would like to note that on my personal vehicle and several others I have not
replaced the water pump and they are just fine, point being, it can be hit or miss, but the best
case is probably to replace the pump with an OEM unit. Generally I leave this decision up to the
customer, but discuss the merits of each approach with them. Misc items: There are also some
misc things that you may wish to do while performing the service, there are replacement dust
seals for the rear TB cover, I don't think these are necessary at all. If this concerns you its far
cheaper just to use a little RTV on the rear cover before installing it back onto the block. The
serpentine tensioner can sometimes go bad, if your alternator decoupler is failing. If the
tensioner is on its way out I would recommend you replace during the TB service, it has to
come off anyway so its a good time to toss on a new one. Likewise if your serpentine belt is
older it has to come off anyway so its a good time to throw on a new one, and it will never be
easier. If your alternator decoupler is on its way out this is also a good time to replace it. The
alternator needs to come off to install the intake cam locking pin, so its very easy to install a
new one then autozone has a reasonably priced rebuilt alternator that comes with a new
decoupler. This is also an excellent time to replace your mechanical fan clutch with a new one.
Replacing the fan clutch solved that problem. Plus, its off already so its easy to install a new
one. If your thermostat is questionable or has never been replaced this may be a good time to
do that as well. Many OEM thermostats have failed before k, making the vehicle take forever to
warm up or it never reaching full operating temp A note on coolant: You will loose about I like
this option more, if you ever need to add coolant in the future you can just add the rest of the
coolant you have, and then later add water up to two gallons without worrying about keeping
adequate freeze and corrosion protection. Overall procedure:. Now that being said here is the
nitty gritty, the stuff you need to know to get it done, the above steps make it seem pretty easy,
but its not, and the devil is in the details, its the little tips and tricks that make it easy or hard.
Skip down a little bit if your already torn down to the point of the timing belt, the first part of this
document deals with how to get the front end apart so you can get to the timing belt. Note:

pictures for this section are not yet complete 1. Remove Grill: The grill comes off very easy,
along the top of the grill there are plastic clips that hold it to the header panel, pull up and then
forward on them and you will see it start to come off. Work your way along the grill until all of
them and off and it will just pull out. Remove bumper. With the grill off you will see two 10mm
bolts, one on each side by the turn signal. Remove them. Go underneath and look for two 10mm
bolts pointed vertically that attach to the lower radiator support, remove them. There is a plastic
push retainer that holds the front bumper to the plastic splash shield on the right and left splash
shields, remove it from below. In each fenderwell there are two plastic reusable rivets that hold
the splash shield to the bumper cover. Pull out on the center post then you can pull the whole
fastener out, save all these parts for reuse. There is a plastic tab that goes from the fender flare
to the bumper cover, you will just have to play with this to get it to come out while you remove
the bumper cover. With the bumper cover dropped down there will be two wiring plugs to
disconnect for the light attached to the body. Slide the red tab back and then push down on the
retainer, the plug will then pull apart. Set bumper assembly aside. Remove header panel. There
will be three 10 mm bolts on either side of the radiator support by the fender, remove all of
these. Remove the plastic fasteners holding the plastic air shields to the header panel. The
header panel will now come forward, complete with lights attached. By the drivers side fender
you will see the headlight harness plug, slide the red tab over and then squeeze the plastic clip,
it will then pull apart. Set complete header panels aside. Remove upper radiator support. In step
3 you removed 4 of the bolts that hold the upper radiator support in place, remove the last two
10mm bolts located on the bumper support in the center just in front of the electric fan. Pull the
radiator support off paying attention to the washer bottle cap sliding off of the fill neck. Let the
radiator support dangle out of the way down by the drivers front tire. Remove electric cooling
fan. Here you can see the two bolts holding the electric cooling fan to the intercooler on the
drivers side. Remove the two upper bolts also circled. Here you can see the single bolt on the
passenger side, remove it and the slide the fan upward. Disconnect the electric plug, slide the
red tab over and squeeze the retainer, pull apart. Set the fan aside. Remove all bolts holding the
AC condenser to the intercooler If you have not removed all of the circled bolts in the step
above do so now. Remove the upper fan shroud bolts, 1 10mm on each side. There are two
bolts that hold the IC to the radiator on the top, here you can see one of them on the far left of
the image. There is another on the drivers side in the analogous location, remove them. Remove
fan shroud: Pull the ac condenser up and then forward, then pull the radiator forward, if you
have not done so yet remove the upper radiator hose. It's tight but it can be done. Remove
intercooler The intercooler will slide up and then come up. It will take some work to clear both
the radiator and condenser, I often end up rotating the AC condenser counter clockwise
pivoting at about the inlet until it is nearly upside down, and then pulling the inlet tube out, you
can figure out what works for you. Be careful that the metal square nuts don't fall out of the
intercooler or radiator while removing. Remove radiator Put a bucket under the drain cock and
then open it, go get lunch or a snack while you let it drain. Remove lower radiator hose, pull the
radiator out. Remove fan clutch. This is the fun part, but now with all this stuff out of the way its
not too hard. To remove it you will need a large cresent wrench, or the correct size wrench I
think it might be 36mm but don't quote me on that. Take a 13mm shallow socket 6 point
preferable and place in on one of the bolts that holds the fan idler to the block. This photo
illustrates where you want to place the socket: With one finger hold the socket in place, and
with your other hand operate the wrench to get the fan nut off, it may be very tight. The point of
the socket is to keep the pulley from spinning. Remove Serpentine belt, fan idler, crank pulley,
PS pump pulley, and serpentine belt tensioner. First take the tension off of the belt, I use a
15mm wrench to apply leverage and remove the tension, then with the tension off I slip the belt
off of the idler below the alternator, then I pull the belt off at the alternator, then I can release
tension, remove the belt and set the belt aside. Set aside. Remove the fan idler, you will need to
use the access hole to get to the bolt you put the socket on in the above step, set the fan idler
aside. Remove the PS pulley 3x10mm bolts. Remove the serpentine belt tensioner, set aside.
Remove the crank pulley 4x10mm bolts , set side crank nut does not need to come off. With all
this removed we can proceed to the timing belt job. Timing belt procedure:. The timing belt on a
Jeep Liberty is a hard-working part of the engine. Like other items under the hood, the timing
belt must maintain its efficiency in order for the Liberty to perform well. The timing belt has
teeth that mesh with the slots on the crankshaft and camshaft, keeping them in sync with each
other. The timing belt allows the camshaft to turn at exactly half the speed of the crankshaft.
That lets the camshaft open and close intake and exhaust valves in time with the pistons.
Timing belts are rugged. They can remain efficient for up to ,, or more, miles. When that much
mileage accumulates, make sure to periodically inspect the timing belt. A faulty timing belt can
create huge problems that you can cost a lot to repair. It isn't smart to ignore replacing the

timing belt. Parts Geek can tell you why. They are available for the following Jeep Liberty years:
, , , , , 06, 05, 04, 03, This part is also sometimes called Jeep Liberty Timing Belts. Purchased
this Gates timing belt as a replacement to the Dayco product removed. My experiences with
their products have convinced me that Gates belts are as-reliable as any belts manufactured
anywhere. Jeep Liberty 2. Found exactly what I needed quickly and easily, several options at
different prices. Selected this and received it quickly. Very satisfied! It's now 4 years after my
boyfriend and I replaced the parts, and they're still working with zero issues. High quality parts-definitely recommend! Here's the thing. Parts Geek got me the best bottom line price. Skip to
main content Menu. Close X. Call To Order: To return a part, simply submit a support ticket
within 30 days of ordering and we will issue you an RMA number to return your product. See
customer service page for refund and return details. We scour the web to make sure PartsGeek
always has low prices. You can buy with confidence! Click to Enlarge. Gates T Timing Belt.
Gates W Timing Belt. Product SKU: W Shipping Options: Ground, Overnight, 2 Day. An Allen
wrench or Pull-Pin is used to unwind the spring load. Retrofit kit is available PN: AA. Detailed
Note: Original design tensioner system. Design mounts with a steel bracket. An Allen wrench is
used to unwind the spring load. New design features an aluminum bracket and does not use an
Allen wrench. Converting requires replacing both the inner and outer timing covers. Conversion
kit PN: AA. Contents Belt, Tensioner, Idler. Dayco K3 Timing Belt Kit. Dayco Timing Belt.
Features: Product SKU: Shipping Options: Free Ground Shipping. Read more reviews. Catalog:
B. Vehicle Engine Jeep Liberty. Catalog: A. Catalog: F. Catalog: H. Catalog: C. Catalog: T.
Catalog: P. Catalog: Q. Catalog: N. Log in or Sign up. Feb 25, at PM 1. Messages: 8 Likes
Received: 0 Joined: Oct 24, Does anyone know of any aftermarket suppliers of Timing Belts and
Tensioners for the 2. Are the parts the same as those used on the 2. These jeeps are bloody
good but parts are priced rediculously. Makes one seriously think about ownership. Feb 26, at
AM 2. Where are you located? Feb 26, at AM 3. I'd do it myself but like to be able to follow
instructions, as yet I am unable to find any workshop manuals relating to the CRD. Feb 26, at
AM 4. I have the Liberty factory service manual, and also own a 2. I could send you the info
related to replacing the timing belt if you like. Of course the 2. I recall reading it a while back,
there is a fixture to lock the camshaft sprockets in place whilst you change the belt so that they
do not move any at all. I would guess timing is extremely critical due to very close clearances
with the much higher compression ratio of the diesel. If you got one camshaft off even one
tooth it would likely damage the engine severely. Having said that i would change the belt
myself, but expect to have to either buy the special tool that holds these cam sprockets or else
make something similar that would hold them securely. Feb 26, at AM 5. I just did the
conversion That's still a lot of cash. Feb 26, at AM 6. My god! Do they sell Haynes or Chilton's
repair manuals down unda? I know those manuals arent the best, but for somebody who is just
getting started they're not bad. And I would imagine they'd have a decent step by step as to how
to do the timing belt. Not sure if the 2. I believe the engines are very similar, but I could be
wrong. Feb 26, at AM 7. I'm sure there are other differences, but the engines are VERY similar.
Feb 26, at PM 8. We can get hold of Liberty cherokee manuals down here from Haynes but at
present the only models catered for are the petrols. If the relevant files were made available I
would be more than happy to download. All my reading suggests that the 2. Interesting to read
about the locking tool, timing is critical and often catastrophic with anything. Part prices really
have to make you consider the value of a second hand jeep and hence resale of new. Look into
clutch and you are talking heaps. Just imagine building one of these things from parts. Feb 27,
at AM 9. Sounds to me like dealer rates are even more outrageous down there than they are
here in the US. Feb 27, at AM A few weeks ago in a blog entry I asked why any engine has a
timing belt. Why not use chains in all of them? Sure, belts have some advantages, but they're
always expensive to replace, and this could be the worst I've come across yet. And it's not even
a V engine. Feb 28, at PM Ask the dealer if the specs for both timing belts for the 2. I'll look for
my receipt for the belt and stuff I bought Mar 1, at AM Asking the dealer would to me seem the
best option, we only have 2 dealers where I am and neither seem to want to provide me with this
information, they are very cagey about it. I don't particularly trust the one I purchased from as
on 2 occasions they were caught out not replacing said items charged for 7 in total. I have tried
emailing interstate companies but had no response. Will need to try some long distance calls to
area's with more competition. I even emailed VM Motori the engine manufacturers they did
respond, but simply with I would need to contact my local jeep dealer. If they are the same part
number, they would be the same but I cannot even get that out of them, and I am a nice guy. It's
almost like there is some big conspiracy, but lets not get imto that. Mar 2, at PM I found your
thread on JU Mar 20, at AM I am yet to come to a conlcusion on this Timing Belt thing. I had to
argue with one of my 2 local dealers today that the 2. I spoke to 2 individuals there and both
claim it had a chain and didn't need to be replaced. He says the 2. Sad when your Jeep Service

Centres have no idea. VM motori have told me the 2. I have also rung my way around Australia
for quotes with the same type of answers, has a chain, doesn't need replacement, and others
belt and replacement at k. My owners manual by the way says nothing under A or B schedule. I
am confused by all of this. Silver Streak- you stated earlier you may be able to send me the info
on the timing belt change for the 2. This would be appreciated. Dec 16, at PM Liberty 2. It took
18 days by mail. Check it out. These engines are quite common in Europe and parts and tools
are much more affordable. Dec 17, at AM Deleted post Last edited: Dec 17, Dec 20, at PM I could
use some info from the 2. Dec 21, at AM Hi Juey - I've sent you a pm which might have some
helpful info. You must log in or sign up to reply here. Show Ignored Content. Your name or
email address: Do you already have an account? No, create an account now. Yes, my password
is: Forgot your password? A recognized OE supplier offers this kit to tackle complex timing
belt-driven water pump applications and keep the cooling system of your vehicle running
optimally. It includes a genuine Airtex water pump, expertly-designed timing belt, and
OE-quality tensioners, pulleys, and springs if required by the application. Millions of vehicles
have timing belt driven water pumps. It is recommended by the majority of technicians that you
replace the water pump and timing belt simultaneously to avoid double labor. Airtex offers you
a convenient kit to get the job done. Each kit consists of a water pump and timing belt, plus,
also included are OE-quality idler and tensioner pulleys, tensioners, damper and tensioning
springs where applicable. Timing belts by Airtex are built to strict OE quality standards and
made using the most durable materials. Committed to meeting and exceeding OE design
specifications, Airtex manufactures each and every water pump using only premium raw
materials and OE-quality components. This part features precision-ground, unitized bearing
assemblies and a durable housing for reliable and long-lasting operation, unitized seals that
protect against leakage and contamination, and an upgraded impeller providing optimal coolant
flow. Every water pump is subjected to stringent tests to make sure it meets high quality
standards. No matter whether you're doing basic repairs and maintenance, modifying your car's
street appeal and performance, or adding high-tech lighting and electronics, our great selection
of brand name products and knowledgeable associates will ensure success with all your
automotive projects. We offer the finest and widest variety of automotive parts and accessories
using state-of-the-art technologies, and employ the most dedicated and creative team members.
These individuals focus on exceeding expectations of customers who want the exact
component at the best price in the quickest time. Our goal is to provide a WOW experience
during every customer interaction. Whatever you need, whether it's a replacement part to fix a
broken down vehicle, a crash part to repair a vehicle from an accident, perhaps a new set of
custom wheels and tires, or something to make it flashy or faster, lifted or lowered, we will be
your one-stop shop. We fulfill our mission daily with enthusiasm and optimism, learning from
our ongoing opportunities and successes. We enjoy a modern yet tricked out work atmosphere
while ensuring a true learning environment to develop our people. All rights reserved.
Authorized Dealer:. Lowest Prices. On the go Daily Deals. Guaranteed Fitment. Always the
correct part. In-House Experts. We know our products. Our Newsletter:. Product Details. All
manufacturer names, symbols, and descriptions, used in our images and text are used solely
for identification purposes only. It is neither inferred nor implied that any item sold by CARiD is
a product authorized by or in any way connected with any vehicle manufacturers displayed on
this page. Skip to main content Menu. Close X. Call To Order: Accessory Drive Belt Pulley.
Auxiliary Shaft Sprocket. Balance Shaft Bearing. Balance Shaft Bearing Set. Balance Shaft
Chain. Balance Shaft Chain Guide. Balance Shaft Chain Kit. Balance Shaft Chain Tensioner.
Cam Follower. Cam Plug. Camshaft Gear. Camshaft Kit. Camshaft Position Sensor. Camshaft
Position Sensor O-ring. Camshaft Repair Sleeve. Camshaft Seal. Camshaft Seal Kit. Camshaft
Sensor O-Ring. Camshaft and Lifter Kit. Connecting Rod Bearing Set. Connecting Rod Bolt.
Conversion Gasket Set. Crank Position Sensor. Crankcase Gasket Set. Crankshaft Gear.
Crankshaft Pulley. Crankshaft Repair Sleeve. Crankshaft Seal. Crankshaft Seal Kit. Crankshaft
Thrust Washer Set. Cylinder Head Bolt. Cylinder Head Spacer Shim. Drive Belt Tensioner Pulley.
Engine Camshaft. Engine Conversion Gasket Set. Engine Crankshaft Repair Sleeve Tool. Engine
Gasket Set. Engine Harmonic Balancer. Engine Mount. Engine Mount Bushing. Engine Mount
Bushing Set. Engine Mount Isolator. Engine Oil Filter Adapter. Engine Oil Filter Kit. Engine Oil
Pan Bolt. Engine Seal Kit. Engine Timing Idler Sprocket. Engine Valve Adjuster. Exhaust
Manifold Gasket. Exhaust Manifold Gasket Set. Exhaust Valve. Expansion Plug. Expansion Plug
Kit. Freeze Plug. Head Bolt. Head Bolt Set. Head Gasket. Head Gasket Set. Intake Manifold
Gasket. Intake Manifold Gasket Set. Intake Valve. Main Bearing Gasket Set. Main Bearing Set. Oil
Cooler. Oil Cooler Hose. Oil Cooler Mounting Kit. Oil Dipstick. Oil Dipstick Seal. Oil Dipstick
Tube. Oil Dipstick Tube O-Ring. Oil Drain Plug. Oil Drain Plug Assembly. Oil Drain Plug Gasket.
Oil Filler Cap. Oil Filler Tube. Oil Filler Tube Seal. Oil Filter. Oil Filter Adapter O-Ring. Oil Filter

Remote Mounting Kit. Oil Pan. Oil Pan Gasket. Oil Pan Gasket Set. Oil Pick-up Tube Gasket. Oil
Pump. Oil Pump Pickup Tube and Screen. Oil Pump Screen. Oil Pump Seal. Piston Ring. Piston
Ring Set. Piston Set. Position Sensor O-Ring. Rocker Arm. Rocker Arm Set. Rod Bearing.
Semi-Circular Plug. Spark Plug Seal. Timing Belt Idler. Timing Belt Kit. Timing Belt Kit and Water
Pump. Timing Belt Tensioner. Timing Camshaft Sprocket. Timing Chain. Timing Chain Kit.
Timing Chain Tensioner. Timing Chain Tensioner Guide. Timing Cover. Timing Cover Gasket.
Timing Cover Gasket Set. Timing Cover Repair Sleeve. Timing Crankshaft Sprocket. Timing
Guide Rail. Timing Set. Valve Cover. Valve Cover Camshaft Bore Plug. Valve Cover Gasket.
Valve Cover Gasket Set. Valve Cover Grommet Set. Valve Guide. Valve Keeper. Valve Lifter.
Valve Seat. Valve Spring. Valve Spring Retainer. Valve Spring Retainer Keeper. Valve Stem Seal.
Valve Stem Seal Kit. Air Intake. Body Electrical. Chemicals and Fluids. Climate Control. Cooling
System. Drive Belts. Engine Electrical. Fuel Delivery. Fuel Injection. Tools and Hardware. AC
Delco. DIY Solutions. DNJ Rock. US Motor Works. Shop By Vehicle. API Timing Belt. Click to
Enlarge. Shipping Options: Free Ground Shipping. Product List Price:. Product Remark: Without
Seals. Dayco Timing Belt. Shipping Options: Ground, Overnight, 2 Day. Dayco Timing Belt Camshaft. Features: Dayco Timing Belt Kit. Cloyes Timing Belt - Camshaft. Features: Cloyes'
timing belts utilize the latest in design and technology to meet or exceed OEM performance
requirements and ensure quiet and maintenance-free experience Cloyes parts are CAD
designed and manufactured using premium materials. Each part is extensively tested and
measured for function, fitment, and durability to ensure optimal performance Cloyes
recommends the belt tensioner s and belt idler s also be replaced when the belt is replaced as
these components play a vital role system stability and accurate timing Refer to our online
catalog for detailed application-specific information Keep your engine's valve train in perfect
time with Cloyes, the world leader in timing drive systems. Cloyes Timing Belt Kit. Features:
Cloyes utilizes the latest in design and technology to offer complete timing belt kits that meet or
exceed OEM performance requirements and ensure quiet and maintenance-free experience
Conveniently packaged in one box, these kits may include a timing belt, belt tensioner pulley,
and belt idler Cloyes parts are CAD designed and manufactured using premium materials. Each
part is extensively tested for function, fitment, and durability to ensure optimal performance
Refer to our online catalog for detailed application-specific information Keep your engine's
valve train in perfect time with Cloyes, the world leader in timing drive systems. Gates Timing
Belt. Gates Timing Belt Kit. Gates T Timing Belt. AC Delco Timing Belt. ContiTech Timing Belt
Kit. Tensioner; Interference Eng. Goodyear Timing Belt. Goodyear W Timing Belt. Features:
OE-Equivalent and a direct fit application. Synthetic polymer molded teeth. Resistant to
abrasion and heat. Durable long life performance. Airtex Timing Belt Kit. Melling Timing Belt Camshaft. Features: Melling provides timing belts for both domestic and import vehicle
applications. Each belt is manufactured from quality synthetic polymers to provide resistance to
heat, stretching, belt shear, climate conditions, and abrasion to assure dependable operation
throughout the belts service life. Melling recommends a new timing belt with every engine
rebuild as well as periodic belt replacement for high mileage vehicles. Belt replacement is a
small investment compared to an engine replacement due to a damaged, stretched or broken
timing belt. Bando Timing Belt - Camshaft. Features: Manufactured to meet or exceed OEM
specifications. ITM Timing Belt. Gates W Timing Belt. Precision molded teeth. Hutchinson
Timing Belt. Mitsuboshi Timing Belt. Catalog: P. Vehicle Engine Jeep Liberty. Catalog: Q.
Catalog: A. Catalog: F. Catalog: H. Catalog: B. Catalog: N. Catalog: C. Catalog: T. Our mobile
mechanics offer services 7 days a week. Upfront and transparent pricing. Our certified mobile
mechanics can come to your home or office 7 days a week between 7 AM and 9 PM. An engine
timing belt is a fiber reinforced, toothed drive belt manufactured using durable compounds
such as highly saturated nitrile. The timing belt allows the crankshaft to drive the camshafts in
the cylinder head at half the RPMs of the crankshaft. Engine designs vary, and thus the
replacement procedure will vary, but broadly, the procedure is as follows:. No, were a worn out
timing belt to snap while underway, perhaps on a highway, it creates a risk of complete loss of
engine power while surrounded by fast moving vehicles. Once your vehicle has reached the
recommended replacement mileage for the belt, you can eliminate the risk of sudden and
unexpected timing belt breakage by having it replaced. If your engine is of the interference type,
it is especially important to replace the belt according to the maintenance schedule because
sudden breakage of the timing belt, while the engine is running, will likely cause significant
damage to internal engine components such as the valves and pistons. Jeep Liberty Timing Belt
Replacement at your home or office. Estimate price near me. Service Location. YourMechanic
Benefits Online Booking. Mechanic comes to you. Free 50 point safety inspection. See
availability. Timing Belt Replacement Service What is a timing belt and how does it work?
Timing Belt. When to replace the timing belt? Every 60kk miles. If an engine is equipped with a

timing belt, the timing belt must be replaced at the service interval specified by the vehicle
manufacturer regardless of whether or not any problem is visible, typically in the range of 60, to
90, miles. Engine stops abruptly or will not start. Occasionally, timing belts can break, or skip,
while the engine is running. Rough engine operation. The molded, reinforced teeth on the timing
belt engage gears on the crankshaft and camshafts. After many tens of thousands of miles, the
teeth can wear or break, or the belt can stretch, thus causing the belt to jump position on the
crankshaft or camshaft gears. Should the belt jump, the engine will run poorly and perhaps not
at all. Banging or clanking engine noise. On some engines, if the timing belt has jumped, the
pistons and valves can collide and there will be noise and damage. These engine designs are
referred to as interference engines. If your car has an interference engine, replacing the timing
belt according to the maintenance schedule will minimize the chance that a belt failure will
cause engine damage. How do mechanics replace the timing belt? Engine designs vary, and
thus the replacement procedure will vary, but broadly, the procedure is as follows: Disconnect
the battery ground cable. Once the engine is cold, set the crankshaft to top dead center with the
number one piston on the compression stroke. Remove crankshaft pulley. Remove all
accessories interfering with the removal of the timing belt covers. Remove timing belt covers.
Lock camshafts, as required, and note position of camshaft timing marks. Remove timing belt
tensioner and idler pulleys. Remove timing belt. If replacing the water pump, do so at this time,
and of course drain the cooling system first. If the engine cooling system thermostat is only
accessible with water pump replacement, the thermostat should be replaced as well. Installation
of the new timing belt includes all of the above steps, performed in reverse, following strict
guidelines to assure camshaft and crankshaft and balancing shaft, if equipped are in perfect
alignment after tensioner has been set. Upon completion of the installation, the engine
crankshaft is turned by hand degrees and the correct position of the timing marks on the
crankshaft and the camshafts is confirmed. The vehicle is road tested to confirm normal
operation and a service sticker is affixed to the engine noting the date of belt replacement and
the vehicle mileage. Is it safe to drive with a timing belt problem? When replacing the timing belt
keep in mind: An interference engine should be carefully inspected before a broken timing belt
is replaced because it may have sustained damage that will have to be repaired prior to
installing a new belt. The timing belt system includes idler pulleys and a belt tensioner. These
components should be replaced along with the belt. Mechanics will usually recommend
replacing the water pump at the same time that the timing belt is replaced. Number of Jeep
Liberty services completed. Yourmechanic was featured in. Popular Jeep Jobs. Auto service in
Your City. Meet some of our expert Jeep mechanics Real customer reviews from Jeep owners
like you. Excellent Rating. Rating Summary. Josh 16 years of experience. Request Josh. Josh
was awesome! Very knowledgeable and professional. I really appreciated his help! Michael 25
years of experience. Request Michael. Very professional and knowledgable. He found the main
and some other small issues and he took care of the main problem and gave me a few
recommendations on the others. I was very satisfied with the service. Robert 42 years of
experience. Request Robert. Dave 16 years of experience. Request Dave. Great help and very
dedicated to assist custom to the End. How can we help? Read FAQ. Service type Timing Belt
Replacement. For more information go to Since , Replacement - the most affordable brand name
for replacement parts th We've Made a Site Update. Refresh to the latest version. Retrieve
quote. Track order. Sign
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In or Create Account. Every Purchase Supports. Texas Relief Efforts. Select your vehicle.
Refine by:. Timing Belt Kit part. Returns Policy. Quantity Sold. Water Pump Included. Showing 1
- 15 of 16 results. Display item:. Sort by:. Guaranteed to Fit. Core Charge. Add to cart. Part
Number: DYK4. Page 1 of 2 Showing 1 - 15 of 16 results. Featured Brands. Reviews Questions,
Answers. Manufactured from top quality components, this is your best option and inexpensive
replacement for your rebuild, repair, and maintenance needs - an OE replacement product for
your damaged or aged factory part. Crown Automotive is renowned for manufacturing the
highest quality OEM replacement parts for Jeeps from to the present model year. Feb 12, James
Barker. Purchased on Jan 27, Jul 12, Fast service and very pleased. Tonia Marshall. Purchased
on Jun 16, Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms of
Use. Privacy Policy. California Supply Chain Disclosure. Accessibility Statement.

