Kawasaki mule 4010 parts diagram

Welcome, Kawasaki owners. Access the information and tools you need to get the most out of
your vehicle. Kawasaki Genuine Parts are the only parts on the market specifically engineered
and tested to fit your Kawasaki vehicle. They undergo comprehensive evaluation to ensure the
hightest quality and durability standards to help maximize the life of your vehicle, and give you
peace of mind that your Kawasaki is always operiating at peak performance. The proper
maintenance of your Kawasaki vehicle is the best way to ensure that it operates at its full
potential. Whether you work on your vehicle or bring it to an authorized dealer for service, we
recommend that you use Kawasaki Genuine Parts. Select a category and model to find the parts
diagram you are looking for. No accessories found. No two are alike. Each Kawasaki product
line has a distinct VIN location. The exact location for these numbers in your particular model is
illustrated in your owner's manual near the front of the book. They also appear on your
registration documents. Parts Diagrams. The Vehicle Category field is required. Select a Year.
The Vehicle Model field is required. Select Vehicle. HINs have 12 digits. They look like this:
KAWJ Motorcycles You will find the VIN stamped on the steering head, below the handlebars.
Mule Utility Vehicles You will find the VIN on the top edge of the front bench seat base, just
below the seat cushion. Subscription Preferences. Enter your email address so that we can find
your existing information. Sorry, cannot submit. Invalid fields exist in below form. If you are
currently subscribed, check your email for a secure link. Didn't receive an email from us? We're
Sorry. There has been an error. Quick Links. Always follow safe operat- Engine exhaust, some
of its constituents, ing and maintenance practices. Page 5 You should keep a maintenance
record for your vehicle. To assist you in keeping this record, we have pro- vided space at the
end of this manual where an authorized Kawasaki dealer, or someone equally competent, can
record the maintenance. You should also retain copies of maintenance work orders, bills, etc.
They are designed to give optimum performance while maintaining a low noise level. Gear Shift
Lever Differential Shift Lever Parking Brake Lever Seat Belts Page 9 Driving through Water
Power Steering System General Lubrication Bolt and Nut Tightening Page Basic Safe Driving
We want you to be satisfied with your new seat belt to fit properly and to be able to brace themKawasaki vehicle, so drive carefully, safely, and ex- selves, as necessary, by placing both feet
firmly on ercise good judgement. Practice basic maneuvers the floor while gripping the
handhold. Page 11 Always apply the parking brake before getting out risk of head injury, and
thus require head protection. In these conditions, Kawasaki recommends that operators and
passengers wear a properly fitting Obey Local Laws D. Wearing proper protective Overall Width
1 mm Overall Height They are the only means of identifying your particular machine from others
of the same model type. These serial numbers may be needed by your dealer when ordering
parts. Headlights 7. Rear Seat Battery 2. ROPS 8. Seat Belts Latch 3. Front Cargo Hood Air
Cleaner Belt Drive 9. Cargo Bed 4. Front Cargo Compartment Front Bumper Torque Converter 5.
Screen Fuel Tank Cap Latch Handle Muffler Spark Arrester Rear Seat folded Tail Gate Trailer
Hitch Bracket Air Cleaner Dashboard Fuel Tank Left Glove Compartment Parking Brake Warning
Brake Pedal Light Throttle Pedal Light Switch Horn Button Right Glove Compartment Gear Shift
Lever FI Warning Light Page Location Of Labels If any label is missing, damaged, or worn, get a
replacement from your Kawasaki dealer and install it in the correct po- sition. Warning Pinching
Fingers: both sides 7. Load 8. Warning Cargo Bed 9. Warning Refueling Warning Rear Seat
Capacity Warning Cargo Bed Warning Trailer-Towing Bracket Warning Hot Surfaces Important
Engine Information Important Emission Information Brake Fluid Radiator Cap Danger This helps
maintain stability by cen- Accessories, Kawasaki has no control over the de- tralizing weight.
Maximum Vehicle Load Weight of operator, passengers, and cargo must not exceed kg 1 lb. An
auxiliary light or an accessory may be con- The lights go off when the switch is pushed again.
Prolonged engine opera- The coolant temperature warning light TEMP tion can result in engine
damage from over- comes on whenever the coolant temperature rises heating. If the warning
light comes on, have the DFI system It does not show the degree of parking brake ap- checked
by an authorized Kawasaki dealer. Fuel Injection Warning Light Page Power Steering Warning
Light Stop driving immediately the steering will be adversely affected and will cause and see an
authorized Kawasaki dealer to have the serious driving problems. If such components need
system checked. This vehicle can be converted to accommodate Depress the pedal to slow or
stop the vehicle. Latch A. Rear Seat Stored position B. Rear Seat Back lowered position B. Front
Seat Back Push the rear seat assembly forward into the Swing open the cargo bed side plates
and fas- stored position. Cargo Bed Side Plates A. Stopper Pin B. Latch B. Screen Slide the
stopper pins towards inside at the bot- Pull and remove the screen from the sockets, tom of the
removable screen. Projections A. Screen B. Cargo Bed Side Plate folded B. Sockets Latch the
stopper pins at the bottom of the screen. Before tilting the cargo bed, select a firm level surface
and set the parking brake. Support the bed in the tilted position with the sup- porting rod
provided on the bottom of the cargo bed. Front Seat Back Push the rear seat assembly forward

into the Holding the hand grip and cargo bed top, raise stored position. Handgrip A. Supporting
Rod B. Hold here. Be sure to restore the seat as be- fore and put the latches on. Pay attention
when raising or lower- ing the cargo bed not to injure your hand. Rear Seat Stored position
Holding the handgrip and cargo bed on the top edge, raise the cargo bed. The gasoline octane
rating listed is ter from entering the fuel tank. Index Use clean, fresh unleaded gasoline with a
mini- mum Antiknock Index of The Antiknock Index is posted on service station pumps in the U.
Fuel system damage and blends during refueling. Store only light items to avoid damage to the
inside of the compartments. Release the plug in the bottom of the left and right glove compartments to remove any water that may enter. Store only light-weight items in it to avoid
damage to the inside of the compartment. Do not put items which must not get wet or dirty
inside. Push here B. Horn Button An open front cargo hood can distract or im- pair visibility of
the operator, causing loss of vehicle control and potential serious injury or death. All electrical
circuits off. Ignition Switch All electrical equipment can be used. Fuel gauge works. This is a
three-position, key-operated switch. Included with the key is dealer may have the number in its
records. If the key a key number, which is stamped on the key itself. This meter cannot be reset.
Gear Shift Lever The gear shift lever is located on the dashboard, to the right of the steering
shaft. Use the low gearing for maximum torque at low speeds, for climbing hills, pulling a trailer,
or keeping constant low speeds. The high gearing raises the speed range for ordinary
off-highway use. Pull the lever up and to the rear to apply the parking brake. To release, push in
and hold the knob on the end of the lever and push the lever all the way down. Be sure There
are front and rear seats on this vehi- to apply the parking brake before leaving the cle. It can be
transformed from 2-passenger to vehicle. Make certain board. Trailer towing equipment is not
supplied with this vehicle. To avoid injury and property damage, observe the following
precautions: WARNING Improper towing of a loaded trailer could cause an accident resulting in
serious injury or death. This vehicle is equipped with a bracket for a winch below the radiator.
The winch is not supplied with this vehicle. The time required is minimal, and habitual
performance of these checks will help ensure safe, reliable operation. No oil leaks.
Transmission Case Oil Coolant level between level lines when engine is cold , no leaks. Exhaust
gas contains carbon monoxide, a colorless, odorless poisonous gas. If this is not practical, a 12
volt booster battery and jumper cables may be used to start the engine. Do not make this last
con- nection at the fuel system or battery. Take care not to touch the positive and negative
cables together, and do not lean over the bat- tery when making this last connection. Make sure
the area is well ventilated and free from any source of flame or sparks, including the pilot light
of any appliance. Your common sense and good judgement are your best defenses against
accident and injury in everything you do. Your safety and the safety of others depends on you
and your common sense. Use good judgement in the operation of this or any other motor
vehicle. This vehicle is designed for an operator and one Unfamiliar Terrain passenger for
2-person mode or an operator and Before shifting into re- ing steep inclines, or driving on
bumpy, sandy or verse, stop the vehicle completely. In and the surface and steepness of the hill
are among this mode, the rear wheels can turn at different the critical considerations in
climbing, descending or speeds allowing the vehicle to turn tighter and more Use common
sense. Sliding any vehicle may be haz- tipping or loss of control. When driving across shallow
water, choose a to be swept into the current. The initial mainte- nance is vitally important and
must not be neglected. If you are in doubt as to any adjustment or vehicle operation, please ask
your authorized Kawasaki dealer to check the Mule. Every hrs. Rear Seat Folded A. Dipstick B.
Oil Filter Cartridge A. Tighten it to cartridge in until the gasket touches the engine, the specified
torque. Page 92 [when filter is not removed] 1. Con- sistent use of these products meets or
exceeds war- ranty and service requirements and can help to ex- tend the life of your Kawasaki.
WARNING Vehicle operation with insufficient, deterio- rated, or contaminated oil causes
acceler- ated wear of the differential, pinion, and ring gears and may result in seizure. Front
Final Gear Case B. Filler Opening C. Bottom Thread D. Drain Plug A. WARNING Vehicle
operation with insufficient, deterio- rated, or contaminated oil causes acceler- ated wear of the
transmission, differential, pinion, and ring gears and may result in Warm oil drains easily and
picks up any sediment. If the coolant level becomes low, the engine overheats and may suffer
damage. Check the coolant level each day before operating the vehicle, and replenish coolant if
the level is low. Page Spark Plugs Have the cooling sys- then clean off any abrasive particles.
The plug may tem inspected by your authorized Kawasaki also be cleaned using a high
flash-point solvent and dealer. Spark Plug Caps Plug Gap 0. Page Valve Clearance Chart. Air
Filter Restriction Gauge A. Air Cleaner Housing B. Cap C. Forest Ser- a canister when the
engine is stopped. Inhaling carbon monoxide can cause serious brain injury or death. Do not
run the engine in enclosed areas. Op- erate only in a well-ventilated area. Also, the throttle may
not open fully. If the throttle pedal has no play, the throttle may be hard to control, and the idle

speed may be erratic. Throttle Cable B. Mounting Nuts A. Cover B. Pully Fully Opened Position
A. Throttle Pedal B. Stopper B. Locknut C. If you suspect that the fuel filter has become blocked,
have your authorized Kawasaki High Altitude Use dealer inspect the fuel pump and fuel tank.
Page Fuel Tank Vent The belt and driven pulley shoes inspection should full but the engine
feels as if it is running out of fuel, be done by an authorized Kawasaki dealer. Belt Drive Torque
Converter inside A. NOTICE A clogged air cleaner may allow dirt and dust to enter the belt drive
torque converter caus- ing excessive wear of the inner parts and loss of driving power. If any
part of the element is damaged, the element must If dirt gets into the belt drive torque con- be
replaced. Page Brakes The vehicle is equipped with hydraulically acti- "catchy," have the brake
system inspected imme- vated drum brakes on all four wheels. Do not use fluid from a container that has been left unsealed or that has been open for a long time. Do not mix two types
and brands of fluid for use in the brakes. Page This may cause reduced braking performance or
brake failure and result in an accident. If brake lever travel is excessive or the brake feels
mushy, have an authorized Kawasaki dealer inspect it immediately. Fluid Change Have the
brake fluid changed by an authorized Kawasaki dealer. The parking brake helps hold the vehicle
from rolling while parked. In accordance with the Periodic Maintenance Chart, check that the
parking brake lever functions properly. Page Steering Wheel If there is excessive free play or
strange noises, or the steering feels rough or "catchy," have A. Locknut the steering system
checked by an authorized B. Nut Kawasaki dealer. Page Wheels Wheel Nuts handling. Kawasaki
recommends that you always replace tires with standard replacement tires as Check for wheel
nut tightness in accordance with shown above. It is also very important to have the Periodic
Maintenance Chart. The maximum recommended load carrying capacity is kg 1 lb. Use a tire
pressure gauge to accurately set tire pressure. Page Joint Boots If there is any one of them,
have the joint boot replaced by an authorized Kawasaki dealer. Rear Axle B. Joint Boot A.
Steering Knuckle B. Page Suspension A. Adjusting Sleeve Turn here with a hook wrench If the
spring action feels too soft or too stiff, have the sleeves adjusted by an authorized Kawasaki
dealer in accordance with the following table. Page Seat Belts High or damage. Improper shock
absorber adjustment can cause poor handling and loss of stability, which could lead to an
accident. Release the fitting bolts and adjust the position of the latch assembly so that the latch
lever will be se- cured without rattling and tighten the bolts. Sulfuric acid can cause burns and
hydrogen gas can cause an explosion. Read and heed the battery safety label. If The charger
will keep the battery fully charged un- you will not be using your vehicle for longer than There
are eight fuses in the fuse box under the seat. If the electrical systems do not function, in- spect
the fuse. If the fan does not function, inspect the breaker. In order to reset the breaker, push the
button at the side of the breaker case. Page General Lubrication â€” cable of the battery, since
the cooling In accordance with the Periodic Maintenance fan can turn automatically even with
the ignition Chart, have the general lubrication performed by an switch off. Cleaning Where to
be Careful Avoid spraying water with any great force near the To prolong the life of your vehicle,
wash it down following places. Avoid getting oil on rubber parts or in Removal from Storage:
the brakes. The warranty does not cover the cost of regularly-scheduled maintenance. The
warranty also does not apply to the normal wear of items such as tires, brake pads,
transmission drive belts, chains, sprockets, etc. Page Kawasaki dealer for inspection and diagnosis. You can go to any Kawasaki dealer for warranty repairs. Your Kawasaki dealer will
inspect your vehicle and give you the results of the inspection. The dealer will perform the
repairs at no cost to you if it is determined that the problem is covered by the warranty. Page
Want to Contact Kawasaki? Your Kawasaki dealer should either be able to answer any other
questions you might have immediately or be able to find the answer for you. Phone Number
Engine Number Vehicle Number Key Code Selling Dealer Name Warranty Start Date Note: Keep
this information and a spare key in a secure location. Date Traveled Distance Maintenance
Performed Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL. A mule has been a
staple on farms and job sites for years because it is a dependable hard wo
c4 corvette air pump delete kit
green buicks
2001 pontiac grand am cooling system diagram
rking machine. Here at EMP, we have designed tops, mirrors, windshields and much more in
order to make your dependable Mule more useful. View 12 24 48 60 Items 1- 39 of Item :
Rectangle 8" x 4" Pair. Condition: New. Qty :. Item : WSM Cooter Brown Console without the
Stereo. Item : Bluetooth. Item : or pick size from drop down. Free Shipping! Item : or We will call
of you do not live in the lower Shipping is displayed as a handling charge. Our system will not
allow for a flat shipping fee. Marine Cover. Our website is not able to process shipping on this

item. Please call for a quote on shipping, or to place your order. Thank you! Mule Front
Receiver. Panoramic UTV Mirror. Roll-Top Dry Bag. Item : Roll-Top Dry Bag. Smack Back Buggy
Mirror-Rectangle 8" x 4". Item : -Rectangle 8" x 4". Item : pick a size or universal fit. Snow Plow
Power Angle Package. UTV 2-Way Hitch. UTV Fairlead Bracket for lb winches. Sign In or Create
an Account. Have a question? Email Us Get answers from the pros x.

