Lock parts diagram

We recommend upgrading to the latest version of Internet Explorer or Chrome or Firefox. When
shopping for door hardware that meets your specs for security, performance and style, it helps
to be able to talk the talk. Whether exploring the world of door hardware online at websites like
schlage. Parts of a door lock. Visit schlage. Sometimes called a rose, the trim is a decorative
plate attached to the door under the knob or lever. One of the strongest methods of securing a
door, deadbolts are operated only using a key from the exterior or thumbturn from the interior.
The deadbolt is typically installed on exterior doors above a knob, lever or grip for a handleset.
This refers to any plate, including trim and handleset plates, that surrounds a keyhole or lock. It
protects the lock cylinder from being drilled out, providing you with additional security, and
protects the surrounding area from being scratched by a key. A metal plate on the edge of the
door, next to the latch or deadbolt, the faceplate protects the lock from wear and tear. It may
have rounded corners or be a circular drive-in faceplate. Used with a rounded corner faceplate,
the backplate is installed with the latch so that it is positioned between the faceplate and the
latch bore the hole where your latch enters the door. Latch bolt:. Sometimes abbreviated as
latch, this is the type of lock that has a beveled, spring- operated bolt that engages when you
close the door. The spindle is the bar that connects knobs or levers through the door and
operates the lock mechanism. Strike plate:. Similar to a faceplate, the strike plate is a metal
plate that is affixed to the doorjamb and has a hole or holes that accommodate the lock bolt. It
is not only decorative. The strike plate protects the doorjamb and adds security to the opening.
Other door hardware terms. Beyond parts, there are a few more terms you might find helpful
when it comes to purchasing and installing your door hardware. The backset is the distance
from the edge of the door to the center line of the prepared cross bore hole drilled to install
most locks. With all installations, there are minimum and maximum measurements required for
your lock to be compatible. Bore holes:. Bore holes are the holes in the door that house your
door hardware and allow it to be installed. The cross bore is the main hole drilled into the face
of the door where the body of the lock chassis is installed. The latch bore, also known as the
edge bore, is the hole drilled from the side of the door into the cross bore to allow the latch of
the lock to be installed and to accommodate the sliding of the deadbolt. This stands for the
Builders Hardware Manufacturers Association. The grading system is expressed alphabetically
A, B and C and looks at three different categories: Security, Durability and Finish. Handing is a
term used to indicate how a door swings. This is important to know when choosing a
compatible lock for your use. A right-handed lever has the door hinges located on the right side
of the door as you look at it from the outside. For more information, check out our blog post on
understanding lever and door handing. Stay up-to-date on the latest style and design tips,
trends, DIY tutorials, product updates and smart home news. This website will not look or
function as originally intended in your current browser We recommend upgrading to the latest
version of Internet Explorer or Chrome or Firefox. Press Enter. Some error occurred. Try after
some time. Choose All That Apply. Single Family Builder, Custom. Single Family Builder, High
Volume. Single Family,Contractor. Multi-Family, Builder. Multi-Family, Property Manager.
Multi-Family, Property Owner. Multi-Family, Contractor. I would like to receive advertising
materials from Allegion plc and its affiliates and third parties selected by Allegion, including
newsletters, updates and promotions. Your information may be shared with third parties in
order to provide you these materials. You may unsubscribe at any time by following the
instructions in our Privacy Policy or contacting us at dataprivacy allegion. Categories 05 Door
hardware terms and parts of a door lock. Trim: Sometimes called a rose, the trim is a decorative
plate attached to the door under the knob or lever. Deadbolt: One of the strongest methods of
securing a door, deadbolts are operated only using a key from the exterior or thumbturn from
the interior. Escutcheon: This refers to any plate, including trim and handleset plates, that
surrounds a keyhole or lock. Faceplate A metal plate on the edge of the door, next to the latch
or deadbolt, the faceplate protects the lock from wear and tear. Backplate: Used with a rounded
corner faceplate, the backplate is installed with the latch so that it is positioned between the
faceplate and the latch bore the hole where your latch enters the door. Latch bolt: Sometimes
abbreviated as latch, this is the type of lock that has a beveled, spring- operated bolt that
engages when you close the door. Spindle: The spindle is the bar that connects knobs or levers
through the door and operates the lock mechanism. Strike plate: Similar to a faceplate, the
strike plate is a metal plate that is affixed to the doorjamb and has a hole or holes that
accommodate the lock bolt. Other door hardware terms Beyond parts, there are a few more
terms you might find helpful when it comes to purchasing and installing your door hardware.
Backset: The backset is the distance from the edge of the door to the center line of the prepared
cross bore hole drilled to install most locks. Bore holes: Bore holes are the holes in the door
that house your door hardware and allow it to be installed. Handing: Handing is a term used to
indicate how a door swings. How-to center. Gift guides. Related articles. Related products.

Product Details. Single Cylinder Deadbolt with Collins Trim. Contact About Find a retailer. Join
our mailing list. Sign up for easy DIY tutorials, product giveaways and discounts. Submit your
info below to receive our next update. Weekly Bi-Weekly Monthly Email subscribed! We are
open and providing service as normal, however we encourage you to call before visiting our
showroom. The main parts of a door lock are the cylinder, bolt, box and strike plate.
Understanding the different parts that work together to make a door handle and lock work, can
help you fix minor problems on your own. The cylinder, or lock body, is the part of the door lock
where you insert the key. Essentially, it recognizes the correct key when the pins move into
their proper places. The lock engages a bolt inside the door. This piece of metal extends from
the door into the frame and holds it closed. There are two main styles of latch or bolt â€”a
spring bolt and a deadbolt. It is designed to hold the bolt securely in the doorframe when the
lock is engaged. The metal plate, which attaches to the frame of the door, is the strike plate. The
purpose of the strike plate is to guide the bolt from the cylinder into the box of the frame and
give added reinforcement to the locking mechanism. Technology has brought vast
improvements to home and commercial security. In particular, businesses are increasingly
interested safeguarding their property by upgrading locks and installing security systems.
Electronic locks are just one of the great new options on the market. Electronic locks are very
different from traditional spring or deadbolt style locks. They rely on a series of magnets and
small, electric-powered motors that are activated to open and close. Electronic locks are
programmed to require the correct keypad combination , key fob , access card or biometric data
, such as fingerprints, in order to unlock. Smart Electronic Locks are electronic locks with the
added capability of being controlled remotely through a smartphone application. A business
owner can monitor traffic, restrict access through certain doors, lock doors and activate the
security system without being anywhere near the building. Usually, smart electronic locks also
have a mechanical key cylinder to allow access with a traditional key. An experienced locksmith
should also be able to answer any questions you have. Call us at or fill out our online request
form to get in touch with Great Valley Lockshop. This blog was originally published on June 10,
and has since been modified and updated to reflect the most accurate information. Chris is a
volunteer firefighter and "Life Member" for East Whiteland Township Volunteer Fire Company
and a huge Nascar fan who loves to go camping and enjoys the outdoors. Chris Strauss
frequently blogs for Read other articles written by Chris Strauss. Discover what thousands of
our customers already know: When you hire Great Valley Lockshop you can expect us to be
prompt, passionate and genuinely enthusiastic about your project! We are serious about
privacy. We will never share your information with third parties. Please read our Privacy Policy
for more information. Call Us. Find Us. Free Estimate. May 9, Category: Hardware Author: Chris
Strauss. Last Name. Your Phone Number. Describe Your Project. If you are human, leave this
field blank. There are many door lock parts that you can actually repair and replace on your
own, without having to call a locksmith. A latch is the portion of a door lock that extends into
the door frame through the strike plate. Often, latches may be sticky, broken, or ineffective.
When changing your latch, you may want to consider a flexible latch for a deadbolt or a positive
locking latch for added security since standard latches can be forced open easily. If you want to
replace a latch, bring the old one with you, or make sure you know the model number and style
of the old latch. The strike plate is the part of the lock that attaches to the door frame. The latch
goes through the strike plate to form a secure lock or positive closure to the door. Strike plates
come in a variety of shapes and sizes. The opening on these plates may be rounded, squared,
or flat on one side and rounded on the other, depending on the shape of the latch that goes into
the strike plate. The exterior shape of the strike plate varies according to the decorative features
of the door lock, but this is less important to the function of the lock than the interior shape. The
strike plate is the easiest portion of the lock to change, since it requires only two screws to
mount it to the door frame. Strike plates are similar to latches in that they are generally not sold
separately, but rather as parts of a lockset at big box stores. However, specialty hardware
stores and online retailers will have them available separately. Make sure that the style of your
strike plate will match up with your latch before purchasing. The lock cylinder is the meat of the
door lock. If you need a new lock because you lost the key to the door, you may opt for
re-keying the cylinder rather than replacing it. If a cylinder is sticking, has a key broken off in it,
or is damaged, then you may need to replace the cylinder entirely rather than simply re-keying.
To re-key a cylinder, you will need to purchase a brand-specific re-keying kit. If you have only a
single door that needs to be re-keyed, calling a locksmith may be a good choice. However, if
you have multiple doors, then the do-it-yourself option is a good one. If you decide on cylinder
replacement, then visit a specialty lock store, do an internet search, or contact the manufacturer
directly. You are also more likely to have success replacing the cylinder on an expensive lock
set than on a cheaper one. We welcome your comments and suggestions. All information is

provided "AS IS. All rights reserved. You may freely link to this site, and use it for
non-commercial use subject to our terms of use. View our Privacy Policy here. Toggle
navigation subscribe. Written by Justin Stewart. To ensure our content is always up-to-date with
current information, best practices, and professional advice, articles are routinely reviewed by
industry experts with years of hands-on experience. Latches A latch is the portion of a door
lock that extends into the door frame through the strike plate. Replacing Locks on French
Doors. Doors Home Security. Related Posts Determining the manufacturer of my entry door.
Hello, I am trying to replace my entry door. If I could identify the manufa Read More. Can you
identify this commerc
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2002 coachmen
62te transmission manual download
ial doorknob and tell how to remove it? The key looks like a Schlage but it doesn't say Schlage
on it and the knob Door lock actuator linkage comes apart for second time in less than a year! It
was only a week ago that I solved that starting problem. Now something e Please help me ID
this broken balcony door lock. We have a condo built in The balcony door seems to have the
original Related Posts Shower door Parts - Identify manufacturer. I can't figure out who
manufactures this door. It's not Sterling or Kohler Can you identify this lock? I was hoping
someone could tell what this lock is called. There is one at t Help me identify part? This is from
a BMW X5. There's a coolant reservoir, but something else Help identify part. Hello I came
across this and have no idea what it is, maybe you do. It seem Popular Articles. How to Rekey a
Mortise Lock. By Justin Stewart. French Door Lock Installation. By Donna Smith. Choose the
Best Home Door Lock. Installing a Deadbolt. By Charles Ramos, Jr.

