Manual de ford focus 2001

Quick Links Download this manual. Refer to Wiring Diagrams Cell: , for schematic and
connector information. Visually inspect for obvious signs of mechanical or electrical damage. If
an obvious cause for an observed or reported concern is found, correct the cause if possible
before proceeding to the next step. If the concern is not visually evident, verify the symptom
and refer to the Symptom Chart. All power windows are inoperative â€” front and rear. A single
power window is inoperative â€” front and rear. All power windows are inoperative â€” front
power. A single power window is inoperative â€” front power. The one-touch down feature is
inoperative â€” front. The defrost system will not shut off automatically. REFER to. Automobile
Ford Focus User Manual pages. Inspection and Verification 1. GO to B2. GO to B7. GO to B6.
TEST the system for normal operation. Does the relay click? GO to D2. GO to D3. GO to F2. GO
to F4. GO to F5. GO to G4. Is the resistance less than 5 ohms? GO to H Print page 1 Print
document 17 pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. Quick Links. Table of Contents. Instrument
Cluster. Warning And Control Lights. Entertainment Systems. Climate Controls. Rear Window
Defroster. Turn Signal Control. Driver Controls. Steering Wheel Adjustment. Power Windows.
Speed Control. Locks And Security. Anti-Theft System. Owners Guide postfmt. USA English fus.
Automobile Ford Focus Owner's Manual pages. Ford may change the contents without notice
and without incurring obligation. Page 4: Introduction State of California to cause cancer and
birth defects or other reproductive harm. Please take the time to get well acquainted with your
vehicle by reading this handbook. The more you know and understand about your vehicle, the
greater the safety and pleasure you will derive from driving it. To access this information,
special equipment must be directly connected to the recording modules. If the light illuminates
while driving, have your vehicle serviced. If the indicators stay on or flash faster, check for a
burned out bulb. If it enters the red section, the engine is overheating. Stop the vehicle as soon
as safely possible, switch off the engine and let the engine cool. The fuel gauge may vary
slightly when the vehicle is in motion or on a grade. Refer to Filling the tank in the Maintenance
and Specifications chapter for more information. AST will flash in the display. When the six
strongest stations are filled, the sound will be restored. Anti-theft protection panel: To deter
would-be thieves, Ford audio units have a removable front panel without which the unit will not
work. Shuffle plays the songs on the current CD in random order. CD: Press to engage CD
mode. CDs and tracks are selected and played chronologically. Disc one will follow disc six. The
display will indicate the level selected. Page 26 Automatic volume control AVC if equipped :With
this feature, radio volume changes automatically with vehicle speed to compensate for road and
wind noise. Press again to stop. MP3: Press once for a brief sampling of the tracks on the
currently selected MP3 directory. Program type PTY : When selected, this function allows you to
view the radio broadcast information if any or search for stations Focus foc Owners Guide
postfmt USA English fus Page 29 If yes is selected, the audio unit will return to all of its default
settings. Traffic Announcements: When activated, the audio unit will automatically switch from
the current playing media to a traffic announcement when received. When the announcement is
over, the Focus foc Owners Guide postfmt USA English fus Page 30 To store a station, press
and hold the soft key next to the desired frequency until you hear a beep. This indicates the
station has been stored. The directory number also appears in the left hand corner of the
display. Irregular shaped CDs, CDs with a scratch protection film attached, and CDs with
homemade paper adhesive labels should not be inserted into the CD player. May help reduce
undesirable odors from entering the vehicle. Recirculated air will not function in or any position
in between Focus foc Owners Guide postfmt USA English fus Page 36 To increase airflow to the
outer instrument panel vents, close the vents located in the middle of the instrument panel. Do
not place objects on top of the instrument panel as these objects may become projectiles in a
collision or sudden stop. Failure to activate your headlamps under these conditions may result
in a collision. VOL is marked on the top of the lens between the rubber seal and black plastic
housing. Please check the lens markings prior to adjusting the vehicle aim. A piece of masking
tape works well. Open the hood. Remove the battery cover. Attach the headlamp bulb covers.
Attach the battery cover and close the hood. To replace any of the interior bulbs, see a dealer or
qualified technician. These lamps operate at a high voltage. When the bulb is burned out, the
bulb and starter capsule assembly must be replaced by your dealer or a qualified technician.
Pull the bulb straight out of the bulb socket. Gently pull the light housing to the outside. Turn
the bulb socket counterclockwise and pull it out. Pull the bulb straight out of the socket. Install
in reverse order. Reach under the front fender and grasp the bulb socket, turn the light housing
counterclockwise. Pull the bulb straight out. Make sure the headlamp control is in the OFF
position. Insert a flathead screwdriver in the recess and pry out the complete light assembly.
Open the reading lamp assembly. Pull the bulb straight out and replace it. After the bulb has
been replaced, close the lamp assembly. Washer Pull the lever further to operate the washer.

Never adjust the steering wheel when the vehicle is moving. Move the control in the direction
you wish to tilt the mirror. Return to the center position to lock mirrors in place. Press the ON
control and release 2. Accelerate to the desired speed. Do not let children play with the moon
roof. They may seriously hurt themselves. Press the switch again and again until the moon roof
is closed. Have the system checked by your Ford Dealer immediately. Page 59 Detach the lifting
straps on the liftgate. Release the cover at the sides and pull it out horizontally without tilting it.
Make sure the cover is properly aligned when inserting it. Extra precautions, such as slower
speeds and increased stopping distance, should be taken when driving a heavily loaded
vehicle. If the procedure needs to be repeated, you must wait 30 seconds. Turn the ignition key
to ON. Small children are particularly at risk. If there is any potential remote keyless entry
problem with your vehicle, ensure ALL remote entry transmitters are brought to the dealership,
to aid in troubleshooting. Replacing the battery The remote entry transmitter uses one coin type
three-volt lithium battery CR or equivalent. Use of these systems may result in vehicle starting
problems and a loss of security protection. Note: Large metallic objects, electronic devices that
are used to To program additional new unprogrammed key s , repeat this procedure from step 1
for each additional key. The rear head restraints can be removed altogether if the left-hand
locking button is pressed. Turn the handle to adjust the height of the seat. Lift the control to
adjust the angle of the seatback. The seatback will return to its original position. Rock the seat
to ensure that the catch is securely engaged. When returning the seats back to their original
positions, make sure they are fully locked and that the safety restraints are positioned in front
of the seatback. Note that the center rear seat belt cannot be pulled out until the seatback has
latched completely. Refer to Safety Belt section in this chapter. Unless serviced, the system
may not function properly in the event of a collision. Always transport children 12 years old and
under in the back seat and always properly use appropriate child restraints. In addition, all seat
belts should be checked for proper function. Children 12 years old and under should be
properly restrained in the rear seat whenever possible. Refer to Safety restraints for children or
Safety seats for children later in this chapter. How to disengage the automatic locking mode
Ford Motor Company recommends that all passenger safety belt assemblies and attaching
hardware should be inspected by a qualified technician after any collision to verify that the
automatic locking retractor feature for child seats is still working properly. Page 83 Pull the
safety belt backwards to park for easier access or exit from the rear seats. If you are
uncomfortable - try different positions for the safety belt upper anchorage and seatback which
should be as upright as possible; this can improve comfort. Sitting on the safety belt will
increase the risk of injury in an accident. To disable one-time or deactivate the Belt Minder
feature please follow the directions stated below. Buckle then unbuckle the safety belt three
times, ending with the safety belt unbuckled. This can be done before or during BeltMinder
warning activation. All safety belt assemblies, including retractors, buckles, front seat belt
buckle assemblies, buckle support assemblies slide bar-if equipped , shoulder belt height
adjusters if equipped , shoulder belt guide on seatback if Focus foc Owners Guide postfmt USA
English fus Page Air Bags Seating and Safety Restraints equipped , child safety seat LATCH
and tether anchors, and attaching hardware, should be inspected after a collision. Ford Motor
Company recommends that all safety belt assemblies in use in vehicles involved in a collision
be replaced. However, if the collision was minor and a qualified technician finds that the belts
do not show damage and continue to operate properly, they do not need to be replaced. Page 90
Do not put anything on or over the air bag module. Placing objects on or over the air bag
inflation area may cause those objects to be propelled by the air bag into your face and torso
causing serious injury. See your Ford or Lincoln Mercury dealer. Children and air bags Children
must always be properly restrained. Accident statistics Refer to Side air bag system later in this
chapter. The use of accessory seat covers may prevent the deployment of the side air bags and
increase the risk of injury in an accident. All occupants of the vehicle should always wear their
safety belts even when an air bag SRS is provided. Page Child Restraints Always transport
children 12 years old and under in the back seat and always use appropriate child restraints.
Accident statistics indicate that children are safer when properly restrained in the rear seats.
Booster seats position a child so that safety belts fit better. They lift the child up so that the lap
belt rests low across the hips and the knees bend comfortably. Refer to Automatic locking
mode passenger side front and outboard rear seating positions if equipped section in this
chapter. Ford recommends the use of a child safety seat having a top tether strap. Page 3. Be
sure the belt webbing is not twisted. Pull the lap belt portion across the child seat toward the
buckle and pull up on the shoulder belt while pushing down with your knee on the child seat.
The tether strap may not work properly if attached somewhere other than the correct tether
anchor. On a sedan, open the tether anchor cover. For information on using tether straps with
the child safety seats, refer to Attaching safety seats with tether straps in this chapter. If the

safety seat in not anchored properly, the risk of a child being injured in a collision greatly
increases. Exhaust fumes can be toxic. Always open the garage door before you start the
engine. See Guarding against exhaust fumes in this chapter for more instructions. Make sure
the headlamps and electrical accessories are off. Make sure the parking brake is set. Push the
clutch pedal to the floor. To reduce the risk of electrical shock, do not use your heater with
ungrounded electrical systems or two-pronged cheater adapters. If the parking brake is fully
released, but the brake warning lamp remains illuminated, the brakes may not be working
properly. See your dealer or a qualified service technician. Using a screwdriver or similar tool ,
remove the protective cover to the interlock access hole on the console. Insert the key to
release the interlock. Apply the parking brake, then shift to N Neutral. Make sure the parking
brake is fully set. Press the clutch pedal to the floor, then put the gearshift lever in the neutral
position. Parking your vehicle 1. Apply the brake and shift into the neutral position. Fully apply
the parking brake, then shift into 1 First. Vehicle Curb Weight â€” is the weight of your new
vehicle when you picked it up from your dealer plus any aftermarket equipment. The speed
control may shut off automatically when you are towing on long, steep grades. It is
recommended to tow your vehicle with the drive wheels on a dolly or two wheel car hauling
trailer. This program is separate from the New Vehicle Limited Warranty. If you need to arrange
roadside assistance for yourself, Ford Motor Company will reimburse a reasonable amount. To
obtain reimbursement information, U. Ford or Mercury vehicles customers call ; Lincoln vehicle
customers call 1â€”â€”â€” Page Fuses And Relays Note: Always replace a fuse with one that
has the specified amperage rating. Using a fuse with a higher amperage rating can cause severe
wire damage and could start a fire. Remove the panel cover to access the fuses. To remove a
fuse use the fuse puller tool provided on the fuse panel cover. Loosen each wheel lug nut
one-half turn counterclockwise but do not remove them until the wheel is raised off the ground.
An explosion could result in injury or vehicle damage. Batteries contain sulfuric acid which can
burn skin, eyes and clothing, if contacted. Note: In the illustrations, lightning bolts are used to
designate the assisting boosting battery. Connect the negative - cable to the negative - terminal
of the assisting battery. Remove the jumper cable from the ground metal surface. Do not tow
with a slingbelt. Ford Motor Company has not approved a slingbelt towing procedure. If your
vehicle is to be towed from the rear using wheel lift equipment, the front wheels drive wheels
must be placed on a dolly to prevent damage to the transmission. Page Customer Assistance
Center at the number below. Away from home If you own a Ford or Mercury vehicle and are
away from home when your vehicle needs service, or if you need more help than the dealership
could provide, after following the steps described above, contact the Ford Customer
Relationship Center to find an authorized dealership to help you. Page If you still have a
complaint involving a warranty dispute, you may wish to contact the Dispute Settlement Board
U. In some states in the U. Ford is also allowed a final repair attempt in some states. If you did
not take advantage of the Ford Extended Service Plan at the time of purchasing your vehicle,
you may still be eligible. Since this information is subject to change, please ask your dealer for
complete details about Ford Extended Service Plan coverage options, or visit the Ford ESP
website at The decisions of the Board are binding on Ford and, in some cases, on the dealer but
not on consumers who are free to pursue other remedies available to them under state or
federal law. Page If your vehicle must be serviced while you are traveling or living in Central or
South America, the Caribbean, or the Middle East, contact the nearest Ford dealership. Page
Reporting Safety Defects U. Page Cleaning low-gloss black colored trim, such as grained door
handles, roof racks, bumpers, side moldings, mirror housings or the windshield cowl area. The
high-pressure fluid could penetrate the sealed parts and cause damage. Keep body and door
drain holes free from packed dirt. These quality products have been specifically engineered to
fulfill your automotive needs; they are custom designed to complement the style and
appearance of your vehicle. Page Maintenance And Specifications 2. Turn off the engine and
remove the key. Block the wheels. Set the parking brake and shift to P Park. Do not start
maintenance work until the fan has stopped operating. Engine oil filler cap 4. Power distribution
box 6. Air filter assembly 7. Windshield washer fluid reservoir 8. Battery 9. Automatic transaxle
fluid dipstick if equipped Power distribution box 5. Air filter assembly 6. Windshield washer fluid
reservoir 7. Battery 8. Automatic transaxle fluid dipstick if equipped 9. Engine oil dipstick
Battery 6. Air filter service minder 8. Set the parking brake and ensure the gearshift is securely
latched in P automatic transaxle or 1st manual transaxle. Protect yourself from engine heat. If
the engine oil level is not within the normal range, add only certified engine oil of the
recommended viscosity. Remove the engine oil filler cap and use a funnel to pour the engine oil
into the opening. Page Battery Therefore, do not allow flames, sparks or lighted substances to
come near the battery. When working near the battery, always shield your face and protect your
eyes. Always provide proper ventilation. This operation is considered normal and will fully

update transmission operation to its optimum shift feel. Do not put engine coolant in the
windshield washer fluid container. If sprayed on the windshield, engine coolant could make it
difficult to see through the windshield. Page Recycled engine coolant Ford Motor Company
does NOT recommend the use of recycled engine coolant in vehicles originally equipped with
Motorcraft Premium Gold Engine Coolant since a Ford-approved recycling process is not yet
available. If the engine reaches a preset over-temperature condition, the engine will
automatically switch to alternating cylinder operation. Each disabled cylinder acts as an air
pump and cools the engine. The pressure in an overfilled tank may cause leakage and lead to
fuel spray and fire. Pull to remove the cap from the fuel filler pipe. To install the cap, align the
tabs on the cap with the notches on the filler pipe. Turn the filler cap clockwise until four clicks
are heard. The fuel system may be under pressure. If the fuel filler cap is venting vapor or if you
hear a hissing sound, wait until it stops before completely removing the fuel filler cap. Page Ask
your fuel supplier about gasolines that meet the World-wide Fuel Charter. Running out of fuel
Avoid running out of fuel because this situation may have an adverse affect on powertrain
components. Page Your results will be most accurate if your filling method is consistent.
Calculating fuel economy 1. Fill the fuel tank completely and record the initial odometer reading
in kilometers or miles. Unnecessary shifting of this type could result in reduced fuel economy.
Contact your dealer if the window sticker is not supplied with your vehicle. The EPA window
sticker should be your guide for the fuel economy comparisons with other vehicles. Page
Instrument Cluster chapter. To obtain an accurate fluid check, drive the vehicle until it is
warmed up approximately 30 km [20 miles]. The normal operating temperature can be reached
after approximately 30 km 20 miles of driving. The use of these materials may affect
transmission operation and result in damage to internal transmission components. Install and
tighten the fill plug securely. Use only fluid that meets Ford specifications. Refer to Lubricant
Specifications in this chapter. Page The temperature grade for this tire is established for a tire
that is properly inflated and not overloaded. Excessive speed, underinflation, or excessive
loading, either separately or in combination, can cause heat buildup and possible tire failure.
These ratings are listed in the following chart. The tire suppliers may have additional markings,
notes or warnings such as standard load, radial tubeless, etc. Maximum Load Single kg lbs.
Ford recommends the use of a digital or dial type tire pressure gauge rather that a stick type tire
pressure gauge. Page 5. Repeat this procedure for each tire, including the spare. Note: Some
spare tires require higher inflation pressure than the other tires. Page However, in some
climates, you may need to use snow tires and chains. If you need to use chains, it is
recommended that steel wheels of the same size and specifications be used, as chains may
chip aluminum wheels. It is one of the items listed in the scheduled maintenance guide and is
how to remove 7 pin trailer connector
1999 dodge neon transmission
marine wiring diagram 12 volt
essential to the life and performance of your vehicle and to its emissions system. Replace the
PCV valve with one that meets Ford material and design specifications for your vehicle, such as
a Motorcraft or equivalent replacement part. The customer warranty may be void for any
damage to the emissions system if such a PCV valve is not used. Page Owner Guide. Check the
container to verify the fluid being added is of the correct type. Refer to your scheduled
maintenance guide to determine the correct service interval. Page High Temp. Model year 7.
Assembly plant 8. Production sequence number Engine number The engine number the last
eight numbers of the vehicle identification number is stamped on the engine block, transaxle,
and frame. Ford Motor Company will repair or Page Lights, warning and indicator.. This manual
is also suitable for: focus. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL.

