Yamaha yzf r6 fuse box

Idle issue fixed 03 05 yamaha r6 r6s duration. How to change engine oil on yamaha yzf r1. Ishan
upadhyaya views. Ive got a few issues. My r1 fan stopped working i searched d net but there
was not a single video to show were fuse box is located. I have an 04' R6 that is my track bike. I
was tinkering with it attempting to rmove the ignition switch and wire it to the kill switch with a
relay, well long story short I'm almost positive I fried the starting circuit cut off relay. The bike
will not crank, no neutral light anymore even when I Yamaha Motor Company, Ltd. Modifications
and Im not sure how to explain it because it sounded like it was trying really hard to start and
could barely get the engine to rev. The Yamaha R6 is my dream bike, so I gladly accepted- not
knowing it didn't run. Come to find out eventually , psycho soon-to-be-ex-wife of the original
owner got pissed off at him before he sold it and dumped mud in the gas tank, and tipped the
bike over. Looking for anyone that may be wrecking a Yamaha R6 or maybe someone that owns
one that i can borrow a relay out of for 5 mins the one i need is called a "Starting circuit cutoff
relay" im in Townsville QLD think mines stuffed but want to confirm before buying replacement
Part 5EB Fuse box diagram fuse layout , location, and assignment of fuses and relays Honda
Element , , , , , , , , Here ya go. If search results do not exist, please search by. What you are
seeing is the starter relay ground, through the relay coil. Likewise for the green wires. What
appears as a ground on one of those wires, is actually the ground for the stop lamp bulbs.
Ribbed knit hat pattern free. This assembly actually consists of two parts. Left part on diagram
four connectors is so-called cut-off relay. This is small relay which engages the main and
biggest starter relay. Right part four connectors is electronic flasher circuit producing flashing
functionality for direction lights. Middle connector is ground. Raspberry pi 4 wifi keeps
disconnecting. Cut-off relay is one part of flasher assy 41R second part is flasher circuit. This
small relay is used as a relay for engaging the big relay of starter motor. When security
percautions are satisfied: the sidestand is up and gear in neutral position or clutch handle
pressed only then this relay will be activated and starter motor will be able to start the engine.
Do not give it too much testing time. It will over-burden the Main PCB. Beginning in 2. Using 2
relays allows the self tests to be run one leg at a time avoiding powering the J handle during the
test. The Yamaha Bulldog BT starting system consists of the starter motor, starter relay, and the
starting circuit cut-off relay. The second circuit adds a relay contact to power the load so that
the stop pushbutton does not conduct load current. Note that additional pushbuttons may be
added as requiredâ€”Run pushbuttons are connected in parallel, but Stop pushbuttons must be
connected in series. I tried to bump-start the bike to no avail. No jaunty commute for me When I
got back from work I was in the process of taking out the battery for charging and ensure no
problem was there, but on taking the seat off and trying to fire the bike up again it was very
obvious this noise was coming from the starter circuit cut-off relay. Usc msba placements. One
important note, I just noticed the device number chart does not match the diagram when you
get up into the 50s, the clutch switch is really 57 I am running out of time tonight but I can tell
you the kick stand switch needs to be connected to be operable in gear C2h2f2 geometry. The
starter relay remains on even after you have turned the ignition key off The ignition key needing
to be turned on and off some times for the engine to start intermittent starts The above
symptoms may be as a result of a bad starter relay , or the problem could be with connections
that have worn out and are not sending enough current to Car crash test dummy games. When
sensor system gets hot, this will control speed motor fan is highest. It uses a few components
and easily buys at local markets. And easy to build with small PCB. Also, you can modify it to
more controls anything as you need with contact of the relay. We pride ourselves on fast order
processing. Our shipping cut-off time is Noon Eastern Time. All non-custom orders received
business days before this cutoff time, ship same-day. Business days are typically
Monday-Friday, excluding postal holidays. Netflix prevod smart tv. This causes IC2b to change
state, whereupon T13 is cut off and the relay is deenergized. This time, the situation is indicated
by the lighting of D Any relay clatter may be obviated by reducing the value of R Black Ground.
White Not used. Get deals on automotive parts, truck parts and more. Ivry wireless I am trying to
offer some extras, like wiring diagrams and the service manuals for download. It gets very time
consuming and expensive doing this. It is likely that the bike won't start if it's burnt out. I may
have one I can sell you if you need it. The Stop alert helps increase awareness of the motorist.
An electromagnetic coil with a combination of mechanically linked contact points that are
mounted on a spring loaded lever which pivots on a hinge-like mechanism on the side of an
Have your battery's wiring and the rectifier checked. If your battery is in good shape, the
problem lies with your ignition kit. Forward Light Wiring Relay Headlight Cut-Off Relay 1 Also,
voltage dips to 1. Bike does "Start", just runs on two cylinders. See image below for an example
of 3 wire control being used to pull in a contactor to start a 3 phase motor. When you press the
start button and the stop button is not pressed, the 24VDC relay energizes and it pulls in the R1
contactor that feeds three phase power to the motor. I can get it to start, but as soon as i let go

of the start button it dies. I found the full colored wiring harness diagram at the very end of the
service manual. However, Yamaha's version is fairly confusing. I Replaced The Air Temp.
Remove the headlight fuse, then take a fused jumper wire and connect one lead to the power
side of fuse other to relay, then from the relay back to the other side of the fuse using the
normal Charge battery to full, start in neutral, still clicks? Bad ground, or bad connection. Jump
starter solenoid with screwdriver,etc. Chaz Moto DC. Posted on Jan 22, 6. Switches and wiring.
Faulty main switch; Faulty engine stop switch; Broken or shorted wiring; Faulty neutral switch;
Faulty start switch; Faulty sidestand switch; Faulty clutch switch; Improperly grounded circuit;
Loose connections; 7. Starting system. Faulty starter motor; Faulty starter relay; Faulty starting
circuit cut-off relay; Faulty Now i know this sounds like a lot but I have Check the starter relay
wiring one more time and then test by attempting to start the vehicle. We create, build and
install power generation solutions across many industries and applications. The only way to
test the relay is to apply 12 volts to the relay coil and use a meter to check the continuity of the
contacts. In Stock. Indicator relay plug. Rear indicator wiring. Free shipping. Bike runs for a 1 to
5 minutes then dies code 19 appears. I dont think the new kickstand sensor is bad I am
guessing that the starting circut cut off relay is bad? I havent found any post that support my
guess relay is shot. I have a 05 R1, I replaced the main switch ignition after attempted theft,
since then bike has had code 19 issue. In a collection circuit, voltages add up for all parts
attached in the circuit, and also currents are the very same through all elements. However, to
start in neutral only the side stand switch needs to be closed. This safety circuit is not only
connected to the starter cut off relay but to the ignition unit and the diode block which connects
to the starter solenoid relay and back to the ignition unit and fuel control circuits and god
knows what else! Quick Links. See also: Service Manual , Owner's Manual. Read this manual
carefully before operating this vehicle. Troubleshooting Troubleshooting 95 Troubleshooting
charts Page 2 Read this manual carefully before operating this vehicle. This manual should stay
with this vehicle if it is sold. Page 3 Yamaha a reputation for dependability. Please take the time
to read this manual thoroughly, so as to enjoy all advantages of your YZF-R6. It is used to alert
you to potential personal injury hazards. Obey all safety messages that follow this symbol to
avoid possible injury or death. Any reprinting or unauthorized use without the written
permission of Yamaha Motor Co. Printed in Japan. Be a Responsible Owner is in safe operating
condition. It is not suitable for the above precautions. Page 10 Yamaha accessories, which are
avail- of the motorcycle is changed. To avoid to minimize imbalance or instabili- able only from
a Yamaha dealer, have the possibility of an accident, use ex- been designed, tested, and
approved treme caution when adding cargo or Shifting weights can create a sud- by Yamaha for
use on your vehicle. If electrical acces- nize that some aftermarket accessories Point the front
wheel straight ahead on the trailer or in the truck bed, and choke it in a rail to pre- vent
movement. Fuse box 2 page 8. Shock absorber assembly rebound damping force adjusting
screw page 2. Front fork spring preload adjusting bolt page 9. Shift pedal page 3. Front fork
rebound damping force adjusting screw page Engine oil filter cartridge page 4. Luggage strap
holder page 9. Radiator cap page 2. Helmet cable holder page Engine oil filler cap page 3. Fuse
box 1 page Coolant drain bolt page 4. Main fuse page Engine oil dipstick page 5. Clutch lever
page 2. Left handlebar switches page 3. Multi-function meter unit page 5. Front brake fluid
reservoir page 6. Right handlebar switches page 7. Page Instrument And Control Functions Do
not expose any key to exces- a Yamaha dealer to have them re-reg- sively high temperatures.
Do not use the key with the red Do not place any key close to bow for driving. The key can be
re- an extended length of time, other- moved. If this occurs, have a Yamaha dealer check the
vehicle. Page 20 3. If this oc- the coolant temperature in the ra- curs, have a Yamaha dealer
check the diator. If the engine overheats, see page for further instructions. Go ahead with riding.
Page 22 If this occurs, go off. See page for an explana- diagnosis system. In that case, push the
Do not operate the engine in the ta- then release it to start the clock. Page Self-Diagnosis Device
2. If the engine starts, turn it off and 1. Shift timing indicator light activation range have a
Yamaha dealer check the vehi- try starting the engine with the 2. Brightness adjustable displays
cle. Contact a Yamaha dealer for more information. Shift pedal 1. Brake lever 2. Distance
between brake lever and handlebar The shift pedal is located on the left grip side of the
motorcycle and is used in In addition, the key cannot be removed if the cap is not properly
closed and locked. Page Fuel Gasoline is poisonous and can hole. Stop filling when the fuel
Your Yamaha engine has been de- cause injury or death. Handle gaso- reaches the bottom of
the filler signed to use premium unleaded gaso- line with care. The use Rider seat of leaded
gasoline will cause unre- pairable damage to the catalytic To remove the rider seat converter.
Pull back the rear of the rider seat as shown, remove the bolts, and then pull the seat off.
Passenger seat lock 1. Projection 2. Seat holder 1. Helmet holding cable 2. While holding the
key in that posi- 2. Remove the key. Helmet cable holder tion, lift the front of the passenger 3.

Pass one of the other snap hooks EAU Rear view mirrors of the cable through the helmet The
rear view mirrors of this vehicle can strap buckle, and then clip the be folded forward or
backward for park- snap hook onto the cable holder as ing in narrow spaces. This front fork is
equipped with spring Rebound damping force preload adjusting bolts, rebound damp- To
increase the rebound damping force Page Luggage Strap Holders Take the shock of clicks or
turns of each damping force four on the bottom of the passenger absorber assembly to a
Yamaha adjusting mechanism. This adjustment seat and one on each passenger foot- dealer for
any service. Raise the sidestand or seat with the straps hanging out from system. Move the
sidestand down. If a malfunction is noted, have a Yamaha 2. The transmission is in the neutral
gine in case of a turnover. In this position. Page Shifting The neutral indicator quate lubrication
may damage light should come on. If not, ask a the transmission. Shift pedal Yamaha dealer to
check the elec- 2. Neutral position Always use the clutch while trical circuit. Turn the engine off
instead of let- cle. Page Periodic Maintenance And Adjustment â€” possibly leading to pending
on the weather, terrain, geo- that is certified if applicable. Yamaha death. See page for more ingraphical location, and individual use, dealers are trained and equipped to Page Owner's Tool
Kit If you do not have the tools or experi- ence required for a particular job, have a Yamaha
dealer perform it for you. Items marked with an asterisk should be performed by a Yamaha
dealer as they require special tools, data and technical skills. Remove the bolts, quick fasteners,
to be removed to perform some of the and quick fastener screw. Quick fastener 1. Cowling A 2.
Quick fastener screw 2. Cowling B 3. Remove the forward-most projec- tion from the slot, slide
the cowling forward, and then remove the re- maining projections from the slots as shown. Fit
the projections into the slots, 3. Fit the projection on cowling A into slide the cowling rearward,
and the hole in cowling B as shown. Fit the slot in cowling C over the projection on the front
cowling. Plastic fastener 1. Panel B 2. Bolt 3. Wire harness To install the panel 1. Cowling C 3.
Page Checking The Spark Plugs Do not attempt to diagnose wipe off any grime from the spark
plug such problems yourself. Instead, have threads. If a spark plug shows signs of electrode
Tightening torque: Spark plug: erosion and excessive carbon or other 13 Nm 1. Insert and
tighten the engine oil Engine oil and oil filter car- dipstick, and then install and tight- tridge en
the oil filler cap. The engine oil level should be checked before each ride. In addition, the oil To
change the engine oil with or must be changed and the oil filter car- without oil filter cartridge
replace Apply a thin coat of clean engine oil to the O-ring of the new oil filter cartridge. Engine
oil drain bolt 1. Bolt 2. Gasket 2. Refill with the specified amount of not be able to shift up or
down. Recommended engine oil: See page Remove only off and have a Yamaha dealer check
the coolant reservoir cap. Never 2. Check the coolant level in the cool- the vehicle. Page 69 2.
Remove cowlings B and C. See corrosion. If water has been page Place a container under the
engine Yamaha dealer check the anti- to collect the used coolant. Remove radiator cap. Page 70
Start the engine, and then check into the reservoir to the maximum the vehicle for coolant
leakage. If level mark, and then install the coolant is leaking, have a Yamaha coolant reservoir
cap. Pour the recommended coolant Page Air Filter Element Check the engine idling speed and,
if maintenance and lubrication chart. Page Valve Clearance kPa 2. Other tires may run fore each
ride. If any damage is Tighten the locknut. Adjusting the clutch lever free If the specified clutch
lever free play play cannot be obtained as described above, proceed as follows. Fully turn the
adjusting bolt at the clutch lever in direction a to loos- en the clutch cable. If necessary, adjust
the rear brake brake system. Front brake The front and rear brake pads must be Page Changing
The Brake Fluid Changing the brake fluid is above the minimum level mark and ter the brake
fluid reservoir when Have a Yamaha dealer change the replenish if necessary. A low brake fluid
refilling. Water will significantly brake fluid at the intervals specified in EAU To check the drive
chain slack 1. Place the motorcycle on the side- stand. Drive chain slack 1. Tighten the
adjusting bolts in direc- EAU Cleaning and lubricating the keep the drive chain slack with- tion a
to their specified torque. If a cable is damaged fied in the periodic maintenance chart. Page
Checking And Lubricating The Sidestand The operation of the sidestand should The swingarm
pivots must be lubricat- be checked before each ride, and the ed by a Yamaha dealer at the
intervals sidestand pivot and metal-to-metal specified in the periodic maintenance contact
surfaces should be lubricated if and lubrication chart. To avoid injury, of it falling over. Hold the
lower ends of the front pair it. Keep in mind that the burns. Page Replacing A Headlight Bulb 4.
If the fuse immediately blows 2. Remove the blown fuse, and then Do not affix any type of tinted
again, have a Yamaha dealer install a new fuse of the specified film or stickers to the headlight
check the electrical system. Install the headlight bulb cover by turning it clockwise. Have a
Yamaha dealer adjust the headlight beam if necessary. Do not touch the glass part of the bulb.
Headlight coupler 1. Remove the headlight bulb cover 3. Turn signal light bulb 3. Insert a new
bulb into the socket, push it in, and then turn it clock- wise until it stops. Screw If the auxiliary
light does not come on, 5. Install the socket together with the have a Yamaha dealer check it.

Remove the license plate light bulb bulb by pushing it in. Remove the brake hose holder on
Tightening torque: each side by removing the bolt and Brake caliper bolt: nut. Remove the
brake caliper on each 5. Install the brake hose holders by side by removing the bolts. Fully
loosen the locknut on each side of the swingarm. Turn the drive chain slack adjust- ing bolts in
direction a to loosen the drive chain enough so it can be removed from the rear sprocket, and
then push the wheel forward. Page Troubleshooting However, should your motorcycle 2. Install
the drive chain onto the rear 2. Tighten the locknuts to their speci- dealer, whose skilled
technicians have 3. Gasoline or gasoline vapors can ignite or ex- plode, causing severe injury or
property damage. Page Troubleshooting Charts Remove the spark plugs and check the
electrodes. The engine does not start. Have a Yamaha dealer check the vehicle. Check the
battery. Battery The engine turns over The battery is good. Page 98 Start the engine. If the
engine overheats again, have a The coolant level Yamaha dealer check and repair the cooling
system. If coolant is not available, tap water can be temporarily used instead, provided that it is
changed to the recommended coolant as soon as possible. Be Cleaning even if high-quality
components are sure to consult a Yamaha dealer for ECA advice on what products to use beused. Salt sprayed on roads in the winter may to plastic parts. Test the product on a small hidremain well into spring. Contaminants on the brakes or tires Consult a Yamaha dealer for adcan cause loss of control. After cleaning Make sure that there is no oil or Washing, rainy
weather or humid 1. Fill up the fuel tank and add fuel e. Remove the spark plug caps Storage
stabilizer if available to prevent from the spark plugs, and then the fuel tank from rusting and
the install the spark plugs and the Short-term fuel from deteriorating. Page Consumer
Information Record the vehicle identification num- ber and model label information in the
spaces provided below for assistance when ordering spare parts from a Yamaha dealer or for
reference in case the vehicle is stolen. Vehicle identification number 1. Print page 1 Print
document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. Quick Links Download this manual. Read this
manual carefully before oper-. Troubleshooting Troubleshooting 96 Troubleshooting charts
Page 3 If you have any further questions, do not hesitate to contact your Yamaha dealer. The
Yamaha team wishes you many safe and pleasant rides. So, remember to put safety first!
Yamaha continually seeks advancements in product design and quality. Any reprinting or
unauthorized use without the written permission of Yamaha Motor Co. Page 6 Table of contents
Checking and lubricating the brake and clutch levers Page 7: Safety Information Safety
information an accident or equipment damage. EAUC See page for a list of pre-operation
checks. In fact, many op- hold onto the operator, the seat erators who have been involved in
strap or grab bar, if equipped, accidents do not even have a cur- with both hands and keep both
rent motorcycle license. Page 9 Safety information extra care when riding a motorcycle Avoid
Carbon Monoxide Poisoning All engine exhaust contains carbon that has added cargo or
accessories. Breathing Here, along with the information about carbon monoxide can cause
head- accessories below, are some general aches, dizziness, drowsiness, nausea, guidelines to
follow if loading cargo to confusion, and eventually death. Page 10 Genuine before using it to
make sure that it Yamaha accessories, which are avail- does not in any way reduce able only
from a Yamaha dealer, have ground clearance or cornering been designed, tested, and
approved clearance, limit suspension travel, by Yamaha for use on your vehicle. Page 11 Safety
information operator and may limit control handlebars or turn signals, or ability, therefore, such
accesso- parts that could break. Choose ries are not recommended. Fuse box 2 page 2. Fuel
tank cap page 3. Spring preload adjuster page 4. Fast compression damping force adjuster page
5. Slow compression damping force adjuster page 6. Rebound damping force adjuster page 7.
Fuse box 1 page 2. Main fuse page 3. ABS motor fuse page 4. Battery page 5. Spring preload
adjuster page 6. Clutch lever page 2. Left handlebar switches page 3. Multi-function meter unit
page 5. Front brake fluid reservoir page 6. Right handlebar switches page 7. You may The
traction control system TCS notice slight changes in engine and ex- helps maintain traction
when acceler- haust sounds when the system has en- ating on slippery surfaces, such as ungaged. When the shift switch detects motion in the shift pedal, engine power and drive torque
are momentarily adjusted to allow the upshift to occur. Do not use the key part of any key.
Otherwise the electrical systems will be switched off, which may result in loss of control or an
accident. When the switch is set to low beam, only the left headlight comes on. If any will
perform a circuit check come on of the above occurs, have a Yamaha for a few seconds and
then go off. Page Multi-Function Meter Unit 4. If one or both of the standard keys multi-function
meter unit. Changing do not start the engine, take the settings while riding can distract the
vehicle and all 3 keys to a Yamaha operator and increase the risk of an dealer to have the
standard keys accident. Page 28 Instrument and control functions To view the lap time history
1. TCS display 2. Transmission gear display This display indicates which traction This display

shows the selected gear. Page 31 Instrument and control functions The tripmeters show the
distance trav- Multi-function display eled since they were last reset. Page 32 Instrument and
control functions Instantaneous fuel consumption Average fuel consumption 1. Instantaneous
fuel consumption display 1. Average fuel consumption display This function calculates the fuel
con- This function calculates the average sumption under current riding condi- fuel
consumption since it was last re- tions. Page 33 Instrument and control functions This mode
cycles through five control Total fuel used functions, allowing you to make the fol- lowing
settings in the order listed be- low. This set- ting is selected when the shift The deactivation
range is the same as light stays on. Clutch lever 1. Shift pedal 2. Shift switch The clutch lever is
located on the left The shift pedal is located on the left side of the handlebar. To disengage side
of the motorcycle. To apply the front brake, pull the lever toward the throttle grip. Brake pedal
The brake pedal is located on the right side of the motorcycle. To avoid fires and explosions
and to reduce the risk of injury when refueling, follow these instructions. Page 39 If the same
identifier when fueling. If gasoline signed to use premium unleaded gas- spills on your clothing,
change your oline with a research octane number of clothes. Remove the passenger seat. Pull
up the corners on the rear of To remove the passenger seat the rider seat as shown, remove 1.
Page Rear View Mirrors Instrument and control functions EAU Rear view mirrors The rear view
mirrors of this vehicle can be folded forward or backward for parking in narrow spaces. Fold the
mir- rors back to their original position be- fore riding. Seat holder 2. The spring preload, rebound damping force, and compres- sion damping force of each leg can be adjusted. Spring
preload adjusting nut Always adjust both fork legs equally, otherwise poor handling and loss of
Spring preload setting The spring preload, re- bound damping force, fast compres- sion
damping force, slow compression damping force can be adjusted. Locknut ECA 2. Page 46
Instrument and control functions Rebound damping force To increase the rebound damping force and thereby harden the rebound damping, turn the adjusting bolt in di- rection a. To decrease
the rebound damping force and thereby soften the rebound damping, turn the adjusting bolt in
direction b. Page Auxiliary Dc Connector Therefore, check this system regularly and have a
Yamaha dealer repair it if it does not function properly. Page Ignition Circuit Cut-Off System
Instrument and control functions EAU Ignition circuit cut-off system This system prevents
in-gear engine starts unless the clutch lever is pulled and the sidestand is up. Also, it will stop
the running engine should the sidestand be lowered while the trans- mission is in gear. Page 50
5. Push the start switch. Does the engine start? The neutral switch may not be working. The
motorcycle should not be ridden until checked by a Yamaha dealer. With the engine still
running: 6. Move the sidestand up. Pull the clutch lever. If a problem cannot be corrected by the
procedures provided in this manual, have the vehicle inspected by a Yamaha dealer. Before
using this vehicle, check the following points Page Starting The Engine If a warning or indicator
light does system page to enable starting, not work as described above, have a one of the
following conditions must be Yamaha dealer check the vehicle. Page Shifting Operation and
important riding points EAU to avoid damaging the engine, Shifting transmission, and drive
train, which are not designed to with- stand the shock of forced shift- ing. Gear positions 2. Shift
pedal Shifting gears lets you control the amount of engine power available for starting off,
accelerating, climbing hills, etc. Page Parking Operation and important riding points EAU
Parking During and after the engine break-in When parking, stop the engine, and period, the
exhaust heat may cause then remove the key from the main discoloration of the exhaust pipe,
but switch. Page Periodic Maintenance And Adjustment If you are not familiar with vehicle service, have a Yamaha dealer perform service. Page Owner's Tool Kit However, additional tools,
such as a torque wrench, are necessary to perform certain mainte- nance work correctly. If you
do not have the tools or experi- ence required for a particular job, have a Yamaha dealer
perform it for you. Page Removing And Installing Cowlings And Panels Periodic maintenance
and adjustment EAU Removing and installing cowl- ings and panels The cowlings and panels
shown need to be removed to perform some of the maintenance jobs described in this chapter.
Refer to this section each time a cowling or panel needs to be re- moved and installed. Page 65
Periodic maintenance and adjustment 1. Bolt 1. Cowling A To install the cowling 1. Slide the
cowling rearward, and then fit the upper projections into the slots. Quick fastener 3. Slide the
cowling as shown. Cowling A 2. Page 66 Periodic maintenance and adjustment Install the bolts
loosely, then install the quick fasteners and quick fastener screw, and then tighten the bolts.
Install the panel. Cowling B To remove the cowling 1. Cowling C 1. Remove panel A and cowling
A. Page 67 Periodic maintenance and adjustment 1. Cowling C 4. Remove the cowling by
removing 3. Install the bolts, quick fastener, the upper projections from the and quick fastener
screw. Install the bolts loosely, then install the quick fastener and quick fastener screw, and
then tighten the bolts. Since heat and depos- Remove the quick fasteners, and then its will
cause any spark plug to slowly pull the panel off as shown. Spark plug gap 1. Canister Spark

plug gap: 2. Canister breather 0. Check the dipstick O-ring for EAU Engine oil and oil filter cardamage, and replace it if neces- tridge sary. The engine oil level should be checked 6. If the
engine oil is at or below the before each ride. Page 71 1. Oil filter wrench An oil filter wrench is
available at a Yamaha dealer. Apply a thin coat of clean engine 1. Shift arm oil to the O-ring of
the new oil filter 2. Page 72 Periodic maintenance and adjustment to ensure proper shifting. If
the slot and mark are not aligned, the shift arm will not move cor- rectly and you may not be
able to shift up or down. O-ring Make sure that the O-ring is properly seated. Page Coolant 0.
Page Air Filter Element Have a maintenance and lubrication chart. Yamaha dealer change the
coolant. Never attempt to remove filter element. Throttle grip free play Throttle grip free play: 3.
Page Valve Clearance To prevent this from occurring, have your Yamaha dealer check and
adjust Tire air pressure the valve clearance at regular intervals. The tire air pressure should be
checked and, if necessary, adjusted before each ride. Page 78 1. Tire air valve the sidewall is
cracked, have a Yamaha 2. Tire air valve core dealer replace the tire immediately. Tire air valve
cap with seal After extensive tests, only the tires list- ed below are approved for this model by
Yamaha. Page Cast Wheels If any damage is found, have a Yamaha dealer replace the wheel. Do
not attempt even the smallest repair to the wheel. A de- formed or cracked wheel must be
replaced. To brake lever end. If there is free play, decrease the clutch lever free have a Yamaha
dealer inspect the play, turn the adjusting nut in di- brake system. Page Brake Light Switches If
a brake pad has worn to the point that a wear indicator almost touches the brake disc, have a
Yamaha dealer replace the brake pads as a set. Page Checking The Brake Fluid Level If a brake
pad has worn to the point that a wear Rear brake indicator groove almost appears, have a
Yamaha dealer replace the brake pads as a set. Minimum level mark Specified brake fluid
Loosen the axle nut and the lock- if necessary. Page Cleaning And Lubricating The Drive Chain
Periodic maintenance and adjustment EAU Cleaning and lubricating the Using the alignment
marks on each drive chain side of the swingarm, make sure that The drive chain must be
cleaned and both drive chain pullers are in the same lubricated at the intervals specified in
position for proper wheel alignment. If a cable is specified in the periodic maintenance damaged
or does not move smoothly, chart. Page Checking And Lubricating The Brake And Shift Pedals
Periodic maintenance and adjustment EAU EAU Checking and lubricating the Checking and
lubricating the brake and shift pedals brake and clutch levers The operation of the brake and
shift The operation of the brake and clutch pedals should be checked before each levers should
be checked before each ride, and the pedal pivots should be lu- ride, and the lever pivots should
be lu Page Checking And Lubricating The Sidestand The operation of the sidestand should The
swingarm pivots must be lubricat- be checked before each ride, and the ed by a Yamaha dealer
at the intervals sidestand pivot and metal-to-metal specified in the periodic maintenance contact
surfaces should be lubricated and lubrication chart. While applying the front brake, dealer
check or repair the steer- push down hard on the handle- ing. There is no need to check the
electro- lyte or to add distilled water. Have a Yamaha dealer charge the bat- Storing a
discharged battery can tery as soon as possible if it seems to cause permanent battery damage.
Keep in mind that the The main fuse, the ABS motor fuse, and fuse box 1 are located under the
rider seat. See page To access the ABS motor fuse, remove the starter relay cover by pulling it
up- ward. Page Vehicle Lights 2. If the ABS motor fuse: license plate light does not come on,
Remove the license plate light unit by removing the screws. Maintenance stand example Since
this model is not equipped with a centerstand, use maintenance stands 1. Page
Troubleshooting The following troubleshooting charts represent quick and easy procedures for
checking these vital systems your- self. However, should your motorcycle require any repair,
take it to a Yamaha dealer, whose skilled technicians have the necessary tools, experience, and
know-how to service the motorcycle properly. Page Troubleshooting Charts Check the vehicle.
Compression The engine does not start. There is compression. Have a Yamaha dealer check the
vehicle. Operate the electric starter. There is no Have a Yamaha dealer check the vehicle. Page
98 Start the engine. If the engine overheats again, The coolant level is have a Yamaha dealer
check and repair the cooling system. If coolant is not available, tap water can be temporarily
used instead, provided that it is changed to the recommended coolant as soon as possible. Be
even if high-quality components are sure to consult a Yamaha dealer for used. A rusty exhaust
pipe may go un- advice on what products to use be- noticed on a car, however, it detracts fore
cleaning the vehicle. Also, thoroughly rinse a windshield: Do not use strong the area off with
water, immedi- cleaners or hard sponges as ately dry it, and then apply a cor- they will cause
Page For rusting. Use a chrome polish to shine shield Cleaner or other quality cleaner. Page
Motorcycle care and storage der head so that the electrodes are grounded. This will limit Make
any necessary repairs before sparking during the next step. Turn the engine over several times
with the starter. This will coat the cylinder walls with oil. To prevent dam- age or injury from
sparking, Page Specifications Specifications Dimensions: With oil filter removal: 2. Page

Specifications 5th: Front brake: 1. Page Specifications Auxiliary light: Backup fuse: 7. Page
Consumer Information Yamaha dealer. Page Diagnostic Connector Consumer information label
in the space provided. This infor- EAU Diagnostic connector mation will be needed when
ordering spare parts from a Yamaha dealer. Diagnostic connector The diagnostic connector is
located as shown. Page Index Index Fuel tank cap This manual is also suitable for: Yzf Print
page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up!
Restore password. Upload from disk. Upload from URL. Quick Links. First Edition, September
All rights reserved. Any reproduction or unauthorized use without the written permission of
Yamaha Motor Co. Page 4: Important Information It is not possible to include all the knowledge
of a mechanic in one manu- al, so it is assumed that anyone who uses this book to perform
maintenance and repairs on Yamaha motorcycles has a basic understanding of the mechanical
ideas and the procedures of motorcycles repair. Comprehensive explanations of all installation,
removal, disassembly, assembly, repair and inspection procedures are laid out with the
individual steps in sequential order. INFO Symbols 1 to 9 indicate the subject of each chapter. O
Fasten the main harness, ground lead and battery Mount the cable so that the side covered with
a box with a plastic clamp. P The end of the clamp is facing upward. Page Periodic Checks And
Adjustments S The annual checks must be performed every year, except if a kilometer-based
maintenance is performed instead. S From 50, km, repeat the maintenance intervals starting
from 10, km. S Items marked with an asterisk should be performed by a Yamaha dealer as they
require special tools, data and technical skills. Sidestand S Lubricate. S Check operation.
Sidestand switch S Check operation and for oil leakage. Front fork Rear shock absorber S
Check operation and shock absorber for oil leakage. Stand the motorcycle on a level surface. S
Make sure that the motorcycle is upright. Check: S brake fluid level Below the minimum level
mark a! Add the recommended brake fluid to the proper lev- Recommended brake fluid
Measure: S tire pressure Out of specification! The front and rear tires should always be by the
same manufacturer and of the same design. No guarantee con Therefore, approximately km
sould be traveled at normal speed before any highspeed riding is done. Measure: S ten-link
section a of the drive chain Out of specification! Replace the drive chain. Print page 1 Print
document 26 pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. Troubleshooting Troubleshooting 89
Troubleshooting charts Page 4: Important Manual Information This manual should be
considered a permanent part of this motorcycle and should remain with it even if the motorcycle
is subsequently sold. Yamaha continually seeks advancements in product design and quality.
Therefore, while this manual contains the most current product information available at the time
of printing, there may be minor discrepancies between your motorcycle and this manual. Any
reprinting or unauthorized use without the written permission of Yamaha Motor Co. Printed in
Japan. Page 9 Modifications made to this motorcycle other motorists can see you. Page 10
Since Yamaha cannot should be kept to a minimum. Front fork rebound damping force
adjusting screw page Engine oil drain bolt page 2. Front fork spring preload adjusting bolt page
Engine oil filter cartridge page 3. Fuse box 2 page Front fork compression damping force
adjusting screw page 4. Luggage strap holder page Brake pedal page 2. Helmet holder page
Dipstick page 3. Fuse box 1 page Rear brake fluid reservoir page 4. Main fuse page 5. Battery
page 6. Clutch lever page 2. Left handlebar switches page 3. Multi-function display page 4.
Tachometer page 6. Right handlebar switches page 7. Throttle grip page 8. Page Instrument And
Control Functions Do not expose any key to exces- a Yamaha dealer to have them re-reg- sively
high temperatures. Do not use the key with the red Do not place any key close to bow for
driving. The key cannot be removed. NOTE: The headlights come on automatically when the
engine is started and stay on The hazard light and turn signal lights can be turned on, but all
other electrical systems are off. Page 20 2. If this occurs, have a Yamaha transmission is in the
neutral position. If the warning light does not come on for a few seconds, then go off, have a
Yamaha dealer check the electrical cir- cuit. Go ahead with riding. Page 23 for details. When this
occurs, EAU have a Yamaha dealer check the self- Immobilizer system indicator light diagnosis
system. Page 25 52, this could be caused by 2. When the hour digits start flashing, and then
have a Yamaha dealer check transponder interference. From 1. The multi-func- Left tion display
will return to the odom- eter, tripmeter or clock mode. To apply the front brake, pull the lever
toward the handle- bar grip. Shift pedal 1. Brake pedal The shift pedal is located on the left The
brake pedal is on the right side of side of the engine and is used in com In addition, the key
cannot be removed if the cap is not properly closed and locked. Page Catalytic Converter Do
not allow the engine to idle as well as to the exhaust system. Your Yamaha engine has been designed to use premium unleaded gaso- line with a research octane number of 95 or higher. If
knocking or pinging oc While holding the key in that posi- Seats tion, lift the front of the
passenger seat and pull it forward. Rider seat To install the passenger seat To remove the rider

seat 1. Insert the projection on the rear of Pull back the rear of the rider seat as the passenger
seat into the seat shown, remove the bolts, and then pull Be sure that your helmet does not
contact the muffler when it is secured to the helmet holder. To decrease the rebound damping
in direction a. To decrease the com- thereby harden the suspension, turn force and thereby
soften the rebound pression damping force and thereby the adjusting ring in direction a. To dedamping, turn the adjusting screw in di- soften the compression damping, turn crease the
spring preload and thereby Page 40 5. Push the start switch. Does the engine start? The neutral
switch may be defective. The motorcycle should not be ridden until checked by a Yamaha
dealer. With the engine still running: 6. Move the sidestand up. Keep the clutch lever pulled.
Vital components can start to deteriorate quickly and unexpectedly, even if the vehicle remains
unused for example, as a result of exposure to the elements. Any damage, fluid leakage or loss
of tire air pressure could have serious consequences. Always make sure Never ride with the
sidestand Yamaha dealer check the electrical cir- that there is adequate ventila- down. Page
Tips For Reducing Fuel Consumption If any engine trouble should oc- result in engine
overheating must be lights or at railroad crossings. NOTE: If you do not have the tools or
experi- ence required for a particular job, have a Yamaha dealer perform it for you. Page
Periodic Maintenance And Lubrication Chart The annual checks must be performed every year,
except if a kilometer-based maintenance is performed in- stead. From km, repeat the
maintenance intervals starting from km. Items marked with an asterisk should be performed by
a Yamaha dealer as they require special tools, data and technical skills. Refer to this section
each time a cowling or panel needs to be re- moved and installed. Bolt 1. Slot 1. Tab 2. Cowling
B 2. Projection EAU 2. Place the cowling in the original Panels A and B position, and then install
the bolts. If a spark plug shows signs of electrode Remove the engine oil dipstick and NOTE:
Engine oil and oil filter wipe it clean, insert it back into the If a torque wrench is not available
when cartridge hole without screwing it in , and installing a spark plug, a good estimate The
engine oil level should be checked then remove it again to check the Yamaha dealer. Place an
oil pan under the engine 7. Apply a thin coat of engine oil to to collect the used oil. Add the
specified amount of the recommended engine oil, and then install and tighten the oil filler cap.
Recommended engine oil: See page Oil quantity: Without oil filter cartridge replace- ment: 2.
Page Coolant The coolant level must be checked coolant reservoir cover by remov- engine off
and have a Yamaha dealer on a cold engine since the level ing the bolts, remove the reservoir
check the vehicle. Remove panel A and cowling A. Place a container under the engine the
coolant as soon as possible, to collect the used coolant. Remove the coolant reservoir covRemove the coolant reservoir by er by removing the bolts. Remove the coolant reservoir cap,
and then turn the coolant reservoir upside down to empty it. Page 62 Start the engine, and then
check distilled water or soft tap water the vehicle for coolant leakage. If instead. Do not use hard
water coolant is leaking, have a Yamaha or salt water since it is harmful dealer check the
cooling system. Page 64 If any fuel hose is dam- aged, do not start the engine but have a
Yamaha dealer replace the hose, otherwise fuel may leak. Air filter element Make sure that the
fuel hoses 7. Page Air Intake Duct To in- obtained as described above, have a crease the engine
idling speed, turn the Yamaha dealer make the adjustment. To decrease the engine idling speed,
turn the screw in direction b. Page Adjusting The Throttle Cable Free Play Yamaha dealer at the
intervals specified in the periodic Tire air pressure maintenance and lubrication chart. The tire
air pressure should be checked and, if necessary, adjusted before each ride. Make sure in it, or
if the sidewall is cracked, con- Rear: that the total weight of the cargo, rid- tact a Yamaha dealer
immediately and kPa 36 psi 2. Page 68 This motorcycle is fitted with super- from country to
country. Always comply Yamaha Motor Co. Note the following with the local regulations. Always
make sure that the valve points in order to make the most ef- caps are securely installed to
ficient use of these tires. Page Cast Wheels If any damage is 2. Remove cowling A. See page
found, have a Yamaha dealer re- Do not attempt 3. Loosen the locknut at the crank- even the
smallest repair to the case. Periodically check the brake pedal position and, if necessary, have a
Yamaha dealer ad- just it. Page Adjusting The Rear Brake Light Switch EAU point that the wear
indicator almost Adjusting the rear brake light Checking the front and rear touches the brake
disc, have a Yamaha switch brake pads dealer replace the brake pads as a set. The front and
rear brake pads must be Minimum level mark brake fluid, otherwise the rubber denly, have a
Yamaha dealer Rear brake seals may deteriorate, causing check the cause. Tighten the
locknuts, and then EAU NOTE: Lubricating the drive chain tighten the axle nut to the specified
Using the alignment marks on each The drive chain must be cleaned and torque. While applying
the front brake, If the sidestand does not move up push down hard on the handlebars and down
smoothly, have a Yamaha several times to check if the front dealer check or repair it. Page
Checking The Steering Securely support the vehicle so that fork does not operate smoothly,
there is no danger of it falling over. Hold the lower ends of the front fork legs and try to move

them for- ward and backward. To charge the battery sparks, flames, cigarettes, etc. Page
Replacing The Fuses 2. Main fuse sealed-type MF battery charg- 7. Spare fuse 3. Fuse box 1 er,
have a Yamaha dealer 4. Electronic fuel injection fuse charge your battery. If a fuse is blown,
replace it as follows. Parking lighting fuse 1. If the fuse immediately blows EAU Specified fuses:
Replacing a headlight bulb again, have a Yamaha dealer Main fuse: This model is equipped with
quartz bulb check the electrical system. If a headlight bulb burns Fuse box 1: out, replace it as
follows. Page 82 8. Install the panel. Thor- 9. Have a Yamaha dealer adjust the oughly clean off
any dirt and fin- headlight beam if necessary. Screw 1. Screw 2. Remove the defective bulb by 2.
Remove the socket together with pushing it in and turning it counter- the bulb by pulling it out.
Remove the defective bulb by pull- EAU 3. Remove the defective bulb by pull- Replacing an
auxiliary light ing it out. Insert a new bulb into the socket. This model is equipped with two
auxil- 5. Securely support the motor- cycle so that there is no danger 1. Wheel axle of it falling
over. Make sure that there is enough space between the brake pads before install- Tightening
torque: ing the brake calipers onto the brake Wheel axle pinch bolt: discs. Page Rear Wheel 4.
Turn the drive chain slack adjust- It is advisable to have a Yamaha ing bolts fully in direction a.
Push the wheel forward, and then Securely support the motor Page Troubleshooting The
following troubleshooting charts represent quick and easy procedures for checking these vital
systems your- self. However, should your motorcycle require any repair, take it to a Yamaha 1.
Retainer dealer, whose skilled technicians have 2. Slot the necessary tools, experience, and 2.
Page Troubleshooting Charts Remove the spark plugs and check the electrodes. The engine
does not start. Have a Yamaha dealer check the vehicle. Check the battery. Battery The engine
turns over The battery is good. Page 91 Start the engine. If the engine overheats again, have a
The coolant level Yamaha dealer check and repair the cooling system. NOTE: If coolant is not
available, tap water can be temporarily used instead, provided that it is changed to the
recommended coolant as soon as possible. Always rinse the dirt and de- movers or inhibitors,
brake flu- reveals the attractiveness of the tech- greaser off with water. To prevent corrosion, it
is recom- CAUTION: Remove dirt with warm water, a mild mended to apply a corrosion prodetergent, and a soft, clean sponge, tection spray metal, Do not use warm water since it in- and
then rinse thoroughly with clean including chrome- and nickel-plat- creases the corrosive action
of the Turn the engine over several To prevent corrosion, avoid Consult a Yamaha dealer for
advice on times with the starter. This will damp cellars, stables because what products to use.
Check and, if necessary, correct the tire air pressure, and then lift the motorcycle so that both of
its wheels are off the ground. Charging system: Coolant temperature indicator light: A. Page
Consumer Information Record the key identification number, vehicle identification number and
mod- el label information in the spaces pro- vided below for assistance when ordering spare
parts from a Yamaha dealer or for reference in case the vehi- cle is stolen. The use of the
vehicle after such will be needed when ordering spare device or element of design has parts
from a Yamaha dealer. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL. MWire ,
image source: DSC, image source: Chevrolet S10 2, image source: Fuse Box On Yamaha R6.
August 07, Post a Comment. Seat Ibiza Mk4 Fuse Box box seat seat ibiza mk4 6j fusesFuse box
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oto rear fusebox fuses a. Read more. Wira Fuse Box Diagram fixya Forum Cars Trucksproton
wira fuse box diagram Cars Trucks question Wira Fuse Box Diagram freethephotos proton
proton wira fuse box diagramProton wira fuse box diagram furthermore proton wira wiring
diagram and also wiring diagram vr meaning as well as fiu s box electrical home wiring dia
together with proton wira fuse box diagram masaleh proton proton wira fuse box layoutProton
wira fuse box layout in addition daewoo lights wiring diagram Wira Fuse Box Diagram skrinbatu
blogspot panduanDiagram Kotak Fius Kereta Wira Oleh ad z Khamis 23 April Kongsi Tweet
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berfungsi lampu tidak menyala dan sebagainya kemungkinan fius ini telah wira wiring
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